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To all whom it may concern:

Beit known that I, ALviN H. FoGa, of Rock-
land,in the county of Knox and State ot Maine,
have invented a new and useful Improvement

5 in Strawberry-Cars, of whick the following is a
specification,

Figure 1 is a perspective view of the im-
provement. Fig. 2 is a side elevation, partly
in section, through the line # #, Fig. 3. Tig.

10 3 is a sectional end elevation. Fig.4isaplan
view of a part of a car. Fig. 5 is a perspec-
tive view of a part of a track, showing a joint.

Similar letters of reference indicate corre-
sponding parts.

15 The object of this invention is to furnish
cars designed for use in cultivating and gath-
ering strawberries, cranberries, and in weed-

“ing and thinning out all kinds of root-plants.
. A is a rectangular frame, the ends of the

20 side bars of which project beyond the cross-
bars.

To the side bars of the frame A, at a little
distance from their ends, are attached axles
B for the wheels C, which are made small and

25 with small flanges at the sides of their rims to
keep them in place upon the tracks D. The
tracks D are made of narrow boards, which
have a tenon upon one end and a mortise or
noteh in the other end, so that the adjacent

30 ends of the said track-boards will interlock and |

will thus be kept in line.

To the end parts of the side bars of the
frame A are secured the ends of the hanging
seats B by bolts F.

35  To the seats E, in such positions as to be
directly over the rows of plants, are attached
boards G, which slide in ways attached to the
lower sides of the seats E, so that they can be
drawn out when desired for use and pushed in
when not required for use. By this construe-
tion the seats E . F and the shelves G are
brought closeto the ground, so that the pick-
ers ean work conveniently. The boards G are
designed to serve as shelves. to.receive and
45 carry the baskets into which the fruit is to be
picked. ‘ :

To the frame A is attached a bottom or fioor
to receive and carry the empty baskets and
the filled baskets, or a crate or box into which

5o the filled baskets can be packed.

40

The car can be made of such a size as to
straddle two rows and carry four pickers, two
at each end, or narrow to carry two pickers,
one at each end. The car is made light, so
that it can be easily lifted from one track to s
another, and has handles H for convenience in
handling it.

If desired, bows or alight frame, I, may be
aftached to the frame A to receive a cover, J,
to protect the pickers and the picked fruit 6o
from the sun.

To the end parts of the side bars of the
frame A are pivoted bent bars K, Fig. 4, the
ends of the outer arms of which have brake-
shoes formed upon or attached to them to bear 63
against the faces of the wheels (, and thus
hold the car in place upon inclined ground.
The inner arms of the brake-bars K extend
along the side bars of the frame A, and have
slotted eross-heads formed upon their ends to 70
receive the clamping-bolts L, attached to the
said side bars, so that the said brake-bars can
be locked in place by tightening the nuts of
the said bolts. } )

The boards G- may have their middle parts 75
cut away, or may be replaced by looped rods
to receive the lower parts of the baskets, and
thus prevent the baskets from being readily
upset.

If desired, light straps may be attached to 8o
the top and under side of the middle frame,
directly opposite each person, to be passed

under one arm and over the opposite shoulder; ="

or under both arms of the pickers, and made

of such a length as to alléw the hands of the 8g
pickers toreach or nearly reach the earth. By
this arrangement the straps will support the
bodies of the pickers and relieve their backs
from. the strain.

Having thus described my invention, what I go
claim as new, and desire to secure by Letters
Patent, is— .

1. A strawberry-car constructed substan-
tially as herein shown and described, consist-
ing of the frame A, the axles B, the flanged g
wheels C, the seats E T, the sliding shelves
G, the handles H, the cover I J, and the brakes
K L, as set forth.

2. In a strawberry-car, the combination of
the hanging seats B F, having sliding shelves 100
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G, with the frame A and the axles B and | ends, bolts, and nuts, as and for the purpose
wheels O, substantially as herein shown and | set forth.

described, whereby the pickers are brought ALVIN H. FOGG.
close to the plants, as set forth. ‘Witnesses:

5 3. In a strawberry-carriage, the brake-bars J. P. CILLEY,
K, extending along the sides of frame A, and _ 0. J. CONANT.

provided with slotted cross-heads at their




