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11. Claims. 

This invention relates to supports for bath 
tubs, and more particularly to bath tub brack 
ets arranged for supporting so-called built in 
bath tubs. At the present time built-in bath 

6 tubs are used almost to the exclusion of any 
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other type. 
These built-in bathtubs are usually installed 

in a building before the plastering or cement 
and tile are applied to the Walls. The tubs 
are supported on the floor and secured in posi 
tion with the upwardly extending flange adja 
cent the wall studding. The underside of the 
flange or rim at the back and at one or both 
ends of the tub are of rough unfinished iron 
and after the tub is installed suitable plaster 
or tile finish is applied to the wall in a manner 
to make a tight joint with the enameled sur 
face of the bathtub rim. . 

If the finished wall is to be of plaster or 
cement, the practice is to butt the rim of the 
tub up against the studding and then apply the 
finish, and if the wall is of brick, the tub flange 
is butted against the so-called furring-strips 
which are substituted for the studding of a 
frame building. , , 

when the finished wall is constructed of tile 
requiring a thick undercoat, the practice is to 
set the tub so that the unfinished rim edge is 
approximately seven-eighths of an inch away 
from the stud or furring-strip. 
The result of installing a tub supported en 

tirely on the floor is that as the floor joists 
and other timbers dry out and settle, the flange 
is drawn away from the wall finish and in 

7 nearly all cases a crack of considerable size re 
Sults between the tub and the plaster Or tile. 
In order to eliminate the possibility of this 

crack occurring, a wooden two-by-four has been 
secured horizontally to the studs or furring 
strips to support the rim of the tub SO that it 
would not settle with the floor. This practice 
practically eliminates the crack in the joint 
between the tub and the wall. However, in 
order to do this, it is necessary to first set the 

, tub in place, adjust it so that the front, back 
and ends are level, or, if the tub is warped, 
to set it so that it will appear level and then 
mark the height at which the two-by-four is to 
be secured to the studding. Then it is neces 
sary to remove the tub or bring it back away 
from the Wall in Order to have Work room in 
which to nail the two-by-four against the studs 
or furring-strips; then the tub is replaced with 
the rim on the two-by-four. If this is accurate 
ly and carefully done the tub may be found to 
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be approximately level. However, the under 
surface of the tub rim is rough and contains 
many imperfections and it has usually been 
found necessary to repeat the above process un 
til by a cut-and-try method the two-by-four has 
been finally placed so that the tub would rest 
in the desired position. Even when this has been 
accomplished, it is often found that the tub 
flange rests on the two-by-four only at some one 
or two points where it is Supported by the im 
perfections of the rough flange surface and in 
time these imperfections settle into the surface 
of the two-by-four and a crack occurs even when 
the tub has been otherwise well installed. 
The above method is expensive and inconven 

ient as it is often necessary to disconnect the 
plumbing and make several re-adjustments. 
This invention overcomes the above and other 

difficulties and provides a suitable supporting 
means whereby the tub may be permanently 
installed and the Supporting means applied and 
permanently secured, without loss of time or re 
adjustment of tub or Supports, and in a manner 
to prevent any crack between the plaster and 
flange at any future time. 

It is a further object of the present invention 
to provide an improved bath tub support by 
which the tub may be accurately engaged at all 
points to which the support is applied and by 
which the tub will be retained in the original 
level position. 
A further object is to provide a bathtub Sup 

port in which all adjustment may be made easily 
and conveniently by means of the Supports only 
instead of adjusting and re-adjusting the tub 
as has formerly been the practice. 
This invention also provides a convenient de 

vice which is small in size and whereby a large 
number may be packed in a Small Space and 
easily transported to desired locations. . 
A further object is the provision of a suitable 

bath tub support, which combines an accurate 
gauge for setting the bath tub relative to the 
supporting studs or furring-strips whereby wall 
finishes of desired thickness may be later applied. 
A novel feature of the invention is the pro 

vision of a one-piece support which may be at 
tached to the side of a stud and which is form 
able by the workman for attachment to the front 
side of the stud while retaining the same Sup 
porting characteristics. 
A further object is the provision of a one 

piece sheet metal bracket which is cheap to man 
ufacture, requires no assembly, and which is 
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2 
convenient to instal after the bath tub has been 
permanently installed. 
Warious other objects and advantages Will be 

apparent from the specification and the ap 
pended claims. 

In the drawing: 
Figure 1 is a side elevation of One embodiment 

of my invention applied to a Wall Stud, the 
cement and the tile wall finish and the tub rin 
being shown in section; 

Fig. 2 is a perspective view of one of the tub 
supporting brackets applied to a Wall stud: 

Fig. 3 is a top plan view of an installed bath 
tub, the adjacent studding being shown in Sec 
tion with the Supporting brackets applied there 
to and illustrates the method of inserting the 
brackets from between the studding and moving 
them into supporting relation after the tub. has . 
been installed; . . . 

Fig. 4 is a slightly modified embodiment of my 
invention in which one of the rim-engaging por 
tions has been eliminated; s 

Fig. 5 illustrates an embodiment of my inven 
tion which is arranged to be attached to the 
side of a studding instead of to the front but 
which may be formed by the user for attach 
ment to the front if desired; and , 

Fig. 6 illustrates a method of using the bracket 
as a gauge for permanent installation of the 
tub at a desired distance from the wall as re 
quired for a particular type of wall finish. 

Referring to the drawing in detail, the em 
bodiment illustrated is preferably made of Sheet 
metal formed to provide suitable rim-engaging 

However, the device may be made of 
other material if desired and comprises a COm 
paratively narrow elongated plate 1 having out 
wardly extending tub engaging ears or flanges 2 
formed thereon. . . 
The elongated plate 1 is upwardly extending 

from the flanges 2 and is provided with a Series 
of holes 3 whereby the device may be Secured 
to studding 4 or furring strips as illustrated. 
Any suitable fastening means Such as nails 5 can 

5 be used. 
The base plate 1 is also provided with a series 

of holes 6 through which a suitable metal lath 
or other plaster support 7 may be Secured by 
nails or other Suitable. Securing means. 
The outwardly extending flanges 2 are pro 

vided with inclined steps 8 and 9 Which, in 
the present instance, are formed to accommo 
date a standard type of bath tub rim. When 
engaged therewith as illustrated in Fig. i. It 
should be understood that these steps may be 
of any desired contour to conform to the Con 
tour of the tubs used therewith. However, the 
inclined steps illustrated in the present embodi 
ment may be successfully used with most of the 
tubs in common use. 
As previously stated, the tubs are commonly 

permanently installed adjacent the side and end 
wall studdings or furring-strips as illustrated 
in Fig. 3. 
In installing the tub, the supporting bracket 

w may be used as a gauge as illustrated in Fig. 6. 
When used in this connection, the brackets are 
inverted as shown and when it is desired to 
space the tub for tile finishes, such as shown in 
Fig. 1, the flange . 1 of the tub 10 is placed 
against the vertical riser 9a of the step 9 aS 
illustrated, and the tub is then permanently 
fastened in place and the plumbing may be in 
stalled. The bracket may then be removed and 
inserted between the studding as shown in Fig. 

1,938,818 
3 and moved laterally between the studding and 
the tub and then raised until the steps 9 are 
Snugly in contact with the lower Surface of the 
tub rim; the bracket may then be firmly Secured 
in place by the nails 5 as illustrated in Fig. 1. 

It will be obvious that all of the Supporting 
brackets may be firmly Secured in place to Support 
the tub adjacent each Wall stud or furring-Strip, 
and may be secured without disturbing the align 
ment of the tub and thereafter the tub rin Will 
be supported in alignment with the bracketS 
regardless of any settling of the floor. After the 
brackets have all been installed, the metal lath. 
7 may be applied and fastened through the 
series of openings 6 in the brackets and the 
cement coating 12 and tile 13 may then be ap 
plied thereto. 

If a plaster coating alone is to be applied to 
the wall, the tub flange may be spaced from the 
studs or furring-strips by only substantially the 
thickness of the plate 1. 
The brackets are then inserted in the sup 

porting position as previously described but With 
the flange 11 resting on the Step 8. 

It should be noted that a considerable nun 
ber of minor imperfections usually exist on the 
underside of the rim 11 and steps 8 and 9 pre 
sent sharp, clear-cut edges which may be moved 
back and forth to Scrape off these minor imper 
fections and thereby accurately seat the par 
ticular step used snugly against the under Sur 
face of the rim before the bracket is secured in 
place by the nails 5. 
The use of this invention for supporting the 

tub provides a permanent Support at all points 
of engagement with the tub rim regardless of 
variations in the alignment of the rim. This is 
of considerable importance when it is remem 
bered that many of these rins are Warped aS 
well as having the above mentioned imperfec 
tions. 
The embodiment illustrated in Fig. 4 is simi 

lar to that just described except that it is some 
what cheaper in construction and requires less 
metal, as one of the flanges 2 is eliminated. 
Otherwise, the structure is the same as the em 
bodiment illustrated in Fig. 1. . . 

Fig. 5 illustrates an embodiment wherein the 
bracket is a single flat sheet metal plate and 
is adapted for conditions Where it is desirable 
to secure the device to the side of the studding 
instead of to the front. In this form the Sup 
porting portion may be bent by the user to the 
angular relation shown in Fig. 4, Whereby the 
bracket may be attached to the face of the wall 
Stud. 

It is obvious that large numbers of these de 
vices may be packed in a very Small Space and 
be easily transported and conveniently and effi 
ciently used for the purpose described. 
The device is adaptable for use with any ordi 

nary, type of building construction and where 
ever studs or studding are referred to in the 
claims it is intended to cover either metal or 
WOOd studding or furring-Strips or analogous 
structure. 

Various modifications will be apparent to 
those skilled in the art and we desire, there 
fore, to be limited only by the prior art and 
Scope of the appended claims. 

Having thus described our invention, what we 
claim and desire to secure by Letters Patent is: 

1. A bathtub emergency support of the char 
acter described comprising a narrow elongated 
plate having openings therein for attachment 
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to a wall stud after the tub is in place, and an 
outwardly extending integral flange adjacent its 
lower end and arranged to engage the under 
surface of the rim of a permanently installed 
floor Supported bathtub. 

2. A bath tub support of the character de 
Scribed comprising an elongated strip for at 
tachment to a wall stud, a thin outwardly ex 
tending tub rim engaging portion integral there 
with, and a plurality of tub engaging surfaces 
On Said Supporting portion whereby to engage 
the rim in emergency Supporting relation in 
any one of a plurality of permanently installed 
horizontally spaced positions relative to said 
studding. 

3. A bath tub support of the character de 
scribed comprising a sheet metal bracket for at 
tachment to a wall stud after a tub has been per 
manently installed and supported adjacent 
thereto and arranged to be secured to said 
studding in alignment with the front surface 
thereof, and an outwardly extending integral 
portion on said bracket and having a plurality 
of vertically Spaced rim engaging edge Surfaces 
for engaging with and forming an emergency 
Support for the rim of said tub in a plurality of 
horizontally spaced positions relative to said 
studding. 

4. A Supporting device of the character de 
scribed for bath tubs permanently installed ad 
jacent wall studding, comprising a comparative 
ly thin member for attachment to individual 
studding and having a portion extending under 
the rim of said bath tub to prevent the tub 
settling relative to said studding, Said engage 
ment being Substantially the thickness of Said 
member, said member being arranged to be 
inserted between the studding and moved lat 
erally into engagement therewith and having 
a part forming a gauge for laterally positioning 
Said tub. 

5. A bath tub bracket of the character de 
scribed comprising a thin sheet metal base hav 
ing oppositely disposed out-turned flanges ad 
jacent one end, the contour of Said flanges form 
ing a plurality of edge surfaces conforming Sub 
stantially to the contour of the under Surface of 
a bathtub rim, and a vertical edge surface for 
spacing a tub from a stud, and an extension 
on said base above said flanges and provided 
with openings whereby the bracket may be se 
cured to a Studding. 

6. A flat sheet metal tub supporting bracket 
of the character described having a Stud engag 
ing portion with nail openings, therein for Se 
curing to the side of a wall Stud, and an out 
wardly extending tub rim engaging portion hav 
ing a plurality of steps thereon for variously en 
gaging the rims of permanently installed and 
variously positioned tubs and a vertical edge 

3 
Surface for spacing a tub from a stud, said 
Supporting portion being arranged to be bent to 
Substantially ninety degrees with the stud en 
gaging portion when desired whereby the brack 
et may be attached to the front of a stud instead 
of the side. 

7. A bath tub support bracket of the chair 
acter described comprising a comparatively nar 
row U-shaped sheet metal member having an 
upwardly extending portion adapted to be se 
cured to the face of a wall stud, the arms of the 
U-shaped member being provided with steps 
arranged to alternatively engage and support the 
flange of a permanently installed bath tub and 
a vertical edge surface for spacing a tub from 
a stud. . . 

8. A U-shaped bathtub bracket Support of the 
character described, the arms of said U-shaped 
member being adapted in One position of said 
bracket to provide a gauge for the installation 
of a bath tub to position the tub laterally from 
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a stud and in another position of said bracket 
to provide an emergency support therefor. 

9. A bath tub bracket of the character de 
Scribed comprising a U-shaped member ar 
ranged to be secured to the face of a studding, 
the arms of said U-shaped member being ar 
ranged to engage and form an emergency supe 
port for a permanently installed bath tub by 
engagement with the rim thereon, said bracket 
having a vertical gauge surface and being 
adaptable when inverted to provide a gauge for 
the permanent alignment of Said tub. 

10. A bath tub bracket of the character de 
scribed comprising a U-shaped member ar 
ranged to be secured to the face of a Wall 
Stud, the OutWardly extending arms of Said 
U-shaped member having stepped surfaces 
thereon arranged to engage and provide an 
emergency support for a permanently installed 
bath tub by engagement with the rim thereof, 
said bracket having a vertical edge gauge sur 
face and being adaptable in One position to 
provide a gauge for the adjustment and per 
manent alignment of Said tub relative to wall 
Studding and in another position to Support Said 
tub when secured to said studding and the 
original Support is lowered. 

11. A bathtub support of the character de 
scribed comprising a flat sheet metal plate hav 
ing an elongated attaching portion for align 
ment with the edge of a stud and attachment 
to the side thereof, and an outwardly extend 
ing stepped portion for engagement with the 
rim of a tub, said plate being formable for at 
tachment to the front of the stud instead of 
the side while retaining the same tub support 
ing characteristics. 

CAR. J. ERICKSON. 
CARL. H. JOHNSON. 
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