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UNITED STATES PATENT OFFICE. 
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To all, whon, it may conce77. 
Be it known that I, JOHN M. GRAU, a citi 

Zen of the United States, and a resident of 
Washington, in the District of Columbia, have 
invented certain new and useful Improve 
ments in Tobacco-Pipes, of which the follow 
ing is a specification, reference being had to 
the accompanying drawing, forming a part 
thereof, in which similar letters of reference 
indicate corresponding parts. 
This invention relates to tobacco-pipes, and 

the objects thereof are to provide a pipe which 
is substantially of the usual form and which is 
also provided with means to prevent the clog 
ging or fouling of the stem, and also to pre 
ventfine tobacco or other substances from en 
tering the stem from the bowl. 
The invention is fully disclosed in the fol 

lowing specification, of which the accompany 
ing drawing forms a parts, said drawing being 
a central vertical section of my improved pipe 
and its attachments. 
In the practice of my invention I provide 

a pipe comprising the usual bowl A, the usual 
stem B, and the usual detachable mouth 
piece C. 
The stem B is provided with a central bore 

b, and the inner end thereof is contracted and 
communicates with the bowl of the pipe by 
means of a smallpassageb', and formed in the 
upper side of the stem is an inclined opening D, 
in which is set a tubular plug G, each end of 
which is closed, the inner end being closed by 
an inclined plate g and the outer end by a 
cap g', and this tubular plug G is preferably 
filled with cotton or similar packing material. 
The cap g' is preferably removably connected 
With said tubular plug, and passing through 
said cap and through said tubular plug into 
the central bore of the stem and through the 
small passage or opening b' is a wire or rod 
H, provided at its outer end with a head or 
handleh, and by means of the head or handle 
h the wire or rod H may be withdrawn from 
the passageb' or inserted therethrough, when 
ever desired. 
The operation will be readily understood 

from the foregoing description. When takenin. 
connection with the accompanying drawing. 
The wire or rod His intended to prevent the 

passage of small particles of tobacco or other 
material into the stem of the pipe, while be 
ing small enough to allow of the passage of 
Smoke and air into the stem, and said rod G 
may be moved back. and forth for the pur 
pose of cleaning the passage b', whenever de 
sired, without annoyance of removing the to 
bacco from the bowl. It will be understood, 
of course, that if any nicotine or other sub 
stances should collect in the stem B the 
mouthpiece C may be removed and said stem 
thoroughly cleansed, and in this operation the 
tubular plug G may also be removed, if de 
sired. 
My invention is not limited to the exact 

form, construction, and operation of the va 
rious parts thereof as herein shown and de 
scribed, and I therefore reserve the right to 
make all such alterations therein and modi 
fications thereof as fairly come within the 
scope of the invention. 
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Having fully described my invention, its 
construction and operation, I claim as new 
and desire to secure by Letters Patent 
A pipe of the character herein shown and 

described provided with the usual tubular 
stem in the Outer end of which is secured a 
mouthpiece having a capillary bore the bowl 
communicating with the bore of the stem by 
a horizontal passage or opening on a line 
with the bottom of the bowl, said bore having 
formed in the upper side thereof an opening 
in which is secured a plug, the inner end of 
which is closed by an inclined plate and the 
outer end by a cap to which is secured a wire 
rod passing through said inclined plate and 
the passage between the bowl and the stem, 
said tube being provided with packing mate 
rial, whereby smaller particles of tobacco are 
prevented from being forced into the stem of 
the pipe, Substantially as and for the purpose 
set forth. 
In testimony that I claim the foregoing as 

my invention I have signed my name, in pres 
ence of the subscribing witnesses, this 4th day 
of November, 1895. 

JOHN MI, (GRAU. 
Witnesses: 

WILLIAM D. WALLACE, 
CHARLES ENZ. 
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