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6 Claims. (CI, 132-36.2) 

This invention relates to improvements in 
wrappers for enclosing wound strands of hair 
during the forming of permanent waves therein. 
In the art of permanent waving of human hair, 

5 it is the practice to arrange the hair in Strands 
or hanks, and tightly wind the same upon in 
dividual curler rods, after which a strip of ab 
sorbent material which has been impregnated 
with a lotion or powder commonly used in the 

10 process of hair waving, is wound upon the wound 
hair, and the said strip of absorbent material is 
enclosed in a moisture proof outer wrapper, so 
that when the curled hair and absorbent mate 
rial are Subjected to the action of heat, by the 

5 heaters fitted over the respective wrapped curled 
hair, vapor will be produced within the protect 
ing jacket formed by the Wrapper. Many ob 
jections are found to the present type of Wrappers 
due to the escape of steam vapors therefrom 
which reduces the effectiveness of the hair wav 
ing process, and although skillfully Wrapped, 
often results in Scalp burns to the head of the 
person receiving the wave. Therefore, one of 
the main objects of the invention resides in a 
combined pad and Wrapper which will provide a, 
Sealed jacket for the Wound hair to prevent the 
escape of vapors therefrom, and which may be 
sealed either with or without the use of sealing 
clips at the option of the Operator. 
Another object of the invention is to provide 

a combined hair curling pad and wrapper which 
is less bulky than those heretofore constructed, 
especially at that end which serves to seal the 
Wrapper at the inner end of the wound hair to 
enable the clip to be firmly tightened thereon in 
instances Where clips are used. 
A further object of the invention is the pro 

vision of a combined hair curling pad and wrap 
per in which the pad which is first wound upon 
the wound hair to be Waved, receives, at least one 
winding of the Wrapper to secure the pad in tight 
wound condition before the same is released by 
the hands of an Operator to fold in the end seal 
ing flap which is necessary before the complete 
winding of the Wrapper in instances where no 
clips are to be used. 
A still further object of the invention is the 

provision of a Wrapper for use in permanent hair 
Waving having the above features, which is 
Simple and inexpensive of construction, and easy 
and quick to apply to the wound hair preparatory 
to the Subjection of the same to heat. 
With these and other objects in view, the in 

vention resides in the certain novel construction, 
combination and arrangement of parts, the es 
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Wrapper Without the use of clips. 

Sential features of which are hereinafter fully 
described, are particularly pointed out in the ap 
pended claims, and are illustrated in the accom 
panying drawings, in which: 
Figure 1 is a perspective view of a lady's head 60 

showing the invention in use. 
Figure 2 is a plan view of the invention showing 

a. Wound strand of hair about to receive the same, 
the Wrapper being notched for the sealing of th 65 

Figure 3 is a side elevational view illustrating 
the style of wrapper shown in Figure 2 in par 
tially Wound position. 

Figure 4 is a view similar to Figure 3 showing 
the wrapper in a fully wound position. . . 

Figure 5 is a vertical longitudinal Sectiona 
view of the wrapper in fully wound condition. 

Figure 6 is an enlarged plan view of the Wrap 
per in its original condition. 

Figure 7 is a vertical sectional view on the line 
7-7 of Figure 6. w 

Figure 8 is a fragmentary perspective view of 
the Wrapper associated with a holding clip. 

Figure 9 is an enlarged detail vertical Sectional 
view through the Wrapper When Wound in a C 
cordance with the manner shown in Figure 8. 

Figure 10 is a detail vertical Sectional view 
through a modified form of Wrapper. 

Figure 1 is a sectional perspective view of a 
further modification. 

Figure 12 is a Sectional perSpective view of a 
Still further modified form. 

Referring to the drawings by reference chair 
acters, and more particularly to the form of the 
invention shown in Figures 1 to 9, inclusive, the 
numeral 10 designates a rectangular shaped pad 
of absorbent material, such as felt, flannel or the 
like, which is impregnated with Or dipped in a 
hair treating Solution prior to the application of 
the wrapper to the hair to be Waved. The pad 
may be of a single thickness of material as ShoWn, 
or formed of a single piece doubled upon itself 
to provide two thicknesses. The pad, 10 is at 
tached to one side of a wrapper or Outer covering 
11 in a manner presently to be described. 
The Wrapper or outer covering 11 is Of Sub 

stantially rectangular shape but is cut to provide 
right angularly disposed joining extension por 
tions 12 and 13 at one end and at one of the lon 
gitudinal sides. The transverse and longitudinal 
edges of the Wrapper are straight as are the Side 
edges of the extension portion, while the end 
edges of the said extension portion are Straight 
and at right angles to the adjoining side edges. 
The end edge of the extension portion 12 ter-ll0 

70 

75 

80 

85 

90 

95 

O 



O 

5 

20 

i) 

60 

5 

go 

5 

2 
minates inwardly of the longitudinal edge 14 of 
the wrapper, and to which edge 14 the pad 10 is 
secured by a line of stitching 15, one end of the 
pad being even with the end edge of the Wrapper 
from which the portion 12 extends, while the 
other end of the pad terminates short of the op 
posite end of the said wrapper. 
The wrapper or covering 11 comprises an inner 

sheet of aluminum or tinfoil 16, and an Outer 
sheet of paper 17-17. The sheets of paper 17 are 
formed of a single piece folded upon itself along 
one longitudinal edge as at 18, while the Opposite 
or free edges of the paper are stitched together 
and to the foil 16 by the line of stitching 15. By 
constructing the wrapper in this way, I interpose 
a layer of sheet material which will not be chen 
ically affected by the hair treating lotion or Sub 
stances carried by the pad, and which is Con 
cealed by the two folds 17 of the outer paper"COW 
ering. Although foil has been shown and de 
scribed, any other material having the Sane 
"characteristics may be substituted therefor, pro 
viding it is pliable and will retain any shape when 
deformed. W 

... The portion 12 of the wrapper adjacent the 
end thereof is provided with a dotted or Scored 
line 18’ of substantially key-hole shape, and 
which edge is cut inwardly along the lines when 
ithe wrapper is to be applied and secured upon 
the wound hair without the use of the conven 
tional clip or other mechanical holding device. 
When the portion of the wrapper surrounded by 
the dotted lines is cut away, a notch 19 is formed 
which opens onto the outer side edge and which 
terminates in a circular opening 20 at its inner 
tend, and which opening is disposed approxi 
mately on the plane of the side edge of the 
wrapper from which the extension portion 12 
projects. This cut out or notch is clearly shown 
in Figure 2 of the drawings and divides the ex 
tension portion into spaced flaps 21 and 22, the 
flap 21 being narrower than the flap 22. 

In practice, assume that it is desired to wrap 
a wound hank of hair. H. Without the aid of a clip 
for securing the Wrapper in position thereon, the 
notch 19 and opening 20 are respectively formed 
-by cutting upon the line 18, after which the pad 
10 is dipped into a liquid or lotion to prepare 
the Sane for chemical action. The hair is Wound 
in the usual manner upon a curling stick A, and 
the ends of the strand or hank of hair are se 
cured thereto by tying as at B. The pad is placed 
against the wound strand as shown in Figure 2 
with the extension portion 12 facing downward. 
'The pad is:applied adjacent the inner end of the 
*wound hank, and wound therearound, the wind 
'ing, operation being continuous until the opening 
20 reaches the inner end of the hank of hair H. 
During this initial winding operation, a portion 
sof the wrapper, and at least one convolution of 
the same, is wound about the pad 10 to enclose 
the same to Securely hold the pad in its Wound 
condition. This position is shown in Figure 3, 
after which the flap 21 is folded inwardly against 
the wound portion of the wrapper to partially 
?close the space between the walls of the opening 
20 and the base of the hank of hair H. The 
folding of the flap 20 is immediately followed by 
the inward folding of the other flap 22, on a 
sline parallel to its Outer side edge as shown in 
tidotted lines in Figure 2. A portion of the flap 22 
2Overlaps a portion of the folded flap 21 and com 
pletes the sealing of the space between the walls 
of the opening and the neck of the base of the 
-hank of hair H. These inwardly folded flaps are 

1,981,862 
naintained in their folded Sealing positions by 
completing the winding of the remaining portion 
of the Wrapper to the position shown in Figure 4. 
The extension portion 13 affords Sufficient nate 
rial to complete the Wrapping of the neck or base 
of the hank of hair Without adding kulkiress 
throughout the length of the jacket. Rue to the 
pliable nature of the foil sheet S, the folded ends 
of the Wrapper may be compressed and a Sea 
maintained about the inner end of the hank of 
hair to prevent leakage of steam vapors fron 
the jacket. When the Sane is Subjected to the 
action of heat produced by the h28ters C fitted 
thereover during the usual permanent hair wav 
ing piOceSS. 
ASSune that it is desired to Secure the wrapper 

in Wrapped position by the use of a clip such as 
shown in Figures 8 and 9. The notch and opening 
are not formed in the wrapper by cutting upon 
the line 18, but the Wrapper is applied in its orig 
inal condition. The wrapper is brought up to the 
Wound hank of hair H in the Saihe Inanner as 
previously explained with the extension portion 
disposed beyond the plane of the inner end of the 
Wound hair. The pad 10 is wound first and fol. 
lowed by the winding of the wrapper. The pro 
rjecting portion 12 is compressed about the neck 
of the hank of hair and is clamped therearound 
by the application of the mechanical clip C or 
other equivalent holding device. This clip tightly 
crimps the extended portion of the Wrapper about 
the neck of the hank of hair adjacent the scalp 
of the head of hair being waved, and seals the 
end of the jacket against leakage of steam va 
poi's therefrom. S. 

In Figure 10 of the drawings I have illustrated 
a slightly modified form of wrapper construction. 
In this form the body of the wrapper is construct 
'ed of two separate sheets of paper 23 and 24 be. 
tween which a sheet of foil 25 is interposed. The 
lower edges of these sheets may be fastened to 
'gether by stitching in the manner shown in the 
preceding form. The only difference between this 
form and that shown in the preceding form is 
that the paper sheets 23 and 24 are separate and 
are not formed by the folding of a single sheet. 

In Figure 11 of the drawings, there is illustrated 
a further modification which includes a relative 
ly Small rectangular sheet of paper 26 and a larger 
'Sheet of paper 27 underlying the sheet 26. Por 
tions of the sheet 27 project beyond the edges of 
the sheet 26 to provide adjoining extension por 
tions 28 and 29 which are the equivalent to the 
'extension portions 12 and 13 respectively of the 
form shown in Figures 1 to 9 of the drawings. 
The sheet of paper 27 is interposed between the 
paper sheet 26 and a foil sheet 30 which is of the 
same size and shape as the sheet 27. The sheets 
26, 27, and 30 are secured together by stitching 
31 which also secures the absorbent pad 32 to the 
body of the wrapper. . . . . 

In Figure 12 of the drawings, substantially the 
Same construction is shown as that illustrated in 
Figure 11, with the exception that the free ion 
gitudinal edges 33 and 34 of the sheet of paper 
27 and the foil sheets 30 are cut transversely at a 
point even with the end edge of the extension por 
tion 29 in order to provide a flap 35 adapted to be 
folded over upon the sheets of paper 26. This 
construction serves to assist in holding the sheets 
26, 27, and 30 together, along the edge opposite 
to that edge Stitched to the pad 32. 
While I have shown and described several em 

bodiments of my invention, I wish it to be under 
stood that various other changes and construc 
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tion may be resorted to as come within the scope 
of the appended claims. 

Having thus described the invention, what I 
claim as new and desire to secure by Letters Pat 
end of the United States, is:- 

1. A Wrapper for enclosing a wound strand of 
hair during a hair waving process comprising a 
flexible Wrapper body of Substantially rectangu 
lar configuration and including a sheet of non 
absorbent material inherently capable of main 
taining a deformed condition when the body is 
wound, a pad Secured to one of the longitudinal 
edges of Said Wrapper body, and an extension por 
tion provided at One end of said wrapper body 
and terminating inwardly of the longitudinal 
edge of the same to which said pad is secured. 

2. A Wrapper for enclosing a wound strand of 
hair during a hair Waving process comprising 
a flexible Wrapper body of Substantially rectangu 
lar configuration and including a sheet of non 
absorbent material inherently capable of main 
taining a deformed condition when the body is 
wound, a pad secured to one of the longitudinal 
edges of Said Wrapper body, and an extension 
portion provided at one end of said wrapper body 
and terminating inwardly of the longitudinal 
edge of the same to which said pad is secured, 
and a notch provided in Said extension portion 
and opening onto the side edge thereof to divide 
the extension portion into separate flaps, Said pad 
adapted to be Wound upon a strand of Wound hair 
and enclosed. Within a portion of Said Wrapper 
body by partially Winding the same therearound, 
the flaps adapted to be folded inwardly after the 
initial winding, and the Wrapper body completely 
wound to provide a sealed joint between One end 
of the wrapper and the hank of hair enclosed 
therein. 

3. A wrapper for enclosing a wound strand of 
hair during a hair waving process comprising a 
substantially rectangular shaped flexible pliable 
wrapper body adapted to maintain a deformed 
condition when Wound, an absorbent pad Secured 
to one of the longitudinal edges of said wrapper 
body and positioned with one end of said pad 
flush with One end of Said Wrapper body, an ex 
tension portion provided on said Wrapper body 
on that end with which one end of Said pad is 
flush, said extension portion terminating short 

3 
of the longitudinal edge of Said wrapper body to 
which said pad is Secured, Substantially as and 
for the purpose specified. 

4. A Wrapper for enclosing a wound stand of 
hair during a hair waving process comprising a 
substantially rectangular shaped flexible pliable 
wrapper body adapted to maintain a deformed 
condition. When Wound, an absorbent pad Secured 
to one of the longitudinal edges of Said Wrapper 
body and positioned with one end of Said pad 
flush with one end of Said Wrapper body, an ex 
tension portion provided on said wrapper body on 
that end with which one end of said pad is flush, 
said extension portion terminating short of the 
longitudinal edge of said wrapper body to which 
said pad is Secured, and a marked area, provided 
on said extension portion and adapted to be cut 
out to divide the extension portion into a pair 
of separate foldable sealing flaps. 

5. A wrapper for enclosing a wound Strand of 
hair during a hair Waving process comprising a 
flexible wrapper body from which a portion of 
said strand projects, a pad secured to One edge 
of said wrapper body and in which the Wound 
portion of said strand is rolled preparatory to be 
ing wrapped in said wrapper body, and an exten 
sion portion projecting from said wrapper body 
elongated in a direction away from the edgethere 
of opposite that to which said pad is secured and 
spaced from the edge to which the pad is Se- 105 
cured, said extension portion being foldable about 
One end of the wound strand only after a portion 
of the wrapper body has been wound to com 
pletely enclose the rolled pad. 

6. A wrapper for enclosing a wound strand of 110. 
hair during a hair Waving process comprising a 
Wrapper body embodying a pair of paper sheets, 
positioned one against the other, a flap extend 
ing from an edge of One paper sheet and pro 
jecting beyond the corresponding edge of the 115 
other paper sheet, a foil sheet of a shape corre 
sponding to the shape of the paper sheet pro 
vided with the flap and fitting thereagainst, said 
flap and adjacent portion of said foil sheet be 
ing folded over an edge of the other paper sheet, 120 
and a pad secured to that edge of Said Wrapper 
body opposite that on which said flap is provided. 
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