METHOD AND APPARATUS FOR REQUESTING PRINTING OF PANORAMIC IMAGE IN MOBILE DEVICE

Provided is a method and apparatus to request that an image be printed, when the image is stored in a mobile device, such as a cellular phone, which is able to capture the image. The method includes creating a markup document indicating a panoramic image in which a plurality of images are unified, and requesting that the panoramic image be printed, by transmitting the created markup document. Accordingly, a panoramic image may be easily created even in a mobile device having an insufficient memory resource and low specification hardware.
Description

METHOD AND APPARATUS FOR REQUESTING PRINTING OF PANORAMIC IMAGE IN MOBILE DEVICE

Technical Field

Aspects of the present invention relate to a method and an apparatus for requesting that an image be printed, where the image is in a mobile device, such as a cellular phone, which is able to capture the image.

Background Art

FIG. 1 illustrates photographs having a panoramic format, which are formed using consecutive images, according to conventional methods. As shown in FIG. 1, a first conventional method of forming consecutive images is one of the simplest methods available and comprises obtaining a panoramic photograph by printing consecutive images and positioning the printouts together in their proper order (as shown in a printout IA). However, in practice, this method is inconvenient since joint portions of the photographed images must be positioned correctly. Further, a partial mismatch of the obtained panoramic photograph may occur according to a joint status of the photographed images.

A second conventional method of forming consecutive images comprises uniting several images to a single image before printing, as shown in image IB of FIG. 1. FIG. 2 is a block diagram of a conventional panoramic image printing apparatus which realizes the second conventional method shown in FIG. IB. As shown in FIG. 2, the conventional panoramic image printing apparatus includes an image viewer 21, an image adjuster 22, an image uniting unit 23, an image clipper 24, and a panoramic image printing unit 25.

The image viewer 21 displays source images of a panoramic image. The image adjuster 22 moves the source images in horizontal/vertical directions and performs zooming operations for the source images to generate a panoramic image. The image uniting unit 23 creates a single united image using the source images adjusted by the image adjuster 22. The image clipper 24 creates a panoramic image having a user desired size by clipping the image united by the image uniting unit 23. The panoramic image printing unit 25 prints the panoramic image clipped by the image clipper 24.

Although a relatively correct joint may be performed when the source images are united in the second conventional method shown in FIG. IB as compared to the first conventional method shown in FIG. IA, the second method shown in FIG. IB has a problem in that a partial mismatch of a panoramic image may occur and an image modification process, such as clipping of images to a specific size, must be performed
to unite the images. In particular, the second method shown in Fig. 1B requires a memory resource that is double the total image file size to perform the image modification process. Thus, a panoramic image cannot be easily created using a mobile device having an insufficient memory resource and low specification hardware.

Although a few embodiments of the present invention have been shown and described, it would be appreciated by those skilled in the art that changes may be made in these embodiments without departing from the principles and spirit of the invention, the scope of which is defined in the claims and their equivalents.

Disclosure of Invention

Technical Problem

Technical Solution

Aspects of the present invention provide a method and apparatus for easily creating a panoramic image even in a mobile device having an insufficient memory resource and low specification hardware. Aspects of the present invention also provide a computer readable recording medium having a computer readable program stored thereon to execute the method.

Advantageous Effects

As is described above, according to aspects of the present invention, a mobile device creates an XHTML-Print document indicating a panoramic image in which a plurality of images are united and transmits the created XHTML-Print document to a printer. The printer, which has received the XHTML-Print document, analyzes and prints the XHTML-Print document. Thus, by presenting a panoramic image using style attributes of an XHTML-Print document, which do not require a large memory resource or a complicated application, the panoramic image can be easily created even in a mobile device having an insufficient memory resource and low specification hardware.

Description of Drawings

Fig. 1 illustrates photographs of a panoramic format, which are formed using consecutive images, according to conventional methods;

Fig. 2 is a block diagram of a conventional panoramic image printing apparatus;

Fig. 3 is a block diagram of a panorama printing system according to an embodiment of the present invention;

Fig. 4 illustrates a storage form of panorama templates according to an embodiment of the present invention;

Fig. 5 illustrates a process of adjusting a panorama layout according to an embodiment of the present invention;
FIG. 6 illustrates an extensible hyper text markup language (XHTML)-Print document according to an embodiment of the present invention;

FIG. 7 is a flowchart illustrating a panorama print requesting method according to an embodiment of the present invention;

FIG. 8 is a flowchart illustrating a panorama printing method according to an embodiment of the present invention; and

FIG. 9 is a flowchart illustrating a user input process to a mobile device according to an embodiment of the present invention.

Best Mode

According to an aspect of the present invention, there is provided a print requesting method comprising: creating a markup document indicating a panoramic image in which a plurality of images are united; and requesting that the panoramic image be printed, by transmitting the created markup document.

According to another aspect of the present invention, there is provided a computer readable recording medium having a computer readable program stored thereon to execute the print requesting method.

According to another aspect of the present invention, there is provided a print requesting apparatus comprising: an adjuster to create a markup document indicating a panoramic image by adjusting a layout of the panoramic image; and a transmitter to request that the panoramic image be printed, by transmitting the markup document.

According to another aspect of the present invention, there is provided a printing method comprising: receiving a markup document indicating a panoramic image in which a plurality of images are united; analyzing the received markup document; and printing a result of the analysis.

According to another aspect of the present invention, there is provided a computer readable recording medium having a computer readable program stored thereon to execute the printing method.

According to another aspect of the present invention, there is provided a printing apparatus comprising: a receiver to receive a markup document indicating a panoramic image in which a plurality of images are united; an analyzer to analyze the received markup document; and a print engine to print a result of the analysis.

Additional and/or other aspects and advantages of the invention will be set forth in part in the description which follows and, in part, will be obvious from the description, or may be learned by practice of the invention.

Mode for Invention

Reference will now be made in detail to the present embodiments of the present invention, examples of which are illustrated in the accompanying drawings, wherein
like reference numerals refer to the like elements throughout. The embodiments are described below in order to explain the present invention by referring to the figures.

[27] FIG. 3 is a block diagram of a panorama printing system according to an embodiment of the present invention. As shown in FIG. 3, a panorama print requesting apparatus of a mobile device 31 includes a display unit 311, a user interface unit 312, a panorama template storage unit 314, an image storage unit 313, a panorama layout setting unit 315, a cell image arrangement unit 316, a panorama layout adjuster 317, a panorama layout previewer 318, an extensible hyper text markup language (XHTML)-Print document previewer 319, and a transceiver 320. The display unit 311 displays images related to a panoramic image, in which a plurality of consecutive images stored in the image storage unit 313 are united, to a user. The user interface unit 312 allows the user to input information regarding the panoramic image being created from the displayed images. The image storage unit 313 stores a plurality of consecutive images photographed by the user using the mobile device 31 and/or a plurality of consecutive images received from an external device (not shown). The panorama template storage unit 314 stores various panorama templates corresponding to layouts that may be set by the panorama layout setting unit 315. In particular, according an embodiment of the invention, the panorama template storage unit 314 stores panorama templates edited in a markup document format based on an XHTML-Print specification (January 2006), the disclosure of which is incorporated by reference. Although the markup document described below is an XHTML-Print document, it will be understood by those of ordinary skill in the art that markup documents having other formats may be applied. While described in the context of a cell phone having an image capturing capability, it is understood that aspects of the invention can be implemented in a camera, media player, a portable computer and/or a non-portable computer.

[28] FIG. 4 illustrates a storage form of panorama templates according to an embodiment of the present invention. As shown in FIG. 4, various panorama templates corresponding to cell image matrices (1, 2), (1, 3), ..., (3, 3) that may be set by the user are stored in the panorama template storage unit 314. The panorama templates may be edited as a style settable markup document, such as an XHTML-Print document.

[29] With reference back to FIG. 3, the panorama layout setting unit 315 sets a basic layout of the panoramic image by selecting a panorama template corresponding to the basic layout from among the panorama templates stored in the panorama template storage unit 314 according to a first value input by the user through the user interface unit 312. In more detail, the panorama layout setting unit 315 sets a matrix of cell images that constitute the panoramic image by selecting a panorama template corresponding to the cell image matrix, i.e., a matrix having \( M \) rows and \( N \) numbers of
images per row) dimensions, from among the panorama templates according to a second input value. In addition, the panorama layout setting unit 315 sets a width and a height of a print medium on which the panoramic image is to be printed and a total width and a height of the panoramic image by writing the width and the height of the print medium and the total width and the height of the panoramic image in the panorama template.

The mobile device 31 may use static panorama templates stored in the panorama template storage unit 314, as described above. However, the mobile device 31 may also include a script module to allow for a creation of an XHTML-Print document instead of or in addition to the static panorama templates. In particular, in the former case, since the script module does not have to be included by the creation of an XHTML-Print document indicating a panoramic image from a panorama template, a panoramic image may be relatively easily created even in a mobile device having very low specification hardware.

The cell image arrangement unit 316 selects consecutive cell images that constitute the panoramic image from among the plurality of images stored in the image storage unit 313 according to a third value input by the user through the user interface unit 312. The cell image arrangement unit 316 further arranges the selected cell images according to the layout set by the panorama layout setting unit 315 (i.e., in cells of the matrix set by the panorama layout setting unit 315) by writing source information of the selected cell images in the panorama template selected by the panorama layout setting unit 315 according to a fourth input value. In addition, the cell image arrangement unit 316 creates an XHTML-Print document, in which only a basic size and locations of the cell images are set, by arranging the cell images.

The panorama layout adjuster 317 minutely adjusts the layout of the panoramic image including the cell images arranged by the cell image arrangement unit 316 by adjusting style attribute values of the panorama template selected by the panorama layout setting unit 315 according to a fifth value input by the user through the user interface unit 312. In addition, the panorama layout adjuster 317 creates an XHTML-Print document. Here, the XHTML-Print document includes the panoramic image, in which the images are united due to this adjustment. In more detail, when the user designates a block that corresponds to a new cell image by performing horizontal movement, vertical movement, zoom up/down, and/or clipping on an existing cell image using a mouse or similar device, the panorama layout adjuster 317 replaces the default style attribute values of the panorama template selected by the panorama layout setting unit 315 with a value indicating the block corresponding to the new cell image.

When the user performs a predetermined job through the user interface unit 312, as described above, the user may additionally perform a general arrangement using the
similarity of adjacent areas provided by a technique such as artificial intelligence pattern recognition technology. The user may then perform detailed arrangement through the user interface unit 312.

[34] FIG. 5 illustrates a process of adjusting a panorama layout according to an embodiment of the present invention. As shown in FIG. 5, if horizontal/vertical movement of a block corresponding to a new cell image in a cell image that is arranged by the cell image arrangement unit 316 is necessary, attributes to describe the movement are used. These attributes may indicate a location (i.e., 'left' or 'top') from among XHTML-Print style attributes. That is, when the user designates a block corresponding to a new cell image by performing a horizontal and a vertical movement of the block corresponding to the new cell image in the cell image using a mouse or similar device, the panorama layout adjuster 317 writes (referring to image 51) a value corresponding to the horizontal/vertical movement on the 'left' and 'top' attributes of the XHTML-Print document.

[35] If an up or down zoom is necessary for a cell image arranged by the cell image arrangement unit 316, attributes indicating a specific ratio (relative dimension) or a specific size (absolute dimension) (i.e., 'width' or 'height') from among the XHTML-Print style attributes may be used. That is, when the user designates a block corresponding to a new cell image by performing an up or down zoom of an existing cell image using a mouse or similar device, the panorama layout adjuster 317 writes (referring to image 52) a value corresponding to the up or down zoom on the 'width' and 'height' attributes of the XHTML-Print document.

[36] If clipping is necessary for a cell image arranged by the cell image arrangement unit 316, an attribute indicating that some part is hidden (i.e., 'overflow:hidden') from among the XHTML-Print style attributes are used. That is, when the user designates a block corresponding to a new cell image by clipping an existing cell image using a mouse or similar device, the panorama layout adjuster 317 writes (referring to image 53) a block size corresponding to the new cell image on the 'width' and 'height' attributes of the XHTML-Print document and writes 'overflow:hidden' to clip the other area.

[37] As is described above, the panorama layout adjuster 317 creates (referring to image 54) an XHTML-Print document indicating the panoramic image illustrated in FIG. 5 by properly adjusting the XHTML-Print style attributes.

[38] FIG. 6 illustrates an XHTML-Print document according to an embodiment of the present invention. As shown in FIG. 6, in the XHTML-Print document illustrated in FIG. 6, style attribute values on a 2 \* 2 panorama template (such as that shown in FIG. 5) selected by the panorama template storage unit 314 and source image information are written.
Referring back to FIG. 3, the panorama layout previewer 318 provides a preview of the layout of the panoramic image to the user by outputting the layout of the panoramic image having been minutely adjusted by the panorama layout setting unit 315 to the display unit 311. After recognizing the preview of the layout of the panoramic image displayed by the display unit 311, the user may perform horizontal movement, vertical movement, zoom up or down, and/or clipping on a cell image again using a mouse or a similar device. This process is iterated until a panoramic image of a level desired by the user is edited. That is, the panorama layout adjuster 317 minutely adjusts the layout of the panoramic image again according to the fifth input value input through the user interface unit 312 by the user who has viewed the preview provided by the panorama layout previewer 318.

However, to output the layout of the panoramic image to the display unit 311, as described above, a process of analyzing the XHTML-Print document having the style attribute values written by the panorama layout setting unit 315 is required. Thus, the panorama layout previewer 318 may include this analysis function. Alternately, the mobile device may request that a printer 32 perform the analysis of the XHTML-Print document be performed. If the analysis is performed at a printer, or at a receiving device connected to a printer, it is understood the previewer 318 need not have this functionality.

When the layout of the panoramic image is adjusted by the panorama layout adjuster 317 to the user desired level, the XHTML-Print document previewer 319 requests an analysis of the XHTML-Print document by transmitting the XHTML-Print document having the style attribute values written by the panorama layout setting unit 315 to the printer 32 through the transceiver 320. In addition, the XHTML-Print document previewer 319 provides a preview of a panoramic image to be printed by the printer 32 to the user. This is accomplished by receiving rendering data of the XHTML-Print document in response to the request, and then, by outputting the received rendering data to the display unit 311. As is described above, by using an XHTML-Print document analysis function of the printer 32, a preview of a panoramic image may be realized even in a mobile device 31 having very low specification hardware.

According to an embodiment of the invention, the analysis of an XHTML-Print document indicates all processes concerned with parsing and rendering the XHTML-Print document. Rendering data of the XHTML-Print document indicates data output by passing through all these processes (i.e., RGB data, which can be directly printed or displayed by printers or display units, respectively).

As in the preview of the layout of the panoramic image, in the preview of the panoramic image to be printed, after the preview of a layout of the panoramic image
displayed by the display unit 311 is recognized, the user may also perform horizontal
movement, vertical movement, zoom up or down, and/or clipping on a cell image
again using a mouse or similar device. That is, the panorama layout adjuster 317
minutely adjusts the layout of the panoramic image again according to the fourth input
value input through the user interface unit 312 by the user who has viewed the preview
provided by the XHTML-Print document previewer 319.

The transceiver 320 transmits the XHTML-Print document having the style
attribute values written by the panorama layout setting unit 315 to the printer 32
according to a request of the XHTML-Print document previewer 319. Alternately, the
transceiver 320 may receive output rendering data of the XHTML-Print document in
response to the request and then, output the received rendering data to the XHTML-
Print document previewer 319. In addition, if the user issues a print command through
the user interface unit 312, the transceiver 320 transmits the print command to the
printer 32. In particular, it will be understood by those of ordinary skill in the art that
the transceiver 320 performs transmission and reception using various communication
media including wireless communication media, such as infrared communication,
Bluetooth communication, IEEE 802.11 wireless local area network (WLAN) com-
munication, and so on, and wired communication media.

A panorama printing apparatus included in the printer 32 includes a transceiver 321,
an XHTML-Print document analyzer 322, and a print engine 323. The transceiver 321
receives an XHTML-Print document from the mobile device 31. In addition, the
transceiver 321 transmits rendering data of the XHTML-Print document, which is an
analysis result by the XHTML-Print document analyzer 322, to the mobile device 31.
In addition, the transceiver 321 receives a print command from the mobile device 31.
The XHTML-Print document analyzer 322 analyzes the XHTML-Print document
received from the mobile device 31 through the transceiver 321. In particular, the
XHTML-Print document analyzer 322 receives an analysis request of the XHTML-
Print document by receiving the XHTML-Print document from the mobile device 31
through the transceiver 321. The XHTML-Print document analyzer 322, which has
received the analysis request, analyzes the XHTML-Print document and transmits
rendering data of the XHTML-Print document to the mobile device 31 through the
transceiver 321 as a response of the analysis request. However, if the mobile device 31
includes a module to perform a function of the XHTML-Print document analyzer 322,
the printer 32 may not have to include the XHTML-Print document analyzer 322.
When a print command is received through the transceiver 321, the print engine 323
prints the rendering data of the XHTML-Print document, which is an analysis result by
the XHTML-Print document analyzer 322, on a print medium. While not required in
all aspects, the printer 32 need not include the print engine 323, such as where the
printer 32 stores and/or provides the panorama print to an external printer.

Fig. 7 is a flowchart illustrating a panorama print requesting method according to an embodiment of the present invention. As shown in Fig. 7, the panorama print requesting method comprises operations that are processed sequentially by the mobile device 31 of Fig. 3. Thus, although descriptions may be omitted in the current embodiment, the descriptions of the mobile device 31 illustrated in Fig. 3 are also applied to the panorama print requesting method according to the current embodiment.

In operation 71, the mobile device 31 sets a matrix of cell images that constitute a panoramic image by selecting a panorama template corresponding to the matrix of cell images from among panorama templates stored in the panorama template storage unit 314 according to a first value input by the user through the user interface unit 312. In operation 72, the mobile device 31 sets a width and/or height of a print medium on which the panoramic image is to be printed and a total width and/or height of the panoramic image by writing the width and/or the height of the print medium on which the panoramic image is to be printed and the total width and/or the height of the panoramic image in the panorama template selected in operation 71 according to a second value input by the user through the user interface unit 312. In operation 73, the mobile device 31 selects consecutive cell images that constitute the panoramic image from among a plurality of images stored in the image storage unit 313 according to a third value input by the user through the user interface unit 312. In operation 74, the mobile device 31 arranges the cell images selected in operation 73 in cells of the matrix that is set in operation 71 by writing source information of the cell images selected in operation 73 in the panorama template selected in operation 71 according to a fourth value input by the user through the user interface unit 312. In operation 75, the mobile device 31 minutely adjusts a layout of a panoramic image that includes the images arranged by the cell image arrangement unit 316 by adjusting style attribute values of the panorama template selected in operation 71 according to a fifth value input by the user through the user interface unit 312 and creates an XHTML-Print document indicating the panoramic image in which the plurality of images are united due to this adjustment. While not required, it is understood that other indicia, such as text, can be included in the template and the document.

In operation 76, the mobile device 31 provides a preview of the layout of the panoramic image to the user by outputting the layout of the panoramic image that has been minutely adjusted in operation 75 to the display unit 311. In operation 77, if the user indicates through the user interface unit 312 that a readjustment of the layout of the panoramic image is necessary (yes), the mobile device 31 proceeds to operation 75. If no such indication exists (no), the mobile device 31 proceeds to operation 78.

In operation 78, the mobile device 31 requests that the XHTML-Print document be
analyzed by transmitting the XHTML-Print document having the style attribute values adjusted in operation 75 to operation 81 of FIG. 8 to be described later. In operation 79, the mobile device 31 receives rendering data of the XHTML-Print document in response to the request of operation 78 from operation 83 of FIG. 8 and provides a preview of a panoramic image to be printed to the user by outputting the rendering data to the display unit 311. In operation 710, the user who has viewed the preview provided in operation 79 indicates that a readjustment of the layout of the panoramic image is necessary (yes), the mobile device 31 proceeds to operation 75. If the user indicates that no such readjustment is necessary, the mobile device 31 proceeds to operation 711. In operation 711, if the value input by the user through the user interface unit 312 indicates a print command, the mobile device 31 transmits the XHTML-Print document having the style attribute values adjusted in operation 75 to operation 84 of FIG. 8 which will be described below.

FIG. 8 is a flowchart illustrating a panorama printing method according to an embodiment of the present invention. As shown in FIG. 8, the panorama printing method comprises operations that are sequentially processed by the printer 32 of FIG. 3. Thus, although descriptions may be omitted in the current embodiment, the descriptions of the printer 32 illustrated in FIG. 3 are also applied to the panorama printing method according to the current embodiment.

In operation 81, the printer 32 receives a request to analyze an XHTML-Print document by receiving the XHTML-Print document from operation 78 of FIG. 7. In operation 82, the printer 32 analyzes the XHTML-Print document received in operation 81. In operation 83, the printer 32 transmits rendering data of the XHTML-Print document, which is generated as a result of the analysis performed in operation 82, to operation 79 of FIG. 7 through the transceiver 321 in response to the request. If a print command is found to have been received from operation 711 of FIG. 7, in operation 84 (yes), the printer 32 proceeds to operation 85. If a print command is found not to have been received (no), the printer 32 ends this process. In operation 85, the printer 32 prints the rendering data of the XHTML-Print document, which is a result of the analysis performed in operation 82, on a print medium.

FIG. 9 is a flowchart illustrating a user input process to the mobile device 31 according to an embodiment of the present invention. In operation 91, a user selects a panorama menu from a display window displayed by the display unit 311 by a first operation of the user interface unit 312. In operation 92, the user selects a matrix of cell images that constitute a panoramic image from a display window displayed by the display unit 311 by a second operation of the user interface unit 312. In operation 93, the user selects a width and/or a height of a print medium on which the panoramic image is to be printed and a total width and/or a height of the panoramic image from a
display window, which is displayed by the display unit 311, by a third operation of the user interface unit 312. In operation 94, the user sequentially selects cell images corresponding to cells of the matrix selected in operation 92 from a display window, which is displayed by the display unit 311, by a fourth operation of the user interface unit 312. In operation 95, the user minutely adjusts a layout of the panoramic image constituted of the cell images selected in operation 94 from a display window, which is displayed by the display unit 311, by a fifth operation of the user interface unit 312.

In operation 96, the user views a preview of the layout of the panoramic image minutely adjusted in operation 95 from the display window displayed by the display unit 311. In operation 97, if readjustment of the layout of the panoramic image is found to be required, the user proceeds to operation 95 by an operation of the user interface unit 312, and if the user determines that the layout of the panoramic image has been adjusted to a desired level, the user proceeds to operation 98. In operation 98, the user views a preview of a panoramic image, to be printed by the printer 32, in the display window displayed by the display unit 311. In operation 99, if readjustment of the layout of the panoramic image is required, the user proceeds to operation 95 by an operation of the user interface unit 312, and if the user determines that the layout of the panoramic image has been adjusted to a desired level, the user proceeds to operation 910. In operation 910, the user inputs a print command by an operation of the user interface unit 312.

The embodiments of the present invention may be written as computer programs and may be implemented in general-use digital computers that execute the programs using a computer readable recording medium. Examples of the computer readable recording medium include magnetic storage media (e.g., ROM, floppy disks, hard disks, etc.), optical recording media (e.g., CD-ROMs, or DVDs), and storage media such as carrier waves (e.g., transmission through the Internet).
Claims

1. A print requesting method comprising:
creating a markup document defining a panoramic image in which a plurality of
images are united; and
requesting that the panoramic image be printed by transmitting the created
markup document.

2. The print requesting method of claim 1, wherein the creating comprises
adjusting style attribute values of a panorama template into which the images are
inserted.

3. The print requesting method of claim 1, further comprising providing a
preview of the created panoramic image to a user.

4. The print requesting method of claim 3, wherein the creating comprises:
displaying a preview of the panoramic image to a user;
adjusting a layout of the panoramic image according to a value input by the user;
and
creating the markup document based on the adjustment.

5. The print requesting method of claim 3, wherein the providing comprises:
requesting an analysis of the markup document by a transmission of the markup
document to a printer;
receiving rendering data of the markup document in response to the request; and
displaying the rendering data.

6. The print requesting method of claim 1, further comprising setting a layout of
the panoramic image, wherein, during the creating, the set layout is adjusted, and
the markup document is created based on the adjustment.

7. The print requesting method of claim 6, wherein the setting comprises setting
the layout of the panoramic image by a selection of a panorama template.

8. The print requesting method of claim 6, wherein the creating comprises
adjusting the set layout of the panoramic image by adjusting style attribute
values of the selected panorama template.

9. The print requesting method of claim 7, wherein the creating comprises
adjusting the set layout of the panoramic image by adjusting style attribute
values of the selected panorama template.

10. The print requesting method of claim 6, further comprising arranging the
images according to the set layout, wherein the creating comprises adjusting the
layout of the panoramic image having the arranged images.

11. The print requesting method of claim 1, wherein the creating comprises
creating the markup document according to a value input by the user.
12. The print requesting method of claim 1, wherein the plurality of images make up a matrix having $M \times N$ images therein, where $M$ is a number of rows and $N$ is a number of images per row.

13. A computer readable recording medium having a computer readable program to execute a print requesting method stored thereon to be performed by a computer, the method comprising:
creating a markup document defining a panoramic image in which a plurality of images are united; and
requesting that the panoramic image be printed, by transmitting the created markup document.

14. A print requesting apparatus comprising:
an adjuster to create a markup document defining a panoramic image by adjusting a layout of the panoramic image, the panoramic image including a plurality of images that are united; and
a transmitter to request that the panoramic image be printed, by transmitting the markup document.

15. A printing method comprising:
receiving a markup document indicating a panoramic image in which a plurality of images are united;
analyzing the received markup document; and
printing a result of the analysis.

16. The printing method of claim 15, wherein the receiving comprises:
receiving a request for the analysis of a markup document by receiving the markup document; and
transmitting an analysis result as a response to the request.

17. The printing method of claim 15, wherein the markup document comprises an extensible hyper text markup language (XHTML)-Print document.

18. A computer readable recording medium having a computer readable program to execute a printing method stored thereon to be performed by a computer, the method comprising:
receiving a markup document indicating a panoramic image in which a plurality of images are united;
analyzing the received markup document; and
printing a result of the analysis.

19. A printing apparatus comprising:
a receiver to receive a markup document indicating a panoramic image in which a plurality of images are united;
an analyzer to analyze the received markup document; and
a print engine to print a result of the analysis.

[20] 20. A print requesting apparatus of a mobile device to allow a panoramic image, which includes images to be printed, comprising:
a panorama layout setting unit to set a layout of the panoramic image according to an input by selecting one of a plurality of panorama templates corresponding to the input and to set a size of a print medium on which the panoramic image is to be printed;
a cell image arrangement unit to arrange the images, included in the panoramic image, in the panoramic image according to the set layout;
a panorama layout adjuster to adjust the set layout including arranged images by adjusting predetermined style attribute values of the selected panorama template;
a previewer to preview the panoramic image and to receive inputs for additional adjustments; and
a transceiver to transmit data corresponding to the adjusted panoramic image to an image forming apparatus.

[21] 21. The print requesting apparatus according to claim 20, wherein the storage unit stores panorama templates edited in a markup document format based on an XHTML-Print specification.

[22] 22. The print requesting apparatus according to claim 20, wherein the storage unit stores static panorama templates to be selected by the panorama layout setting unit.

[23] 23. The print requesting apparatus according to claim 20, further comprising a script module to allow for a creation of an XHTML-Print document to create the one panorama template.

[24] 24. The print requesting apparatus according to claim 20, wherein the cell arrangement unit selects the images that constitute the panoramic image from among the stored images according to a user input.

[25] 25. The print requesting apparatus according to claim 20, wherein the panorama layout adjuster creates an XHTML-Print document, including the panoramic image.

[26] 26. The print requesting apparatus according to claim 20, wherein the mobile device comprises a camera to capture the images.

[27] 27. An image forming apparatus to receive the transmitted data from the transceiver of the print requesting apparatus of claim 20 and to analyze the received transmitted data.
FIG. 7

START

SET MATRIX OF CELL IMAGES

SET WIDTH/HEIGHT OF MEDIUM AND ENTIRE PANORAMIC IMAGE

SELECT CELL IMAGES

ARRANGE CELL IMAGES

MINUTELY ADJUST LAYOUT OF PANORAMIC IMAGE

PROVIDE PREVIEW OF LAYOUT OF PANORAMIC IMAGE

IS READJUSTMENT OF LAYOUT REQUIRED?

REQUEST TO ANALYZE XHTML-PRINT DOCUMENT

PROVIDE PREVIEW OF PANORAMIC IMAGE TO BE PRINTED

IS READJUSTMENT OF LAYOUT REQUIRED?

TRANSMIT XHTML-PRINT DOCUMENT TO PRINTER

END
FIG. 8

START

RECEIVE XHTML-PRINT DOCUMENT FROM MOBILE DEVICE 81

ANALYZE XHTML-PRINT DOCUMENT 82

TRANSMIT RENDERING DATA OF XHTML-PRINT DOCUMENT TO MOBILE DEVICE 83

IS PRINT COMMAND RECEIVED? 84

NO

YES

PRINT RENDERING DATA OF XHTML-PRINT DOCUMENT 85

END
FIG. 9

START

SELECT PANORAMA MENU

SELECT MATRIX OF CELL IMAGES

SELECT WIDTH/HEIGHT OF MEDIUM AND ENTIRE PANORAMIC IMAGE

SELECT CELL IMAGES

MINUTELY ADJUST LAYOUT OF PANORAMIC IMAGE

VIEW PREVIEW OF LAYOUT OF PANORAMIC IMAGE

IS READJUSTMENT OF LAYOUT REQUIRED?

NO

VIEW PREVIEW OF PANORAMIC IMAGE TO BE OUTPUT TO PRINTER

IS READJUSTMENT OF LAYOUT REQUIRED?

NO

INPUT PRINT COMMAND

END
A. CLASSIFICATION OF SUBJECT MATTER

G06F 3/12(2006.01)1

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC8 G06F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Korean Utility models and applications for Utility models since 1975

Japanese Utility models and applications for Utility models since 1975

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

eKIPASS(KIPO internal) "panoramic image, XHTML, print, layout, preview, template"

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>WO2005121943A1 (SAMSUNG ELECTRONICS CO , LTD ) 22 Dec 2005</td>
<td>1-14</td>
</tr>
<tr>
<td>A</td>
<td>See abstract, embodiments, and claims</td>
<td>15-27</td>
</tr>
<tr>
<td>A</td>
<td>US2003001013A1 (AKAMINE) 02 Jan 2003</td>
<td>1-27</td>
</tr>
<tr>
<td>A</td>
<td>See abstract and claim 11</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US20030231346A1 (TAGAWA) 18 Dec 2003</td>
<td>1-27</td>
</tr>
<tr>
<td>A</td>
<td>See abstract, claims, and Fig 3</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>EP01408424A2 (EASTMAN KODAK COMPANY) 14 April 2004</td>
<td>1-27</td>
</tr>
<tr>
<td>A</td>
<td>See abstract, claims and Fig 3</td>
<td></td>
</tr>
</tbody>
</table>

 Further documents are listed in the continuation of Box C

 See patent family annex

* Special categories of cited documents
"A" document defining the general state of the art which is not considered to be of particular relevance
"E" earlier application or patent but published on or after the international filing date
"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of citation or other special reason (as specified)
"O" document referring to an oral disclosure, use, exhibition or other means
"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance, the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance, the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"&" document member of the same patent family

Date of the actual completion of the international search

29 MAY 2007 (29 05 2007)

Date of mailing of the international search report

30 MAY 2007 (30.05.2007)

Name and mailing address of the ISA/KR

Korean Intellectual Property Office
920 Dunsan-dong, Seo-gu, Daejeon 302-701, Republic of Korea

Facsimile No 82-42-472-7140

Authorized officer

KIM, Kyeoun Soo

Telephone No 82-42-481-8174

Form PCT/ISA/210 (second sheet) (April 2007)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CA2569631A1</td>
<td>22.12.2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CN1716235A</td>
<td>04.01.2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP01763735A1</td>
<td>21.03.2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US2005278619A1</td>
<td>15.12.2005</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US2005278619AA</td>
<td>15.12.2005</td>
</tr>
<tr>
<td>US20030001013A1</td>
<td>02.01.2003</td>
<td>JP15085500A</td>
<td>20.03.2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP2003085500A2</td>
<td>20.03.2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US2003001013AA</td>
<td>02.01.2003</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP2004017418A2</td>
<td>22.01.2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP16110829A</td>
<td>08.04.2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP2004110829A2</td>
<td>08.04.2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US2004054659A1</td>
<td>18.03.2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US2004054659AA</td>
<td>18.03.2004</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US07092966B2</td>
<td>15.08.2006</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US07092966BB</td>
<td>15.08.2006</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (April 2007)