
Aug. 7, 1928. ,680, 96 
E. C. AUSTIN 

TOILE CASE 

Filed Sept. 13, 1927 

1. ass, gi'i" at H. 
zz 7%7-4. 

BY 

AITORNEY 

  

  

  

  

  

  

  

    

      

  

  



Patented Aug. 7, 1928. 

UNITED STATES 
1,680,196 

PATENT OFFICE. 
EARL G. AUSTIN, OF BLUEFIELD, WEST VIRGINIA 

OLE CASE. 

Application filed September 13, 1927. Serial No. 219,303. 
This invention relates to toilet cases and is 

more particularly concerned with a portable 
case which may be used in the home as a 
wall fixture or may be carried as a traveling accessory. . . . . . . . . . . 
An object of the invention is to provide a 

compact case having structural provision for 
holding the necessary articles of toilet in a 
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These and other objects and features will 
protective and dispensing mount for the 

convenient and accessible manner. 
A further object of the invention is to pro 

vide a case of this character which includes 
protective pockets for certain toilet articles 
of a personal nature. - - 
Another and important object of the in 

vention is to provide in a toilet case a novel 
holding means for tube containers of paste 
and the like which dispenses with the use 
of their screw caps and forms a permanent 
tube. . . . . . 

be more fully apparent from the following 
detailed description of a preferable embodi 
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ment of the invention when read in conjunc 
ition with the accompanying drawings form 
ing part thereof, and in which 

Figure 1 is a front elevation of a case con 
structed in accordance with the invention 
showing the toilet accessories appropriately mounted therein, . . . . . 

Figure 2 is an end elevation of the case shown in Fig. 1, 
Figure 3 is an enlarged detail of a tube 

holding head mounted in the case, 
Figure 4 is an end elevation of the head 

detached, . . . . . . . . . . 
Figure 5 is a top plan view of the same, 
Figure 6 is a side elevation of a head, partly in section showing a ported slide 

thereover. . . . . . . . . . . . . . . 
Referring to the drawings by numerals, 

1 is an upper and 2 a lower ledge connected 
at their rear by a wall 3 forming the back 
of the case. The upper ledge 1, on its upper 
face is formed with a plurality of laterally 
extending tubular pockets 4, cut away at One 
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end, as at 5, Fig. 1, for access and designed 
to receive articles of toilet requiring cover 
age protection such as shaving and tooth 
brushes, comb, etc. The lower ledge 2 is 
formed with a central container seat 6 front 
ed by a retaining wall 7 at the front edge 
of the ledge 2, from which a leaf spring 8 
upstands and acts as a follower spring to 
press a container such as the powder can 9, 

against the face of the back wall 3 which is 
preferably faced at this point with suitable 
backing 10. . . . . . ." - . . " 

At opposite sides of the container seat, 
tubular holders or pockets 11 and 12 upstand 60 
from the ledge 2. Preferably they are posi 
tioned sufficiently far from each end to per 
mit the collapsible tubes hereinafter de 
scribed to depend from the upper ledge 1. 
The tubular holder's 11 and 12 may be used 65 
for example, to hold the handle portion of 
a safety razor and an alum pencil, or other 
accessory. The ledge 2 may be deep enough 
to permit other accessories to be seated 
thereon with the container 9, as for exam- 70 
ple, the packet of safety razor blades 13 
which are engaged by the follower spring 8, 
as seen in Figs. 1 and 2. - 
The almost universal use of collapsible 

tubes as containers for toothpaste, shaving 75 
and toilet creams, etc., makes it necessary to 
provide means for carrying these articles on 
the toilet case. I have provided novel and 
advantageous means to this end as follows: 
The under face of the upper ledge 1 from 80 

its front edge inwardly is formed at the ends 
of the ledge with dove-tailed slots 14 termi 
nating in upwardly inclined bases 15, Fig. 3, 
with inwardly inclined side walls. These 
slots receive and hold collapsible tube heads 85 
in the form of blocks 16 having downwardly 
converging side walls corresponding to the 
taper of the dove-tailed ledge slots and hav 
ing noses 17 at their inner ends with upward 
bevels 18 to engage inclines 15 and upwardly 90 
tapering side walls. These blocks are 
formed with vertical discharge openings 19 
with depending alined nipples, the enlarged 
heads 21 of which are internally threaded 
to receive the upper threaded ends of opened 95 
collapsible tubes 22. The caps on the ends 
of the tubes are unscrewed and the threaded 
tube ends are screwed up in the nipples, 21, the tubes remaining permanently in place 
until their contents have been discharged 100 
through the openings 19 in the heads 16. 
The contents of the tubes suspended from 
the blocks 16 are maintained against deterio 
ration by reason of the wedging of the top 
faces of the block against the underside of 105 the upper ledge through the action of the 
coacting inclines 15, 18. Strips of compressi 
ble sheet cork 23 appropriately sealed to the 
under face of the ledge 1. at the top of the 
slots therein assists in maintaining an air li0 



2 
tight fit around the discharge openings to 
conserve the freshness of the tube contents... 

Provision is made for a plurality of tubes 
by having dove-tailed slots 14 extending in 

10 
the head blocks may be effected through a 

15, 

wardly from the side edges of ledge (See 
Fig. 2) with similar head blocks, the tubes 22 Fig. 2, supported thereby, being in stag 
gered relation to the adjacent tubes depend 
ing from the head blocks 16 inserted from 
the front edge of the ledge. . The sealing of the discharge openings of 
ported slide 24 shown in Fig. 6, as resting 
on the top and embracing the sides of the 
head blocks 16, these sliding covers having 
inner flanges 25 downturned over the end 
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accessories. . . 

of the noses 18 of the blocks and finger lips 
26 at their outer ends. A port or opening 
27 in the slide and an alined opening in 
its cork underlining 28 will aline. with the 
discharge port: 19 of the block, when the 
head is moved outwardly in its slot and the 
slide 24 is pushed inwardly as indicated in 
dotted lines in Fig. 6. A cross bar 29 ex 
tending between the sides of the slide will 
engage the depending nipple 20 of the block 
and position the port 27 in line with the 
discharge opening 19 of the block. The 
head block thus equipped will seat, in the 
dove-tailed groove similarly to the first de 
scribed block 16 and as indicated in Fig. 3. 
The block in either case, is pulled out of its 
slot when it is desired to discharge Some of 
the contents of the supported tube, the latter 

- 35 contents through a discharge opening 19, 
being progressively collapsed to eject its 
or through the alined openings 19 and 27 
in the form shown in Fig. 6. . . . . . 

he described toilet case therefore, pro 
vides for the mounting of all practical toilet 
necessities in a compact, convenient-for-use 
case. Its form permits its embodiment in 
various mediums such as celluloid, alumi 
num, sheet metal, etc. It is not only sus 
ceptible of use as a travelling case or Wall 
mount for bathrooms, but as an advertising 
and display medium for toilet goods and 
... The form in 
of the invention is illustrative thereof, and 
not intended to be restrictive. Modifications 
in form and arrangement are contemplated 

5. Scope of the appended claims. 
What is claimed is: - . . . . . 1. A toilet case having upper and lower 

ledges formed with article-holding pockets 

within the spirit of the invention and the 

and spaced by a wall forming the back of 
the case, one of said ledges having recesses 
therein seating tube-holding heads. 

2. A toilet case having an upper. ledge 
formed with lateral tubular pockets, a lower ledge having upright pockets spaced by a 

65 central article Seat with retaining outer edge 

ing the back of the case. ... ... -- . . . . . 
3. A toilet case having upper and lower 

70 

tubular pockets 

, - - - - - - - - - which the invention is illus 
trated, while representing a preferable form 
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wall, and a wall connecting the upper and 
lower ledges at their inner edges and form 

ledges follmed with article holding pockets 
therein and spaced by a connecting wall 
forming the back of the case, the under face 
of the upper ledge having slots, therein ex 
tending inwardly from its edge, and blocks : 
forming tube holding heads supported for 7: 7 s 

sliding movement in and out of said re 
cesses and having depending tube holding 
leaS. . . . . . 4. A toilet case comprising upper and 
lower ledges connected at their rear by a 
Wall forming the back of the case, the up per ledge having a plurality of laterally ex 

80 

tending tubular compartments open at one 
end of the case, the lower ledge having a 
central article holding seat: with a retain 
ing wall at its outer edge and upstanding 

at opposite sides of said. 
Seat. . . . . . . . . . 

5. A toilet case comprising upper and 
lower ledges provided with article holding 
pockets and connected at their rear by a 
Wall forming the back of the case, one of 
Said ledges having on its under face holding 
means for the ends of collapsible toilet tubes. 

6. A toilet case comprising upper and 
lower edges connected at their rearby a wall. 
forming the back of the case, said upper ledge having on its upper face laterally ex 
tending tubular pockets and on its under 
face collapsible tube supporting heads, and 
the lower ledge having a centrally located 
container seat, fronted by a retaining wall 
and follower spring, with upstanding tubu 
lar pockets at opposite sides of said seat... 

7. A toilet case comprising a back wall and a ledge projecting outwardly there 
from, the under face having a slot extend 
ing in Wardly from its edge and a block fit 
ted and supported in said slot and having 
a depending nipple to receive the upper 
threaded end of an opened collapsible tube. 

8. A toilet case comprising a back wall 
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and a ledge projecting outwardly therefrom, . 
the under face of said ledge having slots 
therein extending inwardly from its front 
and side edges, and blocks fitted in said slots 
the upper ends of collapsible tubes. 9. A toilet case comprising a back wall 
and a ledge projecting outwardly there 

15 

and having means to engage and support 
120 

from, the under face of said ledge mounting a block having an ejecting opening there 
through with a depending alined nipple 
threaded to receive the upper threaded end 
of a collapsible tube. . . . . . . 

10. A toilet case comprising a back wall 
and a ledge projecting outwardly there 

125. 

from, the under face of said ledge mount- : ing a block having an ejecting opening 
therethrough with a depending alined nip 39 
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ple threaded to receive the upper threaded 
end of a collapsible tube, and a ported slide 
covering the ejecting face of said block. 

11. A toilet case comprising a back wall 
and a ledge projecting outwardly there 
from and having its under face provided 

O 

with a dove-tailed recess extending inwardly 
from its edge and terminating in an up 
wardly tapered incline, and a block having 
correspondingly dove-tailed sides and an 
upwardly tapered nose slidingly fitted in 
said recess and wedged upwardly against its 
top by said nose and incline, said block hav 

ing a discharge opening therethrough and 
an alined nipple to receive the open upper 15 
end of a collapsible tube. 

12. A toilet case having a back wall and a ledge supported thereby and slidably 
mounting a ported dispensing head having 
means to engage and support the open upper 20 
end of a collapsible tube. 
Signed at Huntington in the county of 

Cabell and State of West Virginia this 7th day of September, A. D. 1927. 

EARL C. AUSTN. 

  


