**Title:** WATER-DISPERSIBLE ACRYLIC-MODIFIED POLYESTER RESINS USED IN COATINGS AND PROCESS FOR THEIR PREPARATION

**Abstract**

Disclosed is a water-dispersible acrylic-modified polyester resin containing sulfonate groups prepared by addition copolymerization of ethylenically unsaturated vinyl monomers and a polyester. The polyester is prepared from a polycondensation reaction with dicarboxylic acids, glycols, ethylenically unsaturated monomer, and a minor amount of a sulfonomer. The acrylic-modified polyester is prepared by first producing the polyester under polycondensation conditions followed by the addition polymerization of the ethylenically unsaturated vinyl monomers. The acrylic-modified polyesters can be formed into a coating composition that has zero or very little organic solvent and is very useful to produce crosslinked cured enamels having excellent gloss, hardness, impact resistance, and water resistance such as those used in automotive finishes, appliance, and coil coatings.
FOR THE PURPOSES OF INFORMATION ONLY

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AT</td>
<td>Austria</td>
<td>BR</td>
<td>Brazil</td>
<td>CA</td>
<td>Canada</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>BY</td>
<td>Belarus</td>
<td>CN</td>
<td>China</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>BY</td>
<td>Belarus</td>
<td>CS</td>
<td>Czechoslovakia</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>BY</td>
<td>Belarus</td>
<td>CZ</td>
<td>Czech Republic</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>CA</td>
<td>Canada</td>
<td>DE</td>
<td>Germany</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>CG</td>
<td>Congo</td>
<td>DK</td>
<td>Denmark</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>CH</td>
<td>Switzerland</td>
<td>ES</td>
<td>Spain</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>CM</td>
<td>Cameroon</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>CM</td>
<td>Cameroon</td>
<td>CN</td>
<td>China</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>CS</td>
<td>Czechoslovakia</td>
<td>CZ</td>
<td>Czech Republic</td>
</tr>
<tr>
<td>CF</td>
<td>Central African</td>
<td>DE</td>
<td>Germany</td>
<td>DK</td>
<td>Denmark</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>DK</td>
<td>Denmark</td>
<td>ES</td>
<td>Spain</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>ES</td>
<td>Spain</td>
<td>FI</td>
<td>Finland</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>FI</td>
<td>Finland</td>
<td>FR</td>
<td>France</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>FR</td>
<td>France</td>
<td>GA</td>
<td>Gabon</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>GE</td>
<td>Georgia</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>GN</td>
<td>Guinea</td>
<td>GR</td>
<td>Greece</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>HU</td>
<td>Hungary</td>
<td>IE</td>
<td>Ireland</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>IT</td>
<td>Italy</td>
<td>JP</td>
<td>Japan</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>KE</td>
<td>Kenya</td>
<td>KG</td>
<td>Kyrgyzstan</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td></td>
<td></td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>KV</td>
<td>Korea</td>
<td>LK</td>
<td>Sri Lanka</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td>MG</td>
<td>Madagascar</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>MR</td>
<td>Mauritania</td>
<td>MW</td>
<td>Malawi</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>NL</td>
<td>Netherlands</td>
<td>NO</td>
<td>Norway</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>PL</td>
<td>Poland</td>
<td>PT</td>
<td>Portugal</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>RU</td>
<td>Russian Federation</td>
<td>RD</td>
<td>Russian Federation</td>
<td></td>
<td></td>
</tr>
<tr>
<td>SD</td>
<td>Sudan</td>
<td>SE</td>
<td>Sweden</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>SK</td>
<td>Slovakia</td>
<td>SN</td>
<td>Senegal</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td>TJ</td>
<td>Tajikistan</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
</tr>
<tr>
<td>UZ</td>
<td>Uzbekistan</td>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
WATER-DISPERSIBLE ACRYLIC-MODIFIED POLYESTER RESINS
USED IN COATINGS AND PROCESS FOR THEIR PREPARATION

Field of the Invention

The present invention relates to novel water-dispersible acrylic-modified polyesters, the method of their preparation, and coatings prepared therefrom.

Background of the Invention

Regulations to limit the amount of volatile organic compounds (VOC) of industrial coatings have encouraged research and development projects directed at inventing new waterborne systems such as paints. Polyester and acrylic resins are the two most common polymers used for these types of coating systems. These two polymers are synthesized by different types of polymerization mechanisms, and their chemical structures are basically different. While the ester linkages of polyesters lead to flexible coatings with good impact resistance, they are also prone to hydrolysis which results in poorer enamel stability and coating weatherability. On the other hand, the carbon-carbon bonds formed in acrylic backbones provide coatings with good weatherability, but they also attribute to the coating's brittleness and poor impact resistance.

Which of these two types of resins are used depends upon the desired properties of various coating applications. Nevertheless, it is often desirable to have coatings with good impact resistance as well as weatherability, such as those used for automotive finishes. As a result of this desired mix of properties, the coating industry has attempted to combine and take advantage of these two technologies. One technique to achieve this would be to make resin or
solution blends of polyesters and acrylic. This method would generally be good for solvent-based coatings, but would encounter compatibility problems in waterborne coatings since they would phase-separate and form hazy films.

The application of some types of acrylic-modified resins in coatings and related products has been disclosed. JP 51119043 discloses an organic solvent-based high-solids coating composition containing an acrylic resin modified by a polymerizable unsaturated oil-free alkyd resin. Kobayashi (Shikizai Kyokaishi, 58(5), 249-56, 1985) studies the effects of acrylic resins modified with polyesters on the dispersion stability of carbon black in non-aqueous solutions. The resins are prepared by copolymerization of polyesters having maleic anhydride units with vinyl monomers. JP 56139562 discloses thermosetting resin powders containing a polyester-modified vinyl polymer, a phosphoric acid group-containing polymer, and a blocked polyisocyanate which form stable aqueous dispersions when neutralized with triethylamine. U.S. Patent 4,735,995 discloses water-dispersible air-drying acrylic-modified polyesters having acid values greater than 25.


The above modified resins have not solved the problems and have not produced a resin that provides a flexible coating with good impact resistance, good hardness, and good weatherability.
Water-dispersible polyesters containing sulfononomers are known. U.S. 4,340,519 discloses the composition of certain crystalline and non-crystalline polyesters copolymerized with a metal sulfonate group-containing aromatic acid and up to 10 mol percent (based on the total polyol content) of a polyvalent polyol selected from trimethylolpropane, trimethylolethylene, glycerine, and pentaerythritol. Also, U.S. 4,525,524 discloses liquid systems comprised of polyesters containing certain metal sulfonates and, optionally, up to 3 percent of a branching agent based upon the total diol component. U.S. 3,563,942 discloses linear solvent-soluble copolyester compositions that can be dispersed in water. Water dispersibility is gained by the addition to the copolyester of a small amount (1-2 mol percent) of the metal salt of sulfonated aromatic compounds.

U.S. Patents 4,483,963, 4,622,381 and 4,818,569 and JP 62045731, 62021816, and 61289116 disclose high molecular weight, linear polymers end-capped with sulfobenzoyl groups.

Many patents disclose methods to obtain water-dissipatable polyesters by neutralizing residual or unreacted carboxylic acid groups on the polymer with ammonia or various organic amines. U.S. 3,666,698 utilizes this method as well as phenylindandicarboxylic acid to modify coating performance. U.S. 3,699,066 shows the benefits of certain hydroxy-functional amines for neutralization. U.S. 3,549,577 utilizes the amino resin crosslinker as the neutralizing agent then adjusts the pH to prepare an alkaline water-reduced system. In these patents as well as in U.S. 3,494,882, U.S. 3,434,987, U.K. 1,117,126, and U.S. 3,345,313 carboxylic acid functionality is completely neutralized with excess base yielding an alkaline paint vehicle.
U.S. Patents 4,910,292, 4,973,656 and 4,990,593, the disclosures of which are incorporated herein in their entirety by reference, disclose an improved water-borne polyester resin and coatings specifically containing 5-(sodiosulfo)-isophthalic acid (5-SSIPA or SIP). The clear coating prepared from this resin exhibits good properties of gloss, hardness, flexibility, and solvent resistance. However, as with other polyester resins, coatings prepared from these resins do not have adequate hydrolytic stability and weatherability.

In light of the above, it would be very desirable to produce a resin that forms a flexible coating with good impact resistance, good hardness, good hydrolytic stability, and good weatherability.

**Summary of the Invention**

The present invention is directed to a water-dispersible crosslinkable resin composition that comprises the acrylic-modified polyester made of the moieties of bulk or solution addition-copolymerization products:

(I) 20 to 90 weight percent of a polyester made of the moieties of polycondensation products:

(a) at least one difunctional dicarboxylic acid which is not a sulfomonomer;

(b) 1 to 20 mol percent of at least one sulfomonomer containing at least one metallic sulfonate group or nitrogen-containing non-metallic sulfonate group attached to an aromatic or cycloaliphatic nucleus and at least one functional group selected from the group consisting of hydroxy, carboxyl, and amino;
(c) at least one difunctional reactant
selected from a glycol or a mixture of a
glycol and diamine having two $-\text{NRH}$
groups, the glycol containing two
$-\text{C(R}_1^1\text{)}_2\text{-OH}$ groups wherein $R$ in the
reactant is hydrogen or an alkyl group of
1 to 6 carbon atoms, and $R_1$ in the
reactant is a hydrogen atom, an alkyl of
1 to 5 carbon atoms, or an aryl group of
6 to 10 carbon atoms;

(d) 1 to 8 mol percent of at least one
ethylenically unsaturated monomer which
contains at least one carboxyl, hydroxyl,
anhydride, or epoxy group;

(e) 0 to 40 mol percent of a difunctional
reactant selected from hydroxycarboxylic
acids having one $-\text{C(R}_2^2\text{-OH}$ group,
aminocarboxylic acids having one $-\text{NRH}$
group, amino-alcohols having one
$-\text{C(R}_2^2\text{-OH group and one -NRH group, or}
mixtures of said difunctional reactants
wherein $R$ in the reactant is hydrogen or
an alkyl group of 1 to 6 carbon atoms;
and

(f) 0 to 40 mol percent of a multifunctional
reactant containing at least three
functional groups selected from hydroxyl,
carboxyl, and mixtures thereof wherein at
least a portion of the multifunctional
reactant contains at least three hydroxyl
groups,
wherein all stated mol percentages are
based on the total of all acid, hydroxyl
and amino group containing reactants
being equal to 200 mol percent, and
wherein the polymer contains proportions of acid-group containing reactants (100 mol percent acid) to hydroxy- and amino-group containing reactants (100 mol percent base) such that the value of Eq (base) divided by Eq (acid) is between 0.5 and 2; and

(II) 10 to 80 weight percent of at least one ethylenically unsaturated vinyl monomer.

The present invention is also directed to a coating composition that comprises:

(A) 20 to 65 weight percent, based on the weight of the total coating composition, of the acrylic-modified polyester above,

(B) 30 to 70 weight percent, based on the weight of the total coating composition, of water,

(C) 0 to 10 weight percent, based on the total weight of the coating composition, of a suitable organic solvent, and

(D) 0 to 50 weight percent of a crosslinking agent, based on the total weight of the polyester and the crosslinking agent.

The present invention is also directed to a process for the preparation of an acrylic-modified polyester that comprises:

(1) reacting the following reactants under polycondensation conditions to produce a polyester;

(a) at least one difunctional dicarboxylic acid which is not a sulfonomer;

(b) 1 to 20 mol percent of at least one sulfonomer containing at least one metallic sulfonate group or nitrogen-containing non-metallic sulfonate group attached to an aromatic
or cycloaliphatic nucleus and at least one functional group selected from the group consisting of hydroxy, carboxyl, and amino;

5 (c) at least one difunctional reactant selected from a glycol or a mixture of a glycol and diamine having two –NRH groups, the glycol containing two –C(R')_2–OH groups wherein R in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms, and R' in the reactant is a hydrogen atom, an alkyl of 1 to 5 carbon atoms, or an aryl group of 6 to 10 carbon atoms;

10 (d) 1 to 8 mol percent of at least one ethylenically unsaturated monomer which contains at least one carboxyl, hydroxyl, anhydride, or epoxy group;

15 (e) 0 to 40 mol percent of a difunctional reactant selected from hydroxycarboxylic acids having one –C(R)_2–OH group, aminocarboxylic acids having one –NRH group, amino–alcohols having one –C(R)_2–OH group and one –NRH group, or mixtures of said difunctional reactants wherein R in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms; and

20 (f) 0 to 40 mol percent of a multifunctional reactant containing at least three functional groups selected from hydroxyl, carboxyl, and mixtures thereof wherein at least a portion of the multifunctional reactant contains at least three hydroxyl groups;
wherein all stated mol percentages are based on the total of all acid, hydroxyl and amino group containing reactants being equal to 200 mol percent, and wherein the polymer contains proportions of acid–group containing reactants (100 mol percent acid) to hydroxy– and amino–group containing reactants (100 mol percent base) such that the value of EQ (base) divided by EQ (acid) is between 0.5 and 2; and reacting under bulk or solution addition–copolymerization conditions 20 to 90 weight percent of the polyester made in step (1) with 10 to 80 weight percent of at least one ethylenically unsaturated vinyl monomer.

**Detailed Description of the Invention**

The water–dispersible acrylic–modified polyester resin of the present invention is very useful in coating applications. The resulting coatings prepared from compositions containing the present acrylic–modified polyester resin exhibit excellent gloss, hardness, impact resistance, and water resistance. As a result the coating compositions are very useful in applications in automotive finishes, appliances, and coil coatings. Additionally, the present invention can be made to form an enamel composition which contains no or very low levels of organic solvents and thus are environmentally friendly, being very useful in applications requiring low volatile organic compounds (VOCs).

The hybrid resins that are the acrylic–modified polyester resins of the present invention are surprisingly water–dispersible, despite the fact that the vinyl monomers employed do not contain hydrophilic ionic groups. Additionally, the applicant has unexpectedly discovered a very narrow range of
polymerizable unsaturated moieties, ethylenically unsaturated monomer (d), that can be present in the polyester. Only within this narrow range can a useful polyester be produced without gelation. This range is 1 to 8 mol percent, preferably 1 to 6 mol percent, based on the total mol percent of the moieties of the polyester component of the resin being 200 percent based on acid and glycol equivalents. This amount is more preferably 2 to 6 mol percent with a mol percent of 2.8 to 5.6 mol percent being most preferred. Amounts much below 1 mol percent do not provide sufficient unsaturated moieties to permit the copolymerization of the acrylic onto the polyester resin. However, amounts much above 8 mol percent cause the resulting acrylic-modified polyester to gel, therefore being unusable.

The water-dispersible, crosslinkable resin composition according to the present invention comprises the acrylic-modified polyester made of the moieties of bulk or solution addition copolymerization products:

(I) 20 to 90 weight percent of a polyester made of the moieties of polycondensation products:

(a) at least one difunctional dicarboxylic acid which is not a sulfonomer;

(b) 1 to 20 mol percent of at least one sulfonomer containing at least one metallic sulfonate group or nitrogen-containing non-metallic sulfonate group attached to an aromatic or cycloaliphatic nucleus and at least one functional group selected from the group consisting of hydroxy, carboxyl, and amino;

(c) at least one difunctional reactant selected from a glycol or a mixture of a glycol and diamine having two –NRH
groups, the glycol containing two 
\(-C(R^1)_2\)-OH groups wherein R in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms, and R\(^1\) in the reactant is a hydrogen atom, an alkyl of 1 to 5 carbon atoms, or an aryl group of 6 to 10 carbon atoms;

(d) 1 to 8 mol percent of at least one ethylenically unsaturated monomer which contains at least one carboxyl, hydroxyl, anhydride, or epoxy group;

(e) 0 to 40 mol percent of a difunctional reactant selected from hydroxycarboxylic acids having one \(-C(R)_2\)-OH group, aminocarboxylic acids having one \(-NRH\) group, amino-alcohols having one \(-C(R)_2\)-OH group and one \(-NRH\) group, or mixtures of said difunctional reactants wherein R in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms; and

(f) 0 to 40 mol percent of a multifunctional reactant containing at least three functional groups selected from hydroxyl, carboxyl, and mixtures thereof wherein at least a portion of the multifunctional reactant contains at least three hydroxyl groups,

wherein all stated mol percentages are based on the total of all acid, hydroxyl and amino group containing reactants being equal to 200 mol percent, and wherein the polymer contains proportions of acid-group containing reactants (100 mol percent acid) to hydroxy- and amino-group containing reactants (100 mol
percent base) such that the value of EQ (base) divided by EQ (acid) is between 0.5 and 2; and
(II) 10 to 80 weight percent of at least one ethylenically unsaturated vinyl monomer.

The amounts of the polyester (I) and the ethylenically unsaturated vinyl monomer (II) are based on the total composition equaling 100 weight percent. The amounts in the composition are 20 to 90 weight percent polyester and 10 to 80 weight percent of the ethylenically unsaturated vinyl monomer, preferably 30 to 70 weight percent polyester and 30 to 70 weight percent ethylenically unsaturated vinyl monomer with an amount of 50 weight percent of each being most preferred. Amounts much below 20 weight percent of the polyester do not provide enough polyester to have adequate water-dispersibility for the acrylic-modified polyester. However, amounts well below this could be used if the polyester contains sufficient sulfomonomer of (b) to provide adequate water-dispersibility.

Additionally, amounts much above 90 weight percent of the polyester would not have a sufficient amount of the ethylenically unsaturated vinyl monomer present in the acrylic-modified polyester to be of significant utility.

The acrylic-modified polyester of the present invention preferably forms a dispersion or predispersion that has a pH between 4.0 and 7.5, preferably between 5.0 and 7.0 and essentially has no free carboxyl end groups attached to the sulfomonomer residue of reactant (b). Methods of avoiding this carboxyl end group are disclosed in U.S. Patent 5,218,042 and copending applications Serial No. 07/970,218 filed November 2, 1992, and Serial No. 07/954,857 filed September 30, 1992, with the disclosures thereof being incorporated herein by reference in their entirety.
The acrylic-modified polyester of the present invention is hydroxyl-functionalized having a hydroxyl number of 50 to 200, preferably 50 to 100 with a hydroxyl number of 60 to 80 being most preferred. A hydroxyl number much below 50 would have a significant number of acid end groups that would reduce the predispersion stability of a coating composition, whereas hydroxyl numbers much above 200 are not very practical and result in poor coating properties.

The acrylic-modified polyesters of the present invention have an acid number of 0 to 30, preferably 0 to 15 with an acid number of 0 to 10 being most preferred. An acid number much above 30 can have detrimental effects on the water resistance of the coating and is, therefore, not preferred.

The acrylic-modified resin composition of the present invention has a number average molecular weight of 800 to 10,000 and a weight average molecular weight of 2,000 to 100,000, more preferably a number average molecular weight of 1,000 to 5,000 and a weight average molecular weight of 2,000 to 50,000. Number average molecular weights much below 800 and weight average molecular weights much below 2,000 are not desirable since the coating would not have very good properties. Number average molecular weights above 10,000 and weight average molecular weights above 100,000 would result in decreased water dispersibility.

The difunctional acid or ester reactant of (a) of the acrylic-modified polyester composition of the present invention is preferably an acid selected from the group consisting of oxalic; malonic; dimethylmalonic; succinic; glutaric; adipic; trimethyladipic; pimelic; 2,2-dimethylglutaric; azelaic; sebacic; 1,3-cyclopentane-dicarboxylic; 1,2-cyclohexanedicarboxylic;
1,4-cyclo-hexanedicarboxylic; phthalic; terephthalic; isophthalic; 2,5-norbornane-dicarboxylic; 1,4-naphthalic; diphenic; 4,4'-oxydibenzoic; diglycolic; thiodipropionic; 4,4'-sulfonyldibenzoic; and 2,5-naphthalenedicarboxylic acids and esters thereof and mixtures thereof. The difunctional dicarboxylic acid or ester reactant of (a) is preferably selected from the group of acids consisting of isophthalic acid, terephthalic acid, phthalic anhydride (acid), adipic acid, tetrachlorophthalic anhydride, pivalic acid, dodecanedioic acid, sebacic acid, azelaic acid, 1,4-cyclohexanedicarboxylic acid, 1,3-cyclohexane-dicarboxylic acid, maleic anhydride, fumaric acid, succinic anhydride (acid), 2,6-naphthalenedicarboxylic acid, and glutaric acid and esters thereof and mixtures thereof. The more preferred difunctional dicarboxylic acid reactants of (a) are selected from the group consisting of isophthalic acid, adipic acid, 1,4-cyclohexanedicarboxylic acid, 1,3-cyclohexanedicarboxylic acid and mixtures thereof with mixtures of adipic acid and other dicarboxylic acids being most preferred.

The sulfomonomer reactant of (b) is preferably selected from the group consisting of difunctional monomers containing a –SO₃M group attached to a nucleus selected from the group consisting of benzene, naphthalene, anthracene, diphenyl, oxydiphenyl, sulfonyldiphenyl, and methylenediphenyl, wherein M is Na⁺, Li⁺, Mg++, Ca++, Fe++, and Fe+++ . The more preferred sulfomonomer reactant of (b) is selected from the group consisting of diols and diol adducts of multifunctional reactant containing at least three hydroxyl groups and a monocarboxylic acid sulfomonomer containing at least one metallic sulfonate group or nitrogen-containing non-metallic sulfonate group.
attached to an aromatic or cyclo-aliphatic nucleus. Alternatively, a more preferred group of sulfomonomers include 5-sodiosulfoisopthalic acid, dimethyl 5-sodiosulfoisophthalate, 5-lithiosulfoisophthalic acid, and bis(2-hydroxyethyl)-5-sodiosulfoisophthalate.

The difunctional reactant of (c) is preferably a diol selected from the group consisting of ethylene glycol propylene glycol, 1,3-propanediol, 2-methyl-1,3-propanediol, 2,4-dimethyl-2-ethyl-hexane-1,3-diol, 2,2-dimethyl-1,3-propanediol (neopentyl glycol), 2-ethyl-2-butyl-1,3-propanediol, 2-ethyl-2-isobutyl-1,3-propanediol, 1,3-butanol, 1,4-butanediol, 1,5-pentanediol, 1,6-hexanediol, 2,2,4-trimethyl-1,6-hexanediol, thiodiethanol, 1,2-cyclohexanediethanol, 1,3-cyclohexanediethanol, 1,4-cyclohexanediethanol, 2,2,4,4-tetramethyl-1,3-cyclobutanediol, p-xylylenediol, diethylene glycol, triethylene glycol, tetraethylene glycol, pentaethylene glycol, hexaethylene glycol, heptaethylene glycol, octaethylene glycol, nonaethylene glycol, decaethylene glycols, 2,2,4,4-trimethyl-1,3-pentanediol, hydroxypivalyl hydroxypivolate, dipropylene glycol, 1,10-decanediol, hydrogenated bisphenol A, and mixtures thereof. The difunctional reactant of (c) is more preferably selected from the group consisting of neopentyl glycol, cyclohexanediethanol, 2-ethyl-2-butyl-1,3-propanediol, 2,2,4-trimethyl-1,3-pentanediol, hydroxypivalyl hydroxypivate, and 2-methyl-1,3-propanediol with neopentyl glycol being most preferred.

The ethylenically unsaturated monomer reactant of (d) is preferably a difunctional monomer, more preferably a diacid or anhydride monomer. Suitable examples of this ethylenically unsaturated monomer reactant of (d) include maleic anhydride, maleic acid, fumaric acid, itaconic acid, itaconic anhydride,
tetrahydrophthalic anhydride, crotonic acid, crotonic anhydride, acrylic acid, methacrylic acid, 2-
hydroxyethyl (meth)acrylate, 2-hydroxypropyl
(meth)acrylate, and glycidyl methacrylate, with maleic
anhydride being most preferred.

Advantageous difunctional components which are
aminoalcohols include aromatic, aliphatic, heterocyclic
and other types as in regard to component (e). Specific
eamples include 5-aminopentanol-1, 4-aminomethyl-
cyclohexanemethanol, 5-amino-2-ethyl-pentanol-1,
2-(4-β-hydroxyethoxyphenyl)-1-aminoethane,
3-amino-2,2-dimethylpropanol, hydroxyethylamine, etc.
Generally these aminoalcohols contain from 2 to
20 carbon atoms, one -NRH group and one -C(R)2-OH group.

Advantageous difunctional monomer components which
are aminocarboxylic acids include aromatic aliphatic,
heterocyclic, and other types as in regard to component
(e) and include lactams. Specific examples include
6-aminocaproic acid, its lactam known as caprolactam,
omega-aminoundecanoic acid, 3-amino-2-dimethylpropionic
acid, 4-(β-aminoethyl)-benzoic acid, 2-(β-amino-
propoxy)benzoic acid, 4-aminomethylcyclohexanecarboxylic
acid, 2-(β-aminopropoxy)cyclohexanecarboxylic acid, etc.
Generally these compounds contain from 2 to 20 carbon
atoms.

Advantageous examples of difunctional monomer
component (e) which are diamines include ethylene-
diamine; hexamethylenediamine; 2,2,4-trimethylhexa-
methylenediamine; 4-oxaheptane-1,7-diamine; 4,7-di-
oxadecane-1,10-diamine; 1,4-cyclohexanebis(methyleneamine;
1,3-cycloheptamethylenediamine; dodecamethylenediamine,
even.

Reactant (f), when used, preferably contains 3 to 6
hydroxyl and/or carboxyl groups; more preferred is
trimethylolpropane (TMP), trimethylolethane (TME),
glycerine, pentaerythritol, erytritol, threitol, dipentaerythritol, sorbitol, trimellitic anhydride, pyromellitic dianhydride, or dimethylolpropionic acid, with TMP being most preferred.

It is preferred that reactant (f) be present in a minor amount up to 40 mol percent, more preferred 1 to 20 mol percent, with 10 to 20 mol percent being most preferred.

The polyester portion of the acrylic-modified polyester composition of the present invention preferably comprises 60 to 100 mol percent of (a), 4 to 10 mol percent of (b), 80 to 100 mol percent of (c), 2 to 6 mol percent of (d), 0 to 10 mol percent of (e), and 0 to 20 mol percent of (f).

In other more preferred embodiments of the invention: the water-dissipatable polyester comprises an acid component (moiety) of 20 to 100 mol percent isophthalic acid, 10 to 80 mol percent adipic acid and from 1 to 20 mol percent 5-sodosulfoisophthalic acid and a polyol component (moiety) of at least 60 mol percent neopentyl glycol, 1,4-cyclohexane-dimethanol, 2-ethyl-2-butyl-1,3-propanediol, or a mixture thereof (the term "moiety" as used herein designates the residual portion of the reactant acid or polyol which actually enters into or onto the polymer chain during the condensation or polycondensation reaction).

The preparation of the polyester in step (1) is cited in U.S. Patent Nos. 4,910,293, 4,973,656, and 4,990,593, the disclosures of which are incorporated herein by reference in their entirety.

The preferred polycondensation reactant conditions for the preparation of the polyester are at a temperature of 150 to 230°C in the presence of a catalyst. The catalyst for the polycondensation reaction is preferably an acid catalyst more preferably
an organo-metallic compound, such as a tin or titanium containing compound. Suitable examples of the acid catalyst include dibutyltinoxide, stannous oxalate, titaniumtetraisopropoxide, butylstannoic acid, and p-toluenesulfonic acid, with butylstannoic acid being most preferred. A preferred butylstannoic acid catalyst is Fascat 4100 from ATOCHEM USA Inc.. The catalytic amount is 0 to 0.5 weight percent, based on the total weight of reactants, preferably 0.01 to 0.2 weight percent, with 0.1 weight percent being most preferred.

The weight average molecule weight of the polyester is preferably 2,000 to 30,000, with 2,000 to 20,000 being most preferred. The number average molecular weight of the polyester is preferably 800 to 5,000, with 800 to 3,500 being more preferred.

It is preferred that the acid number of the polyester be less than 20, with an acid number less than 10 being more preferred.

The ethylenically unsaturated vinyl monomer moiety of (II) is preferably selected from the group consisting of acrylate, methacrylate, styrene, (meth)acrylic acid and vinyl esters. Additionally, the ethylenically unsaturated vinyl monomer moiety of (II) further contains hydroxyl, epoxy, carboxyl, blocked phenol or acetoacetyl functional groups. The ethylenically unsaturated monomer moiety of (II) is more preferably a combination of ethylenically unsaturated vinyl monomers that comprises 10 to 50 weight percent based on a total weight of (II) of a hydroxy- or epoxy-functionalized vinyl monomer selected from the group consisting of 2-hydroxyethyl (meth)acrylate, 2-hydroxypropyl (meth)acrylate, and glycidyl (meth)acrylate. The most preferred ethylenically unsaturated vinyl monomer moiety of (II) is selected from the group consisting of
methylmethacrylate, n-butyl acrylate, styrene, 2-hydroxyethyl methacrylate, and mixtures thereof.

The process of preparing the acrylic-modified polyester of the present invention comprises (1) reacting the reactants (a), (b), (c), (d), (e), and (f) above under polycondensation conditions to produce a polyester; and, (2) reacting under bulk or solution-addition copolymerization conditions 20 to 90 weight percent of the polyester made in step (1) with 10 to 80 weight percent of at least one ethylenically unsaturated vinyl monomer.

The reaction in step (2) is preferably conducted under bulk or solution addition copolymerization conditions at a temperature of 60 to 150°C under inert atmosphere in the presence of a free radical initiator. The free-radical initiator is preferably in a suspension, such as initiator in alcohol. The free-radical initiator employed in this second step is selected from organic peroxides or azo compounds, such as benzoyl peroxide, t-butyl hydroperoxide, t-butyl peroxide, t-butyl peroxynitrate, azobisisobutyronitrile, and 2,2’-azobis(2,4-dimethyl)-valeronitrile. The free radical polymerization reaction is most preferably carried out at the reflux temperature of the solvent used which is generally higher than the thermal decomposition temperature of the initiator employed. The water miscible solvents used in this free-radical polymerization include sec-butanol, isobutanol, isopropanol, n-propanol, ethanol, ethylene glycol monobutyl ether, propylene glycol n-butyl ether, propylene glycol methyl ether, propylene glycol monopropyl ether, dipropylene glycol methyl ether, and diacetone alcohol with isopropanol being most preferred.

An aqueous dispersion of the acrylic-modified polyester is preferably stable. Stability is defined as
the absence of polymer coagulation or phase separation of an aqueous polyester dispersion (15 to 80 weight percent polyester solids) after shelf storage for a minimum of three months at 20 to 30°C. Dispersions of the polyesters prepared according to the present invention were generally stable for over three months.

The particular acrylic-modified polyester can be isolated neat; however, it is desirable for typical material handling purposes to prepare a dispersion or solution of the polyester. This dispersion or solution comprises 10 to 50 weight percent of liquid which comprises 0 to 90 weight percent water and 0 to 100 weight percent of a suitable oxygen-containing organic solvent such as alcohols, ketones, esters and ethers; preferred are low molecular weight alcohols such as C₁₋₁₀ alcohols, e.g., ethanol, n-propanol, iso-propanol, and iso-butanol. Such a dispersion can be used as a coating composition or can be used as a pre-dispersion to prepare a coating composition. The pH of such a dispersion is preferably 4 to 7.5; more preferred is 5 to 7.

The coating composition of the present invention comprises

(A) 20 to 65 weight percent, based on the weight of the total coating composition, of the acrylic-modified polyester above,
(B) 30 to 70 percent, based on the weight of the total coating composition, of water,
(C) 0 to 10 percent, based on the total weight of the coating composition, of a suitable organic solvent, and
(D) 0 to 50 weight percent of a crosslinking agent, based on the total weight of the polyester and the crosslinking agent.
The coating composition preferably comprises 20 to 40 weight percent (A), 40 to 70 weight percent (B), 3 to 10 weight percent (C), and the amount of (D) is such that it corresponds to (A) such that the amount of (A) is 70 to 80 weight percent and the amount of (D) is 20 to 30 weight percent based on the total of (A) plus (D).

As appreciated in the art, the exact components and properties of components desired for any given coating application can vary, and therefore, routine experimentation may be required to determine the optional components and proportions of components for a given application and desired properties.

The coating composition optionally contains up to 70 weight percent based on the weight of polyester of one or more additional coating additives.

A preferred amount of coating additives is 1 to 30 percent. Examples of such coating additives include flow control additives such as silicones, fluorocarbons, or cellulosics; coalescing solvents such as diethylene glycol monobutyl ether, trimethylpentanediol mono-isobutyrate, or ethylene glycol mono-octyl ether; strong acid crosslinking catalysts such as p-toluensulfonic acid, trichloroacetic acid, trifluoromethanesulfonic acid, dodecylbenzene sulfonic acid, or dinonylnaphthalene sulfonic acid; pigments such as titanium dioxide, barytes, clay, or calcium carbonate; colorants such as phthalocyanine blue, molybdate orange, or carbon black; biocides such as tin compounds (e.g., tributyltin oxide), quaternary ammonium compounds, or iodine compounds; thickeners such as carboxymethyl cellulose, hydroxypropyl methyl cellulose, ethyl hydroxethyl cellulose, guar gum; and wetting and dispersing additives that are surfactants such as Disperbyk, Disperbyk-181, Disperbyk-101, BYK-P104S,
available from BYK-Chemie USA, and silicones such as the Dow Corning silicones including Dow Corning 14 additive.

It is preferred that the coating composition of the present invention not contain, or be in the substantial absence of basic amine additives. Basic amine additives mean additives that are primary, secondary and tertiary amines such as ammonium hydroxide, N,N'-dimethyl-ethanolamine, and triethylamine. Basic amine additives do not include ammonium salts, such as the ammonium salts of the wetting and dispersing additives.

The coating composition can be prepared by the techniques described herein and/or by techniques known in the art, e.g., as disclosed in U.S. Patents 4,698,391, 4,737,551, and 3,345,313; the disclosures of which are incorporated herein by reference in their entirety.

The coating composition can be coated into a substrate and crosslinked using techniques known in the art; e.g., by spray-applying a wet coating and baking in a 150°C forced air oven for 30 minutes to result in a dry film of 0.5 to 2 mils (0.0125 to 0.05 mm).

The substrate can be a shaped or formed article or any other common substrate such as paper; films such as polyester, polyethylene or polypropylene; metals such as aluminum or steel; glass; urethane elastomers, primed (painted) substrates; and the like.

The coating composition is preferably a paint such as a clear or pigmented enamel, a lacquer, an ink or a varnish.

After the coating composition is coated onto a substrate and cured (i.e., crosslinked) such cured coating has many desirable properties such as good pencil hardness, good gloss, good flexibility, good stain resistance, good humidity resistance, good impact resistance, and good MEK double rub solvent resistance.
The coating composition preferably contains at least one pigment to be a pigmented enamel. A pigment dispersing additive is preferably used with the pigmented enamel and is selected from Disperbyk-181, Disperbyk, Disperbyk 101, BYK-P104S available from BYK-Chemie USA, and Dow-Corning 14 additive.

Preferred crosslinkers of (D) include substituted melamine and urea resins or residues such as hexamethoxymethylmelamine, hexabutoxymethylmelamine, tetramethoxymethylurea, or tetrapropoxymethylurea, and isocyanate-type crosslinkers such as hexamethylene diisocyanate and isophorone diisocyanate which can also be in the blocked form. Preferred ratios of resin/crosslinker are 70/30 and 80/20.

Suitable water-miscible organic solvents for the enamel composition are the same as those used for the addition polymerization described previously.

In a typical process for the preparation of the enamels, an aqueous dispersion having 50 percent non-volatile is prepared first by dispersing a resin solution (85 percent resin in an organic solvent) with a suitable amount of water after the polymerization; enamels can then be formulated from this aqueous dispersion. The organic co-solvent can be removed by azeotropic distillation of the aqueous dispersion. To ensure the complete removal of the organic solvent, additional water can be added to the dispersion and an excess of the distillate is then collected. Isopropanol forms an azeotrope with water at a lower temperature, therefore, it is preferred as the co-solvent for this purpose.

The enamel can be applied onto a substrate such as metal, wood, plastics, or paper by spray or other suitable techniques. For crosslinking with aminoplast crosslinkers, the coating can be cured by baking at a
temperature of 150-170°C without catalysts. An acid catalyst can be added for curing at 120-150°C. Preferred catalysts are amine-blocked acid catalysts such as Nacure 5225 (King Industries) and BYK-Catalyst (BYK-Chemie USA).

As used herein the term "multifunctional" or "branch-inducing" refers to a compound having three or more reactive hydroxyl and/or carboxyl substituents such as a triol or a tricarboxylic acid; the term "glycol" refers to a compound having two hydroxyl substituents; the term "polyol" refers to a compound having at least two hydroxyl substituents; the term "water-dissipatable polyesters," "water-dissipatable polymer," "polyester material," or "the polyester" refers to the polyester or polyesteramide described above.

Whenever the term "water-dissipatable" or "water-dispersible" is used in this description, it will be understood to refer to the activity of a water or aqueous solution on the polymer. The term is specifically intended to cover those situations wherein the solution dissolves and/or disperses the polyester material therein and/or therethrough.

The term "EQ(base)" means the total number of equivalents of all (100 mol percent base) of the hydroxyl and amino functionality from (b), (c), (d), (e) and (f). This total is obtained by multiplying the number of mols of each reactant in this grouping by its functionality, i.e., the total number of hydroxyl plus amino groups per mol of reactant which are available for condensation polymerization with acid (or ester) groups; and the term "EQ(acid)" means the total number of equivalents of all (100 mol percent acid) of the acid functionality from (a), (b), (d), (e) and (f). This total is obtained by multiplying the number of mols of each reactant in this grouping by its functionality,
i.e., the total number of acid groups (or equivalent ester and amide-forming derivatives thereof) which are available for condensation polymerization with hydroxyl and amino groups.

The following examples are to illustrate the present invention but should not be interpreted as a limitation thereof.

**EXAMPLES**

In the following examples, the completion of the free-radical addition polymerizations was determined by the percent non-volatiles present in the reaction mixture. A sample was removed from the reaction mixture and heated to evaporate the solvent and unreacted monomers to determine the percent non-volatiles.

**Example 1. Preparation of Polyester Resin (Resin 1)**

This example describes the preparation of a polyester resin using isophthalic acid and adipic acid as the major diacid components.

To a three-neck round bottom flask equipped with a mechanical stirrer, a steam-jacketed partial condenser, a Dean-Stark trap, and a water condenser were charged the following reactants: neopentyl glycol (NPG) 240.0 g (2.31 mole), 5-sodirosulfoisophthalic acid (5-SSIPA) 31.2 g (0.12 mole), and Fascat 4100 catalyst 0.2 g. The mixture was heated to 150°C and stirred under N₂ atmosphere. The temperature was then gradually increased to 200°C, and the distillate (water) was collected in the Dean-Stark trap. After one hour the acid number was determined to be close to zero, and the mixture was cooled to 150°C. The second-stage reactants, isophthalic acid (IPA) 176.8 g (1.07 mole), adipic acid (AD) 106.7 g (0.73 mole), and maleic anhydride (MA) 11.8 g (0.12 mole) were then added. The
temperature was gradually raised to 220°C, and the reaction was allowed to continue for eight more hours to yield a resin with an acid number of 8. The properties are illustrated in Table I.

Example 2. Preparation of Acrylic-Modified Polyester Resin (Resin 2)

In a heated 500 ml round-bottom flask equipped with a water condenser were dissolved 50 g of the polyester resin from Example 1 above in 85 g of n-propanol. After cooling, the flask was charged with the following compounds: methyl methacrylate (12.5 g), n-butyl acrylate (12.5 g), styrene (12.5 g), and 2-hydroxyethyl methacrylate (12.5 g). The mixture was then heated to 90°C and stirred under nitrogen atmosphere. A suspension of initiator, azobisisobutyronitrile (AIBN) (3.0 g), in n-propanol (15 g) was prepared. This initiator suspension was added sequentially to the reaction mixture every 0.5 hour in three portions. The polymerization was complete after refluxing at 90°C for 3.5 hours as evidenced through the determination of the percent non-volatiles present in the reaction mixture. About 105 ml of the solvent was then distilled off at 120°C, and water (80 g) was added to give an aqueous dispersion of the resin having 50 percent solids. The properties are illustrated in Table II.

Example 3. Preparation of Polyester Resin (Resin 3)

This example illustrates the preparation of a polyester resin using IPA and 1,4-cyclohexanedicarboxylic acid (1,4-CHDA) as the major diacid components.

To a three-neck round-bottom flask equipped with a mechanical stirrer, a steam-jacketed partial condenser, a Dean-Stark trap, and a water condenser were charged
the following reactants: NPG 240.0 g (2.31 mole),
5-SSIPA 31.2 g (0.12 mole), and Fascat 4100 catalyst
0.2 g. The mixture was heated to 150°C and stirred
under N₂ atmosphere. The temperature was then gradually
increased to 200°C, and the distillate (water) was
collected in the Dean-Stark trap. After one hour the
acid number was determined to be close to zero, and the
mixture was cooled to 150°C. The second-stage
reactants, IPA 154.0 g (0.93 mole), 1,4-CHDA 149.2 g
(0.87 mole), and MA 11.8 g (0.12 mole) were then added.
The temperature was gradually raised to 220°C, and the
reaction was allowed to continue for eight more hours to
yield a resin with an acid number of 8. The properties
are illustrated in Table I.

Example 4. Preparation of Acrylic-Modified Polyester
Resin (Resin 4).

In a heated 500 ml round-bottom flask equipped with
a water condenser were dissolved 50 g of the polyester
resin from Example 3 above in 85 g of n-propanol. After
cooling, the flask was charged with the following
compounds: methyl methacrylate (12.5 g), n-butyl
acrylate (12.5 g), styrene (12.5 g), and 2-hydroxyethyl
methacrylate (12.5 g). The mixture was then heated to
90°C and stirred under nitrogen atmosphere. A
suspension of initiator, AIBN (3.0 g), in n-propanol (15
g) was prepared. This initiator suspension was added
sequentially to the reaction mixture every 0.5 hr in
three portions. The polymerization was complete after
refluxing at 90°C for 2.5 hours as evidenced through the
determination of the percent non-volatiles present in
the reaction mixture. About 104 ml of the solvent was
then distilled off at 120°C, and water (80 g) was added
to give an aqueous dispersion of the resin having 50 percent solids. The properties are illustrated in Table II.

Example 5. Preparation of Polyester Resin (Resin 5)

In this example, 1,4-CHDA was the only major diacid component used in the polyester composition; further, only one half the amount of maleic anhydride was used in comparison with Examples 1 and 3.

To a three-neck round-bottom flask equipped with a mechanical stirrer, a steam-jacketed partial condenser, a Dean-Stark trap, and a water condenser were charged the following reactants: NPG 240.0 g (2.31 mole), 5-SSIPA 31.2 g (0.12 mole), and Fascat 4100 catalyst 0.2 g. The mixture was heated to 150°C and stirred under N₂ atmosphere. The temperature was then gradually increased to 200°C, and the distillate (water) was collected in the Dean-Stark trap. After one hour the acid number was determined to be close to zero, and the mixture was cooled to 150°C. The second-stage reactants, 1,4-CHDA 318.98 g (1.85 mole) and MA 5.9 g (0.06 mole) were then added. The temperature was gradually raised to 220°C, and the reaction was allowed to continue for six more hours to yield a resin with an acid number of 10. The properties are illustrated in Table I.

Example 6. Preparation of Acrylic-Modified Polyester Resin (Resin 6)

In a heated 500 ml round-bottom flask equipped with a water condenser were dissolved 50 g polyester resin from Example 5 above in 85 g of sec-butanol. After cooling, the flask was charged with the following compounds: methyl methacrylate (12.5 g), n-butyl acrylate (12.5 g), styrene (12.5 g), and 2-hydroxyethyl
methacrylate (12.5 g). The mixture was then heated to 90°C and stirred under nitrogen atmosphere. A suspension of initiator, AIBN (3.0 g), in sec-butanol (15 g) was prepared. This initiator suspension was added sequentially to the reaction mixture every 0.5 hr in three portions. The polymerization was complete after refluxing at 90°C for 2.5 hours as evidenced through the determination of the percent non-volatiles present in the reaction mixture. About 132 ml of the solvent was then distilled off at 130°C; then ethylene glycol monobutyl ether (22 g) and water (22 g) were added sequentially to give an aqueous dispersion of the resin having 70 percent solids. The properties are illustrated in Table II.

Example 7. Preparation of Polyester Resin (Resin 7)

This example illustrates the preparation of a polyester resin using adipic acid (AD) and 1,4-CHDA as the major diacid components. In addition, a branching agent, trimethylolpropane (TMP), was also incorporated into the polyester resin.

To a three-neck round-bottom flask equipped with a mechanical stirrer, a steam-jacketed partial condenser, a Dean–Start trap, and a water condenser were charged the following reactants: NPG 106.0 g (1.02 mole), 5-SSIPA 15.7 g (0.06 mole), and Fascat 4100 catalyst 0.2 g. The mixture was heated to 150°C and stirred under N₂ atmosphere. The temperature was then gradually increased to 200°C, and the distillate (water) was collected in the Dean–Stark trap. After one hour the acid number was determined to be close to zero, the mixture was cooled to 150°C. The second-stage reactants, TMP 13.65 g (0.10 mole), AD 42.81 g (0.29
mole), 1,4-CHDA 100.9 g (0.59 mole), and MA 5.74 g (0.06 mole) were then added. The temperature was gradually raised to 220°C, and the reaction was allowed to continue for seven more hours to yield a resin with an acid number of 6. Isopropanol (105 g) was then added to make a resin solution with 68.6 percent non-volatiles. The properties of the neat resin are illustrated in Table I.

Example 8. Preparation of Acrylic-Modified Polyester (Resin 8)

In a heated 500 ml round-bottom flask equipped with a water condenser were charged with the following compounds: Resin 7 from Example 7 (68.6 %, 72.9 g), methyl methacrylate (25 g), styrene (12.5 g), 2-hydroxyethyl methacrylate (12.5 g), and isopropanol (50 g). The mixture was then heated to 80°C and stirred under nitrogen atmosphere. A suspension of initiator AIBN (3.0 g), in isopropanol (15 g) was prepared. This initiator suspension was added sequentially to the reaction mixture every 0.5 hr in three portions. The polymerization was complete after refluxing at 80°C for 4.5 hours as evidenced through the determination of the percent non-volatiles present in the reaction mixture. About 66 g of the solvent was then distilled off at 85°C, and water (102 g) was added to give an aqueous dispersion of the resin having 45 percent solids. The properties are illustrated in Table II.

In the following tables, acid numbers were determined according to ASTM method D1639, molecular weights were estimated by gel permeation chromatography, and glass transition temperatures (Tg) were measured by a differential scanning calorimeter.
Table I.
Properties of Polyester Resins

<table>
<thead>
<tr>
<th>Properties</th>
<th>Resin 1</th>
<th>Resin 3</th>
<th>Resin 5</th>
<th>Resin 7</th>
</tr>
</thead>
<tbody>
<tr>
<td>Acid Number</td>
<td>8</td>
<td>8</td>
<td>10</td>
<td>6</td>
</tr>
<tr>
<td>Calculated OH Number</td>
<td>68</td>
<td>68</td>
<td>70</td>
<td>85</td>
</tr>
<tr>
<td>Mn</td>
<td>1569</td>
<td>1505</td>
<td>870</td>
<td>1045</td>
</tr>
<tr>
<td>Mw</td>
<td>4276</td>
<td>12528</td>
<td>2448</td>
<td>4317</td>
</tr>
<tr>
<td>Tg, °C</td>
<td>9</td>
<td>40</td>
<td>15</td>
<td>-6</td>
</tr>
</tbody>
</table>

Mn: number average molecular weight
Mw: weight average molecular weight

Table II.
Properties of Acrylic-Modified Polyester Resins

<table>
<thead>
<tr>
<th>Property</th>
<th>Resin 2</th>
<th>Resin 4</th>
<th>Resin 6</th>
<th>Resin 8</th>
</tr>
</thead>
<tbody>
<tr>
<td>OH number</td>
<td>61</td>
<td>61</td>
<td>62</td>
<td>70</td>
</tr>
<tr>
<td>Mn</td>
<td>2308</td>
<td>1867</td>
<td>1235</td>
<td>1319</td>
</tr>
<tr>
<td>Mw</td>
<td>9015</td>
<td>10052</td>
<td>9703</td>
<td>14481</td>
</tr>
<tr>
<td>Tg, °C</td>
<td>15</td>
<td>32</td>
<td>23</td>
<td>10</td>
</tr>
</tbody>
</table>

Example 9. Removal of Organic Co-Solvent From Aqueous Dispersion

In this experiment, Example 2 was repeated except using 85 g of a different solvent, isopropanol in place of n-propanol as the organic solvent for the polymerization reaction, and an aqueous dispersion was prepared accordingly. In order to remove the organic solvent (isopropanol), a portion of the dispersion (100 g) was transferred into a 500 ml round-bottom flask equipped with an azeotropic-distillation apparatus. To
the stirred dispersion was added additional water (80 g) and the mixture was heated. The heating was adjusted in a manner such that the temperature of the solution was kept below 98°C and the distillation head below 76°C (vapor temperature). A total of 30 ml of the distillate was collected. No sedimentation formed over time after the removal of the organic co-solvent. The dispersion was free of alcohol or acrylic odor.

Example 10. Preparation of Enamels

Clear enamels were prepared from the resins of Examples 2, 4, 6 and 8 by adding a crosslinker, hexamethoxymethylmelamine (Camel 303 from American Cyanamid Co.), and a flow control additive (20 percent Fluorad FC-430 from 3 M in isopropanol, 0.5–2 weight percent based on the resin) to the various aqueous dispersions of the resins from the examples. Additional water was added to adjust the enamel viscosity to permit application. A ratio of resin/crosslinker=70/30 was used. These enamels were stable at room temperature for over three months to date.

Example 11. Preparation of Coatings

Coatings were prepared by applying various enamels to cold-rolled steel test panels (ACT 3x9x032 from Advanced Coating Technologies) and baking in an oven at 160°C for 20 minutes. The thickness of the coating films was 1.0 to 1.5 mil. The properties of various coatings are listed in Table III. The coating properties were determined according to the following standard methods:

1. Film Thickness (Fisher Deltascope MP 2)
2. Solvent Resistance (MEK Double Rub, ASTM D1308)
3. Gloss (BYK- micro-gloss, ASTM D523)
4. Pencil Hardness (ASTM D3362)
5. Impact Resistance (BYK- Gardner Impact Tester, ASTM D2794)
6. Cleveland Humidity (ASTM D2247)

Table III.
Coating Properties

<table>
<thead>
<tr>
<th>Property</th>
<th>Enamel 2</th>
<th>Enamel 4</th>
<th>Enamel 6</th>
<th>Enamel 8</th>
</tr>
</thead>
<tbody>
<tr>
<td>MEK Double Rub</td>
<td>&gt;200</td>
<td>&gt;200</td>
<td>&gt;200</td>
<td>&gt;200</td>
</tr>
<tr>
<td>Gloss, 60°/20°</td>
<td>101/92</td>
<td>101/93</td>
<td>99/89</td>
<td>100/91</td>
</tr>
<tr>
<td>Pencil Hardness</td>
<td>4H</td>
<td>3H</td>
<td>4H</td>
<td>4H</td>
</tr>
<tr>
<td>Impact Resistance</td>
<td>160/140</td>
<td>60/&lt;20</td>
<td>100/20</td>
<td>160/160</td>
</tr>
<tr>
<td>(direct/</td>
<td>lb-in</td>
<td>lb-in</td>
<td>lb-in</td>
<td>lb-in</td>
</tr>
<tr>
<td>reverse)</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Cleveland Humidity,</td>
<td>no</td>
<td>blistering</td>
<td>slight</td>
<td>no</td>
</tr>
<tr>
<td>500 hours</td>
<td>effect</td>
<td>effect</td>
<td>effect</td>
<td></td>
</tr>
</tbody>
</table>
Claims

1. A water-dispersible crosslinkable resin composition comprising the acrylic-modified polyester made of the moieties of bulk or solution addition-copolymerization products:
   (I) 20 to 90 weight percent of a polyester made of the moieties of polycondensation products:
      (a) at least one difunctional dicarboxylic acid which is not a sulfonomer;
      (b) 1 to 20 mol percent of at least one sulfonomer containing at least one metallic sulfonate group or nitrogen-containing non-metallic sulfonate group attached to an aromatic or cycloaliphatic nucleus and at least one functional group selected from the group consisting of hydroxy, carboxyl, and amino;
      (c) at least one difunctional reactant selected from a glycol or a mixture of a glycol and diamine having two –NRH groups, the glycol containing two –C(R₁)₂–OH groups wherein R in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms, and R₁ in the reactant is a hydrogen atom, an alkyl of 1 to 5 carbon atoms, or an aryl group of 6 to 10 carbon atoms;
      (d) 1 to 8 mol percent of at least one ethylenically unsaturated monomer which contains at least one carboxyl, hydroxyl, anhydride, or epoxy group;
      (e) 0 to 40 mol percent of a difunctional reactant selected from hydroxycarboxylic
acids having one \(-\text{C(R)}_2\text{-OH}\) group, amino carboxylic acids having one \(-\text{NRH}\) group, amino-alcohols having one
\(-\text{C(R)}_2\text{-OH}\) group and one \(-\text{NRH}\) group, or mixtures of said difunctional reactants
wherein \(R\) in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms; and

\((f)\) 0 to 40 mol percent of a multifunctional reactant containing at least three functional groups selected from hydroxyl, carboxyl, and mixtures thereof wherein at least a portion of the multifunctional reactant contains at least three hydroxyl groups,

wherein all stated mol percentages are based on the total of all acid, hydroxyl and amino group containing reactants being equal to 200 mol percent, and

wherein the polymer contains proportions of acid-group containing reactants (100 mol percent acid) to hydroxy- and amino-group containing reactants (100 mol percent base) such that the value of \(EQ\) (base) divided by \(EQ\) (acid) is between 0.5 and 2; and

\((II)\) 10 to 80 weight percent of at least one ethylenically unsaturated vinyl monomer.

2. The composition according to claim 1 comprising 30 to 70 weight percent \((\text{I})\) and 30 to 70 weight percent \((\text{II})\).

3. The composition according to claim 1 wherein the polyester of \((\text{I})\) is hydroxyl-functionalized having a
hydroxyl number of 50 to 200 and an acid number of 0 to 30.

4. The composition according to claim 1 wherein said acrylic-modified polyester has a number average molecular weight of 800 to 10,000 and a weight average molecular weight of 2,000 to 100,000.

5. The composition according to claim 1 wherein the difunctional dicarboxylic acid or ester reactant of (a) is selected from the group consisting of oxalic; malonic; dimethylmalonic; succinic; glutaric; adipic; trimethyladipic; pimelic; 2,2-dimethylglutaric; azelaic; sebacic; 1,3-cyclopentanedicarboxylic; 1,2-cyclo-hexanedicarboxylic; 1,3-cyclohexanedicarboxylic; 1,4-cyclohexanedicarboxylic; phthalic; terephthalic; isophthalic; 2,5-norbornane-dicarboxylic; 1,4-naphthalic; diphenic; 4,4’-oxydibenzoic; diglycolic; thiodipropionic; 4,4’-sulfonyldibenzoic; 2,5-naphthalenedicarboxylic acids, esters and mixtures thereof.

6. The composition according to claim 5 wherein the difunctional dicarboxylic acid reactant of (a) is selected from the group consisting of isophthalic acid, adipic acid, 1,4-cyclohexanedicarboxylic acid, 1,3-cyclohexanedicarboxylic acid, esters and mixtures thereof.

7. The composition according to claim 1 wherein the sulfonmonomer reactant of (b) is selected from the group consisting of difunctional monomers containing a --SO3M group attached to a nucleus selected from the group consisting of benzene, naphthalene, anthracene, diphenyl, oxydiphenyl, sulfonyldiphenyl, and
methylene diphenyl, wherein M is Na+, Li+, Mg++, Ca++,
Fe++, or Fe+++.

8. The composition according to claim 7 wherein the
sulfonomer reactant of (b) is selected from the group
consisting of diols that are diol adducts of a
multifunctional reactant containing at least three
hydroxyl groups and a monocarboxylic acid sulfonomer
containing at least one metallic sulfonate group or
nitrogen-containing non-metallic sulfonate group
attached to an aromatic or cycloaliphatic nucleus.

9. The composition of Claim 1 wherein the difunctional
reactant of (c) is selected from diols from the group
consisting of ethylene glycol, propylene glycol,
1,3-propanediol, 2-methyl-1,3-propanediol,
2,4-dimethyl-2-ethyl-hexane-1,3-diol,
2,2-dimethyl-1,3-propanediol (neopentyl glycol),
2-ethyl-2-butyl-1,3-propanediol, 2-ethyl-2-isobutyl-
1,3-propanediol, 1,3-butanediol, 1,4-butanediol,
1,5-pentanediol, 1,6-hexanediol, 2,2,4-trimethyl-1,6-
hexanediol, thiodiethanol, 1,2-cyclohexanediethanol,
1,3-cyclohexanediethanol, 1,4-cyclohexanediethanol,
2,2,4,4-tetramethyl-1,3-cyclobutanediol, p-xylylenediol,
diethylene glycol, triethylene glycol, tetraethylene
glycol, pentaethylene glycol, hexaethylene glycol,
heptaethylene glycol, octaethylene glycol, nonaethylene
glycol, decaethylene glycols,
2,2,4-trimethyl-1,3-pentanediol, hydroxypivalyl
hydroxypivalate, dipropylene glycol, 1,10-decanediol,
hydrogenated bisphenol A, and mixtures thereof.

10. The composition of Claim 9 wherein the difunctional
reactant of (c) is neopentyl glycol.
11. The composition of claim 1 wherein the ethylenically unsaturated monomer reactant of (d) is selected from the group consisting of maleic anhydride, maleic acid, fumaric acid, itaconic acid, itaconic anhydride, tetrahydrophthalic anhydride, crotonic acid, crotonic anhydride, acrylic acid, methacrylic acid, 2-hydroxyethyl (meth)acrylate, 2-hydroxypropyl (meth)acrylate, and glycidyl methacrylate.

12. The composition of claim 11 wherein the ethylenically unsaturated monomer reactant of (d) is maleic anhydride.

13. The composition according to claim 1 wherein the multifunctional reactant of (f) is selected from the group consisting of residues of trimethylolpropane, trimethylolpropane, glycerol, 2,2-bis(hydroxymethyl)-1,3-propanediol, 1,2,3,4-tetrahydroxybutane, 1,2,3,4,5-pentahydroxypentane, and 1,2,3,4,5,6-hexahydroxyhexane.

14. The composition according to Claim 13 wherein the multifunctional reactant of (f) is trimethylolpropane.

15. The composition according to claim 1 wherein the ethylenically unsaturated vinyl monomer moiety of (II) is selected from the group consisting of acrylate, methacrylate, styrene, (meth)acrylic acid, and vinyl esters.

16. The composition according to claim 15 wherein the ethylenically unsaturated vinyl monomer moiety of (II) is a combination of ethylenically unsaturated vinyl monomers which comprise 10 to 50 weight percent, based on the total weight of (II) of a hydroxyl- or epoxy-functionalized vinyl monomer selected from the group
consisting of 2-hydroxyethyl (meth)acrylate, 2-hydroxypropyl (meth)acrylate, and glycidyl (meth)acrylate.

17. The composition according to claim 15 wherein the ethylenically unsaturated vinyl monomer moiety of (II) is selected from the group consisting of methyl methacrylate, n-butyl acrylate, styrene, 2-hydroxyethyl methacrylate, and mixtures thereof.

18. The composition according to claim 1 wherein the bulk of solution addition–copolymerization product comprises:

   (I) 30 to 70 weight percent of a polyester made of the moieties of polycondensation reaction products;

   (a) 60 to 100 mol percent of at least one dicarboxylic acid selected from the group consisting of isophthalic acid, adipic acid, and cyclohexanedicarboxylic acid;

   (b) 4 to 10 mol percent of at least one sulfomonomer;

   (c) 80 to 100 mol percent of at least one diol selected from the group consisting of neopentyl glycol, cyclohexanediethanol, 2-ethyl-2-butyl-1,3-propanediol, 2,2,4-trimethyl-1,3-pentanediol, hydroxypivalyl hydroxypivolate, and 2-methyl-1,3-propanediol; and

   (d) 2 to 6 mol percent of an ethylenically unsaturated monomer which is a diacid or anhydride;

   (e) 0 to 10 mol percent of a hydroxycarboxylic acid; and
(f) 0 to 20 mol percent of trimethylolpropane; and

(II) 30 to 70 weight percent of a combination of ethylenically unsaturated vinyl monomers containing 10 to 50 weight percent, based on the total weight of (II) of a hydroxyl- or epoxy- functionalized vinyl monomer selected from the group consisting of 2-hydroxyethyl (meth)acrylate, 2-hydroxypropyl (meth)acrylate, and glycidyl (meth)acrylate.

19. A coating composition comprising:
   (A) 20 to 65 weight percent, based on the weight of the total coating composition, of the acrylic-modified polyester of Claim 1,
   (B) 30 to 70 weight percent, based on the weight of the total coating composition, of water,
   (C) 0 to 10 weight percent, based on the total weight of the coating composition, of a suitable organic solvent, and
   (D) 0 to 50 weight percent of a crosslinking agent, based on the total weight of the polyester and the crosslinking agent.

20. The coating composition according to Claim 19 wherein the amount of component (A) is 20 to 40 weight percent, the amount of component (B) is 40 to 70 percent, the amount of component (C) is 3 to 10 percent, and the amount of component (D) is an amount corresponding to (A) such that the amount of (A) is 70 to 80 weight percent and the amount of (D) is 20 to 30 weight percent based on the total of (A) plus (D).
21. The coating composition according to Claim 19 wherein said coating composition contains at least one pigment.

22. A shaped or formed article coated with the cured enamel composition according to Claim 19.

23. A coated substrate comprising the coating composition according to Claim 19 coated onto a substrate.

24. A process for the preparation of an acrylic-modified polyester comprising

(1) reacting the following reactants under polycondensation conditions to produce a polyester;

(a) at least one difunctional dicarboxylic acid which is not a sulfomonomer;

(b) 1 to 20 mol percent of at least one sulfomonomer containing at least one metallic sulfonate group or nitrogen-containing non-metallic sulfonate group attached to an aromatic or cycloaliphatic nucleus and at least one functional group selected from the group consisting of hydroxy, carboxyl, and amino;

(c) at least one difunctional reactant selected from a glycol or a mixture of a glycol and diamine having two \(-NRH\) groups, the glycol containing two \(-C(R^1)\text{-}OH\) groups wherein \(R\) in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms, and \(R^1\) in the reactant is a hydrogen atom, an alkyl of
1 to 5 carbon atoms, or an aryl group of 6 to 10 carbon atoms;
(d) 1 to 8 mol percent of at least one ethylenically unsaturated monomer which contains at least one carboxyl, hydroxyl, anhydride, or epoxy group;
(e) 0 to 40 mol percent of a difunctional reactant selected from hydroxycarboxylic acids having one \(-\text{C(R)\textsubscript{2}}\text{-OH}\) group, aminocarboxylic acids having one \(-\text{NRH}\) group, amino–alcohols having one \(-\text{C(R)\textsubscript{2}}\text{-OH}\) group and one \(-\text{NRH}\) group, or mixtures of said difunctional reactants wherein \(R\) in the reactant is hydrogen or an alkyl group of 1 to 6 carbon atoms; and
(f) 0 to 40 mol percent of a multifunctional reactant containing at least three functional groups selected from hydroxyl, carboxyl, and mixtures thereof wherein at least a portion of the multifunctional reactant contains at least three hydroxyl groups,
wherein all stated mol percentages are based on the total of all acid, hydroxyl and amino group containing reactants being equal to 200 mol percent, and wherein the polymer contains proportions of acid–group containing reactants (100 mol percent acid) to hydroxy– and amino–group containing reactants (100 mol percent base) such that the value of EQ (base) divided by EQ (acid) is between 0.5 and 2; and
(2) reacting under bulk or solution addition-copolymerization conditions 20 to 90 weight percent of the polyester made in step (1) with 10 to 80 weight percent of at least one ethylenically unsaturated vinyl monomer.

25. The process according to Claim 24 wherein step (1) is conducted under polycondensation conditions at a temperature of 150 to 230°C in the presence of 0 to 0.5 weight percent of an acid catalyst and step (2) is conducted under bulk or solution polymerization conditions at a temperature of 60 to 150°C under an inert atmosphere in the presence of a free radical initiator.

26. The process according to Claim 25 wherein the catalyst used in step (1) is butylstannoic acid in a concentration of 0.01 to 0.2 weight percent and the initiator of step (2) is a suspension of azobisisobutyronitrile in alcohol sequentially added to the reaction over time in step (2).

27. The process according to Claim 24 wherein step (1) is conducted in two stages reacting at least a portion of the sulfomonomer of (a) with a portion of the glycol of (c) followed by reacting the remaining reactants of step (1).
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 6 C08G 63/688 C09D167/06

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 6 C08G C09D

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of data base and, where practical, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US, A, 4 119 680 (VACHON) 10 October 1978 see claims 1, 2; examples 1-14</td>
<td>1-18</td>
</tr>
<tr>
<td>P, X</td>
<td>EP, A, 0 558 788 (SOCIETA ITALIANA RESINE S.I.R.) 8 September 1993 see whole document</td>
<td>1, 2, 4-7, 9, 11, 12, 15-17, 19-27</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4 946 932 (JENKINS) 7 August 1990 see claims 1-17</td>
<td>1-27</td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of box C.

Patent family members are listed in annex.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

T later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

X' document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

Y' document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

&' document member of the same patent family

Date of the actual completion of the international search

8 December 1994

Date of mailing of the international search report

30. 12. 94

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV RIJSWIJK
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl
Fax (+31-70) 340-3016

Authorized officer

DECOCKER, L
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>CHEMICAL ABSTRACTS, vol. 89, no. 16, 16 October 1978, Columbus, Ohio, US; abstract no. 130439y, YUKAWA, 'Dyeable unsaturated polyester moldings.' page 38; see abstract &amp; JP,A,7 857 292 (NIPPON SHOKUBAI KAGAKU CO., LTD.)</td>
<td>1-7,9,10</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>---------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US-A-4119680</td>
<td>10-10-78</td>
<td>NONE</td>
</tr>
<tr>
<td>EP-A-0558788</td>
<td>08-09-93</td>
<td>NONE</td>
</tr>
<tr>
<td>US-A-4946932</td>
<td>07-08-90</td>
<td>NONE</td>
</tr>
<tr>
<td>JP-A-7857292</td>
<td></td>
<td>NONE</td>
</tr>
</tbody>
</table>