A system (30) for interactively selecting and activating groups of electrically powered devices such as computer (40) and computer peripheral devices (42). A preferred system includes computer and computer peripheral devices, an interactive video display (44) and a controller (50). The computer and computer peripheral devices include a printer (42) and at least two computers, each of the computers including a printer port. The computers include a controller interface computer which executes a controller interface software module to generate control signals including user interface control signals. The video display receives the user interface signals and, in response to the signals, interactively prompts a user to provide user inputs to the controller interface computer. The user inputs include a designation of a selected group of devices from the plurality of electrically powered devices. The controller includes circuitry adapted to provide power to the selected group of devices and to selectively provide communication links between the electrically powered devices, such as a communication link between one of the printer ports and the printer (66), as determined by the control signals. A preferred system allows more than one user to simultaneously select, activate and use groups of electrically powered devices. The preferred system additionally includes mechanisms for receiving prepayment from the users and for providing the users with receipts.
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AL</td>
<td>Albania</td>
<td>ES</td>
<td>Spain</td>
<td>LS</td>
<td>Lesotho</td>
</tr>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>FI</td>
<td>Finland</td>
<td>LT</td>
<td>Lithuania</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>FR</td>
<td>France</td>
<td>LU</td>
<td>Luxembourg</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GA</td>
<td>Gabon</td>
<td>LV</td>
<td>Latvia</td>
</tr>
<tr>
<td>AZ</td>
<td>Azerbaijan</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MC</td>
<td>Monaco</td>
</tr>
<tr>
<td>BA</td>
<td>Bosnia and Herzegovna</td>
<td>GE</td>
<td>Georgia</td>
<td>MD</td>
<td>Republic of Moldova</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GH</td>
<td>Ghana</td>
<td>MG</td>
<td>Madagascar</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>GN</td>
<td>Guinea</td>
<td>MK</td>
<td>The former Yugoslavia</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>GR</td>
<td>Greece</td>
<td>MA</td>
<td>Mali</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>HU</td>
<td>Hungary</td>
<td>ML</td>
<td>Republic of Macedonia</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>IR</td>
<td>Ireland</td>
<td>MN</td>
<td>Mongolia</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>IL</td>
<td>Israel</td>
<td>MR</td>
<td>Mauritania</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>IS</td>
<td>Iceland</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>IT</td>
<td>Italy</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>JP</td>
<td>Japan</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KE</td>
<td>Kenya</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d'Ivoire</td>
<td>KP</td>
<td>Democratic People's Republic of Korea</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>CU</td>
<td>Cuba</td>
<td>LC</td>
<td>Saint Lucia</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>LR</td>
<td>Liberia</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td></td>
<td></td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>SI</td>
<td>Slovenia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SK</td>
<td>Slovakia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SN</td>
<td>Senegal</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SZ</td>
<td>Swaziland</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TD</td>
<td>Chad</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TG</td>
<td>Togo</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TJ</td>
<td>Tajikistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TM</td>
<td>Turkmenistan</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TR</td>
<td>Turkey</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>TT</td>
<td>Trinidad and Tobago</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UA</td>
<td>Ukraine</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>UG</td>
<td>Uganda</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>US</td>
<td>United States of America</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>VN</td>
<td>Viet Nam</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>YU</td>
<td>Yugoslavia</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ZW</td>
<td>Zimbabwe</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
SYSTEM FOR INTERACTIVELY SELECTING AND ACTIVATING GROUPS OF ELECTRICALLY POWERED DEVICES

BACKGROUND OF THE INVENTION

Field of the Invention

The present invention relates to a system for interactively selecting and activating groups of electrically powered devices and, more particularly, pertains to a system for interactively selecting, activating and monitoring the usage of groups of electrically powered devices such as computers and computer peripheral devices and household appliances.

Description of the Related Art

Within the last few years, more and more retail outlets specializing in the rental of computer equipment have appeared in this country. A known approach to monitoring the usage of computers and peripheral devices is through a network such as Novell. Such an approach to monitoring the statuses of electrically powered equipment for the purpose of generating billing is deficient in that it is highly complicated, requires bidirectional communications and cannot readily be adjusted to compensate for changes in the communication interfaces and interface hardware of the monitored devices.

In addition to monitoring usage of computers and computer peripheral devices, it is desirable to be able to remotely activate and deactivate such devices. Current X10 technology employing A/C lines is deficient in that it does not provide bidirectional feedback.

Known computer rental outlets depend upon activation inputs from human employees and, therefore, operate at greater expense. Accordingly, it is also desirable to provide a system which automates the activation and deactivation of electrically powered devices.
devices. Although it is known to functionally connect an electrically powered device to a mechanism for receiving payment, the art is devoid of a self-service system which allows multiple users to simultaneously select, activate and prepay for the use of groups of electrically powered devices.

Accordingly, an object of the present invention is to provide a system which allows multiple users to simultaneously select and activate groups of electrically powered devices.

A further object is to provide a system controller which facilitates simultaneous selection by more than one user of groups of electrically powered devices, automated activation of the groups of devices after prepayment is received, automated deactivation of the devices, and automated generation of receipts for each of the users.

Another object is to provide a system including a user input mechanism in the form of an interactive, touch-sensitive video display for entering user inputs including a designation of a selected group of electrically powered devices.

Another object is to provide a control module which receives user inputs and, in response thereto, generates: control signals for driving an interactive video display, switching control signals for a power switching device and communication link control signals for establishing communication links between electrically powered devices.

**SUMMARY OF THE INVENTION**

In accordance with a specific illustrative embodiment of the present invention, a system for interactively selecting and activating groups of computer and computer peripheral devices includes a plurality of user input mechanisms adapted to receive
user inputs from a plurality of users. Each user input designates a selected group of devices from a plurality of computer and computer peripheral devices. The system also includes a processor adapted to receive and process the user inputs to generate control signals. The system further includes a controller adapted to provide power to the selected groups of devices as determined by the control signals.

In another aspect of the present invention, a system for interactively selecting and activating groups of computer and computer peripheral devices includes a user input mechanism including an interactive video display for entering user inputs designating a selected group of devices from a plurality of computer and computer peripheral devices. The system also includes a control module for generating the interactive video display, receiving the user inputs, and processing the user inputs to generate switching control signals. The system further includes a switching device receiving the switching control signals and selectively providing power to the selected group of devices.

In a further aspect of the present invention, a system for interactively selecting and activating groups of computer and computer peripheral devices includes a user display for providing interactive prompts. The display prompts a user to provide a user input designating a selected group of devices from a plurality of computer and computer peripheral devices including a printer and a plurality of printers, each of the computers including a printer port. The system also includes a controller with circuitry for providing power to the selected group of devices in response to the user input and for selectively providing communication links between one of the printer ports and the printer.

In a broader aspect of the present invention, a system for interactively selecting and activating groups
of computer and computer peripheral devices comprises: means for interactively prompting a user to provide a user input designating a selected group of computer and computer peripheral devices; means for generating a switching control signal in response to the user input; and means for providing power to the selected group of devices in response to the switching control signal.

In another broader aspect of the present invention, a system for interactively selecting and activating groups of electrically powered devices comprises: means for interactively prompting a user to provide a user input designating a selected group of electrically powered devices; a processor adapted to generate a power switching control signal in response to the user input and to generate a communication link control signal; and a controller adapted to provide power to the selected group of devices in response to the power switching control signal and to establish communication links between the electrically powered devices in response to the communication link control signal.

In yet another broader aspect of the present invention, a system for interactively selecting and activating groups of computer and computer peripheral devices comprises: a processor adapted to facilitate selections made by at least one user of groups of devices from a plurality of electrically powered devices, to control activations of the groups of devices to monitor the activations, and to generate bills for each of the users.

In another aspect of the present invention, a system for interactively selecting and activating groups of computer and computer peripheral devices includes a plurality of computer and computer peripheral devices, a display and a controller. The devices include a printer and a plurality of computers, each of the computers including a printer port, the plurality of computers
including a controller interface computer which executes a controller interface software module to generate control signals including user interface control signals. The display is responsive to the user interface control signals and is adapted to interactively prompt a user to provide user inputs to the controller interface computer. The user inputs include a designation of a selected group of devices from the plurality of computer and computer peripheral devices. The controller includes circuitry adapted to provide power to the selected group of devices and to selectively provide communication links between one of the printer ports and the printer as determined by the control signals.

In a further aspect of the present invention, the system additionally includes means responsive to the control signals for receiving a prepayment from the user.

DESCRIPTION OF THE DRAWINGS

Other objects, features and advantages of the invention will become readily apparent upon reference to the following detailed description when considered in conjunction with the accompanying drawings, in which like reference numerals designate like parts throughout the figures thereof, and wherein:

FIG. 1 is a perspective view of a system for interactively selecting, activating and monitoring the usage of groups of computers and computer peripheral devices according to the present invention;

FIG. 2 is a block diagram showing the functional relationship between the central controller and a plurality of stations adapted to receive electrically powered devices;

FIG. 3 is a front perspective view of a stand-alone embodiment of the system for interactively, activating
and monitoring the usage of selected computer and computer peripheral devices;

FIG. 4 is a rear perspective view of the system shown in FIG. 3;

FIG. 5 shows the interactive user interface of the present invention;

FIGs. 6A and 6B show an operational flowchart of a controller interface software module according to a preferred embodiment of the present invention;

FIGs. 7A and 7B show an electrical schematic of the communication link circuitry of a preferred interactive electrical device selecting and activating system;

FIG. 8 shows an electrical schematic of the switching control circuitry of a preferred interactive electrical device selecting and activating system; and

FIG. 9 is a functional block diagram of an alternative embodiment of the system 30.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

FIG. 1 shows an exemplary preferred system 30 for interactively selecting and activating groups of electrically powered devices. The system 30 includes a plurality of computer and computer peripheral devices such as a computer 40 and a printer 42. While the exemplary preferred system 30 includes computers, computer peripherals and other devices typically found in an office, it is additionally contemplated that the groups of electrically powered devices could include home appliances such a television or coffee maker.

The system 30 additionally includes a display 44, which preferably comprises a video monitor as shown in FIG. 1. The system may also, but does not necessarily, include a means for receiving payment, such as a credit/ATM card reader 46. Alternatively, the means for receiving payment can take the form of other payment receiving mechanisms such as a coin and/or currency
receiving mechanism, a fingerprint or voice recognition system linked to a database of personal or business accounts, etc.

A first key aspect of the present invention is that the system 30 provides its users with a self-service means for selecting and activating particular groups of electrical devices from a plurality of electrical devices. One or several controllers and a switching mechanism are required to implement the system 30. In the exemplary embodiment shown in FIG. 1, the display 44 presents a sequence of menus which interactively prompt a user of the system 30 to provide user inputs which, for example, designate a selected group of devices from a plurality of displayed computer and computer peripheral devices. At least one of the aforementioned controllers executes a computer executable program or programs for providing user interface control signals to the display 44. The switching mechanism also receives switching control signals generated by execution of a computer executable program by at least one of the controllers. In a preferred embodiment, a computer executable program is also employed to control a means for providing communication links between printer ports and a printer. As discussed below in greater detail, the system 30 may include additional computer executable programs providing communications interfaces to other computers, intelligent peripherals (e.g., payment receiving mechanisms), telecommunications hardware (e.g., telephones, facsimile machines).

Another key aspect of the present invention is that the system 30 also includes interconnection hardware and the communications interfaces necessary for a user to "dock" a personal computer 48 or other electrically powered device to the system 30. As discussed below in greater detail, a controller or processor of the system 30 controls a sequence of interactive visual menus
presented at the display 44 thereby allowing the user to select and activate a group of electrically powered devices. More specifically, the user selects a group of "stations" (to which electrically powered devices may be, but are not necessarily, connected). In a preferred embodiment, a "station" is defined as a power outlet that the system 30 is capable of selecting and providing power to, combined with a communications interface that is controlled and accessible by a controller or processor of the system 30. For example, a user may "dock" a notebook style personal computer 48 to the system 30 by selecting the appropriate station at the display 44. The system 30 executes software which applies power to the power outlets of the selected stations and enables the communications interface at the selected stations. Preferably, the communications interface hardware at the stations comprises connectors facilitating operable connection to currently favored computers and computer peripheral devices.

The system 30 may include redundant computer and computer peripheral devices so that more than one user can simultaneously create, activate and use "custom offices". Accordingly, a system 30 intended to accommodate more than one user can have one or more display 44. The software executed by the system 30 monitors the availability of the computer and peripheral devices and provides a prospective user with an indication that a specified device is unavailable when no such device is currently available for use. As may be readily appreciated, various advanced features may be implemented including, but not limited to, allowing a prospective user to reserve the next available device of a presently unavailable type of electrically powered device. In an embodiment with a payment receiving mechanism 46, the system 30 executes software which
allows more than one user to make payment at the same
time.

As shown in FIG. 1, the various electrically
powered devices may be positioned in distinct areas
separated by partition members 48. As may be readily
appreciated, the computer and computer peripheral
devices are preferably segregated in a manner which
anticipates typically selected combinations of office
equipment.

FIG. 2 is a block diagram showing the functional
relationship between a central controller 50 and a
plurality of stations adapted to receive electrically
powered devices. By way of example, the central
controller 50 is functionally interconnected to a
station 52 and is adapted to provide power and a
communication link to a facsimile machine. As shown in
FIG. 2, the central controller 50 supplies power and
communications interfaces to a station 54 which, for
example, is adapted to receive a controller interface
computer. A station 56 is similarly controlled by the
controller 50 which determines when power is made
available to a copier and provides a communication link
to the copier. A station 58 can, for example, provide
power and communications links to an electrically
interconnected computer and printer which have been
configured to be used together. A station 60 is
similarly configured to provide power and communications
links to a modem. Additional stations such as stations
62, 64 can also be included in the system 30. The
stations 62, 64 allow other computer and computer
peripheral devices to be docked to and used with the
system 30.

In a preferred embodiment, the central controller
50 additionally supports the system task of determining
whether or not payment has been made by a prospective
user of the system. For example, the central controller
50 preferably receives inputs from a credit card reader. As shown in FIG. 2, a printer 66 is also electrically connected to the preferred controller 50. The printer 66 may be designated as a dedicated printer which, for example, receives control signals from the central controller 50 and is only used to print receipts for payment or prepayment by the user.

FIG. 9 is a functional block diagram of an alternative embodiment of the system 30. In the illustrated preferred embodiment, the controller 50 provides user interface control signals to a touch screen display. The system 30 also includes a switch box 68 which receives switching control signals from the controller 50 along control signal path 70. As shown in FIG. 9, the system 30 also includes a connection link switch box 72 which, for example, selectively provides communication links between one of the printer ports (of the controller 50 and the peripheral computer at station 58) and the peripheral printer at station 58. The operational aspects of the switch boxes 68, 72 are discussed below in greater detail. It should also be appreciated that the two switch boxes 68, 72 can be configured within a single switch box. As discussed above, the controller 50 can also be adapted to support various telephonic data communication interfaces such as a charge-a-call phone line interface 74, a coinless payphone equivalent.

FIG. 3 is a front perspective view of a stand-alone embodiment of the system 30. FIG. 4 is a rear perspective view of the system shown in FIG. 3. The stand-alone version of the system includes a pedestal unit 76 with a plurality of shelves 78 upon which computer peripheral devices are placed. The processor 50 and switch boxes 68, 72 can be physically positioned within the pedestal unit 76 or, alternatively, remotely located. Exemplary computer peripheral devices include
laser printers 80 and a facsimile machine 82. As seen in FIG. 4, the system 30 includes a power strip 84 which is electrically connected to and controlled by the switch box 68. Alternatively, the power strip 84 may be positioned within the pedestal unit 76 or at some other location which is not readily accessible by users. Although the stand-alone unit is shown in a kiosk configuration, it should be appreciated that other types of furniture, equipment bays, etc., may be employed particularly if the computers and computer peripheral devices need to be more optimally secured to prevent their theft or attempts by users to manually override control signals from the controller 50.

As best seen in FIG. 5, an interactive user interface is presented at the display 44. A main menu display 86 is first presented to a prospective user of the system 30. The user interface control signals initiate a sequence of interactive displays. The interactive displays include various fields providing information or facilitating user inputs. A preferred means for receiving user inputs is a touch screen as shown in FIG. 5. Information display fields 88 can, for example, be employed to provide a prospective user with information about the cost per minute for using various computer and computer peripheral devices. An information icon 90 initiates execution of computer executable programs which provide the user with information relevant to selected or indicated aspects of the system 30. Similarly, a help icon 92 is presented to the user and initiates the execution of an executable program or programs which provide a user with additional information explaining how devices are selected, activated, prepayment is made, receipts obtained, etc.

In an exemplary system 30, the available computer and computer peripheral devices preferably include a computer, printer, facsimile machine and copier. These
electrically powered devices are respectively selected by pressing device selection icons 92, 94, 96, 98. The preferred main menu screen 86 additionally includes a device selection icon 100 which, when depressed by a user, initiates activation of a computer, printer, facsimile machine and copier - as if all of the device selection icons 92, 94, 96, 98 had been depressed. The preferred main menu screen 86 additionally includes credit card designation icons 102 which facilitate payment or prepayment by the user.

FIGS. 6A and 6B show an operational flowchart of a controller interface software module according to a preferred embodiment of the present invention. A main display menu executable block 110 facilitates the display of currently entered user information, accrued charges and operational status information of the various computer and computer peripheral devices. Additionally, executable block 110 provides for the responsivity of portions of the touch screen for the purpose of selecting electrically powered devices for activation or deactivation.

Executable block 112 responds to user inputs. If the user provides an "activate equipment" input, the executable program is redirected toward executable block 114. If the user provides a "deactivate equipment" input, the executable program is redirected toward executable program block 116 (FIG. 6B). Additionally, a user may provide an "other functions" input. In response to such an input, the executable program is redirected toward executable program block 118 as shown in FIG. 6A. The "other functions" menu block 118 can be programmed to provide a variety of advertising displays, promotional offers and telephone and interconnect connections and services as well as on-line support features.
Another key aspect of the present invention is that the system 30 is configured to operate as a self-service facility. As such, sufficient information must be provided to prospective users. When execution of the "activate equipment" executable block 114 is initiated, a brief video clip illustrating how a credit card is used to prepay is shown to the user. In addition or alternatively, the controller interface computer requests the user to input credit card information such as the account number and expiration date.

As shown in FIG. 6A, the controller 50 processes the next user input at executable block 120 which either receives the credit card information entered or cancels the transaction depending upon the user input. If the transaction is canceled, the executable program is redirected to the "main display menu" executable block 110. If the user elects to continue with the transaction, the executable program is redirected to a "process credit card hold via modem" executable block 122. At a "user input" executable block 124, the user is given an opportunity to approve charging the transaction to the credit card after the transaction has been approved or to cancel the transaction. After a user approves a transaction, a "disclosure statement" executable block 126 controls the display of pertinent limitations and other information to the user. For example, information may be provided to the user that a selected computer or computer peripheral device may only be reserved for up to one hour. Other displays may also be presented such as credit card terms and conditions and disclosures or other information that should or must (required by an applicable law or regulation) be presented to the user.

After the disclosure statement is presented to the user, the executable program is redirected to an executable program block 128 which controls the
generation of control signals including switching control signals which are provided to the switch box 68. In a preferred embodiment, the control signals additionally include communication link control signals which, for example, are provided to the switching box 72 to establish communication links between the various electrically powered devices. The executable block 128 additionally monitors usage of the activated computer and computer peripheral devices. The usage is monitored so that the users are appropriately billed after the electrically controlled devices are deactivated and to assure that any predetermined usage limitations such as a maximum time duration are not exceeded.

With reference to FIG. 6B, a "maximum duration exceeded" executable block 130 displays a warning when the maximum duration has been exceeded and, in a preferred embodiment, also displays an option to continue usage. A "user input" executable block 132 redirects the executable program depending upon the user input provided. If the user provides an input indicating a desire to continue using the electrically powered devices, the user is prompted to verify previous inputs and/or provide additional user inputs and the activated devices remain activated or are reactivated as the case may be. As may be readily appreciated, the controller interface software module could also be programmed to provide users with options to add or delete various peripheral devices when a usage session comes to an end or prior to that time. The equipment usage monitoring feature may result in the recordation of the exact amount of time any particular computer or computer peripheral device is activated, round to a nearest minimum time unit (e.g., 10 minutes) or simply bill a user for an amount of time no less than the amount of time reserved and no greater than the maximum amount of time allowed.
If a session comes to an end and a user fails to provide a response, the executable program is redirected toward executable block 134 which generates the appropriate switching control signals to deactivate or disconnect power sources. It should be appreciated that the deactivated power sources are those which are connected to computer and computer peripheral equipment previously activated by the particular user who has failed to respond. The controller software may be programmed to provide the user with a predetermined amount of time to respond (e.g., one minute) before power is removed from the equipment. In a preferred system 30, a usage session is prepaid so that human system attendants are unnecessary. Furthermore, prepayment makes it convenient for a user to rapidly terminate a session and receive a receipt without having to wait for credit card approval, credit line verification or the like. At executable block 134, the receipt is printed without account information to protect a user who is suddenly called away from a usage session.

When a user provides a "deactivate equipment" input, the executable program is directed toward the executable block 116 as shown in FIG. 6B. After the executable block 116 is initiated, the controller 50 calculates and sends control signals facilitating the display of updated charges. The user is also asked to confirm that deactivation is desired. After the user responds to the request for deactivation confirmation, an executable block 136 either confirms deactivation or cancels the request for deactivation and redirects the executable program such that device usage will continue.

When the user provides an input confirming deactivation, a "printing of receipt options" executable block 138 is initiated. The executable block 138 preferably presents the user with the option of
receiving a receipt with or without personal account information or, alternatively, the option of receiving no receipt. The user's response is processed by a "user input" executable block 140 after which the executable program is redirected to an executable block 142 as shown in FIG. 6B. The executable block 142 controls the printing of receipts and thereafter sends control signals to remove power from the appropriate electrically powered devices via the switch box 68.

FIGs. 7A and 7B show an electrical schematic of communication link circuitry 150 of a preferred system 30. The communication link circuitry 150 may be, but is not necessarily, located within the switch box 72 (FIG. 9). Generally the communication link circuitry 150 acts as a switch determining which of several communications ports is electrically connected to a peripheral device such as a printer. Referring again to FIG. 9, the controller 50 and the peripheral computer at station 58 both include printer ports. The peripheral printer at station 58 is connected to one of the aforementioned printer ports via the communication link circuitry 150. Parallel printer port connections 152 (FIG. 7A) and parallel printer port connections 154 (FIG. 7B) are respectively connected to two different computers such as the controller 50 and the peripheral computer at station 58 via currently favored connection hardware, e.g., conventional 25-pin D-connectors. Parallel printer port connections 156 (FIG. 7A) are connected, for example, to the peripheral printer at station 58 (FIG. 9). Referring again to FIGs. 7A and 7B, the unidirectional buffer circuitry 158 may be replaced with bidirectional relay circuitry to facilitate bidirectional communications. Referring to FIG. 7B, protection circuitry 160 may also be included.

FIG. 8 shows an electrical schematic of switching control circuitry 170 according to a preferred system
30. Connections 172 are electrically connected to a control port of the controller 50. In a preferred embodiment, 8 bits of data are provided to the connections 172 at a printer port of the controller 50 which has been programmed to function as a control port. The 8 bits of data are provided to a data latch integrated circuit 174 which, for example, comprises a standard 74LS373 integrated circuit chip. The outputs of the data latch integrated circuit 174 are provided to analog transistor circuitry 176 which provide inputs to relays (not shown) for controlling the activation and deactivation of the stations. The individual transistors 178 comprise, for example, a conventional 2N2222 transistor. As shown in FIG. 8, light emitting diodes (LEDs) may be provided if desired.

In conclusion, it is to be understood that the foregoing detailed description and the accompanying drawings illustrate the principles of the invention. However, various changes and modifications may be employed without departing from the spirit and scope of the invention. Thus, by way of example and not of limitation, it is contemplated that a power usage monitoring could also be employed to provide additional feedback to the system controller. Accordingly, the present invention is not limited to the specific form shown in the drawings and described in detail hereinabove.
CLAIMS

What is claimed is:

1. A system for interactively selecting and activating groups of computer and computer peripheral devices comprising:
   a plurality of computer and computer peripheral devices including a printer and a plurality of computers, each of the computers including a printer port, the plurality of computers including a controller interface computer which executes a controller interface software module to generate control signals including user interface control signals;
   a display responsive to the user interface control signals and adapted to interactively prompt a user to provide user inputs to the controller interface computer, the user inputs including a designation of a selected group of devices from the plurality of computer and computer peripheral devices; and
   switching control circuitry directly connected to each of the plurality of computer and computer peripheral devices through corresponding dedicated unidirectional communication lines, the switching control circuitry to control usage through deactivation of the selected group of devices and to selectively provide direct communication links between one of the printer ports and the printer as determined by the control signals.

2. The system of claim 1 wherein the user inputs further include a prepayment method designation.

3. The system of claim 1 further comprising:
means responsive to the control signals for receiving a prepayment from the user.

4. A system for interactively selecting and activating groups of computer and computer peripheral devices comprising:

   a processor adapted to facilitate selections made by at least one user of groups of devices from a plurality of electrically powered devices, to control activations of the groups of devices, to monitor the activations, and to generate bills for each of the users.

5. A system comprising:

   a plurality of computer and computer peripheral devices;

   a plurality of user input mechanisms adapted to receive user inputs from a plurality of users, each user input designating at least one of the plurality of computer and computer peripheral devices;

   a processor adapted to receive and process the user inputs to generate control signals in response to receipt of an approval of a financial transaction initiated by one of the user inputs; and

   a controller directly connected to each of the plurality of computer and computer peripheral devices through corresponding dedicated communication lines, the controller to control usage of the at least one of the plurality of computer and computer peripheral devices as determined by the control signals.

6. The system of claim 5 wherein the user input mechanisms comprise video monitors with touch-responsive screens.
7. The system of claim 6 wherein the video monitors present interactive displays to the users in response to the control signals.

8. The system of claim 5 wherein the user input mechanisms comprise a graphical pointer user input mechanism.

9. The system of claim 5 wherein the user input mechanisms comprise a push-button user input mechanism.

10. The system of claim 5 wherein the user input mechanisms comprise a trackball user input mechanism.

11. The system of claim 5 wherein the user input mechanisms comprise a mouse user input mechanism.

12. The system of claim 5 wherein the user input mechanisms comprise a voice-activated user input mechanism.

13. A system for interactively selecting and activating groups of computer and computer peripheral devices comprising:

   a user input mechanism including an interactive video display for entering user inputs designating a selected group of devices from a plurality of computer and computer peripheral devices;

   a control module for generating the interactive video display, receiving the user inputs, and processing the user inputs by establishing communication with a remotely located device to request approval of a financial transaction and generating switching control signals in response to receiving approval; and

   a switching device receiving the switching control signals and selectively providing power to the selected
group of devices through corresponding dedicated communication lines.

14. A system for interactively selecting and activating groups of computer and computer peripheral devices comprising:
   a display for interactively prompting a user to provide a user input designating a selected group of devices from a plurality of computer and computer peripheral devices including a printer and a plurality of computers, each of the computers including a printer port; and
   a controller including circuitry for processing the user input by establishing communication with a remotely located device to request approval of a financial transaction for controlling usage of the selected group of devices and for selectively providing communication links between one of the printer ports and the printer in response to receiving approval.

15. The system of claim 14 further comprising:
   means responsive to a payment for usage of the selected group of devices, said means generating a receipt.

16. The system of claim 15 wherein the means for generating a receipt includes a printer.

17. The system of claim 15 wherein the means for generating a receipt includes a facsimile machine.

18. A system for interactively selecting and activating groups of computer and computer peripheral devices comprising:
means for interactively prompting a user to provide a user input designating a selected group peripheral devices;
means for generating a switching control signal in response to the user input; and
means for providing power to the selected group of devices in response to the switching control signal.

19. A system for interactively selecting and activating groups of electrically powered devices comprising:
means for interactively prompting a user to provide a user input designating a selected group of electrically powered devices;
processor means for processing the user input to generate a power switching control signal and alternatively to generate a communication link control signal in response to receipt of an approval of a financial transaction initiated by the user input; and
control means for controlling usage of the selected group of devices in response to the power switching control signal and to establish communication links between the electrically powered devices in response to the communication link control signal.

20. The system of claim 19 wherein the control means is adapted to provide power to computer and computer peripheral devices.

21. The system of claim 19 wherein the control means is adapted to provide power to home appliances.

22. The system of claim 19 wherein the control means is adapted to provide power to home appliances including a television.
23. The system of claim 19 wherein the control means is adapted to provide power to home appliances including a coffee maker.
Rent An Office
AUTOMATED BUSINESS CENTER

Press Your Selection

RENT A COMPUTER
49¢ MINUTE

Rent A Computer
Rent A Printer
Rent A Fax
Rent A Copier

Printer
99¢ MINUTE

Fax
99¢ MINUTE

Copier
99¢ MINUTE

HELP

You will not be charged until you use the credit card scanner and we confirm verification.

CREDIT CARD
CREDIT CARD
CREDIT CARD
CREDIT CARD

102 102 102 102
FIG. 6A

I110  MAIN DISPLAY MENU
  ➞ DISPLAY CURRENT EQUIPMENT STATUS
  ➞ USER NAME
  ➞ CHARGES
  ➞ STATUS
  ➞ BUTTONS FOR EQUIPMENT SELECTION
  ➞ ACTIVATE
  ➞ DEACTIVATE
  ➞ SELECTION BUTTON FOR OTHER FUNCTIONS

I112  USER INPUT:
  ➞ ACTIVATE EQUIPMENT
  ➞ DEACTIVATE EQUIPMENT
  ➞ OTHER FUNCTIONS

I114  DIALOGUE BOX: ACTIVATE EQUIPMENT
  ➞ SHOW VIDEO CLIP OF CREDIT CARD (CC) SWIPE
  ➞ REQUEST FOR INPUT OF CC INFORMATION

I120  USER INPUT:
  ➞ SLIDE CREDIT CARD
  ➞ CANCEL TRANSACTION

I122  ➞ PROCESS CREDIT CARD HOLD VIA MODEM

I124  USER INPUT:
  ➞ APPROVE CC HOLD
  ➞ CANCEL TRANSACTION

I126  DIALOGUE BOX: DISCLOSURE STATEMENT
  DISCLOSURE FOR 60 MIN. MAX BILLING DURATION
  CREDIT CARD TERMS AND CONDITIONS

I128  ➞ POWER ON EQUIPMENT THROUGH SWITCHBOX
  ➞ MONITOR USAGE UP TO MAX DURATION (60 MIN.)
  ➞ GO TO MAIN DISPLAY MENU (OPTIONS/STATUS)

SUBSTITUTE SHEET (RULE 26)
FIG. 6B

136

DIALOGUE BOX: DEACTIVATE EQUIPMENT
⇒ DISPLAY UPDATED CHARGES
⇒ ASK TO CONFIRM DEACTIVATION

138

USER INPUT:
⇒ CONFIRM DEACTIVATION
⇒ CANCEL AND CONTINUE USAGE

DIALOGUE BOX: PRINTING OF RECEIPT OPTIONS

⇒ REQUEST PRINTING OF RECEIPT W/CC ACCOUNT
⇒ REQUEST PRINTING OF RECEIPT W/O CC ACCOUNT
⇒ REQUEST NO PRINTING OF RECEIPT

140

USER INPUT:
SELECT PRINTING OF RECEIPT

142

⇒ PRINT RECEIPT PER USER INPUT.
⇒ POWER OFF TO EQUIPMENT VIA SWITCHBOX.

130

DIALOGUE BOX: MAX DURATION EXCEEDED
⇒ DISPLAY WARNING OF MAXIMUM DURATION EXCEEDED
⇒ DISPLAY OPTION TO CONTINUE USAGE.

132

USER INPUT:
- CONTINUE USAGE
- DEACTIVATE EQUIPMENT
- NO RESPONSE

134

⇒ IF NO RESPONSE, POWER OFF TO EQUIPMENT
⇒ PRINT RECEIPT W/O CC ACCOUNT INFORMATION.

SUBSTITUTE SHEET (RULE 26)
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC(6) : G06F 13/00
US CL : 364/492, 235/375, 380; 364/140, 141, 146
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 364/492, 140, 141, 146, 147, 480, 222; 235/375, 380, 381, 382, 382.5; 395/200.38; 307/38, 115; 902/23, 24; 705/16, 17, 24

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X, P</td>
<td>US, A, 5,652,892 (UGAJIN) 29 July 1997, col. 3, line 40-col. 6, line 40.</td>
<td>1-3</td>
</tr>
<tr>
<td>X</td>
<td>US, A, 5,198,806 (LORD) 30 March 1993, col. 3, line 45-col. 4, line 45.</td>
<td>1-3</td>
</tr>
<tr>
<td>A</td>
<td>US, A, 4,312,035 (GREENE) 19 January 1982, col. 1, line 38-col. 2, line 41.</td>
<td>1-23</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search
06 FEBRUARY 1998

Date of mailing of the international search report
13 APR 1998

Name and mailing address of the ISA/US Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer
TODD VOELTZ

Telephone No. (703) 305-9714

Form PCT/ISA/210 (second sheet) (July 1992)*