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UNITED STATES PATENT OFFICE 
2,360,997 . . . . 

CARD DISPLAY DEVICE 
Sydney H. Winston, New York, N. Y. 

Application January 11, 1944, Serial No. 517,781. 
(C. 40-0) 9 Cains. 

This invention relates to card display de 
vices adapted for attachment to containers, Such 
as spectacle cases and the like, or for personal 
Wearing use as a monogram ornament, this in 
vention being an adaptation and improvement on 
my prior application dated January 5, 1943, Serial 
No. 471,317. 
Whereas the invention described in my said 

former application was particularly adapted for 
use as an attachment in aSSociation with Spectacle 
cases, the present invention, in accordance with 
one of its objects, is to enable it to be used both 
in association with cases and also as a wearable 
personal item in the form of a brooch, lavalliere, 
Wrist band, or the like. 
And in the last-mentioned aspect of my in 

vention, it is a further important object to pro 
vide a unit whereby, With the use of readily inter 
changeable parts, the device may be fabricated 
either for use in connection with cases, or for 
perSonal Wearing use. 
In many forms of containers, particularly spec 

tacle cases, the interior of the cover contains a 
lining of 'Velvet or some other similar material. 
Where it becomes necessary to cut an aperture 
into the cover of such a case in order to accom 
modate a suitable card retainer, the lining gen 
erally becomes frayed at the peripheral edges of 
the aperture, particularly if the said cut periph 
eral edges of the lining are left free. It is within 
the contemplation of my invention to obviate this 
danger by providing means of holding the said cut 
edges firmly pressed against the inner surface 
of the cover, to prevent any tendency of said edges 
to fray. 

It is a further object of my invention to pro 
vide a firm attachment for a card retainer when 
used in association with a case, so that there will 
be no relative movement between the retainer and 
the cover. 
Another object of this invention is to enable a 

device of the aforementioned class to be readily 
adapted for use With cases having covers of dif 
ferent thicknesses. 
Other objects, features and advantages will ap 

pear from the drawings and the description here 
inafter given. 

Referring to the drawings, 
Figure 1 is a front view of my invention shown 

applied to the lid of a closed spectacle case. 
Figure. 2 is a view. of the device of Figure 1. 

With the lid open. 
Figure. 3 is an enlarged fragmentary section of 

Figure 2 taken along line 3-3. 
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Figure 4 is a perspective view of the retainer 
member of my invention. 
Figure 5, is a perspective view of the holding. 

frame adapted for cooperative association with 
the retainer member of Figure 4. 

Figure 6 is a partial sectional view, similar to 
Figure 3, showing a modified form of my inven 
tion containing a spacing shim, used with a very 
thin lid or other similar member. 

Figure 7 is a perspective view of the spacing 
shim of Figure 6. 

Figure 8 is a rear. VieW of a modified form of 
my invention adapted for use as a brooch. 
Figure 9 is a partial elevation, partial section 

of Figure 8 taken along line 9-9. V 
Figure 10 is a fragmentary rear view substan 

tially like Figure 8, showing another adaptation 
of my invention for use as a lavalliere, and 

Figure 11 is a fragmentary rear view, substan 
tially like Figure 8, showing still another adapta 
tion of my invention for use as a wrist band. 

Regardless of the use for which my invention is 
employed, its basic elements consist of a retainer 
member 5, an inscription or monogram-bearing 
card. 6, a backing member 7, and a holding 
frame 3. These elements are used in combina 
tion with an intermediate member 9 which may 
be a portion of the cover 20 of a spectacle case 
2 or of a Wanity case, compact or other con 
tainer, or it may be an ornamental rim 22 (Fig 
lures 8 and 9) when used as a wearing ornament. 

In the preferred form of my invention, the re 
tainer member 5 is preferably made of trans 
parent material, Such as a suitable plastic, and 
contains a front panel 23 having a marginal por 
tion or flange 24 adapted for engagement with 
the Said intermediate member 9. The retainer 
member also contains rearwardly extending Walls 
25, 26, 27 and 28, said walls being disposed in 
Wardly from the edges of the panel and forming 
a laterally enclosed chamber 29. The inscription 
bearing card 6 contains at the front surface 
thereof an inscription or monogram visible 
through the front panel 23. It is also within the 
contemplation of my invention to employ instead 
of a single card 6, a plurality of such cards 6 
in adjacent relation, Where that would be more 
expedient. Bearing up against the rear of card 
6 is the backing member 7 which is adapted to 
hold the card in position against the front panel. 
Said backing member may be either transparent 
or Opaque and of any suitable material. If trans 
parent, it may serve to Visibly show any printed 
matter that may be present on the rear surface 
of card - 6. If said backing member 7 is opaque, 
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it may, if desired, have printed matter thereon, 
such as an identifying label. 
The holding frame 8 is preferably, though not 

necessarily, made of the same material as the re 
tainer member 5. The said frame is preferably 
rectangular in form with a central aperture 30 
through which the walls 25, 26, 27 and 28 are 
adapted to be inserted. The said frame contains 
holding lugs 3 and 32 extending into the aper 
ture 30, said lugs being adapted to extend through 
recesses 33 and 34 in walls 25 and 27, respectively, 
and into chamber 29. 
When the constituent parts of my device are in 

proper assembled relation, the said lugs 3 and 32 
are in engagement with the rear side of backing 
member 7 so as to hold said backing member 
and the card 6 in proper position relative to 
the panel 23. It is also preferred that the back 
ing member 7 be of flexible material, so that it 
may be bowed for positioning between the oppo 
site lugs 3 and 32 before being assembled in place, 
and then released so as to enable it to assume its 
final assembled position in front of said lugs (Fig 
lure 3). 
The intermediate member 9 is flanked by said 

holding frame 8 and the flange 24 of the re 
tainer member 5 to hold the constituent ele 
ments firmly and immovably in proper relative 
position with respect to each other. The holding 
frame 8 may be adhesively. Secured to the walls 
25, 26, 27 and 28 of the retainer member, and 
if desired, to the intermediate member 9. 
In association with the lid of a spectacle case, 

such as lid 20, a velvet or plush lining 35 is 
generally employed on the inside thereof. When 
an aperture 36 is cut into the lid for the pur 
pose of receiving the retainer member 5, it fre 
quently happens that the peripheral portion 3 
of the lining becomes frayed, as aforesaid, unless 
provision is made to protect the material. Ac 
cording to the construction of my invention 
hereinabove described, the holding frame f8 is 
in pressing engagement with the portion of lin 
ing 35 adjacent the aperture 36, thereby protect 
ing peripheral edge 3 of the lining and main 
taining it permanently and immovably in place 
between frame 8, lid 20 and walls 25, 26, 27 
and 28. 

It will further be observed that the holding 
frame 8 not only constitutes an easily assembled 
and positive holding means for the backing men 
ber 7, but also serves as a means of maintain 
ing the retainer member 5 in fixed and immov 
able engagement with the intermediate mem 
ber 9. . 
Should it become necessary to assemble the 

retainer member 5 and associated parts upon 
a verythin intermediate member 38 (Figure 6) 
the same elements herein above referred to may 
be employed together with an additional member 
39 which constitutes a Spacing shim placed be 
tween the holding frame 8 and the interme 
diate member 38. The thickness of the shim 39 
will obviously depend upon the thickness of in 
termediate member 38; but it will be observed 
that once the proper thickness of the shim. 39 
is determined, no other changes need be made 
in the retainer member 5 or its associated parts. 
To use my invention as a wearing ornament, 

the same retainer member 5, inscription-bearing 
card 6 and holding frame 8 are used. The 
intermediate member 22, however, consists of an 
ornamental or colored part which constitutes an 
ornamental rim or frame for the entire device. 
The backing. member 40 is substantially like 

O 

backing member 7, except that it is provided 
with suitable attaching means, such as the piv 
otal pin 41 and clasp 42 (Figures 8 and 9). The 
unit so assembled can obviously serve as a lapel 
pin or brooch. And by employing the backing 
member 43 (Figure 10) containing two rings 44 
and a chain member 45, the device may be used 
as a lavailiere. And if the backing member 46 
of Figure 11 is used, containing holes 47 through 
which the band 48 extends, the device can be 
used as a wrist band. , 

It is thus apparent that by merely substitut 
ing an intermediate member 22 for the member 
20 of Figure 3, and the backing members 40 or 
43 or 46 for the backing member 7, the essential 
elements of my device can be employed for a 
wearing unit instead of for use in association 
with a case. 
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It is understood that the embodiments above 
described and shown in the drawings are illus 
trative of my invention and not employed by 
way of limitation, inasmuch as numerous changes 
and modifications may be made within the scope 
of the appended claims without departing from 
the Spirit of this invention. 

I claim: 
1. In a card display device of the class de 

scribed, a retainer member comprising a trans 
parent front panel, walled means extending rear 
wardly from the panel and containing a plurality 
of recessed portions therein, an inscription 
bearing card within Said Walled means and ad 
jacent said front panel, a backing member with 
in said walled means and in engagement with 
the rear of said card for holding it against the 
panel, a holding frame adjacent, said walled 
means and in holding engagement with the rear 
of said backing member, said holding frame con 
taining a plurality of lugs extending through 
said recessed portions, and an intermediate mem 
ber disposed outside of said walled means and 
positioned between said panel and said holding 
frame. . . . . . . . . . . . . . . . . . 

2. In a card display device of the class de 
scribed, a retainer member comprising a trans 
parent front panel, walled means extending rear 
wardly from the panel and disposed inwardly 
from the edges of the panel to form an overlap 
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ping flange, said walled means containing a plu 
rality of recessed portions therein, an inscrip 
tion-bearing card within said walled means and 
adjacent said front panel, a backing member 
within said walled means and in engagement with 
the rear of said card for holding it against the 
panel, a holding frame surrounding said walled. 
means and containing a plurality of lugs extend 
ing inwardly through said, recessed portions and 
into holding engagement with the rear of said 
backing member, and an intermediate member 
disposed outside of said walled means and posi 
tioned between said panel and said holding frame. 

3. In a card display device of the class de 
scribed, a retainer member comprising a trans 
parent front panel, walled means extending rear 
wardly from the panel to form a laterally en 
closed chamber, said walled means being disposed 
inwardly from the edges' of the panel to form an 
overlapping flange, and containing a plurality of 
channel-like recesses therein, an inscription 
bearing card within said walled means and adja 
cent said front panel, a backing member within 
said walled means and in engagement with the 
rear of said card for holding it against the panel, 
a holding frame embracing said walled means and 
secured thereto, said holding frame containing a 
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plurality of lugs extending through Said receSSes 
into said chamher and into holding engagement 
With the rear of Said backing member, and an 
intermediate member disposed outside of Said 
walled means and positioned between Said panel 
and said holding frame. 

4. In a card display device of the class de 
scribed, a retainer member comprising a trans 
parent front panel, walled means extending rear 
wardly from the panel and disposed inwardly 
from the edges of the panel to form an overlap 
ping flange and containing a plurality of chan 
nel-like recesses at opposite portions thereof, an 
inscription-bearing card within Said Walled 
means and adjacent said front panel, a flexible 
backing member within said Walled means and 
in engagement with the rear of said card for 
holding it against the panel, a holding frame 
embracing said walled means and adhesively Se 
CUred thereto, Said holding frame containing a 
plurality of inwardly extending lugs disposed 
Within Said recesses and extending into said 
chamber and into holding engagement. With the 
rear of said backing member, and an intermediate 
member disposed outside said walled means and 
positioned between said flange and said holding 
frame and adhesively secured to said holding 
frame. 

5. In a card display device of the class de 
scribed, a retainer member comprising a trans 
parent front panel, walled means extending rear 
Wardly from the panel to form a laterally en 
closed chamber, said walled means being disposed 
inwardly from the edges of the panel to form an 
Overlapping flange and containing a plurality of 
channel-like recesses therein, an inscription 
bearing card within said walled means and ad 
jacent said front panel, a backing member within 
Said walled means and in engagement with the 
rear of said card for holding it against the panel, 
a holding frame embracing Said Walled means 
and Secured thereto, said holding frame contain 
ing a plurality of lugs extending through said 
recesses into Said chamber into holding engage 
ment with the rear of said backing member, an 
intermediate member disposed outside of said 
walled means and in engagement with the said 
flange, and a shim surrounding said walled means 
and disposed between and in engagement. With 
said frame and said intermediate member. 

6. In a card display device of the class de 
Scribed, a retainer member comprising a trans 
parent front panel, Walled means extending rear 
wardly from the panel and disposed inwardly 
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from the edges of the panel to form an overlap 
ping flange, said walled means containing a plu 
rality of recessed portions therein, an inscription 
bearing card within said walled means and ad 
jacent said front panel, a backing member within 
said walled means and in engagement with the 
rear of Said card for holding it against the panel, 
fastening means Secured to the rear side of the 
backing member and adapted for attachment to 
the person of a wearer, a holding frame sur 
rounding Said Walled means and containing a 
plurality of lugs extending in Wardly through said 
recessed portions and into holding engagement 
with the rear of said backing member, and an 
intermediate member disposed outside of said 
Walled means and positioned between said panel 
and Said holding frame. 

7. In a card display device, the combination 
according to claim 6, the intermediate member 
Constituting a frame-like rim, whereby it may be 
employed as an Ornamental element. 

8. In a card display device of the class de 
Scribed, a retainer member comprising a trans 
parent front panel, walled means extending rear 
Wardly from the panel and containing a plurality 
of recessed portions therein, an inscription-bear 
ing card within said walled means and adjacent 
Said front panel, a backing member within said 
walled means and in engagement with the rear 
of Said card for holding it against the panel, and 
a holding frame adjacent said walled means and 
in holding engagement with the rear of said 
backing member, said holding frame containing 
a plurality of lugs extending through said re 
cessed portions. 

9. In combination with the lid of a case of the 
class described, a retainer member comprising a 
transparent front panel, walled means extending 
rear Wardly from the panel and disposed inwardly 
from the edges of the panel to form an overlap 
ping flange, an in Scription-bearing card Within 
Said Walled means and adjacent said front panel, 
a holding frame surrounding said walled means 
and in holding engagement with the rear of said 
backing member, and an intermediate member 
constituting a portion of said lid and containing 
an inner lining, said intermediate member with 
the lining thereon containing an aperture there 
in, the Walled means of said retainer extending 
through said aperture, said intermediate member 
being positioned between said flange and said 
holding frame, the frame being in engagement 
With Said lining at the peripheral edges thereof. 

SYDNEY H. WINSTON. 


