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Patented Mar. 13, 1951 2,544,754 

UNITED STATES PATENT of FICE 
2,544,754 

ELECTRON CAMERATUBE 
Charles H. Townes, Chatham, N.J., assignor to 
-Bell Telephone Laboratories, Incorporated, New 
York, N. Y., a corporation of New York 
Application January 29, 1948, Seria No. 5,056 

Claims. 
1. 

This invention relates to electro-optical de 
vices and more particularly to electron camera. 
tubes for television. 

It is an object of this invention to utilize, in 
electron camera tubes materials exhibiting the 
property of electron bombardment induced con 
ductivity. 

It is another object of this invention to im 
prove the response of certain types of electron 
camera tubes. 
In the copending applications of D. E. Wool 

dridge, Serial No. 747,888, filed May 14, 1947, 
which is now U.S. Patent #2,537,388, granted 
January 9, 1951, and K. G. McKay, Serial No. 
789,667, filed December 4, 1947, there are dis 
closed Various materials which exhibit the prop 
erty knoWn as bombardment induced conduc 
tivity. Each of these materials (such as, for ex 
ample, diamond, Zinc Sulphide, magnesium oxide, 
Silicon, carbide and stibnite) is normally an in 
Sulator but when it is struck by electrons (or 
other particles, such as alpha, or...beta particles, 
for example), ... it becomes - conducting ... if ... at the 
time an electric field exists between opposite-sur 
faces - of the insulator. The bombarding par 
ticles penetrate the insulator, causing a disrup 
tive separation of the positive - and negative 
charges specific to the atoms which are effected 
by the bombarding particles. These-charges are 
drawn toward the electrodes producing the elec 
tric field and this motion of charges constitutes 
a conduction current which is in many cases 
greatly in excess of the current of the bombard 
ing particles. 
Diamond is a favored solid insulator for this 

Work (although other materials. Such as, for ex 
ample, others listed in the Wooldridge and 
McKay, applications can also be used) because 
it can easily be obtained Without. Sufficient.in 
purities or imperfections to affect its high-in 
Sulation resistance, or its conducting properties 
under bombardment. The carbon atoms therein 
consist each of a nucleus exhibiting fixed units 
of positive charge to which two electrons are 
tightly bound. This core is. Surrounded by four 
valence electrons. The carbon atoms are... held 
together by “electron pair bonds' between adja 
cent, atons. The insulation resistance is high 
because the electron bonds are very tight. As a 
result of this tightness, very few electrons are 
displaced from their bonds by thermal agita 
tion. This is not the case in, for example, metals, 

- Where a large number of electrons are Con 
tinuously being displaced by thermal agitation 
and are relatively free-to Wander through the 
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metal, this, under normal conditions, consti 
ituting the usual current in a metallic conducting 
medium. 
When electron bombardment removes a wa 

lence electron from its bonds in an insulating 
target, producing a deficiency of one electron 
in the atomic structure immediately affected, 
this localized electron deficiency is called a 
"hole.’ Under an applied electric field, the ar 
rangement of the electrons is changed, and the 
location of any given hole will change. As a con 
Sequence, the hole can be:Conveniently regarded 
as a positive particle which is free to move under 
the influence of the field. Similarly, the elec 
tron freed from the-bond in question constitutes 
a negative particle which is free to move under 
the influence of the electric field. If there is no 
applied field, any free electron- or positive hole 
moves in accordance With thermal agitation and 
consequently has a conpletely random motion. 
Under an-applied electric field, there is a direc 
tional motion Superimposed on the random one. 
The Order. Of nobility of the electrons in dia 
mond is of the order of 1,000 centimeters per 
Second for a field of one volt per centimeter. 
For a field of 104 volts, per centimeter.the velocity 
therefore is 10 centimeters, per second. For a 
diamond crystal one millimeter thick, the tran 
sit-time therefore is 10-8 seconds. The mobility 
-of-the electrons is affected by the number...of 
"traps,' that is, the presence of foreign atoms 
or imperfections in the crystal. If an electron 
gets into a trap, it takes a greater or less amount 
of time to get out, depending upon the thermal 
energy required. Further information. On traps 
and other characteristics of -diamond crystals 
are given in the Wooldridge and McKay ap 
plications referred to above. 
In accordance with the present invention, 

there is provided an electron camera tube in 
cluding an electron target embodying material 
which exhibits the property of electron bombard 
ment induced conductivity. Diamond is the 
preferred material for reasons given above. The 
camera, tube includes a two-sided mosaic target 
comprising a noSaic layer of diamond or other 
Crystals exhibiting the property of electron 
bombardment induced conductivity. The dia 
Inond layer is coated on one side with a thin 
Conducting layer and on the other with a mu 
tiplicity of islands-of-conducting material. The 
thin Conducting-layer is struck by high velocity 
electrons modulated by light from an object, or 
field of View While the conducting islands are 
Scanned by -a, high velocity electron beam, 
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The invention Will be more readily understood 
by referring to the following description taken 
in connection with the accompanying drawing 
forming a part thereof in which: 

Fig. 1 is a schematic representation of a cath 
ode ray tube of this invention and certain of 
its associated circuits and auxiliary equipment; 

Fig. 2 is a schematic view showing, in greatly 
enlargad form, a portion of the target and of the 
photo lectric cathode of the tube shown in Fig. 
1; aid 
Fig. 3 is a graphical representation to aid in 

explaining the invention. 
Referring more particularly to the drawing, 

Fig. 1 shows, by way of example to illustrate the 
invention, a cathode ray television transmitter 
tube employing a two-sided mosaic target 
containing material exhibiting the property of 
electron bombardment induced conductivity. 
The tube comprises an evacuated container 2 
enclosing the mosaic target , an electron guin 
3 for generating, focussing and accelerating a 
beam of high velocity electrons toward this tar 
get, a photocathode 3 on the side of the target 

remote from the electron gun 3, and two 
sets of electrostatic deflecting plates 6 and 
for causing the bearin of electrons to scan every 
elemental area, in turn of a field of view on the 
inosaic target . Radiations from an object or 
field of view O are applied to the photocathode 
if by means of any suitable optical system rep 
resented schematically by the single lens 8. 
The electron gun 3 preferably comprises a 

cathode 20, a control electrode or member 2, a 
first anode member 22 and a second and final 
anode comprising a cylindrical member 23. A 
coating 23 on the inside walls of the envelope 
2 extending from the region of the cylinder 23 

to the region of a mosaic target serves to col 
lect electrons from the target. The conducting 
Coating 28 Serves as a collector for electrons from 
the target . 

Referring now to Fig. 2 for details of the ele 
ments and 4, the member 4 includes a semi 
transparent coating 26 of photoelectric material 
On a Suitable transparent support 25 such, for ex 
ample, as glass. If desired, the coating 26 may 
be applied to the end wall of the cathode ray 
tube. Separated from the member 4 by a small 
space is the target which includes a layer 
2 of material exhibiting the property of electron 
bombardment induced conductivity. Such a ma 
terial may be a single diamond sheet Or, more 
practically, it can comprise a composite struc 
ture formed of a layer (preferably one particle 
thick) of diamond chips or diamond dust. Alter 
natively, the layer 2 can be of any other suitable 
material exhibiting this desired property. The 
layer 2 is coated on the side nearer the photo 
cathode 4 with a very thin conducting coating 
28 of gold or other suitable material deposited 
in a continuous layer. On the other side of the 
layer 27 may be deposited a continuous layer 29 
comprising a number of Small islands of a suit 
able conducting material such as gold, for ex 
ample, the islands being insulated from one an 
other. These islands can be produced, for ex 
ample, by covering the layer 27 with a fine uni 
form nesh of wire, evaporating a suitable con 
ducting material over the surface, and then re 
moving the wire mesh. For some types of layers 
27, a layer 29 thereon is not necessary although 
the beam velocity may have to be different from 
that which would be necessary if a layer 29 were 
present (due to the different secondary emitting 
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4. 
characteristics of the materials making up the 
layers 2 and 29). 
A high potential is maintained between the 

members 4 and . By Way of example, a Source 
34 of the order of 10,000 volts is connected be 
tween members 4 and so that the conduct 
ing coating 28 of the member is highly posi 
tive With respect to the member 4. . If the mem 
bers 4 and are spaced apart by any great dis 
tance, any well-known electrostatic or electro 
magnetic focussing arrangement can be used to 
keep the photoelectrons in paths parallel to the 
axis of the tube f. 
The control electrode 2 is placed at any suit 

able negative potential with respect to the cathode 
20 by means of an adjustable source 30; and the 
first anode 22 and the final anode 23 are placed 
at appropriate positive potentials with respect to 
the cathode 20 by means of the source 3 and 
the source 32. The first anode 22 is placed at 
an appropriate positive potential which is some 
where between the potential of the anode 23 and 
that of the cathode 20. The actual potentials 
applied to the various electrode members and 
their configurations and shapes are such that a 
beam of focussed, high velocity electrons strikes 
the target at a Velocity which produces a sec 
ondary emitting ratio 6 for the layer 29 equal to 
unity. Any suitable source 35 can be utilized to 
heat the cathode 2. The negative terminal of 
the source 3 is connected to the cathode 2 and 
the positive terminal thereof is connected to the 
first anode 22. The negative terminal of the 
Source 32 is connected to the positive terminal 
of the Source 3 and the positive terminal of the 
Source 32 is connected to ground. The metallic 
coating 24 is connected to ground through the 
signal output resistor 36. Exemplary values for 
the Various potentials applied to the electron gun 
elements and to the target Will be given below. 
Any suitable amplifier 38 is connected to the 

signal resistor 36 and the amplifier is in turn 
connected to the other elements of the television 
transmitter circuit which prepares the video sig 
nal for transmission to the receiving station. 
The electron beam is deflected over a suitable 

field on the target by means of appropriate 
potentials applied to the deflecting plates 6 and 
it by electrostatic sweep circuits (not shown). 
As examples of satisfactory sweep circuits, ref 
erence is inade to Patent 2,178,464 issued October 
31, 1939, to M. W. Baldwin, Jr., which discloses 
balanced electrostatic Sweep circuits suitable for 
this purpose. Connections can be made from 
the balanced Sweep circuit to the pairs of plates 
6 and by means of coupling condensers 20, 

ii, 42 and 43, respectively, of about one micro 
farad capacity each. Coupling resistances 44 
and 45, of the order of many megohms each, are 
respectively connected across the pairs of plates 
6 and it. The mid-points of the resistances 44 
and 45 are connected to the positive terminal of 
the Source 32 so that the average of the poten 
tials of the deflecting plates does not deviate 
more than slightly from the potentials of the 
anodes 23 and 24. This relationship is main 
tained to avoid changes in the sensitivity of the 
deflecting System and the consequent distortion 
Of the image Which would otherwise result. For 
a more complete description of the advantages of 
balanced sweep circuits for use with cathode ray 
television tubes, reference is made to the above 
mentioned Baldwin patent and also to Patent 
2,209,199 issued July 23, 1940, to Frank Gray. 
The Operation of the arrangement shown in 
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Fig. 1 is as follows, reference also being made to 
Fig. 2. Radiations from the object or field of 
view O are projected upon the photoCathode 4 
by means of the lens system 8. At the same 
time a high velocity beam of electrons is gen 
erated by the gun 3 and is deflected over a field 
Of the mosaic target corresponding to the area 
covered by the radiations from the object, O on 
the electrode member 4, this scanning being 
made possible because of appropriate sweep po 
tentials applied to the deflecting plates 6, 7. 
Initially the Cathode 2 is placed at a potential 
of about 1,000 volts negative with respect to the 
electrode 23, the electrode 24 being at the same 
potential as the member 23 in the absence of cur 
rent in the Signal resistor 36. The electrode 22 is 
placed at a proper Value, intermediate that of 
the member 20 and 23, to produce sharp focus 
Sing. An exemplary value for this potential is 
300 volts. The source 33, of the order of 1,000 
volts, places the potential of the metal layer 28 
at a value of about 2,000 volts positive with re 
spect to the cathode 29. Before electrons from 
the gun 3 Strike the layer 29, it is at the same 
potential as the layer 28 (that is, at about 2,000 
Volts positive with respect to the cathode). Re 
ferring to Fig. 3, which is a graph of 6 (ratio of 
number of secondary electrons emitted from the 
Surface 29 to the number of primary electrons 
Striking it) versus the electron Velocity of the 
beam, in Volts, at the Surface 29, it is Seen that 
When the electron velocity is 2,000 volts, 8 is 
much less than 1.0. This means that, when the 
beam strikes the surface 29, electrons are ac 
cumulated on the Surface 29, driving its potential 
in a negative direction. At about a potential of 
100 volts negative with respect to ground (about 
900 volts positive with respect to cathode poten 
tial, for example) an equilibrium will be reached 
with 6=1.0. The exact value of this equilibrium 
potential of the surface 29 with respect to that 
of the electrode 23 (ground) can be adjusted by 
varying the voltages of the Sources 32 and 3. At 
a potential of -100 volts for the surface 29, elec 
trons are attracted to the collector 24. The po 
tential of the coating 28 is thus about 1,100 volts 
positive with respect to the discontinuous coat 
ing 29 which is sufficient for obtaining electron 
bombardment induced conductivity. (The po 
tential of the member 28 does not effect the focus 
of the beam because of the Screening action of 
the target .) This equilibrium condition is 
Stable Since if the potential of the conducting 
coating 29 becomes more positive with respect 
to the cathode, the number of secondary elec 
trons being emitted is decreased and this tends 
to make the potential of the coating 29 Swing in 
a negative direction. Conversely, if the potential 
of the discontinuous coating 29 becomes more 
negative than this equilibrium potential, the 
number of Secondary electrons is increased, 
tending to restore it to its original value. Under 
these conditions, when a light image from the 
object O falls on the photoelectric surface 26, the 
emitted photoelectrons from the various ele 
mental areas of the Surface 26 are accelerated 
to a very high velocity by the Source 34, bombard 
the conducting surface 28 of the layer 27 and 
tend to make the Various elemental areas of the 
layer 27 conducting by amounts determined by 
the light intensity of the corresponding elemental 
areas of the object. The bombardment induced 
Current thereby initiated produces Sudden 
changes in the potentials of the corresponding 
islands of the surface 29 on the opposite side of 
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the layer 27. The next sweep of the electron 
beam from the gun 3 acroSS these islands tends 
to restore their Original equilibrium voltages and 
in this process the electron current from the Sur 
face 29 to the collecting electrode 24 is effected 
in the desired way to produce an output signal 
Current. This current Sets up a signal Voltage 
acroSS the resistor 36 and the voltage across this 
resistor is amplified by the amplifier 38 in a man 
ner well known in the art. The video voltage 
thus amplified is then caused to modulate a car 
rier for transmission to a distant station by 
means Well known. The tube of this invention is 
capable of a very large output current due to 
the feature of electron bombardment induced 
conductivity. 
Warious modifications can be made in the emi 

bodiment described above without departing 
from the spirit of the invention, the scope of 
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which is indicated by the appended claims. The 
voltages given above are merely by way of ex 
ample and can Vary Over a wide range depending 
on the type of electron gun structure, the Spac 
ing and arrangement of the various parts of the 
target Structure with respect to the gun, and the 
material of the target. 
What is claimed is: 
1. An electron camera tube comprising a target 

for electrons including a thin, substantially con 
tinuous layer of an electrical insulator which has 
the property of becoming a conductor when 
bombarded with electrons, a conducting coating 
on one side of said layer, means for forming 
and directing to said coating image-modulated 
high velocity photoelectrons, and means for 
scanning the side of said target remote from Said 
conducting coating with a beam of high velocity 
electrons. 

2. An electron camera, tube comprising an 
evacuated enclosure having therein a photo 
cathode adapted to have applied thereto a light 
image, a target aligned with Said photocathode, 
said target comprising a thin, Substantially con 
tinuous layer of an electrical insulator Which has 
the property of becoming a conductor when 
bombarded with electrons, a conducting coating 
on the Side of Said layer near Said photoCathode, 
a multiplicity of conducting islands on the Side 
of said layer remote from Said photocathode, and 
an electron gun positioned in Said tube So that 
the electron beam produced thereby Strikes the 
side of said target remote from the photoCathode. 

3. An electron camera, tube target comprising 
a metal base member, a layer thereon of a mate 
rial exhibiting the property of changing from an 
insulator to a conductor when bombarded with 
electrons, and a multiplicity of small conducting 
islands on the surface of Said crystal layer re 
mote from Said base member. 

4. An electron camera tube target comprising 
a metal base member, a layer thereon of a mate 
rial exhibiting the property of changing from 
an insulator to a conductor when bombarded with 
electrons, and a multiplicity of Small conducting 
islands on the surface of said Crystal layer remote 
from Said base member, said layer comprising a 
thin continuous sheet of Said material. 

5. An electron camera, tube target comprising 
a metal base member, a crystal structure there 
on of a material exhibiting the property of chang 
ing from an insulator to a conductor when bom 
barded with electrons, and a multiplicity of Small 
conducting islands on the surface of said crystal 
layer remote from Said base member, said layer 
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comprising a mosaic of small particles of said 
material, a single particle thick. 

6. An electron camera tube target comprising 
a metal base member, a diamond layer thereon, 
and a multiplicity of small conducting islands 
On the Surface of Said diamond layer remote from 
Said base member. 

7. In an electron camera tube, an insulating 
member exhibiting the property of electron bom 
bardment induced conductivity, means for ap 
plying a potential therea croSS, photoelectronic 
means for generating photoelectrons, said photo 
electronic means being aligned with Said member 
So that said photoelectrons strike it, thereby ren 
dering it conducting, and produce a charge on the 
surface thereof remote from said photoelectronic 
means, and electron beam means aligned with 
said member so that the beam strikes the latter 
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8 
thereby removing said charge, said insulating 
member having a conducting layer on the side 
thereof near the photoelectronic means and also 
a conducting layer on the side thereof adjacent 
Said electron beam producing means. 

CHARES H. TOWNES. 
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