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(57) Abstract: Wireless terminals and base stations support multiple modes of dedicated control channel operation wherein wireless
terminals are allocated different amounts of dedicated uplink resources for reporting control information. A set of dedicated control
channel segments is utilized by a wireless terminal to communicate uplink control information reports to its serving base station
attachment point. Full tone and split-tone modes of dedicated control channel operation are supported. In full tone mode, a single
wireless terminal is allocated each of the dedicated control channel segments associated with a single logical tone. In split tone
mode, dedicated control channel segments associated with a single logical tone are allocated between different wireless terminals,
with each of the multiple wireless terminals receiving a different non-overlapping subset of the dedicated control channel segments.
Logical dedicated control channel tones can be dynamically reallocated for full-tone mode use or split.tone mode use.
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METHODS AND APPARATUS OF IMPLEMENTING AND/OR USING A
DEDICATED CONTROL CHANNEL

FIELD OF THE INVENTION

[0001] The present invention relates to wireless communications methods and
apparatus and, more particularly, to methods and apparatus for implementing and using

dedicadted control channels.
BACKGROUND

[0002] In multiple access wireless communications systems, multiple wireless
terminals are typically in competition for limited air link resources. A wireless terminal,
operating in a state supporting uplink and downlink user data traffic signaling, typically
needs to routinely communicate control information to a base station attachment point.
The information may be communicated in the form of control information reports which
allow the base station attachment pomt to characterize the wireless terminal and
effectively allocate resources. As the popularlty and vanety of wireless commumcatlon
services has increased, the need to support ever larger number of concurrent users has
grown. In addition, events and/or time of day can drive peak concurrent user demand.
Various approaches have been used to increase the number of wireless terminals which
can be simultaneously maintained in a state of operation supporting uplink and
downlink user data communications including subdividing a cell into multiple sectors
and/or using muitiple carriers. However, these approaches tend to be rather permanent
in nature and are not as flexible as may be desirable in the case of relatively rapid

changes in the number of concurrent users seeking uplink and downlink data capability.

[0003] As discussed above, changes in the number of concurrent users can affect
the demand for control information communication resources. However, it should also
be appreciated that different wireless terminals can have different needs at different
times and that the demand for resources in many cases is not siﬁply a matter of the total

number of users with the ability to communicate user data to the base station.
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[0004] Different wireless terminals using the same base station attachment point
often have different levels of needs for com'munica.ting reports of uplink control
information. For example, a first wireless terminal operating from a current stationary
position, with no or minimal obstructions between itself and the base station attachment
point, and needing to communicate small amounts of user data infrequently may need a
small amount of uplink resources to communicate control channel reports since the
channel conditions are relatively static. However, a second wireless terminal, e.g., a
mobile node in a moving automobile, experiencing rapidly changing channel conditions,
and needing to communicate large amounts of data frequently may need a larger amount
of uplink resources to communicate control channel reports due to the rapidly changing

channel conditions and need to frequently transmit data.

[0005] The number of wireless terminals and the mixture of the wireless
terminals with different uplink control channel reporting needs desiring to operate
concurrently using a particular base station attachment point at any given time will
typically fluctuate as users enter and leave a geographic area corresponding to the base

station attachment point.

[0006] One approach to support reporting of uplink control information has
involved allocating the same fixed amount of dedicated uplink resources to each
wireless terminal involved in the active transmission of uplink user data to be used as a
dedigated control channel. However, such a fixed approach to uplink control
information reporting can be wasteful and lead to unnecessary interference. For
example, the one size dedicated control channel may have been structured to be able to
accommodate the wireless terminal which needs the highest level of uplink dedicated
control channel reports; however, when a wireless terminal does not need to
communicate as much control channel report information, the wireless terminal mﬁy‘ be
forced to communicate some redundant information or minimally useful information
thus squandering wireless terminal power and creating unnecessary uplink interference.
Alternatively, in some embodiments, when a wireless terminal does not need to
communicate as much control channel report information as is possible by the amount
of scheduled resources, the wireless terminal may elect to communicate no information

corresponding to some of the air link resources thus squandering the air link resource.
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[0007] In view of the aBove, there is a need for methods and apparatus that
facilitate increasing the number of concurrent wireless terminals which can actively
send uplink user data by using uplink control information resources in a more efficient
manner than in past systems where each terminal allowed to transmit uplink user data
was allocated the same fixed amount of dedicated control channel resources for
reporting control. information to the base station. Methods and apparatus that
accommodate for different levels of uplink control channel reporting needs would be
beneficial. In addition, it would be desirable if at least some embodiments provided
flexibility in the amount of uplink control information reporting resources that can be
allocated to an individual wireless terminal at different times. It would also be
beneficial if, in some embodiments, the allocation of dedicated control information
reporting resources, to individual wireless terminals could be changed as the number

and/or composition of users being served changes
SUMMARY

[0608] The present invention is directed to methods and apparatus Which allow
for the flexible allocation of dedicated control channel resources used to support
reporting of control information. In a multi-user implementation, the dedicated channel
resources, e.g., uplink channel segments, are allocated between a plurality of wireless
terminals. Different wireless terminals may be allocated and use different amounts of
uplink segments during a given period of time, e, g;, an iteration of a dedicated control
channel schedule period. Thus, in accordance with the invention dedicated control
channel segments may be used at different rates by different wireless terminals, e.g.,
wireless terminals which may transit user data, e.g., voice, text, and/or application data,
on an uplink. In various embodiments, one or more wireless terminals support different
modes of operation wherein different amounts of control channel resources are used for

communicating control information on an uplink,

[0009] In some implementations, e.g., OFDM implementations, tones are used
to communicate control information. The tones used for dedicated control channel

purposes may be a subset of a larger set of tones used in the system, e.g., uplink tones
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not used for dedicated control channel purposes may be used to support traffic channels
on which user data can be communicated, e.g., to a base station. Depending on the

embodiment, tone hopping may be supported.

[0010] A set of logical tones may be used to support dedicated control channel
signal for a plurality of wireless terminals. In some embodifnents, wireless terminals
use a single logical tone for uplink signals corresponding to a dedicated control channel.
In such a case, from the wireless terminal's perspective, a dedicated control channel will
correspond to a singlé logical tdne. The single logical tone will correspond to a single
physical tone which will normally remain the same in embodiments where toﬁe hopping
is not used absent reassignment, but which will change with time in embodiments where
tone hopping is used. In tone hopping embodimeﬁts, the physical tone to which a
logical tone corresponds at a particular point in time can be determined using tone
hopping information that can be used to map a logical tone to an actual physical tone

based on the transmission time at which the logical tone is to be used.

[0011] The system of the present invention allows different wireless terminals to
be assigned different amounts of resources, e. g., dedicated control channel segments,
during a given period of time. In some embodiments, the assignment of different
amounts of dedicated control channel resources during a given perioci of time depends

" on the wireless terminal's information reporting needs and/or the number of wireless
terminals present and using uplink resources during the given period of time. Uplink
dedicated control channel communications segments corresponding to an individual
tone may be dedicated to a single wireless terminal, e. g., when the tone is used
according to a full-tone dedicated control channel format, or the dedicated control
channel segments corresponding to a single logical tone may be dedicated to different
wireless terminals when the logical tone is used according to a split-tone dedicated

control channel format.
[0012] In one particular exemplary embodiment some wireless terminals report

control information using dedicated control channel segments according to a full tone

dedicated control channel format while other wireless terminals served by the same
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attachment point use less control channel segments by using dedicated control channel

segments in accordance with a split-tone format.

[0013] In some embodiments where N wireless terminals are allocated segments
of the same tone to be used in a split tone dedicated control channel format, each of the
N wireless terminals may be de&icated the same fractional number of uplink segments
corresponding to the same logical tone but this need not be the case and in cases where
uniform division of the dedicated control channel segments corresponding to a logical
tone is not possible, some segments of the uplink channel corresponding to the single
logical tone may go unused, e. g., where it is desirable to allocate each wireless terminal
using the same logical tone the same number of segments. In other cases, the extra
dedicated control channel segment or segments left after dividing the uplink dedicated
control channel segments corresponding to a single tone between multiple wireless
terminals may be allocated to one of the wireless terminals making for a non-even split
of the resources, or the extra dedicated control channel segment or segments may b

used for another purpose.

[0014] The dedicated control segments corresponding to a single logical tone
need not be contiguous in the time domain. That is, logical tones which correspond to a
dedicated control channel during periods of time where a dedicated control channel is
maintaiped may be used during other periocis of time, e.g., access or other intervals, for

other non-dedicated.control channel purposes.

[0015] The dedicated control channel format, e.g., full or split tone,
corresponding to a i)articulal; ldgical tone can, in some embodiments, be changed by a
base station over time to reflect the changing needs of the wireless terminals in the
system and/or the number of wireless terminals to i)e served concurrently. For example,
by increasing the number of tones being used according to the split tone dedicated
control channel format while decreasing‘ the number of logical tones being used in
accordance with the full tone format, the number of concurrent wireless terminals with
active user data uplinks can be increased. Sifnilarly, as the number of wireless terminals
being serviced currently decreases, the base station can switch tones from the split tone

mode of use to the full tone mode of use. Thus, in accordance with various
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embodiments of the invention, logical dedicated control channel tones can be

dynamically reallocated for full-tone mode use or split-tone mode use.

[0016] Wireless terminals can support multiple modes of dedicated control
channel formats and switch between modes of operation depending on whether or not
the wireless terminal is allocated dedicated contro! channel segments corresponding to a
full tone dedicated control channel format or a split tone dedicated control channel
format. Wireless terminals which do not-support multiple dedicated control channel
formats may be assigned to use a dedicated control channel tone which corresponds to
the format supported by the particular wireless terminal. Thus, it is possible to support
wireless terminals capable of supporting multiple dedicated control channel formats
while also maintaining backwards compatibility, if necessary, with wireless terminals

which support a single fixed dedicated control channel format.

[0017] Thus, one or more wireless terminals of the invention support multiple
modes of dedicated control channel operation whcfein the wireless terminal may be
allocated different amounts of dedicated uplink resources for reporting control
information, the amount of allocated resources being according to the particular mode of

operation.

[0018] While various embodiments have been discussed in the summary above,
it should be appreciated that not necessarily all embodiments include the same features
and some of the features described above are not necessary but can be desirable in some
embodiments. Numerous additional features; embodiments and benefits of the present

invention are discussed in the detailed description which follows.
BRIEF DESCRIPTION OF THE FIGURES

[0019] Figure 1 is a drawing of an exemplary communication system

implemented in accordance with the present invention.

[0020] Figure 2 illustrates an exemplary base station, implemented in

accordance with the invention.
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[0021] Figure 3 illustrates an exemplary wireless terminal, e.g., mobile node,

implemented in accordance with the present invention.

[0022] Figure 4 is a drawing of exemplary uplink dedicated control channel
(DCCH) segments in an exemplary uplink timing and frequency structure in an
exemplary orthogonal frequency division multiplexing (OFDM) multiple access

wireless communications system.

[0023] Figure S includes a drawing of an exemplary dedicated control channel in
an exemplary uplink timing and frequency structure in an exemplary orthogonal
frequency division multiplexing (OFDM) multiple access wireless communications
system at a time when each set of DCCH segments corresponding to a logical DCCH

channel tone is in the full-tone format,

[0024] Figure 6 includes a drawing of an exemplary dedicated control channel in
an éxemplary uplink timing and frequency structure in an exemplary orthogonal
frequency division multiplexing (OFDM) multiple access wireless communications
system at a time when each set of DCCH segments corresponding to a logical DCCH

channel tone is in the split-tone format.

[0025]  Figure 7 includes a drawing of an exemplary dedicated control channel in
an exemplary uplink timing and frequency structure in an exemplary orthogonal
frequency division multiplexing (OFDM) multiple access wireless communications
system at a time when some of the sets of DCCH segments corresponding to a logical
DCCH channel tone are in the full-tone format and some of the sets of DCCH segments

corresponding to a logical DCCH channel tone are in the split-tone format.

[0026] Figure 8 is a drawing illustrating the use of format and mode in an
exemplary uplink DCCH in accordance with the present invention, the mode defining

the interpretation of the information bits in the DCCH segments.
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[0027] Figure 9 illustrates several examples corresponding to Figure 8

illustrating different modes of operation.

[0028]  Figure 10 is a drawing illustrating an exemplary default mode of the full

tone format in a beaconslot for a given DCCH tone.

[0029] Figure 11 illustrates an exemplary definition of the default mode in the
full-tone format of the uplink DCCH segments in the first uplink superslot after the WwWT
migrates to the ON state.

[0030] Figure 12 is an exemplary summary list of dedicated control reports
(DCRs) in the full-tone format for the default mode.

[0031] Figure 13 is a table of an exemplary format for an exemplary 5 bit
downlink SNR report (DLSNRS) in non-DL macrodiversity mode.

[0032] Figurel4isa table of an exemplary format of 5 bit downhnk SNR report
(DLSNRS5) in DL macrodiversity mode.

[0033] Figure 15 is a table of an exemplary format of an exemplary 3 bit
downlink delta SNR report (DLDSNR3).

[0034] Figure 16 is a table of an exemplary format for an exemplary 1 bit uplink
request (ULRQST1) report.

[0035] F igure 17 is an exeémplary table used to calculate exemplafy control
parameters ¥ and z, the control parameters y and z being used in determining uplink

multi-bit request reports conveying transmission request group queue information.

[0036] Figure 18 is a table identifying bit format and interpretations associated
with each of 16 bit patterns for a four bit uplink request, ULRQST4, corresponding to

an exemplary first request dlctlonary (RD reference number = 0).
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[0037] Figire 19 is a table identifying bit format and interpretations associated
with each of 8 bit patterns for a three bit uplink request, ULRQST3, corresponding to an

exemplary first request dictionary (RD réfefence number = 0).

[0038] Figure 20 is a table identifying bit format and interpretations associated
with each of 16 bit patterns for a four bit uplink request, ULRQST4, corresponding to

an exemplary second request dictionary (RD reference number = 1).

[0039]  Figure 21 is a table identifying bit format and interpretations associated
with each of 8 bit patterns for a three bit uplink request, ULRQST3, corresponding to an

exemplary second request dictionary (RD reference number = 1).

.[0040] Figure 22 is a table identifying bit format and interpretations associated
with each of 16 bit patterns for a four bit uplink request, ULRQST4, corresponding to

an exemplary third request dictionary (RD reference number = 2).

[0041] Figure 23 is a table identifying bit format and interpretations associated
with each of 8 bit patterns for a three bit uplink request, ULRQST3, corresponding to an
exemplary third request dictionary (RD reference number = 2). -

[0042] Figure 24 is a table identifying bit format and interpretations associated
with each of 16 bit patterns for a four bit uplink request, ULRQST4, corresponding to
an exemplary fourth request dictionary (RD reference number = 3).

[0043] Figure 25 is a table identifying bit format and interpretations associated
- with each of 8 bit patterns for a three bit uplink request, ULRQSTS3, corresponding to an .
exemplary fourth réquest dictionary (RD reference number = 3).

[0044] Figure 26 is a table identifying bit format and interpretations associated
with each of 32 bit patterns for an exemplary 5 bit uplink transmitter power backoff

report (ULTxBKF5), in accordance with the present invention.
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[0045]  Figure 27 includes an exemplary power scaling factor table relating tone
block power tier number to power scaling factor, implemented in accordance with the"

present invention.

[0046] Figure 28 is an exemplary uplink loading factor table used in
communicating base station sector loading information, implemented in accordance

with the present invention.

[0047]  Figure 29 is a table illustrating an exemplary format for a 4 bit downlink

beacon ratio report (DLBNR4), in accordance with the present invention.

[0048] Figure 30 is a drawing of an exemplary table describing the format of an
exemplary 4 bit downlink self-noise saturation level of SNR report (DLSSNR4), in

accordance with the present invention.

[0049] Figure 31 is a drawing of a table illustrating an example of mapping
between indicator report information bits and the type of report carried by the

corresponding flexible report.

[0050] Figure 32 is a drawing illustrating an exemplary default mode of the split

tone format in a beaconslot for a given DCCH tone for an exemplary wireless terminal.

[0051] Figure 33 illustrates an exemplary definition of the default mode in the
split-tone format of the uplink DCCH segments in the first uplink superslot after the WT
migrates to the ON state.

[0052] Fi 1gure 34 provides an exemplary summary list of dedicated control
reports (DCRs) in the split-tone format for the default mode.

[0053] Figure 35 is a table identifying bit format and interpretations associated

with each of 16 bit patterns for an exemplary 4 bit uplink transmission backoff report

(ULTxBKF4), in accordance with the present invention.
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[0054]  Figure 36 is an example of mapping between indicator report information

bits and the type of report carried by the corresponding flexible report.

[0055]  Figure 37 is an exemplary specification of uplink dedicated control

channel segment modulation coding in full-tone format.

[0056] Figure 38isa drawing of a table illustrating an exemplary specification

of uplink dedicated control channel segment modulation coding in split-tone format.

[0057]  Figure 39 is a drawing of a table illustrating exemplary wireless terminal

uplink traffic channel frame request group queue count information.

[0058] Figure 40 includes drawings illustréting an exemplary set of four request
group queues being maintained by a wireless terminal and dréwings illustrating
exemplary mappings of uplink data stream traffic flows to request queues for two
exemplary wireless terminals, in accordance with an exemplafy embodiment of the

present invention.

[0059] Figure 41 illustrates an exemplary request group queue structure,
multiple request dictionaries, a plurality of types of uplink traffic channel request
reports, and grouping of sets of queues in accordance with exemplary formats used for

each of the types of reports.
[0060] Figure 42, comprising the combination of Figure 42A, Figure 42B,
Figure 42C, Figure 42D, and Figure 42E is a flowchart of an exemplary method of

operating a wireless terminal in accordance with the present invention.

[0061} Figure 43 is a flowchart of an exemplary method of operating a wireless -

terminal in accordance with the present invention.

[0062] Figure 44 is a flowchart of an exemplary method of operating a wireless

terminal to report control information in accordance with the present invention.
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[0063] Figures 45 and 46 are used to illustrate the use of an initial control

information report set in an exemplary embodiment of the present invention.

[0064] Figure 47 is a flowchart of an exemplary method of operating a
communications device in accordance with the present invention; the communications
- device including information indicating a prédetermined report sequence for use in
controlling the transmission of a plurality of different control information reports on a

recurring basis.

[0065] TFigure 48 illustrates two exemplary different formats of initial control
channel information report sets, the different format report sets iﬁcluding at least one
segment conveying different sets of reports, in accordance with various embodiments of

the present invention.

[0066] Figure 49 illustrates a plurality of different initial control information
report sets in accordance with various embodiments of the present 1nvent10n, the

different mltlal control information report sets having different numbers of segments.

[0067] Figure 50 is a‘ﬂowchart of an exempldry method of operating a wireless

terminal in accordance with the present invention.

[0068] Figure 51 is a drawing illustrating exemplary full-tone DCCH mode
segments and exemplary split-tone DCCH mode segments allocated to exemplary

wireless terminals, in accordance with various embodiments of the present invention.

[0069] Figure 52isa flowchart of a drawing of an exemplary method of

operating a base station in accordance with the present invention.
{0070] Figure 53 is a drawing illustrating exemplary full-tone DCCH mode

segments and exemplary split-tone DCCH mode segments allocated to exemplary

wireless terminals, in accordance with various embodiments of the present invention.
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[0071] Figure 54 is a drawing of a flowchart of an exemplary method of

operating a wireless terminal in accordance with the present invention.

[0072] Figure 55 is a drawing of an exemplary wireless terminal, e.g., mobile
node, implemented in accordance with the present invention and ‘using methods of the

present invention.

[0073] Figure 56 is a drawing of an exemplary base station, e.g., access node,
implemented in accordance with the present invention and using methods of the present

invention.

[0074]  Figure 57 is a drawing of an exemplary wireless terminal, e.g., mobile
node, implemented in accordance with the present invention and using methods of the

present invention.

[0075] Figure 58 is a drawing of an exemplary base station, e.g., access node,
implemented in accordance with the present invention and usin g methods of the present

invention.

[0076] Figure 59 comprising the combination of F igure 59A, Figure 59B and
Figure 59C is a flowchart of an exemplary method of operating a wireless terminal in

accordance with the present invention.

[0077] Figure 60 is a flowchart of an exemplary method of operating a wirele\ss
terminal to provide transmission power information to a base station in accordance with

the present invention.

[0078] Figure 61 is a table of an exemplary format for an exemplary 1 bit uplink
request (ULRQST1) report.

[0079] Figure 62 is an exemplary table used to calculate exemplary control
parameters y and 2, the control parameters yand z bemg used in detemumng uplink

multl—blt request reports conveylng transm1ssmn request group queue 1nformat1on
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[0080] Figure 63 and Figure 64 define an exemplary request dictionary with the

RD reference number equal to 0.

[0081] Figure 65 and Figure 66 includes tables which define an exemplary
request dictionary with the RD reference number equal to 1.

[0082] Figure 67 and Figure 68 include tables which define an exemplary

request dictionary with the RD reference number equal to 2.

[0083] Figure 69 and Figure 70 include tables which define an exemplary

request dictionary with the RD reference number equal to 3.

[0084] Figure 71 isa drawing of an exemplary wireless terminal, e.g., mobile
node, implemented in accordance with the present invention and using methods of the

present invention.

[0085] Figure 72 is a drawing of an exemplary wireless terminal, e.g., mobile
node, implemented in accordance with the present invention and using methods of the

present invention.

[0086]  Figure 73 illustrates exemplary mapbing for an exemplary wireless
terminal of uplink data stream traffic flows to its request group queues at different times

in accordance with various embodiments of the present invention.

[0087] Figure 74 is a drawing of an exemplary wireless terminal, e.g., mobile
node, implemented in accordance with the present invention and using methods of the

present invention.
[0088] Figure 75 is a drawing used to explain features of an exemplary

embodiment of the present invention using a wireless terminal transmission power

report.
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DETAILED DESCRIPTION OF THE INVENTION

[0089] Figure 1 shows an exemplary communication system 100 implemented
in accordance with the present invention. Exemplary communicatioﬁs system 100
includes multiple cells: ¢ell 1 102, cell M 104. Exemplaéy system 100 is, e.g., an
exemplary orthogonal frequency division mﬁltip}exing (OFDM) spread spectrum
wireless communicatiohs system such as a multiple access OFDM system. Each cell
102, 104 of exemplary system 100 includes three sectors. Cells which have not be
subdivided into multiple sectors (N=1), cells with two sectors (N=2) and cells with more
than 3 sectors (N>3) are also possible in accordance with the invention. Each sector
supports one or more carriers and/or downlink tones blocks. In some embodiments,
each downlink tone block has a corresponding uplink tone block. In some embodiments
at least some of the sectors support three downlink tones blocks. Cell 102 includes a
first sector, sector 1 110, a second sector, sector 2 112, and a third sector, sector 3 114.
Similarly, cell M 104 includes a first sector, sector 1 122, a second sector, sector 2 124,
and a third sector, sector 3 126. Cell 1 102 includes a base station (BS), base station 1
106, and a plurality of wireless terminals (WTs) in each sector 110, 112, 114. Sector 1
110 includes WT(1) 136 and WT(N) 138 coupled to BS 106 via wireless links 140, 142,
respectively; sector 2 112 includes WT(I’) 144 and WT(N) 146 coupled to BS 106 via
wireless links 148, 150, respectively; sector 3 114 includes WT(1°%) 152 and WT(N’?)
154 coupled to BS 106 via wireless links 156, 158, respectively. Similarly, cell M 104
includes base station M 1 08, and a plurality of wireless terminals (WTs) in each sector
122, 124, 126. Sector 1 122 includes WT(1"") 168 and WT(N"") 170 coupled to BS M
108 via wireless links 180, 182, reépectively; sector 2 124 includes WT(1"™") 172 and
WT(N"") 174 coupled to BS M. 108 via wireless links 184, 186, respectively; sector 3
126 includes WT(1"™) 176 and WT(N"") 178 coupled to BS M 108 via wireless links
188, 190, respectively.

[0090] System 100 also includes a network node 160 which is coupled to BS1
106 and BS M 108 via network links 162, 164, respectively. Network node 160 is also
coupled to other network nodes, e.g., other base stations, AAA server nodes,
intermediate nodes, routers, etc. and the Internet via 1'1etwork‘ hnk 166. Network link;

162, 164, 166 n_iay’b‘e, e.g., fiber optic:'cables. Each wireless, e.g. WTI 136, includes a
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transmitter as well as a receiver. At least some of the wireless terminals, e. g;, WT(1)
136, arejmobilc nodes which may move through system 100 and may communicate via
wireless links with the base station in the cell in which the WT is currently located, e.g.,
using a base station sector attachment point. The wireless terminals, (WTs), e.g. WT(1)
136, may communicate with peer nodes, e.g., other WTs in system 100 or outside
system 100 via a base station, e.g. BS 106, and/or network node 160. WTs, e.g., WT(1)
136 may be mobile communications devices such as cell phones, personal data
assistants with wireless modems, laptép computers with wireless modems, data

terminals with wireless modems, etc.

[0091] Figure 2 illustrates an exemplary base station 12, implemented in
accordance with the invention. Exemplary base station 12 may be any of the exemplary
base stations of Figure 1. The base station 12 includes antennas 203, 205 and receiver
t.ransmitter modules 202, 204. The receiver module 202 includes a decoder 233 while
the transmitter module 204 includes an encoder 235. The modules 202, 204 are coupled
by a bus 230 to an I/O interface 208, processor (e.g., CPU) 206 and memory 210. The
I/O interface 208 couples the base station 12 to other network nodes and/or the Internet.
The memory 210 includes routines, which when executed by the processor.206, causes

the base station 12 to operate in accordance with the invention. Memory 210 includes

communications routines 223 used for controlling the base station 12 to perform various

communications operations and implement various communications protocols. The
memory 210 also includes a base station control routine 225 used to control the base
station 12 to implement the steps of methods of the present invention. The base station
control routine 225 includes a scheduling module 226 used to control transmission .
scheduling and/or communication resource allocation. Thus, module 226 may serve as
a scheduler. Base station control routine 225 also includes dedicated control channel
modules 227 which implement methods of the present invention, e.g., processing
received DCCH reports, performing control related to DCCH mode, allocating DCCH
segments, etc. Memory 210 also includes information used by communications routines
223, and control routine 225. The data/information 212 includes a set of
data/information for a plurality of wireless terminal (WT 1 data/info 213, WT N

. data/info 213'. WT 1 data/mformatlon 213 includes mode mforrnatlon 231, DCCH

report 1nformat10n 233 resource 1nformatlon 235 and sessions mformatlon 237
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Data/information 212 also includes system data/information 229.

[0092] Figure 3 illustrates an exemplary wireless terminal 14, e.g., mobile node
implemented in accordance with the present invention. Exemplary wiréless terminal 14
‘may be any of the exemplary wireless terminals of Figure 1. The wireless terminal 14,
e.g., mobile node may be used as a mobile terminal (MT). The wireless terminal 14
includes receiver and transmitter antennas 303, 305 which are coupied to receiver and
transmitter modules 302, 304 respectively. The receiver module 302 includes a decoder
333 while the transmitter module 304 includes an encoder 33 5~. “The receiver/transmitter
modules 302, 304 are coupled by a bus 305 to a memory 310. Processor 306, under
control of one or more routines stored in memory 310 causes the wireless terminal 14 to
operate in accordance with the methods of the present invention. In order to control
wireless terminal operation memory 310 includes communications routine 323 and.
wireless terminal control routine 325. Communications routine 323 is used for
controlling the wireless terminal 14 to perform various communications operations and
implement various communications protocols. The wireless terminal control routine
325 1s responsible for insuring that the wireless terminal operates in accordance with the
methods of the present invention and performs the steps in regard to wireless terminal
operations. Wireless terminal control routine 325 includes DCCH modules 327, which
implement methods of the present invention, e.g., control the performing of
measurements used in DCCH reports, generate DCCH reports, control transmission of
DCCH reports, control DCCH mode, etc. The memory 310 also includes
user/device/session /resource information 312 which may be accessed and used to
implemént the methods of the present invention and/or data structures used to
implement the invention. Information 312 includes DCCH report information 330 and
mode information 332. Memory 310 also includes systein data/information 329, e.g.,

includiﬁg uplink and downlink channel structure information.

[0093] Figure 4 is a drawing 400 of exemplary uplink dedicated control channel
(DCCH) segments in an exemplary uplink timing and frequency structure in an
exemplary orthogonal frequency division multiplexing (OFDM) multiple access
wireless communications system. The uplink dedicated control channel is used to send

: AD{ed}i‘cateAdA Control Reports (DCR) from wireless terminals to baisAetstations." Yei’tiCal .
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axis 402 plots logical uplink tone index while horizontal axis 404 plots the uplink index
of the halfslot within a beaconslot. In this example, an uplink tone block includes 113
logical uplink tones indexed (0, ..., 1 i2); there are seven successive OFDM symbol
transmission time periods within a halfslot, 2 additional OFDM symbol time periods
followed by 16 successive half-siots within a superslot, and 8 successive superslots
within a beacon slét. The first 9 OFDM syrhbol transmission time periods within a
superslot are an access interval, and the dedicated control channel does not use the air

link resources of the access interval.

[0094] The exemplary dedicated control channel is subdivided into 31 logical
tones (uplink tone index 81 406, uplink tone index 82 408, ... , uplink tone index 111
410). Each logical uplink tone (81, ...., 11 1)' in the logical uplink frequency structure
corresponds to a logical tone indexed with respect to the DCCH channel (0, ..., 30).

[0095]  For each tone in the dedicated control channel there are 40 segments in

the beaconslot corresponding to forty columns (412, 414, 416, 418, 420, 422, ..., 424),

' The segment structure repeats on a beaconslot basis. For a given tone in the dedicated
control channel there are 40 segments corresponding to a beaconslot 428; each of the
eight superslots of the beaconslot includes 5 successive segments for the given tone.
For example, for first superslot 426 of beaconslot 428, cotresponding to tone 0 of the
DCCH, there are five indexed segments (segment [0][0], segment [0][1], segment
[0][2], segment [0][3], segment [0][4]). Similarly, for first superslot 426 of beaconslot
428, corresponding to tone 1 of the DCCH, there are five indexed segments (segment
[1][0], segment [1][1], segment [1][2], segment [1][3], segment [1][4]). Similarly, for
first superslot 426 of beaconslot 428, corresponding to tone 30 of the DCCH, there are
five indexed segments (segment [30][0], segment [30][1], segment [30][2], segment
[30][3], segment [30][4]).

[0096] In this example each segment, e.g., segment [0][0], comprises one tone
for 3 successive half-slots, e.g., representiﬁg an allocated uplink air link resource of 21
OFDM tone-symbols. In some embodiments, logical uplink tones are hopped to

physical tones in accordance with an uplink tone hopping sequence such that the
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physical tone associated with a logical tone may be different for successive half-slots,

but remains constant during a given half-slot.

[0097] Insome embodiments, of the present invention, a set of uplink dedicated
control channel segments corresponding to a given tone can use one of a plurality of
different formats. For example, in an exemplary embodiment, for a given tone for a
beaconslot, the set of DCCH segments can use one of two formats: split tone format and
full-tone format. In the full tone format, the set of uplikk DCCH segments
corresponding to a tone are used by a single wireless terminal. In the split tone format,
the set of uplink DCCH segment corresponding to the tone are shared by up to three
wireless terminals in a time division multiplexing manner. The base station and/or the
wireless terminal can, in some embodiments, change the format for a given DCCH tone,
using predetermined protocols. The format of the uplink DCCH segments
corresponding to a different DCCH tone can, in some embodiments, be independently

set and may be different.

[0098] In some embodiments, in either format, the wireless terminal shall
support a default mode of the uplink dedicated control channel segments. In some
embodiments, the wireless terminal supports the default mode of the uplink dedicated
control channel segments and one or more additional modes of the uplink dedicated
control channel segments. Such a mode defines the interpretation of the information
bits in the uplink dedicated control channel segments. The base station and/or the WT
can, in some embodiments, change the mode, e.g., using an upper layer configuration
protocol. In various embodiments, the uplink DCCH segments corresponding to a
different tone or those corresponding to the same tone but used by different WTs can be

independently set and may be different.

[0099] Figure 5 includes a drawing 500 of an exemplary dedicated control
channel in an exemplary uplink timing and frequency structure in an exemplary
orthogonal frequency division multiplexing (OFDM) mﬁltipie access wireless
communications system.A Drawing 500 may represent the DCCH 400 of Figure 4, at a’
‘time when each set of DCCH‘_segn}ents corresponding to a tone is in the fpll-tqne

format. Vertical axis 502 plots logical tone index of the DCCH while horizontal axis
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504 plots the ‘uplink index of the halfslot within a beaconslot. The exemplary dedicated
control channel is subdivided into 31 logical tones (tone index 0 506, tone index 1 508,
... , tone index 30 510). For each tone in the dedicated control channel there are 40
segments in the beaconslot corresponding to forty columns (512, 514, 516, 518, 520,
522,...,524). Bach logical tone of the dedicated control channel may be assigned by
the base station io a different wireless terminal using the base station as its current p4oint
of attachment. For example, logical (tone 0 506, tone 1 508, ..., tone 30 510) may be
currently assigned to (WT A 530, WT B 532, ..., WT N' 534), respectively.

[00100] Figure 6 includes a drawing 600 of an exemplary dedicated control
channel in an exemplarﬁl uplink timing and frequency structure in an exemplary
orthogonal frequency division multiplexing (OFDM) multiple access wireless
communications system. Drawing 600 may represent the DCCH 400 of Figure 4, at a
time when each set of DCCH segments corresponding to a tone is in the split-tone
format. Vertical axis 602 plots logical tone index of the DCCH while horizontal axis
604 plots the uplink index of the halfslot within a beaconslot. The exemplary dedicated
control channel is subdivided into 31 logical tones (tone index 0 606, tone index 1 608,
..., tone index 30 610). For each tone in the dedicated control channel there are 40
segments in the beaconslot corresponding to forty columns (612, 614, 616, 618, 620,
622, ..., 624). Each logical tone of the dedicated control channel may be assigned by
the base station to up fo 3 different wireless terminals using the base station as their
current point of attachment. For a given tone, the segments alternate between the three
wireless terminals, with 13 segments being allocated for each of the three wireless
terminals, and the 40™ segment is reserved. This exemplary division of air link
resources of the DCCH channel represents a total of 93 different wireless terminals
being allocated DCCH channel resources for the exemplary beaconslot. For example,
logical tone 0 606 may be currently assigned to and shared by WT A 630, WT B 632,
and WT C 634; logical tone 1 608 may be currently assigned to and shared by WT D
636, WT E 638, and WT F 640; logical tone 30 610 may be currently assigned to WT
M™ 642, WT N"™ 644, and WT O™ 646. For the beaconslot, each of the exemplary WTs
(630, 632, 634, 636, 638, 640, 642, 544, 646) is allocated 13 DCCH segments.
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[00101]  Figure 7 includes a drawing 700 of an exemplary dedicated control
channel in an exemplary uplink timing and frequency structure in an exemplary
orthogonal frequency division multiplexing (OFDM) multiple access wireless
communications system. Drawing 7OQ may represent the DCCH 400 of Figure 4, at a
time when some of the sets of DCCH segments corresponding to a tone are in the full-
tone format and some of the sets of DCCH segments corresponding to a tone are in the
split-fone format. Vertical axis 702 plots logical tone index of the DCCH while
horizontal axis 704 plots the uplink index of the halfslot within a beaconslot. The
exemplary dedicated control channel is subdivided into 31 logical tones (toﬂe index O
706, tone index 1 708, tone index 2 709, ..., tone index 30 710). ‘For each tone in the
dedicated control channel there are 40 segments in the beaconslot corresponding to forty
columns (712, 714, 716, 718, 720, 722, ..., 724). In this example, the set of segments
corresponding to logical tone 0 768 is in split-tone format and is currently assigned to
and shared by WT A 730, WT B 732, and WTC 734, each receiving 13 segments with
one segment being reserved. The set of segments corresponding to logical tone 1 708 is
also in split—tbne’ format, but is currently assigned to and shared by two WTs, WT D
736, WT E 738, each receiving 13 segﬁcnts. For tone 1 708, there is a set of 13
unassigned segments, and one reserved segment. The set of segments corresponding to
logical tone 2 709 is also in split-tone format, but is currently assigned to one WT, WT
F 739, receiving 13 segments. For tone 2 709, there are two sets with 13 unassigned
segments per set, and one reserved segment. The set of segments corresponding to-
logical tone 30 710 is in full-tone format and is currently assigned to WT P' 740, with
WTP' 740 receiving the full 40 segments to use.

100102] Figure 8 is a drawing 800 illustrating the use of format and mode in an
exemplary uplink DCCH in accordance with the present invention, the mode defining
the interpretation of the information bits in the DCCH segments. Row 802;
corresponding to one tone of the DCCH, illustrates 15 successive segments of the
DCCH, in which the split tone-format is used and thus the tone is shared by three
wireless terminals, and the mode used by any one of the three WTs can be different.
Meanwhile, row 804 illustrates 15 successive DCCH segments using the full tone
format and i; used by a sir}gle_ wireless terminal. Legend 805 indicates thgt: s;egments

‘with vertical line shadiﬁg 806 arc used by al® WT uscr,’-"scgmént.'s'iwith‘ djagonai line
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shading 808 are used by a 2™ WT user, segments with horizontal line shading 810 are
used by a 3™ WT user, and segments with crosshatch shading 812 are used by a 4" WT

~ user.

[00103] Figure 9 illustrates several examples corresponding to drawing 800
illustrating different modes of operation. In the example of drawing 900, 1%, 2" and 3™
WTs are sharing a DCCH tone in the split tone format while the 4" WT is using a tone
in the full tone format. Each of the WTs corresponding to the example of drawing 900
are using the default mode of uplink dedicated control channel segments, following a
default mode interpretation of the information bits in the DCCH segments. The default
mode for split tone format (Ds) is different than the default mode for full tone format
Dw).

[00104] In the example of drawing 920, 1%, 2° and 3™ WTs are sharing a DCCH
tone in the split tone format while the 4" WT is using a tone in the full tone format.
Each of the (1%, 2", and 3™) WTs corresponding to the example of drawing 920 are
using different modes of uplink dedicated control channel segments, each following
different interpretations of the information bits in the DCCH segments. The 1 WT is
using mode 2 for split-tone format, the 2™ wireless terminal is using the default mode
for split-tone format, and the 3rd WT is using mode 1 for split-tone format. In addition
the 4" WT is using the default mode for full-tone format.

[00105] In the example of drawing 940, 1%, 2" and 3" WTs are sharing a DCCH
tone in the split tone format while the 4" WT is using a tone in the full tone format.
Each of the (1%, 2™ 39 and 4 ) WTs corresponding to the example of drawing 940 are
using different modes of uplink dedicated control channel segments, each following
different interpretations of the information bits in the DCCH segments. The 1% WT is
‘using mode 2 for split-tone format, the 2™ wireless terminal is using the default mode
for split-tone format, the 3rd WT is using mode 1 for splif tone format, and the 4™ WT is

using mode 3 for full-tone format.

‘ [00106] Figure 10isa drawing 1099 illustrating an ¢x¢m§1ary default mode of
~ the full ione format in a beaconslot for a given DCCH tone. In Figure 10, each block "
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(1000, 1001, 1002, 1003, 1004, 1005, 1006, 1007, 1008, 1009, 1010, 1011, 1012, 1013,
1014, 101 5,1016, 1017, 1018, 1019, 1020, 1021, 1022, 1023, 1024, 102_5,_1026, 1027,
1028, 1029, 1030, 1031, 1032, 1033, 1034, 1035, 1036, 1037, 1038, 1039) represents
one segment whose index s2 (0, ..., 39) is shown above the block in rectangular region
1040. Each block, e.g., block 1000 representing segment 0, conveys 6 information bits;
each block compfiées 6 rows corresponding to the 6 bits in the segment, where the bits
are listéd from the most significant bit to the least significant bit downwards from the

top row to the bottom row as shown in rectangular region 1043.

[00107] For the exemplary embodiment, the framing format shown in Figure 10
is used repeatedly in every beaconslot, when the default mode of full-tone format is
used, with the following exception. In the first uplink sﬁperslot after the wireless
terminal migrates to the ON state in the current connection, the WT shall use the
framing format shown in Figure 11. The first uplink superslot is defined: for a scenario
when the WT migrates to the ON state from the ACCESS state, for a scenario when the
WT migrates to the ON state from a HOLD state, and for a scenario when the WT

migrates to the ON state from the ON state of another connection.

[00108] Figure 11 illustrates an exemplary definition of the default mode in the
full-tone format of the uplink DCCH segments in the first uplink superslot after the WT
migrates to the ON state. Drawing 1199 includes five successive segments (1100, 1101,
1102, 1103, 1104) corresponding to segment index numbers, s2 =(0, 1, 2, 3, 4),
respectively in the superslot as indicated by rectangle 1106 above the segments. Each
block, e.g., block 1100 representlng segment 0 of the superslot, conveys 6 information
bits; each block comprises 6 rows corresponding to the 6 bits in the segment, where the
bits are listed from the most significant bit to the least significant bit downwards from

the top row to the bottom row as shown in rectangular region 1108.

[00109] In the exemplary embodiment, in the scenario of migrating from the
HOLD to ON state, the WT starts .to transmit the uplink DCCH channel from the
beginning of the first UL superslot, and therefore the first uplink DCCH segment shall
transport the information bits i in the leﬂmost mformat1on column of Flgure 11, the

1nformat10n bits of segment 1 100. In the exemplary embodlment in the scenario of
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migrating from the ACCESS state, the WT does not necessarily start from the beginning
of the first UL superslot, but does still 4transmit the uplink DCCH segments according to
_ the framing format specified in Figure 11. For example, if the WT starts to transmit the
UL DCCH segments from the halfslot of the superslot with index =4, then the WT skips
the leftmost information column of Figure 11 (segment 1100) and the first uplink
DCCH segment transports the second leftmost column (segment 1 101). Note that in the
exemplary embodiment, superslot indexed halfslots (1-3) 'correspond to one DCCH
segment (1100) and superslot indexed halfslots (4-6) correspond to the next segment
(1101). Inthe cxémplary embodiment, for the scenario of switching between the full-
tone and split-tone formats, the WT uses the framing format shown in Figure 10 without

the above exception of using the format shown in Figure 11.

[00110] Once, the first UL superslot ends, the uplink DCCH channel segments
switch to the framing format of Figure 10. Depending on where the first uplink
superslot ends, the point of switching the framing format may or may not be the
beginning of a beaconslot. Note that in this example embodiment, there are five DCCH
segments for a given DCCH tone for a superslot. For example, suppose that the first
uplink superslot is of uplink beaconslot superslot index =2, where beaconslot superslot
index range is from 0 to 7 Subsequently in the next uplink superslot, which is of uplink
beaconslot supersiot inde.x = 3, the first uplink DCCH segment using the default
framing format of Figure 10 is of index s2=15 (segment 1015 of Figure 10) and
transports the information correéponding to segment s2=15 (segment 1015 of Figure
10).

[00111] Each uplink DCCH segment is used to transmit a set of Dedicated
Control Channel Reports (DCRs). An exemplary summary list of DCRs in the full-tone
format for the default mode is given in table 1200 Figure 12. The information of table
1200 is applicable to the partitioned segments of Figures 10 and 11. Each segment of
Figure 10 and 11 includes two or more reports as described in table 1200. First column
1202 of table 1200 describes abbreviated names used for each cxcmplm:y report. The
name of each report ends with a number which specifies the number of bits of the DCR.

Second column 1204 of table 1200 briefly describes each named report. Third column
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1206 specifies the segment index s2 of Figure 10, in which a DCR is to be transmitted,
and corresponds to a mapping between table 1200 and Figure 10.

[00112] The exemplafy 5 bit absolute report of downlink signal to noise ratio
(DLSNRS) shall now be described. The exemplary DLSNRS uses one of the following
two mode formats. When the WT has only one connection, tﬁe non-DL macrodiversity
mode format is used. When the WT has multiple connectioﬁs, the DL-macrodiversity
mode format is useci if the WT is in the DL-macrodiversity mode; otherwise the
non-macrodiversity mode format is used. In some embodiments, whether the WT is in
the DL-macrodiversity mode and/or how the WT switches between the DL
macrodiversity mode and the non-DL macrodiversity mode are specified in an upper
layer protocol. In the non-DL macro-diversity made the WT reports the measured
received downlink pilot channel segment SNR using the closest representation of Table
1300 of Figure 13. Figure 13 is a table 1300 of an exemplary format of DLSNRS in
non-DL macrodiversity mode. First column 1302 list 32 possible bit pattern that may
be represented by the 5 bits of the reporf; Second column 1304 lists the value of
wtDLPICHSNR being communicated to the base station via the report. In this example,
incremental levels from -12dB to 29dB can be indicated correspor{ding to 31 different

bit patterns, while bit pattern 11111 is reserved.

[00113] For example, if the calculated wtDLPICHSNR based on measurement is
-14dB, the ]jLSNRS report is set to bit pattern 00000; if tﬁe calculated wWtDLPICHSNR
based on measurement is -11.6dB, the DLSNRS report is set to bit pattern 00000
because in table 1300 the entry with -12dB is the closet to the calculated value of -11.6
dB; if the calculated wtDLPICHSNR based on measurement is .-1 1.4dB, the DLSNRS
report is set to bit pattern 00001 because in table 1300 the entry with -11dB is the closet
to the calculated value of -11.4 dB.

[00114] The reported wireless terminal dowglink pilot SNR (thLPICHSNR)
accounts for the fact that the pilot signal, on which the SNR is measured, is typically
transmitted at higher power than the average traffic channel power. For this reason, the

~ pilot SNR is, in some embodiments, réported as,
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wtDLPICHSNR = PilotSNR — Delta,

[00115] where pilotSNR is the measured SNR on the received downlink pilot
channel signal in dB, and Delta is a difference between the pilot transmission power and
an average per tone channel transmission power level, e.g. the average per tone

downlink traffic channel transmission power. In some embodiments Delta =7.5 dB.

[00116] In the DL-macrodiversity mode format the WT uses the DLSNRS report
to inform a base station sector attachment point, whether the current downlink
‘connection with the base station sector attechment point is a preferred connection, and
to report the calculated wtDLPICHSNR with the closest DLSNRS report according to
table 1400. Figure 14 is a table 1400 of an exemplary format of DLSNRS in DL
macrodiversity mode. First column 1402 list 32 possible bit patterns that may be
represented by the 5 bits of the report. Second column 1404 liste the value of
wtDLPICHSNR being communicated to the base station via the report and an indication
as to whether or not the connection is preferred. In this example, incremental levels of
SNR from -12db to 13dB can be indicated correspondmg to 32 different bit patterns.
Sixteen of the bit patterns correspond to the case where the connection is not preferred;
while the remaining sixteen bit patterns correspond to the case where the connection is
preferred. In some exemplary embodiments, the highest SNR value that can be
indicated when a link is preferred is greater than the highest SNR value that can be
indicated when a link is not preferred. In some exemplary embodiments, the lowest
SNR that can be indicated when a link is preferred is greater than the lowest SNR value

that can be indicated when a link is not preferred.

[00117] In some embodiments, in the DL-macrodiversity mode, the wireless
terminal indicates one and only one connection to be the preferred connection at any
given time. Furthermore, in some such embodiments, if the WT indicates that a
connection is preferred in a DLSNR5 report, then the WT sends at least
NumConsecutive Preferred consecutive DLSNRSJ reports indicating that the connection.
is preferred before the WT is allowed to a send 2 DLSNRS report indicating that another
connection becomes the preferred one. The value of the parameter NumConsecutlve

preferred depends on the format of the uphnk DCCH channel e 2. full—tone format vs
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split-tone format). In some embodiments the WT gets the parameter
NumConsecutivePreferred in an upper level protocol. In some embodiments, the

default value of NumConsecutivePreferred is 10 in the full-tone format.

[00118] An exemplary 3 bit relative (difference) report of downlink SNR
(DLDSNR3) shall now be described. The wireless terminal measures the received SNR
of the downlink pilot channel (PilotSNR), calculates the wtDLPICHSNR value,where
wtDLPICHSNR = PilotSNR — Delta, calculates the difference between the calculated
WtDLPICHSNR value and the reported value by the most recent DLSNRS report, and
reports the calculated difference with the closest DLDSNR3 report according to table
1500 of Figure 15. Figure 15isa table 1500 of an exemplary format of DLDSNR3.
First column 1502 lists 9 possible bit patterns that may represent the 3 information bits
of the report. Second columm 1504 lists the reported difference in wtDLPICHSNR

being communicated to the base station via the report ranging from -5dB to 5dB. .

[00119] Various exemplary uplink traffic channel request reports will now be
described. In an exemplary embodiment three types of uplink traffic channel request -
reports are used: an exemplary single bit uplink traffic channel request report
(ULRQST1), an exemplary three bit uplink traffic channel request report (ULRQST3),
and an exemplary four bit uplink traffic channel request report (ULRQST4). The WT
uses an ULRQST1, ULRQST3, or ULRQST4 to report the status of the MAC frame °
queues at the WT transmitter. In the exemplary embodiment, the MAC frames are
constructed from the LLC frames, which are constructed from packets of upper layer
protocols. In this exemplary embodiment, any packet belongs to one of four request
groups (RGO, RG1, RG2, or RG3). In some exemplary embodiments, the mapping of
packets to request groups is done through higher layer protocols. In some exemplary
embodiments, there is a default rﬁapping of packets to request groups, that may be
changed by the base station and/or WT through higher layer protocols. If the packet
belongs to one request group, then, in this exemplary embodiment, all the MAC frames
of that packet also belong to that same request group. The WT reports the number of
MAC frames in the 4 request groups that the WT may intend to transmit. In the ARQ
protocol thcse MAC frames are marked as "new" or "to be retransmltted" The WT

maintains a vector of four elements N[O 3] for kK = 0:3 N[k] represents the number of
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MAC frames that the WT intends to transmit in request group k. The WT should report
the information about N[0:3] to the base station sector so that the base station sector can
utilize the information in an uplink scheduling algorithm to determine the assignrnent of

uplink traffic channel segments.

[00120] In an exemplary embodiment, the WT uses the single bit uplink traffic
channel request report (ULRQST]1) to report N[Oj + N[1] according to table 1600 of
Figure 16. Table 1600 is an exemplary format for an ULRQST1 report. First column
1602 indicates the two possible bit patterns that may be conveyed while second column
1604 indicates the meaning of each bit pattern. If the bit pattern is 0, that indicates that
there'are no MAC frames that ‘rhe WT intends to transmit in either request group 0 or
request group 1. If the bit pattern is 1, that indicates that the WT has at least one MAC

frame in request group O or request group 1 that the WT intends to communicate.

[00121] In accordance with a feature used in varioﬁs embodiments of the present
invention, multiple request dictionaries are supported. Such a reqﬁest dictionary defines
the interpretation of the information bits in uplink traffic channel request reports in the
uplink dedicated control channel segments. At a given ﬁme, the WT uses one request
dictionary. In some embodiments, when the WT just enters the ACTIVE state, the WT
uses a default request dictionary. To change the request dictionary the WT and base
station sector use an upper layer configuration protocol. In some embodiments, when
the WT migrates from the ON state to the HOLD state, the WT keeps the last request
dictionary used in the ON state so that when the WT migrates from the HOLD state to
the ON state later, the WT continues to use the same request dictionary until the request
dictionary is explicitly changed; however, if the WT leaves the ACTIVE state, then the
memory of the last request dictionary is cleared. In some embodiments, the ACTIVE
state includes the ON state and the Hold state, but does not include the ACCESS state

and sleep state.

[00122] In some embodiﬁlents, to determine at least some ULRQST3 or
ULRQST4 reports, the wireless terminal first calculates one or more of the following
two control parameters Y and z, and uses one of the request dictionaries, e.g., Request

'dlctxonary (RD) reference number 0, RD reference number 1, RD reference number 2,
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RD reference number 3. Table 1700 of Figure 17 is an exemplary table used to
calculate control parameters y and z. First column 1702 lists a condition; second
column 1704 lists the corresponding value of output control parameter y; third column
1706 lists the corresponding value of output ;:ontrol paran;leter z. In first column 1702,
x (in dBs) represents the value of the most recent 5 bit uplink transmit backoff report
(ULTXBKF5) and the value b (in dBs) of the most recent 4 bit downlink beacon ratio
report (DLBNR4). Given the input values of x and b from the rﬁost recent reports, the
WT checks if the condition from first row 1710 is satisfied. Ifthe test condition is
satisfied, then the WT uses the corresponding y and z values of the row for calculating
the ULRQST3 or ULRQST4. However, if the condition is not satisfied the testing
continues with the next row 1712. Testing continues proceeding down the table 1700 in
order from top to bottom (1710, 1712, 1714, 1716, 1718, 1720, 1722, 1724, 1726, 1728)
until the condition listed in column 1702 for a given row is satisfied. The WT
determines y and z as those from the first row in table 1700 for which the first column is .

satisfied. For example, if x =17 and b =1, fhen z=4 and y =1.

[00123] The WT, in some embodiments, uses an ULRQST3 or ULRQST4 to
report the actual N[0:3] of the MAC frames queues according to a request dictionary. A

request dictionary is identiﬁed.by a request dictionary (RD) reference number.

[00124] Insome embodiments, at least some request dictionaries are such that
any ULRQST4 or ULRQST3 may not completely include the actual N[0:3]. A report is
in effect a quantized version of the actual N[0:3]. In some embodiments, the WT sends
a report to minimize the discrepancy between the reported and actual MAC frame
queues first for request group 0 and 1, and then for réquest group 2, and finally for
request group 3. However, in some embodiments, the WT has the flexibility of
determining a report to benefit the WT most. For example, assume that the WT is using
exemplary request dictionary 1 (See Figures 20 and 21), the WT may use an ULRQST4
to report N[1] + N[3] and use an ULRQST3 to report N[2] and Nf0]. In addition ifa
report is directly related to a subset of request groups according to the request
dictionary, it does not automatically imply that MAC frame queues of a remaining
request group are empty. For example, if a report means N[2] = 1, then it may not
automatically imply that N[0] = 0, N[1] =0, or N[3] =0.
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[00125] 'Figure 18 is a table 1800 identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink request, ULRQST4,
corresponding to an exemplary first request dictionary (RD reference number =0). In
some embodiments, the request dictionary with reference number = 0 is the default
request dictionary. First column 1802 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 1804 identifies the interpretation
associated with each bit pattern. An ULRQST4 of table 1800 conveys one of : (i) no
change from the previous 4 bit uplink request, (ii) information about the N[0], and (iii)
information about a composite of N[1]+N[2]+N[3] as a function of either control

parameter y or control parameter z of table 1700 of Figure 17.

[00126] Figure 19 is a table 1900 identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink request, ULRQST3,
corresponding to an exemplary first request dictionary (RD reference number = 0). In
some embodiments, the request dictionary with referenc;e number = 0 is the default
request dictionary. First column 1902 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 1904 identifies the interpretation
associated with each bit pattern. An ULRQSTS3 of table 1900 conveys: (i) information
about the N[0] and (ii) information about a composite of N[1]+N[2]+N[3] as a function
of control parameter y of table 1700 of Figure 17.

[00127] Figure 20 is a table 2000 identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink request, ULRQST4,
corresponding to an exemplary second request dictionary (RD reference number = 1).
First column 2002 identifies the bit pattern and bit ordering, most significant bit to least
significant bit. Second column 2004 identifies the interpretation associated with each
bit pattern. An ULRQST4 of table 2000 conveys one of : (i) no change from the
previous 4 bit uplink request, (i) inforrﬁation about the N[2], and (iii)information about
a composite of N[1]+N[3] as a function of eitﬁer control parameter y or control

parameter z of table 1700 of Figure 17.
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[00128] Figure 21 is a table 2100 identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink request, .ULRQSTS,
corresponding to an exemplary second request dictionary (RD reference number = 1).

" First column 2102 identifies the bit pattern and bit ordering, most significant bit to least
significant bit. Second column 2104 identifies the interpretatién associated with each
bit pattern. An ULRQST3 of table 2100 conveys: (i) information about N[0] and (ii)

information about N[2].

[00129] Figure 22 is a table 2200 identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink request, ULRQSTA4,
corresponding to an exemplary third request dictionary (RD reference number = 2).
First column 2202 identifies the bit pattern and bit ordering, most significant bit to least
significant bit. Second column 2204 identifies the interpretation associated with each .
bit pattern. An ULRQST4 of table 2200 conveys one of : (i) no change from the
previous 4 bit uplink request, (ii) information about the N[1], and (iii) information about
a corﬁposite 6f_‘ N[2]+N[3] as a function of either control parameter y or control

parameter z of table 1700 of Figure 17.

[00130] Figure 23 is a table 2300 identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink request, ULRQST3,
corresponding to an exemplary third request dictionary (RD reference number = 2). |
First column 2302 identifies the bit pattern and bit ordering, most significant bit to least
significant bit. Second column 2304 identifies the interpretation associated with each
bit pattern. An ULRQSTS3 of table 2300 conveys: (i) information about N{0] and (i)

information about N[1].

[00131] Figure 24 is a table 2400 identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink request, ULRQSTH4,
cormresponding to an exemplary fourth request dictionary (RD reference number = 3).
First column 2402 identifies the bit pattern and bit ordering, most significant bit to least
significant bit. Second column 2404 identifies the interpretation associated with each

~ bit pattern. An ULRQST4 of table 2400 conveys one of: (i) no change from the

‘ pr'ev'ious-’ 4 ‘bi_'t': uplihj; request, (ii) ihqufrnatibh about N[l],‘(iii) information about N{2], |
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and (iv) information about N[3] as a function of either control parameter y or control

parameter z of table 1700 of Figure 17.

[00132] Figure 25 is a table 2500 identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink request, ULRQST3,
corresponding‘to an exemplary fourth request dictionary (RD reference number = 3).
First column 2502 identifies the bit pattern and bit ordering, most significant bit to least
significant bit. Second column 2504 identifies the interpretation associated with each
bit pattern. An ULRQST3 of table 2500 conveys: (i) information about N[0] and (ii)

information about N[1].

[00133] In accordance with the present invention, the methods of the present
invention facilitate a wide range of reporting possibilities. For example, the use of
control parameters, €.g., based on SNR and backoff reports, allow for a single bit pattern
request corresponding to a given dictionary to take on multiple interpretations.
Consider exemplary request dictionary reference number 0 for 4 bit uplink requests as
shown in table 1800 of Figure 18. For a four bit request where each bit pattern
corresponds to a fixed interpretations and does not rely on control parameters, 16
possibilities exists. However, in table 1800 four of the bit patterns (0011, 0100, 0101,
and 0110) can each have two different interpretations since control parameter y can
have value 1 or 2. Similarly, in table 1800 nine of the bit patterns (0111, 1000, 1001,
1010, 1011, 1100, 1101, 1110, and 1111) can each have 10 different interpretations
since control parameter z can have any of the values (1, 2, 3, '4', 5,6,7,8,9,10). This
use of control parameters expands the range of reporting for the 4 bit request report

from 16 different possibilities to 111 possibilities.

[00134] An exemplary 5 bit wireless terminal transmitter power backoff report
(ULTxBKFS5) will now be described. A wireless terminal backoff report reports an
amount of remaining power that the WT has to use for uplink transmissions for

non-DCCH segments, e.g., including uplink traffic channel segment(s) after taking into
account the power used to transmit the DCCH segments. wtULDCCHBackOff =
thowerMax thLDCCHTxPower where thLDCCHTxPower denotes the per-tone
: transmlssnon power of the uplink DCCH chanmel'i 1n dBm, and thowerMax is the |
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maximum transmission power value of the WT, also in dBm. Note that the
wtULDCCHTxPower represents the instantaneous power and is calculated using the
wtPowerNominal in the halfslot immediately preceeding the current uplink DCCH
segment. In some such embodiments, the per tone power of the uplink DCCH channel
relative to wtPowerNominal is 0dBs. The value of wtPowerMax depends on the device
capability of the WT, upon system specifications and/or upon regulations. In some

embodiments, the determination of wtPowerMax is implementation dependent.

[00135] Figure 26 is a table 2600 identifying bit format and interpretations
associated with each of 32 bit patterns for an exemplary 5 bit uplink transmitter power
backoff report (ULTxBKFS5), in accordance with the present invention. First column
2602 identifies the bit pattern and bit ordering, most significant bit to least significant
bit. Second column 2604 identifies the reported WT uplink DCCH Backoff report
values in dBs corresponding to each bit pattern. In this exemplary erhbodiment 30
distinct levels can be reported ranging from 6.5 dB to 40dBs; two bit patterns are left as
reserved. A wireless terminal calculates wtULDCCHBackoff, e.g., as indicated above,

selects the closet entry in table 2600 and uses that bit pattern for the report.

[00136] An exemplary 4 bit downlink beacon ratio report (DLBNR4) will now Be
described. The beacon ratio report provides information which is a function of received
measured downlink broadcast signals, e.g., beacon signals and/or pilot signals, from a
serving base station sector and from one or more other interfering base station sectors.
Qualitatively, the beacon ratio report can be used to estimate the relative proximity of
the WT to other base station sectors. The beacon ratio report can be, and in some
embodiments is, used at the serving BS sector in controlling the uplink rate of the WT
to prevent excessive interference to other sectors. The beacon ratio report, in some
erﬁbo'diments, is based on two factors: (i) estimated channel gain ratios, denoted G;, and

(ii) loading factors, denoted b;.

[00137] The channel gain ratios are defined, in some embodiments, as follows.
In the tone block of the current connection, the WT, in some embodiments, determines
an éstimate of the ratio of the uplink channel gain from the WT to any interfering Base

‘station sector i (BSS i) to' the charine] gain' from the W to the serving BSS. This ratio
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is denoted as G;. Typically, the uplink channel gain ratio is not directly measurable at
the WT. However, since the uplink and downlink path gains are typically symmeltric,
the ratio can be estimated by comparing the relative received power of downlink signals
from the serving and interfering BSSs. One possible choice for the reference downlink
signal is the downlink beacon signal, which is well-suited for this purpose since it can
be detected in very low SNR. ' In some embodiments, beacon signals have a highe_r per
tone transmission power level than other downlink signals from a base station sector.
Additionally, the characteristics of the beacon signal are suchi that precise timing
synchronization is not necessary to detect and measure the beacon signal. For example,
the beacon signal is, in some embodiments, a high power narrowband, e.g., single tone,
two OFDM symbol transmission time period wide signal. Thus at certain locations, a ‘
WT is able to detect and measure a beacon signal from a base station sector, where the
detection and/or measurement of other downlink broadcast signals, €.g., pilot signals
may not be feasible. Using the beacon signal, the uplink path ratio would be given by
G; = PB/PB,, where PB;and PB, are, respectively, the measured received beacon power

from the interfering and serving base station sectors, respectively.

{00138] Since the beacon is typically transmitted rather infrequently, the power
measurement of the beacon signal may not provide a very accurate representation of
average channel gain, especially in a fading environment where the power changes
rapidly. For example, in some embodiments one beacon signal, which occupies 2
successive OFDM symbol transmission time periods in duration and which corresponds
to a downlink tone block of a base station sector, is transmitted for every beaconslot of

912 OFDM symbol transmission time periods.

[00139] Pilot signals, on the other hand, are often transmitted much more
frequently than beacon signals, e.g., in some embodiments pilot signals are transmitted
during 896 out of the 912 OFDM symbol transmission time periods of a beaconslot. If
the WT can detect the pilot signal from the BS sector, it can estimate the received .
beacon signal strength from the measured received pilot signal instead of using a beacon
signal measurement. For example, if the WT can measure the received pilot power,
PP;of the interfering BS sector, then it can estimate the received beacon power PB; from

' estlmated PB. =KZ; PPl where K i§ a nommal ratio of the beacon to pllot power of the
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interfering sector that is the same for each of the BS sectors, and Z; is a scaling factor

that is sector dependent.

[00140] Similarly, if the pilot signal power from the serving BS is measurable at
the WT, then the received beacon power PB; can be estimated from the relation,
estimated PBo =K Z¢PPy, where Z; and PP, are, respectively, the scaling factor and

measured received pilot power from the serving base station sector.

[00141] Observe that if the received pilot signal strength is measurable
corresponding to the serving base station sector, and the received beacon signal strength
is measurable corresponding to interfering base station sector, the beacon ratio can be

estimated from:
Gi =PB; / (PP() K Zo )

[00142] Observe that if the pilot strengths are measurable in both the serving and

interfering sectors, the beacon ratio can be estimated from:
Gi= PPiK Z;/ (PPo K Zo )= PP; Zi /(PP Zo ) -

[00143] The scaling'factors K, Z; an;l Z, are either system constants, or can be
inferred by the WT, from other information from the BS. In some embodiments, some
of the scaling factors (K, Zi, Zo) are system constants and some of the scaling facﬁ:oi‘s (X,
Zi, Zy) are inferred by the WT, from other information form the BS.

[00144] In some multicarrier systems with different power levels on different
carriers, the scaling factors, Z; and Zo, arc a _function of the downlink tone block. For
example, an exemplary BSS has three power tierllevels, and one of the three power tier
levels is associated with each downlink tone block corresponding to a BSS attachment
point. In some such embodiments, a different one of the three power tier levels is
associated with each of the different tone blocks of the BSS. Continuing with the
example for the gwen BSS each power tier level is assomated with a nominal bss

'power level (e.g., one of bssPowerNormnalO bssPowerNommall ‘and
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bssPowerNominalZ) and the pilot channel signal is transmitted at a relative power level
with respect to a nominal bss pdwer level for the tone block, e.g., 7.2dB above the
nominal bss power level being used by the tone block; however, the beacon per tone
relative transmission power level for the BSS is the same irrespective of the tone block
from which the beacoh is transmitted, e.g., 23.8 dB above the bss power level used by
the power tier 0 block (bssPowerNominal0). Consequently, in this example for a given
BSS, the beacon transmit power would be the same in each of the tone blocks, while the
pilot transmit power is different, e.g. with the pilot transmit power of different tone
“blocks corresponding to different power tier levels. One set of scale factors for this
example would be, K =23.8 — 7.2 dB, which is the ratio of the beacon to pilot powef for
‘tier 0, and Z; is set to the relative nominal power of the tier of the interfering sector to

the power of a tier 0 sector.

[00145] In some embodiments, the paré.m'eter Zy is determined from stored
information, e.g., Table 2700 of Figure 27, according to how the tone block of the
current connection is used in the serving BSS as determined by the bssSectorType of the
serving BSS. For example, if the tone block of the current connection is used as a tier 0
tone block by the serving BSS, the Z¢=1; if the tone block of the current connection is
used as a tier 1 tone block by thé serving BSS, the Zy=bssPowerBackoff01; if the tone
block of the current connection is used as a tier 2 tone block by the serving BSS, the
Zo=bssPowerBackoff02.

[00146] Figure 27 includes exemplary power scaling factor table 2700,
implemented in accordance with the present invention. First column 2702 lists the use
of the tone block as either a tier 0 tone block, tier 1 tone block, or tier 2 tone block.
Second column 2704 lists the scaling factor associated with each tier (0,1,2) tone block,
as (1, bssPowerBackoff01, bssPowerBackoff02), respectively. In some embodiments,
bssPowerBackoff01 is 6dBs whﬂe bssPowerBackoff02 is 12dB.

[00147] In some embodiments, the DCCH DLBNR4 report can be one of a
generic beacon ratio report and a special beacon ratio report. In some such
embodlrnents, a downhnk trafﬁc control channel €.g.a DL. TCCH FLASH channel

rsends a specnal frame in abeaconslot the special frame mcludmg a "Request for
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DLBNR4 report field". That field can be used by the serving BSS to control the
selection. For example, if the field is set to zero then, the WT repofts a generic beacon

ratio report; otherwise the WT reports the special beacon ratio report.

[00148] A generic beacon ratio report, in accordance with some embodiments of
the present invention, measures the relative interference cost the WT would generate to
all the interfering beacons or the "closest” interfering beacon, if the WT were to transmit
to the serving BSS in the current connection. A special beacon'ratio report, in
accordance with some embodiments of the present invention, measures the relative
interference cost the WT would generate to a specific BSS, if the WT were to transmit
to the serving BSS in the current connection. The specific BSS is the one indicated
using information received in the Request for DLBNR4 field of the special downlink
frame. For example, in some embodiments, the specific BSS is the one whose bssSlope
is equal to the value of the "Request for DLBNR4 report field", e.g., in unsigned integer
format, and whose bssSectorType is equal to mod(ulUltraslotBeaconslotIndex,3), where
ulUltraslotBeaconslotIndex is the uplink index of the beaconslot within the ultraslot of
the current connection. In somc.cxcmplary embodiments, there are 18 indexed

beaconslots within an ultraslot.

[00149] In various embodiments, both the generic and the special beacon ratios
are determined from the calculated ¢hannel gain ratios G1, G2, ..., as follows. The W'T
receives an uplink loading factor sent in a downlink broadcast system subchannel and
determines a variable by from uplink loading factor table 2800 of Figure 28. Table 2800
includes a first column 2802 listing eight different values that may be used for the
uplink loading factor (0, 1, 2, 3, 4,5, 6,7); second column lists the corresponding
values for the b value in dB (0, -1, -2, -3, -4, -6, -9, -infinity), respectively. For other
BSSi, the WT attempts to receive b; from the uplink loading factor sent in the downlink
broadcast system subchannel of the BSS 1 in the tone block of the current connection. It
the WT is unable to receive the UL loading factor bi, the WT sets b; = 1.

[00150] In some embodiments, in the single carrier operation, the WT calculates
the following power ratio as the genemc beacon ratio report bo/(Glbl + szz -+ . ) when

ulUltraslotBeaconslot Index i i§ even or bO/max(Glbl, szz, ...) when'
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ulUltraslotBeaconslotIndex is odd, where ulUltraslotBeaconslotIndex is the uplink
index of the beaconslot within the ultraslot of the current connection and the operation +
represents a regular addition. When requ1red to send a specific beacon ratio report, the
WT, in some embodiments, calculates bo/(GxBy), where index k represents the specific

BSS k. In some embodiments, there are 18 indexed beaconslots within an ultraslot.

[00151] Figure 29 is a table 2900 illustrating an exemplary format for a 4 bit
downlink beacon ratio report (DLBNR4), in accordance with the present invention.
First column 2902 lists the 16 various bit patterns that the report can convey, while
second column 2904 lists the reported power ratio reported corresponding to each bit
pattern, e.g., ranging from -3dB to 26dBs. The wireless terminal reports the generic and
specific beacon ratio reports by selecting and comlﬁunicating the DLBNR4 table entry
that is closed to the determined report value. Although in this exemplary embodiment,
the generic and specific beacon ratio reports use the same table for DLBNR4, in some

embodiments, different tables may be used.

[00152] .An exemplary 4 bit saturation level of downlink self-noise SNR report
(DLSSNR4) will now be described. In some embodiments, the WT derives the
saturation level of the DL SNR, which is defined to be the DL SNR that the WT
receiver would measure on a received signal if the BSS transmitted the signal at infinite
power, if the base station were capable of tr'ansm.itting such a signal and the wireless
terminal was capable of measuring such a signal. The saturation level can be, and in
some embodiments is, determined by the self-noise of the WT receiver, which may be
caused by factor such as channel estimation errors. The following is an exemplary

method to derive the saturation level of the DL SNR.

[00153] Inthe exemplary method, the WT assumes that if the BSS transmits at
power P, the DL SNR is eqﬁal to SNR(P) = GP/(apGP + N), where G represent the
wireless channel path gain from the BSS to the WT, P is the transmission power, 5o that
GP is the received signal power, N represents the received interference power, agGP
represénts the self-noise, where a higher value of ap denotes a higher value of self-noise.
G is a value between 0 and 1, a0, P, and N are posmve values Inthls model, by ,

deﬁmtlon the saturatlon leve] of the DL SNR is equal to 1/ao In some embodxments, B
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the WT measures the received power of a downlink Null channel (DL.NCH) to
determine the interference power N, measures the received power (denoted as G*Py) of
the downlink pilot channel and SNR (denoted by SNR,) of the downlink pilot channel;
the WT then calculates 1/a = (1/SNRo - N/(GPo))".

[00154] Once the WT has derived the saturation level of the DL SNR, the WT
reports it by using the closest entry to the derived value in a DL self-noise saturation
level report table. Table 3000 of Figure 30 is such an exemplary table describing the
format of DLSSNR4. First column 3002 indicates the 16 different possible bit patterns
that can be conveyed by the DLSSNR4 report, and second column 3004 lists saturation
levels of DL SNR that are communicated corresponding to each bit pattern ranging from
8.75dB to 29.75 dBs.

[00155] In various embodiments, of the present invention, a flexible report is
included in the DCCH, such that the WT decides which type of report to communicate
and, the type of report can change from one flexible reporting opportunity to the next

for a given WT using its allocated dedicated control channel segments.

[00156] In an exemplary embodiment, the WT uses a 2 bit type report (TYPE2)
to indicate the type of report selected by the WT to be communicated in a 4 bit body
report (BODY4) of the same DCCH segment including both the TYPE2 and BODY4
reports. Table 3100 of Figure 31 is an example of n";apping'between TYPE2 report
information bits and the type of report carried by the corresponding BODY4 report.
First column 3102 indicates the four possible bit patterns for the 2 bit TYPE2 report.
Second column 3104 indicates the type of report to be carried in the BODY4 report of
the same uplink dedicated control channel segment corresponding to the TYPEZ report.
Table 3100 indicates that: bit pattern 00 indicates that BODY4 report will be an
ULRQST4 report, Bit pattern 01 indicates the BODY4 report will be a DLSSNR4

report, and bit patterns 10 and 11 are reserved.

[00157] In some embodiments, a WT selects the TYPE2 and BODY4 reporfs by

assessing the relative impqrtahg:e of the different types of reports from among which the
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selection may occur, e.‘g., the reports listed in table 3100. In some embodiments, the

WT car select the TYPE2 independently from one segment to another.

[00158] Figure 32 is a drawing 3299 illustrating an exemplary default mode of
the split tone format in a beaconslot for a given DCCH tone for a first WT. In Figure
32, each block (3200, 3201, 3202, 3203 3204, 3205, 3206, 3207, 3208, 3209, 3210,
3211, 3212, 3213, 3214, 3215, 3216, 3217, 3218, 3219, 3220, 3221, 3222, 3223, 3224,
3225, 3226, 3227, 3228, 3229, 3230, 3231, 3232, 3323, 3234, 3235, 3236, 3237, 3238,
3239) represents one segment whose index s2 (0, ..., 39) is shown above the block in
rectangular region 3240. Each Block,‘ e.g., block 3200 representing éegment 0, conveys
8 information bits; each block comprises 8 rows corresponding to the 8 bits in the
segment, where the bits are listed from the most significant bit to the least significant bit

downwards from the top row to the bottom row as shown in rectangular re giori 3243,

[00159] For an exemplary embodiment, the framing format shown in Figure 32is
used repeatedly in every beaconslot, when the default mode of split-tone format is used,
with the following exception. In the first uplink superslot after the wireless terminal
migrates to the ON state in the current connection, the WT shall use the framing format
shown in Figure 33. The first uplink superslot is defined: for a scenario when the WT
migrates to the ON state from the ACCESS state, for a scenario when the WT migfates
to the ON state from a HOLD state, and for a scenario when the WT migrates to the ON

state from the ON state of another connection.

[00160] Figure 33 illustrates an exemplary definition of the default mode in the
split-tone format of the uplink DCCH segménts in the first uplink superslot after the WT
migrates to the ON state. Drawing 3399 includes five successive segments (3300, 3301,
3302, 3303, 3304) corresponding to segment index 11m1bers, $s2=(0,1,2,3,4,),
respectively in the superslot as indicated by rectangle 3306 above the segments. Each
block, e.g., block 3300 representing segment 0 of the superslot, conveys 8 information
bits; each block comprises 8 rows corresponding to the 8 bits in the segment, where the
bits are listed from the most significant bit to the léast significant bit downwards from

the top row to the bottom row as shown in rectan gular region 3308.
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[00161] In the exemplary embodiment, in the scenario of migrating from the
HOLD to ON state, the WT starts to transmit the uplink DCCH channel from the
beginning of the first UL superslot, and therefore the first uplink DCCH segment shall
transport the information bits in the lefimost information column of Figure 33, the
information bits of segment 3300. In the exemplary embodiment, in the scenario of
migrating from the ACCESS state to the ON state, the WT does not necessarily start
from the beginning of the first UL superslot, but does still transmit the uplink DCCH
segments according to the framing format specified in Figure 33. For example, if the
WT starts to transmit the UL DCCH segments from the halfslot of the supérslot with
index =10, then the WT skips the leftmost information column of Figure 33 (segment
3300) and the first uplink segment transported corresponds to segment 3303). Note that
in the exemplary embodiment, superlsot indexed halfslots (1-3) correspond to one
segment and superslot indexed halfslots (10-12) correspond to the next segment for the
WT. Inthe exemplary embodiment, for the scena:io of switching between the full-tone
and split-tone formats, the WT uses the framing format shown in Figure 32 without the

above exception of using the format shown in Figure 33.

[00162] Once, the first UL supérslot ends, the uplink DCCH channel segments
switch to the framing format of Figure 32. Depending on where the first uplink
superslot ends, the point of switching the framing format may or may not be the
beginning of a beaconslot. Note that in this exemplary embodiment, there are five
DCCH segments for a given DCCH tone for a superslot. For example, suppose that the
first uplink superslot is of uplink beaconslot superslot index =2, where beaconslot
superslot index range is from 0 to 7 (superslot 0, superlot 1, ..., superslot 7).
Subsequently in the next uplink superslot, which is of uplink beaconslot superslot index
= 3, the first uplink DCCH segment using the default framing format of Figure 32 is of
index s2=15 (segment 3215 of Figure 32) and transports the information corresponding
to segment s2=15 (segment 3215 of Figure 32).

[00163] Each uplink DCCH segment is used to transmit a set of Dedicated
Control Channel Reports (DCRs). An exemplary summary list of DCRs in the split-
tone format for the default mode is glven in table 3400 Flgure 34. The lnformatlon of

table 3400 is apphcable to the part1t1oned segments of F1 gures 32 and 33 Each segment
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of Figure 32 and 33 includes two or more reports as described in table 3400. First
column 3402 of table 3400 describes abbreviated names used for each exemplary report.
The name of each report ends with a number which specifies the number of bits of the
DCR. Second column 3404 of table 3400 briefly describes each named report. Third
column 3406 specifies the segment index s2 of’ Figure 32, in which a DCR is to be
transmitted, and corresponds to a mapping between table 3400 and Figure 32.

[00164] It should be noted that Figures 32, 33 and 34 describe the segments
(indexed segments 0, 3, 6,9, 12, 15, 18, 21, 24, 27 30, 33, and 36) corresponding to a
first WT in split tone format for default mode. With respect to Figure 32, a second
wireless terminal that use the split tone format of default mode on the same logical tone
in the DCCH will follow the same report pattern but the segments will be shifted by
one, thus the second WT uses indexed segments (1,4, 7, 10, 13, 16,19, 22, 25, 28, 31,
34, and 37). With respect to Fiéure 33, a second wireless terminal that use the split tone
format of default mode on the same logical tone in the DCCH will follow the same
report pattern but the segments will be shifted by one, thus the second WT uses indexed
segments 3301 and 3304. With respect to Figure 32, a third wireless terminal that use
the split tone format of default mode on the same logical tone in the DCCH will follow
the same report pattern but the segments will be shifted by two, thus the third WT uées
indexed segments (2, 5, 8, 11, 14, 17, 20, 23, 26, 29, 33, 35, and 38). With respect to
Figure 33, a third wireless terminal that use the split tone format of default mode on the
same logical tone in the DCCH will follow the same report pattern but the segments will
be shifted by two, thus' the third WT uses indexed segments 3305. In Figure 32,

segment with index = 39 is reserved.

[00165] Figure 33 provides a representation corresponding to the replacement of
the first superslot of a beaconslot corresponding to table 3299, e.g., segment 3300
replaces segment 3200 and/or segment 3303 replaces segment 3203. In Figure 32, for .
each superslot, one or two seginents are alldcated to an exemplary wireless terminal
using split-tone DCCH format, and the location of the allocated segments varies
depending on the superslot of the beaconslot. For example, in the first superslot, two
_segments (3200 3203) are allocated correspondmg to the first and fourth DCCH
‘_segments of the superslots in the second superslot two segments (3206 3209) are
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allocated corresponding to the 2" and 5th DCCH segments of the superslot; in the third
_superslot, one segment 3213 is allocated corresponding to the third DCCH segment of
the superslot. In some embodirﬁents, segment 3300, when used, is used to replace the
first scheduled DCCH segment of a superslot and segment 3303, when used, is used to
replace the second scheduled DCCH segment of a superslot. For example, segment
3300 may replace segment 3206 and/or segment 3303 may replace segment 3309. As

another example, segment 3300 may replace segment 3212.

[00166] Insome embodiments, the 5 bit absolute report of DL SNR (DLSNRS5)
follows the same format in split-tone format default mode as used in the full-tone format
default mode. In some such embodiments, there is an exception such that the default
value of NumConsecutivePreferred is different in the split-tone format than in the full-
tone format, e.g., 6 in the split tone format default mode vs 10 in the full tone format

default mode. .

[00167] In some embodiments, the 3 bit DLDSNRS3 report follows the same
format in the split-tone format default mode as used in the full-tone format default
mode. In some embodiments, the 4 bit DLSSNR4 report follows the same format in the

split-tone format default mode as used in the full-tone format default mode.

-[00168]  In some embodiments, the 4 bit uplink transmission backoff report
(ULTxBKF4) of the split tone format default mode is generated similarly to the
ULTxBKFS5 of full tone format default mode, except table 3500 of Figure 35 is used for
the report.

[00169] Figure 35 is a table 3500 identifying bit format and interpretations
associated with each of 16 bit patterns for an exemplary 4 bit uplink transmission
backoff report (ULTxBKF4), in accordance with the present invention. First column
3502 identifies the bit pattern and bit ordering, most significant bit to least significant
bit. Second column 3504 identifies the reported WT uplink DCCH Backoff report
values in dBs corresponding to each bit pattern each bit pattern. In this exemplary

embodiment 16 distinct levels can be reported ranging from 6dB to 36dBs. A wireless
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terminal calculates wtULDCCHBackoff, e.g., as indicated above, selects the closest

entry in table 3500 and uses that bit pattern for the report.

[00170] In some embodiments, the 4 bit DLBNR4 report follows the same format
in the split-tone format default mode as used in the full-tone format default mode. In
some embodiments, the 3 bit ULRQST3 report fqllows the same format in the split-tone
format default mode as used in the full-tone format default mode. In some
embodiments, the 4 bit ULRQST4 report follows the same format in the split-tone

format default mode as used in the full-tone format default mode.

[00171] In various embodiments, of the present invention, a flexible report is
included in the DCCH in the split-tone format in the default mode, such that the WT
decides which type of report to communicate and, the type of report can change from
one flexible reporting opportunity to the next for a given WT using its allocated

dedicated control channel segments.

[00172] In an exemplary 'embodimen;t,' the WT uses a 1 bit type report (TYPE1)
to indicate the type of rep\ort selected by the WT to be communicated in a 4 bit body
report (BODY4) of the same DCCH segment including both the TYPE1 and BODY4
reports. Table 3600 of Figure 36 is an example of mapping between TYPE!1 report
information bits and the type of report carried by the corresponding BODY4 report.
First column 3602 indicates the two possible bit patterns for the 1 bit TYPEI report
Second column 3604 indicates the type of report to be carried in the BODY4 report of
the same uplink dedicated control channel segment corresponding to the TYPEI report.
Table 3600 indicates that: bit pattern 0 indicates that BODY4 report will be an
ULRQSTA4 report, Bit pattern 01 .indicates the BODY4 report will be a Reserved report.

[00173] Insome embodiments,a WT selects the TYPE] and BODY4 reports by
assessing the relative importance if the different types of reports from among which the
selection may occur, e.g., the reports listed in table 3600. In some embodiments, the

WT can select the TYPE] independently from one segment to another.
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[00174] In some embodiments, the encoding and modulation scheme used when
the uplink dedicated control channel segment uses the full-tone format is different than
the encoding and modulation scheme used when the uplink dedicated control channel

segment uses the split-tone format.

[00175] An exemplary ﬁljst method used for encoding and modulation when the
dedicated contro! channel segment uses the full-tone format will now be described. Let
bs, ba, bs, by, by, and by denote the information bits to be transmitted in the uplink
dedicated control channel segment, where bs is the most significant bit and bo is'thc
least significant bit. Define cacyco = (bsbabs).~(bobbg), where » is a bit-wise logical OR
operation. The WT determines a group of seven modulation-symbols from information
bit groups bsbsbs according to Table 3700 of Figure 37. Table 3700 is an exemplary
specification of uplink dedicated control channel segment modulation coding in full-
tone format. First column 3702 of table 3700 includes bit patterns for 3 ordered
information bits; second column 3704 includes corresponding sets of seven ordered

coded modulation symbols, each set corresponding to a different possible bit pattern.

[00176] The seven modulation-symﬁols determined from bsbsb; are to be the
seven most significant coded modulation-symbols of the output of the coding and

modulation operation.

{00177] The WT determines a group of seven modulation-symbols from
information bit groups by b by similarly using table 3700, and uses the seven
modulation-symbols obtained as the next most significant coded modulation-symbols of

the output of the encoding and modulation operation.

[00178] The WT determines a group of seven modulation-symbols from
information bit groups cac1co similarly using table 3700, and use the seven modulation-
symbols obtained as the least significant coded modulati'on—symbols of the output of the

coding and modulation operation.

[00179] An exemplary second method used for encodlng and modulation when

the dedicated eonirol channel segment uses the spht—tone format will now be descrlbed :
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Let by, bg, bs, by, ba, by, by, and by denote the information bits to be fransmitted in the
uplink dedicated control channel segment, where b7 is the most significant bit and by is
the least significant bit. Define c3c2¢i1Co = (bsbgbsba)."(bsbzb by), where .” is a bit-wise
logical OR operation. The WT determines a group of seven modulation-symbols from
information bit groups b;bgbsbs according to Table 3800 of Figure 38. Table 3800 is an
exemplary specification of uplink dedicated control channel segment modulation cbding
in split-tone format. First column 3802 of taﬁle 3800 includes bit patterns for 4 ordered
information bits; second column 3§O4 includes corresponding sets of seven ordered

coded modulation symbols, each set corresponding to a different possible bit pattern.

[00180] The seven modulation-symbbls determined from bsbgbsb, are to be the
seven most significant coded modulation-symbols of the output of the coding and

modulation operation.

[00181] The WT determines a group of seven modulation-symbols from
information bit groups bsb, b, bg similarly using table 3800, and uses the seven
modulation-symbols obtained as the next most significant coded rnodulation-symbdls of

the output of the encoding and modulation operation.

[00182] The WT determines a group of seven modulation-symbols from
information bit groups ¢3¢ cico similarly using table 3800, and uses the seven
modulation-symbols obtained as the least significant coded modulation-éymbols of the

output of the coding and modulation operation.

[00183] Figure 39 is a drawing of a table 3900 illustrating exemplary wireless
terminal uplink traffic channel frame request group queue count information. Each
wireless terminal maintains and updates its request group count information. In this
exemplary embodiment there are four request groups (RGO, RG1, RG2, RG3). Other
embodiments may use different numbers of request groups. In some embodiments,
different WTs in the system may have different numbers of request groups. First
column 3902 lists queue element index and second column 3904 lists queue element

, value First row 3906 1ndlcates that N[O] = the number of MAC frames that the WT
" ‘ ‘mtends to transmit for request group 0 (RGO), second fow 3908 indicates that N[l] =
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the number of MAC frames that the WT intends to transmit for request group 1 (RG1);
third row indicates that N[2] = the number of MAC frames that the WT intends to
fransmit for request group 2; fourth row 3912 indicates that N[3] = the number of MAC

frames that the WT intends to transmit for request group 3.

[00184] Drawing 4000 of Figure 40 includes an exemplary set of four request
group queues (4002, 4004, 4006, 4008) being maintained by a wireless terminal, in
accordance with an exemplary embodiment of the present invention. Queue 0 4002 is
the queue for request group 0 information. Queue 0 information 4002 includes a count
of the total number of frames, e.g., MAC frames, of queue 0 traffic (N[0]) that the WT
intends to transmit 4010 and the corresponding frames of uplink traffic (frame 1 4012,
frame 2, 4014, frame 3 4016, ..., frame Ny 4018). Queue 1 4004 is the queue for request
group 1 information. Queue 1 information 4004 includes a count of the total number of
frames, e.g., MAC frames, of queue 1 traffic (N[1]) that the WT intends to transmit
4020 and the correspondlng frames of uplink traffic (frame 1 4022 frame 2, 4024,
frame 3 4026, ..., frame N; 4028). Queue 2 4006 is the queue for request group 2
information. Queue 2 information 4006 includes a count of the total number of frames,
e.g., MAC frames, of queue 2 traffic (N[2]) that the WT intends to transmit 4030 and
the corresponding frames of uplink traffic (frame 1 4032, frame 2, 4034, frame 3 4036,

., frame N, 4038). Queue 3 4008 is the queue for request group 3 information. Queue
3 information 4008 includes a count of the total number of frames, e.g., MAC frames, of
queue 3 traffic (N[3]) that the WT intends to transmit 4040 and the corresponding
frames of uplink traffic (frame 1 4042, frame 2, 4044, frame 3 4046, ..., frame N3 4048).
In some embodiments, the request queues, for at least some wireless terminals, are
priority queues. For example, in some embpdimehts, request group 0 queue 4002 is
used for the highest priority traffic, request group 1 queue 4004 is used for the 2™
hi ghest priority traffic, request group 2 queue 4006 is used for the third highest priority
traffic, and request group 3 queue 4008 is used for the lowest priority tréfﬁc, from the

perspective of the individual wireless terminal.

[00185] Insome embodiments, the traffic in at least some request queues during
at least some times for at least some w1reless termmals have dlfferent pnormes In

‘some embodlments priority is onc factor cons1dered whei mappmg a traffic flow to a
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-request queue. In some embodiments, priority is one factor considered when
scheduling/transmitting traffic. In some embodiments, priority is representative of
relative importance. In some embodiments, all other factors being equal, traffic
belonging to a higher priority is scheduled/transmitted more often than traffic belonging

to lower priorities.

[00186] Drawing 4052 of Figure 40 illustrates exemplary mapping for a first WT, -
WT A, of uplink data stream traffic flows to its request group queues. First column
4054 includes iﬁformation type of the data stream traffic flow; second column 4056
includes the identified queue (request group); third column 4058 includes commenfs.
First row 4060 indicates that control information is mapped to request group 0 queue.
Flows mapped to the request group 0 queue are considered high priority, have strict
latency requirements, require low latency and/or have low bandwidth requirements.
Second row 4062 indicates that voice information is mapped to request group 1 queue.
Flows mapped to thé request group 1 queue. also require low latency but have a lower
priority level than request group 0. Third row 4064 indicates that gaming and audio
stream application A is mapped to request group 2 queue. For flows mapped to the
request group 2, latency is somewhat important and the bandwidth requirements are
slightly higher than for voice. Fourth row 4066 indicates that FTP, web browsing, and
video stream application A are mapped to request gi:oup 3 queue. Flows mapped to the

request group 3, are delay insensitive and/or require high bandwidth.

[00187] Drawing 4072 of Figure 40 illustrates exemplary mapping for a second
WT, WTB, of uplink data stream tra;fﬁc flows to its request group qu'eués. First column
4074 includes information type of the data s&eam traffic flow; second column 4076
includes the identified queue (request group); third column 4078 includes conunenté.
First row 4080 indicates that control information is mappeéd to request group 0 queue.
Flows mapped to the request group 0 queue are considered high priority, have strict |
latency requirements, require low latency and/or have low bandwidth requirements.
Second row 4082 indicates that voice and audio stream application A information are
mapped to request group 1 queue. Flows mapped to the request group 1 queue also
require low latency but have a lower priority level than request group 0. Third row

4084 indicates that gaming and audio stream application B, and im?ge étrbam :
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application A are mapped to request group 2 queue. For flows mapped to the request
group 2, latency is somewhat important and the bandwidth requirements are slightly
higher than for voice. Fourth row 4086 indicates that FTP, web browsing, and image
stream application B are mapped to request .group 3 queue. Flows mapped to the

request group 3, are delay insensitive and/or require high bandwidth.

{00188] It should be noted the WT A and WT B use different mapping from their
uplink data stream traffic flows to their set of request group queues. For example audio
stream application A is mapped to request group queue 2 for WTA, while the same
audio stream application A is mapped to request gfoup queue 1 for WTB. In addition,
different WTs may have different types of uplink data stream traffic flows. For
example, WT B includes an audio stream application B that is not included for WT A.
This approach, in accordance with the present invention, allows each WT to custornize
and/or optimize its request queue mapping to match the different types of data being
communicated via its uplink traffic channel segments. For example, a mobile node such
as a voice and text message cell phone has different types of data streams than a mobile
data terminal used primarily for on-line gaming and web browsing, and would typically

have a different mapping of data streams to request group queues.

[00189] In some embodiments, the mapping from uplink data stream traffic flows
to request group queues for a WT may change with time. Drawing 4001 of Figure 40A
illustrates exemplary mapping for a WT C at a first time T1, of uplink data stream
traffic flows to its request group queues. First column 4003 includes information type
of the data stream traffic flow; second column 4005 includes the identified queue
(request group); third column 4607 includes comments. First row 4009 indicates that
control information is mapped to request group 0 quene. Flows mapped to the request
group 0 queue are considered high priority, have strict latency requirements, require low
latency and/or have low bandwidth requirements. Second row 4011 indicates that voice
information is mapped to request group 1 queue. Flows mapped to the request group 1
queue also require low latency but have a lower priority level than request group 0.
Third row 4013 indicates that gaming and audio stream application A is mapped to
request group 2 queue. For flows mapped to the request group 2, latency is somewhat

’ important and the bandwidth’ re'quife’merits‘aré slightly higher than for (vo'lic‘e:f.- F(;urih .
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row 4015 indicates that FTP, web browsing, and video stream applicatioﬁ A are mapped
to request group 3 queue. Flows mapped to the request group 3, are delay insensitive

and/or require high bandwidth.

[00190] Drawing 4017 of Figure 40A illustrates exemplary mapping for a WT C
at a-second time T2, of uplink data stream traffic flows to its request group queues.
First column 4019 includes information type of the data stream traffic flow; second
column 4021 includes the identified queue (request group); third column 4023 includes
comments. First row 4025 indicates that control information is mapped to request group
0 queue. Flows mapped to the request group 0 queue are considered high priority, have
strict latency requirements, require low latency and/or have low bandwidth
requirements. Second row 4027 indicates that voice application and a gaming
application is mapped to reqliest group 1 queue. Flows mapped to the request group 1
queue also require low latency but have a lower priority level than request group 0.
Third row 4029 indicates that video streaming application A is mapped to request group
2 queue. For flows mapped to the request group 2, latency is somewhat important and
the bandwidth retlﬁirements are slightly higher than for voice. F ourth row 4031
indicates that FTP, web browsing and video streaming application B are mapped to
request group 3 queue. Flows mapped to the request group 3, are delay insensitive

and/or require high bandwidth.

[00191] Drawing 4033 of Figure 73 illustrates exemplary mapping for a WT C at
a third time T3, of uplink data stream traffic flows to its request group queues. First
column 4035 includes information type of the data stream traffic flow; second column
4037 includes the identified queue (request group); third column 4039 includes
comments. First row 4041 indicates that control information.is mapped to request group
0 queue. Flows mapped to the request group 0 queue are considered high priority, have
strict latency recjuirements, require low laten_cy and/or have low bandwidth
requirements. Second row 4043 and third row 4045 indicate that no data traffic
applications are mapped to request group 1 and request group 2 queues, respectively.
Fourth row 4047 indicates that FTP and web browsing are mapped to request group 3
queue. Flows mapped to the request group 3, are delay insensitivg: and/or require high
gdwidt, S "
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[00192] It should be noted WT C uses different mappings from their uplink data
stream traffic flows to their set of request groﬁp queues at the three times T1, T2 and
T3. For example audio stream appliéation Ais mapped to request group queue 2 at time
T1, while the same audio stream application A is mapped to request group queue 1 at
time T2. In addition, the WT may have different types of uplink data stream traffic
flows at different times. For example, at time T2, the WT includes a video stream
application B that is not included at time Tl'. In addition, the WT may have no uplink
data stream traffic ﬂoWs mapped to a specific request group queue at a given time. For
example, at time T3, there are no uplink data stream traffic flows that are mapped to
request group queues 1 and 2. This approach, in accordance with the present invention,
allows each WT to customize and/or 6ptirnize its request queue mapping to match the
different types of data being communicated via its uplink traffic channel segments at

any time.

[00193] Figure 41 illustrates an exemplary request group queue structure,
multiple request dictionaries, a plurality of types of uplink traffic channel request
reports, and grouping of sets of queues in accordance with exemplary formats used for
each of the types of reports. In this exemplary embodiment, there are four request group
queues for a given wireless terminal. The exemplary structure accommodates four
request dictionaries. The exemplary structure uses three types of uplink traffic channel

request reports (a 1 bit report, a 3-bit report, and a 4-bit report).

[00194]  Figure 41 includes: exemplary queue 0 (request group 0) information
4102 which includes the total number of frames, e.g., MAC frames, of queue O traffic
that an exemplary WT intends to transmit (N [0]) 4110, exemplary queue 1 (request
group 1) information 4104 which includes the total number of frames, e.g., MAC
frames, of quéue I traffic that an exemplary WT intends to transmit (N[1]) 4112,

‘exemplary queue 2 (request group 2) information 4106 which includes the total number
of frames, e.g., MAC frames, of queue 2 traffic that an exemplary WT intends to
transmit (N{2]) 4114, and exemplary queue 3 (request group 3) information 4108 which
1nc1udes the total number of frames e.g, MAC frames, of queue 3 trafﬁc that an -

exemplary WT mtends to transmlt (N [3]) 41 16. _The set of queue 0 info 4102 queuc 1.
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info 4104, queue 2 info 4106 and queue 3 info 4108 correspond to one WT in the
system. Each WT in the system maintains its set of queues, tracking uplmk traffic

frames that it may mtend to transmit.

[00195] Table 4118 identifies grouping of queue sets used by different types of
request reports as a function of the dictionary in use. Column 4120 identifies the
dictioriary. The first type of exemﬁlary report is, €.g., a 1 bit information report.
Column 4122 identifies the first set of queues used for first type reports. The first set of
queues is the set {queue 0 and queue 1} for the first type of report irrespective of the
request dictionary. Column 4124 identifies the second set of queues used for second
type reports. The second set of queues is the set {queue 0} for the second type of report
irrespective of the request dictionary. Column 4126 identifies the third set of queues
used for second type reports. The third set of queues is: (i) the set {queue 1, queue 2,
queue 3} for the second type of report for request dictionary 0, (ii) the set of {queue 2}
for the second type of report for request dictionary 1, and (iii) the set of {queue 1} for
the second type of report for dictionary 2 and 3. The third type of report uses a fourth
and fifth set of queues for each dictionary. The third type of report uses a sixth set of
queues for dictionaries 1, 2, and 3. The third type of report uses a seventh set of queues
for dictionary 3. Column 4128 identifies that the fourth set of queues for the third type
of report is the set {queue 0} irrespective of the dictionary. Column 4'1 30 identifies that
the fifth set of queues for the third type of report is the set {queue 1, queue 2, queue 3}
for dictionary 0 the set {queue 2} for dlctlonary 1, the set {queue 1} for dictionaries 2
and 3. Column 4132 identifies that the sixth set of queues for the third type of report is
the set {queue 1, queue 3} for dictionary 1, the set {queue 2, queue 3} for dictionary 2,
and the set {queue 2} for dictionary 3. Column 4134 identifies that the seventh set of
queues for the third type of report is the set {queue 3} for dictionary 3.

[00196] As an example, the (first, second, and third) types of reports. may be the
exemplary (ULRQST1, ULRQST3, and ULRQST4) reports, respectively, of Figures
16-25. The sets of queues used (See table 4118) will be described with respect to the
dictionary 0 for the exemplary ULRQST1, ULRQST3, and ULRQST 4. First set of
queues {queue 0, queue 1} corresponds to ULRQSTI usmg N[O] + N[l] in table 1600,

' Ce.g, an ULRQST1 =1 indicates. that N[0]+N[1]>0 Queue stats of second set of queues' o
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{queue 0} and third set of queues {queue 1, queue 2, quene 3} are jointly coded in an
ULRQST?; - Second set of queues {queue 0} corresponds to an ULRQST3 which uses
N[0] as the first jointly coded element in table 1900, e.g., an ULRQST3 = 001 indicates
N[0}=0. Third set of queunes {queue 1, queue 2, queue 3} corresponds to an ULRQST3
whiéh uses (N[1]+N[2]+N[3]) as the second jointly coded element in table 1900, e.g.,
an ULRQST3 = 001 indicates ceil((N[1] + N[2] + N[3])/y) = 1. Queue stats of fourth
set of queues {queue 0} or the fifth set of queues {queue 1, queue 2, queue 3} are coded
in an ULRQST4. The fourth set of queues corresponds to ULRQST4 using N[0] in
table 1800, e.g., an ULRQST4= 0010 indicates that NI[0] >=4. The fifth set of queues
corresponds to ULRQST4 using N[1] + N[2] + N[3] in table 1800, e.g.,an ULRQST4 =
0011 indicates ceil((N[1] + N[2] + NBD/Y) =1. .

[00197] In the exemplary embodiment where (first type, second, and third) types
of reports are the exemplary (ULRQST]1, ULRQSTS3, and ULRQST4) reports of Figures
16-235, the first type of report is independent of request dictionary and uses the first set
of queues of table 4118, a second type of report communicates queue stat information
about both a second set of queues and a corresponding third set of queues from table
4118, and a third type of report communicates queue stat information about one of: a
fourth sets of queues, a corresponding fifth set of queues, a corresponding sixth set of

queues, and a corresponding seventh set of queues.

[00198) Figure 42, comprising the combination of Figure 42A, Figure 42B,
Figure 42C, Figure 42D, and Figure 42E is a flowchart 4200 of an exemplary method of
operating a wireless terminal in accordance with the present invention. Operation of the
exemplary method starts in step 4202, where the WT is powered on and initialized.
Queue definition information 4204, e.g., mapping information defining mapping of
traffic flows from various applications into MAC frames of specific request group
queues and various grouping of request groups into sets of request groups, and sets of
request dictionary information 4206 are available for use by the wireless terminal. For
example, the information 4204 and 4206 may be pre-stored in the wireless terminal in
non-volatile memory. In some embodiments, a default request dictionary from among

the plurality of available request dictionaries is used by the wireless terminaf initially,
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e.g., request dictionary 0. Operation proceeds from start step 4202 to steps 4208, 4210
and 4212, -

[00199] In step 4208 the wireless terminal maintains transmission queue stats for
a plurality of queues, e.g., request groﬁp 0 quene, request group 1 queue, reques.t group
2 queue and request group 3 queue. Step 4208 includes sub-step 4214 and sub-step
4216. In sub-step 4214, the wireless terminal increments queue stats when data to be
transmitted is added to a queue. For cxample, new packets from an uplink data stream .
flow, e.g., a voice communications session flow, are mapped as MAC frames to one of
the request groups, e.g., request group 1 queue and a queue stat, e.g., N[1] representing
the total number of request group 1 frames that the WT intends to transmit is updated.
In some embodiments, different wireless terminals use different mappings. In sub-step
4216, the WT decrements the queue stats when data to be transmitted is removed from a
queue. For example, the data to be transmitted may be removed from the queue because
the data has been transmitted, the data has been transmitted and a positive
acknowledgement was received, the data no longer needs to be transmitted because a
data validity timer has expired, or the data no longer needs to be transmitted because the

communications session has been terminated.

[00200] In step 4210, the wireless terminal generates transmission power
availabilify information. For example, the wireless terminal calculates the wireless
terminal transmission backoff power, determines a wireless terminal transmission
backoff power report value, and stores backoff power information. Stép 4210 is
performed on an ongoing basis with the stored information beirig updated, e.g., in

accordance with a D_CCH structure.

[00201] In step 4212, the wireless terminal generates transmission path loss
information for at least two physical attachment points. For example, the wireless
terminal measures received pilot and/or beacon signals from at least two physical
attachment points calculates a ratio -value, determines a beacon ratio report value, e. g,
corresponding to a generic beacon ratio report of a first or second type or a specific

beacon ratio report, and stores the beacon ratio report information. Step 4212 is
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performed on an ongoing basis with the stored information being updated, e.g. in

accordance w1th a DCCH structure.

[00202] In addition to performing step 4208, 4210 and 4212, the WT, for each
reporting opportunity in a (first, second, third) set of predetermined transmission queue
stats reporting opportunities operation goes to (sub-routine 1 4224, sub-routine 2 4238,
subroutine 3 4256), via (step 4218, step 4220, step 4222.), respectively. For example,
each first set of predetermined transmission queue stat reporting opportunities
corresponds to each one-bit uplink traffic channel request reporting opportunity in the
timing structure. For example, ifa WT is communicating over DCCH segments using
the full-tone DCCH format default mode, e.g., of Figure 10, the WT receives 16
opportunities to send ULRQST1 in a beaconslot. Continuing with the example, each
second set of predetermined transmission queue stat reporting opportunities corresponds
to each three-bit uf)link traffic channel request reporting opportunity in the timing
structure. For example, if a WT is communicating over DCCH segments using the full-
tone DCCH format default mode, e.g., of Figure 10, the WT receives 12 6pportunities to
send ULRQSTS3 in a beaconslot. Ifa WT is communicating over DCCH segments
using the split-tone DCCH format default mode, e. g., of Figure 32, the WT receives 6
opportunities to send ULRQST3 in a beaconslot. Continuing with the example, each
third set of predetermined transmission queue stat reporting opportunities corresponds
to each four-bit uplink traffic channel request reporting opportunity in the timing
structure. For example, ifa WT is communicating over DCCH segments using the full-
tone DCCH format default mede, e.g., of Figure 10, the WT receives 9 opportunities to
send ULRQST4 in a beaconslot. Ifa WT is’communicating over DCCH segments
using the split-tone DCCH format default mode, e.g., of Figure 32, the WT receives 6
opportunities to send ULRQST4 in a beaconslot. For each flexible report in which the
WT decides to send an ULRQST4, operation also goes to sub-routine 4256 via

‘connecting node 4222.

[00203] Exemplary traffic availability subroutine 1 4224 will now be described.
Operation starts in step 4226, and the WT receives backlog information for a first set of
queues, e.g. the set of {Queue 0, Queue 1} where the 1nformat10n received is N[0] +

N[l] Operatlon proceeds from step 4326 to step 4230,
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[00204] In step 4230, the WT checks if there is a backlog of traffic in the first set
of queues. If there is no backlog in the first set of queues, N[0] + N[1] =0, then
operation proceeds from step 4230 to step 4234, where the WT transmits a first number
of information bits, e.g., 1 information bit, indicating no traffic backlogin the first set of
queues, e.g. the information bit is set equal to 0. Alternatively, if there is a backlog' in
the first set of queues, N[0] + N[l] > 0, then operation proceeds from step 4230 to step
4232, where the WT transmits a first number of information bits, e.g., 1 information bit,
indicating a traffic backiog in the ﬁrst. set of queues, ¢.g. the information bit is set equal

to 1. Operation proceeds from either step 4232 or step 4234 to return step 4236.

[00205] Exemplafy traffic availability subroutine 2 4238 will now be described.
Operation starts in step 4240, and the WT receives backlog information for a second set
of queues, e.g. the set of {Queue 0} where the information received is NI[O]. In step
4240, the WT also receives backlog infofmation for a-third set of queues, e.g., the set
{queue 1, queue2, queue3} or {queue 2} or {queue 1} depending on the request

’dicﬁonary in use by the WT. For example, corresponding to dictionary (1, 2, 3, 4), the
WT may receive (N[1] + N[2] + N[3], N[2], N[1], N[1]), respectively. Operation )
proceeds from step 4240 to step 4246.

[00206] In step 4246, the WT jointly encodes the'backlog' information
correspo;lding to the second and third sets of queues into a second predetermined
number of information bits, e.g., 3, said joint encoding optionally including
quantization. In some embodiments, for at least some request dictionaries sub-step
4248 and sub-step 4250 are performed as part of step 4246. In some embodiments, for
at least some request dictionaries for at least some iterations of step 4246, sub-step 4248
and sub-step 4250 are performed as part of step 4246. Sub-step 4248 directs operation
to a quantization level control factor subroutine. Sub-step 4250 calculates a
quantization level as a function of a determihed control factor. For example, consider
exemplary ULRQSTS3 using default request dictionary 0 as shown in Figure 19. In that

exemplary case each of the quantization levels are calculated as a function of control

factor y. In'such an exemplary embodlment sub—steps 4248 and 4250 are performed in =~

\determlmng the 1nformat10n bit pattem to- place in the ULRQST3 report Altematlvely,
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consider exemplary ULRQSTS3 using request dictionary 1 as shown in Figure 21. In
that case, none of the quantization levels are calculated as a function of a control factor,

€.8. ¥y or z, and therefore sub-step 4248 and 4250 are not performed.

[00207] Operation proceeds from step 4246 to step 4252, where the WT transmits
the jointly coded backlog information for the second and third sets of queues using the
second predetermined number of information bits, e.g., 3 information bits. Operation

proceeds from step 4252 to return step 4254,

[00208] Exemplary traffic availability subroutine 3 4256 will now be described.
Operation starts in step 4258, and the WT receives backlog information for a fourth set
of queues, e.g. the set of {Queue 0} where the information received is N[0]. In step
4240, the WT also receives backlog information for a fifth set of queues, e.g., the set
{queue 1, queue2, quéuc3} or {queue 2} or {queue 1} depending on the request
dictionary in use by the WT. For example, corresponding to dictionary (0, 1, 2, 3), the
WT may receive (N[1] + N[2] + N[3], N[2], N[1], N[1]), respectively. In step 4240, the
WT may also receives backlog information for a sixth set of queues, e. g., the set {queue
1, queue3} or {queue 2, queue3} or {queue 2} depending on the request dictionary in
use by the WT. For example, corresponding to dictionary (1, 2, 3), the WT may receive
(N[1]+ N[3], N[2] + N[3], N[2]), respectively. In step 4240, the WT may also receive
backlog information for a seventh set of queues, €.g., the set {queue 3} if request

dictionary 3 is in use by the WT. Operation proceeds from step 4258 to step 4266.

[09209] In step 4268, the WT encodes the backlog information corresponding to
one of the fourth, fifth, sixth, and seventh sets of queues into a third predetermined
number of information bits, e.g., 4, said encoding optlonally including quantization. In
some embodlments for at least some request dlctlonarles sub-step 4270 and sub-step
4272 are performed as part of step 4268. In some embodiments, for at least some
request dictionaries for at least some iterations of step 4268, sub-step 4270 and sub-step
4272 are performed as part of step 4268. Sub-step 4270 directs operation to a
quantization level control factor subroutine. . Sub-step 4272 calculates a quantization

level as a function of a determined control factor.
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[00210] Operation proceeds from step 4268 to step 4274, where the WT transmits
the coded backlog information for one of the fourth, fifth, sixth, and seventh sets of
queues using the third predetermined number of information bits, e.g., 4 information

bits. Operation proceeds from step 4274 to return step 4276.

[00211] Exemijlary quantization level control factor subroutine 4278 will now be
described. In some embodiments, the exemplary quantization level control factor
subroutine 4278 implementation includes the use of table 1700 of Figure 17. First
column 1702 lists a condition; second column 1704 lists the corresponding value of
output control parameter y; third column 1706 lists the correspondihg value of output
control parameter Z. Operation starts in step 4279, and the Subroutine receives power
information 4280, e.g., the last DCCH transmitter power backoff report, and path loss
information 4282, e.g., the last reported beacon ratio report. Operation proceeds from
step 4279 to step 4284, where the WT checks as to whether or not the power
information and path loss information satisfy a first criteria. For example, the first
criteria is in an exemplary embodiment: (x>28) AND (b$=9), where x is the value in
dBs of the most recent uplink transmission power backoff report, e.g., ULTxBKF5 and
b is the value in dBs of the most recent downlink beacon ratio report, e.g., DLBNR4. If
the first criteria is satisfied, then operationl proceeds from step 4284 to step 4286;

however if the first criteria is not satisfied, operation proceeds to step 4288.

[00212] In step 4286, the wireless terminal sets control factors, e.g. the set {Y,
Z}, to a first predetermined set of values, e.g., Y =Y1, Z=Z1, where Y1 and Z1 are

positive integers. In one exemplary embodiment, Y1 =2 and Z1 = 10.

[00213] Returning to step 4288, in step 4288 the WT checks as to whether or not
the power information and path loss information satisfy a second criteria. For example
in an exemplary embodiment, the second criteria is (x>27) AND (b>=8). Ifthe second
criteria is satisfied, then operation proceeds from step 4288 to step 4290, where the
wireless terminal sets control factors, e.g. the set {Y, Z}, to a second predetermined set
of values, e.g., Y =Y2, Z= Z2, where Y2 and Z2 are positive iﬁtcgcrs. In one
exemplary embodlrnent Y2 2 and Z2 =9. If the second cnterla is not satisfied

‘ ‘Yoperatlon proceeds o another cnterla checkmg step where, dependmg on whcther or not ’
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the criteria is satisfied, the control factor are set to predetermined values. or testing is

continued.

" [00214] Thcre. are a fixed number of test criteria, utilized in the quantizaﬁon level
control factor subroutine. If none of the first N-1 test criteria are satisfied, operation
proceeds to step 4292, where the wireless terminal tests as to whether or not the power
information and path loss information sat'isfy an Nth criteria. For example in an
exemplary embodiment where N=9, the Nth criteria is (x>12) and (b< -5). If the Nth
criteria is satisfied, then operation prdceeds from step 4292 to step 4294, where the
wireless terminal sets control factors, e. g. the set {Y, Z}, to a Nth predetermined set of
values, e.g., Y = YN, Z= ZN, where YN and ZN are positive integers. In one exemplary
embodiment, YN = 1 and ZN = 2. If the Nth criteria is not satisfied, the wireless
terminal sets control factors, e. g., the set' {Y, Z} to a (N+1)th predetermined set of
values, e.g., a default set Y =YD, Z = ZD, where YD and ZD are positive integers. In
one exemplary embodiment, YD=1and ZD=1.

[00215] Operation proceeds from step 4286, step 4290, other control factor
setting steps, step 4294 or step 4296 to step 4298. In step 4298, the WT returns at least

one control factor value, e.g., Y and/or Z.

[00216] Figure 43 is a flowchart 4300 of an exemplary method of operating a
wireless terminal in accordance with the present invention. Operation starts in step
4302, where the wireless terminal is powered on, initialized, has established a

connection with a base station. Operation proceeds from start step 4302 to step 4304.

[00217] Im stei:a 4304, the wireless terminal determines whether the WT is
operating in a full-tone forma;t DCCH mode or a split-tone format DCCH mode. For
each DCCH segment allocated to the WT in full-tone format DCCH mode, the WT
proceeds from step 4304 to step 4306. For each DCCH segment allocated to the WT in
split-tone format DCCH mode, the WT proceeds from step 4304 to step 4308.

- [00218] Instep 4306, the WT dctcrmmcs a set of 21 codcd modulatlon-symbol
- values from 6 1nformat1on bits (b5 b4 b3 b2, bl, bO) Step 4306 mcludes sub- steps
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4312, 4314, 4316, and 4318. In sub-step 4312, the WT determines 3 additional bits (c2,
cl, c0) as a function of the 6 information bits. For example, in one exemplary
embodiment, c2¢1c0 = (b5b4b3).A(b2b1b0) where .~ is a bit wise eécclusive OR
operétion. Operation proceeds from step 4312 to step 4314. In sub-step 43 14, the WT
determines the seven most-significant modulation symbols using a first mapping
function and 3 bits (b3, b4, b3) as input. Operation proceeds from sub-step 4314 to sub-
step4316. In sub-stép 4316, the WT determines the seven next most significant
modulation symbols using the first mappingAﬁmction and 3 bits (b2, bl, b0) as input.
Operation proceeds from sub-step 4316 to sub-step 4318. In sub-step 4318, the wT
determines the seven least-significant modulation symbol using the first mapping

function and 3 bits (¢2, ¢1, c0) as input.

100219] 1Instep 4308, the WT determines a set of 21 coded mbdulation—éymbol
values from 8 information bits (b7, b6, b3, b4, b3, b2, bl, b0). St_ep 4308 includes sub-
steps 4320, 4322, 4324, and 4326. In sub-step 4320, the WT determines 4 additi?n_al
bits (c3, ¢2, cl, ¢0) as a function of the 8 information bits. For example, in one
exemplary embodiment, c3¢2c1c0 = (b7b6b5b4).A(b3b2b1b0) where ./ is a bit wise
exclusive OR operation. Operation proceeds from step 4320 to step 4322. In sub-step -
4322, the WT determines the seven most-significant modulation symbols using a second
mapping function and 4 bits (b7, b6, b5, bd) as input. Oﬁ'era,tion proceeds from sub-step
4322 to sub-step 4324. In sub-step 4324, the WT determines the seven next most
significant modulation symbbls using the second mapping function and 4 bits (b3, b2,
bl, b0) as input. Operation proceeds from sub-step 4324 to sub-step 4326. In sub-step
4326, the WT determines the seven least-significant modulation symbol using the

‘second mapping function and 4 bits (c3, c2, c1, c0) as input.

[00220] For each DCCH segment allocated to the wireless terminal, operation
proceeds from either step 4306 or stép 4308 to step 4310. In stép 4310, the wireless

terminal transmits the twenty-one determined modulation symbols of the segment.

[00221] In some embodiments, each DCCH segment corresponds to 21 OFDM
tone symbols each tonc—symbol of the DCCH segment using the same single loglcal
' tone in-the uphnk tlmmg and. frequency structure. The loglcal tone may be hopped

_5Q_



WO 2007/075728 PCT/US2006/048501

during a DCCH segment, e.g., the same logical tone may corresponds to three different
physical tones in the uplink tone block being used for the connection, with each
physical tone remaining the same for seven successive OFDM symbo! transmission

time periods.

[00222] Inone exempblary embodiment, each segment corresponds to multiple
DCCH reports. In one exemplary embodiment, the first mapping function 1s
represented by table 3700 of Figure 37, and the second mapping function is represented
by table 3800 of Figure 38. '

[00223] Figure 44 is a flowchart 4400 of an exemplary method of operating a
wireless terminal to report control information in'accordance with the present invention.
Operation starts in step 4402, where the wireless terminétl is powered up and initialized.
Operation proceeds from start step 4402 to step 4404. In step 4404, the WT checks as
to whether or not one of the following has occurred: (i) a transition from a first mode of
WT operation to a second mode of WT operation and (ii) a handoff operation from a
first connection to a second connection while remaining in the second mode of
operation. In some émbodimcnts, the second mode of operatioﬁ is an ON mode of
operation and said first mode of operation is one of a hold mode of operation, a sleep
mode of operation, and an ACCESS mode of operation. In some embodiments, during
the ON mode of operation, the wireless terminal can transmit user data on an uplink and
during the hold and sleep modes of operation the wireless terminal is precluded from
transmitting user data on said uplink. If one of the conditions checked for in step 4404
has occurred, 6peration proceeds to step 4406; otherwise, operation proceeds back to

step 4404 where the checks are again performed.

[00224] In step 4406, the WT transmits an initial control information report set,
said transmission of the initial control information report set having a first duration
equal to a first time period. In some embodiments, the initial control information report
set can include-one or a plurality of reports. Operation proceeds from step 4406 to step
4408. In step 4408, the WT checks as to whether or not the WT is in the 2 mode of
operatxon If the WT is in the second mode of operation, operatlon proceeds from step

- 4408 to step 4410 otherwwe ‘opération proceeds to- step 4404
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[00225] In step 4410, the WT transmits a first additional control information
‘report set, said transmission of the first additional control information report set fora
period of time which is the same as first time period, the first additional control
information report set being different than from said initial control information report
set. In some embodiments, the initial control information report set is different from the
first additional control information report set due to the initial and first additional
control information report sets having different formats. In some embodiments, the
initial control information report set includes at least one report that is not included in
the first additional control information report set. In some such embodiments, the initial
control information report set includes at least two reports that are not included in the
first additional control information report set, In some embodiments, the at least one
report that is pot included in the first additional control information report set is one of
an interference report and a wireless terminal transmission power availability report.
Operation proceeds from step 4410 to step 4412. In step 4412, the WT checks as to
whether or not the WT is in the 2" mode of operation. If the WT is in the second mode
of operation, operation proceeds from step 4412 to step 4414; otherwise operation

proceeds to step 4404.

[00226] In step 4414, the WT transmits a sécond a&ditional control information
report set for a period of time which is the same as said first time period, said second
additional control information report including at least one report that is not included in
said first additional control information réport set. Operation proceeds from step 4414
to step 4416. In step 4416, the WT checks as to whether or not the WT is in the 2™
mode of operation. If the WT is in the second mode of operation, operation proceeds

from step 4416 to step 4410; otherwise operation proceeds to step 4404.

[00227] Figures 45 and 46 are used to illustrate an exemplary embodiment of the
present invention. Figures 45 and 46 are applicable to some embodiments discussed '
with respect to ﬂowchart 4400 of Figure 44. Drawing 4560 of Figure 45 includes a
initial control information report set 4502, followed by a first additional control
mformatmn report set 45 04, followed by a second additional control information report :

set 45 06, followed by a.2" iteration of first add1t10nal control mformatlon report set
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4508 , followed by a o Jteration of second additional control information 4510. Each
contr.ol information report set (4502, 4504, 4506, 4508, 4510) has a corresponding
transmission time period (4512, 45 14, 4516, 4518, 4520), respectively, where the
duration of each of the time periods (4512, 4514, 4516, 4518, 4520) is the same, the

duration being 105 OFDM symbol transmission time periods.

[00228] Dotted line 4522 indicates that an event occurred slightly previous to the
transmission of the initial control information repoﬁ set transmission, the event being
one of (i) a mode transition from an access mode as indicated by block 4524 to an ON
state as indicated by block 4526, (ii) a mode transition from a HOLD state as indicated
by block 4528 to an ON state as indicated By block 4530, and (iii) a handoff operatio'n
from a first connection in an ON state as indicated by block 4532 to a second

connection in an ON state as indicated by block 4534.

[00229] Asan eiample, initial control information report set 4502, first additional
control information report set 4504 and second control information report set 4506 may
be communicated during a first beaconslot, while 2" jteration of first additional control
information report set 4508 and 2 iteljation of second additional control infromation
report set 4510 may be communicated during the next beaconslot. Continuing with the
example, each information report set may correspond to a superslot within the
beaconslot. For example, using the structure described with respect to the full-tone
format of the DCCH for a wireless terminal of Figures 10 and li, one possible mapping
of segments corresponding to Figure 45 is the following. The initial control information
report set corresponds to Figure 11; the first additional control information report set
corresponding to indexed segments 30-34 of the beaconslot; the second additional
control information set corresponds to indexed segments 30-39 of the beaconslot. -

Figure 45 describes such an exemplary mapping.

[00230] Drawing 4600 of Figure 46 describes the format of an exemplary initial
control information report set. First column 4602 identifies the bit definition (5, 4, 3, 2,
1, 0). Second column 4604 identiﬁes that the first segment includes a RSVD2 report
and a ULRQST4 report Third column 4606 1dent1ﬁes that the second se gment 1ncludes
a DLSNR5 report and an ULRQSTI report Fourth column 4608 identifies that the .
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third segment includes a DLSSNR4 report, a RSVDI report, and an ULRQST]1 repott.
Fifth column 4610 identifies that the fourth segment inciudes a DLBNR4 report, a
RSVDI report, and a ULRQST]1 report. Sixth column 4612 identifies that the fifth
segment includes an ULTXBKFS5 report and an ULRQST] report.

[00231] Drawing 4630 describes the format of an exemplary 1* additional control
information report set. First column 4632 identifies the bit definition (5, 4, 3, 2, 1, 0).
Second column 4634 identifies the first segment includes a DLSNRS report and a
ULRQSTI report. Third column 4636 identifies that the second segment includes a
RSVD2 report and an ULRQST4 report. Fourth column 4638 identifies that the third
segment includes a DLDSNR3 report and an ULRQST3 report. Fifth column 4640
identifies that the fourth segment includes a DLSNRS5 report and a ULRQST1 report.
Sixth column 4642 identifies that the sixth segment includes an RSVD2 report and an
ULRQST4 report.

[00232] Drawing 4660 describes the férmat of an exemplary 2" additional
control informétion report set. First column 4662 identifies the bit definition (5, 4, 3, 2,
1, 0). Second column 4664 identifies the first segment includes a DLDSNR3 report and
a ULRQST3 report. Third column 4666 identifies that the second segment includes a
DLSSNRA4 report, a RSVD1 report and an ULRQST1 report. Fourth column 4668
identifies that the third segment includes a DLSNRS5 report and an ULRQST] report.
Fifth column 4670 identifies that the fourth segment includes a RSVD2 report and a
ULRQST4 report. Sixth column 4672 identifies that the sixth segment includes a
DLDSNR3 report and an ULRQST3 report.

[00233] It can be observed in Figure 46 that the initial and first additional reports
sets will be different because they use different formats. It can also be seen that the
initial control information report set includes at least two reports, DLBNR4 and
ULTXBKFS5, that are not included in the first additional control information report set.
The DLBNRA4 is an interference report and the ULTXBKFS5 is a wireless terminal power
availability report. In the example of Figure 46, the second additional report includes at

Jeast one additional report that is not included in the first additional report, RSVD1
eport: , . .
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[00234] Figure 47 is a flowchart 4700 of an exemplary method of operating a
communications device in accordance with the present mventlon, the communications
device including information indicating a predetermined report sequence for use in:
controlling the transmission of a plurality of different control information reports on a
recurring basis. In some embodiments, the communications device is a wireless
terminal, e.g., a mobile node. For example, the wireless terminal may be one ofa
plurality of wireless terminals in a multiple access orthogonal frequency division

multiplexing (OFDM) wireless communications systém.

[00235] Operation starts in step 4702, and proceeds to step 4704. In step 4704
the communications device checks as to whether or at least one of the following has
occurred: (i) a transition from a first mode of communications device operation to a '
second mode of communications device operation and (ii)a handéff operation from a
first connection, €.g., with a first base station sector physical attachment point, to a
second connection, e.g., with a second base station sector physical attachment point,
while remaining in the second mode of communications device operation. In some
embodiments, the second mode of communications device operation is an ON mode of
operation, and the first mode of operation is one of a hold mode of operation and a sleep
mode of operation. In some such embodiments, the communications device can
transmit user data on an uplink during the ON mode of operation and is precluded from

transmitting user data on the uplink during the hold and sleep modes of operation.

[00236] If at least one of the tested conditions of step 4704 was satisfied, then
operation proceeds from step 4704 to either step 4706 or step 4708 depending upon the
embodiment. Step 4706 is an optional step included in some embodiments, but omitted

in other embodiments.

[00237] Step 4706 is included in some embodiments where the communications
device suﬁports a plurality of different initial condition control information report sets.
In step 4706, the communications device selects which one of the plurality of initial
control mformatmn report sets to transmlt as.a function of the pOl'thl‘l of the sequence to

| be replaced Operatlon proceeds frorn step 4706 to step 4708

-65-



WO 2007/075728 PCT/US2006/048501

100238) In step 4708, the communications device transmits an initial control
information report set. In various embodiments, transmitting an initial control
information report set includes transmitting at least one report which would not have
been transmitted during the time period used to transmit the initial report if the
transmitted reports had followed the predetermined sequence. For example, for a given
initial report the at least one report which would not have been transmitted during the
time period used to transmit the initial report if the transmitted reports had followed the
predetermined sequence is one of an interference report, ¢.g., a beacon ratio report, and
a communications device transmission power availability report, e.g., a communications

‘device transmitter power backoff report. In various embodiments, the initial control
information report set can include one or a plurality of reéorts‘ In some embodiments,
transmitting an initial control information report set includes transmitting said initial
control information report set on a dedlcated uplink control channel In some such
embodiments, the dedicated uplink control channel is a single tone channel. In some
such embodiments, the smgle tone of the single tone channel is hopped over time, e.g.,
the single logical channel tone changes to different physical tones due to tone hopping.
In various embodiments, the predetermiined report sequence repeats over a time period
which is greater than a transmission time period used to transmit said initial report set.
For example, in an exemplary embodiment, a predetermined reporting sequence repeats
ona beaconslc;t basis, with a beaconslot being 912 OFDM symbol transmission time
interval periods, while an exemplary time period used to transmit an initial report set

may be 105 OFDM symbol transmission time periods.

[00239] Operation proceeds from step 4708 to step 4710, where the
communications device checks as to whether it is in the second mode of operation. If
the communicationsidcvice is in the 2™ mode of operation, operation proceeds to step
4712; otherwise, operation proceeds to step 4704. In step 4712, the communications
device transmits an additional control information report set in accordance with the
information indicated in the predetermined reporting sequence. Operation proceeds
from step 4712 to step 4710.
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[00240] In some embodiments, step 4712 following an initial control information
report set transmission of step 4708 includes a first additional control information report
set, wherein the initial control information report set includes at least one information
report set that is not included in the first additional control inforﬁation report set. For
example, the at least one information report that is not included in said first additional
control information report set is one of an interference report, €.g., a beacon ratio report,
and a communications device power availability report, .g., a communications device

transmission power backoff report.

[00241] 'In various embodiments, the repetition of step 4712 following an initial
" control information report of step 4712, e.g., while the communications device remains
in the second mode of dperation, includes the transmission of a first additional control
information report set, followed by a second additional control information report set,
followed by another first additional control information report set, where the second
additional control information report set includes at-least one report that is not included

in the first additional control information report set.

[00242] As an exemplary embodiment, consider that the predetermined report
sequence is the report sequence of 40 indexed segments for the uplink dedicated control
charinel segments in a beaconslot as illustrated by drawing 1099 of Figure 10. Further
consider that the segments of the predetermined report sequence are grouped on a
superslot basis with segment indexes (0-4), (5-9), (10-14), (15-19), (20-24), (25-29),
(30-34), (35-39), and each group corresponds to a superslot of the beaconslot. If the
condition of step 4704 is satisfied, e.g., the communications dévice has just migrated
from a HOLD state of operation to an ON state of operation, the communications device
uses the initial report set as indicated in Table 1199 of Figure 11 for the first superslot,
and then uses the predetermined sequence of table 1099 of Figure 10 for subsequent
superslots while remaining in the ON state. For example, the initial report set can
replace any of the sets corresponding to segment index grouping (0-4), (5-9), (10-14),
(15-19), (20-24), (25-29), (30-34, (35-39), depending upon when the state transition to

. the ON mode of operation occurs.
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[00243] As a variation, consider an exemplary embodiment, where there are
multiple, e.g., two, different initial control channel information report sets from which
the communication device selects; as a function of the position in the sequence to be
replaeed. Figure 48 illustrates two exemplary different formats of control channel
information report sets 4800 and 4850. Note that in the format of initial report set # 1,
the 4" segment 4810 includes a DLBNR4 report, a RSVD1 report, and an ULRQSTI
report, while in the format of initial report set # 2, the 4™ segment 4860 includes a
RSVD2 report and a ULRQST4 report. In an exemplary embodiment using the
predetermined reporting sequence of Figure 10, if the initial control information report
is to be transmitted in the 3™ superslot of a beaconslot (replacing segments indexes 10-
14), then the format of initial control information report set #2 4850 is used; otherwise
the format of initial control information report set #1 is used. Note that in the
exemplary predetermined reporting sequence of Figure 10, the 4 bit downlink beacon
ratio report, DLBNR4, only occurs once during a beaconslot, and it occurs in the 4
superslot of the beaconslot. In this exemplary embodiment, the 2™ set of formats of
initial reports 4850 is used in the 3" superslot, since in the next subsequenct superslot of
the beaconslot (the 4™ superslot), the communications device is scheduled, in
accordance with the predetermined structure of Figure 10, to transmit the DLBNR4
report.

[00244] As another variation, consider an exemplary embodiment, where there
are multiple, e.g., ﬁ';re, different initial control channel information report sets from
which the communications device selects, as a function of position in the sequence to be
replaced, where each of the different initial control information report sets is a different
size. Figure 49 illustrates initial control information report set #1 4900, initial control
information report set #2 4910.initial control information report set #3 4920 initial
control information report set #4 4930 initial control information report set #5 4940. In
an exémplary.embodir‘ncnt using the predetérmined reporting sequence of Figure 10, if
the initial control information report is to be transmitted starting in segment with DCCH
index value =0, 5, 10, 15, 20, 25, 30, or 35 of the beaconslot, then initial control
inforrnation report set #1 4900 is used. Alternatively, if the initial control information

) »report is to be transrmtted startlng in segment with DCCH mdex value 1,6,11,16, 21
:26 31 or 36 of the beaconslot then initial control mformatlon report set #2 4910 1s o
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used. Alternatively, if the initial control information report is to be transmitted starting
in segment with DCCH index value = 2,'7, 12,17,22,27,32, or 37 of the beaconsl_ot,
then initial control information report set #3 4920 is used. Alternatively, if the initial
control information report is to be transmitt:.ed starting in segment with DCCH index
value =3, 8, 13, 18, 23, 28, 33, or 38 of the beaconslot, tﬁen initial control information
report set #4 4930 is used. Alternatively, if the initial control information report is to be
transmitted starting in segment with DCCH index value =4, 9, 14, 19, 24, 29,34, or 39

of the beaconslot, then initial control information report set #5 4940 is used.

[00245] In accordance with the present invention, embodiments are possible
where different initial information report sets differ in both the size of the report set and

the content of the report set for a given DCCH segment of the superslot.

[00246] Figure 50 is a flowchart of an exemplary method of operating a wireless
terminal in accordance with the present invention. For example, the wireless terminal
may be a mobile node in an exemplary spread spectrum multiple access orthogonal
frequency division multiplexing (OFDM) wireless communications system. Operation
starts in step 5002, where the wireless terminal has been powered on, established a
commuhications link with a base station sector attachment point, has been allocated
dedicated control channel segments to use for uplink dedicated control channel reports,
and has been established in either a first mode of operation or a second mode of
operation. For example, in some embodiments, the first mode of operation is a full-tone
mode of dedicated control channel operation, while the second mode of operation is a
split tone mode of dedicated control channel operation. In some embodiments, each of -
the dedicated control channel segments includes the same number of tone-symbols, e.g.,
21 tope-symbols. Operation proceeds from start step 5002 to step 5004. Two
exemplary types of embodiments are illustrated in flowchart 5000. In a first type of
embodiment, the base station sends mode control signals to command changes between
first and second modes of operation. In such exemplary embodiments, operation
proceeds from step 5002 to steps 5010 and 5020. In a second type of embodiment, the
wireless terminal requests mode transitions between first and second modes. In such an
embodlment operatxon proceeds from step 5002 to steps 5026 and step 5034,

Embodlments are also possible, in accordance with the present 1nvent10n where thé
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base station can command mode changes without input from the wireless terminal, and
where the wireless terminal can request mode changes, €.g., with the base station and

wireless terminal each being capable of initiating a mode change.

[00247] In step 5004, the WT checks as to whether the WT is currently in a first
or second mode of operation. If the WT is currently in a first mode of operation, e.g., a
full tone mode, operation proceeds from step 5004 to step 5006. In step 5006, the WT
uses a first set of dedicated control channel segments during a first period of time, said
first set including a first number of dedicated control channel segments. However, if it
is detérmined in step 5004, that the WT is in a second mode of operation, e.g., a split
tone mode, operation proceeds from step 5004 to step 5008. In step 5008, the WT uses
a second set of dedicated control channel segmeﬁts during a second period of time
having the same duration of as said first time period, said secoﬁd set of control channel

segments including fewer segments than said first number of segments.

[00248] For example, in one exemplary embodiment, if one considers the first
period of time to be a beaconslot, the first set in the full-tone mode includes 40 DCCH
segments using a single logical tone, while the second set in the split-tone mode
includes 13 DCCH segments using a single logical tone. The single logical tone used
by the WT in the full-mode may bé same or different than the single logical tone used in

the split tone mode.

[00249] As another example, in the same exemplary embodiment, if one
considers the first time period to be the first 891 OFDM symbol fransmission time
intervals of a beaconslot, the first set in full-tone mode includes 39 DCCH segments
using a single logical tone, while the second set in the split-tone mode includes 13
DCCH segrhents using a single logical tone. In this.example, the first number of
segments di'vic.led by the second number of segments is the integer 3. The single logical
tone used by the WT in the full-mode may be same or diffefent than the single logical

tone used in the split tone mode.

[00250] Durmg the second mode of operauon e.g., spht—tone mode, the second A

set of dedmated control channel Segments used by the WT 1s ‘in some embodlments a
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subset of a larger set of dedicated control channei segments that can be used by the
same or a different WT in a full-tone mode of operation during a time period that is not
the second time period. For example, the first set of dedicated control channel segments
used during the first period of time by the wireless terminal can be the larger set of
dedicated control channel segments, and the first and second sets of dedicated control

channel segments can correspond to the same logical tone.

[00251] Operation proceeds from step 5002 to step 5010 for each 1¥ type of
mode control signal directed to the WT, e.g., a mode control signal commanding the
WT to switch from a first mode to a second mode of operation. In step 5010, the WT
receives a first type mode control signal from a base station. Operation proceeds.from
step 5010 to step 5012. In step 5012 the WT checks as to whether or not it is currently
in a first mode of operation. If the wireless terminal is in a first mode of operation,
operation proceeds to step 5014 where the WT switches from a first mode of operation
to a second mode of operation in response to said received control signal. However, ifit
is determined in step 5012 that the WT is not currently in the first mode of operation,
the WT proceeds via connecting node A 5016 to step 5018, where the WT stops the
implementation of the mode change since there is a misunderstanding between the base

station and WT.

[00252] Operation proceeds from step 5002 to step 5020 for each 2™ type of
mode control signal directed to the WT, e.g., a mode control signal commanding the
WT to switch from a second mode to a first mode of operation. In step 5620, the WT
receives a second type mode control signal from a base station. Operation proceeds
from step 5020 to step 5022. In step 5022 the WT checks as‘to whether or not it is
currently in a second mode of operation. If the wireless terminal is in a second mode of
operation, operation proceeds to step 5024 where the WT switches from a second mode
of operation to a first mode of operation in response to said received second mode
control signal. However, if it ié determined in step 5022 that the WT is not currently in
the second mode of operation, the WT proceeds via connecting node A 5016 to step
5018, where the WT stops the implementation of the mode change since there isa

misunderstanding between the base station and WT.
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[00253] In some embodiments, the first and/or second type of mode control
change command signal from a base station also include information identifying
whether the logical tone used by the WT will change following the mode switch and, in
some embodiments, information identifying the logical tone to be used by the WT in the
new mode. Insome embodlments if the WT procéeds to step 5018, the WT 51gnals the
base station, e.g., indicating that there is a misunderstanding and that a mode transition

has not been completed.

[00254] Operation proceeds from step 5002 to step 5026 for each time that the
wireless terminal proceeds to initiate a mode change from a first mode of operation,
e.g., full-tone DCCH mode, to a second mode of operation; e.g., split-tone DCCH mode.
In step 5026, the WT transmits a mode control signal to a base station. Operation
proceeds from step 5026 to step 5028. In step 5028 the WT receives an
acknowledgement signal from the base station. Operation proceeds from step 5028 to
step 5030. In step 5030 if the received acknowledgement signal is a positive
acknowledgment, operation proceeds to step 5032, where the wireless terminal switches
from a first mode of operation to a second mode of operation in response to said
received positive acknowledgement signal. However, if in step 5030, the WT
determines that the received signal is a negative acknowledgment signal or the WT
cannot successfully decode the received signal the WT proceeds via connecting node A

5016 to step 5018 where the WT stops the mode change operation.

[00255] Operation proceeds from step 5002 to step 5034 for each time that the
wireless terminal proceeds to initiate a mode change from a second mode of operation,
e.g., split-tone DCCH mode, to a second mode of operation, e.g., full-tone DCCH mode.
In step 5034, the WT transmits a mode control signal to a base station. Operation
proceeds from step 5034 to step 5036. In step 5036 the WT receives an
acknowledgement signal from the base station. Operation proceeds from step 5036 to
step 5038. In step 5038 if the received acknowledgement signal is a posifive
acknowledgment, operation proceeds to step 5040, where the wireless terminal switches’
from a second mode of operation to a first mode of operation in response to said '

- Arecexved posmve acknowledgement 51gr1al However 1f in step 5038 the WT

:fdetermmes that the recelved sxgnal isa negatlve acknowledgment sxgnal or- the WT -
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cannot successfully decode the received signal the WT proceeds via connecting node A

5016 to step 5018 where the WT stops the mode change operation.

[00256] Figure 51 is a drawing illustrating exemplary operation in accordance
with the present invention. In the exemplary embodiment of Figure 51, the dedicated
control channel is structured to use a repeating pattern of 16 segments indexed from 0 to
15, for each logical tone in the dedicated control channel. Other embodlments in
accordance with the present invention may use a different number of mdexed DCCH
segments in a recurring pattern, e.g., 40 segments. Four exemplary logical DCCH
tones, indexed (0, 1, 2, 3) are illustrated in Figure 51. In. some embodiments, each
segment occupies the same amount of air link resources. For example, in some
embodiments, each segment has same number of tone-symbols, e.g., 21 tone-symbols.
Drawing 5100 identifies the index of the segments over time for two successive

iterations of the pattern correspbnding to a logical tone in drawing 5104.

[00257] Drawing 5104 plots logical DCCH tone index on vertical axis 5106 vs
time on horizontal axis 5108. A first time ISeriod 5110 and a second time period 5112 .
are shown which have the same duration. Legend 5114 identifies: (i) squares with
widely spaced crosshatch shading 5116 represents WT1 full-tone DCCH mode
segments, (11) squares with w1dely spaced vertical and horizontal line shadmg 5118
represent WT4 full-tone DCCH mode segments, (iii) squares with narrowly spaced
vertical and horizontal line shading 5120 represent WT5 full-tone DCCH mode
segments, (iv) squares with fine crosshatch shading 5122 represent WT6 full-tone
DCCH mode segments, (v) squares with widely spaced diagonal line shading sloping
upward from left to right 5124 represent WT1 'split-tone DCCH mode segments, (vi)
squares with narrowly spaced diagonal line s.hading sloping downward from left to right
5126 represent WT2 split-tone DCCH mode segments, (vii) squares with narrbwly
spaced diagonal line shading sloping upward from left to right 5128 represent WT3
split-tone DCCH mode segments, and (viii) squares with widely spaced vertical line

shading 5130 represent WT4 split-tone DCCH mode segments.

[00258] In drawmg 5104 it may be obscrved that WT1 is 1n full-tone DCCH
- ‘mode durmg the first’ tlme perlod 5110 and usesa set of 15 segments (;mdcxed 0- 14)'
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correspoﬁdin g to logical tone 0 during that time period. During the 2™ time period
5112, which is the same duration as the first time period, WT1 is in split-tone DCCH
mode and uses a set of 5 segments with index values (0, 3, 6, 9, 12) corresponding to
logical tone 0, which is a subset of the set of segments used during the 1** time period
5110.

[00259] Indrawing 5104, it'may also be observed that WT4 is in full-tone DCCH
mode during 1* time period 5110 and uses a set of 15 segments (indexed 0-14)
corresponding to logical tone 2, and WT4 is in split tone format during 2™ time period
5112 and uses a set of 5 segments with index values (1, 4, 7, 10, 13) corresponding to
logical tone 3. It should also be observed that the set of 5 segments with index values
(1,4, 7, 10, 13) corresponding to logical tone 3 is part of a larger set of segments used
by WT6 in full-tone DCCH mode during the 1* time period 5110.

[00260] Figure 52 is a flowchart 5200 of an exemplary method of operating a
base station in accordance with the present invention. Operation of the'.exemplary
method starts in step 5202, where the base station is powered on and initialized.
Operation proceeds to steps 5204 and steps 5206. In step 5204, the base station, on an
ongoing basis, partitions the dedicated control channel resources between full-tone
DCCH sub-channels and split tone DCCH sub-channel and allocates the full-tone and
split tone DCCH sub-channels among a plurality of wireless terminals. For example, in
an exemplary embodiment the DCCH charinel uses 31 logical tones and each logical
tone corresponds to 40 DCCH channel segments in a single iteration of a repeating
pattern, e.g., on a beaconslot basis. At any given time each logical tone can correspond
to either a full-tone DCCH mode of operation where DCCH segments corresponding to
the tone are allocated to a single WT, or a split tone DCCH mode where DCCH
segments corresponding to the tone can be allocated to up.to a fixed maximum number
of WTs, e.g., where the fixed maximum numbér of WTs = 3. In such an exemplary
embodiment using 31 logical tones for the DCCH channel, if each of the DCCH channel
logical tones are in full-tone mode, the base station sector attachment point can have
allocated DCCH segments to 31 WTs. At the other extreme if each of the DCCH

hchannel loglcal tones are in spht-tonc format ‘then 93 WTs can be asmgned segments

‘In general at any gwen tlme the DCCH channel is partltxoned and may- mclude a e
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mixture of full and split tone sub-channels, e.g., to accommodate current loading

conditions and current needs of the WTs using the base station as their attachment point.

[00261] Figure 53 illustrates exemplary péu'titionirig and allocation of dedicated
control channel resources for another exemplary embodiment, e.g., an embodiment
using 16 indexed DCCH segments corresponding to a logical tone which repeat on a
recurring basis. The method described with respect to Figure 53 may be used in step

5204 and may be extended to other embodimer‘lts‘.

[00262j Step 5204 includes sub-step 5216, in which the base station
communicates to the WTs sub-channel allocation information. Sub-step 5216 includes
sub-step 5218. In sub-step 5218, the base station assigns user identifiers to WTs
receiving allocation of dedicated control channel segments, e.g., On state user

identifiers.

[00263] Instep 5206, the base station, on an ongoing basis, receives uplink
signals from WTs including dedicated control channel reports communicated on the
allocated DCCH sub-channels. In some embodiments, the wireless terminals use
different coding to communicate information transmitted in DCCH segments during a
full-tone DCCH mode of operation and during a split-tone DCCH mode of operation;

therefore the base station performs different decoding operaﬁons based on the mode.

[00264] Two exemplary types of embodiments are illustrated in flowchart 5200.
In a first type of embodirnent, the base station sends mode control signals to cbmmand
chanées between first and second modes of operation, e.g., between full-tone DCCH
mode and split;tone DCCH mode. Insuch exemblary embodiments, operation proceeds
from step 5202 to steps 5208 and 5010. In a second type of embodiment, the wireless
terminal requests mode transitions between first and second modes, ¢.g., betweén full-
tone DCCH mode and split-tone DCCH mode. In such an embodirﬁent, operation
proceeds from step 5202 to steps 5212 and step 5214. Embodiments are also possible,

in accordance with the present invention, where the base station can command mode

,,,,,,,,,,,,

o
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request mode changes, e.g., with the base station and wireless terminal each being

capable of initiating a mode change.

[00265] Operation proceeds to step 5208 for each instance whére‘ the base station
decides to command a WT to change from a first mode, e.g., full-mode DCCH mode to
a second mode, e.g. split-tone DCCH mode. In step 5208, the base station sends a mode
control signal to a WT to initiate a WT transition from a first niode, e.g., full-tone

DCCH mode, to a second mode, e.g., split-tone DCCH mode.

[00266] Operation proceeds to step 5210 for each instance where the base station
decides to command a WT to change from the second mode, e.g., split-mode DCCH
mode, to the first mode, e.g. full-tone DCCH mode. -In step 5210, the base station sends

- a mode control signal to a WT to initiate a WT transition from the second mode, e.g.,
spiit-tone DCCH mode, to the first mode, e.g., full-tone DCCH mode.

[00267] Operation proceeds to step 5212 for each instance where the base station
receives a request fromi a WT to change from a first mode, e.g., full-tone DCCH mode
to a second mode, e.g. split-tone DCCH mode. fn step 5212, the base station receives a
mode control signal from a WT requesting a transition from a first mode of operation to
a second mode of operation, e.g., from full-tone DCCH mode to split-tone DCCH mode.
Operation proceeds from step 5212 to step 5220, if the base station decides to
accommodate the request. In step 5220, the base station transmits a positive

acknowledgement signal to the WT which sent the request.

[00268] Operation proceeds to step 5214 for each instance where the base station
receives a request from a WT to change from a second mode, e.g., split-tone DCCH
mode to a first mode, e. g. full-tone DCCH mode. In step 5214, the base station receives
a mode control signal from a WT requesting a transition from a second mode of
operation to a first mode of opefation, e.g., from split-tone DCCH mode to full-tone
DCCH mode. Operation proceeds from step 5214 to step 5222, if the base station
decides to accorqmodate the request. In step 5222, the base station transmits a positive

. acknowledgement signal to the WT which sent the request.
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[00269] Figure 53 is a drawing illustrating exemplary operation in accordance
with the present invention. In the exemplary embodiment of Figure 53, the dedicated
control channel is structured to use a repeating pattern of 16 segments indexed from O to
15, for each logical tone in the dedicated control ‘channel. (.;)ther embodiments, in
accordance with the present invention may use a different number of indexed DCCH
segments in a i‘ecurring pattern, e.g., 40 segments. Three exemplary logical DCCH
tones, indexed (0, 1, 2) are illustrated in Figure 53. Insome embodiments, each
segment occupies the same amount of air link resources. For example, in some
embodiments, each segment has same number of tone-symbols, e.g., 21 tone-symbols.
Drawing 5300 identifies the index of the segments over time for two successive
iterations of the recurring indexing pattern corresponding to a logical tone in drawing
5304.

[00270] Drawing 5304 plots logical DCCH tone index on vertical axis 5306 vs
time on horizontal axis 5308. A first time period 5310 and a second time period 5312
are shown which have the same duration. Legend 5314 identifies: (i) squares with
widely spaced crosshatch shading 5316 represents WT1 full-tone DCCH mode
segments, (ii) squares with narrewly spaced crosshatch shading 5318 represents WT2
full-tone DCCH mode segments, (iii) squares with widely spaced vertical and horizontal
line shading 5320 represent WT4 full-tone DCCH mode segments, .(iv) squares with
narrowly spaced vertical and horizontal line shading 5322 represent WT9 full-tone
DCCH mode segments, (v) squares with widely spaced diagonal line shading sloping
upward from left to right 5324 represent WT1 split-tone DCCH mode segments (vi)
squares with narrowly spaced diagonal line shading sloping downward from left to right
5326 represent WT2 split-tone DCCH mode segments, (vii) squares with narrowly
spaced diagonal line shading sloping upward from lefi to right 5328 represent WT3
split-tone DCCH mode segments, (viii) squares with widely spaced vertical line shading
5330 represent WT4 split-tone DCCH mode segments and (ix) squares with narrowly
spaced vertical line shading 5332 represent WTS split-tone DCCH mode segments, (X)
squares with widely spaced horizontal line shading 5334 represent WT6 split-tone
DCCH mode segments, (xi) squares with narrowly spaced horizontal line shading 5336
represent WT7 spht -tone DCCH mode segments, and (xu) squares w1th dot shadlng o
5338 represent WT8' spht-tone DCCH rhode segments E L " s
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[00271] In drawing 5304, it may be observed that WT1 is in full-tone DCCH
mode during the first time period 5310 and uses a set of 15 segments (indexed 0-14)
corresponding to logical tone 0 during that time period. In accordance with some

embodiments of the invention, a base station allocated a first dedicated control sub-

channel to WT1, the first dedicated control sub-channel including the set of 15 segincnts

(indexed 0-14) corresponding to logical tone O for use during 1% time period 5310.

[00272] In drawing 5304, it may also be observed that WT2, WT3, and WT4 are
each split-torie DCCH mode during the first time period 5310 and each use a set of 5
segments indexed ((0, 3, 6, 9, 12), (1, 4, 7, 10, 13), (2, 5,8, 11, 14)), respectively

corresponding to the same logical tone, logical tone 1 during 1st time period 5310. In

accordance with some embodiments of the invention, a base station allocated a (second,

third, and fourth) dedicated control sub-channel to (WT2, WT3, WT3), the (second,
third, and fourth) dedicated control sub-channels each including a set of 5 segments
with index values ((0, 3, 6, 9, 12), (1,4, 7, 10, 13), (2, 5, 8, 11, 14)), reépcctively

corresponding to the same logical toné, logical tone 1 during 1st time period 5310. '

[00273] In drawing 5304, it may also be observed that WT6, WT7, and WT8 are

each split-tone DCCH mode during the first time period 53 10 and each use a set of 5
segments indexed ((0, 3, 6, 9, 12), (1, 4, 7, 10, 13), (2, 5, 8, 11, 14)), respectively
corresponding to the same logical tone, log{cal tone 2 during 1st time period 5310. In
accordance with some embodiments of the invention, a base station allocated a (fifth,
sixth, and seventh) dedicated control sub-channel to (WT6, WT7, WTB8), the (fifth,
sixth, and seventh) dedicated control sub-channels each including a set of 5 segments
with index values ((0, 3, 6, 9, 12), (1, 4,7, 10, 13), (2, 5, 8, 11, 14)), respeciively

corresponding to the same logical tone, logical tone 2 during 1st time period 5310.

[00274] In drawing 5304, it may be observed that (WT1, WTS5) are in split-tone '
DCCH mode during the second time per'iod 5312 and each uses a set of 5 segments with

index values (0, 3, 6, 9, 12), (1,4, 7, 10, 13)), respectively, corresponding to logical

. tone 0 durmg the second time perlod 53 12, In accordance with some embodiments of

the mventxon a basé station ‘allocated @t (elghth nmth) dedlcated conttol sub-channel o
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(WT1, WTS3), the (eighth, nirith) dedicated control sub-channel including the set of 5
segments with index (0, 3, 6, 9, 12), ‘(1 , 4,7, 10, 13)), respectively, corresponding to
.logical tone 0 during the second time period 5312. WT1 used logical tone 0 during the
first time period, while WT 5 did not use logical tone 0 during the first time period.

[00275] In drawing 5304, it may also be observed that (WT2) is in full-tone
DCCH mode during the second time period 5312 and uses a set of 15 segments indexed
(0-14) corresponding to logical tone 1 during the second time pefiod 5312. In
accordance with some embodiments of the invention, a base station allocated a (tenth)
dedicated control sub-channel to (WT2), the dedicated control sub-channel including the
set of 15 segments indexed (0-14) correspox']ding. to logical tone 1 during the second
time period 5312. It may be noted that WT2 is one of the WTs from the set of (WT2,
WT3, WT4) which used logical tone 1 during the first time period 5310.

[00276] In drawing 5304, it may also be observed that (WT9) is in full-tone
DCCH mode during the second time period 5312 and each uses a set of 15 segments
indexed (0-14) corresponding to logical tone 2 during the second time period 5312. In
accordance with some embodiments of the invention, a base station allocated an
(eleventh) dedicated control sub-channel to (WT9), the dedicated control sub-channel
including the set of 15 segments indexed (O-14) corresponding to logical tone 2 during
the second time period 5312. It may be noted that WT9 is a different WT than the WTs
(WT6, WT7, WT8) which used logical tone 2 during the first time period 5310.

[00277] In some embodiments, the logical tones (tone 0, tone 1, tone 2) are
subjected to an uplink tone hopping operation which determines which physical tones
the logical tones correspond to for each of a plurality of symbol transmission time
periods, e.g., in the first time period 5310. For example, logical tones 0, 1, and 2 may
be part of a logical channel structure including 113 logical tones, which are hopped, in
accordance with a hopping sequence to a set of 113 physical tones used for uplink
signaling. Continuing with the example, consider that each DCCH segment
corresponds to a single logical tone and corresponds to 21 successive OFDM symbol
-transmlssmn time 1ntervals Inan exemplary embodlment the loglcal tone is hopped

“such that- the loglcal torie’ correspondmg {o three phys1cal tones, Wwith the wireless
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terminal using each physical tone for seven consecutive symbol transmission time

intervals of the segment.

[00278] Inan exémplary embodiment using 40 indexed DCCH channel segments
corresponding to a logical tone which repeat on a recurring Basis, an exemplary 1% and
2™ time period may each include 39 DCCH segménts, e.g., the first 39 DCCH segiments
of a beaconslot corresponding to the logical tone. In such an embodiment, if a given
tone is in full-tone format, 2 WT is allocated by the base station a set of 39 DCCH
segments for the 1% or 2™ time period corresponding to the allocation. If a given tone is
in split-tone format, a WT is allocated a set of 13 DCCH segments for the 1% or 2™ time
period corresponding to the alldcation. In full-tone mode the-40™ indexed segment can
also be allocated to and used by the WT in full-tone mode. In split-tone mode, in some

embodiments, the 40" indexed segment is a reserved segment.

[00279] - Figure 54isa cirawing of a flowchart 5400 of an exemplary method of
operating a wireless terminal in accordance with the present invention. Oﬁeration starts
in step 5402 where the wireless terminal is powered on and initialized. Operation
proceéds from step 5402 to steps 5404, 5406, and 5408. In step 5404, the wireless
terminal measures the received power of a downlink null channel (DL.NCH) and
determines an interference power (N). For example, the Null channel corresponds to
predetermined tone-symbols in an exemplary downlink timing and frequency struéfure
used by the base station serving as the current attachment point for the wireless terminal
in which the base station intentionally does not transmit using those tone-symbols;
therefore, received power on the NULL channel measured by the wireless terminal
receiver represents interference. In step 5406, the wireless terminal measures the
received power (G*P) of a downlink pilot channel (DL.PICH). In step 5408, the
wireless terminal measures the signal to noise ratio (SNRy) of the downlink pilot

channel (DL.PICH). Operation proceeds from steps 5404, 5406, and 5408 to step 5410.

[00280] In step 5410, the wireless terminal cé.lculates the saturation lével of the
downlink signal to noise ratio as a function of: the 1nterference power, measured

- rteceived power of the downhnk pllot channel and measured SNR of the downlmk pllot ‘

: ?channel For example saturatmn level of the DI, SNR = lag= (l/SNRo N/ (GPo))
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_Operation proceeds from step 5410 to steps 5412. In step 5412, the w1reless terminal
selects the closet value from a predetermined table of quantized level of saturation level
of downlink SNR to represent the calculated saturation level in a dedicated control
channel report, and the wireless terminal generates the report. Operation proceeds from
step 5412 to step 5414. In step 5414, the wireless terminal transmits the generated
report to the base station, said generated report being communicated using a dedicated
control channel segment allocated to the wireless terminal, e.g., using a predetermined
portion of a predetermined indexed dedicated control channel segment. For example,
the exemplary WT may be in a full-tone format mode of DCCH operation using the
repetitive reporting structure of Figure 10, and the report may be the DLSSNR4 reﬁorts
of DCCH segment 1036 with index numbers s2= 36. ‘

[00281] Figuwre 551is a drawing of an exemplary wireless terminal 5500, e.g.,
mobile node, implemented in accordance with the present invention and using methods
of the present invention. Exemplary WT 5500 may be any of the wireless terminals of
the exemplary system of Figure 1. Exemplary wireless terminal 5500 includes a
receiver module 5502, a transmitter module 5504, a processor 5506, user VO devices
5508, and a memory 5510 coupled together via a bus 5512 over which the wireless

terminal 5500 interchanges data and information.

[00282] The receiver module 5502, e.g., an CFDM receiver, is coupled to a
receive antenna 5503 via which the wireless terminal 5500 receives downlink si gnals
from base stations. Downlink signals received by the wireless terminal 5500 include:
mode control signals, mode control request response signals, assignment signals
including the assignment of user identifiers, é.g., an ON identifier associated with a
logical uplink dedicated control channel tone, uplink and/or downlink traffic channel
assignment signals, downlink traffic channel signals, and downlink base station
identification signals. Receiver module 5502 includes a deco&er 5518 via which the
wireless terminal 5500 decodes received signals which had been encoded prior to
transmission by the base station. The transmitter module 5504, e..g., an OFDM
transmitter, is coupled to a transmit antenna 5505 via which'the wireless terminal 5500

- transmits uplmk 51gnals to base statlons In some embodlments, the same antenna is

“‘used for tranSmltter arid réceiver. Uphnk mgnals transmltted by ‘the wireless terrmnal
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include: mode request signals, access signals, dedicated control channel segment signals
during first and second modes of operaﬁon, and upiink traffic channel signals.
Transmitter module 5504 includes an encoder 5520 via which the wireless terminal
5500 encodes at least some uplink signals p'fior to transmission. Encoder 5520 includes
a 1* coding module 5522 and a 2" coding module 5524. 1% coding module 5522 codes
information to be transmitted in DCCH segments during the first mode of operation
according to a first coding method. 2" coding module 5524 codes information to be
transmitted in DCCH segments during the second mode of operation according to a

second coding method; the first and second coding methods are different.

[00283] User /O devices 5508, e.g., microphone, keyboard, keypad, mouse,
switches, camera, display, speaker, etc., are used to input data/information, output
data/information, and control at least some functions of the wireless terminal; e.g.,
initiate a communications session. Memory 5510 includes routines 5526 and .
data/information 5528. The processor 5506, e.g., a CPU, executes the routines 5526
and uses the data/information 5528 in memory 5510 to control the operation of the

wireless terminal 5500 and implement methods of the present invention.

[00284] Routines 5526 include a communications routine 5530 and wireless
terminal contrel routines 5532. The communications routine 5530 implements the
various communications protocols used by the wireless terminal 5500. The wireless
terminal control routines 5532 control operation of the wireless terminal 5500 including
controlling operation of the receiver module 5502, transmitter module 5504 and user VO
devices 5508. Wircless terminal control routines 5532 include a first mode dedicated
control channel communications module 5534, a second mode dedicated conirol ‘
channel communications module 553 6, a dedicated control channel mode control
module 5538, a mode request signal generation module 5540, a response detection

module 5542, and an uplink dedicated control channel tone determination module 5543.

[00285] The first mode dedicated control channel communications module 5534
controls dedicated control channel communications using a first set of dedicated control
channel segments during a. first mode of operatlon sa1d first set 1nclud1ng a ﬁrst number

"é“of control ‘channel segments fora ﬁrst penod of txme The ﬁrst mode is, in'some” R
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embodiments, a full tone mode, of dedicated control channel operation. The second
mode dedicated control channel communications module 5536 controls dedicated
control channel communication§ using a second set of dedicated control channel
segments during a second made of opefation, said second set of dedicated control
channel segments corresponding to a time period having the same duration as said first
period of time, said second set of dedicated control channel segments including fewer
segments than said first number of dedicated control channel segments. The second
mode is, in some embodiments, a split-tone mode, of dedicated control channel
operation. In various embodiments, a dedicated control channel segment whether in the
first mode or the second mode of operation uses the same amount of uplink air link
resources, e.g., the same number of tone-symbols, e.g., 21 tone-symbols. For example,
a dedicated control channel segment may correspond to one logical tone in the timing
and frequency structure being used by the base station, but may correspond to three
physical tones with three sets of seven tone-symbols each being associated with a .

different physical ulﬁlink tone in accordance with uplink tone hopping information.

[00286] DCCH mode control module 5538, in some embodiments, controls
switciling into one said first mode. of operation and said second mode of operation in ‘
response to a received mode control signal from a base station, e.g., a mode control
command signal from a base station. In some embodiments, the mode control signal
also identifies, for the split tone mode of operation, which set of uplink dedicated
control channel segments is associated with the split tone mode of operation. For
example, for a given logical DCCH channel tone, in split tone opefation, there may be a
plurality, e.g., three, non-overlapping sets of DCCH segments and the mode control
eignal may identify which of the sets is to be assoeiated with the wireless terminal.
DCCH mode control module 5538, in some embodiments, controls switching into a
requested mode of operation which is one of the first mode of operation, e.g., full-tone
DCCH mode, and the second mode of operation, e.g., split-tone DCCH mode, in

response to a received affirmative request acknowledgment signal.

[00287] Mode request generation module 5540 generates a mode request signal
- 1nd1catmg a requested mode of DCCH operation. Response detectlon module 5542

‘ i'detects a response to said mode request s1gnal from'the base statlon The output of
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response detection module 5542 is used by the DCCH mode control module 5538 fo
_determine if the wireless terminal 5500is to be switched into the requested mode of

operation.

[00288] Uplink DCCH tone determination module 5543 determines the physical
tone to which an assigned logical DCCH tone corresponds to over time based on the

uplink tone hopping information stored in the wireless terminal.

[00289] Data/information 5528 includes user/device/session/resource information
5544, system data/information 5546, current mode of operation infonnétion 5548,
terminal ID information 5550, DCCH logical tone information 5552, mode request
signaﬂ information 5554, timing information 5556, base station identification
information 5558, data 5560, DCCH segment signal information 5562, and mode
request response signal information 5564. User/dévice/session/resource information
5544 includes information corresponding to'peer nodes in communications sessions
with WT 5500, address information, routing information, session information including
authentication information, and resource information including allocated DCCH
segments and uplink and/or downlink traffic channel segments associated with the
communications session which are allocated to WT 5500. Current mode of operation
information 5548 includes information identifying whether the wircless terminal is
currently in a first, e.g., full-tone DCCH mode of operation, or a second, e.g., split-tone
DCCH mode of operation. In some embodiments, the first and second modes of
operation with respect to the DCCH both correspond to wireless terminal On states of
operation. Current mode of operation information 5548 also includes information
identifying other modes of wireless terminal operation, e.g., sleep, hbld, etc. Terminal
identifier information 5550 includes base station assigned wireless terminal identifiers,
e.g., registered user identifier and/or an ON state identifier. Th some embodiments, the
ON state identifier is associated with a DCCH logical tone being used by the base
station sector attachment point which allocated the On state identifier to the wireless
terminal. DCCH logical tone information 5552 includes, when the wireless terminal is
in one of first mode of DCCH operation and a second mode of DCCH operation,
mformatmn 1dent1fymg the DCCH logical tone currently allocated to the w1reless o

o termmal to use when commumcatmg uplink DCCH segment SLgnals Txmmg
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information 5556 includes information identifying the wireless terminals current timing
within the repetitive timing structure being used by the base stations servmg asan
attachment point for the wireless terminal. Base station identification information 5558
includes base station identifiers, base station sector identifiers, and base station tone
block and/or carrier identifiers associated with the base station sector attachment point
being used by the wireless terminal. Data 5560 includes uplink and/or downlink user
data being communicated in cor_nmunicationé sessions, e.g., voice, audio data, image-
data, text data, file data. DCCH segment signal information 5562 includes information
.to be communicated corresponding to DCCH segments allocated to the wireless
terminal, e.g., information bits to be communicated in DCCH segments representing
various control information reports. Mode request signal information 5554 includes
information corresponding to mode request signals generated by module 5540. Mode
request response signal information 5564 includes response information detected by
module 5542.

[00290] System data/information 5546 includes full tone miode DCCH
information 5566, split-tone mode DCCH information 5568, and a plurality of sets of
base station data/information (base station 1 data/information 5570, ..., base statioﬁ M
data/information 5572). Full tone mode DCCH information 5566 includes channel
structure information 5574 and segment coding information 5576. Full tone mode
DCCH channel structure information 5574 includes information identifying segments
and reports to be communicated in segments when the wireless terminal is in a full-tone
DCCH mode of operation. For example, in' one exemplary embodiment, there is a
plurality of DCCH tones, e.g., 31 in the DCCH channel, each logical DCCH tone when
in the full-tone mode, following a recurring pattern of forty DCCH segments associated
with the single logical DCCH tone in the DCCH channel. Full tone mode DCCH
segment coding information 5576 includes information used by 1* coding module 5522
to encode DCCH segments. Split-tone mode DCCH information 5568 includes channel
structure information 5578 and segment coding information 5580. Split-tone mode
DCCH channel structure information 5578 includes information identifying segments
and reports to be communicated in segments when the wireless terminal is in a split-
tone DCCH rnode of operatlon For example in one exemplary embodlment there is a-

L plurahty of DCCH tones, €. g 31 in the DCCH channel each loglcal DCCH totié when -
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in the split-tone mode is split over time among up to three different WTs. For example,
for a given logical DCCH tone a WT receives a set of 13 DCCH segments to use out of
40 segments in a recurring pattern, each set of 13 DCCH segments being non-
overlapping with the other two sets of 13 DCCH segments. In such an embodiment,
one may consider, €.g., a time interval in the structure including 39 DCCH segments
allocated to a singie WT ifin the full-tone mode, but partitioned among three wireless
terminals in the split-tone format. Split-tone mode DCCH segment coding informéti'on

5580 includes information used by 2™ coding module 5524 to encode DCCH segments.

[00291] Insome embodiments, during one time period a given logical DCCH
tone is used in a full-tone mode of operation, while at other times the same logical
DCCH tone is used in a split tone mode of 6peration. Thus WT 5500 can be allocated a
set of DCCH channel segments in a recurring structure while in the split-tone mode of
DCCH épcration which is a subset of a larger set of DCCH channel segments used in

the full-tone mode of operation.

{00292] Base station 1 data/information 5570 includes base station identification
information used to identify base station, sector, carrier and/or tone block associated
with an attachment point. Base station 1 data/information 5570 also includes downlink
timing/frequency structure information 5582 and uplink timing/frequency structure
information 5584. Uplink timing/frequency structure information 5584 includes uplink
tone hopping information 5586.,

[00293] Figure 56 is a.drawing of an exemplary base station 5600, e.g., access
node, implemented in accordance with the present invention and using methods of the
present invention. Exemplary base station 5600 may be any of the base stations of the
exemplary system of Fi gure 1. Exemplary base station 5600 includes a receiver module
5602, a transmitter module 5604, a processor 5608, an /O interface 5610, and a
memory 5612 coupled ’Fogether via a bus 5614 over which the various elements

_interchange data and information.

[00294] Recewer module 5602 &g an OFDM recelver recelves uplink 31gnals

“from a plurahty of w1reless termmals via receive antenfa’ 5603 The uplmk sxgnals
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include dedicated control channel segment signals from wireless terminals, requests for
mode changes, and uplink traffic channel segment signals. Receiver module 5602
includes a decoder module 5615 for decoding uplink signals which were encoded prior
to transmission by the wireless terminals. The decoder module 5615 includes a first
decoder sub-module 5616 and a second decoder sub-module 5618. The first decoder
sub-module 5616 decodes information received in dedicated control channel segments
corresponding to logical tones used in a full-tone DCCH mode of operation. The
second decoder sub-module 5618 decodes information réceived in dedicated control
channel segments corresponding to logical tones used in a split-tone DCCH mode of
.operation; the first and second decoder sub-modules (5616, 5618) implement different

decoding methods.

[00295] Transmitter module 56.04, e.g., an OFDM transmitter, transmits
downlink signals to wireless terminals via transmit antenna 5605. Transmitted
downlink signals include registration signals, DCCH control signals, traffic channel

assignment signals, and downlink traffic channel signals.

[00296] 1/O interface 5610 provides an interface for coupling the base station
5600 to other network nodes, e.g., other base stations, AAA server nodes, home agent
nodes, routers, etc., and/or the Internet. I/O interface 5610 allows a wireless terminal
using base station 5600 as its point of network attachment to communicate with peer
nodes, e.g., other wireless terminals, in different ceils, via a backhaul communication

network.

[00297] Mefnofy 5612 includes routines 5620 and daté/information 5622. The
processor 5608, e.g. a CPU, executes the routines 5620 and uses the data/information
5622 in memory 5612 to control the operation of the base station 5600 and implement
methods of the present invention. Routines 5620 include a communications routines
5624, and base station control routines 5626. The communications routines 5624
implement the various communications protocols used by the base station 5600. Base
station control routines 5626 include 2‘tcontrol channel resource allocation module 5628,
a Iogncal tone dedlcatlon module 5630, a wireless termmal dedlcated control channel

mode control module 5632, anda scheduIer fodile 5634." 3
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[00298] The control channel resource allocation module 5628 allocates dedicated
control channel resources including logical tones corresponding to dedicated control
channel segments in an uplink. The control channel resource allocation module 5628
includes a full tone allocation sub-module 5636 and a split-tone allocation sub-module
5638. The full tone allocation sub-module 5636 allocates one of said logical tones
corresponding to the dedicated éontrol channel to a single wireless terminal. The split-
tone allocation sub-module 5638 allocates different sets of dedicated control channel -
segﬁuents corresponding to one of the logical tones corresponding to the dedicated
control channel to a plurality of wireless terminals to be used on a time shared basis
with each of the plurality of wireless terminal being dedicated a different non-
overlapping portion of time in which said logical tone is to be used on a time shared
basis. For example, in some embodiments, a single logical dedicated control channel
tone may be allocated to and shared by up three wireless terminals in the split-tone
mode of operation. At any given time full tone allocation sub-module 5636 may be
operating on none, some, or each of the DCCH channel tones; at any given time the
split-tone allocation sub-module 5638 may be operating on none, some, or each of the
DCCH channel tones.

[00299] The logical tone dedication module 5630 controls whether a logical
dedicated control channel tone is to be used to implement a full tone dedicated control
channel or a split-tone dedicated control channel. The logical tone dedication module
5630 is responsive to wireless terminal loading to adjust the ﬁumber of logical tones
dedicated to full-tone dedicated control channels and to split-tone dedicated control
channels. In some embodiments, the logical tone dedication module 5630 is responsive
to requests from a wireless terminal to operate in either a full-tone mode or a split-tone
mode and adjusts the a}locaﬁon of logical tones as a function of received wireless
terminal requests. For example, base station 5600, in some embodiments, for a given
sector and uplink tone block uses a set of logical tones for the dedicated control
channels, e.g., 31 logical tones, and at any given time the logical dedicated control
channel tones are partitioned among full-tone mode logical tones and split-tone mode

logical tones by logical tone dedication module 5630.
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[00300] Wireless terminal dedicated control channelAmode control module 5632
generates control signals for indicating logical tone assignments and dedicated control
channel mode assignments to wireless terminals. In some embodiments, a wireless
terminal is assigned an ON state identifier by the generated control signals, and the
value of the ON identifier is associated witﬁ a particular logical dedicated control
channel tone in the uplink channel structure. In some embodiments, the assignments
generated by module 5632 indicate that a wireless terminal corresponding to an -
assignment should operate in a full tone or split-tone mode with respect to an assigned
logical tone. The split tone mode assi'gnments further indicate which of a plurality of
segments corresponding to an assigned logical dedicated control channel tone the

wireless terminal corresponding to the assignment should use.

[00301] Scheduler module 5634 schedules uplink and/or downlink traffic channel
segments to wireless terminals, e.g., to wireless terminals which are using the base
station 5600 as their point of network attachment, are in an On state and currently have

an assigned dedicated control channel either in split-tone mode or full-tone mode.

[00302] Data/information 5622 includes system data/information 5640, current
DCCH logical tone irriplementation information 5642, received DCCH signal
information 5644, DCCH control signal information 5646, and a plurality of sets of
wireless terminal data/information 5648 (WT 1 data/information 5650, ..., WT N
data/information 5652). System data/information 5640 includes full tone mode: DCCH
information 5654, split-tone mode DCCH information 5656, downlink timing/frequency
structufe information 5658 and uplink timing/frequency structure information 5660.
Full-tone mode DCCH information 5654 includes full-tone mode channel structure
information 5662 and full tone mode segment coding information 5664. Split-tone
mode DCCH information 5656 includes split-tone mode channel structure information
5666 and split-tone mode segment coding information 5668. Uplink timing/frequency
structure information 5660 includes uplink tone hopping information 5660. Each single
logical tone in an uplink tone block channel structure corresponds to a physical tone
which is hopped in frequency over time. For example consider a single logical

. dedicated control channel tone. In some embodiments, each DCCH segment .

correspondmg to the siﬁg‘l‘é‘lbéié'al DCCH to'né.cb'n'lvpi‘l"‘se:sv 21 éFDM‘tbné-'s‘.y_ﬁﬂ):bl'Sr |
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corresponding to a first physical tone used for seven consecutive OFDM symbol time
periods, a second physical tone }lsed for seven consecutive OFDM symbol time periods,
and a third physical tone used for seven consecutive OFDM symbol fcime periods, the
first, second, and third tones being selected in accordance with an implemented uplink
tone-hopping sequence known to both the base station and wireless terminal. For at
least some of the dedicated control channel logical tones for at least some DCCH

segments, the first, second and third physical tones are different.

[00303] Current DCCH logical tone implementation information 5642 includes
information identifying the decisions of logical tone dedication module 5630, e.g.,
whether each given logical dedicated control channel tone is currently being used in
full-tone format or split-tone format. Received DCCH signal information 5644 includes
information received on any of the dedicated control channel segments in the uplink
dedicated control channel structure of the base station 5600. DCCH conirol signal
information 5646 includes assignment information corresponding to assigning dedicated
control channel logical tones and modes of dedicated control channel operation.' DCCH
control signal information 5646 also includes received requests from a wireless terminal
for a dedicated control channel, requests fora DCCH mode of operation, and/or requests
for a change of DCCH mode of operation. DCCH control signal information 5646 also
includes acknowledgment signaling information in response to received requests from

wireless terminals.

[00304] WT 1 data/ information 5650 includes identification information 5662,
received DCCH information 5664, anrl user data 5666. Identification information 5662
includes a base station assigned WT On identifier 5668 and mode information 5670. In
some embodiments, the base station assigned On identifier value is associated with a
logical dedicated control channel tone in the up]ink channel structure used by the base
station. Mode information 5650 includes information identifying whether the WT is in
a full-tone DCCH mode of operation or a split-tone mode DCCH mode of operation,
and wﬁen the WT is in a split tone-mode information associating the WT with a subset
of DCCH segments associated with the logical tone. Received DCCH information 5664
includes recelved DCCH reports assoc1ated thh WTl e.g., conveying uphnk traffic

“channel requests ‘beacon ratio reports power reports self-nmse rcports and/or s1gnal tO' o
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noise ratio reports. User data 5666 includes uplink and/or downlink traffic channel user
data associated with WT1, e.g., voice data, audio data, image data, text data, file data,
etc., corresponding to communications sessions and communicated via uplink and/or

downlink traffic channel segments allocated to the WTL1.

[00305] Figure 57isa drawing of an exemplary wireless terminal 5700, e.g.,
mobile node, implémented in accordance with the present invention and using methods
of the present invention. Exemplary WT 5700 may be any of the wireless terminals of
the exemplary system of Figure 1. Exemplary wireless terminal 5700 includes a
receiver module 5702, a transmitter module 5704, a processor 5706, user 1/Q devices
5708, and a memory 5710 coupled together via a bus 5712 over which the wireless

terminal interchanges data and information.

[00306] The receiver module 5702, e.g., an OFDM receiver, is coupled to a
receive antenna 5703 via which the wireless terminal 5700 receives downlink signals
from base stations. Downlink signals received by the wireless terminal 5700 include
beacon signals, pilot signals, registration response signals, power control signals, timing
control signalé, assignments of wireless terminal identifiers, e.g., an On state identifier
corresponding to a DCCﬁ channel logical tone, other DCCH assignment information,
e.g., used to identify a set of DCCH channel segments in a uplink repetitive structure,
assignments of uplink traffic channel segments and/or assignment of downlink traffic
channel segments. Receiver module 5702 includes a decoder 5714 via which the
wireless terminal 5700 decodes received signals which had been encoded prior to
transmission by the base station. The transmitter module 5764, e.g., an OFDM
transmitter, is coupled to a transmit antenna 5705 via which the wireless terminal 5700
transmits uplink signals to base stations. Uplink signals transmifted by the wireless
terminal 5700 include: access signals, handoff signals, power control signals, timing
control signals, DCCH channel segment signals, and uplink traffic channel segment
signals. DCCH channe] segment signals include initial DCCH report set signals and
scheduled DCCH report set signals. In some embodiments, the same antenna is used for
transmitter and receiver. Transmitter module 5704 includes an encoder 5716 via which

‘the wireless terminal 5700 encodes at least some uplink signals prior to transmission.
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[00307] User VO devices 5708, e.g., microﬁhone, keyboard, keypad, mouse,
switches, camera, display, speaker, etc., are used to input data/information, output
data/information, and conﬁrol at least some functions of the wireless terminal, e.g.,
initiate a communications session. Memory 5710 includes routines 5718 and
data/information 5720. The processor 5706, e.g., a CPU, exécutes the routines 5718
and uses the data/information 5720 in memory 5710 to contr'ol the operation of the

wireless terminal 5700 and implement methods of the present invention.

[00308] Routines 5718 include a communications routine 5722 and wireless
terminal control routines 5724. The communications routine 5722 implements the
various communications protocols used by the wireless terminal 5700. The wireless
terminal control routines 5724 control operation of the wireless terminal 5700 including
controlling operation of the receiver module 5702, transmitter module 5704 and user VO
devices 5708. Wireless terminal control routines 5724 include 4 report transmission
control module 5726, an initial report generation module 5728, a scheduled report
generation module 5730, and a timing control module 5732. The report transmission
control module 5726 includes a handoff detection module 5734. The initial report

generation module 5728 includes a report size set determination sub-module 5736.

[00309] Report transmission control module controls the wireless terminal 5700
to transmit an initial information report set following the transition by said wireless
-terminal from a first mode of operation to a second mode of opération and to transmit
scheduled reports according to an uplink reporting schedule following transmission of
said initial report set. In some embodimenis the first mode of operation is one of a sleep
state and a hold state and the second mode of operation is an ON state, e.g., an On state
in which the wireless terminal is permitted to transmit user data. In various
embodiments, in thé second mode, e.g., ON state, the wireless terminal has a dedicated
uplink reporting channel for reporting information including requests for uplink traffic
channel resources which can be used to transmit user data. In various embodiments, in
the first mode, e.g., sleep state or Hold state, the wireless terminal does not have a
dedicated uplink reporting channel for reporﬁng information including requests for

_uplink traffic channel resources which can be used to transmit user data.
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[00310] Thc initial report generation module 5728, which is responsive to the
report transmission control module 5726, generétes an initial information report set as a
function of a point in time with respect to an uplink transmission schedule at which said
initiai report set is to be transmitted. Scheduled report generation module 5730
generates scheduled report information sets to be transmitted following said initial
information report. The timing control module 5732 correlates the uplink reporting
structure based on downlink signals received from the base station, e.g., as part of
closed loop timing control. In some embodiments, the timing control module 5732 is
implemented, either partially or entirely as a timing control circuit. The handoff
detection module 5734 detects a handoff from a first access node attachment point to a
second access node attachment point and controls the wireless terminal to generate an
initial information report set follow.ing certain types of identified handoffs, the
generated initial information report set to be transmitted to the second access node
attachment point. The certain types of identified handoffs include, in some
embodiments, handoffs in which the wireless terminal transitions though an access state
of operation with respect to the second access node attachment point before going to an
On state with respect to the second access node. For example, the first and access node
attachment points may correspond to different access nodes located in different cells
which are not txmmg synchronized with respect to one another and the wireless terminal
needs to go through the access state to achieve timing synchromzatlon w1th respect to

the second access node.

[00311] The handoff detection module 5734 controls thé wireless terminal to
forgo the generation and transmission of an initial information report following a
handoff from a first access node attachment point to a second access node attachment
point, under certain other types of handoffs, and to proceed directly into transmitting
scheduled report information sets. For example, the first and second access node
attachment points may be timing synchronized and correspond to the same access node,
e.g., different adjacent sectors and/or tone blocks, and the certain other type of handoff
is, e.g., a handoff which involves a transition from an ON state with respect to the first
attachment point to an On state with respect to the second attachment point without

. having to transition through an access state. -
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[00312] Report set size determination sub-module 5736 determines an initial
report set size as a function of the point in time with respect to the uplink transmission
schedule at which said initial report is to be transmitted. For example, an initial report
information set size is, in some embodiments, one of a plurality of set sizes, e.g.,
corresponding to one, two three, four or five DCCH segments, depending upon where in
the uplink timing structure the initial report transmission is to be started, e.g., the point
within a superslot. In some embodiments, the types of reports included in the initial
report set is a function of where in the uplink timing structure the initial report
transmission is to be started, e.g., depending upon the superslot location within a

beaconslot.

[00313] Data/information 5720 includes user/device/session/resource information
5738, system data/information 5740, base station identification information 5742,
terminal identification information 5744, timing control information 5746, current state
of operation information 5748, DCCH channel information 5750, initial report time
information 5752, determined initial report size information 5754, initial report control
information 5756, generated initial report information set 5758, generated scheduled
information report information sets 5760, handoff information 5'7.62, uplink traffic
request information 5764, and user data 5766. The initial report control information

includes size information 5768 and time information 5770.

[00314] User/device/ session/resource information 5738 includes information user
identification information, e.g., user log-in IDs, passwords and user priority
information, device information, e.g., device identification information and device
characteristic parameters, session information, e.g., information pertaining to peers, €.g.,
other WTs in communications sessions with WT 5700, communications session
information such as session keys, addressing and/or routing information, and resource
information, e.g., uplink and/or downlink air link segments and/or identifiers allocated
to the WT 5700. '

[00315] System data/information 5740 includes a plurality of seté of base station
:Amformatlon (base station 1 data/mformatlon 5772,. base station M data/ mformatlon

‘[5774), Tecurring uplmk reportmg structure mformatlon 5'780 ‘and initial DCCH report
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information 5790. Base station.1 data/inforn;xation 5772 includes downlink
timing/frequency structure information 5776 and uplink timing/frequency structure
information 5778. Downlink timing/frequency structure information 5776 includes
downlink logical tone'structure identifying various channels and segments, e.g.,

assignment, beacon, pilot, downlink traffic channel, etc., in a repetitive downlink

structure and'ider.ltifying timing, e.g., OFDM symbol time duration, indexing, groupings

of OFDM symbol times, e.g., into slots, superslots, beaconslots, ultraslots, etc.

Information 5776 also includes base station identification information, e.g., cell, sector,

and carrier/tone block identification information. Information 5776 also includes-

downlink tone hopping information used to map logical tones to physical tones. Uplink

timing/frequency structure information 5778 includes uplink logical tone structure .
identifying various channels and segments, e.g., access, assighment, power control

channels, timing control channels, dedicated control channel (DCCH), uplink traffic

channel, etc., in a repetitive uplink structure and identifying timing, e.g., OFDM symbol

time duration, indexing, groupings of OFDM symbol times, e.g., into halfslots, slots,
superslots, beaconslots, ultraslots, etc., as well as information correlating the downlink
to uplink timing BS1, e.g., a timing offset between the uplink and downlink repetitive
timing structures at the base station. Information 5778 also includes uplink tone

hopping information used to map logical tones to physical tones.

[00316] Recurring uplink reporting structure information 5780 includes DCCH
reports' format information 5782, and DCCH report sets information 5784. DCCH

report sets information 5784 includes sets information 5786 and time information 5788.

For example, the recurring uplink reporting structure information 5780 includes, in
some embodiments, information identifying a recurring pattern of a fixed number of
indexed DCCH segments, e.g., 40 mdexed DCCH segments. Each of the indexed
DCCH segments includes one of more types of DCCH repotts, e.g., uplink traffic

channel request reports, interference reports such as beacon ratio reports, different SNR

reports, etc. The format of each of the different types of reports is identified in DCCH
reports' format information 5782, e.g., for each type of reporf associating a fixed
number of information bits with different potential bit patterns and interpretations of

. mformatmn conveyed by the correspondmg bit pattcm DCCH report sets mformatlon

‘75784 1dent1ﬁes diffetent groupmg of reports associated w1th d1fferent mdexed segmeiits -
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in the recurring DCCH reporting structure. Sets information 5786 identifies for each
indexed DCCH segment identified by a corresponding time information entry 5788 a set
of reports communicated in the segment and the order of those reports in the segment.
For example in one exemplary embodiment,. an exemplary DCCH. segment with index
value = 6 includes 5 bit uplink transmission power backoff report and a 1 bit uplink
traffic channel segment request report, while a DCCH segment with an index value =32
includes a 3 bit downlink difference signal to noise ratio report and a 3 bit uplink traffic
channel request report. (See Figure 10.)

[00317] Initial DCCH report information 5790 includes format information 5792
and report set information 5794. The format information 5792 includes information
indicating the format of initial reports sets to be transmitted. In some embodiments, the
formats of the initial reports, groupings, and/or number of initial reports to be
transmitted in an initial report set depend on the time at which the initial report set is to
be transmitted, e.g., with respect to a recurring uplink timing structure. Report set
information 5794 includes information identifying various initial reports sets, e.g.,
number of reports, types of reports, and ordered grouping of reports, e.g., associated

with DCCH segments to be communicated in the initial report.

[00318] Base station identification information 5742 includes information

. identifying the base station attachment point being used by the wireless terminal. Base
station identification information 5742 includes physical attachment point identifiers,
e.g., cell, sector and carrier/tone block identifiers associated with the base station
attachment point. In some embodiments, at least some of the base statlon identifier
information is communicated via beacon signals. Base station identification
information 5742 also includes base station address information. Terminal
identification information 5744 includes base station assigned identifiers associated
with the wireless terminal, e.g., a registered user identifier and a On state identifier, the
On state identifier being associated with a logical DCCH tone to be used by the wireless
terminal. Timing control information 5746 includes received downlink siénals from the
base station used by the timing control module 5732 for correlating the uplink reporting
structure, at least some of the received downlink timing control s1gnals being used for

closed loop tlmmg control Tlmmg control 1nformat10n 5746.also mcludes 1nformat10n -
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ldentlfymg the current timing with respect to repetitive uplink and downlink txrnmg
structures, e. g., an OFDM symbol transmission time period with respect to the
structures. Current state of operation information 5748 includes information identifying
the wireless terminal’s curfent state of operation, e.g., sleep, hold, ON. Current state of
operation information 5748 also includes information identifying whena WT isina
full-tone DCCH mode of operation or in a split-tone mode of DCCH operation, in an

"access process, or in the process of a handoff. In addition, current state of operation
information 5748 includes, information identifying whether a wireless terminal is
commumcatmg an initial DCCH report set or communicating recurring reporting
structure 1nformat10n DCCH report sets, when the wireless terminal is assigned a logical
DCCH channel tone to use. Initial report time information 5752 includes information
identifying the point in time with respect to an uplink transmission schedule at which
the initial DCCH report set is to be transmitted. Determined initial report size
information 5754 is an output of the report set.size determination sub-module 5736.
Initial report control information 5756 includes information used by the initial report
generation module 5728 to control the content of an initial report set. Initial report
control information 5756 includes size information 5768 and time information 57 70.

. Generated initial réport information set 5758 is an initial report set generated by
wireless terminal initial report generation mbdule 5728 using the data/information 5720
including initial DCCH report structure information 5790, initial report control
information 5756, and information to be included in the reports of the initial report such
as, ¢.g., uplink traffic channel request information 5764, SNR information, and
measured interference information. Generated scheduled report information sets 5760
includes generated scheduled information report sets, €.g., each set corresponding to a
scheduled DCCH segment to be used by the wireless terminal. The generated scheduled
report information sets 5760 being generated by the scheduled report generation module
5730 using the data/information 5720 including the recurfing uplink reporting structure
information 5780, and information to be included in the reports of the initial report such
as, e.g., uplink traffic channel request information 5764, SNR information, and
measured interference information. Uplink traffic request information 5764 includes
information pertaining to rec;luests for uplink traffic channel segment resources, e.g.,

) number of frames of uphnk user data to be commumcated correspondmg to dlfferent

B 'request ‘group queues User data 5766 mcludes voice data aud1o data, 1mage data, text
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data, file data to be communicated via uplink traffic channel segments and/or received

via downlink traffic channel segments.

[00319] Figure 58 is a drawing of an exemplary base station 5800, e.g., access
node, implemented in accordance with the present invention and using methods of the
present invention. Exemplary base station 5800 may be any of the base stations of the
exemplary system of Figure 1. Exemplary base station 5800 includes a receiver module
5802, a transmitter module 5804, a processdr 5806, an I/O interface 5808, and a
memory 5810 coupled together via a bus 5812 over which the various elements

interchange data and information. -

[00320] Receiver module 5802, e.g., an OFDM receiver, receives uplink signals'
from a plurality of wireless terminals via receive antenna 5803. The uplink signals
include dedicated control channel report information sets from wireless terminals,
access signals, requests for mode changes, and uplink traffic channel segment signals.
Receiver module 5802 includes a decoder module 5814 for decoding uplink signals

which were encoded prior to transmission by the wireless terminals.

[00321] Transmitter module 5804, e.g., an OFDM transmitter, transmits
downlink signals to wireless terminals via transmit antenna 5805. Transmitted
downlink signals include registration signals, DCCH control sighals, traffic channel
assignment signals, and downlink traffic channel signals.

[00322] /O interface 5808 provides an interface for coupling the base station
5800 to other network nodes, €.g., other base stations, AAA server nodes, home agent
nodes, routers, etc., and/or thé Internet. I/Q interface 5808 alloWs a wireless terminal
using base station 5800 as its point of network attachment to communicate with peer
nodes, e.g., other wireless terminals, in different cells, via a backhaul communication

network.

[00323] Memory 5810 includes routines 5820 and data/information 5822. The
proccssor 5806 eg a CPU, executes the routmes 5820 and uses the data/information

5822 in"‘mernoiy 5810 to contrel the operatlon of the base station. 5800 and 1mp1ement
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methods of the present invention. Routines 5820 include a communications routines
5824 and base station control routines 5826. The communications routines 5824
implement the various communications protocols used by the base station 5800. Base
station control routines 5826 include a scheduler module 5828, a report set
interpretation module 5830, an access module 5832, a handoff module 5834, and a

registered wireless terminal state transition module 5836.

[00324]  Scheduler module 5828 schedules uplink and/or downlink traffic channel
segments to wireless terminals, e.g., to wireless terminals which are using the base
station 5800 as their point of network attachment, are in an On state and currently have

an assigned dedicated control channel either in split-tone mode or full-tone mode.

[00325] Rebort set interpretation module 5830, e.g., a DCCH report set
interpretation module, includes an initial report set interpretation sub-module 5838 and
a recurring reporting structure report set interpretation sub-module 5840, Report set
interpretation module 5830 interprets each feceivcd DCCH report set in accordance with .
the initial DCCH report information 5850 or the recurring uplink feporting structure
information 5848. Report set interpretation module 5830 is responsive to transitions by
wireless terminals to the ON state. Report set interpretation module 5830 interprets as
an initial information report set, a DCCH report information set received froma
wireless terminal immediately after one of: a migration of the wireless terminal to an On
state from a hold state with respect to the current connection, a migration of the wireless
terminal to an On state from an access state with respect to the current connection, and a
migration of the wireless terminal to an On state from an On state which existed with
respeét to another connection prior to a handoff to the base station. Report set
interpretation module 5830 includes an initial report set interpretation sub-module 5838
and a recurring reporting structure report set interpretation sub-module 5840. Initial
report set interpretation sub-module 5838 processes received information report sets,
e.g., corresponding to a received DCCH segment, which have been determined to be an
initial DCCH report set, using data/information 5822 including initial DCCH report
information 5850, to obtain interpreted initial report set information. Recurring
lreportmg structurc report set mtcrpretatlon sub-module 5840 processes recelved ‘

‘1nformat1on report sets, e.g., correspondlng to d'received DCCH se gment whlch have
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been determined to be a recurring reporting structure DCCH report set, using
data/information 5822 including recurring uplink reporting structure information 5848,

to obtain interpreted recurring structure report set information.

[00326] Access module 5832 controls operations relating to wireless terminal
access operations. For example, a wireless terminal .transitions through the access mode
to an On state achieving uplink timing synchronization with a base station attachment
point and receiving a WT On state identifier associated with a logical DCCH channel
tone in the uplink timing and frequency structure to be used to éommunicate uplink
DCCH segmerit signals. Following this transition to the On state, the initial report set
interpretation sub-module 5838 is activated to process DCCH segments for the
remainder of a superslot, e.g., one, two, three, four, or five DCCH segments, then

pei'afion is transferred to the recurring reporting structure report set interpretation sub-
module 5840 to process. subsequent DCCH segments from the wireless terminal. The
number of DCCH segments and/or the format used for those segments processed by
module 5838 before transferring control to module 5840 is a function of the time at

which the access occurs with respect to the recurring uplink DCCH reporting structure.

[00327] Handoff module 5834 controls opérations pertaining to handoffs a
wireless terminal from one attachment point to another attachment point. For example,
a wireless terminal in an ON state of operation with a first base station attachment point
may perform a handoff operation to base station 5800 to transition into an ON state with
respect to a second base station attachment point,'thc second base station attachment
point being a base station 5800 attachment point, and the handoff module 5834 activates

the initial report set interpretation sub-module 5838.

[00328] Registered wireless terminal state transitioﬁ module 5836 performs
operations related to mode changes of wireless terminals which have registered with the
base station. For example, a registered wireless terminal currently in a Hold state of
operation in which the wireless terminal is precluded from transﬁﬁtting uplink user data
may transition to an On state of operation in which the WT is assigned an ON state

,1dent1ﬁer assocxated W1th a DCCH 10g1ca1 channel tone and in wh1ch the w1re1ess

‘ termmal can receive uplmk trafﬁc channel segments whichate to be used to° T
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communicate uplink user data. Registered WT state transition module 5836 activates
initial report set interpretation sub-module 5838 in response to the mode transition from

Hold to ON of thc wireless terminal.

[00329] Base station 5800 manages a plurality of ON state wireless terminals. -
For a set of received DCCH segments, communicated from different wireless terminals,
corresponding to the same time interval, the base station, at some times, processes some
of the segments using the initial report set intefprétation sub-module 5838 and some of

the reports using the recurring reporting structure set interpretation sub-module 5840.

[00330] Data/information 5822 includes system data/information 5842, access
signal information 5860, handoff signal information 5862, mode transition signaling
information 5864, time. information 5866, current DCCH logical tone implementation
information 5868, received DCCH segments information 5870, base station

.dentification information 5859, and WT data/information 5872.

[00331] System data/information 5842 includes downlink timing/frequency
structure information 5844, uplink timing/frequency stricture information 5846, |
recurring uplink reporting structure information 5848, and initial DCCH report
information 5850. Recurring uplink reporting structure information 5848 includes
DCCH reports' format information 5852 and DCCH report sets information 5854.
DCCH report sets information 5854 includes sets information 5856 and time
information 5858. Initial DCCH report information 5850 includes format information

5851 and report set information 5853.

[00332] Downlink timing/frequency structure information 5844 includes
downlink logical tone structure identifying various channels and segments, e.g.,
assignment, beacon, pilot, downlink traffic channel, etc., in a repetitive downlink
structure and identifying timing, e.g., OFDM symbol time duration, indexing, groupings
of OFDM symbol times, e.g., into slots, superslots, beaconslots, ultraslots, etc.
Information 5844 also includes base station identification information, e.g., cell, sector,
;and carrier/tone block 1dent1ﬁcatlon 1nformatlon Informatlon 5844 also mcludes

’.downlmk tone hoppmg lnformatlon used to map loglcal tones to physwal tones. Uplmk
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timing/frequency structure information 5846 includes uplink logical tone structure
identifying various channels and segments e.g., access, assignment, power control
channels, power control channels, dedlcated control channel (DCCH), uplink traffic
channel, etc., in a repetitive uplink structure and 1dent1fy1ng timing, €.g., OFDM symbol
time duration, indexing, groupings of OFDM symbol tlmes e.g., into halfslots, slots,
superslots, beaconslots, uliraslots, etc., as well as information correlating the downlink
to uplink timing, e.g., a timing offset between the uplink and downlink repetitive timing
structurcs at the base station. Information 5846 also includes uplmk tone hoppmg

information used to map logical tones to physical tones.

[00333] Recurring uplink reporting structure information 5848 includes DCCH
reports' format information 5852, and DCCH report sets information 5848. DCCH
report sets information 5854 includes sets information 5856 and time information 5858.
For example, the recurring uplink reporting structure ‘information 5848 includes, in
some embodiments, information identifying a recurring pattern of a fixed number of
indexed DCCH segmehts e.g., 40 indexed DCCH segments. Each of the indexed
DCCH segments includes one of more types of DCCH reports, €.g., uplink traffic
channel request reports, interference reports such as beacon ratio reports, different SNR.
reports, etc. The format of each of the different types of reports is identified in DCCH
reports' format information 5852, e.g., for each type of report associating a fixed
number of information bits with different potential bit patterns and interpretations of
information conveyed by the corresponding bit pattern. DCCH report sets information
5854 identifies different grouping of reports assoéiated with different indexed segments
in the recurring DCCH reporting structure. Sets information 5856 identifies for each
indexed DCCH segment identified by a corresponding time information entry 5858 a set
of reports communicated in the segment and the order of those reports in the segment.
For example in one exemplary embodiment, an exemplary DCCH segment with index
value = 6 includes 5 bit uplink transmission power backoff report and a 1 bit uplink
traffic channel segment request repott, while a DCCH segment with an index value =32
includes a 3 bit downlink delta signal to node ratio report and a 3 bit uplink traffic
channel request report. (See Figure 10.)
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[00334] Initial DCCH rcpoft information 5850 includes format information 5851
and report set information 5853. - The format information 5851 includes information
indicating the format of initial reports sets to be transmitted. In some embodiments, the
formats of the initial réports, groupings, and/or number of initial reports to be
transmitted in an initial report set depend on the time at which the initial report set is to
be transmitted, e.g., with-respect to a recurring uplink timing structure. Report set
information 5853 includes information identifying various initial reports sets, €.g.,
number of reports, types of reports, and ordered grouping of reports, €.g., associated

with DCCH segments to be communicated in the initial report set.

[00335] Base station identiﬁcation information 5859 includes information
identifying the base station attachment péint beiﬁg used by the wireless terminal. Base
station identification information 5859 includes phys:lcal. attachment point identifiers,
e.g., cell, sector and carrier/tone block identifiers associated with the base station
attachment point. In some embodiments, at least some of the base station identifier
information is communicated via beacon signals. Base station identification
information also includes base station address information. Access signal information
5860 includes access request signals received from wireless terminals, access response
signals sent to wireless terminal, timing signals related to the access, and base station
internal signaling to activate the initial report 1nterpretat10n sub-module 5838 in
response to.a transition from the access state to the On state for a wireless terminal.
Handoff signal information 5862 includes information pertaining to handoff operations
including handoff signaling received from other base stations aﬁd base station internal
signaling to activate the initial report interpretation sub-module 5838 in response to a
transition from a WT ON state of another connection to a WT On state with respectto a
base station 5800 attachment point connection. Mode transitioning signaling
information 5864 includes signals between a currently registered wireless terminal and
base station 5800 regarding state changes, €.g., @ change from hold state to On state, and
base station mtemal signaling to activate the initial report set 1nterpretat10n sub-module
5838 in response to state transitions, e.g., Hold to On. Registered WT state transition
module 5836 also deactivates recurring reporting structure report set interpretation sub-

module 5840 with respect to a wireless terminal in response to some state changes, €.2.,
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a wireless terminal transition from ON state to one of Hold state, sleep state, or Off

state.

[00336] Time information 5866 includes current time information, e.g., an
indexed OFDM symbol time period within a recurring uplink timing structure being
used by the base station. Current DCCH logical tone implementation information 5868
includes information identifying which of the base stations logical DCCH tones are
currently in a full-tone DCCH mode and which are in a split-tone DCCH mode.
Received DCCH segments information 5860 includes inférmation from received DCCH
segments cor;esponding to a plurality of WT users currently ass@gned logical DCCH

tones.

{00337} ' WT data/information 5872 includes a plurality of sets of wireless
terminal information (WT 1 data/information 5874, ..., WI' N data/information 5876). .
WT 1 data/information 5874 includes identification information 5886, mode
information 5888, received DCCH information 5880, processed DCCH information
5882, and user data 5834. Received DCCH information 5880 includes initial received
report set infofmation 5892 and recurring report structure received report sets
information 5894. Processed DCCH information 5882 includes interpreted iﬁitial report
set information 5896 and interpreted re;iurring structure report sets infom_lation 5898.
Identification information 5886 includes a base station assigned wireless terminal
registration identifier, addressing information associated with WT1. At times, the
identification information 5886 includes a WT On state identifier, the On state identifier
associated with a logical DCCH channel tone to be used by the wireless terminal to
communicate DCCH segment signals. Mode information 5888 includes information
identifying the current state of WT1, e.g., sleep state, Hold state, access state, On state,
in the process of a handoff, etc., and information further qualifying the ON state, e.g.,
full tone DCCH On or split-tone DCCH On. User data 5884 includes uplink and/or
downlink traffic channel segment information, e.g., voice data, audio data, image data,
text data, file data, etc., to be received from/communicated to a peer node of WTl ina

communications session with WT1.
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[00338] Initial received report set information 5892 includes a set of information
corresponding to a WT1 DCCH segment which was communicated using format in
accordance with an initial reporting information 5850 and is interpreted by module 5838
recovering mterpreted initial report information set information 5896. Recurring report
structure received report sets information 5894 includes a set of information
corresponding to a WT1 DCCH segment which was communicated using format in
accordance with recurring uplink reporting structure information 5848 and is interpreted
by module 5840 recovering a interpreted recurring report information set information
5898.

[00339] Figure 59 comprising the combination of Figure 59A, Figure 59B and
Figure 59C is a flowchart 5900 of an exemplary method of operating a wireless terminal
in accordance with the present invention. The exemplary method starts in step 5901
where the wireless terminal is powered up and initialized. Operation proceeds from step |
5901 to steps 5902 and step 5904. In step 5902, the wireless terminal tracks, on an
ongoing basis, current time in relation to an upliﬁk recurring DCCH reporting schedule
and in relation to uplink tone hopping information. Time information 5906 is output

from step 5902 to be used in other steps of the method.

[00340] Instep 5904, the wireless terminal receives a base station On state
identifier associated with a DCCH logical tone in an uplink channel structure of an
access node serving as the wireless terminal's point of attachment. Operation proceeds
from step 5904 to step 5908. In step 5908, the wireless té;minal receives information
identifying whether the wireless terminal should be in a full-tone DCCH mode of
operation or a split-tone DCCH mode of operation, said information indicating split-
tone DCCH mode of operation also identifying one among a plurality of sets of DCCH
segments associated with the DCCH logical tone. For example, in an exemplary
embodiment, when in full-tone DCCH mode, a wireless terminal is allocated a single
logical DCCH tone corresponds to a recurring set of 40 indexed DCCH segments in an
uplink channel structure, but while in a split-tone mode of operation, a wireless terminal
is allocated a single logical DCCH tone which is time shared such that the wireless
termmal receives a set of 13 mdexed segments ina recumng uplink channel structurc

and two other’ w1reless termmals ‘may ‘cach be allocated a differetit set’ of 13 segments in-
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the uplink channel structure. In some embodiments the information communicated in
steps 5904 and 5908 are communicated in the same message. Operation proceeds from
step 5908 to step 5910.

[00341] Instep 5910, the wireless terminal proceeds to step 5912 if the wireless
terminal has determined that it in full-tone DCCH mode, while operation proceeds to

step 5914 if the wireless terminal has determined that it in split-tone DCCH mode.

[00342] Instep 5912, the wireless terminal identifies DCCH communication
segments allocated to the wireless terminal using time information 5906 and the
identified logical DCCH tone. For example, in an exemplary embodiment, for each
beacon slot, the wireless terminal identifies a set of 40 indexed DCCH segments
corresponding to assigned fogical DCCH tone. Opera}ioﬁ pfocecds from step 5912 to
step 5916, for each identified communications segment. In step 5916, the wircless
terminal using time information 5906, the indexed value of the DCCH segment within
the recurring structure, and stored information associating sets of report types with each
indexed segment, identifies a set of report types to be communicated in the DCCH
communications segment. Operation proceeds from step 5916 via connecting node A
5920 to step 5924.

[00343] In step 5924, the wireless terminal checks as to whether any of report
types 1dent1ﬁed in step 5916 include a flexible report. If any of the identified report
types indicate a flexible report, then operation proceeds from step 5924 to step 5928;
otherwise operation proceeds from step 5924 to step 5926.

[00344] In step 5926, the wireless terminal, for each fixed type information report
of the segment, maps the information to be conveyed to a fixed number of information
bits corresponding to the report size, said fixed type of information reports being

dictated by a reporting schedule. Operation proceeds from step 5926 to step 5942.

[00345] In step 5928, the wireless terminal selects which type of report from
among a plurahty of ﬁxed type mformatmn report types to 1nc1ude asa ﬂex1ble report :

: body S‘tep 5928 mcludes ‘Sub: step 5930." In sub- step 5930 the wireless termmal
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performs the selection as a function of a report prioritizati.on operation. Sub-step 5930
includes sub-step 5932 and 5934. In sub-step 5932, the wireless terminal considers the
amount of uplink data queued for communication to the access node, e.g., the backlog in
a plurality of request queues, and at least one signal inteiference_ measurement, €.g., a
beacon ratio report. In sub-step 5934, the wireless terminal determines an amount of
change in information previously reported in at least one report, e.g., 2 measured change
in a downlink saturation level of self-noise SNR repost. Operation proceeds from step

5928 to step 5936.

[00346] In step 5936, the wireless terminal codes the type of ﬂex1b1e body report
into a type 1dent1ﬁer, e.g., a two bit flexible report body identifier. Operation proceeds
from step 5936 to step 5938. In step 5938, the wireless terminal maps the information
to be conveyed in the flexible report bedy in accordance with the selected report type to
a number of information bits corresponding to the flexible report body size. Operation
proceeds from step 5938 to either step 5940 or step 5942. Step 5942 is an optional step,
included in some embodiments. In step 5940, for each fixed type information report of
the segment in addition to the flexible report map the information to be conveyed to a
fixed number of information bits correspondmg to the report size. Operatlon proceeds
from step 5940 to step 5942. For example, in some embodiments, a DCCH segment
including a flexible report, when in the full-tone mode utilizee the full number of
information bits communicated by the segment for itself, e.g., the segment conveys 6
1nformetion bits, 2 iaits are used for identifying- the type of report and 4 bits used for
conveying the body of the report. In such an embodiment, step 5940 is not performed.
In some other embodiments, the total number of bits' conveyed by a DCCH segment in
the full-tone DCCH mode is greater than the number of bits represented by the flexible
report and step 5940 is included to utilize the remaining information bits of the segment.
For example, the segment conveys a total of 7 information bits 6 of which are utilized
by the flexible report and 1 is used for a fixed one information bit uplink traffic request
report.

[00347] Instep 5942, the wireless terminal performs coding and modulation
N operatlons to generate a set of modulatlon symbols to represent the one or more reports

"o be commumcated in the DCCH segment Operatlon proceeds from step 5942 to step o
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5944. In step 5944, the wireless terminal, for each modulation symbol of the set of
generated modulation ‘symbols determines, using time information 5906 and tone
hopping information, the physical fone to be used to convey the modulation symbol.
For example, in an exemplary embodiment, each DCCH segment corresponds to 21
OFDM tone-symbols each tone symbol being used to convey one QPSK modulation
symbol, each of the 21 OFDM tone-symbols corresponding to the same logical DCCH
tone; however due to uplink tone hopping, 7 OFDM tone symbols in a first set of seven
successive OFDM symbol time periods corresponding to a first physical tone, a second

set of seven OFDM tone-symbols in a second set of seven successive OFDM symbol

time periods corresponding to a second physical tone, and a third set of seven successive

OFDM symbol time periods corresponding to a third physical tone, the first second and
third physical tones being different. Opeération proceeds from step 5944 to step 5946.
In step 5946, the wireless terminal transmits each modulation symbol of the DCCH

segment using the determined corresponding physical tone.

[00348] . Returning to step 5914, in step 5914, the wireless terminal identifies
DCCH communication segments allocated to the wireless terminal using time
information 5906, the identified logical DCCH tone, and the information identifying the
one among the plurality of sets of DCCH segments. For example, in an exemplary
embodiment, for each beacon slot, the wireless terminal identifies a set of 13 indexed
DCCH segrﬁents corresponding to assigned logical DCCH tone. Operation proceeds
from step 5914 to step 5918, for each identified DCCH communications segment. In

step 5918, the wireless terminal using time information 5906, the indexed value of the

DCCH segment within the recurring structure, and stored information associating sets of

report types with each indexed segment, identifies a set of report types to be
communicated in the DCCH communications segment. Operation proceeds form step

5916 via connecﬁng node B 5922 to step 5948.

[00349] In step 5948, the wireless terminal checks as to whether any of report
types identified in step 5918 include a flexible report. If any of the identified report
types indicate a flexible report, then operation proceeds from step 5948 to step 5952;

otherwise operation proceeds from step 5948 to step 5950.
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[00350] In step 5950, the wireless terminal, for each fixed type information report
of the segment maps the information to be conveyed to a fixed number of information
bits corresponding to the report size, said fixed type of information reports being

dictated by a reporting schedule. Operation proceeds from step 5950 to step 5966.

[00351] In step 5952, the wireless terminal selects which type of report from
among a plurality of fixed type information report types to include as a flexible report
body. Step 5952 includes sub-step 5954. In sub-step 5954, the wireless terminal
performs the selection as a function of a report prioritization operation. Sub-step 5954
includes sub-step 5956 and 5958. In sub-step 5956, the wireless terminal considers the
amount of uplink data queued for communication to the access node, ¢.g., the backlog in
a plurality of request queues, and at least one signal interference measurement, €.g., 8
beacon ratio report. In sub-step 5958, the Wwireless terminal determines an amount of
change in 1nformat10n prev1ously reported in at least one report, e.g., a measured change
in a downlink saturation level of self-noise SNR report. Operation proceeds from step

5952 to step 5960.-

[00352] In step 5960, the wireless terminal codes the type of flexible body report
into a type identifier, e. g., a single bit flexible report body identifier. Operatlon
proceeds from step 5960 to step 5962. In step 5962, the wireless terminal maps the
information to be conveyed in the flexible report body in accordance with the selected
report type to a number of information bits corresponding to the flexible report body
size. Operation proceeds from step 5962 to either step 5964 or step 5966. Step 5964 is
an optional step, included in some embodiments. In step 5964, for each fixed type
information report of the segment in addition to the flexible report, map the information
to be conveyed to a fixed number of information bits corresponding to the report size.
Operation proceeds from step 5964 to step 5966. For example, in some embodiments, a
DCCH segment including a flexible report, when in the split-tone mode utilizes the full
number of information bits communicated by the segment for itself, and in such an
embodiment, step 5964 is not performed. In some other embodiments, the total number
of bits conveyed by a DCCH segment in the split-tone DCCH mode is greater than the
number of b1ts represented by the ﬂex1ble report and step 5940 is 1nc1uded to ut1hze the

remammg mformatron bits of the segient. For example the segrnent conveys a total of
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8 information bits 6 of tvhich are utilized by the flexible report and 1 information bit is
used for a fixed one information bit uplink traffic request report, and 1 information bit is
used for anothcr predetermined report type. Insome embodiments, the size of the body
of the flexible report varies corresponding to different selections of the type of report to
be conveyed by the flexible report, e.g., a 4 bit uplink traffic channel request or a five
bit uplink transmission power backoff report, and the remainder of the available bits in

the segment can be allocated to predetermined fixed report types, €.g., 1 or 2 bits.

[00353] In step 5966, the wireless terminal performs coding and modulation
operations to generate a set of modulation symbols to represent the one or more reports
to be communicated in the DCCH segment. Operation proceeds from step 5966 to step
5968. In step 5968, the wireless terminal, for each modulation symbol of the set of
generated modulation symbols determines, using time information 5906 and tone
hopping information, the physical tone to be used to convey the modulation symbol.

For example, in' an exemplary embodiment, each DCCH segment corresponds to 21
OFDM tone-symbols each tone symbol being used to convey one QPSK modulation
symbol, each of the 21 OFDM tone-symbols corresponding to the same logical DCCH
tone; however due to uplink tone hoppmg, 7 OFDM tone symbols in a first set of s€ven
successive OFDM symbol time periods corresponding to a first physical tone, a second
set of seven OFDM'tone—symbols in a second set of seven successive OFDM symbol
time periods corresponding to a second physical tone, and a third set of seven successive
OFDM symbol time periods cotresponding to a third physical tone, the first second and
third physical tones being determined in accordance with tone hopping information and
may be different. Operation proceeds from step 5968 to step 5970. Instep 5970, the
wireless terminal transmits each modulation symbol‘ of the DCCH segrnént using the

determined corresponding physical tone.

[00354] F igure 60 is a flowchart 6000 of an exemplary method of operating a
wireless terminal to provide transmission power information to a base station in
accordance with the present invention. Operation starts in step 6002. For example, the
wireless terminal may have been previously powered on, established a connection with

a base statlon have transmoned in the ON state of operatlon and been asmgned

dedxcated control channel segments touse in elther a full-tone-or Spllt tone mode of
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DCCH operation. 'fhe full-tone DCCH que of operation is in some embodiments, a
mode in which the wireless tone is dedicated a single logical tone channel used for
DCCH segments which is not shared with other wireless terminal, while the split tone-
DCCH mode of operation is, in some embodiments, a mode in which the wireless
terminal is dedicated a portion of a single logical DCCH tone channel which can be
allocated to be used on a time shared with another wireless terminal or terminals.

Operation proceeds from start step 6002 to step 6004.

[00355] Instep 6004? the wireless terminal generates a power rebort indicating a
ratio of a maximum transmit power of the wireless terminal to the transmit power of a
reference signal having a power level known to the wireless terminal at a point in time
corresponding to the power report. In some embodiments the power report is a backoff
report, e.g., a wireless terminal transmission power backoff report, indicating a dB
value. Insome embodirhents, the maximum transmission power value depends on a
power output capability of the wireless terminal. In some embodiments, the maximuin
transmission power is specified by a government regulation limiting the maximum
output power level of the wireless terminal. In some embodiments, the reference signal
is controlled by the wireless terminal based upon at least one closed loop power level
control signal received from a base station. In some embodiment, the reference signal is
a control information signal transmitted over a dedicated control channel to the base
station. The reference signal, in some embodiments, is measured for received power
level by the base station to which it is transinitted. In various embodiments, the
dedicated control channel is'a single tone control channel which corresponds to a single
logical tone dedicated to the wireless terminal for use in transmitting control
1nformat10n In various embodiments, the power reportisa power report corresponding
toa smgle mstant in time. In some embodiments, the known reference signal is a signal
transmitted on the same channel as the power report, €.g., the same DCCH channel. In
various embodiments, the point in time to which a generated power report corresponds
has a known offset from a start of a communication segment, e.g., & DCCH segment, in
which said power report is to be transmitted. Step 6004 includes sub-step 6006, sub-
step 6008, sub-step 6010, and sub-step 6012.
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[00356] In sub-step 6006, the wireless terminal performs a subtraction operation
including subtracting a per-tone transmission power of an uplink dedicated control
channel in dBm from a maximum transmission power of wireless terminal in dBm.
Operation proceeds from sub-step 6006 to sub-step 6008. In sub-step 6008, the wireless
terminal proceeds to different sub-steps depending upon whether the wireless terminal is
in a full-tone DCCH mode of operation or-a split-tone DCCH mode of operation. If the
wireless terminal is in full-tone DCCH mode of operation, operation proceeds from sub-
step 6008 to sub-step 6010. If the wireless terminal is in split-tone DCCH mode of
operation, operation proceeds from sub-step 6008 to sub-step 6012. In sub- -step 6010,
the wireless terminal generates a power report in accordance with a first format, e.g., 2 5
information bit power report. For example the result of sub-step 6006 is compared to a
plurality of different levels, each level corresponding to a different 5 bit pattern, the
level closet to the result of sub-step 6006 is selected for the report, and the bit pattern
corresponding to that level is used for the report. In one exemplary embodiment, the
levels range from 6.5dBs to 40dBs. (See Figure 26.) In sub-step 6012 the wireless
terminal generates a power report in accordance with a second format, e.g., a 4
information bit power report. For example the result of sub-step 6006 is compared to a
plurality of different levels, each level corresponding to a different 4 bit pattern, the ‘
level closet to the result of sub-step 6006 is selected for the report, and the bit pattern
corresponding to that level is used for the report. In one exemplary embodiment, the
levels range from 6dBs to 36dBs. (See Figure 35.) Operation proceeds from step 6004
to step 6014. .

[00357] In step 6014, the wireless terminal is operated to transmit the generated
power report to a base station. Step 6014 includes sub-steps 6016, 6018, 6020, 6022,
and 6028. In sub-step 6016, the wireless terminal proceeds to different sub-steps
depending upon whether the wireless terminal is in a full-tone DCCH mode of operation
or a split-tone DCCH mode of operation. If the wireless terminal is in full-tone DCCH
mode of operation, operation proceeds from sub-step 6016 to sub-step 6018. If the
wireless terminal is in split-tone DCCH mode of operation, operation proceeds from
sub-step 6016 to sub-step 6020.
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[00358] In sub-step 601 8,’the wireless terminal combines the generated power
report with additional information bit(s), e.g., 1 additional information bit, and jointly
codes the set of combined information bits, e.g., set of 6 information bits, to generate a
set of mddulation symbols for a DCCH segment, e.g., a set of 21 modulation symbols.
For example, the 1 additional information bit is, in some embodiments, a single
information bit uplink traffic channel resource request report. In sub-step 6020, the
wireless terminal combines the generated power report with additional information
bit(s), e.g., 4 additional information bits, and jointly codes the set of combined
information bits, e.g., set of 8 information bits, to generate a set of modulation symbols
for a DCCH segment, e.g., a set of 21 modulation symbols. For example, the set of 4

. additional information bit is, in some embodiments, a 4 information bit uplink traffic
channel resource request report. Operation proceeds from sub-step 601 8 or sub-step
6020 to sub-step 6022.

[00359] . In shb-step 6022, the wireless terminal determines the single OFDM tone
used during each of a plurality of consecutive OFDM symbol transmission time periods
for the DCCH éegment. Sub-step 6022 includes sub-step 6024 and sub-step 6026. In
sub-step 6024, the wireless terminal determines the logical DCCH channel tone
assigned‘to the wireless terminal, and in sub-step 6026, the wireless terminal determines
a physical tone to which the logical DCCH channel tone corrésp'onds at different points
in time based on tone hopping information. For example, in some embodiments, an
exemplary DCCH segment corresponds to a single DCCH channel logical tone and the
DCCH segment includes 21 OFDM tone-symbols, one OFDM tone-symbol for each of
the 21 consecutive OFDM symbol transmission time intervals, the same physical tone
used for a first set of seven, a second physical tone used for a second set of seven, and a
third physical tone used for a third set-of seven. Operation proceeds from sub-step 6022
to sub-step 6028. In sub-step 6028, the wireless terminal, for each OFDM symbol
transmission time period, corresponding to the DCCH segment, transmits a modulation
symbol from the set of generated modulation symbols using the determined physical

tone for that point in time.

[00360] Operatioh proceeds from step 6014 to step 6004, where the wireless

* terminal proceeds to generate another power report.  In some embodiments, the power
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report is transmitted twice during each recurring cycle of a dedicated control channel
reporting structure used to control transmission of control information by the wireless
terminal. In some embodiments, the power report is transmltted on average at least
once every 500 OFDM symbol transmission time periods but on average at intervals

spaced apart by at least 200 symbol transmission time intervals.

[00361] Various features of an exemplary embodiment, in accordance with the
present invention will now be described. The wireless terminal (WT) uses an
ULRQSTI1, ULRQST3 or ULRQSTH4 to report the status of the MAC frame queues at
the WT transmitter. '

[00362] The WT transmitter maintains MAC frame queues; which buffers the
MAC frames to be transmitted over the link. The MAC frames are convérted from the
LLC frames which are constructed from packets of upper layer protocols. An uplink
user data packet belongs to one of 4 request groups. A packet is associated with a
particular request group. If the packet belongs to one request group, then each of the
MAC frames of that packet also belong to that request group.

[00363] The WT reports the number of MAC frames in the 4 request groups that
the WT may intend to transmit. In the ARQ protocol, those MAC frames are marked as

“new” or “to be retransmitted”.

[00364] The WT maintains a vector of four elements N[0:3]: for k=0:3, N[k]
represents the number of MAC frames that the WT intends to transmit in request group
k. The WT reports the information about N[0:3] to the base station sector (BSS) éo that
the BSS can utilize the information in an uplink (UL) scheduling algorithm to determine

the assignment of uplink traffic channel (UL.TCH) segments.

[00365] The WT uses an ULRQST1 to report N[0]+N][1] according to Table 6100
of Figure 61.

[00366] At a given time, the WT uses only one rcquest d1ct10nary When the WT.

_]ust enters the ACTIVE state, the WT usés the dcfault request dlCthnaI”y To change the
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request d1ct1onary, the WT and the BSS uses an upper layer configuration protocol.
When the WT migrates from the ON state to the HOLD state, the WT keeps the last
request dictionary used in the ON state so that when the WT migrates from the HOL]j
state to the ON state later, the WT contmues to use the same request dictionary until the
request dictionary is exphcltly changed. However, if the WT leaves the ACTIVE state,

then the memory of the last request dictionary used is cleared.

[00367] To determine an ULRQST3 or ULRQST4, the WT first calculates the
following two parameters, y and z, and then use one of the following dictionaries.
Denote by x the value (in dB) of the most recent 5 bit uplink transmission power
backoff report (ULTXBKFS) report, and by bo the value in (dB) of the most recent
generic 4 bit downlink beacon ratio report (DLBNR4). The WT further determines an
adjusted generic DLBNR4 report value b as follows: b= bo-
ulTCHrateFlashA551gnment0ffset where minus is defined in the dB sense. The base
station sector broadcasts the value of ulTCHrateFlashAssignmentOffset in a downlink
broadcast channel. The WT uses ulTCHrateFlashAssignmenfOffset equal to 0dB until

the WT receives the value from the broadcast channel.

[00368] Givenxandb, the WT determines y and z as those from the first row in
Table 6200 of Figure 62 for which the condition in the first column is satisfied. For
example, if x =17 and b=3, then z=min(4,Npnax) and y=1. Denote Rmax the highest rate
option that the W'I' can sﬁpport, and Npax the number of MAC frames of that highest

rate option.

[00369] The WT uses an ULRQST3 or ULRQST4 to report the actual N[0:3] of
the MAC frame queues according to a request dictionary. A request dictionary is

identified by a request dictionary (RD) reference number.

[00370] The exemplary request dlctlonanes show that any ULRQST4 or
ULRQST3 report may not completely include the actual N[0:3]. A report is in effect 2
quantized version of the actual N[0:3]. A general guideline is that the WT should send a

g report to minimize the dlscrepancy between the reported and the actual MAC frames

‘ queues first for request groups 0 and 1y and then for request group 2, and f” nally for
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request group 3. However, the WT has the flexibility of determining a report to benefit
the WT the most. For 'example,‘when the WT is using the request dictionary 2, the WT
may use an ULRQST4 to report N[1]+N[3] and use an ULRQST3 to report N{2]. In
addition, if a report ié directly related to a subset of request groups according to the
request dictionary, it does not antomatically imply that the MAC frame queues ofa
remaining request group are empty. For example, if a report means N[2]=1, then it may
not automatically imply that N[0]=0, N[1]=0, or N[3] =0.

[00371] Table 6300 of Figure 63 and Table 6400 of Figure 64 define an
exemplary request dictionary with the RD reference number equal to 0. Define
diz=ceil(((N [13N[2]+N[3]-N123,min)/ (y* g)),whereNi23 minand g are variables
determined by the most recent ULRQST4 report as per Table 6300.

[00372] Table 6500 of Figure 65 and Table 6600 of Figure 66 define an

exemplary request dictionary with the RD reference number equal to 1.

[00373] Table 6700 of Figure 67 and Table 6800 of Figure 68 define an

exemplary request dictionary with the RD reference number equal to 2.

[00374] Table 6900 of Figure 69 and Table 7000 of Figure 70 define an

exemplary request dictionary with the RD reference number equal to 3.

[00375] Figure7lisa drawing of an exemplary wireless terminal 7100, e.g.,
mobile node, implemented in accordance with the present invention and using methods
of the present invention. Exemplary WT 7100 rﬁay be any of the wireless terminals of
thé exemplary system of Figure 1. Exemplary WT 7100 may be any of the WTs (136,
138, 144, 146, 152, 154, 168, 170, 172, 174, 176, 178) of exemplary system 100 of
Figure 1. Exemplary wireless terminal 7100 includes a receiver module 7102, a
transmitter module 7104, a processor 7106, user O devices 7108, and a memory 7110
coupled together via a bus 7112 via which the various elements may interchange data

and information.
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[00376] Memory 7110 includes routines 7118 and data/information 7120. The
processor 7106, e.g., a CPU, executes the routines 7118 and uses the data/information
- 7120 in memory 7110 to control the operation of the wireless terminal 7100 and

implement methods of the present invention.

[00377] Receiver module 7 102, e.g., an OFDM receiver, is coupled to receive
antenna 7103 via which the wireless terminal 7100 receives downlink signals from base
stations. Receiver module 7102 includes a decoder 7114 which decodes at least some of
the received downlink signals. Transmitter module 7104, e.g., an OFDM transmitter, is
coupled to a transmit antenna 7105 via which the wireless terminal 7100 transmits
uplink signals to base stations. Transmitter module 7104 is used for transmitting a
plurality ofidifferent types of fixed reports using uplink dedicated control channel
segments dedicated to the wireless terminal. Transmitter module 7104 is also used for
transmitting flexible reports using uplink dedicated control channel segments dedicated
to the wireless terminal, the uplink DCCH segments which include a flexible report
being the same size as at least some of the uplink DCCH segments which include fixed
type reports and do not include a flexible report. Transmitter module 7104 includes an
encoder 7116 which is used to encode at least some of the uplink signals prior to
transmxssmn In some embodiments, each individual dedicated control channel uplink
_segment is encoded independently of other dedicated control channel upllnk segments.

In various embodiments, the same antenna is used for both the transmitter and receiver.

[00378] User I/O devices 7108, e.g., microphone, keyboard, keypad, switches,
camera, speaker, display, etc., are used to input/output user data, control applications,
and control the operation of the wireless terminal, e.g., allowing a user of WT 7100 to

initiate a communications session.

[00379] Routines 7118 includes a communications routine 7122 énd wireless
terminal control routines 7124, Communications routine 7122 performs various '
communications protocols used by wireless terminal 7100. Wireless terminal control
routines 7124 include a fixed type report control module 7126, a flexible type report
‘ _control module 7128 an uplink tone hoppmg module 71 30 an 1dent1ﬁer module 7132,

g andacodmg module 7134 ‘ : T SR &
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[00380] Fixed type report control module 7126 controls the transmission of a
plurality of different types of fixed type information reports'accordin g to a reporting
schedule, said fixed type information reports being of a type dictated by the reporting

schedule.

[00381] Flexible type report control module 7 128 controls transmission of
flexible reports at predetermined Jocations in the reporting schedule, said flexible type
reports being of report types selected by the flexible report control module from a
plurality of reports which can be reported using a flexible report. Flexible report control
module 7128 includps a report prioritization module 7136. The report prioritization
module 7136 takes into consideration the amount of uplink data queued for
communication to the base station and a least one signal interference measurement,
when determining which one of a plurality of alternative reports should be
communicated in a flexible report. Report prioﬁtization module 7138 also includes a
change determination module 7138, which determines an amount of change in
information previously reported in at least one report. For example, if the change
determination module 7138 determines that the value of saturation level of SNR '
indicative of WT self-noise has not changed signi.ﬁcantlj' from the last reported value,
but the demand for uplink traffic channel resources has significantly increased from the
last reported request, the wireless terminal 7100 may select to use the flexible report to
communicate an uplink traffic channel request réport instead of a saturation level of
SNR report. .

[00382] Uplink tone hopping module 7130 determines, based on stored tone
hopping information, for transmission purposes, the physical tone corresponding to the
Jogical assigned DCCH channel tone at different points in time corresponding to the
transmission of dedicated segments. For example, in one exemplary embodiment, a
DCCH segment corresponds to three dwells, each dwell using the same physical tone
for seven successive OFDM symbol transmission time intervals; however, the physical
tone associated with the different dwells is determined by tone hopping information and

may be different.
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[00383] - Identifier module 7132 generates flexible type report identifiers to be
communicated with flexible reports, the report type identifiers communicated with an
individual flexible report indicating the type of flexible report being communicated. In
various einbodiments, the identifier module 7132 generates a report which indicates the
type of flexible report which corresponds to the report type identifier. In this exemplary
embodiment, an individual flexible type report is communicated in the same DCCH
segment with the corresponding report type identifier. In this exemplary embodiment,
identifier module 7132 is not used for fixed tybe reports as there is a predetermined
understanding between the base station and wireless terminal as to the type of fixed
report being communicated based on positiop of the fixed rei)ort within the recurring

reporting structure.

[00384] Coding module 7134 codes an individual flexible report identifier and a
corresponding flexible report together in a single coding unit corresponding to the
DCCH communications segment in which they are transmitted. In some embodiments,

coding module 7134 operates in conjunction with encoder 7116.

[00385] Data/infoﬁnation 7120 includes usér/device/session/resource information
7140, system data/information 7142, generated fixed type report 1 7144, ..., generated ‘
fixed type report n 7146, selected type of flexible report 7148, generated flexible report
7150, flexible report type identifier 7152, coded DCCH segment information 7154,
DCCH channel information 7156 including assigned logical tone information 7158,
base station identification information 7160, terminal identification information 7162,
timing information 7164, amount of uplink data queued 7166, signal interference
information 7168, and report change information 7170. Assigned logical tone
information 7158 identifies a base station assigned single logical uplink dedicated
control channel tone to be used by the WT 7100 for communicating uplink DCCH
segment signals conveying fixed and flexible reports. In some embodiments, the single
assigned logical DCCH tone is associated with a base station assigned ON state

identifier.

[00386] User/device/session/resource information 7140 includes information ‘

" pertaining to communications sessions, e.g., peer node information, addressing
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informatioﬁ, routing information, state information, and resource information
identifying uplink and downlink air link resources, ¢.g., segments, allocated to WT
7100. Generated fixed type of report 1 7144 is a fixed type.report corresponding to one
of the plurality of fixed types of reports supportéd by WT 7100 and has been generated
using fixed type repbrt information 7188. Generated fixed type of report n 7146 is a
fixed type report corresponding to one of the plurality of fixed types of reports
supported by WT 7100 and has been generated using fixed type report information
7188. Selected type of flexible report 7148 is information identifying the wircless
terminal's selection for the type of repoit to be communicated in the flexible report, e.g.,
a pattern of two bits identifying one of four patterns corresponding to a TYPE 2 report
of Figure 31. Generated flexible report 7150 is a flexible type report corresponding to
one of the plurality of types of reports which may be selected by WT 7100 to be
communicated in a flexible report and has been generated using flexible type report
information 7190, e.g., a pattern of four.bits corresponding to a BODY 4 report and
representing a bit pattern of one of an ULRQST4 report, ¢.g., of Figure 18, or a
DLSSNR4 report of Figure 30. Coded DCCH segment information 7154 is an output of
coding module 7134, e.g., a coded DCCH segment cotresponding to a Type 2 and Body
4 report or a coded DCCH segment corresponding to a mixture of fixed type reports.

[00387] DCCH channel information 7156 includes information identifying
DCCH segments allocated to WT 7100, e.g., information identifying a DCCH mode of
operation, e.g., a full-tone DCCH mode or a split tone DCCH mode and infonnatioh
identifying an assigned logical DCCH tone 7158 in a DCCH channel structure being
used by the base station attachment point. Base statidn identification information 7160
includes information identifying the base station attachment point being used by WT
7200, ¢.g., information identifying a base station, base station sector, and/or carrier or
tone block pair associated with the attachmént point. Terminal identification
information 7162 includes WT 7100 identification information and base station
assigned wireless terminal identifiers temporarily associated with WT 7100, e.g., a
regiétered user identifier, an active user identifier, an ON state identifier associated with
a logical DCCH channel tone. Timing information 7164 includes current timing

| information, e.g.; 1dent1fymg a current OFDM symbol tlme w1thm a recurrmg tumng

structure Tlmlng 1nformat10n 7164 is used by fixed type control module 7126 in -
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conjunction with uplink timing/frequency structure information 7178 and fixed type
_report transmission scheduling information 7134 in deciding when to transmit different
types of fixed reports. Timing information 7164 is used by flexible report control
module 7128 in conjunction with uplink timing/frequency structure information 7178
and flexible type report transmission scheduling information 7186 in deciding when to
transmit a flexible report. Amount of uplink data queued 7166, e.g., amounts of MAC
frames in requést group queues and/or combinations of amounts of MAC frames in
request group queue sets, is used by report prioritization module 7136 in selecting the
type of report to be communicatea in a flexible report slot. Signal interference
information 7168 is also used by prioritization module 7136 in selecting the type of
report to be communicated in a flexible report slot. Report change information 7 170,
e.g., information indicating deltas from previously communicated DCCH reports,
obtained from change determination module 7138 is used by report prioritization

module 7136 in selecting the type of report to be communicated in a flexible report slot.

[00388] System data/information 7142 includes a plurality of sets of base station
data/information (BS 1 data/information 7172, ..., BS M data/information 7174), DCCH
report transmission scheduling information 7182, fixed type report information 7188,
and flexible type report information 7190. BS 1 data/information 7172 includes
downlink timing and frequency structure.information 7176 and uplink timing/frequency
structure information 7178. Downlink timing/frequency structure information 7176

“includes downlink carrier information, downlink téne block information, number of
downlink tones, downlink tone hopping information, downlink channel segment
information, OFDM symbol timing information, and grouping of OFDM symbols.
Uplink timing/frequency structure information 7178 includes uplink carrier information,
uplink tone block information, number of uplink tones, uplink tone hopping
information, uplink channel segment information, OFDM symbol timing information,
and grouping of OFDM symBols. The uplink timing/frequency structure information
7178 includes tone hopping information 7180.

[00389]  DCCH réport transmission scheduling information 7 182 isused in
controllmg the transmlssxon of reports to a base statlon e.g., access node, usmg .

'dedlcated segments of a commun1cat10ns control channel DCCH transmission -
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scheduling information 7182 includes information identifying the composite of different
DCCH segments in a recurring reporting schedule identifying the location and type of
fixed type reports within the recurring schedule and identifying the location of flexible
type reports within the recurring schedule. Report transmission schedulmg information
‘7182 includes fixed type report information 7184 and flexible type report information
7186. For example, in one exemplary embodiment the recurring schedule includes 40
indexed DCCH segments, and the composite of each indexed segment in terms of fixed
and/or flexible report inclusion is identified by report transmission scheduling
information 7182. Figure 10 provides an example of exemplary DCCH report
transmission schedule information corresponding to a recurring structure including 40
indexed DCCH segments used in a full-tone DCCﬁ mode of operation occurring in a
beaconslot. In the example, of Figure 10, the BODY 4 reports are flexible reports and
the TYPE2 repotts are identifier reports identifying the type of report communicated in
a corresponding BODY4 report for the same DCCH segment. The other illustrated
reports, .g., DLSNRS report, ULRQST! report, DLDNSNR3 report, ULRQST3 report,
RSVD2 report, ULRQST4 report, ULTXBKFS5 report, DLBNR4 report, RSVDI1 report,
and DLSSNR4 report, are fixed type reports. There are more fixed reports than flexible
reports in one iteration of the reporfing schedule. In some embodiments, the reporting
schedule includes at least 8 times as many fixed reports as flexible reports in one
iteration of the reporting schedule. In some embodiments, the reporting schedule
includes, on average, less than one dedicated control channel segment used to report a
flexible report for each nine dedicated control channel segments used to transmit a fixed

report.

[00390] Fixed type report information 7188 includes information identifying the
format for each of the plurality of fixed types of reports commumcated over the
dedicated control channel, e.g., number of information bits assomatcd with a report and
interpretation given to each of the possible bit patterns that can be communicated. The
plurality of fixed type information reports include: uplink traffic channel request
reports, a wireless terminal self-nose report, e.g.,.3 downlink saturation level of self-
noise SNR report, an absolute report of downlink SNR, a relative report of downlink

. SNR an uplmk transmlssxon power report eg,a WT transrmssmn power backoff

' "repor‘t “and an mterference report e. g, abeacon ratlo report. Flgures 13,.15; 16, 18 19
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26, 29, and 30 illustrate exemplary fixed type report information 7188 corresponding to
a DLSNRS report, a DLDSNR3 report, a ULRQST!1 report, a ULRQST4 report, an '
ULRQST 3 report, an ULTxBKFS report, and a DLBNR4 report, respectively.

[00391] Flexible type report information 7190 includeé information identifying
the format for each of the potential types of reports that may be selected to be
communicated in a flexible report that is to communicated over the dedicated control
channel, e.g., number of information bits associated with a report and interpretation
given to each of the possible bit patterns that can be communicated. Flexible type
report information 7190 also includes information identifying a flexible type indicator
report to accompany the flexible report, e.g., number of information bits associated with
the flexible type indicator report and designation of the type of flexible report that each
bit péttem signifies. In some embodiments, at least some of the types of reports that
may be selected by the WT to be communicated in a flexible report are the same as the
fixed type.of report. For example, in one exemplary embodiment the flexible report can
selected from a set of reports including a 4 bit uplink traffic channel request report and a
4 bit downlink saturation level of SNR report, the 4 bit uplink traffic channel request
report ‘and the 4 bit downlink saturation level of SNR report following the same format
used when communicated as a fixed type report in a predetermined fixed position in the
recurring reporting schedule. Figures 31, 18, and 30 illustrate exemplary flexible type

report information 7190.

[00392] Figure 72isa drawing of an exemplary wireless terminal 7200, e.g.,
mobile node, implemented in accordance with the present invention and using methods
of the present invention. Exemplary WT 7200 may be any of the wireless terminals of
the exemplary system of Figure 1. Exemplary WT 7200 may be any of the WTs (136,
138, 144, 146, 152, 154, 168, 170, 172,174, 176, 178) of exemplary system 100 of
Figure 1. Exemplary wireless terminal 7200 includes a receiver module 7202, a
transmitter module 7204, a processor 7206, user VO devices 7208, and a memory 7210
coupled together via a bus 7212 over which the various elements may interchange

data/information.
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[00393] Memory 7210 includes routines 721 8 and data/information 7220. The
processor 7206, ¢.g., 2 CPU, executes the routines 721 8 and uses the data/information
7220 in memory 7210 to control the operation of the wireless terminal 7200 and

implement methiods of the present invention.

[00394] Receiver module 7202, e.g., an OFDM receiver, is coupled to receive
antenna 7203 via which the wireless terrmnal 7200 receives downlink signals from base
stations. Receiver module 7202 includes a decoder 7214 which decodes at least some of
the received downlink signals. Received downhnk signals include signals conveying
base station attachment point identification information, e.g., beacon signals, and
signals including base station assigned wireless terminal identifiers, e.g., an ON state
identifier assigned to WT 7200 by a base station attachment point, the ON state
identifier associated with dedicated control channel segments to be used by WT 7200.
Other received downlink signals include assignment signals corresponding to uplink
and/or downlink traffic channel segments and doWnlink traffic channel segment signals.
Assignments of uplink traffic channel segments by abase station attachment point to
WT 7200 may be in response to received backlog information reports from WT 7200.

[00395] Transmitter mody.ile 7204, e.g;, an OFDM transrhitter, is coupled to a
transmit antenna 7205 via which the wireless terminal 7200 transmits uplink signals to
‘base stations. Transmitter module 7204 is used for transmitting at least some of the
generated backlog information reports. The transmitted generated backlog information
reports are transmitted by transmitter module 7204 in uplink control channel segments
dedicated to the wireless terminal 7200. Transmitter module 7204 is also used for
transmitting uplink traffic channel segment signals. Transmitter module 7204 includes
an encoder 7216 which is used to encode at least some of the uplink signals prior to
transmission. In some embodiments, each individual dedicated control channel uplink
segment is encoded independently of other dedicated control channel uplink segments.

In various embodiments, the same antenna is used for both the transmitter and receiver.

[00396] User /O devices 7208, e.g., microphone, keyboard, keypad, switches,

camera, speaker, display, etc., are used to input/output user data, control applications,
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and control the operation of the wireless terminal, e.g., allowing a user of WT 7200 to

initiate a communications session.

[00397] Routines 7218 includes a communications routine 7222 and wireless
terminal control routines 7224. Communications routine 7222 performs various
communications protocols used by wireless terminal 7200. Wireless tefminal control

" routines 7224 controls 6perations of the wireless terminal 7200 including receiver
module 7202 control, transmitter module 7204 control, and user I/Q devices 7208
control. Wireless terminal control routines 7224 are used to implement methods of the

present invention.

[00398] Wireless terminal control routines 7224 include a queue status
monitoring module 7226, a transmission backlog report generation module 7228, a
transmission backlog report control module 7230, and a coding module 7332. Que'ue
status monitoring module 7266 monitors the amount of information in at least one of 'a
plurality of different queues used to store information to be transmitted. The amount of
information in a queue changes over time, e.g., as additional data/information needs to
be transmitted, data/information is successfulljr transmitted, data/information needs to
be retransmitted, data/information is dropped, e.g., due to a time consideration or due to
the termination of a session or application. Transmission backlog report generation
module 7288 generates different bit size backlog informatic;n reports providing
transmission backlbg infoﬁnaﬁon, e.g. 1 bit uplink request reports. 3 bit uplink request
reports, and 4 bit uplink request reports. Trgnsmission backlog report control module
7230 controls the transmission of generated backlog information reports. Transmission
backlog report generation module 7?28 includes an fnformation grouping module .7234.
Information grouping module 7234 groups status information corresponding to different
sets of queues. Grouping module 7234 supports different information groupings for
backlog information reports of different bit sizes. Coding module 7332 codes
information to be transmitted in dedicated uplink control channel segments, and for at
least some segments, the coding module 7332 codes a transmission backlog report with
at least one additional backlog report used to communicate non-backlog control

. information. Possible additional reports, which are encoded with transmission backlog

-125-



WO 2007/075728 PCT/US2006/048501

reports for a DCCH segment, include signal to noise ratio reports, self-noise report, an

interference report, and a wireless terminal transmission power report.

:[00399] Data/information 7220 includes user/device/session/resource information
7236, system data/information 7238, queue information 7240, DCCH channel
information 7242 inciuding assigned logical tone information 7244,base station
identification information 7246, terminal identification information 7248, timing
information 7250, combined request group information 7252, generated 1 bit uplink
request report 7254, generated 3 bit uplink request report 7256, generated 4 bit uplink
request report 7258, generated additional DCCH report 7260, and coded DCCH
segment information 7262.

[00400] User/device/session/resource information 7236 includes information
pertaining to communications sessions, €.g., peer node information, addressing
information, routing information, state inforrriation, and resource information
identifying uplink and downlink air link resources, e.g., segments, allocated to WT
7200. Queue information 7240 includes user data that WT 7200 intends to transmit,
e.g., MAC frames of user data associated with a queue, and information identifying the
amount of user data that WT 7200 intends to transmit, e.g., a total number of MAC
frames associated with a queue. Queue information 7240 inc.ludes request group O
information 7264, request group 1 ihforfnation 7266, request group 2 information 7268,
and request group 3 information 7270.

[00401] DCCH channel information 7242 includes information identifying
DCCH segments allocated to WT 7200, e.g., information identifying a DCCH mode of
operation, e.g., a full-tone’ DCCH mode or a split tone DCCH mode and information
identifying an assigned logical DCCH tone 7244 in a DCCH channel structure being
used b}; the base station attachment point. Base station identification information 7246
includes information identifying the base station attachment point being used by WT
7200, e.g., iﬁfonnation identifying a base station, base station sector, .and/or catrrier or
tone block pair associated with the attachment point. Terminal identification

‘ mfoxmatlon 7248 includes WT 7200 identification information and base statlon

” asmgned wiréless terminal identifiers temporanly associated with WT 7200 eg.,a :
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registered user identiﬁef, an active user identifier, an ON state identifier associated witﬁ
a logical DCCH channel tone.. Timing infoﬁnation 7250 includes current timing
information, e.g., identifying a current OFDM symbol time within a recurring timing
structure. Timing information 7250 is used by transmission backlog report control
module 7230 in conjunction with uplink timing/frequency structure information 7278
and stored transmission backlog reporting schedule information 7281 in deciding when
to transmit different types of backlog reports. Combined request group information
7254 includes information pertaining to combinations of request groups, e.g., a value
identifying the amount of information, e.g., total number of MAC frames, to be

transmitted corresponding to the combination of request group 0 and request group 1.

[004G2] Generated 1 bit uplink request report 7254 is a 1 information bit
transmission backlog report generated by transmission backlog report generation
module 7228 using queue information 7240 and/or combined request group information
7252, and 1 bit size report mapping information 7290. Génerated 3 bit uplink request
report 7256 is a 3 information bit transmission backlog report generated by transmission
backlog report genera;cion module 7228 using queue information 7240 and/or combined
request group information 7252, and 3 bit size report mapping information 7292,
Generated 4 bit uplink request report 7258 is a 4 information bit transmission backlog
report generated by transmission backlog report generation module 7228 using queue
information 7240 and/or combined request group information 7252, and 4 bit size report
mapping information 7294. Generated additional DCCH report 7260 is, ¢.g., a
generated downlink absolute SNR report, a generated delta SNR report, a generated
interference report, €.g., a beacon ratio report, a generated self-noise report, e.g., a WT
self-noise report of saturation level of SNR, a WT power repbrt, €.g., a WT transmission
power backoff report. Coding module 7234 codes a transmission backlog report 7254,
7256, 7258, with a generated additional report 7260, for a given DCCH segment,
obtaining coded DCCH segment information. In this exemplary embodiment, each
DCCH segment is the same size, e.g., uses the same number of tone-symbols, regardless
of whether the transmission backlog report included in the DCCH segment is a 1 bit
report, 3 bit report, or 4 bit report. For example, for one DCCH segment a 1bit UL
request transmlssmn backlog report 18 Jomtly coded with a 5 bit downlmk absolute SNR

U'report for another DCCH segment a3 blt UL request transmlsswn backlog report is-
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jointly coded with a 3 bit downlink delta SNR report; for another DCCH segment a 4 bit

UL request transmission backlog report is jointly coded with a 2 bit reserved report.

[00403] System data/information 7238 includes a plurality of sets of base station
information (BS 1 data/information 7272, . ., BS M data/information 7274), dedicated
control channel report transmission reporting schedule information 7280, stored
transmission backlog report mapping information 7288, and queue sets' information
7296. BS1 data/information 7 2’/2 includes downlink timing/frequency structure
information 7276 and uplink timing/frequency structure information 7278. Downlink
timing/frequency structure information 7276 includes downlink carrier information,
downlink tone block information, number of downlink tones, downlink tone hopping
information, downlink channel ségment information, OFDM symbol timing
information, and grouping of OFDM symbols. Uplink timing/frequency structure
information 7278 includes uplink carrier inférmation, uplink tone block information,
number of uplink tones, uplink tone hopping information, uplink channel segment
information, OFDM symbol timing information, and grouping of OFDM symbols.
DCCH report transmission reporting schedule information 7280 includes stored
transmission backlog reporting schedule information 7281. Figure 10 provides
exemplary DCCH transmission schedule information corresponding to a recurring
schedule of 40 indexed DCCH segments in a beaconslot for a full-tone DCCH mode of
operation, the beaconslot being a struéture used in the timing/frequency structure of the
base station. Stored transmission backlog reporting schedule information includes
information identifying the location of edch of transmission backlog reports, e.g., the
location of the ULRQST1, ULRQST3, and ULRQST4 reports'in Figure 10. The stored
transmission backlog reporting scheduling information 7281 is used by the transmission
backlo g report control module 7230 in determining when to transmit a report of a
particular bit size. The stored transmission backlog reporting schedule information
7281 includes 1 bit size report information 7282; 3 bit size report information 7284, and
4 bit size report information 7286. For example, with respect to.Figure 10, 1 bit size
report information 7282 includes information identifying that an ULRQST1 report
corresponds to the LSB of DCCH segment with index s2 = 0; 3-bit size report
1nformat10n 7284 1ncludes information 1dcnt1fy1ng that an ULRQST3 report ‘

i'corresponds to the 3 LSBs of DCCH ‘segment with index s2 =2; 4 bit size report
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information 7286 includes information identifying that an ULRQST4 report
corresponds to the 4 LSBs of DCCH segment with index s2 =4.

[00404] The stored transmission baékfo g scheduling information 7281 indicates
that more 1 bit size backlog reports are to be transmitted than 3 bit size backlog reports
in one iteration of the transmission report schedule. The stored transinission backlog
scheduling information 7281 also indicates that more or the same number of 3 bit size
backlog reports are to be transmitted than 4 bit size backlog reports in one iteration of
the transmission report schedule. For example, in Figure 10, there are 16 identified
ULRQST]1 reports, 12 identified ULRQST3 repbrts, and 9 identified ULRQST4 reports.
In this exemplary embodiment corresponding to Figure 10, the flexible reports, Body 4
reports, may convéy a 4 bit ULRQST report, and under a case where the 3 flexible
reports, of one iteration of the reporting structure, carry a ULRQST4 report, the wireless
terminal communicates 12 ULRQST4 reports, '

[00405] Stored transmission backlog report mapping information 7288 includes 1
bit size report information 7290, 3 bit size report information 7292, and 4 bit size report
‘information 7294. Examples of 1 bit size report mapping information 7290 includes
Figure 16 and Figure 61. Examples of 3 bit size report mapping information include
Figures 19, 21, 23, 25, 64, 66, 68, and 70. Examples 6f 4 bit size report mapping
information include Figures 18, 20, 22, 24, 63, 65, 67, and 69. Stored transmission
backlog mapping information 7288 includes information indicating a mapping between
queue status information and bit patterns that can be communicated using the different
bit size backlog reports. In this exemplary embodiment, the 1 bit size backlog report
provides backlog information corresponding to a plurality of different transmission
queues; the one bit indicates the existence of information to be transmitted or lack
thereof corresponding to the combination of request group 0 and request group 1. In
various embodiments, the smallest bit size, e.g., 1 bit size, backlog report is used for
highest priority traffic, e.g., where the highest priority is voice or control traffic. In
some embodiments, the second bit size repoft, e.g., the 3 bit size report, communicates a
delta, with respect to a previously communicated third bit size report, e.g., 4 bit size
report; Fi gures 63 and 64 ilfustrates such a relanonshlp .In some embodlments the

| ":second ﬁxed size report e.g., the 3 bit size report, prowdes friformation on two sets of o
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queues. For example, consider Figure 41, the second type of report communicates
information on a ‘second set of queues and a third set of queues. In various
embodiments, the third size report, e.g., ;the 4 Bit size report, 'provides information on
one set of queues. In some such embodiments, the one set of queues includes one
fequest group queue, two request group queués, or three request group queues. In some
embodiments, there are pre_:determined number of request groups for uplink traffic, e. g'.,'
four, RGO, RG1, RG2, and RG3, and a third fixed size report, €.g., the four bit size
report is capable of communicating backlog information corresponding to any of the
different request group queues. For example, consider Figure 41, a third type report
communicates information on one of a fourth set of queues, 4 fifth set of queues, a sixth
set of queues or a seventh set of queues, and for any given dictionary the third type of
report is capable of communicating information pertaining to RGO, RG1, RG2, and
RG3.

[00406] Queue sets' information 7296 including information identifying grouping
of queues to be used when generating transmission backlog reports. Figure 41
illustrates exemplary groupings of queues.used in various exemplary types of

transmission backlog reports.

[00407] Figure 74 is a drawing of an exemplary wireless terminal 7400, e.g.,
mobile node, implemented in accordance with the present invention and using methods
of the present invention. Exemplary wireless terminal 7400 may be any of the wireless
terminals of Figure 1. Exemplary wireless terminal 7400 includes a receiver module
7402, a transmitter module 7404, a processor 7406, user /O devices 7408, and memory
7410 coupled together via a bus 7412 over which the various elements interchange data

and information.

[00408] Memory 7410 includes routines 7418 and data/information 7420. The
processor 7406, e.g., a.CPU, executes the routines 7418 and uses the data/information
7420 in memory 7410 to control the operation of the wireless terminal 7400 and
implement methods of the present invention. User I/O devices 7408, e.g., microphone,

keyboard, keypad, switches, camera, display, speaker, etc., are used to input user data,
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output user data; allow a user to control applications, and/or control various functions of

the wireless terminal, e.g., initiate a communications session.

[00409] Receiver module 7402, e.g.‘, an OFDM receiver, is coupled to a receive
antenna 7403 via which the wireless terminal 7400 receives downlink signals from base
stations. Received downlink signals include, e.g., beacon signals, pilot signals,
downlink traffic channel signals, power control signals including closed foop power
control signals, timing control signals, assignment signals, registration response signals,
and signals including base station assigned wireless terminal identifiers, e.g., an ON
state identifier associated with a DCCH logical channel tone. Receiver module 7402

includes a decoder 7414 used to decode at least some of the received downlink sighals.

[00410] Transmitter module 7404, e.g., an OFDM transmitter, is coupled to a
transmit antenna 7405 via which the wireless terminal 7400 transmits uplink signals to
base stations. In some embodiments, the same antenna is used for receiver and
transmitter, e.g., the antenna is coupled through a duplexer module to receiver module
7402 and transmitter module 7404. Uplink signals include, e.g., registration request
signals, dedicated control channel segment signals, e.g., con\‘/eying .a reference signal
which can be measured by a base station and reports including WT power repoﬂs such
asa WT transmission power backoff report, and uplink traffic channel segment signals.
Transmitter module 7404 includes an encoder 7416 used to encode at least some of the
uplink.signals. DCCH segments, in this embodiment, are encoded on a per segment

basis.

[00411]  Routines 7418 includes a communications rputine 7422 and wireless
terminal control routines 7422. The communications routine 7422 implements the
various communications protocols used by the wireless terminal 7400. Wireless
terminal control routines 7422 include a report generation module 7426, a wireless
terminal tfansmission power control module 7430, a dedicated control channel control
module 7432, a tone hopping module 7434, and a report format control module 7436.

Report generation module 7426 includes a computation sub-module 7428.
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[00412] Report generation module 7426 generates power reports, €.g., wireless
terminal transmission power backoff reports, each power report indicatihg aratio ofa
maximum transmit power of the wireless terminal to the transmit power of a reference
signal having a power level known to the wireless terminal at a point in time
corresponding to the power report. Wireless terminal transmission power control
module 7430 is used for controlling the wireless terminal's transmission power level
based on information including at least one closed loop power level control signal
received from 2 base station. The closed loop power control signal received from the
base station may be a signal used to control the wireless terminal transmitter power so
that a desired received power level is achieved at the base station. In some

'embodiments, the base station does not have actual knowledge of the wireless terminals
actual transmission power level and/or maximum transmit power level. In some system
implementations different devices may have different maximum transmit power levels,
e.g., a desk top wireless terminal may have a different maximum transmission power
capability than a portable notebook computer irhplemented wireless terminal, e.g.,

operating off battery power.

[00413] Wireless terminal transmission power control module 7430 performs
closed loop power control adjustments of a transmission power level associated with the
dedicated control channel. Dedicated control channel control module 7432 determines

‘which single logical tone in a plurality of logical tones is to be used for the dedicated
control channel signaling, said single logical tone being dedicated to the wireless
terminal for use in transmitting control signéling using a set of dedicated control

channel segments.

[00414] Tone hopping module 7434 determines at different points in time a
single physical OFDM tone to be used to communicate dedicated control channel
information during a plurality 6f consecutive OFDM symbol transmission time
intervals. For example, in one exemplary embodiments, a dedicated conirol channel
segment corresponding to a single dedicated control channel logical tone includes 21
OFDM tone-symbol, the 21 OFDM tone-symbols comprising three sets of 7 OFDM
tone-symbols, each set of seven OFDM tonc-symbols corresponding to a half-slot of

seven consecutive OFDM symbol transmission time penods and corresponding to a
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physical OFDM tone, each of the three sets may correspond to a different physical
OFDM tone with the OFDM tone for a set being determined in accordance with tone
hopping information. Report format control module 7436 controls the format of the
power report as a function of which one of a plurality of dedicated control channel
modes of operation is being used by the wireless terminal 7400 at the time the report is
transmitted. For example, in one exemplary embodiment, the wireless terminal uses a 5
bit format for the power report when in a full-tone DCCH mode of operation and uses a

4 bit power report when in a split—tohe mode of operation.

[00415] Computation sub-module 7428 subtracts a per-tone transmission power
of an uplink dedicated control channel in dBm from a maximum transmission power of
the wireless terminal in dBm. In some embodiments, the maximum transmission power
is a set valué, e.g., a predetermined value stpfed in the wireless terminal or a value
communicated to the wireless ter}ninal, e.g., from a base station, and stored in the
wireless terminal. In some embodiments, the maximum transmission power depends on
a power output capacity of the wireless terminal. In some embodiments, the maximum
transmission power is dependent upon the type of wireless terminal. In some
émbodiments, the maximum transmission power is dependent upon a mode of operation
of the wireless terminal, e.g., with different modes corresponding to at least two of the
following: operation using an external power source, operation using a battery,
operation using a battery having a first level of energy réserve, operation using a battery
having a second level of energy reserve, operation using a battery with an expected
amount of energy reserve to support a first duration of operational time, operation using
a battery with an expected amount of energy reserve to support a second duration of
operational time, operation in a normal power mode, operation in a power saving mode
said maximum transmit power in the power saving mode being lower than said
maximum transmit power in said normal power mode. In various embodiments, the
maximum transmission power value is a value which has been selected to be in
compliance.v;/ith a government regulation limiting the maximum output power level of
the wireless terminal, e.g., the maximum transmission power value is selected to be the
maximum permissible level. Different devices may have different maximum power
level capabilities which may or may not be known to a base station. The base station

can, and in some embodiments does, use the backoff report in determining the
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supportable uplink traffic channel data throuighput, e.g., per transmission segment
throughput, which can be supported by the wireless terminal. This is because the
backoff report provides information about the additional power which can be used for
traffic channel transmissions even though the base station may not know the actual '
transmission power level being used or the maximum capability of the wireless terminal

since the backoff report is provided in the form of a ratio.

[00416] Insome embodiments the wireless terminal can support one or more
wireless connections at the same time, each connection having a corrésponding
maximurn transmission power level. The maximum transmission power levels,
indicated by values, may be different for different connections. In addition, for a given
connection the maximum transmission power level may vary over time, €.g., as the
number of connections being supported by the wireless terminal varies. Thus, it may be
noted that even if the base station knew the maximum transmission power capability of

"a wireless terminal, the base station may not be aware of the number of communications
links being éupportcd by the wireless terminal at a particlilar point in time. However,
the backoff report provides information which informs the base station about the
available power for a given connection without requiring the base station to know about

other possible existing connections which may be consuming power resources.

[00417] Data/information 7420 includes user/device/session/resource information
7440, system data 7442, received péwer control signal information 7484, maximum
transmission power information 7486, DCCH power information 7490, timing
information 7492, DCCH channel information 7494, base station identification
information 7498, terminal identification information 7499, power report information
7495, additional DCCH reports' information 7493, coded DCCH segment information
7491, and DCCH mode information 7489. DCCH channel information 7494 includes
assigned logical tone information 7496, e.g., information identifying the single logical
DCCH channel tone currently allocated to the wireless terminal by a base station

attachment point.

[00418] User/device/ sessmn/resource information 7440 includes user

1" identification information, username mformauon, user security mformatlon, deV1ce
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identification information, device type information, device control parameters, session
information such as peer node information, security information, state information, peer
node identification information, peer node addressing information, routing information,
air link resource information such as uplink and/or downlink channel segments assigned
to WT 7400. Received power conirol information 7484 includes received WT power
control commands from a base station, e.g., to increase, decrease or do not change the
transmission power level of the wircless terminal with respect to a control channel being
closed loop power controlled, e.g., a DCCH channel. Maximum transmit power
information 7486 includes a maximum wireless terminal transmit power value to be
used in generating & power report. Reference signal information 7496 includes
information identifying the reference signal to be used in the power report calculation,
e.g., as the DCCH channel signal, and a transmit power level of the reference signal at a
point in time, the point in time being determined based on the start transmit time of the
DCCH segment in which the power report is communicated and power report time
offset information 7472. DCCH power information 7490 is the result of computation
sub-module 7428 which the maximum transmit power information 7486 and the
reference signal info 7497 as input. DCCH.power information 7490 is represented by a
bit pattern in power report information 7495 for communicating a power report.
Additional DCCH reports' information 7493 includes information corresponding to
other types of DCCH reports, e.g., other DCCH reports such as a 1 bit uplink traffic
channel request report or a 4 bit uplink traffic channel request report, which is
communicated in the same DCCH segment as a power report. Coded DCCH segment
information 7491 includes information representing a coded DCCH segment, €.g., a
DCCH segment conveying a power report and an additional report. Timing information
7492 includes information identifying the timing of the feference signal information and
information identifying the timing of the start of a DCCH segment to be used to
communicate a power report. Timing information 7492 includes information
identifying the current timing, e.g., relating indexed OFDM symbol timing within an
uplink timing and frequency structure to recurring DCCH reporting schedule
information, e.g., to indexed DCCH segments. Timing information 7492 is also used by
the tone hopping module 7344 to determine tone hopping.. Rase station identification
information 7498 includes information identifying the base station, base station sector,

- and/or base station tone block associated with a base station attachment point being
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used by the wireless terminal. Terminal identification information 7499 includes
wireless terminal identification information including base station assigned wireless
terminal identifiers, e.g., a base station assigned wireless terminal ON state identifier to
be associated with DCCH channel segments. DCCH channel information 7496 includes
information identifying the DCCH channel, . g., as a full-tone channel or as one of a
plurality of split tone channel. Assigned logical tone information 7496 includes
information identifying the logical DCCH tone to be used by the WT 7400 for its
DCCH chanhel, e.g., one DCCH logical tone from the set of tones identified by
information 7454, the identified tone corresponding to a base station assigned WT ON
state identifier of terminal ID information 7499. DCCH mode information 7489
includes information identifying the current DCCH mode of operation, e.g., as a full-
tone format mode of operation or a split-tone format mode of operation. In some
embodiments, DCCH mode information 7489 also includes information identifying
different mode of operation corresponding to different values for the maximum transmit

power information, e.g., a normal mode and a power saving mode.

[00419] System data/information 7442 includes a plurality of sets of base station
data/information (BS 1 data/information 7444, BS M data/information 7446), DCCH
transmission reporting schedule information 7462, power report time offset information
7472 and DCCH report format information 7476. BS 1 data/information 7442 includes
downlink timing/frequency structure information 7448 and uplink timing/frequency
structure information 7450. Downlink timing/frequency structure information 7448
includes information identifying downlink tone sets, e.g., a tone block of 113 tones,
downlink channel segment structure, downlink tone hopping information, downlink
carrier frequency information, and downlink timing information including OFDM
symbol timing information and grouping of OFDM symbols, as well as timing
information relating the downlink and uplink. Uplink timing/frequency structure
information 7450 includes uplink logical tone set information 7452, tone hopping
information 745 6, timing structure information 7458, and carrier information 7460.
Uplink logical tone set information 7452, e.g., information corresponding to a set of' 1 13
uplink-logical tones in an uplink channel structure being used by a base station
attachment point, mcludes DCCH logical channel tone 1nformat10n 7454, e.g.,

information corrcspondmg toa subset of 31 loglcal tones used for the dedxcated control g
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channel with a wireless terminal in the.ON state using the BS1 attachment point
receiving one of the 31 tones to use for its dedicated control channel segment signalilig.
Carrier information 7460 includes information identifying the uplink carrier frequency

corresponding to a base station 1 attachment point.

' [00420] DCCH transmission reporting schedule information 7462 includes
DCCH full tone mode recurring reporting schedule informatioﬂ 7464 and split-tone
mode recurring reporting schedule information 7466. Full tone mode recurring
reporting schedule information 7464 includes power report schedule information 7468.
Split tone mode recurring reporting schedule information 7466 includes power report
schedule information 7470. DCCH report format information 7476 includes power
report format information 7478. Power report format information 7478 includes full-

tone mode information 7480 and split tone mode information 7482.

.o [00421] DCCH transmission reporting scheduling information 7462 is used in
controlling the transmission of generated DCCH reports. Full tone mode recurring
repoﬁing scheduling information 7464 is in for controlling DCCH reports when the
wireless terminal 7400 is operating in a full-tone mode of DCCH operation. Drawing
1099 of Figure 10 illustrates exemplary full-tone mode DCCCH recurring reporting
schedule information 7464. Exemplary péWer rejport schedule information 7468 is
information indicating that segment 1006 with index s2=6 and segment 1026 with index
s2= 26 zre each used to convey a 5 bit wireless terminal uplink transmission power
backoff report (ULTXBKFS). Drawing 3299 of Figure 32 illustrates exemplary split-
tone mode DCCCH recurring repc;rting schedule information 7466. Exemplary power
report schedule information 7470 is information indicating that segment 3203 with
index s2=3 and segment 322.1 with index s2=21 are each used to convey a 4 bit
wireless terminal ‘uplink transmission power backoff report (ULTXBKF4).

[00422] DCCH report format information 7476 indicates formats used for each of
the DCCH reports, e.g., number of bits in a report, and the information associated with .
each of potential bit patterns that can be communicated with the report. Exemplary full-
tone mode power report format information 7480 includes information corresponding to

‘Table 2600 of Figure 26 illustrating the format of ULTxBKFS5. Exemplary split-tone .
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mode power report format information 7482 includes information corresponding to
Table 3500 of Figure 35 illustrating the format of ULTxBKF4. Backoff Reports
ULTxBKFS5 and ULTxBKF4 indicate a dB value.

[00423] Power report time offset information 7472 includes information
indicating a time offset between the point in time to which a generated power report
corresponds, e.g., provides information for, and a start of a communications segment in
which said report is to be transmitted. For example, consider that a ULTxBKEFS report
is to be communicated in an exemplary upliﬁk segment corresponding to segment 1006
with index s2=6 of a beaconslot and consider that the reference signal used in

generatmg the report is the dedicated control channel signal, power report time offset

1nf0rmat10n 7472. In such a case, the time offset mformatmn 7472 includes information

indicating a time offset between the time to which the report information corresponds,
¢:g., the OFDM symbol transmission time interval prior to the transmission time of the
report corresponding to the reference signal, e.g., DCCH signal, transmission power

level and a start of the segment 1006 transmission.

[00424] Fiéure 75 is a drawing 7500 used to explain features of an exemplary
embodiment of the present invention using a wireless terminal transmission power
report. Vertical axis 7502 represents the transmission power level of the wireless
terminal's dedicated control channel, e.g., a single tone channel, while horizontal axis
represents time 7504. The dedicated control channel is used by the wireless terminal to
communicate various uplink control information reports via dedicated control channel
segment signals. The various uplink control information feports include a wireless
terminal transmission power report, ¢.g., a WT transmission power backoff report, and
other addition control information reports, e.g., uplink traffic channel request reports,

interference reports, SNR reports, self-noise reports, etc.

[00425) Each small shaded circle, e.g., circle 7506, is used to represent the
transmission power level of the dedicated control channel at a corresponding point in
time. For example, each point in time, in some embodiments, corresponds to an OFDM
symbol transmission time interval and the 1dent1ﬁed power level is the power level

'assomated with the modulation symbol correspondmg to the s1ng1e tone of the WT'
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DCCH channel during' that OFDM symbol transmission time interval. In some
embodiments, each point in time, corresponds to a dwell, e.g., representing a fixed
number, e.g., seven, of consecutive OFDM symbol transmission time periods using the

same physical tone for the wireless terminal's DCCH channel.

. [00426] Dashed line box 7514 represents a DCCH segment Wﬁich conveys a WT
transmission power backoff report. The segment includes multiple OFDM symbol
transmission time periods. In some embodiments, a DCCH segment includes 21 OFDM
tone-symbols and includes 21 OFDM symbol transmission time intervals, one OFDM
tone-symbol corresponding to each of the 21 OFDM symbol transmission time

intervals.

[00427] The exemplary transmission backoff repori indicates a ratio of a
maximum transmission power of the WT, e.g., a set value, to the transmit power of a
reference signal. In this exemplary embodiment, the reference signal is the DCCH
channel signal at a point in time which is offset frbm the start of the DCCH segment
used to communicate the transmission power backoff report. Time 7516 identifies the
start of the DCCH segment conveying the WT transmission power backoff report. Time
offset 7518, e.g., a predetermined value, relates time 7516 to time 7512 which is the
transmission time of the reference signal used to generate the power report of segment
7514. X 7568 identifies the reference si gnal in terms of a power level 7510 and the time
7512. ‘ '

[00428] In addition to the DCCH control channel which is used in various
embodiments for wireless terminals in an ON state, it should be appreciated that the
system of the present invention also supports additional dedicated uplink control
signaling channels, e.g., timing control channels and/or state transition request channels
which may be dedicat;ad to a wireless terminal. These additional channels may exist in
the case of the hold state in addition to the ON state with terminals in the ON-State
being provided the DCCH control channel in addition to the timing and state transition
request channels. Signaling on the timing control and/or state transition request
channels occurs at a much lower rate than signaling on the DCCH control channel, e.g.,

" at rate 1/5 or less from the wireless terminals p'erspe‘ctivvé. In some émbb'diments, the =
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dedicated uplink channels provided in the hold state based on Active user IDs assigned
by the base station attachment point while DCCH channel resources are allocated by the
base station attachment point based on information including an ON state identifier

assigned by the base station attachment point.

[00429] The techniques of the present invention may be implemented using
software, hardware and/or a combination of software and hardware. The present
invention is directéd to apparatus, e.g., mobile nodes such as mobile terminals, base
stations, cormnﬁnications system which implement the present invention. It is also
directed to methods, e.g., method of controlling and/or operating mobile nodes, base
stations and/or communications systems, e.g., hosts, in accordance with the present
invention. The present invention is also directed to machine readable medium, e.g.,
ROM, RAM, CDs, hard discs, etc., whichtinclude machine readable instructions for
controlling a machine to implement one or more steps in accordance with the present

invention.

[00430] In various embodiments nodes described herein are implemented using
one or more modules to perform the steps corresponding to one or more methods of the
present invention, for example, signal processing, message generation and/or
transmission steps. Thus, in some embodiments various features of the present
invention are implemented using modules. Such modules may be implemented using
software, hardware or a combination of software and hardware. Many of the above
described methods or method steps can be implemented using machine executable
instructions, such as software, included in a machine readable medium such as a
memory device, e.g., RAM, floppy disk, etc. to control a machine, e.g., general purpose
computer with or without additional hardware, to implement all or portions of the above
described methods, e.g., in one or more nodes. Accordingly, among other things, the
present invention is directed to a machine-readable'mediu.m including machine
executable instructions for causing a machine, e.g., processor and associated hardware,

to perform one or more of the steps of the above-described method(s).
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[00431] While described in the context of an OF DM system, at least some of the
methods and apparatus of the present invention, are applicable to a wide range of

communications systems including many non-OFDM and/or non-cellular systems.

[00432] Numerous additional variations on the methods and apparatus of the
present invention described above will be apparent to those skilled in the art in view of
the above description of the invention. Such variations are to be considered within the
scope of the invention. The methods and apparatus of the present invention may be, and -
in various embodiments are, used with CDMA, ortho gonal frequency division
multiplexing (OFDM), and/or various other types of communications techniques which
may be used to provide wireless communications links.bctween access nodes and
mobiie nodes. Insome embodiménts the access nodes are implemented as base stations
which establish communications links with mobile nodes using OFDM and/or CDMA.
In various embodiments the mobile nodes are implemented as notebook computers,
personal data assistants (PDAs), or other portable devices including receiver/transmitter
circuits and logic and/or routines, for implementing the methods of the present

invention..

-141-



WO 2007/075728 PCT/US2006/048501

00 NN N L W=

—

A W N =

[ory

WHAT IS CLAIMED IS:

1. A method of operating a wireless ten;linal corhprising:

.during a first mode of operation usiné a first set of dedicated control channel
segments during a first time period, said first set including a first number of control
channel segments; and

during a second mode of operation using a second set of dedicated control
channel segments during a second time period having the same duration as said first
time period, said second set of dedicated ¢ontrol channel segments including fewer

segments than said first number o6f segments.

2. The method of claim 1, wherein each of said segments includes the same

number of tone symbols.

3. The method of claim 2, wherein said first number of segments divided by said

second number of segments is an integer.
4. The method of claim 3, wherein said integer is 3.

5. The method of claim 3, wherein said second set of dedicated control channel
segments is a subset of a larger set of dedicated control channel segments used during

said first period of time by a single wireless terminal.

6. The wireless terminal of claim 4, wherein said first and second periods of time

each include 39 segments.

7. The method of claim 4, wherein said single wireless terminal is said wireless
terminal; and
wherein said first set of dedicated control channel segnients is said larger set of

dedicated control channel segments.

8. The method of claim 7, wherein said first and second sets of segments

correspond to a single logical tone. :
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9. The method of claim 2, further comprising;:
receiving mode control signal from a base station; and
switching from said first mode of operation to said second mode of operation in

response to said control signal.

10.  The method of claim 9, further comprising:
receiving a second mode control signal from said base station; and
switching from said second mode of operation to said first mode of operation in

response to said second control signal.

11. The method of claim 2, further comprising:
" operating said wireless terminal to transmit a mode control signal to the base
station;
receiving a positive acknowledgement signal from the base station; and
switching from said first mode of operation to said second mode of operation in

response to said received positive acknowledgement signal.

12.  The method of claim 11, farther comprising:
operating said wireless terminal to transmit a second mode control signal to said
base station; '
receiving a second positive acknowledgement signal from the base station; and
 switching from said second mode of operation to said first mode of operation in

response to said received second positive acknowledgement signal.

13. The method of claim 2, wherein said wireless terminal uses different coding to
communicate information transmitted in segments during said first and second modes of

operation.

14. A wireless terminal comprising:
a first mode dedicated control channel communications control module for
controlling dedicated control channel communication using a first set of dedicated

control channel segments during a first mode of operation, said first set including a first

" number of control channel segments for a first period of time; and
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a second mode dedicated control channel commum'cations control module for
controlling dedicated control channel commumcatlon using a second set of dedicated
control channel segments during a second mode of operatlon said second set of
dedicated control channel segments corresponding to a time period having the same
duration as said first perlod of time, said second set of dedicated control channel

segments including fewer segments than said first number of segments

15.  The wireless terminal of claim 14, wherein each of said segments includes the

same number of tone symbols.

16. The wireless terminal of claim 15, wherein said first number of segments

divided by said second number of segments is an integer.
17. The wireless terminal of claim 16, wherein said integer is 3.

18. The wireless terminal of claim 17, wherein said first and second periods of time

each include 39 segments.

19. The wireless terminal of claim 16, wherein said second set of dedicated control
channel segments is a subset of a larger set of dedicated control channel segments used

during said first period of time by a single wireless terminal.

20. The wireless terminal of claim 17, wherein said first set of dedicated control

channel segments is said larger set of dedicated control channel segments.

21. The wireless terminal of claim 20, wherein said first and second sets of segments

correspond to a single logical tone.

22, The wireless terminal of claim 15, further comprising:
a receiver for receiving a mode control signal from a base station; and
a DCCH mode control module for controlling switching into one of said first

- mode of operation and said second mode of operation in response to said control signal.
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23. The wireless terminal of claim 15, further comprising:

émode request signal generation module for generating a mode request signal
indicating a requested mode of DCCH operation; |

a transmitter for transmitting the mode request signal to the base station, said
tranémitter also for transmitting DCCH segment signals during said first and second
modes of operation;

a response detection module for detecting a response to said mode request signal
from the base station; and

a DCCH mode control module for switching into the requested mode of
operation in response to an affirmative request acknowledgement, said requested mode

of operation is one of the first and second modes of DCCH operation.

24.  The wireless terminal of claim 15, further comprising:
a first coding module for coding information to be transmitted in DCCH
segments during said first mode of operation according to a first coding method; and
a second coding module for coding information to be transmitted in DCCH

segments during said second mode of operation according to a second coding method.

25. A method of operating a base station comprising:

allocating a first dedicated control subchannel to a first wireless terminal, said
first dedicated control subchannel including a first set of dedicated control channel
segments during a first time period; and .

allocating a second dedicated control subchannel to a sécond wireless terminal,
said second dedicated control subchannel including a second set of dedicated control
channel segments during said first time period, said second number of dedicated control
channel segments being less than said first number and being a fraction of said first

number of dedicated control channel segments.

26. The method of claim 25, wherein each of said segments includes the same

number of tone symbols.

57.  The method of claim 26, wherein said first number of segments divided by said

second number of segments is an integer.
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28. The method of claim 27, further comprising: ’

allocating a third dedicated control subphannel to a third wireless terminal, said
third dedicated control subchannel including a third set of dedicated control channel
segments during said first time period, said third number of dedicated control channel

segments being the same as said second number.

29. The_: method of claim 28, wherein said integer is 3, the method further
comprising: . A

allocating a fourth dedicated control subchannel to a fourth wireless terminal,
said fourth dedicatéd control subchannel including a fourth set of dedicated control
channel segments during said first time period, said fourth number of dedicated control

channel segments being the same as said second number.

30. The method of claim 29, wherein said second, third and fourth dedicated control

subchannels each use a single logical tone.

31. The method of claim 30, wherein said first dedicated control subchannel uses a
first single logical tone; and

wherein said éecond, third and fourth dedicated control subchannels use a
second logical tone which is the single logical tone used by each of the second, third and
fourth dedicated control subchannels, said second logical tone being different from said

first logical tone.

32. The method of claim 31, further comprising:
subjecting said first and second logical tones to an uplink hopping operation to
determine which physical tones said first and second logical tones correspond to for

each of a plurality of symbol transmission time p.eriods included said first time period.

33.  The method of claim 27, further comprising:

operating said base station to receive control signals over said first set of
dedicated control channel segments from said first wireless terminal; and

allocating a third dedicated control subchannel to a third wireless terminal, said

third dedicated control subchannel including a thi;d set of dedicated{qontrql,chapnel
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segments during a second time period, said third number of dedicated control channel

segments being the same as said second number.

34. The method of claim 33, wherein the duration of said second time period is the
same as the duratidn of said first time period;

wherein said third wireless terminal is the same or different from said first
wireless terminal; and |

wherein said first set of dedicated control channel segments and said third set of

dedicated control channel segments correspond to the same singlellogical tone.

35.  The method of claim 29, further comprising:

assigning an ON state identifier to each of said first, second, third and fourth
wireless terminals; and

receiving control signals from said first, second, third and fourth dedicated
control subchannels, said signals being from said first, second, third and fourth wireless

terminals, respectively.

36. The method of claim 27, further comprising:

operating said bése station to réceive control signals over said second set of
dedicated control channel segments from said second wireless terminal; and

allocating a third dedicated control sul')channel to a third wireless terminal, said
third dedicated control subchannel including a third set of dedicated control channel
segments during a second time period, said third number of dedicated control channel

segments being the same as said first number.

37. The method of claim 36; wherein the duration of said second time period is the
same as the duration of said first time period; '
wherein said third wireless terminal is the same or different from said second
wireless terminal; and
wherein said first set of dedicated control channel segments and said third set of

dedicated control channel segments correspond to the same singie logical tone.

" 38. ° The miethod of clair 26, further comprising:
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transmitting a mode control signal to said first wireless terminal, said mode
control signal commanding said first wireless terminal to switch from a first mode of
operation fo a second mode of operation, wherein during the second mode of operation,
said first wireless terminal is allocated less dedicated control channel segments per unit

time than during said first mode of Qperéti‘on.

39.  The method of claim 38, further comprising:
transmitting a second mode control signal to said first wireless terminal, said
second mode control signal commanding said first wireless terminal to switch from said

second mode of operation to said first mode of opeération.

40. The method of claim 39, wherein said first mode of operation is a full-tone

DCCH mode of operation and said second mode of operation is a split tone DCCH

mode of operation.

4i. The method of claim 26, further comprising:

receiving a mode control signal from the first wireless terminal; and

transmitting a positive acknowledgement signal to said first wireless terminal,
said positive acknowledgement signal if successfully recovered :oy said first wireless
terminal causing said first wireless terminal to switch from a first mode of operation to a
second mode of operation, wherein during the second mode of operation, said first
wireless terminal is allocated less dedicated control channel segments per unit time than

during said first mode of operation.

42, The method of claim 41, further comprising:
receiving a second mode control signal from said first wireless terminal; and
transmitting a second positive acknowledgement signal to said first wireless
terminal, said second positive acknowledgement signal if successfully recovered by said
first wireless terminal causing said first wireless terminal to switch from the second

mode of operation to the first mode of operation.'
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43, The method of claim 38, wherein said wireless terminal uses different coding to

communicate information transmitted in segments during said first and second modes of

3 - operation.
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44. The method of claim 37'wheréin said first set of segments includes 39 segments,

and wherein said second set of segments includes 13 segments.

45. The method of claim 34, wherein said first time period includes 882 OFDM
symbol transmission time periods, some of said 882 OFDM symbol transmission time
periods not being used for said dedicated control subchannels during said 882 OFDM

symbol transmission time periods.

46. A method of operating a wireless terminal, the method comprising:

during a first period of time, operating said wireless terminal in a full tone
dedicated control channel mode of operation wherein said wireless terminal is allocated
a logical tone to be used for dedicated control channel signaling; and

during a second period of time operating the wireless terminal in a split tone
dedicated control channel mode of operatlon during which said wireless terminal is

allocated a logical tone to be used for dedicated control channel 51gnahng on a time

shared basis with at least one other wireless terminal to which said same logical tone is

also assigned.

47, The method of claim 46, further comprising:

receiving a dedicated control channel tone assignment said assignment
indicating a logical tone to be used and whether said logical tone is to be used in a full
tone dedicated control channel mode of operation or a split tone dedicated control

channel mode of operation.
48.  The method of claim 47, further comprising:
determining the physwal tone to which an assigned logical tone corresponds

over time based on tone hopping information stored in said wireless terminal.

49. . The method of claim 47, wherem said w1reless termmal uses N times as many

. dedlcated control channel segments correspondmg to a single logmal tone durmg said
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single tone mode of operation over a first time interval in said first time period, said first
time interval including multiple symbol transmission time periods, as said wireless
terminal uses during a second time interval having the same duration as said first time
interval, said second time interval occurring during said second time period, wherein N

is a positive integer greater than 1.
50. The method of claim 49, wherein N is 3.

51. A base station comprising:

a control channel resource allocation module for allocating dedicated control
channel resources including logical tones corresponding to dedicated control channel
segments in an uplink, said control channel resource allocation module including a full
tone allocation sub-module for allocating at least one of said logical tones to a single
wireless terminal and a split-tone allocation sub-module for éllocating different sets of
segments corresponding to one of said logical tones to a plurality of wireless terminals
to be used on a time shared basis with each one of said plqrality of wireless terminals
being dedicated a different non-overlapping portion of time in which said logical tone is
to be used on a time shared basis; and .

a transmitter for transmftting dedicated control channel resource allocation

information.

52. The base station of claim 51, wherein said base station further includes:
a receiver for receiving dedicated control channel signals communicated on

dedicated control channel segments.

53. The base station of claim 51, further comprising a logical tone dedication
modaule for controlling whether a logical' tone is to be used to implement a full tone

dedicated control channel or a split tone dedicated control channel.

54, The base station of claim 53, wherein said logical tone dedication module is

responsive to wireless terminal loading to adjust the number of logical tones dedicated

to full tone dedicated control chapnels and to split tone dedicated control channels.
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55. The base station of claim 54, wherein said logical tone dedication module is -
further responsive to requests from a wireless terminal to operate in either a full tone

mode or a split tone mode and adjusts said allocation of logical tones as a function of

AWV V-

received wireless terminal requests.

56. The base station of claim 52, further comprising:
a wireless terminal dedicated control channel mode control module for

generating control signals for indicating logical tone assignments and dedicated control

AW N -

channel mode assignments to wireless terminals.

57. The base station of claim 56, wherein said dedicated control channel mode
assignments indicate that a wireless terminal corresponding to an assignment should

operate in a full tone or split tone mode with respect to an assigned logical tone.

58. The base station of claim 57, wherein split tone mode assignments further
indicate which of a plurality of segments corresponding to an assigned tone the wireless

terminal corresponding the assignment should use.

59. The base station of claim 52, further comprising:
memory for storing dedicated control channel segment structure informatién,

said information indicating the segment timing structure corresponding to both a full

h W N =

tone mode of operation and a split tone mode of operation.

60.  The base station of claim 53, further comprising:
a decoder module including a ﬁrst decoder submodule for decoding information
received in dedicated control channel segments corresponding to logical tones used in
said full toﬁe_ mode of operation and a second decoder submodule for decoding
information received in dedicated control channel segments corrcspoﬁding to logical

tones used in said split tone mode of operation, said first and second decoder

g oA W e

submodules implementing different decoding methods.

61. The base station of claim 51, wherein each of said segments corresponding to a
logical tone used in said full tone mode of operation or said split tone mode of operation .

‘includes the sarﬂé'nurribér of tone symbols: -
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62. The base station of claim 51, wherein each single logical torie corresponds to a

physical tone which is hopped in frequency with time.

63. The base station of claim 62, further comprising:
hopping information stored in memory, said hopping information-indicating
which physical tone corresponds to which logical tone at any given point in an uplink

timing structure used to implement dedicated control channel segments.
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Summary of Dedicated Control Reports in the UL.DCCH channel: default mode full-tone format:
Name Description Segment Index S2
DLSNR5 Absolute report of DL SNR 0,3,7,10,13, 17, 20, 23, 27, 30, 33, 37
RVSD2 Reserved bits 4, 8,14, 18, 24, 28, 34,38
DLDSNR3 Relative report of DL SNR 2,5,9, 12,15, 19, 22, 25, 29, 32, 35, 39
TYPE2 Type of flexible report 1,11, 21
BODY4 Body of flexible report 1,11, 21
0,3,6,7,10, 13, 16, 17, 20, 23, 26, 27,
ULRQST1 UL traffic request 30, 3 36, 37
ULRQST3 UL traffic request 2,5,9, 12,15, 19, 22, 25, 29, 32, 35, 39
ULRQST4 UL traffic request 4, 8, 14, 18, 24, 28, 34, 38, and also
1, 11, 21 (using flexible report)
ULTxBKF5 UL transmit backoif 6,26
DLBNR4 DL beacon ratio 16
DLSSNR4 Saturation level of DL self-noise SNR| 36, and also 1, 11, 21 (using flexible report)
RvSD1 Reserved bits 16, 36

FIGURE 12
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Format of DLSNRS5 in non-DL-macrodiversity mode:
Bits (MSb:LSb) Reported wtDLPICHSNR
0b00000 -12 dB
0b00001 -11 dB
0b00010 : -10dB
0b00011 -9dB
0b00100 -8 dB
0b00101 -7dB
0b00110. -6dB
0b00111 -5 dB
0b01000 -4dB
0b01001 -3dB
0b01010 -2 dB
0b01011 -1dB
0b01100 0dB
0b01101 1dB
0b01110 2dB
obot1tt1 . ) 3dB
0b10000 4 dB
0b10001 5dB
0010010 6dB
0b10011 7dB
0b10100 9dB
0b10101 11 dB
0b10110 13dB
0b10111 15 dB
0b11000 17 dB
0b11001 19dB
0b11010 21 dB
0b11011 23 dB
0b11100 25 dB
0b11101 27 dB
0b11110 29dB
0b11111 Reserved

FIGURE 13
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Format of DLSNR5 in DL-macrodiversity mode:

Bits (MSb:LSb) Reported WiDLPICHSNR
0b00000 -12dB,and the connection is not preferred
0b00001 -10dB,and the connection is not preferred
0b00010 -9 dB,and the connectionis not preferred
0b00011 -8 dB,and the connection is not preferred
0b00100 -7 dB,and the connectionis not preferred
0b00101 -6 dB,and the connection s not preferred
0b00110 -5 dB,and the connectionis not preferred
0b00111 -4 dB,and the connectian is not prefermed
0b01000 -3 dB,and the connection is not preferred
0b01001 -2 dB,and the connection is not preferred
0b01010 -1 dB,and the connection is not preferred
0b01011 0dB,and the connectionis not preferred
0b01100 1dB,and the connection is not preferred
0b01101 3dB,and the connectionis not preferred
0b01110 5dB, and the connection is not preferred
0b01111 7 dB,and the connection is not preferred
0b10000 -8 dB,and the connection is prefered
0b10001 -7 dB,and the connection is preferred
0b10010 -6 dB,and the connection is preferred
0b10011 -5 dB,and the connection is prefermed
0b10100 -4 dB,and the connection is prefemed
0b10101 -3 dB,and the connection is preferred
0b10110 -2 dB,and the connection is preferred
0b10111 -1 dB,and the connection is preferred
0b11000 0dB,andthe connectionis preferred
0b11001 1 dB,and the connectionis preferved
0b11010 3dB,and the connectionis preferred
ob11011 5 dB,and the connectionis preferred
0b11100 7 dB, and the connectionis preferred
ob11101 9dB, and the connectionis preferred
©cb11110 11 dB,and the connection s prefernred
Ob11111 13 dB,and the connection is prefened

FIGURE 14
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Format of DLDSNR3:
Bits (MSb:LSh) Reported difference in wiDLPICHSNR

0b000 -5dB

0b001 -3dB

0b010 -2dB

0b011 -1dB

0b100 0dB -

0b101 1dB

0b110 3dB

Ob111 5dB

FIGURE 15
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Format of ULRQST1:
Bits (MSb:LSh) Notes
0b0 .| N[O1+N[1]=0
Ob1 N[D]+N[1]>0

1710~
1712~
1714~
1716~
1718~
1720+
1722+
1724+
1726+
1728~

1760

1702

FIGURE 16

1704

1706

Calculation of parameters y and z:

Condition

y

(x>28) AND (b>=0)

o

(x>27) AND (b>=8)

(x>25) AND (b>=6)

(x>23) AND (b>=4)

(x>21) AND (b>=1)

(x>18) AND (b>=-1)

{(x>16) AND {(b>=-3)

(x>15) AND (b>=-5)

(x>12) AND (b<-5)

R R NI LIS

_INBIQ|A[O|P|N]R[O] 2

Otherwise

FIGURE 17
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Default request dictionary (RD reference number = 0): format of ULRQST4:
Bits (MSb:L.Sb) Notes
0b0000 No change from the previous request
0b0001 N[0]=1:3
0b0010 N[0]>=4
0b0011 ceil{(N[1]+N[2]+N[3]i/y)=1
0b0100 cell((N[1]+N[2]+N[3])/y)=2
0b0101 ceil(N[11+N[2]+N[3])/y)=3
0b0110 ceil (N[1]+N[2]+N[3]/y)=4:5
0b0111 ceil(N[1]+N[2]+N[3]/2)=2
051000 ceil((N[1]+N[2]+N[3])/2)=3
0b1001 ceil{(N[1]+N[2]+N[3])/2)=4
0b1010 ceil{(N[1]+N[2]+Ni3]/2)=5
0b1011 ceil{(N[1]+N[2]+N[3])/z)=6
0b1100 ceil((N[1]+N[2]+N[3))/2)=7 .
0b1101 ceil{{(N[1]+N[2]+N[3])/z)=8:9
0b1110 ceil{(N[1]+Nf2]+N[3])/2)=10:11
0b1111 ceil (N[1]+N[2]+N[3))/2)>=12

FIGURE 18

10600 1902 1904
Default request dictionary (RD reference number = 0): format of ULRQST3:
Bits (MSb:LSb) Notes

0b000 N[0]=0, ceil((N{1]+N[2]+N[3])/y)=0
0b001 N[0}=0, ceil((N[1]+N[2]+N[3])/y)=1
0b010 N[0]=0, ceil((N[1]+N[2]+N[3])/y)=2:3
0b011 N[0]=0, ceil((N[1]+N[2]+N[3]/y)>=4
0b100 N[0}>=1, ceil((N[1]+N[2]+N[3))//y)=1
ob101 N[0]>=1, ceil (N[1]+N[2]+-N[3})/y)=2
0ob110 N[0]>=1, ceil (N[1]+N{2]+N[3])/y)=3
Ob111 N[O]>=1, ceil{(N[1]+N[2]+-N[3])/y)>=4

FIGURE 19
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2004

Request dictionary (RD reference number = 1): format of ULRQST4: -
Bits (MSh:LSb) Notes
0b0000 No change from the previous request
0b0001 N[2]=1
0b0010 N[2]=2:3
0b0011 N[2}=4:6
0b0100 N2l>=7
0b0101 ceil{(N[1}+N[3])/y)=1
0b0110 cell{{N[1]1+N[3))/y)=2
0b0111 ceil (N[11+N[3])/y)=3
0b1000 ceil (N[11+N[3])/y)=4:5
0b1001 teil{(N[1]+N[3])/z)=2
0b1010 ceil(N[1]+N[3])/z)=3
0b1011 ceil(N[1}+N[3)/z)=4
0b1100 ceil(N[1]+N[3)/z)=5
0b1101 ceil(N[1]+N[3])/2)=6
0b1110 ceil (N[1]+N[3])/2)=7:8
0b1111 ceil(N[1]1+N[3))/z)>=9
FIGURE 20
2160 N 2102 2104

Request dictionary (RD reference number = 1): format of ULRQST3:
Bits (MSb:LSb) Notes

0b000 N[0]=0, N[2]=0

0b001 N[0]=0, N[2]=1

0b010 N[0]=0, N[2]=2:3

0b011 N[0]=0, N[2]>=4

0b100 N[0]>=1, N[2]=0

Ob101 N[O]>=1, Nj2]=1

0b110 N[O]>=1, N[2}=2:3

0Ob111 N[O]>=1, N[2]>=4

- FIGURE 21



WO 2007/075728 PCT/US2006/048501

19/66
22(6-\
2202 2204
Request dictionary (RD reference number = 2): format of ULRQST4:
Bits (MSb:LSb) Notes

0b0000 No change from the previous request
0b0001 N[1]=1
0b0010 N[1]=2
0b0011 N[1]=3
0b0100 : N[1]>=4
0b0101 ceil((N[2]+N[3])/y)=1
0b0110 ceil((N[2)+N[3])/y)=2
0b0111 ceil{(N[2]+N[3])/y)=3
0b1000 ' cell((N[2]+N[3))/y)=4:5
0b1001 ceil{(N[2]+N[3))/z)=2
0b1010 - ceil((N[2]+N[3])/2)=3
0b1011 ceil{(N[21+N[B))/z)=4
0b1100 ceil(N2]+N[3])/2)=5
0b1101 ceil(N[2)+N{3])/2)=6
0b1110 ceil(N[2]+N[3])/2)=7:8
Ob1111 ceil((N[2]+N[3])/z)>=9

FIGURE 22

0300 N 2302 23i)4
Request dictionary (RD reference number = 2): format of ULRQST3:
Bits (MSb:LSb) Notes
0b000 N[0}=0, N[1]=0
0b001 N[0]=0, N[1}=1
0b010 N[0}=0, N[1]=2
0b011 N[0}=0, N[1]>=3
0b100 N[0]>=1, N[1]=0
0b101 N[O}>=1, N[1]=1
0b110 N[O}>=1, N[1]=2
Ob111 N[O}>=1, N[1]>=3

FIGURE 23
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Request dictionary (RD reference number = 3): format of ULRQST4:
Bits (MSh:LSh) Notes
0b0000 No change from the previous request
0b0001 N[1]=1
0b0010 N[1]=2
0b0011 N[1]=3
0b0100 N{1]>=4
0b0101 N[2]=1
0b0110 N[2]=2:3
0b0111 N[2]=4:6
0b1000 N[2]>=7
Cb1001 ceil(N[3])/y)=1
0b1010 ceil(N[3)/y)=2:3
0b1011 ceil(N[3)/y)=4:5
0b1100 ceil(N[3]/2)=2
0b1101 ceil(N[3]//z)=3
0b1110 ceil(N[3])/2)=4:5
0b1111 ceil(N[3]/2)>=6
FIGURE 24
o560 N 2502 2504

Request dictionary (RD reference number = 3): format of ULRQST3:
Bits (MSb:LSb) Notes
0b000 N[0]=0, N[1]=0
0b001 N[0]=0, N[1]=1
0b010 N[0}=0, N[1]=2
0b011 N[0]=0, N[1]>=3
0b100 N[O]>=1, N[1]=0
0b101 N[O]>=1, N[1]=1
0b110 N[O]>=1, N[1]=2
Ob111 N[O]>=1, N[1]>=3

FIGURE 25
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Format of ULTxBKF5
Bits (MSb:LSb) Reported wiDLPICHSNR

0b00000 6.5dB
0b00001 7 dB
0b00010 8 dB
0b00011 9dB
0b00100 10 dB
Ob00101 11dB
0b00110 12 dB
0b00111 13dB
0b01000 14 dB
0b01001 15dB
0bo1010 16 dB
0Ob01011 17 dB
001100 18 dB
0b01101 19dB
0b01110 20dB
Ob01111 21 dB
0b10000 22 dB
Ob10001 23 dB
0ob10010 24 dB
0b10011 25 dB
0b10100 26 dB
0b10101 27 dB
0b10110 28 dB
0b10111 29dB
0b11000 30dB
0Ob11001 32 dB
0b11010 34 dB
0b11011 36 dB
0b11100 38dB
0Ob11101 40 dB
0Ob11110 Reserved
0Ob11111 Reserved

FIGURE 26
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2760 X

2702 2704

Power scaling factor:

Use of the tone block Scaling factor
Tier 0 tone block 1
Tier 1 tone block bssPowerBackoffO1
Tier 2 tone block bssPowerBackoff02

FIGURE 27

28(6\‘

2802 2804

UL loading factor:

UL loading factor in DL.BCH.BST of BSS i b ;indB

NN O
1
E-N

-infinity

FIGURE 28



WO 2007/075728

PCT/US2006/048501

23/66
2000 ¥
2902 2904
Format of DLBNR4:
Bits (MSb:LSb) Reported power ratio of the DL.BNCH channels

0b0000 -3dB
0b0001 -2dB
0b0010 0dB
0b001 1 1dB
0Ob0100 2dB
0b0101 3dB
0b0110 4dB
Ob0111 6dB
0b1000 8dB
0b1001 10 dB
0b1010 12 dB
0b1011 14 dB
0b1100 16 dB
Ob1101 20 dB
0b1110 24 dB
Ob1111 26dB

FIGURE 29
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3060 ¥
3002 30f4
Format of DLSSNR4:
Bits (MSb:LSb) Saturation level of DL SNR
0b0000 8.75dB i
0b0001 9.5dB
0b0010 11dB
0b0011 12.5dB
0b0100 14 dB
0b0101 15.5dB
0b0110 17 dB
0b0111 18.5dB
0b1000 20 dB
0Ob1001 21.5dB
0b1010 23 dB
0b1011 24.5dB
0b1100 26 dB
Ob1101 27.5dB
Ob1110 29 dB
Ob1111 29.75dB
FIGURE 30
3160 ¥
3102 3104

Format of TYPE 2 and BODY 4:

Bits (MSbLSD) T R e ome UL DOOH segment o
0b00 ULRQST4
0b01 DLSSNR4
0b10 Reserved
Obi1 Reserved

FIGURE 31
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asdo
& 0 1 7 3 4 5 6 7 8 9} 3240
Bits 32003201 3202 320332043205 3206 ~3207 3208 3209
MSb 7
6
5| |osws ULTXBKF4 DLSNRS DLENR4
4
3 n
2
1| jurasts ULRQST4 ULRQST3 ULRCSTS
LSb 0 ]
|0 12 13 14 516 17 18 19}~ 3240
Bits | 32103211 (32123213 3214,3215 (32163217 c3218 3219
MSb 7 |
6 ‘ DLDSNR3
5 DLSNR5 DLSNR5
4 RSVD1
3
2
1 ULRQST3 ULRQST4 ULRQST3
o |
pis | 22021 2 pE) 24 25 26 27 B Pl 3240
- 32203221 3222 322332243225 32263227 3228 3229
7 LI .
6 ULTXBKF4 DLSSNR4
5 DLSNR5
4
3
2
] ULRGST4 RO ULRQST4
LSb 0
B 30__= 32 33 34 3B 36 37 38 39 3240
Bis | £ 32303231 c3232 3033, 32343235 (32363237 (3238 3239
MSb 7 RSVD1
6 DLDSNR3
5[ |PLSNRS DLDSNR3
4 TYPE1
3 ‘ Reserved)
2 BODY4 lumosmH
1| |urasms
LSb 0o
3243

FIGURE 32
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3369

E_o 7 5 3 2__} 3306

Bits| 3300 3301 (3302 3303 (3304
MSb 7
6
5 DLENRS ULTXBKF4
4
3
2
1 ULRQST3 DLBNR4
LSh 0
3308

FIGURE 33

3480 N
3402 3404 3406

|

Summary of Dedicated Control Reports in the UL.DCCH channe!: default mode split-tone format
Name Description Segment Index s2

DLSNR5 Absolute report of DL SNR 0, 6, 12, 18, 24, 30
RVSD1 Reserved bits 15, 36
DLDNR3 Relative report of DL SNR 15, 33, 36
TYPE1 Type of flexible report 33
BODY4 Body of flexible report 33
ULRQST3 UL traffic request 0, 6,12, 18, 24, 30
ULRQST4 UL traffic request 3,9, 15, 21,27, 36
ULTxBKF4 UL transmit backoff 3,21
DLBNR4 DL beacon ratio 9
DLSSNR4 Saturation level of DL self-noise SNR{ 27

'FIGURE 34
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3506\
35i)2 3504
Format of ULTxBKF4:
Bits (MSb:LSb}) Reported WT.ULDCCHBackoff

0b0000 6dB

0b0001 7dB

0b0010 8dB

0b0011 9dB

0b0100 10 dB

0b0101 11 dB

0b0110 12dB

0b0111 13dB

0b1000 14 dB

0b1001 16 dB

0b1010 18 dB

0b1011 20 dB

0b1100 24 dB

0b1101 28 dB

Ob1110 32dB

Ob1111 36 dB

3660 N 3602 3604
Format of TYPE1 and BODY4:
Bits (MSb:LSb) The type of report to be carried in the BODY4
of the same UL.DCCH segment

0b0 ULRQST4

0Ob1 Reserved

FIGURE 36
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Specification of UL.DGCH modulation coding: full-tone format:
Information Bits (MSb:LSb) |Coded Modulation Symbals (Most Significant:Least Significant)
0b000 (1, 01, 0){1, O)(1, 9)(1, 0)(1, B)1, O)
0b010 (1, 0)(1, O)-1, O)-1, O)(1, O)(1, O)-1, 0)
0b011 (1, 00, 0)¢-1, 0)-1, O)-1, O)(-1, O)(1. O)
0b100 (1, 0)(-1, 0)(1, 0)-1, O)(1, 0)(-1, O)(1, 0)
0b101 (1, 01, 0)(1, O)(-1, O)(-1, O){1, O)(-1, O)
0b110 (11 0)(_11 0)("11 O)(1 y 0)(11 0)('1 [} 0)(’1' 0)
0b111 (1, O)(-1, 0)-1, 0)(1, O)(-1, O)(1, O)(1, 0)

FIGURE 37

38(6\

3802 3804
Specification of UL.DCCH modulation coding: split-tone format:
Information Bits (MSb:LSb) | Coded Modulation Symbols (Most Significant:Least Significant)
0b0000 (1, 0)(1, 0)(1, )1, 0)(1, 0)(1, 0)(1, O)
0b0001 (1, 0)(0, 1){0, -1)(0, 1)}-1, 0)(0, 1){-1, 0)
0b0010 (1, 0)¢-1, 0)(-1, 0)(-1, B)(1, O)(-1, O)Y(1, 0)
0b0011 (1, 0)(0, -1)(0, 10, -1)(-1, )0, -1)(-1, 0)
0b0100 (0, 1)(1, O}0, 10, 1O, -1)(-1, 0)(1, 0)
0b0101 (0, 1)(0, 1){1, Q)-1, O)O, 1)(0, -1){-1, 0)
0b0110 (0, 1){-1, 0)(0, -1)(0, -1)(0, -1)(1, O)(1, O)
0b0111 -1 (0, 1)(0, -1)(-1, 0)1, 0)(0, 1)(Q, 1){-1, 0)
0b1000 {-1, 0)(1, 0){-1, O)(-1, O){-1, O)(1, O)(1, O)
0b1001 (-1, 0)(0, 1)(0, 1)(0, -1)(1, O){0, 1){-1, 0)
0b1010 (-1, 0X-1, 0)(1, 0)(1, O)}-1, O)(-1, 0)(1, Q)
0b1011 (-1, 0)(0, -1)(0, -1)(0, 1)(1, 0)(C, -1)(-1, 0)
0b1100 (0, -1)(1, 0){(0, -1)(0, -1)(0, 1)(-1, 0X1, 0}
0b1101 (0, -1)(0, 1)(-1, 0)(1, 0){0, -1)(0, -1){-1, 0)
0b1110 (0, -1){-1, 0)(0, 1){0, 1)(O, 1){1, 0)(1, 0)
Ob1111 (0, -1)(@, -1)(1, 0)(-1, O)0, -1)(0, 1)(-1, 0)

FIGURE 38
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4000
/ 4002 / 4004 / 4006 / 4008
QUEUE O QUEUE 1 QUEUE 2 QUEUE 3
(REQUEST GROUP 0) (REQUEST GROUP 1) (REQUEST GROUP 2) (REQUEST GROUP 3)
INFORMATICON INFORMATION INFORMATION INFORMATION
(E.G., HIGHEST (E'ﬁiéiEE%?ND (E.G., THIRD HIGHEST (E.G.LOWEST
PRIORITY TRAFFIC) PRIORITY TRAFFIC) PRIORITY TRAFFIC) PRIORITY TRAFFIC)
J?EQ,‘; h’:ggﬂng TOTAL NUMBER TOTAL NUMBER TOTAL NUMBER
L EG.| | OF FRAMES, E.G., OF FRAMES, E.G., OF FRAMES, E.G.,
MOAI-S: 55935 §’ N MAC FRAMES, 14020 MAC FRAMES ~ p4030 MAC FRAMES, 14040
OF QUEUE 1 OF QUEUE 2 OF QUEUE 3
TRAFFIC (NIO]) TRAFFIC (N[1]) TRAFFIC (N]2]) TRAFFIC (N[3])
FRAME1 {012 FRAME 1 4022 FRAME 1 14032 FRAME 1 4042
FRAME2  H4014 FRAME 2 14024 FRAME 2 4034 FRAME 2 14044
FRAME 3 134016 FRAME 3 L1-4026 FRAME 3 44036 FRAME 3 {4046
| FRAME N, {—’4018 [ FRAME N, i—’4°28 FRAME N, f"ms | FRAME Ny 41048
4054 4056 4058
4052~ ¥
WT A MAPPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES TO ITS REQUEST QUEUES
QUEUE
INFORMATION TYPE (REQUEST COMMENTS
GRQUP)
s HiGH PRIORITY, STRICT LATENCY REQUIREMENTS,
4060 - CONTROL INFO 0 LOW LATENNCY AND/OR LOW BANDWIDTH
LOW LATENCY REQUIREMENTS, NEXT HIGHEST
4062 —» VOICE 1 PRIORITY
4064 —p» GAMING, AUDIO STREAM 2 LATENCY SOMEWHAT IMPORTANT, SLIGHTLY HIGHER
APF A BW REQUIREMENT THAN VOICE
4066 —» \%Pé‘g g?ggf&vfg\f/;\ 3 DELAY INSENSITIVE AND/OR HiGH BANDWIDTH
4072
WT B MAPPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES TO ITS REQUEST QUEUES
QUEUE
INFORMATION TYPE {REQUEST COMMENTS
GROUP)
HIGH PRIORITY, STRICT LATENCY REQUIREMENTS,
4080 > CONTROL INFO 0 LOW LATENCY AND/OR LOW BANDWIDTH
4082 —» VOICE, AUDIO STREAM 1 LOW LATENCY REQUIREMNTS, NEXT HIGHEST
APP A PRIORITY
4084 —p»- | GAMING, AUDIO STREAM APP B, 9 LATENCY SOMEWHAT IMPORTANT, SLIGHTLY HIGHER
IMAGE STREAM APP A BW REQUIREMENT THAN VOICE
4086 —» &ngiﬁggﬂf iL’LGé DELAY INSENSITIVE AND/OR HIGH BANDWIDTH

3
| 540#4 V . 40@6:

s FIGURE 40 .
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#100 X
4102 4104 4106 4108
N N N N
QUEUE 0 QUEUE 1 QUEUE 2 QUEUE 3
(REQUEST GROUP 0) (REQUEST GROUP 1) (REQUEST GROUP 2) (REQUEST GROUP 3)
INFORMATION INFORMATION INFORMATION INFORMATION
TOTAL NUMBER | [4110| | TOTALNUMBER | [4112 | | TOTALNUMBER | 14114} | TOTAL NUMBER | | 4116
OF FRAMES |47 OF FRAMES d OF FRAMES |~ OF FRAMES |4
OF QUEUE 0 OF QUEUE 1 OF QUELE 2 OF QUELIE 3
TRAFFIC (N[O]) TRAFFIC (N[1]) TRAFFIC (N[2D TRAFFIC (N[3])
4118 \
4120 4122 4124 4126 4128 4130 4132 4134
T =|  sECOND TYPE THIRD TYPE
! REPORT, E.G., 3INFO REPORT, E.G., 4 INFO
E.G., 1INFO
BITS BITS
BIT
oicrionary | FRSTSET | 002 | mHirD seT FOURTE | FIFTH SET | sixTH seT Ry
OF QUEUES QUEUES OF QUEUES QUEUES OF QUEUES { OF QUEUES QUEUES
{QUEUE 0 {QUEUE 1, {QUEUE 1,
DICTIONARY 0 QUEUE 1}’ {QUEUE 0} | QUEUEZ2, | {QUEUEQ} | QUEUE 2, N/A N/A
QUEUE 3} QUEUE 3}
{QUEUE 0, {QUEUE 1,
DICTIONARY 1 QUEUE 1} {QUEUE 0} | {QUEUE 2} | {QUEUE 0} } {QUEUE 2} QUEUE 3} N/A
{QUEUEQ, {QUEUE 2,
DICTIONARY 2 | '/ 4y | {QUEUE O} | {QUEUE 1) | {QUEUE O} | (QUEUE 1} | ‘e 3 N/A
{QUEUE 0,
DICTIONARY 3 | ‘3e 1y | (QUEVE O} | {QUEUE 1} | {QUEUEC} | {QUEUE 1} | {QUEUE 2} | (QUEUES3)

FIGURE 41
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28 N START METHOD OF 4202 _
OPERTING A WIRELESS 4204
TERMINAL / SOECE
DEFINITION .
/ INFORMATION
/ SETSOF
/ DICTIONARIES
\4206
4208 A
Z
MAINTAIN GENERATE GENERATE FOREACH -
TRANSMISSION TRANSMISSION PATHLOSS REPORTING
QUEUE STATSFOR A POWER INFORMATION OPPORTUNITY
PLURLAITY OF AVAILABILITY FOR AT LEAST | |NAFRSTSET OF
QUEUES PREDETERMINED
INFORMATION TWO PHYSICAL TRANSMISSION
4214 < ATTACHMENT QUEUE STATS
REPORTING
INCRE& — UPDAT!IE 4210 POINTS OPPORTUNITIES
) FOR EACH
QUEUE STATS SPOATE 4212 REPORTING
WHEN DATA TO BE GO TO OPPORTUNITY IN A
TRANSMITTED IS SUB- §§§§g‘%§§23§
ADDED TO A R°U1T'NE TRANSMISSION
QUEUE QUEUE STATS
4218 REPORTING
4216 ‘ OPPORTUNITIES
DECREMENT
QUEUE STATS FIGURE 42A GOTO
WHEN DATA TO BE . SSSQE
TRANSMITTED IS A
REMOVED FROM A
QUEUE 4220
FOR EACH
REPORTING
UPDATE OPPORTUNITY
FIGURE 42A IN A THIRD SET OF
PREDETERMINED
TRANSMISSION
FIGURE 42B QUEUE STATS
REPORTING
FIGURE 42C OPPORTUNITIES
FIGURE 42D —
FIGURE 42E SuB-
ROUTINE




WO 2007/075728

PCT/US2006/048501

33/66

4224

4228

C

{
START TRAFFIC AVAILABILITY 4226

SUBROUTINE 1

BACKLOG INFORMATION
FORFIRST SET OF
QUEUES, E.G. THE SET -

/

{Q0, Q1} WHERE THE"
BACKLOG INFO IS
N[O] + N[1]

'

TRANSMIT, A
FIRST NUMBER
OF
INFORMATION
BITS, E.G., 1BIT,
INDICATING
TRAFFIC
BACKLOG IN
FIRST SET OF
QUEUES

/4232

THERE A BACKLOG OF
TRAFFIC IN THE FIRST SET OF
QUEUES?

4234

TRANSMIT A
FIRST NUMBER
OF
INFORMATION
BITS, E.G., 1BIT,
INDICATING NO
TRAFFIC
BACKLOG IN
FIRST SET OF

QUEUES

4238
RETURN

SUROUTINE 1

FIGURE 42B
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START TRAFFIC AVAILABILITY 4240
SUBROUTINE 2

4242

BACKLOG INFORMATION /
FOR A SECOND SET OF
QUEUES, E.G. THE SET >

{QUEUE 0} /

pA244

BACKLOG INFORMATION FOR
THIRD SET OF QUEUES, E.G.
THE SET {Q1,Q2,03} OR {Q2)
OR {Q1} DEPENDING ON THE

REQUEST DICTIONARY IN USE

4 4246

JOINTLY ENCODE THE BACKLOG INFORMATION CORRESPONDING TO THE
SECOND AND THIRD SETS OF QUEUES INTO A SECOND PRETERMINED
NUMBER OF INFORMATION BITS, E.G., 3, SAID JOINT ENCODING
OPTIONALLY INCLUDING QUANTIZATION

I GOTOQUANTIZATIONLEVEL | 4p
| CONTROL FACTOR SUBROUTINE JV

| ASAFUNCTION OF ADETERMINED [ 4250
L — _ CONTROLFACTOR __ __

TRANSMIT THE JOINTLY CODED BACKLOG 1
INFORMATION FOR THE SECOND AND THIRD SETS of /4252
QUEUES USING THE SECOND PREDETERMINED
NUMBER OF INFORMATION BITS, E.G., 3

RETURN 4254

SUROUTINE 2

/4238

FIGURE 42C
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4256

PCT/US2006/048501

START TRAFFIC AVAILABILITY 4258

SUBROUTINE 3

4262

4260

BACKLOG INFORMATIO
FOR FOURTH SET OF
QUEUES, E.G. THE SET
{Q0}
4264

,/BACKLOG INFORMATION FOR
/ "SIXTH SET OF QUEUES, E.G. /
/" THE SET (a1, G3) OR (2, Q3) /————»
/ OR{Q2)DEPENDING OF /
REQUEST DICTIONARY /

BACKLOG INFORMATION
FOR FIFTH SET OF
QUEUES, E.G. THE SET OF
{Q1, @2, Q3} OR {Q2)
OR{Q1} DEPENDING ON
REQUEST DICTIONARY
266

/ BACKLOG INFORMATION  /

] / FOR SEVENTHSETOF  /

QUEUES, E.G., THE SET /

/ {Q3} /

L / 4268

ENCODE THE BACKLOG INFORMATION CORRESPONDING TO ONE OF THE
FOURTH, FIFTH, SIXTH, AND SEVENTH SETS OF QUEUES INTO A THIRD
PRETERMINED NUMBER OF INFORMATION BITS, E.G., 4, SAID ENCODING
OPTIONALLY INCLUDING QUANTIZATION

| GOTO QUANTIZATION LEVEL CONTROL FACTOR
| SUBROUTINE

1
v 4270

| CALCULATE A QUANTIZATION LEVEL AS A FUNCTION OF ' 4972
A DETERMINED CONTROL FACTOR VvV

TRANSMIT THE CODED BACKLOG INFORMATION FOR

THE ONE OF THE FOUTH, FIFTH, SIXTH, AND SEVENTH |,4274

SETS OF QUEUES USING THE THIRD PREDETERMINED
NUMBER OF INFORMATION BITS, E.G., 4 BITS

\

‘ RETURN )’ 4276

SUROUTINE 3

'FIGURE 420
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4278
START QUANTIZATION LEVEL 4279
4280 CONTROL FACTOR SUBROUTINE
POWER INFORMATION, - 4282
E.gg;.gg R,?:%*;S’;%%FF ' PATH LOSS INFORMATION,
E.G., LAST REPORTED
BEACON RATIO REPORT

4284

OES POWER

NO INFORMATION AND PATH YES
LOSS INFORMATION
SATISFY A FIRST CRITERIA
? v 486
SET CONTROL FACTORS TO A
FIRST PREDETERMINED SET OF
VALUES, E.G.,

Y=Y1,Z2=21,WHERE Y1 AND Z1
ARE POSITIVE INTEGERS

4288

DOES POWER

INFORMATION AND PATH
LOSS INFORMATION
SATISFY A SECOND

NO

YES

CRITERIA 4290
) SET CONTROL FACTORS TO A
SECOND PREDETERMINED SET
} OF VALUES, E.G.,
Y =Y2,Z = 22, WHERE Y2 AND Z2
: ARE POSITIVE INTEGERS

4292

DOES POWER
INFORMATION AND PATH
LOSS INFORMATION

NO
"YES

4296 ATISFY AN NTH CRITERIA 4294
SET CONTROL FACTORS TO AN ? SET CONTROL FACTORS TO AN
(N+1)TH PREDETERMINED SET NTH PREDETERMINED SET OF

OF VALUES, E.G,, VALUES, E.G,,
Y =YD, Z=2D, WHERE YD AND . Y=¥YN, Z=2N,WHERE YN AND ZN

ZD ARE POSITIVE INTEGERS ARE POSITIVE INTEGERS

RETURN AT LEAST ONE OF CONTROL 4298
FACTORS, E.G. Y AND/OR 2

QUANTIZATION LEVEL CONTROL FACTOR SUBROUTINE

FIGURE 42E
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TN START METHOD OF
4300 OPERTING A WIRELESS 4302
TERMINAL
IS THE WT 4304
OPERATING IN A FULL-TONE
FORMAT DCCH MODE
FOR EACH DCCH OR A SPLIT-TONE FORMAT DCCH FOR EACH DCCH
SEGMENT ALLOCATED MODE 7 SEGMENT
TO THE WT IN FULL-TONE ALLOCATED TO THE
FORMAT DCCH MODE : WT IN SPLIT-TONE
4306 4308 ORMAT DCCH MODE
DETERMINE A SET OF 21 CODED- DETERMINE A SET OF 21 CODED-
MODULATION SYMBOLS FROM 6 MODULATION SYMBOLS FROM 8
INFORMATION BITS (b5, b4, b3, b2, b1, b0) INFORMATION BITS
4312 (b7, b6, b5, b4, b3, b2, b1, b0) 4300
o P

DETERMINE 3 ADDITIONAL BITS (c2,

DETERMINE 4 ADDITIONAL BITS
c1, c0) AS A FUNCTION OF THE 6

(€3, ¢2, c1, ¢0) AS A FUNCTION OF
INFORMATION BITS, E.G. THE 8 INFORMATION BITS |, E.G.
c2c1c0 = (b5bdb3)."(b2b1b0), c3c2c1cl = (b7b6b5h4).A(b3b2b 1b0),
WHERE 4 IS A BIT WISE EXCLUSIVE WHERE . IS A BIT WISE
OR OPERATION EXCLUSIVE OR OPERATION
* - 4314 ‘ _ 4322

DETERMINE THE SEVEN MOST-

DETERMINE THE SEVEN MOST-
SIGNIFICANT MODULATION SIGNIFICANT MODULATION
SYMBOLS USING A FIRST MAPPING SYMBOLS USING A SECOND
FUNCTION AND 3 BITS (b5, b4, b3) MAPPING FUNCTION AND 4 BITS
AS INPUT (b7, b6, b5, b4) AS INPUT
y 4316 ¥ — a3
DETERMINE THE SEVEN NEXT DETERMINE THE SEVEN NEXT

MOST-SIGNIFICANT MODULATION
SYMBOLS USING THE FIRST
MAPPING FUNCTION AND 3 BITS

MOST-SIGNIFICANT MODULATION
SYMBOLS USING THE SECOND
MAPPING FUNCTION AND 4 BITS

(b2, b1, b0) AS INPUT (b3, b2, b1, b0) AS INPUT
v 4318 v 4326
DETERMINE THE SEVEN LEAST- DETERMINE THE SEVEN LEAST-
SIGNIFICANT MODULATION SIGNIFICANT MODULATION

SYMBOLS USING THE FIRST SYMBOLS USING THE SECOND
MAPPING FUNCTION AND 3 BITS MAFPPING FUNCTION AND 4 BITS
(c2, c1, c0) AS INPUT (c3, ¢2, c1, c0) AS INPUT

—

TRANSMIT THE TWENTY-ONE 4310
DETERMINED MODULATION -~
SYMBOLS OF THE SEGMENT

FIGURE 43
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4400 T
START METHOD OF OPERATING A 4402
WIRELESS TERMINAL TO REPORT
CONTROL INFORMATION

4404

DID AT LEAST
ONE OF THE FOLLOWING OCCUR:
(i) A TRANSITION FROM A FIRST MODE OF WT OPERATION
TO A SECOND MODE OF WT OPERATION AND (i) A HANDOFF
OPERATION FROM A FIRST CONNECTION TO A SECOND
CONNECTION WHILE REMAINING IN THE SECOND
MODE OF OPERATION ?

¥ 4406

TRANSMIT AN INITIAL CONTROL INFORMATION REPORT SET, SAID TRANSMISSION OF THE INITIAL
CONTROL INFROMATION REPORT SET HAVING A FIRST DURATION EQUAL TO A FIRST TIME PERIOD

4408

WT IN 24 MODE OF OPERATION Y

4410 ~. L ] -

TRANSMIT A FIRST ADDITIONAL CONTROL INFORMATION REPORT SET, SAID TRANSMISSION OF THE
FIRST ADDITIONAL CONTROL INFORMATION REPORT SET FOR A PERIOD OF TIME WHICH IS THE
SAME AS THE FIRST TIME PERIOD, THE FIRST ADDITIONAL CONTROL INFORMATION REPORT SET
BEING DIFFERENT FROM SAID INITIAL CONTROL INFORMATION REPORT SET

. 4412
IN 20 MODE OF OPERATION? Y
4414
~ v_

TRANSMIT A SECOND ADDITIONAL CONTROL INFORMATION REPORT SET FOR A PERIOD OF TIME
WHICH IS THE SAME AS SAID FIRST TIME PERIOD, SAID SECOND ADDITIONAL REPORT INCLUDING
SAID AT LEAST ONE REPORT THAT IS NOT INCLUDED IN SAID FIRST ADDITIONAL CONTROL
INFORMATION REPORT SET

4416
N Y

T

* FIGURE 44
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4602 4604 4606 4608 4610 4612
FORMAT OF INITIAL CONTROL INFORMATION REPORT SET
INFO FIRST 2Ne 3RD 4TH STH
BIT SEGMENT | SEGMENT | SEGMENT | SEGMENT | SEGMENT
5
7 RSVD2
DLSSNR4 DLBNR4
3 DLSNR5 ULTXBKF5
2
ULRQST4
1 RSVD1 RSVD1
0 ULRQST1 ULRQST1 ULRQST1 ULRQST1
4632 4634 4636 4638 4640 4642
FORMAT OF 157 ADDITIONAL CONTROL INFORMATION REPORT SET
INFO FIRST 2N 3RD ATH 5TH
BIT SEGMENT | SEGMENT | SEGMENT | SEGMENT | SEGMENT
5
RSVD2 RSVD2
4 DLDSNR3
3 DLSNRS5 DLSNR5
2
ULRQST4 ULRQST4
1 ULRQST3
0 ULRQST1 ULRQST1
4662 4664 4666 4668 4670 4672

v

'

v

'

Y

'

FORMAT OF 2"° ADDITIONAL CONTROL INFORMATION REPORT SET

INFO FIRST 2 3RD 4TH 5TH
BIT SEGMENT | SEGMENT | SEGMENT | SEGMENT | SEGMENT
5
RSVD2
4 DLDSNR3 DLDSNR3
DLSSNR4
3 DLSNRS5S
2
ULRQST4
1 ULRQST3 RSVD1 ULRQST3
0 ULRQST1 ULRQST1

FIGURE 46 -
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4700 \

START METHOD OF OPERATING A 4702
COMMUNICATIONS DEVICE

4704

DID AT LEAST
ONE OF THE FOLLOWING OCCUR:
(i) A TRANSITION FROM A FIRST MODE OF OPERATION
TO A SECOND MODE OF OPERATION AND (ii) A HANDOFF
OPERATION FROM A FIRST CONNECTION TO A SECOND
CONNECTION WHILE REMAINING IN THE SECOND
MODE OF OPERATION ?

| INFORMATION REPORT SETS TO TRANSMIT AS AFUNCTIONOF A |
| PORTION OF A PREDETERMINED REPORT SEQUENCE TOBE |
L REPLACED

4710

IS
COMM.DEVIGE IN 28> MODE OF
OPERATION ?2

P 4712 ¥

TRANSMIT AN ADDITIONAL CONTROL INFORMATION REPORT SET
IN ACCORDANCE WITH THE INFORMATION INDICATED A
PREDETERMINED REPORTING SEQUENGCE

FIGURE 47
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4810

'

FORMAT OF INITIAL CONTROL INFORMATION REPORT SET #1

INFO FIRST ane 3RD 4TH 5TH
BIT SEGMENT | SEGMENT | SEGMENT | SEGMENT | SEGMENT
5
RSVD2
4
DLSSNR4 DLBNR4
3 DLSNR5 ULTXBKF5
2
ULRQST4
1 RSVD1 RSVD1
0 ULRQST1 ULRQST ULRQST1 ULRQST1
4860

'

FORMAT OF INITIAL CONTROL INFORMATION REPORT SET #2

INFO FIRST 2% 3RD 4TH 5TH
BIT | SEGMENT | SEGMENT | SEGMENT | SEGMENT | SEGMENT
5
2 RSVD2 RSVD2
DLSSNR4
3 DLSNRS ULTXBKFS
2
ULRQST4 ULRQST4
1 RSVD1
0 ULRQST1 | ULRQST{ ULRQST1

FIGURE 48
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4930~

FORMAT OF INITIAL CONTROL
FORMAT OF INITIAL CONTROL INFORMATION REPORT SET #1 INFORMATION REPORT SET #4
INFO FIRST one 3RD 4TH 5TH INFO 4TH 5TH
BIT SEGMENT | SEGMENT | SEGMENT | SEGMENT | SEGMENT BIT SEGMENT | SEGMENT
5 5 .
RSVD2 RSVD2
4 4
DLSSNR4 DLBNR4
3 DLSNRS ULTXBKF5 3 ULTXBKF5
2 g 2
ULRQST4 ULRQST4
1 RSVD1 RSVD1 1
0 ULRQST1 ULRQST1 ULRQST1 ULRQST? 0 ULRQST1

4910——_

FORMAT OF INITIAL CONTROL INFORMATION REPORT SET #2
INFO 2ne 3RD 4TH STH
BIT ]| SEGMENT | SEGMENT | SEGMENT | SEGMENT
5
RSVD2
4
DLSSNR4
3 DLSNR5 ULTXBKF5
2
ULRQST4
1 RSVD1
0 ULRQST1 | ULRQST1 ULRQST1

4920——\

FORMAT OF INITIAL CONTROL INFORMATION
REPORT SET #3

INFO 3RD 4TH 5TH
BIT SEGMENT | SEGMENT | SEGMENT
5

7 RSVD2

DLSSNR4
3 ULTXBKFS
2
ULRQST4
1 RSVD1
0 | ULRasST1 ULRQST1

4940—-\

FORMAT OF INITIAL
CONTROL
INFORMATION
REPORT SET #5

INFO 5TH
BIT SEGMENT

5

ULTXBKFS

4
3
2
1
0

ULRQST1

FIGURE 49
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5002

SIGNA IN AFIRST OR SECOND
| SIGNAL FROM A | SECOND MODE OF
_BASE STATION | OPERATION? 5008
— — — A}
USE A SECOND SET
5012, . OF DEDICATED
Vv ISWT USE A FIRST SET CONTROL CHANNEL
N/ INAFRST N OF DEDICATED SEGMENTS DURING
MODEOF CONTROL A SECOND PERIOD
\OPERAT|ON?/ CHANNEL OF TIME HAVING THE
N SEGMENTS SAME DURATION AS
Ny DURING A FIRST SAID FIRST TIME
5016 PERIOD OF TIME, PERIOD, SAID
semmsr | | SR,
- — — INCLUDING A
ISWITCH FROM Al FIRST NUMBER OF SEGMENTS
| FIRST MODE OF | CONTROL INCLUDING FEWER
| OPERATION TO | CHANNEL SEGMENTS THAN
| ASECOND | SEGMENTS SAID FIRST NUMBER
MODEOF OF SEGMENTS
| OPERATION IN | |
| RESPONSE TO |
§ SAID RECEIVED |
LS N recevea N
L == — |} seconp MoDE
CONTROL :
SIGNAL FROM
| rhEpase (5020
| _sTATION _|
P I/S WT\ <5022 o 5016
N ,7INASECOND\ y
MODE OF
5016 \OPERATIONZ, 7 TOP MODB\ 51
TN P CHANGE
~ P OPERATION

— g —

] SWITCH FROM A SECOND

| MODE OF OPERATION TO A

| FIRST MODE OF OPERATION

I IN RESPONSE TO SAID
RECEIVED SECOND MODE

— — — — —— - —— —

!__ CONTROL SIGNAL

| 5024

- ———— —

k (2 [TranSuT]
| TRANSMITA I I
[MODE CONTROL || SONTROL |

| SIGNALTOA | SIGNALTO

ABAse |
| BASE STATION It sTaTiON |

[l
o ey e waad
P —— —

| recevean |
| ACKNOWLEDGEMENT |

SIGNAL FROM THE |
| BASESTATION |

— — = Y _——
/;\_ 5028
7 18 5030

vy < THERCVDN
N
SIGNAL A 5016

\ POSITIVE
5036
N\ ACK?
N jA ;
| RECEIVE

| AN ACKS I
NAK
SIGNAL |

| FrROM
| |THE BASE|
| STATION |

d 5032
A

| SWITCH FROM Al
| FIRST MODE OF | |
| OPERATION TO |
| A SECOND
MODE OF
OPERATION IN |
| RESPONSE TO |
| SAID RECEIVED |
| POSITIVEACK |
SIGNAL

5038 4N
> THE RCVD >
~_ SIGNAL AN

N ACK?_ 7
5016 N %

—_ L

| SWITCH FROM A SECOND MODE |

OF OPERATION TO A FIRST
MODE OF OPERATIONIN |

l RESPONSE TO SAID RECEIVED |
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5200

START METHOD OF OPERATING A BASE STATION )’5202

5204 5208

—— — 5214
SEND A MODE | 5212
| / / _/
CONTROL | -—= —_—a— — 1
( ON AN ONGOING BASIS ON AN ONGOING RECEIVE A RECEIVE A
SIGNALTO A [ || I
JWT TO INITIATE I PARTITION DEDICATED BASIS RECEIVE | 'MODE CONTROL! 'MODE CONTROL
AWT | CONTROL CHANNEL UPLINK SIGNALS] 1 siaNAL FROM A1 I SIGNAL FROM A
| TRANSITION | RESOURCES BETWEEN FULL-|] FROMWTs | WT || WT
TONE DCCH SUB-CHANNELS INCLUDING | REQUESTING A y | REQUESTING A
FROM AFIRST | I |
| AND SPLIT-TONE DCCH SUB- || DEDICATED TRANSITION TRANSITION
MODE,E.G., | | | I
| o CHANNELS AND ALLOCATE CONTROL FROM THE FROM THE
FULL-TONE | |4 |
DCCH MODE ] | FULL-TONE AND SPLIT-TONE CHANNEL FIRST MODE OF | ! SECOND MODE
| TO A SECOND | DCCH SUB-CHANNELS REPORTS | operaTION TO | | OF OPERATION |
AMONG A PLURALITY OF  |JCOMMUNICATED| | THESECOND | | TOTHE FIRST |
| MODEEG, |
LI WIRELESS TERMINALS ON THE MODE OF MODE OF
SPLIT-TONE | I I
DCCH MODE | ALLOCATED | OPERATION, | OPERATION, |
B o= 5216 DCCH SuB- | EG.DCCH | EG,DCCH
/ CHANNELS FULL-TONE FULL-TONE
COMMUNICATE TO WTs I mope TopbccH | | mopE ToDecH |
SUB-CHANNEL | SPUT-TONE | | SPLIT-TONE |
| ALLOCATION [ MODE |1 MODE i
| SEND AMODE : INFORMATION —— =l g -
CONTROL 5218
ISIGNAL TOAWT] /
| TOINITIATEA | ASSIGN USER
WT TRANSITION IDENTIFIERS TO WTs
| |
| _ FROMTHE RECEIVING
SECOND MODE, ALLOCATION
| "E. spuT-
| TONEDCCH |
| MODE, TOTHE | 5220 b222
FIRST MODE, | ———r - L
|E-G., FULL-TONE | | |
pecH Mope | ITRANSMITA POSITIVE, | TRANSMIT A POSITIVE
L ACKNOWLEDGEMENTI | ACKNOWLEDGEMENT |

| SIGNAL TO THE WT | SIGNALTOTHEWT |

FIGURE 52
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54007 N
START METHOD OF \ 5402
OPERATING A WIRELESS
\ TERMINAL
5404 5406 5408
prd Prd yrd
MEASURE THE RECEIVED \
POWER OF A DOWNLINK RECQSQS%%ENTE':{EOF A MEASURE THE SIGNAL TO
NULL CHANNEL AND DOWNLINK PO NOISE RATIO OF THE
DETERMINE AN A NEL DOWNLINK PILOT CHANNEL
INTERFERENCE POWER

e

CALCULATE THE SATURATION LEVEL
OF THE DOWNLINK SIGNAL TO NOISE
RATIO AS A FUNCTION OF THE
INTERFERENCE POWER, MEASURED
RECEIVED POWER OF THE DOWNLINK
PILOT CHANNEL, AND MEASURED SNR
OF THE DOWNLINK PILOT CHANNEL

5410

y

SELECT THE CLOSEST VALUE FROM A
PREDETERMINED TABLE OF
QUANTIZED LEVELS OF SATURATION
LEVEL OF DOWNLINK SNR TO
REPRESENT THE CALCULATED
SATURATION LEVEL IN A DEDICATED
CONTROL CHANNEL REPORT AND
GENERATE THE REPORT

5412
e

v

5414

TRANSMIT THE GENERATED REPORT TO

THE BASE STATION, SAID GENERATED

REPORT BEING COMMUNICATED USING A
DEDICATED CONTROL CHANNEL SEGMENT
ALLOCATED TO THE WIRELESS TERMINAL,
E.G., USE A PREDETERMINED PORTION OF A

PREDETERMINED INDEXED DEDICATED
CONTROL CHANNEL SEGMENT

FIGURE 54
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5900’—* START METHOD OF OPERATING A 5901
WIRELESS TERMINAL :
TRACK CURRENT TIME IN RECEIVE A BASE STATION ONSTATE | .o,
RELATION TO: AN UPLINK | . 5902 IDENTIFIER ASSOCIATED WITH A DCCHP”
RECURRING DCCH LOGICAL TONE
REPORTING SCHEDULE AND
IN RELATION 7O UPLINK l 5908
TONE HOPPING i
INFORMATION RECEIVE INFORMATION IDENTIFYING WHETHER THE

WIRELESS TERMINAL SHOULD BE IN A FULL-TONE DCCH
MODE OF OPERATION OR A SPLIT TONE DCCH MODE OF
OPERATION, SAID INFORMATION INDICATING SPLIT TONE-
DCCH MODE OF OPERATION ALSO IDENTIFYING ONE AMONG

5906 APLURALITY OF SETS OF DCCH SEGMENTS ASSOCIATED
WITH THE DCCH LOGICAL TONE

5910

FULL TONE FULL TONE SPLIT TONE
MODE MODE MODE
\ 2 OR SPLIT
IDENTIFY DCCH 5912 TONE MODE? £ 5914
COMMUNICATION [~ IDENTIFY DCCH
SEGMENTS COMMUNICATION
ALLOCATED TO THE SEGMENTS
WIRELESS ALLOCATED TO
TERMINAL THE WIRELESS
TERMINAL
5906 :
FOR EACH
IDENTIFIED FOR EACH
COMMUNICATIONS IDENTIFIED
SEGMENT OMMUNICATIONS
_»r 5816 SEGMENT 5918
IDENTIFY A SET OF 'Dg';‘g’;: 8 ;TET
REPORT TYPES TO O REPORT
BE COMMUNICATED
COMMUNICATED
FIGURE 59B 5620 FIGURE 59A o 6922
FIGURE 59C

FIGURE 59
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INFORMATION
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TYPES INCLUDE A
LEXIBLE REPORT?
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FIGURE 59B

YES

v - 5928

SELECT WHICH TYPE OF REPORT FROM AMONG A PLURALITY OF
FIXED TYPE INFORMATION REPORT TYPES TO INCLUDE AS A
FLEXIBLE REPCRT BODY 5930

4 7 592&

SELECT AS A FUNCTION OF A REPORT PRIORIZATION OPERATION

CONSIDER THE AMOUNT OF UPLINK DATA QUEUED FOR
COMMUNICATION TO THE ACCESS NODE AND AT LEAST ONE
SIGNAL INTERFERENCE MEASUREMENT

5932 5934

DETERMINE AN AMOUNT OF CHANGE IN INFORMATION
PREVIOUSLY REPORTED IN AT LEAST ONE REPORT

* = 5936

CODE THE TYPE OF THE FLEXIBLE REPORT BODY INTO A REPORT
TYPE IDENTIFIER, E.G., A TWO BIT FLEXIBLE REPORT BODY
IDENTIFIER

v _ 5938

MAP THE INFORMATION TO BE CONVEYED IN THE FLEXIBLE

REPORT BODY IN ACCORDANGCE WITH THE SELECTED REPORT TYPE

TO ANUMBER OF INFORMATION BITS CORRESPONDING TO THE
FLEXIBLE REPORT BODY SIZE

_________ Yoo _ o5

F FOR EACH FIXED TYPE INFORMATION REPORT OF THE SEGMENT I ]
| ADDITION TO THE FLEXIBLE REPORT, MAP THE INFORMATION 10 &E |
[ CONVEYED TO A FIXED NUMBER OF INFORMATION BITS I
| CORRESPONDING TO THE REPORT SIZE |

PERFORM CODING AND MODULATION OPERATIONS TO GENERATE A SET OF

MODULATION SYMBOLS TO REPRESENT THE ONE OR MORE REPORTS TO BE 5906
COMMUNICATED IN THE DCCH SEGMENT

\ L 5944

FOR EACH MODULATION SYMBOL OF THE SET OF GENERATED MODULATION SYMBOLS DETERMINE,
USING TONE HOPPING INFORMATION, THE PHYSICAL TONE TO BE USED TO CONVEY THE

MODULATION SYMBOL

v ' 5046

TRANSMIT EACH MODULATION SYMBOL OF THE DCCH SEGMENT USING THE DETERMINED PHYSICAL

TONE _ o
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FOR EACH FIXED TYPE
INFORMATION REPORT
OF THE SEGMENT,
MAP THE
INFORMATION TO BE
CONVEYED TO A FIXED
NUMBER OF
INFORMATION BITS
CORRESPONDING TO
THE REPORT SIZE,
SAID FIXED TYPE OF
INFORMATION
REPORTS BEING
DICTATED BY A
REPORTING
SCHEDULE

ANY OF THE REPOR
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FIGURE 59C

YES

TYPES INCLUDE A
LEXIBLE REPORT?,

v - 5952

SELECT WHICH TYPE OF REPORT FROM AMONG A PLURALITY OF
FIXED TYPE INFORMATION REPORT TYPES TO INCLUDE AS A
FLEXIBLE REPORT BODY . 5954

v 5950

SELECT AS A FUNCTION OF A REPORT PRIORIZATION OPERATION

CONSIDER THE AMOUNT OF UPLINK DATA QUEUED FOR
COMMUNICATION TO THE ACCESS NODE AND AT LEAST ONE
SIGNAL INTERFERENCE MEASUREMENT

™\ 5956 . 5058

DETERMINE AN AMOUNT OF CHANGE IN INFORMATION
PREVIOUSLY REPORTED IN AT LEAST ONE REPORT

v - 5960

CODE THE TYPE OF THE FLEXIBLE REPORT BODY INTO A REPORT
TYPE IDENTIFIER, E.G., A SINGLE BIT FLEXIBLE REPORT BODY
: IDENTIFIER

¢ _ 5962

MAP THE INFORMATICN TO BE CONVEYED IN THE FLEXIBLE
REPORT BODY IN ACCORDANCE WITH THE SELECTED REPORT
TYPE TO A FIXED NUMBER OF INFORMATION BITS
CORRESPONDING TO THE FLEXIBLE REPORT BCDY SIZE

— e i _____ 25984

| FOR EACH FIXED TYPE INFORMATION REPORT OF THE SEGMENT |
| INADDITION TO THE FLEXIBLE REPORT, MAP THE INFORMATION |
| TO BE CONVEYED TO A FIXED NUMBER OF INFORMATION BITS |
CORRESPONDING TO THE REPORT SIZE |

5966 5972
PERFORM CODING AND MODULATION OPERATIONS TO GENERATE A SET OF |
MODULATION SYMBOLS TO REPRESENT THE ONE OR MORE REPORTS TO BE m
COMMUNICATED IN THE DCCH SEGMENT
— - 5968

FOR EACH MODULATION SYMBOL OF THE SET OF GENERATED MODULATION SYMBOLS DETERMINE,
USING TONE HOPPING INFORMATION, THE PHYSICAL TONE TO BE USED TO CONVEY THE

MODULATION SYMBOL

l _ 5970

TRANSMIT EACH MODULATION SYMBOL OF THE DCCH SEGMENT USING THE DETERMINED PHYSICAL

" TONE
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6000
( START METHOD OF OPERATING A WIRELESS TERMINAL TO PROVIDE )/

TRANSMISSION POWER INFORMATION TO A BASE STATION

/ 6004

GENERATE A POWER REPORT INDICATING A RATIO OF A MAXIMUM TRANSMIT POWER OF THE
WIRELESS TERMINAL TO THE TRANSMIT POWER OF A REFERENCE SIGNAL HAVING A POWER LEVEL
KNOWN TO THE WIRELESS TERMINAL AT A POINT IN TIME CORRESPONDING TO SAID REPORT

/ 6006

SUBTRACT A PER-TONE TRANSMISSION POWER OF AN UPLINK DEDICATED CONTROL CHANNEL
IN dBm FROM A MAXIMUM TRANSMISSION POWER VALUE OF THE WIRELESS TERMINAL IN dBm

IN FULL-TONE OR
SPLIT-TONE DCCH

6010 6012
Z ODE? 7z
H GENERATE A POWER REPORT IN GENERATE A POWER REPORT IN
ACCORDANCE WITH A FIRST FORMAT, E.G. ACCORDANCE WITH A SECOND FORMAT,
A 5 INFORMATION BIT POWER REPORT, E.G., A4 INFORMATION BIT POWER
REPORT
v . 6014
TRANSMIT THE GENERATED POWER REPORT TO A BASE STATION

6016
SPUT

IN FULL-TONE OR
SPLIT-TONE DCCH

v s 6020

COMBINE THE GENERATED POWER
REPORT WITH ADDITIONAL INFC BITS,
E.G., 4 BITS, AND JOINTLY CODE THE
COMBINED SET TO GENERATE A SET
| OF MODULATION SYMBOLS FOR A
DCCH SEGMENT

/ 6018

COMBINE THE GENERATED POWER
REPORT WITH ADDITIONAL INFC
BIT(S), E.G., 1 BIT, AND JOINTLY
CODE THE COMBINED BIT SET TO
GENERATE A SET OF MODULATION
SYMBOL FOR A DCCH SEGMENT

s 6022

DETERMINE THE SINGLE OFDM TONE USED DURING EACH OF A PLURALITY OF CONSECUTIVE
OFDM SYMBOL TRANSMISSION TIME INTERVALS FOR THE DCCH SEGMENT / 6024

I DETERMINE THE LOGICAL DCCH CHANNEL TONE ASSIGNED TO THE WIRELESS TERMINAH

¢ 6026

DETERMINE A PHYSICAL TONE TO WHICH THE LOGICAL DCCH CHANNEL TONE
CORRESPONDS AT DIFFERENT POINTS IN TIME BASED ON TONE HOPPING INFORMATION

v

FOR EACH OFDM SYMBOL TRANSMISSION TIME CORRESPONDING TO THE SEGMENT | 6028
TRANSMIT A MODULATION SYMBOL FROM THE GENERATED SET OF MODULATION ¥
SYMBOLS USING THE DETERMINED PHYSICAL TONE FOR THAT POINT iN TIME

1

FIGURE 60
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6160 N 6102 6104
Format of ULRQST1:
Bits (MShb:LSb) Notes
0b0 N[O}+N[1]=0
Ob1 N[O}+N[1]>0

FIGURE 61

6200 ¥

6202 6204 6206

' !

Calculations of parameters y and z:
Condition y z
(x>28) AND (b>=11} 2 min{10, Nmax)
(x>27) AND (b>=10} 2 min@, N max )
x>25) AND (b>=9) 2 min(8, Nmax )
(x>23) AND (b>=8) 2 min(7, N max )
(x>21) AND (b>=7) 2 min(8, N max )
{x>18) AND (b>=5) 1 min(5, N mex )
(x>16) AND (5>=3) 1 min(4, N nax )
(x>15) AND (b>=1) 1 min(3, N max )
(x>12) AND (b<-1) 1 min(2, N max )
Otherwise 1 min(1, N max )

FIGURE 62
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6304

Default request dictionary (RD reference number = 0): format of ULRQST4:

Bits (M3b:LSb)

Notes

0b0000

N[0]=0, N[1]+N[2}+N[3]=0, N123 min=0, g=1

0b0001

N[O]=1 13, N123, min =0, g=1

0b0010

N[0}>=4, Ny53 min=0, g=1

0b0011

ceil{{N[1]+-N[2])+N[3])/y)=1, Nyp5. min =0, g=1

0b0100

cell(N[TI+N[2]+N[B)A)=2, N1zq, rin =0, 9=1

0b0101

ceil(N[1]+N[2]+N[3])/y)=3, N123, min =0, g=1

0b0110

ceil(N[1]+N[2]+N[3])/y)=4:5, N123, min =0, g=1

0b0111

ceil((N[1]+N[2]+N[3])/2)=2, N123, min =z+1, g=1

0b1000

ceil((N[11+N[2]+N[3])/2)=3, N123, min =2"z+1, g=1

0b1001

ceil((N[1]+N[2[+N[3])/2)=4, N 123, min =3"2+1, g=1

Ob1010

ceil(N[11+NI2]+N[38)/2)=5, N123 min =4"2+1, g=1

Ob1011

ceil(N[1}+N[2]+N[311/2)=6, N123, min =5"2+1, g=1

0b1100

ceil((N[1+N[2}+N[3]/2)=7, N123_min =6'2+1, g=1

0b1101

ceil((N[1]+N[2]+N[3])/z)=8:9, N123 min=7"2+1, g=2

0b1110

Ceil{(N[1]+N[2)+N([3])/2)=10:11, N123 min=9"2+1, g=2

0b1111

Ceil{{N[1]+-N[2]+N[3])/z)>=12, N 193 min=11*z+1, g=2

64(6-\

6402

FIGURE 63

6404

Default request dictionary (RD reference number = 0): format of ULRQST3:
Bits (MSb:LSb) Notes

0b000 N[0]=0, d123=0

0b001 N[0]=0, d123=1

0b010 N[0]=0, d123=2:3

0b011 N[0]=0, d1o3>=4

0b100 N[O]>=1, di23=0

0b101 NO]>=1, dip3=1

0b110 N[0]>=1, diag=2:3

0b111 NO]>=1, dipz>=4

FIGURE 64
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6504

Request dictionary (RD reference number = 1): format of ULRQST4:
Bits (MSb:LSb) Notes
0b0000 No change from the previous request
0b000o1 N[2]=1
0b0010 N[2]}=2:3
0b0011 N[2]=4:6
0b0100 N[2}>=7
0b0101 ceil((N[1]+N[3])/y)=1
0b0110 ceil(N[1]+N[3])/y)=2
0b0111 ceil((N[1]+N[3])/y)=3
0b1000 ceil((N{1]+N[3]/y)=4:5
0b1001 ceil((N[1]+N[3])V/z)=2
0b1010 ceil{{N[1]+N[3])/z)=3
0b1011 ceil(N[1]+N[3])/2)=4
0b1100 ceil((N[1]+N[3])/2)=5
0b1101 ceil((N[1}+N[3])/2)=6
0b1110 ceil(N[1}+N[3])/2)=7:8
Ob1111 ceil((N[1]+N[3])/z)>=9
FIGURE 65
6600 6602 6604

Request dictionary (RD reference number = 1): format of ULRQST3:

Bits (MSh:LSb)

Notes

0b000

N[0]=0, N[2]=0

0b001

N[0]=0, N[Z2]=1

0b010

N[0}=0, N[2]=2:3

0b011

N[0]=0, N[2]>=4

0b100

N[0]>=1, N[2]=0

Ob101

N[O]>=1, N[2)=1

Ob110

N[O]>=1, N[2]=2:3

Ob111

N[O]>=1, N[2]>=4

FIGURE 66 -
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6704

l

Request dictionary (RD reference number = 2): format of ULRQST4:
Bits (MSb:LSh) Notes
0b0000 No change from the previous request
060001 N[1]=1
0b0010 N[1]=2
0b0011 N[1]=3
0b0100 N[1]>=4
0b0101 ceil(N[2]+N[3])/y)=1
0b0110 ceil((N[2]+N[3))/y)=2
0b0111 ceil((N[2]+N[3))/y)=3
0b1000 ceil(N[2)+N[3]))/y)=4:5
0b1001 cell((N[2]+N[3])/2)=2
0h1010 ceil((N[2]+N[3))/2)=3
0b1011 ceil(N[2]+N[3))//z)=4
0b1100 ceil(N[2)+N[3))/z)=5
ob1101 ceil((N[2]+N[3]))/2)=6
0b1110 ceil((N[2]+N[3])/2)=7:8
Ob1111 ceil((N[2]+N[3))/z)>=9
FIGURE 67
6860 N 6802 6804

Request dictionary (RD reference number = 2): format of ULRQST3:
Bits (MSb:LSb) Notes

0b000 N[0]=0, N[1]=0

0b001 N[0]=0, N[1]=1

0b010 N[0]=0, N[1]=2

0b011 N[0]=0, N[1]>=3

0b100 N[0]>=1, N[1]=0

0b101 N[0]>=1, N[1}=1

0b110 N[0]>=1, N[1]=2

Ob111 N[0]>=1, N[1]>=3

FIGURE 68
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6000 ¥
6902 6904
Request dictionary (RD reference number = 3): format of ULRQSTA4:
Bits (MSb:L.Sb) Notes
0b0000 No change from the previous request
0b0001 Nfi]=1
0b0010 N[1]=2
0b0011 N[1]=3
0b0100 N[1]>=4
0b0101 N[2)=1
0b0110 . N[2]=2:3
0b0111 N[2]=4:6
0b1000 N[2]>=7
0b1001 ceil(N[3]))/y)=1
0b1010 ceil(N[3])/y)=2:3
0b1011 ceil(N[3])/y)=4:5
0b1100 ceil{N[3])/z)=2
Cb1101 ceil(N[3])/2)=3
0b1110 ceil(N[3]/2)=4:5
Ob1111 ceil(N[3])/2)>=6

FIGURE 69

Request dictionary (RD reference number = 3): format of ULRQST3:
Bits (MSh:LSb) Notes
0b000 N[0]=0, Ni1}=0
0b001 N[0]=0, N[1]=1
0b010 N[0]=0, N[1}=2
0b011 N[0]=0, N[1]>=3
Ob100 N[O]>=1, N[1]=0
0b101 N[O]>=1, N[1}=1
0b110 N[O}>=1, N[1}=2
Ob111 N[O]>=1, N[1}>=3

FIGURE 70
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4003 4005 4007
400T~g v
WT C MAPPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES TO ITS REQUEST QUEUES AT
TIME T1
QUEUE
INFORMATION TYPE (REQUEST COMMENTS
GROUP)
HIGH PRIORITY, STRICT LATENCY REQUIREMENTS,
4009-»- CONTROL INFO 0 LOW LATENCY AND/OR LOW BANDWIDTH
LOW LATENCY REQUIREMENTS, NEXT HIGHEST
4011~ VOICE 1 e
4013 | GAVING, AUDIO STREAM ) LATENCY SOMEWHAT IMPORTANT, SLIGHTLY HIGHER
' APP A BW REQUIREMENT THAN VOICE
FTPWEB BROWSING,
40150~ | O ITIB BROWSING, 3 DELAY INSENSITIVE AND/OR HIGH BANDWIDTH
402 0
o 4$9 1 4023
WT C MAPPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES T0 ITS REQUEST QUEUES AT
TIME T2
~QUEUE
INFORMATION TYPE (REQUEST COMMENTS
GROUP)
HIGH PRIORITY, STRICT LATENGY REQUIREMENTS,
4025 CONTROL INFO 0 LOW LATENCY AND/OR LOW BANDWIDTH
LOW LATENCY REQUIREMENTS, NEXT HIGHEST
4027 VOICE, GAMING 1 e
TATENCY SOMEWHAT IMPORTANT, SLIGHTLY HIGHER
4029-» | VIDEO STREAMAPP A 2 W RGO SLIGHT
FTPWEB BROWSING, ,
2031 | TFINES BROWSING, 3 DELAY INSENSITIVE AND/OR HIGH BANDWIDTH
4033~
WT C MAPPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES TO TS REQUEST QUEUES AT
TIME T3
QUEUE
INFORMATION TYPE | (REQUEST COMMENTS
GROUP)
HIGH PRIORITY, STRICT LATENGY REQUIREMENTS,
4041 CONTROL INFO 0 LOW LATENCY AND/OR LOW BANDWIDTH
40430 1
40450~ 2
4047 | FTPWEB BROWSING 3 DELAY INSENSITIVE AND/OR HIGH BANDWIDTH
4 FIGURE 73

4035’

4037 -
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