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with the projecting portion of the tang. 
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Application filed March 16, 1901, 

To ali, Luhon, it may concern: 
Beit known that I, CHARLES F. MUELLER, 

a citizen of the United States, residing in Eliza 
beth, in the county of Union and State of New 
Jersey, have invented certain new and use 
ful Improvements in Tool-Handles, of which 
the following is a specification. 
This invention relates to an improvement 

in tool-handles; and the object of the inven 
tion is to provide means for connecting the 
fool With the handle in such a manner that 
all danger of splitting the handle is overcome 
and a firm and reliable connection obtained. 
The invention consists in the combination, 

with a tool-handle provided with a tapering 
end portion of polygonal cross-section and 
having a polygonal socket, of a tool having a 
tang of corresponding polygonal cross-section 
seated in said socket and projecting out of 
the same, the shank of said tool being of 
larger diameter than said tang, and a ferrule 
of tapering polygonal shape at its interior 
seated on said end portion of the handle, the 
tapering sides of said ferrule extending be 
yond the end of said handle into engagement 

In the accompanying drawings, Figure 1 is 
a side elevation of my improved tool-handle 
with a screw-driver therein. Figs. 2, 3, and 
4 are side elevations, respectively, of the tang 
of the tool, the ferrule, and the handle. Figs. 
5 and 6 are respectively vertical central sec 
tions of the ferrule and tool-handle. Fig. 7 
is a vertical transverse section showing the 
tool-handle, ferrule, and tool connected. Fig. 
8 is a horizontal section on line 8 S, Fig. 7. 
Fig. 9 is a vertical section at an angle of 
forty-five degrees to the plane of Fig. 5, and 
Fig. 10 is a section on line 10 10, Fig. 9. 
Similar letters of reference indicate corre 

sponding parts. 
Referring to the drawings, A indicates the 

shank of a tool-for example, a screw-driver 
45 

and B is a handle of wood or other suitable 
material. 
C is a metallic coupling or ferrule, prefer 

ably tapering at its exterior and provided in 
its forward end with the usual round hole c. 
for the entrance of the tool-tang Ct. The in 
terior of the ferrule is made tapering and of 
Square or other polygonal cross-section, nar 
now at its forward end to engage the polygo 
nal tang of the tool and gradually Widen 
ing out toward its rear end, so as to engage 
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the polygonal portion b of the handle. A 55 
socket b' of square or other polygonal cross 
section is formed in the handle, said socket 
b' corresponding in shape to the tang of the 
tool. - - V- 

When the ferrule is placed in position on 6o 
the polygonal tapering end of the tool-han 
dle, it fits firmly thereto and is prevented 
from turning thereon by its polygonal taper 
ing shape. When the polygonal tang of the 
tool is driven home into the ferrule and into 65 
the tapering end of the handle, the parts are 
firmly locked together, so that the tool can 
not turn in the handle, and a strong and re 
liable connection between the tool and han 
dle without any tendency of splitting the lat- 70 
ter when in use is obtained. 
Having thus described my invention, I 

claim as new and desire to secure by Letters 
Patent 

1. The combination, with a tool-handle pro- 75 
vided with a tapering end portion of polygo 
nal cross-section and having a polygonal 
socket, of a tool having a tang of correspond 
ing cross-section seated in said socket and 
projecting out of the same, the shank of said 8o 
tool being of larger diameter than said tang, 
and a ferrule of tapering polygonal shape at 
its interior seated on said end portion of the 
handle, the tapering sides of said ferrule ex 
tending beyond the end of said handle into 85 
engagement with the tang of the tool, Sub 
stantially as set forth. 

2. The combination with a tool-handle pro 
vided with a tapering end portion of polygo 
nal cross-Section and having a. polygonal 9o 
socket, of a tool having a tang of correspond 
ing cross-section seated in said socket and 
projecting out of the same, the shank of said 
tool being of larger diameter than said tang, 
and a ferrule of tapering polygonal shape at 95 
its interior seated on said end portion of the 
handle, and tapering sides of said ferrule ex 
tending beyond the end of said handle into 
engagement with the tang of the tool, and 
said ferrule embracing at its outer end the Ioo 
shank of the tool, substantially as set forth. 
In testimony that I claim the foregoing as 

my invention I have signed my name in pres 
ence of two subscribing witnesses. - 

CHARLES F. MUELLER. 
Witnesses: 

WILLIAMI NEILSON, 
FRANK PROBST. 

  


