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This invention relates to an attachment for a 
table such as is generally used for Card-playing 
and the like, and preferably a table with folding 
legs, and the principal object is to provide a 
folding cup-holding attachment that can be 
easily secured to a table leg that can be folded 
up with the legs so it is entirely out of the way 
when the table legs are in folded position and 
which also will not interfere with the folding 
of the table legs. 
Another object is to provide a folding attach 

ment for a table leg having a removable cup that 
can be used either as an ash-tray for pipe, cigar 
and cigarette ashes, or which can be used to 
hold the pencils and score-cards of a game Or 
filled with edible dainties such as Small candies 
or candy fruit. 
Other objects, advantages and features of in 

vention may appear from the accompanying 
drawing, the subjoined detailed description and 
the appended claims. 
The accompanying drawing illustrates the in 

vention, in which: 
Figure 1 is a perspective view of a card-table 

having folding legs with my attachment cOn 
nected to each of its legs that are in open posi 
tion ready for use. w 

Fig. 2 is a fragmental enlarged section on 
line 2-2, Fig. 1, showing my attachment in a 
folded position, and indicating by fragmental 
dotted lines the horizontal position of a Spring 
arm when the appliance is in use. 

Fig. 3 is a fragmental cross section on line 
3-3 of Fig. 2. 

Fig. 4 is a view of my attachment when folded, 
and the table leg on which it is mounted is also 
folded, showing that when so arranged the at 
tachment will not interfere with the handling 
and close packing of the table with other tables. 

Fig. 5 is another cross section through a table 
leg showing a plan view of my attachment when 
in an open position ready for use. 

Fig. 6 is a fragmental inside view of a table 
leg showing the base and associated parts for 
supporting my attachment. 

Fig. 7 is a section on the line 7-7 of Fig. 6 
showing the detailed construction of the base and 
associated parts. m 

Fig. 8 is a perspective view of the ash-cup or 
tray detached from its supporting arm. 
My attachment for a card-table includes a base 

10 that is attached to a folding leg 11 of a card 
table 12 by screws 13 and 14 and is arranged on 
the leg 11 on the side opposite to the collapsible 
brace 15 so the attachment will not interfere 
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with the parts when the legs of the table are 
in a folded position; and also so it will be parallel 
with the leg and entirely out of the way and not 
interfere with the handling of the table. , 
The base 10 is provided with a spring exten 

sion 16 that is bayonet in form so it is offset from 
the base, and pivotally secured to this extension 
by a pivot pin 17 is the offset end of the spring 
arm. 18. This arm has its other end portion 
turned into the form of a shepherd's crook to 
form a spring clasp seat 19 for the detachable 
ash-tray or cup 20. 
The arm 18 is provided with a recess 21 into 

which the head of the screw 13 is extended to 
temporarily hold the arm 18 parallel with the 
leg 11 or in a folded position. The spring ex 
tension 16 is offset from the base 10 so it will 
yield inwardly when the arm 18 is moved out 
Wardly to seat its recess on or remove it from 
the screw head 13. That is, the extensions to 
the base and arm are offset therefrom so that 
when the arm is moved to seat its recess 21 on 
the screw head 13 or remove it therefrom the 
extension 16 can spring inwardly to compensate 
for Such arm movement to thereby take the out 
ward strain off of the pivot pin 17. 
The Spring extension 16 is provided with a stop 

flange 22 that is arranged to hold the arm 18 
at right angles to the leg 11 when it is in its 
unfolded position or in use so it holds the cup 
in position to receive the ashes from pipes, cigars 
or cigarettes, or sq. it can be filled with candies 
and the like, as previously indicated. 
The cup 20 is provided with an outer annular 

recess 23 to receive the spring clasp crook 19 
so that while these parts are very securely con 
nected, the cup is readily and easily detached for 
emptying it of ashes or for filling it with candies 
and the like. 
In the accompanying drawing I show my at 

tachment Secured to the legs of an ordinary card 
table but it is understood that it can be attached 
to any kind of table, and also if desired each leg 
of the table can be provided with one of my 
attachments, as semi-diagrammatically indicated 
in the perspective drawing shown in Fig. 1. 
In Figs. 2 and 4 the detailed construction of 

an ordinary card table is shown but this forms 
no part of my invention but is shown only to 
make clear the construction and use of my at 
tachment. Such table usually includes a rec 
tangular wood frame 24 to which the false top 
25 and top cloth cover 26 are secured, and pivot 
ally connected to the frame 24 are the collaps 
ible legs 11 and braces 15, as previously stated. 
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In use my attachment is secured to the leg 

of a table, as fully described, and by a pull on 
the arm 18 it is released from a folded Or par 
allel position with the leg to which it is attached 
and moved downward and outward to a right 
angle to the leg where the cup 20 is easily acces-s 
sible to a person or persons seated at the table. 
The tension of the crook 19 is sufficient to se 
curely hold the cup 20 seated therein both while 
the arm i8 is either in a folded or unfolded posion 
tion, and also the cup can be easily removed or 
replaced on the cup seat by manually moving 
it endwise of the arm toward or from the seat 
until it is fully clasped or unclasped by the crook. 

Ordinarily I provide tWO of Iny attachments 
for each card table, but it is obvious that I may 
use one or four as may be desired by the players 
at the table. 
When I use four of my attachments I prefer 

that two of the cups 20 be used as ash-trays 
while the other two be used for holding edible 
dainties such as Small candies, fruit and the like. 

claim as my invention: 
1. In an attachment for a table having fold 

ing legs, the combination with a base adapted to 
be secured to one of the legs of Said table, a 
bayonet-like spring extension to said base, a 
spring arm having an offset extension at One end 
that is pivotally secured to the spring extension 
of said base, a spring crook integral with the other 
end of said arm that is bent to form a cup seat, 
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a screw head at the upper end of said base that 
is arranged to engage a recess in Said spring art. 
to hold said arm in a folded position, a flange in 
tegral with the botton end of the spring exten 
sion of said base for holding said arm in unfolded 
position, of a cup adapted to be forced into the 
seat of said crook so it will be claspingly engaged 
and held while said arm is either in a folded or 
unfolded position. 

2. in an attachment for a table having fold 
ing legs the corbination with a base secured to 
One of the legs of said table, a downwardly ex 
tending spring extension integral with said base 
and offset therefron, a Spring arm, an offset 
spring extension at one end of said arm, a pivot 
pin pivotally connecting the lower ends of said 
extensions together, a crook integral with the 
other end of said arm that is bent to fortin an 
Open cup seat, a Screw head extended from the 
upper end of said base for engaging a recess in 
Said arm to detachably hold Said arm in a folded 
position parallel to the leg to which it is attached, 
Said extension to said base being arranged to 
spring inwardly toward the table leg to thereby 
take the Strain off of Said pivot pin when said arm 
is moved outwardly to release it from said screw 
head, of a cup adapted to be forced into said 
Crook seat So it will be claspingly engaged and de 
tachably held while said arm is either in a folded 
or unfolded position. 

SAMUEL STVERMAN. 
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