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To ?till uphon, it may concern: 
Be it known that I, CoNRAD SCHROEDER, 

residing in Milwaukee, in the county of Mil 
waukee and State of Wisconsin, have invent 

5 ed a new and useful Improvement in Means 
for Corking or Closing Bottles or other Re 
ceptacles, of which the following is a descrip 
tion, reference being had to the accompany 
ing drawings, which are a part of this specifi 

Io cation. 
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My invention has relation to improvements 
in means for corking or closing bottles or 
other receptacles. 

It has been a problem in the corking or 
closing of bottles and other vessels to provide 
an entirely-satisfactory stopper or cork. The 
difficulty heretofore has resided not only in 
the failure to provide a cork which will at 
tain the highest efficiency in effecting a tight 
closure, but principally has resided in the dif 
ficulty of providing a cork or stopper of such 
construction as on the one hand not to dele 
teriously affect the liquid contents of the bot 
tle and on the other hand of such character as 
not to be deleteriously affected by said liquid 
contents. Various expedients have been re 
sorted to to overcome the difficulties which 
have heretofore been encountered, but with 
out entirely satisfactory results. The ordi 
nary cork stopper is exceedingly objection 
able. Oftentimes the cork when forced into 
the narrow neck of a bottle is compressed to 
such an extent that the tannic acid with 
which the cork is impregnated is squeezed 
out of the cork and causes the formation of a 
sediment which mixes with the liquid con tents, thereby not only seriously affecting 
the taste of the contents of the receptacle, 
but also its appearance as well. Further 
more, the ordinary cork is objectionable, 
owing to the fact that its elastic nature will un 
der certain climatic conditions render it liable 
to shrinkage, thus causing a loose fit and af 
fording opportunity for the carbonic gas in 
the case of charged liquids to escape, result 
ing in the liquid contents becoming flat. 
Still further, in the case of the ordinary cork, 
said cork will not act effectively to fill up 
little rough places or crevices which may ex 
ist in the interior of the bottle-neck or the in 
terior of the mouth of the receptacle, thereby 
likewise offering an opportunity for the car 
bonic-acid gas to escape. 

It has been attempted to remedy the dis 

advantages inherent in the ordinary cork by 
subjecting the cork to a preparatory treat 
ment, usually in the nature of cleaning, wash 
ing, and softening the cork; but this initial or 
ERE treatment has been followed with but a slight degree of success, and it has 
therefore been an ever-recurring problem to 
bottlers to devise some means whereby the 
objectionable features inherent in the ordi 
nary cork can be overcome. 

Metallic caps or covers are now also very 
generally used as stoppers or closures for bot 
tles and other receptacles. These likewise 
are open to very serious objections in view of 
the fact that the liquid or other contents of 
the bottles or receptacles are either tainted or 
otherwis deleteriously affected by the metal 
of the cap, (usually tin,) or, on the other hand, 
the metal of the cap is injuriously affected by 
the contents of the bottle or receptacle. Caps 
or covers made wholly of aluminium have 
been employed, and while these to a large 
extent overcome the disadvantages alluded 
to in the case of certain liquids, yet they have 
not gone into general use, owing to their ex 
ceedingly expensive character and the further 
fact that such caps deleteriously affect cer 
tain other liquids and are themselves delete 
riously affected thereby. 

It is the object of my invention to provide 
an improved means for corkage which will ef 
fectively overcome all the above-pointed-out 
disadvantages in a simple and exceedingly in 
expensive manner, and with this primary ob 
ject in view the invention consists in the im 
proved means or the equivalents thereof, as 
hereinafter more fully set forth. 

Referring to the drawings, Figure 1 indi 
cates an ordinary cork treated in accordance 
with my invention, the outer coating or pro 
tecting-covering being in section. Fig. 2 is 
a horizontal section on the line 22 of Fig. 1. 
Fig. 3 is a view similar to Fig. 1, but showing 
the cork only partially coated or covered 
with the protecting medium. Fig. 4 is a sec 
tion of an ordinary and well-known form of 
bottle-cap equipped with my improvements. 
Fig. 5 is an under view of another form of cap 
equipped with my improvements, and Fig. 6 
is a section on the line 6 6 of Fig. 5. 
My invention in its broad sense compre 

hends the use in connection with any form 
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of cork, stopper, or closure for a bottle or 
receptacle of a protecting medium applied t 
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the portion of the cork, stopper, or closure 
which is exposed to the contents of the bottle or receptacle, the said protecting-covering 
being composed of dinitrocellulose. - 

Referring to Figs. 1, 2, and 3 of the draw 
ings, the numeral 7 indicates, an ordinary 
form of cork equipped with my invention. In 
Figs. 1 and 2 the entire surface of the cork is covered with the protecting medium, (indi 
cated by the numeral 8,) the said protecting 
medium being in the form of dinitrocellulose. 
In the Fig. 3 form of construction only the 
lower end of the cork is covered with the pro 
tecting medium of dinitrocellulose, this being 
the end of the cork which is exposed to the 
contents of the bottle. 

Fig. 4 shows in section an ordinary form of 
bottle-cap 9, which is forced over the mouth 
of the bottle-neck. In this form of bottle 
capa disk of cork 10 is secured beneath the top 
of the cap. This form of cap heretofore has 
been objectionable, owing to the fact that 
the liquid will work through the pores of the 
cork and come in contact with the metal of 
the cap and be thereby deleteriously affect 
ed, as hereinbefore pointed out. By ty in 
vention I am enabled to remove all the objec 
tions heretofore existing in the form of cap 
illustrated in Fig. 4 merely by coating or cov 
ering the under side of the cork 10 with my 
improved protecting medium 8 in the form of 
dinitrocellulose. 
In Figs. 5 and 6 I show a cap or coverin 

similar to the cap illustrated in Fig. 4 an 
designated by the same reference-numeral. 
Beneath the top of this cap, however, is em 
ployed an elastic washer 11, which is de 
signed to rest upon the top of the bottle-neck 
to effect a tight closure, and between the un 
der side of the top of the cap and the upper 
side of the washer 11 is confined the outer or 
Epting edges of a plate 12. In this form 
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cap the plate 12 is employed for the pur 
ose of preventing the contents of the bottle 
om coming in direct contact with the top of 

the cap. 9, and the plate 12 is usually com 
posed of some material which will supposedly 
not deleteriously affect the contents of the 
bottle. My invention can also be advan 
tageously employed in connection with this 
particular form of cap or closure, and the di 
nitrocellulose is preferably applied in a com 
pressed state to the entire under surface of 
the plate 12 and also to the under surface of 
the elastic washer 11. 
While the accompanying illustration only 

shows a few forms of closures to which my in 
vention maybe applied, yet I wish it under 
stood that it is applicable to any form of stop 
per or closure for bottles, jars, cans, or any 
other form of receptacle which is required to 
be closed. 

Practical tests have demonstrated that my improved protecting medium will effectually 
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overcome all the disadvantages which have 
heretofore existed in the case of closures or 
stoppers and as hereinbefore specifically re 
ferred to. In the case of ordinary corks my 
improved invention is preferably applied to 
the cork after the cork is prepared in accord 
ance with the usual method of EEE 
that is, after the cork has been cleaned, 
washed, and softened in accordance with the 
usual method. 
By the use of the coating or covering which 

I employ the cork is absolutely prevented 
from imparting its flavor to the contents of 
the receptacle, as it forms a protecting me 
dium which not only preyents the contents 
from coming in direct contact with the cork 
or other closure, but which also does not in 
any manner deleteriously affect the contents. 
Again, the coating referred to in no manner 
when applied to an ordinary cork affects the 
elasticity thereof, but, on the other hand, it 
has been found by experience that it actually 
increases the elasticity of the closure and not 
only fills out the interstices of the cork, but 
also forms in itself an outer elastic coating 
whereby, in effect, a double elastic closure is 
obtained and all little crevices or rough places 
in the interior of the neck of the receptacle 
are filled out, and thereby an effective safe 
guard against the escape of carbonic-acid gas 
in the case of charged liquids is effected. 
The invention is applicable to all kinds of 

bottled liquids, such as champagne, wines, whiskies, 3. 
I wish it understood that the dinitrocellu 

lose may be applied to the closure in a thin 
coating, as shown on the accompanying draw 
ings, or in a compressed state wherever the 
particular nature of the closure is better 
adapted for One than for the other, the appli 
cation of the dinitrocellulose in a compressed 

a disk of dinitrocellulose ap 
plied to the closure. 
What I claim as my invention is 
1 Astopper or closure for receptacles, con 

sisting of a device adapted to be applied to 
and close the opening of a receptacle, the said 
device having the surface thereof which is ex 
posed to the contents of the receptacle cov 
ered with a protecting medium of dinitrocel 
lulose, said protecting medium being of di 
nitrocellulose both when originally applied 
to the stopper or closure, and after applica 
tion thereto. 

2. A stopper or closure for receptacles, con 
E. of a device se to be applied to and close the opening of a receptacle,the said 
device having its entire surface covered with 
a protecting medium of dinitrocellulose said 
E. medium being of dinitrocellulose oth when originally applied to the stopper 
or closure, and after application thereto. 

3. A stopper or closure for receptacles, con 
sisting of a device adapted to be applied to 
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and to close the opening of a receptacle, said tecting medium, the said protecting medium Io 
device having the surface thereof which is ex- composed of compressed dinitrocellulose. 
posed to the contents of the receptacle cov- In testimony whereof I affix my signature 
ered with a protecting medium composed of in presence of two witnesses. 
compressed dinitrocellulose. CONRAD SCHROEDER 4A stopper or closure for receptacles, con 
sisting of a device adapted to be applied to Witnesses: 
and to close the opening of a receptacle, said ANNA. F. SCHMIDTBAUER, 
device having its surface covered with a pro- ALMA A. KLUG. 


