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(C. 17-380) 6 Claims. 
1. 

This application is a division of our co-pend 
ing application Serial No. 477,096, which was 
filed on February 25, 1943. 
This invention relates to communication sys 

tens and is directed particularly to a signal 
generating means for use in a system in which 
data is transmitted in the form of bursts of 
different numbers of substantially identical sig 
nals. 
In the instant system, each of the several 

Symbols that may be transmitted is transformed 
into a burst or train containing an assigned pre 
determined number of substantially identical 
signals having like significance. Accordingly, it 
is the number of signals in a burst by which each 
Symbol is represented and not the variations in 
the signals, per se, which make up the bursts. 
Under these conditions, the signals used to trans 
mit the data can be so chosen that slight varia 
tions which might occur in the signals during 
transmission will not be effective to cause errors 
in the reception of this data. The novel sys 
ten and means employed therein, therefore, pro 
vide a reliable communication system in which 
slight variations in signals during transmission 
are not effective to cause erroneous reception 
of the data. 
A sending station is provided with means for 

transforming the symbols into bursts of signals 
and generating the number of signals required 
in each burst according to the symbols being 
sent. The signals by which the symbols may be 
represented may take any desired form; for in 
stance, they may consist of discrete rapidly re 
curring impulses and/or interruption or modula 
tion of a continuous carrier wave. The signals 
can be transmitted from the sending station to 
a receiving station in any desirable manner, as, 
for instance, over a wire or by radio. 
The bursts of signals representing the differ 

ent Symbols to be transmitted are sent one after 
another over a single communication channel, 
with a predetermined time interval or space 
between the bursts. The signals in the various 
bursts are used to cause the operation of means 
at the receiving station to set up direct repre 
sentations of the symbols, and the spaces be 
tween Successive bursts of signals are used to 
enable means at the receiving station to gen 
erate control signals which control routing means 
at the receiving station to govern the allocation 
and storage of the symbols in the means for 
Setting up direct representations of the symbols. 

Reliable high-speed communication of data is 
obtained with our novel arrangement because 

5 

10 

5 

20 

25 

30 

35 

40 

45 

55 

2 
apparatus at the sending station can generate 
the signals at a high frequency and because the 
signal bursts, which are used to represent the 
various symbols, are made up of signals having 
like significance, require only the time necessary 
to produce the number of signals needed to rep 
resent the symbols, and can follow one after the 
other in transmission without unnecessary loss 
of time between bursts. 
Furthermore, there is no particular sequential 

relation between the various symbols and the 
number of signals which may be used to repre 
sent them, so that the number of signals which 
are assigned to represent any symbol may be 
chosen arbitrarily. Because of this condition, 
the symbols used most frequently can be repre 
sented by the smaller number of signals, and 
this will also reduce the time required for the 
communication of data. 

It is an object of the invention, therefore, to 
provide a novel high-speed means for sending 
data in the form of bursts of different numbers 
of substantially identical signals. 
A further object of the invention is to provide 

a means for producing bursts of signals, each 
burst comprising a predetermined number of 
signals of equal amplitude and the several bursts 
being separated by uniform time intervals. 
A further object of the invention is to provide 

a means upon which may be set a plurality of 
symbols comprising data to be transmitted, 
which symbols are transformed one after an 
other into bursts of different numbers of Sub 
stantially identical discrete signals represent 
ing the Symbols and are sent out at spaced inter 
vals over a single communication channel. 
With these and incidental objects in view, the 

invention includes certain novel features of con 
struction and combinations of parts, the essen 
tial elements of which are set forth in appended 
claims and a preferred form or embodiment of 
which is hereinafter described with reference 
to the drawings which accompany and form a 
part of this specification. 
In the drawings: 
Fig. 1 shows a portion of a set of keys for 

setting up a symbol in the sending apparatus 
and a portion of the Symbol-transforming means 
controlled thereby for generating the number of 
impulses which will be sent to represent the 
Symbol set up on the keys. 

Figs. 2 to 5 inclusive are similar to Fig. 1 and 
together with Fig. 1 show means for setting up 
and generating the signals to represent five 
Symbols in succession. 
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Fig. 6 shows the start and stop controls for 
the sending apparatus and also shows the means 
for amplifying and sharpening the impulses 
which have been generated to represent the 
several Symbols. 

GENERAL DESCRIPTION 
The symbols which may be sent by the novel 

apparatus may represent any selected data such 
as the digits of numerical notation, the letters 
of the alphabet, or any other arbitrary data 
which may be chosen. 
The disclosed embodiment is shown with a 

capacity for automatically transmitting five Sym 
bols in succession and is arranged to transmit the 
digits 0 to 9 inclusive of a numerical notation. 
For the purposes of this disclosure, the signals 

by which the symbols are represented will consist 
of discrete rapidly recurring negative impulses of 
substantially uniform amplitude, and these in 
pulses will be transmitted from the sending ap 
paratus to the receiving apparatus Over a wire. 
However, it is not intended to limit the invention 
to this particular form of signal and transmis 
sion medium, as the invention is capable of be 
ing carried out by using other equivalent ar 
rangements. 
The sending apparatus contains five groups or 

banks of keys. The keys of each group represent 
the symbols for the digits 1 to 9 inclusive and 
are used for setting up symbols to be transmit 
ted. Associated with each bank of keys is a 
bank of gaseous electron tubes which contains a 
tube corresponding to each symbol represented 
by the keys, and, in addition to these tubes, con 
tains a tube corresponding to the 'O' symbol, and 
a shift tube. 
The tubes of each bank are connected in a 

chain to be fired automatically one after an 
other in sequence from the '9' tube through the 
'0' tube, and, as they are fired, they generate 
the impulses which make up the burst. The de 
pressed key in any bank selects the starting point 
in the firing sequence by preparing its related 
Symbol-representing tube to be fired in response 
to an impulse commonly impressed on all of the 
Symbol-representing tubes; however, if no key is 
depressed in the bank, the '0' tube is prepared 
and will be fired by the impulse. Once a tube in 
a bank is fired, it will start the automatic firing 
Of the other tubes in the sequence one after an 
other until the shift tube is fired and becomes 
conducting. By means of these tubes, the symbol 
is transformed into a series of rapidly recurring 
impulses. The symbol-representing tubes are 
connected to an impulse line and send an impulse 
over the line each time one of the tubes is fired, 
and these impulses are amplified and sharpened 
and Sent as Substantially equal-amplitude im 
pulses to a receiving apparatus. 
When the last symbol-representing tube in a 

chain is fire, it causes the shift tube of this 
bank to be fired and send an impulse to the sym 
bol-represening tubes of the next bank of tubes 
to fire the prepared symbol-representing tube 
therein and start the sequential firing of the 
tubes of that bank. By means of the shift tubes, 
various banks of tubes are rendered operative one 
after another in succession and enable the im 
pulses representing the different symbols to be 
sent in succession Over a single communication 
channel. The output from these generating tubes 
will therefore consist of a plurality of bursts of 
rapidly recurring equal-amplitude impulses, One 
burst of impulses for each bank of tubes, 
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4. 
After the keys in the various banks have been 

set according to the symbols to be transmitted, 
the transmission of the symbols is initiated by 
the operation of a start key, which causes a firing 
impulse to be sent to the symbol-representing 
tubes of the first bank of tubes to start the se 
quential firing of the tubes therein. The remain 
ing banks of tubes will be rendered operative 
automatically in succession, and the shift tube of 
the last bank will cause the termination of the 
transmitting operation. 
The invention is not limited to the use of a 

multiple-bank sending apparatus, because a sin 
gle bank could be used repeatedly to send out suc 
cessive bursts of impulses which the receiving 
apparatus would allocate and transform into Suc 
cessive settings representing the symbols in the 
same manner as explained above for the five 
Symbol sequence. 
Thus it is seen that we have provided a 

novel signal-generating means for use in a sys 
tem for communicating data over a single com 
munication channel at a high rate of speed. 

DETALED DESCRIPTION 
SENDING APPARATUS 

The sending apparatus is shown in Figs. 1 to 6 
inclusive, 
The disclosed embodiment of the invention is 

adapted to send five symbols automatically in 
succession in the form of bursts of impulses hav 
ing substantially the same amplitude, which 
bursts contain different numbers of these in 
pulses, depending upon the particular Symbols 
represented thereby. The burst by which the 
Symbol '0' is represented contains one impulse; 
the burst for the Symbol '1' contains two in 
pulses; and the burst for the Symbol '2' contains 
three impulses. This relation between the num 
ber of impulses and the symbols which they rep 
resent extends to the symbol “9,' which is repre 
sented by ten impulses; however, the invention 
is not limited to this particular relation between 
the Symbols and the numbers of impulses assigned 
thereto, as any desired number of impulses can 
arbitrarily be assigned to represent any symbol. 

In the following description, the numerals "I," 
'II,' 'III,' 'IV,' and 'V' indicate the order in 
which the symbols are transmitted, and similar 
numerals will be applied to the parts of the ap 
paratus which take part in the transmission of 
these Symbols. 

Symbol-transforming means 
Five banks of keys are provided for setting 

up the symbols, and associated with each bank 
is a symbol-transforming means which generates 
the different numbers of impulses by which the 
symbols are represented. The banks are shown 
in FigS. 1 to 5 inclusive, and, as the banks are 
substantially alike, it is believed that the opera 
tion of all the banks will be clear from a descrip 
tion of the elements of one bank and their opera 
tion. 

In this disclosure, the values of the various ap 
plied potentials are given with reference to 
ground. It is not intended that the invention be 
limited to the use of the particular potentials and 
values of resistance and capacitance given in the 
following description, because the potentials ap 
plied to the various elements of the tubes are 
merely selected as convenient potentials for the 
disclosure, and the circuit elements of resistance 
and capacitance correspond in relative value to 
the potentials chosen. It is obvious that other 
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potentials may be used and the values of the 
circuit elements adjusted accordingly to maintain 
the proper relation between the various parts 
of the circuit. Throughout the drawings, the 
cathode heater elements are shown convention 
ally. 

Referring to Fig. 1, which shows a symbol 
transforming means for the first Symbol to be 
transmitted, it will be seen that the Symbol 
transforming means is made up of a plurality 
of gaseous electron tubes. These tubes are of the 
type having an internal potential drop of about 
15 volts when conducting, and having an anode, 
a cathode, and a control grid which is given a 
negative bias with respect to the Cathode and Will 
prevent the tube from firing until this bias is 
reduced to less than 15 volts negative with re 
spect to the cathode. 
As many symbol-representing tubes will be in 

cluded in each bank as there are symbols which 
may be selected for transmission, and these tubes 
will generate the different numbers of impulses 
by which the symbols are represented. In the 
present embodiment, each group will include a 
tube for the symbols for the digits “0” to '9,' 
though in Fig. 1 only the “O,’ “1,” “2,' '3,' 
“8,' and '9' tubes are shown, the symbol-repre 
senting tubes for the digits '4' to “7' inclusive 
having been omitted to simplify the showing of 
the bank because the circuits for these tubes are 
identical with those of other symbol-representing 
tubes and the operation of the Symbol-transform 
ing means can be readily understood without a 
showing of then. 
One shift tube 'Shift' is provided for the bank 

and is operated to shift the control of the send 
ing of impulses, from one bank to another, by 
impressing a starting impulse on another bank 
to start the sending of another burst of impulses 
after the last symbol-representing tube of one 
bank has operated to generate the last impulse 
in the burst of the symbol-representing impulses. 
The circuits for supplying potential to the ele 

ments of the Symbol-representing tubes and for 
interconnecting these tubes for Sequential opera 
tion are similar for all these tubes and Will be 
clear from the explanation of the circuits shown. 

Negative potential is supplied to the cathodes 
of the symbol-representing tubes by means of 
parallel circuits, one for each tube, extending to 
ground from a negative potential Supply conduc 
tor OO, to which a negative potential of 150 volts 
is applied at terminal Of. The circuit for the 
'1' tube is representative and extends from the 
supply conductor OO at point 03 over resistor 
f04 of 150,000 ohms, point f O5, a resistor 06 of 
75,000 ohms, points to and 08, and over resistor 
09 of 15,000 ohms and capacitor O of .002 

microfarad in parallel, to ground. 
The cathode of the '1' tube is connected 

to this circuit at point Oil and has a negative 
potential of approximately 9 volts when the tube 
is not conducting. When the tube is conducting, 
the cathode is also conductively coupled to its 
related anode by the discharge path through the 
tube, so that the positive potential which is ap 
plied to the anode will also be impressed on the 
cathode potential supply circuit and Will cause 
the potential of the cathode to rise from a nega 
tive potential of 9 volts to a positive potential 
of about 70 volts. 
Each cathode potential supply circuit is utilized 

to supply negative biasing potential for the con 
trol grid of the next tube in the sequence, which 
is, in this case, the “0” tube. From the point 05 
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in the cathode potential supply circuit for the "l' 
tube, a connection extends through point 2, 
over resistor 3 of 500,000 ohms, point 4, re 
sistor 5 of 50,000 ohms, to the control grid it 
of the '0' tube and provides this grid with a nega 
ative biasing potential of approximately 56 volts. 
This connection between the cathode potential 
supply circuit of one tube and the control grid 
of the next adjacent tube of the Series enables 
the potential rise of the Cathode of one tube to 
reduce the bias of the control grid of the next 
tube in the Sequence to a value below its critical 
potential and Will Cause the next tube to autos 
matically fire and become conducting, 

Since the '9' tube is the first tube in the 
sequence, the control grid 7 of this tube is 
given a biasing potential of the same value as 
the grids of the other tubes by means of a cir 
cuit which is equivalent to the other cathode 
potential Supply circuits and extends from the 
negative potential supply conductor OO at poiht 

8, over resistor f 9 of 150,000 ohms, point 2, 
and resistor 2 of 90,000 ohms to ground, to 
which circuit the grid f is connected from 
point 20 over resistor 22 of 500,000 ohms, point 
23, and resistor 24 of 50,000 ohms. 
Each control grid of the symbol-representing 

tubes is electrostatically connected to a firing 
impulse conductor 30, the connection for the 
grid f 6 of the '0' tube extending from point 
4 in the grid circuit, over a capacitor 3 of 10 

micro-microfarads to the conductor 30. The 
firing impulses, which are positive potential in 
pulses impressed on conductor 30, tend to re 
duce the negative bias of the control grids below 
their critical value but are not sufficient to over 
cone the normal negative bias. The firing in 
pulse Will be effective to cause a tube to be fired 
only if that tube has been "primed' or has its 
grid bias reduced to near the critical point so 
that the firing impulse can reduce the bias below 
its critical point and cause the tube to fire and 
become conducting. The manner in which the 
tubes can be "primed' will be explained here 
inafter, 

Positive potential is supplied to the anodes of 
the symbol-representing tubes by a circuit which 
extends from terminal 32 (Fig. 6), upon which 
is impressed a positive potential of 105 volts, and 
continues over conductor f33, point 34, con 
ductor 35, a resistor 36 of 250 ohms, point 37, 
a resistor 38 of 3,000 ohms, point 39, and con 
ductor 40 to the common anode potential sup 
ply terminal 4 for the symbol-representing 
tubes. 

Point 37 in this circuit is connected to ground 
over a capacitor of 8 microfarads, which capac 
itor absorbs the shock of any abrupt potential 
application or change in the circuit. 
Terminal 4 is connected to terminal 42 

(Fig. 1), to which is connected an anode po 
tential supply conductor 43 for the symbol 
representing tubes of this bank. Each of the 
anodes of the Symbol-representing tubes of this 
bank is connected over a resistor of 1,000 ohms 
to the anode potential supply conductor f43, as, 
for instance, resistor f44, over which the anode 
f45 of the '1' tube is connected to the anode 
potential Supply conductor 43. 
When none of the symbol-representing tubes 

is conducting, a positive potential of 105 volts 
is applied to the anodes; however, when one of 
these tubes is conducting, the potential will be 
reduced to about 85 volts due to the drop across 
the resistors 36, 38, and 44. 
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At the moment one of these tubes is fired, its 
cathode will remain at a negative potential of 9 
volts, while the capacitor, as 0, is charging, 
and, due to the resistance in the Common anode 
potential supply circuit for the Symbol-repre 
senting tubes and the internal potential drop 
of the tube, the potential of the anode will drop 
to within about 15 volts of the cathode potential. 
This will cause a drop in potential of the anode 
potential supply conductor 43, which drop pro 
vides a negative potential impulse On the Con 
ductor. As the anodes of all the symbol-repre 
senting tubes of a bank are connected to the 
anode potential supply conductor 43, a series of 
negative impulses will occur on the conductor 
as these tubes are fired one after another. These 
impulses are sent to the receiving apparatus after 
they have been amplified and sharpened. 
The drop in the potential of the anode po 

tential supply conductor 43 is also used to ex 
tinguish any previously conducting tube Which 
has its anode connected to the Common Source 
of anode potential for the symbol-representing 
tubes, which includes the resistors 36 and 38. 
The extinguishing action occurs because the po 
tential of all the anodes of these tubes will drop 
as the potential of the anode supply conductor 
43 drops, and this will cause the potential of 

the anode of a previously conducting tube to drop 
below the potential of its cathode, which has 
risen due to conduction in the tube, and will 
cause conduction to cease in that tube and enable 
the control grid to regain control. 
Cathode 5 of the shift tube is normally Sup 

plied with a negative potential of approximately 
9 volts by being connected at point 52 in a cir 
cuit extending from point 53 on the negative 
potential supply conductor 00, over resistor 54 
of 390,000 ohms, point 55, point 52, and to 
ground over resistor 56 of 25,000 ohms in par 
allel with resistor 57 of 2,500 ohms in Series 
with capacitor 58 of .002 microfarad. When 
the shift tube fires and becomes conducting, the 
potential of the cathode 5 will rise to a pos 
itive potential of about 110 volts, and this po 
tential rise is used as a firing impulse to Start 
the sequential firing of the tubes in bank II. 
The control grid 59 of the shift tube obtains 

its negative bias from the cathode potential Sup 
ply circuit for the '0' tube. This connection is 
from point 60 in the cathode potential supply 
circuit of the '0' tube and over point 6f and 
resistor 62 of 500,000 ohms to the control grid 
59. The potential rise of the cathode of the 

'0' tube, when that tube is conducting, is effec 
tive to reduce the negative bias on the control 
grid 59 and cause the shift tube to fire and be 
come conducting. A capacitor f63 of 3,000 
micro-microfarads is connected between point 
f6 in this circuit and ground to delay potential 
rise of the control grid 59 and the Consequent 
firing of the shift tube after the firing of the 
'0' tube. This delay in the firing of the shift 
tube provides a time interval between bursts, 
which interval may be made longer or shorter as 
desired by varying the capacity of capacitor 63. 
Potential is supplied to the anode 64 of the 

shift tube by a circuit which starts at the terminal 
65 (Fig. 6), which has a positive potential of 150 

volts impressed thereon, and continues Over Con 
ductor 66, resistor 67 of 250 ohms, point 68, 
and resistor 69 of 3,000 ohms to the common 
anode potential supply terminal 70 for the shift 
tubes, Point 68 in this circuit is connected to 
ground over a capacitor of 4 microfarads. Ter 
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8 
minal 70 is connected to terminal (Fig. 1), 
to which the anode 64 of the shift tube is con 
nected. As in the case of the anodes of the 
other tubes of the bank, the potential of the anode 
will drop to about 15 volts above the potential of 
the cathode, while the capacitor 58 is charging, 
and this potential drop will be effective to ex 
tinguish any previously conducting tube which 
derives its anode potential over the resistors 67 
and 69 (Fig. 6) in the common anode potential 
supply circuit for the shift tubes. Since the 
anodes of the Symbol-representing tubes have 
a different anode potential supply circuit from 
that of the shift tubes, the firing of the shift tube 
will be ineffective to extinguish the '0' tube, 
which is the last symbol-representing tube in the 
bank to be fired. The '0' tube, therefore, which 
is conducting at the end of an operation of the 
tubes of the bank, remains in this condition until 
the first symbol-representing tube of the next 
bank is fired. 
The sequential and automatic firing of the 

tubes of a bank always begins with a Symbol 
representing tube and is initiated by a firing 
impulse. As explained earlier herein, the control 
grids of the symbol-representing tubes are elec 
troStatically connected to the firing impulse Con 
ductor 30 but are normally sufficiently negatively 
biased so that a firing impulse impressed on the 
conductor will not be effective to reduce the bias 
below its critical point to cause any of the tubes 
to be fired and rendered conducting. In order 
that a firing impulse will be effective to fire a 
tube, the tube must be "primed' by having the 
normal bias of its grid reduced to such a degree 
that the firing impulse will be sufficient to carry 
the bias below the critical value and cause the 
tube to fire and become conducting; accordingly, 
the Selection of the tube with which the sequential 
operation of the tubes in the bank is to begin 
can be effected by the selective "priming' of the 
tubes. This is accomplished under control of 
the keys upon which the symbols may be set. 

Fig. 1 shows schematically a portion of the row 
of keys upon which the first symbol to be trans 
mitted may be entered. Only the keys for the 
digits “1,” “2,' '8,’ and '9' are shown, the keys 
for the digits '3' to '7' inclusive having been 
omitted to simplify the showing of the bank, in 
aSmuch as the circuits controlled by the omitted 
keys are similar to the circuits shown and the 
operation of the keys to selectively prime the 
tubes can be understood from the circuits shown. 
The keys of the bank are normally in an under 

pressed condition, and when in this position they 
complete a priming circuit to the '0' tube, which 
circuit starts at terminal 75, upon which a 
positive potential of 105 VoltS is impressed, and 
continues over potential supply conductor 76, 
point 77, conductor f78, key-controlled contacts, 
as 79, in series, and over conductor 80 and re 
sistor 8 of 300,000 ohms to point 2 in the 
circuit to the control grid 6 of the '0' tube. 
When any key of this bank is depressed, it 

interrupts the priming circuit described above 
and closes a priming circuit from the potential 
supply conductor f76 to the control grid of 
its related symbol-representing tube. The 'i' 
key f82 (Fig. 1) is shown depressed, interrupting 
the priming circuit to the '0' tube at the point 
83 and completing a priming circuit to the con 

trol grid 84 of the '1' tube. The priming circuit 
for control grid 84 extends from point 85 on 
the potential supply conductor, over contact 9 
of the depressed '1' key, conductor 86. and over 
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resistor 87 of 300,000 ohms to point 88 in the 
circuit to control grid 84. 
The application of positive potential by this 

circuit to the control grid 84 of the '1' tube 
reduces the negative biasing potential of the con 
trol grid f 84 almost to its critical point, and, when 
the firing impulse is impressed on the tubes, the 
bias of the control grid of the '1' tube Will be 
reduced to within 15 volts negative with respect 
to the potential of the cathode, and the tube Will 
fire and become conducting. In a similar man 
ner, the closure of a priming circuit to any of 
the other symbol-representing tubes will select 
that tube to begin the sequential and automatic 
firing of the tubes of the bank. 
The operation of the symbol-transforming 

means shown in Fig. 1, by which the burst of in 
pulses corresponding to the first symbol to be 
transmitted is obtained, will now be explained. 
The key 32 corresponding to the digit “1” has 

been depressed to interrupt the priming circult 
to the '0' tube and complete the priming circuit 
for the '1' tube. A firing impulse is impressed 
on the firing impulse conductor 30 and causes 
the firing of the 'l' tube. At the nonent the 
'1' tube is fired, its anode potential will drop 
because of the resistor f44 and the resistors 36 
and f38 in the symbol-representing tube anode 
potential Supply circuit, causing a drop to occur 
on the conductor f43, terminal 42, and terminal 
4 (Fig. 6) of the anode potential supply circuit, 
which drop is amplified and sharpened to pro 
vide an impulse to be sent to the receiving ap 
paratus. The potential of the cathode of the 
conducting '1' tube will rise and, through the 
connection between point 05 in its potential 
supply circuit and the control grid f 6 of the 
'O' tube, Will cause the potential of the control 
grid f 6 to rise and reduce the bias below its 
Critical value and cause the 'O' tube to fire 
and become conducting. The potential of the 
anode of the '0' tube will drop and cause an 
other impulse on conductor f43, terminal 42, 
and terminal 4 in the anode potential supply 
circuit, which impulse will also be amplified and 
sharpened to provide another impulse to be sent 
to the receiving apparatus, and, in addition, the 
impulse on conductor 43 will also extinguish the 
conducting '1' tube. The potential of the cath 
ode of the '0' tube will rise and cause the po 
tential of the grid 59 of the shift tube 'Shift' 
to rise, reducing its bias below its critical value 
and causing the shift tube to fire and become 
Conducting. 
There is a predetermined delay in the potential 

change on the control grid 59, due to the ca 
pacitor 63, which connects the point 6 in this 
circuit to ground, which delay provides the time 
interval or spacing between the successive bursts 
of impulses. 
When the shift tube fires, there will be a po 

tential drop in its common anode supply circuit, 
due to the resistors 67 and 69. However, this 
drop will not be effective to extinguish the '0' 
tube, because its anode is included in a different 
anode potential Supply circuit. The potential rise 
of the cathode 5 of the shift tube is impressed 
on terminal 89 and is used as a starting impulse 
for the next bank of tubes to be fired. 

It is seen that, during the sequential firing of 
the tubes of the bank, two impulses will occur on 
the terminal 4 for controlling the amplifying 
and sharpening tubes, which amplify and sharpen 
the impulses before they are sent to the receiving 
apparatus. After the signal-generating impulses 
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have been provided, an impulse will be impressed 
on the terminal to cause the firing of the 
primed tube in the next bank of tubes. Also, it 
will be noted that, at the end of the operation of 
the tubes of a bank, the shift tube and the '0' 
tube will remain conducting. These tubes will be 
extinguished in a manner to be described later. 
Each of the other symbol-transforming banks 

operates in the same manner as the bank de 
scribed above. The banks shown in Figs. 2, 3, 4, 
and 5 generate the impulses which represent the 
second, third, fourth, and fifth symbols, respec 
tively, and are accordingly numbered “I,' 'II,' 
"IV,' and 'W' to indicate the sequence of their 
Operation. 
The coordination and interconnections be 

tween the various symbol-transforming banks 
which generate the impulses for the five symbols 
are aS follows: w 

Each of the negative potential supply conduc 
tors 9, f2, 193, and 94 for the banks 'II,' 
"III," "IV," and "W" is connected, respectively, 
to a terminal as f, f), 97, and 98, upon which 
is impressed a negative potential of 150 volts. 
The symbol-representing tube anode potential 

Supply conductors 99, 200, 20, and 202 for banks 
“II,” “III," "IV," and "V" have their terminals 
203, 204, 205, and 26 connected to the common 
Supply terminal 4 (Fig. 6), so that these sup 
ply conductors for all the banks will be connected 
together at the terminal 4 and from this ter 
minal will be connected over the common re 
sistors 3 and 38 to the source of potential. 
In this network, the firing of any symbol-repre 
Senting tube in any bank will cause a potential 
drop in the supply conductors of all the banks, 
thus enabling the firing of a tube in any bank to 
extinguish a previously conducting tube in any 
other bank; for instance, the '0' tube, which 
remains conducting when the operation in the 
first bank is completed, is extinguished by the 
firing of the first symbol-representing tube in 
the Second bank. This arrangement also enables 
the firing of a tube in any bank to cause a po 
tential drop at the terminal 41, which drop can 
be amplified and sharpened and sent as an im 
pulse to the receiving apparatus. 
The anodes of the shift tubes of the various 

banks are all connected to the common anode 
potential Supply circuit by having the terminals 
20, 20, 209, and 20 (Figs. 2, 3, 4, and 5), to 
which they are connected, connected with the 
terminal 0 (Fig. 6). The potential drop of the 
anode of any shift tube, as the tube is fired, will 
cause any previously conducting shift tube to be 
extinguished, thus enabling the firing of the 
shift tube for the second bank to extinguish the 
shift tube of the first bank. 
The various banks of tubes are connected for 

Sequential operation by having the firing in 
pulse conductor of a bank connected to the cath 
ode of the shift tube of the bank previously Oper 
ated. The terminal 89 (Fig. 1) is coupled by 
capacitor 2 of .001 microfarad to the cathode 

of the shift tube of the first bank and is also 
connected to the terminal 22 (Fig. 2), to which 
the firing impulse conductor 23 of the second 
bank is connected, so that the potential rise of 
the cathode , as the shift tube is fired, can be 
inpressed on the firing impulse conductor 23 of 
the second bank to fire any primed Symbol-repre 
Senting tube therein and initiate the Sequential 
firing of the tubes of the second bank. Point 2 
on the firing impulse conductor 213 is connected 
to ground over resistor 25 of 15,000 ohms. The 
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capacitor 2 and the resistor 25 serve to sharpen 
the firing impulse impressed on firing con 
ductor 23 when the shift tube of the first bank 
is fired, so that the firing impulse will be effec 
tive in the firing of only the primed tube of the 
sequence. The terminal 26 (Fig. 2), which is 
electrostatically coupled to the cathode of the 
shift tube of the second bank, is also connected 
to the terminal 2 (Fig. 3), to which the firing 
conductor 28 of the third bank is connected, 
The terminal 29 (Fig. 3) is connected to the 
terminal 22 O (Fig. 4) to start the sequential oper 
ation in the fourth bank, terminal 22 (Fig. 4) 
is connected to terminal 222 (Fig. 5) to start the 
Sequential operation in the fifth bank after the 
fourth bank has completed its operation. By 
means of these connections, the impulses for the 
five bursts can be formed automatically in Suc 
cession. 

Each of the symbol-transforming banks of 
tubes has a bank of keys, similar to the bank 
shown in Fig. 1, for selectively closing priming 
circuits to the Symbol-representing tubes therein. 

Impulse amplifying and Sharpening means 
As explained earlier herein, the signals which 

are transmitted in the novel connunication 
System are such that variations which night 
occur in the signal during transmission are not 
effective to produce erroneous results at the re 
ceiving apparatus. In the instant embodiment, 
the signals which are generated by the symbol 
transforming means are sharpened and amplified 
until they have a much greater amplitude than 
is necessary for the proper operation of the re 
ceiving apparatus, and this allows reasonable 
Variations in the amplitude of the signal to Oc 
cur during transmission without causing an in 
proper operation of the receiving apparatus. 
The means for amplifying and sharpening the 

impulses before they are sent to the receiving 
apparatus is shown in Fig. 6 and consists of a 
pair of Vacuum tubes 228 and 229. 
Tube 229 has a Zero bias and is normally con 

ducting. The anode 230 has positive potential 
applied thereto from terminal 65, the connec 
tion being over point 23, resistor 232 of 250 
Ohms, points 233 and 234, resistor 235 of 5,000 
ohms, and point 236, Point 234 is connected to 
ground over a stabilizing capacitor of 8 micro 
farads. Screen grid 237 is connected to terminal 
32, to which a positive potential of 105 volts is 

applied, the connection being over point 238, 
resistor 239 of 750 ohms, point 240, and resistor 
24f of 250 ohms to conductor 33. A stabilizing 
capacitor 246 of 4 microfarads is connected be 
tween point 238 and ground. The cathode 247 and 
the suppressor grid 248 are connected directly to 
ground, and the control grid 249 is connected to 
ground over point 250 and resistor 25 of 10,000 
ohms. 

Point 250 in the circuit of control grid 23 
is coupled Over capacitor 252 of 10 micro-micro 
farads to terminal 4, the potential of which 
terminal drops to provide a negative impulse 
each time a symbol-representing tube in any 
bank is fired. These negative impulses are in 
pressed on the control grid 237 and reduce con 
duction in tube 229. Since tube 229 is normally 
conducting, its anode 230 will normally have a 
positive potential of about 20 volts due to the 
drop across resistor 235, but, as conduction is 
reduced in the tube 229, by the negative impulses 
impressed on the control grid 237, the potential of 
the anode 230 will rise toward 150 volts and Will 
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provide positive impulses which are used to Cona 
trol tube 228. 
Tube 228 is normally non-conducting but is 

rendered conducting each time a positive poten 
tial impulse occurs on the anode 230 of tube 229. 
Of the elements of tube 228, the anode 253 is con 
nected over point 254 and resistor 255 of 5,000 
ohms to point 233 in the circuit previously traced 
for the anode 230 of tube 229; the screen grid 256 
is connected over point 257 to point 240 in the 
circuit previously traced for the screen grid 23 
of tube 229; and the cathode 258 and the sup 
preSSor grid 259 are directly connected to ground. 
Point 257 in the screen grid circuit is coupled 
to ground over a stabilizing capacitor of 4 micro 
farads. 
Control grid 260 of tube 228 is given a nega 

tive bias by being connected to a circuit which 
starts at terminal 26, upon which a negative 
potential of 150 volts is impressed, and continues 
to ground over point 262, resistor 263 of 100,000 
ohms, and resistor 264 of 25,000 ohms. The 
Control grid is connected to this circuit over 
point 265, resistor 266 of 50,000 ohms, point 26, 
and an adjustable potential-tapping member 268, 
Which cooperates with the resistor 264 to provide 
the desired negative bias for the control grid. 
Point 267 is coupled to ground over a stabilizing 
capacitor of 10 microfarads. 

Point 265 in the control grid circuit is electro 
Statically coupled to point 236 in the anode circuit 
for tube 229 over a capacitor 269 of 20 micro 
microfarads, which coupling enables the positive 
potential impulses, which occur on point 236 when 
Conduction is reduced in tube 229, to reduce the 
negative bias on the control grid of tube 228 and 
render that tube conducting. 
Since tube 228 is normally non-conducting, its 

anode will normally have a positive potential of 
150 volts, but this potential is reduced by the 
drop across resistor 255 each time the tube be 
comes conducting in response to an impulse im 
pressed on control grid 260, and these potential 
drops which occur at anode 253 are impressed 
as output impulses on output terminal 270, point 
254 in the anode circuit being connected to 
terminal 20, which, with terminal 27, forms 
the output terminals for the sending apparatus. 

In the above manner, the negative impulses 
which are generated by the firing of the symbol 
representing tubes are amplified and sharpened 
for transmission to the receiving apparatus. 
Symbol transmission initiating and terminating 

22S 

After the Symbol-representing keys of the 
Various banks have been set to prime their corre 
Sponding Symbol-representing tubes, the trans 
mission of these symbols is initiated by a momen 
tary depression of the start key 276 (Fig. 6), 
Which closes the energizing circuit for the start 
ing relay 27; the circuit extends from the ter 
minal 28, upon which may be impressed any 
desirable positive potential, to the point 279, 
thence over the contacts 280 closed by the key 
276, points 28? and 282, resistor 283 of 2,500 
ohns, and over the winding of the starting relay 
277 to ground. Point 28 in this circuit is con 
nected to ground over a stabilizing capacitor of .1 
microfarad. When the starting relay 27T is ener 
gized upon the closure of contact 280 by the start 
key 26, it closes a holding circuit for itself 
from terminal 278, point 279, normally closed 
contacts 284, contacts 285 closed by the starting 
relay, point 282, and over resistor 283 and the 
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winding of the starting relay 277 to ground. 
This circuit will mantain the starting relay in 
energized condition after the starting key has 
been released and until the normally closed con 
tacts 284 are opened by the energization of the 
stop relay 286, in a manner to be explained here 
inafter, to terminate a transmitting operation. 
The starting relay 277 also closes contacts 287 

to cause the firing of a start tube 288, which sends 
an impulse to the firing impulse Conductor 30 
(Fig. 1) of the first symbol-transforming bank. 
Start tube 288 (Fig. 6) is a gaseous electron 

tube of the type described earlier herein. This 
tube has its cathode 289 connected to ground over 
point 290 and resistor 29 of 25,000 ohms. Be 
fore the starting relay is energized, the control grid 
292 of the start tube is given a negative potential 
bias of 150 volts by means of a circuit which starts 
at the terminal 26, upon which is impressed a 
negative potential of 150 volts, and continues over 
point 262, conductor 293, resistor 294 of 500,000 
ohms, point 295, and resistor 296 of 500,000 ohms 
to the grid 292. The anode 297 is also given a 
negative potential of 150 volts before the starting 
relay is energized, which potential is obtained 
through a circuit from the point 295 in the grid 
circuit, over a resistor 298 of 500,000 ohms, point 
299, and resistor 300 of 8,000 ohms. 
When the starting relay 277 closes its contact 

287, positive potential is applied to the anode 297 
over a circuit which starts at the terminal 65, 
upon which is impressed a positive potential of 
150 volts, and continues over conductor 66, point 
30, conductor 302, contacts 287, point 303, re 
sistor 304 of 250 ohms, point 305, conductor 306, 
point 299, and resistor 300. Point 305 in this cir 
cuit is connected to ground over a stabilizing ca 
pacitor of .1 microfarad. When the positive po 
tential is applied to the anode 297 by the closing of 
the contacts 287, the circuit from point 299 to 
point 295 in the grid circuit causes the positive 
potential to be applied to the grid 292 and causes 
its potential to change from 150 volts negative to 
approximately ground potential. The applica 
tion of positive potential by the closing of the 
contacts 28 has caused the anode 297 of the start 
tube to acquire a positive potential and the grid 
292 to become more positive than fifteen volts neg 
ative with respect to the cathode 289, which will 
cause the start tube 288 to fire and become con 
ducting. Point 295 is connected to ground over a 
capacitor of .5 microfarad, which provides a slight 
delay in the firing of tube 288 after positive po 
tential has been applied by the closing of contacts 
287. 

Resistor 29 in the cathode circuit will cause the 
potential of the cathode 289 to rise sharply when 
the tube becomes conducting, and this rise is 
utilized as the firing impulse for the first bank of 
Symbol-transforming tubes. The firing impulse is 
derived from point 290, which is electrostatically 
coupled by capacitor 30 of .001 microfarad to the 
terminal 308, which terminal is connected to the 
terminal 309 (Fig. 1), to which the firing im 
pulse conductor 30 for the first bank of Symbol 
transforming tubes is connected. Point 30 (Fig. 
1) on the firing conductor f30 is connected to 
ground over resistor 3 of 15,000 ohms. Capac 
itor 307 and resistor 3 cooperate to sharpen the 
firing impulse, enabling the effect of the firing 
impulse to be removed from the control grids 
of the other tubes of the bank before the conduc 
tion in the previously “primed' tube is effective 
to cause the next tube in the sequence to be fired 
and rendered conducting in the normal manner, 
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thus insuring substantially uniform intervals be 
tween the impulses of a burst. 

After the transmission of the symbols has been 
initiated, the Symbol-transforming banks will be 
Operable one after another in sequence to gener 
ate impulses until the shift tube of the fifth bank 
has fired and become conducting. The potential 
rise of the Cathode of this tube is utilized to fire 
a stop tube 35 (Fig. 6), which causes the ter 
mination of the transmission by energizing the 
stop relay 286 and thereby opening the holding 
circuit for the starting relay. 
The cathode 316 of the stop tube 35 is at 

ground potential, being connected to ground over 
conductor 37. The grid 38 is given a negative 
biasing potential of approximately 34 volts by 
being connected to a potential supply circuit which 
extends from terminal 26, which is supplied with 
a negative potential of 150 volts, and continues 
over point 262, conductor 293, point 39, resistor 
320 of 500,000 ohms, point 321, resistor 322 of 
150,000 ohms to ground over conductor 37. The 
grid 38 is connected over resistor 323 of 50,000 
ohms, point 324, and resistor 325 of 500,000 ohns 
to the point 32 in the potential supply circuit. 
A circuit extends from point 324 over a capac 

itor 326 of 10 micro-microfarads to the terminal 
327, which is connected to the terminal 328 (Fig. 
5), to which the cathode of the shift tube is con 
nected. This circuit enables the potential rise 
of the cathode of the shift tube of the fifth bank to 
reduce the bias of the grid 38, causing the stop 
tube to fire and terminate the operation of the 
Sending apparatus. 
The anode 329 of the stop tube 35 has positive 

potential applied thereto when contact. 287 is 
closed by the starting relay. The circuit extends 
from the terminal 65 and over the contacts 28 
to the point 303, as explained above, and then 
continues over resistor 330 of 500 ohms, point 3, 
the winding of the stop relay 286, and over re 
sistor 332 of 10,000 ohms to the anode 329. Point 
33 in this circuit is connected to ground over a 
Stabilizing capacitor of . microfarad. Until the 
stop tube fires and becomes conducting, there will 
be no current in the circuit which includes the 
winding of the stop relay 286; however, as soon 
as the tube is fired and becomes conducting, cur 
rent will flow through the winding of the stop. 
relay 286, which will be energized and will open 
the contacts 284. The contacts 284 will break the 
holding circuit for the starting relay 27, which 
will be de-energized and will open contacts 285 
and 287. Contact 285 will also interrupt tie hold 
ing circuit for the starting relay 277 to prevent 
its re-energization when the contacts 284 close as 
the stop relay is de-energized. Contacts 287 open 
the anode circuit for the start and stop tubes, ex 
tinguishing these tubes and de-energizing the stop 
relay. 
The operation of the stop tube, therefore, 

causes the termination of the operation of the 
sending apparatus and restores the starting con 
trols to the condition which existed prior to the 
operation of the start key 276. 

OPERATION 

In the operation of the novel communication 
System, the keys of the sending apparatus are 
depressed according to the symbols to be sent, 
The keys, which in the instant embodiment cor 
respond to the digits 1 to 9 inclusive, are effec 
tive to prime related tubes in the banks of im 
pulse-generating tubes to control with which tube 
the sequential firing of the tubes of a bank will 
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begin. In any bank in which no key has been 
depressed, the '0' tube is automatically selected. 

After the keys in the various banks have been 
depressed to set up the symbols to be transmitted, 
a start key is operated to initiate the generation 
of the bursts of impulses. The operation of the 
start key initiates the sequential firing of the 
tubes of the first bank to generate the impulses 
of the first burst, and, when the “0” tube is fired 
to generate the last impulse of the burst, it causes 
the shift tube to be fired after a slight delay. 
The firing of the shift tube initiates the sequen 
tial firing of the tubes in the second bank to gen 
erate a second burst of impulses, which are sepa 
rated from the first burst by a Space or time in 
terval. In a like manner, the tubes of the third, 
fourth, and fifth banks of tubes will be operated 
in succession to produce Spaced bursts of impulses 
containing the desired number of impulses as der 
termined by the setting of the keys of the key 
board. The impulses which are generated by the 
Several banks of tubes form an impulse train con 
taining a plurality of Spaced bursts of Similar 
negative impulses having like significance, Which 
impulses are generated at a high rate of Speed 
and are sent out one after another Over a Single 
communication channel to the receiving appara 
tuS. 
With the values given herein for the resistors 

and capacitors in the various circuits, the in 
pulses are generated at a rate of about 40 kilo 
cycles, and the time interval between bursts is 
about 150 micro-Seconds. 
While the form of the invention shown and de 

scribed herein is admirably adapted to fulfill the 
objects primarily stated, it is to be understood 
that it is not intended to confine the invention 
to the one form or embodiment disclosed herein, 
for it is susceptible of embodiment in various 
forms all coming within the scope of the claims 
Which follow. 
What is claimed is: 
1. In a communication System having a Send 

ing apparatus and a receiving apparatus, the 
combination of a plurality of groups of electronic 
devices in the Sending apparatus; means Con 
necting the devices of each group So that they 
Will operate and become conducting one after an 
other in Sequence; control means to Select the de 
vice in each of the various groups with which the 
sequential operation of the devices in that group 
will commence; means including time delay 
means for connecting the groups so that the se 
quential Operation of the devices in the groups 
will take place in one group after another in se 
quence with a substantially uniform interval of 
time between the operation of the last device 
of one group and the operation of the first device 
of the next group; means to initiate the opera 
tion of the Selected device in the first of the 
groups to Operate; and means connected to all 
the devices to produce an impulse each time any 
of the devices in any group is operated and be 
connes conducting whereby to provide Spaced 
groups of equal amplitude impulses which have 
like effect on the receiving apparatus. 

2. In a communication System having a send 
ing apparatus and a receiving apparatus, the 
combination of a plurality of groups of electronic 
devices in the sending apparatus; means con 
necting the devices of each group so that they 
Will operate and become conducting one after 
another in sequence; means to determine in each 
group the number of devices to be operated, 
means connecting the groups SO that the Sequen 
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tial operation of the devices in the groups will 
take place in one group after another in sequence, 
the connecting means including delay means to 
delay the initiation of the sequential operation 
of the devices of the next group after the last 
device of a previous group has operated; means 
connected to all the devices to produce an im 
pulse each time any of the devices in any group 
is operated and becomes conducting; means to 
initiate the sequential operation of the selected 
number of devices in the first group to be oper 
ated; and impulse sharpening and amplifying 
means, controlled by the means connected to all 
the devices, for sharpening and amplifying the 
generated impulses to produce groups of Sub 
stantially identical impulses having an amplitude 
Sufficiently greater than that necessary to con 
trol the receiving apparatus that possible varia 
tions which might occur in the impulses during 
transmission Will not cause erroneous results in 
the reception thereof. 

3. In a communication System having a Send 
ing apparatus and a receiving apparatus, the 
Combination of a plurality of groups of gaseous 
electron tubes in the sending apparatus; means 
connecting the tubes of each group so that they 
will be fired and rendered conducting one after 
another automatically in sequence; control means 
to Select the number of tubes to be operated in 
each group according to the data to be trans 
mitted; means connecting the groupS. So that the 
sequential firing of the tubes in the groups will 
take place in one group after another in sequence, 
the connections between groups including timing 
means which delays the initiation of the sequen 
tial operation of the tubes of the next group for 
a predetermined time; means to initiate the Se 
quential Operation of the tubes of the first group 
of tubes to be operated; means connected to all 
the tubes to produce an impulse each time any of 
the tubes in any group is fired and becomes Cons 
ducting; and impulse sharpening and amplifying 
means, controlled by the means connected to all 
the tubes, for sharpening and amplifying the gen 
erated impulses to produce Spaced groups of equal 
amplitude impulses Which have like effect on the 
receiving apparatuS. 

4. In an apparatus of the class described, the 
combination of a plurality of banks of electronic 
devices; means connecting the electronic de 
Vices of each bank So that they will operate and 
become conducting automatically one after the 
other in sequence after any electronic device of 
the bank has been operated; means enabling each 
electronic device to generate an impulse when 
it becomes conducting; a plurality of banks of 
manipulative devices, One bank related to each 
bank of electronic devices; means controlled by 
the manipulative devices for Selecting the elec 
tronic device in each bank With which the Se 
quential operation is to begin; means to cause 
the Selected electronic device in the first bank 
to be operated, to operate and initiate the auto 
natic Operation of the electronic devices Suc 
ceeding the Selected electronic device in the Se 
quence in that bank; means to connect the banks 
Of electronic devices for sequential operation, 
including a connection from the last electronic 
device in the sequence in one bank to the elec 
tronic devices of the next bank to be operated, 
Said connection including delaying means, 
whereby the operation of the last electronic de 
Vice in the Sequence in One bank will cause the 
Selected electronic device in the next bank to be 
Operated and initiate the automatic operation of 
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the electronic devices in the next bank after a 
predetermined delay or pause; and impulse 
sharpening and amplifying means to sharpen and 
amplify the impulses generated by the various 
banks to provide groups of substantially identical 
impulses. 

5. In an apparatus of the class described, the 
combination of a bank of electronic devices; 
means connecting the electronic devices in a 
chain sequence so that they will operate and be 
come conducting automatically one after another 
in sequence toward one end of the chain after 
any electronic device in the chain has been ren 
dered conducting to initiate the sequential opera 
tion of the electronic devices; a plurality of ma 
nipulative devices; means for selecting a pre 
determined one of said electronic devices to initi 
ate the sequential operation of the electronic de 
vices when none of the manipulative devices has 
been operated; means rendered operable by the 
manipulative devices, when operated, to Select 
other of the electronic devices to initiate the Se 
quential operation of the electronic devices; any 
manipulative device, when operated to select One 
of the other of the electronic devices, being op 
erable to disable the means for Selecting said 
predetermined one of the electronic devices; and 
means to cause the selected electronic device of 
the bank to become conducting and initiate the 
automatic sequential operation of the electronic 
devices in the bank, 

6. In a device of the class described, the con 
bination of a plurality of gaseous electron tubes, 
each tube containing an anode, a cathode, and a 
control grid; means to supply positive potential 
to the anodes of the tubes; separate negative po 
tential supply means for the cathode of each tube, 
said separate supply means including resistors to 
cause the potential of the cathode of a tube to 
rise when that tube becomes conducting; means 
for supplying negative potential bias to the con 
trol grids and for connecting the tubes for auto 
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matic operation one after another in sequence, 
said last-mentioned means consisting of circuits 
extending from the cathode potential supply 
means for any of the various tubes to the con 
trol grid of the next tube to be operated in the 
sequence, said circuits supplying normal negative 
bias to the control grids and enabling the po 
tential rise of the Cathode of a tube in the se 
quence to reduce the bias of the control grid of 
the next tube in the Sequence to cause the auto 
matic sequential firing of the tubes in the bank 
after any tube in the bank has been fired and 
rendered conducting; means to impress a starting 
impulse on the control grids of the tubes, said 
starting impulse being ineffective to overcome the 
normal negative bias. On the control grids but 
being effective to cause the firing of only the 
tube which has had the bias on its control grid 
reduced and thereby has been selected to initiate 
the sequential firing of the tubes; means nor 
mally reducing the bias on the control grid of one 
of Said tubes; normally inoperative means for 
reducing the bias on other of said tubes; and a 
plurality of manipulative means for disabling the 
means for reducing the bias on said one tube and 
for selectively rendering one or another of the 
normally inoperative means Operative to there 
by select one of said other tubes to initiate the 
sequential operation instead of said one tube. 

ROBERT E. MUMMIA. 
FRANCIS X. BUCHER. 
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