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To all chon it may concern : 
Be it known that I, LUTHER L. ALLEN, of 

Monmouth, in the county of Kennebec and 
State of Maine, have invented an Improve 
ment in Machines for Enameling Fabrics, of 
which the following is a specification: 
This invention relates to the manufacture 

of enameled leather, cloth, or other fabrics or 
material, and in covering cloth, or other fabrics 
or material with water-proof and other sub 
stances or compounds, and more particularly 
relates to machinery for automatically spread 
ing and covering the fabric with the enam 
eling or other substance or compound, and in 
which the cloth or other material to be coated 
is fed along and covered with an evenly-laid 
surface of the enameling or other desired sub 
stance or compound, substantially as described 
in Letters Patent No. 130,968, issued Septem 
ber 3, 1872, to Charles E. Cummings, as 
assignee of myself. This invention consists 
in a combination with such or other equiva 
lent covering and spreading unachine, of card 
clothed rolls at the delivery end of the ma 
chine, and smooth rolls at the opposite end 
thereof, arranged to pass the coated cloth or 
fabric in an elevated position, to be conven 
iently taken by the carrier of the drying 
apparatus, so that as it is delivered by the 
u)achine it may be hung up in folds or loops, 
as in apparatus for drying paper-hangings. 

In the accompanying drawings, Figure 1. 
represents a longitudinal vertical section, and 
Fig.2 a rear-end view of a machine having my 
invention applied. 
A is the beam or roll, as in my former ma 

chine, herein before referred to, on which the 
cloth or fabric S to be coated is wound, and 
from which it is unwound or fed to be passed, 
as indicated by the arrow ac, under and over 
grooved bars B to smooth and evenly spread 
the cloth or other material to its full width, 
both before and after its passage below the 
hopper C, provided with steam chambers or 
tubes, and from which the enameling, water 
proofing, or other substance or compound is 
deposited upon the cloth or other material, 

and regulated in its delivery through an open. 
ing or throat in the bottom of said hopper by 
the action of a sliding gate, also passing under 
blades or scrapers ID, which serve to distribute 
alld incorporate the enameling or other mix 
ture evenly upon the entire surface of the 
fabric. After the fabric Shas passed these sev. 
eral stretching, coating, and spreading devices, 
it is passed around a card-clothed roll, G, at 
the delivery end of the machine, and on a 
level with said devices or thereabout, and 
from whence it is returned below, as indicated 
by the arrow a', to and around a lower smooth 
roll, H, at the opposite end of the machine, 
and from thence up over another smooth roll, 
I, at the Saline end of the machine as the roll 
H, from whence it is run in an upward forward 
course, as indicated by the arrow a”, to and 
over an upper card-clothed roll, K, at the 
delivery end of the machine; said last-men 
tioned roll and the lower card-clothed roll G. 
being belted together to run at the same speed. 

By this combination of rolls the coated sur. 
face of the fabric passing over them is always 
kept from contact with the latter, and the 
upper card-clothed roll K delivers the fabric 
S in an elevated position to be conveniently 
taken by the carrier of the drying apparatus, 
Which hangs it up in folds or loops, and which 
may be similar to the drying apparatus used 
for drying paper-hangings. 

I claim 
The combination, with the feed-roll A, grooved bar B, hopper C, and scraper ID of a 

machine for coating fabrics, of the card-clothed 
reel for receiving the fabric from the coating 
devices, the lower and upper rolls H and I for 
receiving the fabric from the roll G, and the 
card-clothed roll K, arranged above the roll 
G, for delivering the coated fabric in an ele 
vated position to the carrier of a drying appa 
ratus, substantially as described, for the object specified. 
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