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To all, whom it invay concern: 
Be it known that I, GEORGE A. KELLY, a 

citizen of the United States, residing at Still 
Water, in the county of Washington and State 
of Minnesota, have invented certain new and 
useful Improvements in Balanced Steam-Feed 
Valves, of which the following is a specifica 
tion. - 
This invention relates to balanced steam 

valves, more particularly to those used in 
the steam-feeding apparatus of saw-mill car 
riages; and it consists in the construction and 
attachments, as hereinafter shown and de 
scribed, and specifically pointed out in the 
claims. 

In the drawings, Figure 1 is a longitudinal 
Sectional elevation, and Fig. 2 is a cross-sec 
tional view on the line XX of Fig. 1, showing 
One of the valves of the feeding apparatus of 
a Saw-mill carriage with my balancing at 
tachment arranged therein. 
A' is the cylindrical casing, in which the 

Valve B is adapted to be moved back and 
forth by the stem B°. 
D' represents the live-steam pipe; D', the 

pipe leading to one end of the steam-cylin 
der; D, the pipe leading to the opposite end 

40 

45 

of the steam-cylinder, and D the exhaust 
pipe. The live-steam pipe leads into a cham 
ber E', which is connected by a port a' to the 
interior of the cylindrical casing A', while 
the pipes D* D8 lead into chambers E° E, 
which are connected by ports act with the 
interior of the cylindrical casing. The valve 
B' is hollow and is provided with ports at a 
through its sides. The exhaust-pipe D leads 
into a chamber E, which extends in each di 
rection toward the ends of the cylindrical 
casing A' and is connected by ports act with 
its interior, as shown. The ends of the cylin 
drical casing A are extended somewhat, and 
within these extensions, upon the stem B' of 
the valve, are secured piston-heads FF, while 
small air pipes or ports dare inserted through 
the heads A' A' of the cylindrical casing or 
through the casing itself near its ends. When 
the valve B' is moved to the left to admit 
steam into the pipe D, the port a will regis 
ter with the porta', and the port a will regis 
ter with the port a' and cover the port a? and 
leave the ports a and a open for the exhaust 
from the pipe D into the interior of the cas 
ing A', and thence by the ports Ct a to the 
chamber E and pipe D. Then when the po 

sition of the valve is reversed the port C. Will 
register with the port a', and the port a will 
register with the port a, while the ports Cl 
and a will be uncovered for the free passage 
of the exhaust from the pipe D into the pipe 
D. When the valve is moved, the sudden 
entrance of the live steam within it causes it 
to be moved very quickly, and frequently 
causes it to “pound’ or exert an undue and 
powerful strain upon the stem and other parts. 
To overcome this tendency and to insure uni 
form and easy movement of the valve is the 
function of the piston-heads FF, against 
which the exhaust-Steam exerts a pressure 
against the live steam within the valve and 
counteracts its influence, so that the motion 
is rendered uniform and the valve perfectly 
“balanced.” The piston F" is inactive when 
the piston F is in operation, and vice versa. 
The air-pipes d prevent the air in the casing 
between the heads AA and the piston-heads 
from being compressed and interfering with 
the free action of the valve. The pipes d also 
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permit the escape of any steam which may 
leak around the pistons. . 
Having thus described my invention, what 

I claim as new is - 
1. The combination, with the valve-casing 

having the ports opening therein from the 
steam-inlet chamber and the two chambers 
on opposite sides thereof which have com 
munication with the steam-cylinder, and also 
having the chamber E communicating with 
the exhaust-pipe and with opposite ends of 
the valve-casing, of the valve having the ports 
C. Ct. and secured to move with the valve 
stem carrying the piston-heads FF, substan 
tially as and for the purposes set forth. 

2. The combination, with the valve-casing 
having inlet and exit ports, of the valve there 
in having corresponding ports, the valve-stem 
carrying said valve, and also piston - heads 
working in extended portions of the valve 
casing, and air-ports in the ends of the valve 
casing between said piston-heads and valve 
casing heads, substantially as and for the 
purposes Set forth. 

In testimony whereof I have hereunto set 
my hand-in the presence of two subscribing 
witnesses. 

GEORGE A. KELLY. 
Witnesses: 

STILES W. BURR, 
C. N. WOODWARD. 
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