
H. H. SKAGEN, 
ADJUSTABLE SIFTER OR SOREEN. 
APPLICATION FILED JUNE 22 l908, 

908,618. Patented Jan. 5, 1909. 

N alavarava 2SSY A24K 
Frritor saw Yatra 1 m. 

98wcases Z7727ZZSAzzzéVZ 
27. &4 sé20-ceedezlyea. 

elttorvice 

rte forers PETERs co, was a row, ... c. 

  



O 

5 

20 

UNITED STATES PATENT OFFICE, 
HERMAN H. SKAGEN, OF THIEF RIVER FALLs, MINNESOTA. 

ADJUSTABLE SIFTER OR SCREEN. 

No. 908,618. 
Application filed June 22, 1908, 

Specification of Letters Patent. Patented Jan. 5, 1909. 
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To all whom, it may concern: 
Be it known that I, HERMAN H. SRAGEN, 

a citizen of the United States, residing at 
Thief River Falls, in the county of Red 
Lake and State of Minnesota, have invented 
certain new and useful improvements in 
Adjustable Sifters or Screens; and I do de 
clare the following to be a full, clear, and 
exact description of the invention, such as 
will enable others skilled in the art to which 
it appertains to make and use the same. 
This invention relates to improvements in 

sifters or screens. 
The object of the invention is to provide 

a sifter or screen formed in adjustable sec 
tions having apertures formed therein of 
Such shape that by adjusting the plates the 
size of each aperture is not only increased, 
or diminished, but the apertures may be in 
creased to twice their original number. 
A further object is to provide an im 

proved construction and arrangement of ad 
justing mechanism by means of which the 
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sections of the sifter may be adjusted while 
the same is in motion. 
With these and other objects in view, the 

invention consists of certain novel features 
of construction, combination and arrange 
iment of parts as will be described and par 
ticularly pointed out in the appended 
claim. 

In the accompanying drawings, Figure 1 
is a plan view of the sifter showing the sec 
tions thereof adjusted to form large aper 
tures, parts of the sifter frame being broken 
away; Fig. 2 is a similar view showing the 
sections adjusted to form an increased num 
ber of openings which are reduced in size: 
Fig. 3 is an enlarged longitudinal Sectional 
view through one end of the sifter showing 
the manner in which the parts are adjusted; 
Fig. 4 is a transverse sectional view through 
the sections of the screen and their support 
ing frame; Fig. 5 is an end view of the 
sifter; and Fig. 6 is a view of the sifter ar 
ranged in cylindrical form. 

Referring more particularly to the first 
five figures of the drawing, 1 denotes the 
sifter frame which may be of any desired 
shape, the same being herein shown as of ob 
long form. - 

Secured to the upper side of the frame is 
a lower screen or sifter plate, 2, the edges of 
which may be fastened to the sides and ends 
of the frame in any suitable manner, the 

same being here shown as secured by means 
of binding strips, 3. The plate, 2, is pro 
vided with a series of elongated elliptically 
shaped apertures, 4, which are preferably 
arranged in parallel rows with the longer 
diameter of the aperture extending in line 
with the length of the sifter. The apertures 
of each alternate row is arranged opposite 
the space between the apertures of the next 
adjacent row, and between the apertures in 
each of said rows is formed a perforation, 5, 
said perforations being provided for use in 
Screening fine seed. The edges of the lower 
Screen plate 2 are cut in at intervals, and 
the material between said cut portion is bent 
inwardly to form guide lugs, 6, between 
which and the upper side of the lower plate 
is slidably mounted an upper screen plate, 
7. The upper screen plate is provided with 
parallel rows of elongated or elliptically 
shaped apertures, S, which are arranged in 
the same manner as described in connection 
With the apertures, 4, of the lower plate. 
Between each of the apertures, 8, in the up 
per plate is formed a small perforation, 9, 
said perforations being adapted for use in 
connection with the perforations 5 for 
screening fine material. The lugs, 6, serve 
to hold the upper screen plate in closed en 
gagement with the lower screen plate, and, 
at the same time, permit said upper plate 
to be readily adjusted to move the apertures, 
4, 8, into and out of register, thereby varying 
the size of the passages through the screen. 
By adjusting the upper screen plate to the 
position shown in Fig. 2 of the drawing, it 
will be observed that the apertures, S, of the 
upper plate are in a position Over the Spaces 
between the apertures of the lower plate, 
and with the opposite ends of the apertures 
S thus overlapping the ends of the apertures, 
4, in the lower plate, thus providing a re 
duced passage at each end of the apertures, 
8, and thereby doubling the number of pas 
sages. This is caused by reason of the fact 
that the space between the ends of the ellip 
tical perforation in any given row is less 
than the length of the perforations. When 
the upper plate is adjusted to bring the 
apertures, S. into the position just described. 
each of the perforations 5 and 9 in the lower 
and upper plates will be opposite one of the 
apertures of the adjacent plate, thereby fur 
ther increasing the number of reduced pas 
sages through the sifter. The sifter or 
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screen when thus arranged is adapted for 
use in connection with fine seed, such as 
clover, millet, and sirhilar seed. 
In order to adjust the upper screen plate 

7, I provide a suitable adjusting mechanism 
which is here shown and preferably consists 
of an adjusting rod, 10, which is revolubly 
mounted in a bearing plate, 12, Secured to 
the inner side of one of the end pieces of the 
frame, and is provided on its outer end ad 
jacent to the outer side of the end of the 
same with a notched head, 13, adapted to be 
engaged by a locking pawl, 14, secured to 
the end of the frame, as shown. This end of 
the rod, 10, is provided with a suitable 
handle, whereby the same may be readily 
turned. The inner end of the rod, 10, is 
threaded and is operatively engaged with a 
threaded lug, 15, secured to the lower side 
of the upper screen plate 7, and projects 
through an opening, 16, formed in the lower 
plate, whereby when the rod, 10, is turned 
in one direction or the other, the upper plate 
will be drawn back and forth over the lower 
plate and will thereby move the apertures 
therein into and out of register with the 
apertures in the lower plate, thus varying 
the size of the passages as hereinbefore de 
Scribed. 

In Fig. 6 of the drawing, is shown a modi 
fied arrangement of the screen Sections, the 
latter being shown in this view as of cylin 
drical form and arranged one within the 
other. The inner and outer sections, 17 and 
18, of the form of screen shown in Fig. 6 are 
each provided with rows of apertures and 
perforations which are similar in construc 
tion and arrangement to the apertures de 
scribed in connection with the screen plates 
shown in the first two figures of the drawing, 
and the sections 17 and 18 are adapted to 
bring the apertures therein into and out of 
register to vary the size and number of the 
passages through the screen, as hereinbefore 
described. 
By providing a pair of screen plates hav 

ing elliptically shaped apertures arranged 
as herein shown and described, said aper 
tures may be adjusted to not only vary the 
size of the passages through the plates, but by 
proper adjustment may be caused to double 
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the number of such passages, the size of 
which is greatly reduced to correspond with 
the series of reduced perforations 9 formed 
in the plates, thereby adapting the screen or 
sifter for use in connection with the separa 
tion of fine seed, thus dispensing with the 
necessity of providing extra si?ters for this 
purpose. 
A sifter constructed in accordance with 

my invention may be employed in connection 
with threshing machines, fanning machines 
and in all forms of separators or sifters for 
sifting machines wherein screens of various 
degrees of fineness are employed. 
From the foregoing description, taken in 

connection with the accompanying drawing, 
the construction and operation of the inven 
tion will be readily understood without re 
cquiring a more extended explanation. 
Warious changes in the form, proportion 

and the minor details of construction may be 
resorted to without departing from the prin 
ciple or sacrificing any of the advantages of 
the invention as defined in the appended 
claim. 

Having thus described my invention, what 
I claim as new and desire to secure by Let 
ters-Patent, is: , 
A sifter or screen consisting of inner and 

outer sections, each of which is provided 
with elliptically shaped apertures arranged 
in quincunx, the spaces between the aper 
tures in a given row being less than the 
length of the aperture, a series of reduced 
perforations arranged between each of the 
apertures in said plates, and means for mov 
ing one of said sections over the other sec 
tion whereby the apertures in one section are 
moved into and out of register with the aper 
tures of the other section, and also over the 
space between the apertures in the other sec 
tion whereby the size of the passages through 
the screen is varied and the number of pas 
Sages increased, substantially as described. 

In testimony whereof I have hereunto set 
my hand in presence of two subscribing wit 
eSSS. . 

HERMAN H. SKAGEN. 
Witnesses: 

D. B. BAKKE, 
G. HAwoRSON. 
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