A61B 17/80 (2006.01)  A61B 17/86 (2006.01)

Title: BONE FIXATION AND REDUCTION APPARATUS AND METHOD FOR FIXATION AND REDUCTION OF A DISTAL BONE FRACTURE AND MALUNION

FIG. 1

Abstract: Apparatus for fixation and reduction of a fractured distal portion of a bone. A bone plate includes an elongated body portion adapted for attachment to a shaft portion of the bone, the body portion defining a longitudinal axis; a head portion connected to the body portion, and projecting therefrom at a first angle with respect to the longitudinal axis, the head portion adapted for attachment to the fractured distal portion of the bone; an alignment tab projecting from the perimeter of one of the head portion in the body portion; and a flex tab connected to a surface of an opening defined in the head portion, the flex tab being pivotable into contact with, and attachable to, the shaft portion of the bone at one of the shaft portion of the bone proximate the fractured distal portion of the bone and the fractured distal portion of the bone.
BONE FIXATION AND REDUCTION APPARATUS AND METHOD FOR FIXATION AND REDUCTION OF A DISTAL BONE FRACTURE AND MALUNION

The present application claims the benefit of U.S. Patent Application Serial No. 14/213,310, filed on March 14, 2014, which claims the benefit of priority of U.S. Provisional Application Serial No. 61/810,384, filed April 10, 2013, and U.S. Provisional Application Serial No. 61/790,849, filed March 15, 2013; all of which are incorporated by reference herein.

Field of the Invention
The present invention relates to a distal bone fracture fixation and reduction apparatus and a method for fixation and reduction of a distal bone fracture, and more particularly to a distal bone fracture fixation and reduction apparatus and method using a bone plate with a flex tab for distal radius fracture fixation and reduction, and for distal radius malunion fixation and reduction.

Description of the Prior Art
The use of bone plates for fixation and reduction of fractures and malunions of distal portions of bones, for example fractures and malunions of the distal radius are known. A fixation and reduction apparatus and method is needed to bring the distal fracture fragment of the bone in suitable alignment with the proximal fracture fragment of the bone shaft, and to fix the bone fragments together. Traditional bone plates, however, are difficult to use for this purpose, because it is extremely difficult for a surgeon, to hold the bone fracture fragments and the bone plate together with one hand while attempting to attach the bone plate to the bone with a drill or other surgical tool held in his other hand. Traditional bone plates, in addition, are particularly inadequate for use in fixation and reduction of comminuted fractures of distal ends of bones, because with such a compound fracture there are more fractured bone fragments for the surgeon to attempt to hold together with the bone plate in one hand, while attempting to hold the drill or other surgical tool in his other hand. The above-described shortcomings with traditional bone plates are particularly well-known when such bone plates are attempted to be used, e.g., with a
fractured or malformed distal radius, a fractured or malformed distal tibia, a fractured or malformed distal femur, a fractured or malformed proximal humerus, a fractured or malformed metacarpal, or a fractured or malformed phalange.

Figs. 19-20 depict shortcomings of attempting to reduce a distal bone fracture or malunion using the above-described traditional bone plates and methods. Fig. 17 is a sagittal view of a distal radius contour. Fig. 18 depicts a distal radius which has sustained a fracture, with dorsal angulation of the distal fragment. Fig. 19 depicts a traditional method wherein a surgeon's hands are occupied performing a very difficult, and at times impossible balancing act of attempting to hold two fractured distal bone fragments in alignment along with a bone plate with one hand, while attempting to hold a drill or other surgical tool with the other hand. Fig. 20 depicts an incomplete reduction, after the traditional plate has been attached to the distal bone fracture, with a distal fastener penetrating the joint. This penetration by the fastener can cause pain and obstruction to subsequent motion of the joint. Moreover, because the distal fracture fragment is not well reduced, it can erode, which can result in further damage to adjacent tendons.

SUMMARY OF THE INVENTION

Accordingly, the present invention is directed to a bone fixation and reduction apparatus and method for fixation and reduction of a distal bone fracture and malunion, which substantially obviates one or more of the problems caused by the limitations and disadvantages of the related art.

An apparatus for fixation and reduction of a fractured distal portion of a bone includes a bone plate. The bone plate, as broadly embodied herein, includes an elongated body portion adapted for attachment to a shaft portion of the bone, the elongated body portion defining a longitudinal axis extending substantially parallel to the shaft portion of the bone; a head portion connected to the elongated body portion, and projecting from the elongated body portion at a first angle with respect to the longitudinal axis, the head portion being adapted for attachment to the fractured distal portion of the bone; at least one alignment tab projecting from a perimeter of at least one of the head portion and the elongated body portion; and a flex tab connected to a surface of an opening defined in the head portion and extending substantially parallel to the longitudinal axis, adapted
to be pivoted into contact with, and to be attached to, at least one of the shaft portion of the bone proximate the fractured distal portion of the bone and the fractured distal portion of the bone.

Preferably, the apparatus further includes at least one fastener adapted to be inserted through at least one aperture defined in the elongated body portion for attaching the elongated body portion to the shaft portion of the bone. At least one aperture can be a bidirectional aperture adapted to receive two fasteners therethrough. The apparatus further includes at least one fastener adapted to be inserted through at least one aperture defined in the head portion for attaching the head portion to the distal portion of the bone. The apparatus further includes at least one fastener adapted to be inserted through an aperture defined in the flex tab for attaching the flex tab to the at least one of the shaft portion of the bone proximate the distal portion of the bone and the fractured distal portion of the bone.

Preferably, at least one of the at least one alignment tab projecting from the perimeter of at least one of the head portion and the elongated body portion is adapted for positioning the bone plate on the bone. It is further preferred that at least one of the at least one alignment tab projecting from the perimeter of the head portion has a first aperture defined therein adapted to receive therethrough a first fastener in a first line in a plane substantially perpendicular to the longitudinal axis, the first line extending from the first aperture to a center of the distal portion of the bone. It is further preferred that a second alignment tab projecting from the perimeter of the head portion has a second aperture defined therein adapted to receive therethrough a second fastener in a second line, in the plane substantially perpendicular to the longitudinal axis, the second line extending from the second aperture through the center of the distal portion of the bone, and crossing the first line. It is further preferred that at least one third fastener be inserted through at least one aperture in the head portion of the bone plate in at least one third line through the center of the bone and crossing at least one of the first line and the second line. The crossing configuration of the screws along these lines can result in fixation and reduction of a comminuted fracture of the fractured distal portion of the bone. The alignment tabs are flexible through a range of acute angles prior to attachment to the bone, and serve the above-
described dual function of positioning the bone plate on the bone, and
fixating/reducing a comminuted fracture of the fractured distal portion of the bone.

Preferably, the flex tab, after attachment to the at least one of the surface
of the elongated shaft portion proximate the fractured distal portion of the bone
and the fractured distal portion of the bone, is adapted to stabilize the bone plate
with respect to the bone.

As broadly embodied herein, the apparatus for fixation and reduction of a
fractured distal portion of a bone, is adapted for fixation and reduction of at least
one of a fractured distal radius, a fractured distal tibia, a fractured distal femur, a
fractured proximal humerus, a fractured metacarpal, a fractured proximal
phalange, a malunion of a distal radius, a malunion of a distal tibia, a malunion of
the distal femur, a malunion of the proximal humerus, a malunion of a
metacarpal, and a malunion of a proximal phalange.

A method for fixation and reduction of fractional distal portion of a bone,
such as a fractured distal portion of a radius, includes utilizing a bone plate
including: an elongated body portion adapted for attachment to a shaft portion of
the bone, the elongated body portion defining a longitudinal axis extending
substantially parallel to the shaft portion of the bone; a head portion connected to
the elongated body portion, and projecting therefrom at a first angle with respect
to the longitudinal axis, the head portion being adapted for attachment to the
fractured distal portion of the bone; at least one alignment tab projecting from a
perimeter of at least one of the head portion and the elongated body portion; and
a flex tab connected to a surface of an opening defined in the head portion
extending substantially parallel to the longitudinal axis, adapted to be pivoted into
contact with, and to be attached to, at least one of the shaft portion of the bone
proximate the fractured distal portion of the bone and the fractured distal portion
of the bone; aligning the head portion on the fractured distal portion of the bone,
such that the elongated body portion projects away from the shaft portion of the
bone at an angle corresponding to the first angle; pivoting the flex tab into contact
with at least one of the shaft portion of the bone proximate the fractured distal
portion of the bone and the fractured distal portion of the bone; attaching the flex
tab to the at least one of the shaft portion of the bone proximate the fractured
distal portion of the bone and the fractured distal portion of the bone; attaching
the at least one alignment tab to the bone; attaching the head portion to the

SUBSTITUTE SHEET (RULE 26)
fractured distal portion of the bone; applying pressure to the elongated body portion to bring the elongated body portion into contact with the shaft portion of the bone; and attaching the elongated body portion to the shaft portion of the bone.

Applying pressure to the elongated body portion moves the fractured distal portion of the bone into alignment with the shaft portion of the bone.

Attaching the flex tab to the at least one of the shaft portion proximate the fractured distal portion of the bone and the fractured distal portion of the bone stabilizes the bone plate with respect to the bone.

Attaching the at least one alignment tab projecting from at least one of the head portion and the elongated body portion performs the functions of positioning the bone plate on the bone, and attaching the bone plate to the bone. Furthermore inserting a first fastener through a first aperture defined in a first alignment tab projecting from the head portion, in a first line, in a plane substantially perpendicular to the longitudinal axis, the first line extending from the at least one aperture to a center of the fractured distal portion of the bone can perform an additional function of attaching together comminuted fractured portions of the fractured distal portion of the bone. Attaching together the comminuted fractured portions of the fractured distal portion of the bone can further be achieved by inserting a second fastener through a second aperture defined in a second alignment tab of the at least one alignment tab projecting from the head portion, in a second line in the plane substantially perpendicular to the longitudinal axis, the second line extending from the second alignment tab to the center of the fractured distal portion of the bone, and crossing the first line. Attaching together the comminuted fractured portions of the fractured distal portion of the bone can further be achieved by inserting at least one third fastener through at least one third aperture defined in the head portion, in at least one third line in the plane substantially perpendicular to the longitudinal axis, extending from the head portion to the center of the fractured distal portion of the bone, and crossing at least one of the first line and the second line.

A method for fixation and reduction of a malformed distal portion of a bone, such as a malformed distal radius, includes: utilizing a bone plate including an elongated body portion adapted for attachment to a shaft portion of the bone, the elongated body portion defining a longitudinal axis extending substantially...
parallel to a shaft portion of the bone; a head portion connected to the elongated body portion, and projecting therefrom at a first angle with respect to the first longitudinal axis, the head portion being adapted for attachment to the fractured distal portion of the bone; at least one alignment tab projecting from a perimeter of at least one of the head portion and the elongated body portion; and a flex tab connected to a surface of an opening defined in the head portion and extending substantially parallel to the longitudinal axis, adapted to be pivoted into contact with, and to be attached to, at least one of the shaft portion of the bone proximate the malformed distal portion of the bone and the malformed distal portion of the bone; cutting the malformed distal portion of the bone with respect to the shaft portion of the bone proximate the malformed distal portion of the bone; aligning the head portion on the malformed distal portion of the bone, such that said elongated body portion projects away from the shaft portion of the bone at an angle corresponding to the first angle; pivoting the flex tab into contact with the at least one of the shaft portion of the bone proximate the malformed distal portion of the bone and the malformed distal portion of the bone; attaching the flex tab to the at least one of the shaft portion of the bone proximate the malformed distal portion of the bone and the malformed distal portion of the bone; attaching the at least one alignment tab to the bone; attaching the head portion to the malformed distal portion of the bone, such that the elongated body portion projects away from the shaft portion of the bone and an angle corresponding to the first angle; applying pressure to the elongated body portion to bring the elongated body portion into contact with the shaft portion of the bone; and attaching the elongated body portion to the shaft portion of the bone.

Additional objects and advantages of the present invention will be set forth in the description which follows, and in part will be apparent from review of the following specification and the accompanying drawings, or may be learned by practice of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are Incorporated in and constitute a part of the specification, illustrate preferred embodiments of the invention and, together with the description, serve to explain the objects, advantages, and principles of the invention. In the drawings:
FIG. 1 is a front perspective view of a bone fixation and reduction apparatus in accordance with the invention, aligned for attachment to a radius and a distal radius;

FIG. 2 is a side view of the bone fixation and reduction apparatus as depicted in Fig. 1, aligned for attachment to the radius and the distal radius with a flex tab being pivoted toward at least one of a shaft of the radius proximate the fractured distal radius and the fractured distal radius, in accordance with the invention;

FIG. 3 is a side view of the bone fixation and reduction apparatus as depicted in Fig. 2, aligned for attachment with the radius and the distal radius, with the flex tab contacting at least one of a shaft of the radius proximate the fractured distal radius and the fractured distal radius, in accordance with the invention;

FIG. 4 is a side view of the bone fixation and reduction apparatus as depicted in Fig. 3, with the flex tab in contact with at least one of a shaft of the radius proximate the fractured distal radius and the fractured distal radius, a head portion in contact with the distal radius, and an elongated body portion projecting at an angle from the head portion, in accordance with the invention;

FIG. 5 is side view of the bone fixation and reduction apparatus as depicted in Fig. 4 with the flex tab in contact with at least one of a shaft of the radius proximate the fractured distal radius and the fractured distal radius, the head portion in contact with the distal radius, the elongated body portion pivoted into contact with the shaft of the radius, and alignment tabs projecting from portions of the perimeter of the apparatus, in accordance with the invention;

FIG. 6 is a side view of the bone fixation and reduction apparatus as depicted in Fig. 5, with the flex tab in contact with at least one of a shaft of the radius proximate the fractured distal radius and the fractured distal radius, the head portion in contact with the distal radius, the elongated body portion pivoted into contact with the shaft of the radius, and the alignment tabs pivoted into contact with the shaft of the radius;

FIG. 7 is a front perspective view of the bone fixation and reduction apparatus as depicted in Fig. 6;

FIG. 8 is a front view of the bone fixation and reduction apparatus as depicted in Fig. 7.
FIG. 9 is a front perspective view of the bone fixation and reduction apparatus as depicted in Fig. 6; viewed from an opposite perspective, and depicting an adjusting fastener inserted through an elongated aperture for adjusting a position of the bone fixation and reduction apparatus with respect to the radius, and a surgical pin for temporarily placing the bone fixation and reduction apparatus on the radius;

FIG. 10 is a front perspective view viewed from below the distal radius of the bone fixation and reduction apparatus in accordance with the invention, placed on the radius and distal radius, depicting an adjusting fastener inserted through an elongated aperture for adjusting a position of the bone fixation and reduction apparatus with respect to the radius, and fasteners being inserted through apertures in the head portion to attach the head portion to the distal radius;

FIG. 11 is a front perspective view viewed from below the distal radius of the bone fixation and reduction apparatus in accordance with the invention, placed on the radius and distal radius, depicting an adjusting fastener inserted through an elongated aperture for adjusting a position of the bone fixation and reduction apparatus with respect to the radius, a fastener being inserted through an aperture in the elongated body portion to attach the elongated body portion to the radius, and a pair of fasteners inserted through a bi-directional aperture defined in the elongated body portion to attach the elongated body portion to the radius;

Fig. 12 is a front perspective view viewed from above the distal radius of the bone fixation and reduction apparatus in accordance with the invention, placed on the radius and distal radius, depicting an adjusting fastener inserted through an elongated aperture for adjusting a position of the bone fixation and reduction apparatus with respect to the radius, a fastener being inserted through an aperture in the elongated body portion to attach the elongated body portion to the radius, and a pair of fasteners inserted through a bi-directional aperture defined in the elongated body portion to attach the elongated body portion to the radius;

FIG. 13 is a front perspective view viewed from above the distal radius of the bone fixation and reduction apparatus in accordance with the invention with pairs of fasteners inserted through bi-directional apertures defined in the
elongated body portion into the shaft portion of the radius, an adjusting fastener inserted through an elongated aperture for adjusting a position of the bone fixation and reduction apparatus with respect to the radius, and fasteners inserted through two of the adjustable alignment tabs into the shaft portion of the radius;

FIG. 14 is a front perspective view viewed from above the distal radius of the bone fixation and reduction apparatus in accordance with the invention, depicting the paths of fasteners inserted through bi-directional apertures into the shaft portion of the radius, an adjusting fastener inserted through an elongated aperture for adjusting a position of the bone fixation and reduction apparatus with respect to the radius, the paths of fasteners inserted through apertures defined in the head portion into the distal radius, and fasteners inserted through two of the adjustable alignment tabs into the shaft portion of the radius;

Fig. 15 is a side view of the bone fixation and reduction apparatus in accordance with the invention as depicted in Fig. 14;

Fig. 16A is a front perspective view of the elongated aperture portion of the bone fixation and reduction apparatus in accordance with the invention, depicting arcs of travel of the respective adjustable alignment tabs through a range of acute angles;

Fig. 16B is a cross-sectional view viewed from above of the head portion of the bone fixation and reduction apparatus in accordance with the invention attached to the fractured distal radius, with the alignment tabs projecting from the perimeter of the head portion pivoted into contact with the distal radius, and fasteners extending in crossing lines through the center of distal radius to attach together comminuted fractured portions of a comminuted fractured distal radius;

Fig. 17 is a side perspective view of a radius and a distal radius;

Fig. 18 is a distal radius contour depicted from a sagittal view;

Fig. 19 is a front perspective view of a prior art method of reducing a fractured distal radius with a bone plate, depicting typical problems experienced by surgeons attempting to hold together fractured portions of a fractured distal radius, and a traditional bone plate with one hand, while attempting to hold a drill or another surgical tool with the other hand;

Fig. 20 is a prior art side view of an improperly reduced fractured distal radius obtained by using the traditional apparatus and method, wherein the fractured distal radius is improperly aligned with the proximal radius, thereby
potentially resulting in a malunion, and a fastener potentially extending through the fractured distal radius into the tendons of the wrist;

Fig. 21 is an illustrative side view depicting attachment of the head portion of a bone plate to a fractured distal radius, while pivoting the elongated body portion of the bone plate toward the shaft portion of the radius in an attempt to align the fractured distal radius with the proximal radius;

Fig. 22 is a side view depicting the method in accordance with the invention of reducing a fractured distal radius using the bone fixation and reduction apparatus in accordance with the invention, by placing the head of the apparatus against the fractured distal radius, and pivoting the flex tab toward at least one of a shaft of the radius proximate the fractured distal radius and the fractured distal radius;

Fig. 23 is a side view of the method in accordance with the invention as depicted in Fig. 22, further depicting attaching the flex tab to at least one of a shaft of the radius proximate the fractured distal radius and the fractured distal radius with a fastener, thereby stabilizing the apparatus with respect to the radius, and freeing up one of the surgeon's hands;

Fig. 24 is a side view of the method in accordance with the invention, as depicted in Fig. 23, further depicting attaching the head portion of the apparatus to the fractured distal radius with a fastener, and applying pressure to the elongated body portion, to pivot the elongated body portion toward the shaft of the radius, thereby aligning the fractured distal radius and the shaft of the radius;

Fig. 25 is a side view of the method in accordance with the invention as depicted in Fig. 24, further depicting attachment of the elongated body portion, with fasteners, to the shaft portion of the radius.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT

Reference will now be made in detail to the present preferred embodiments of the invention, examples of which are illustrated in the accompanying drawings. Whenever possible, the same reference numbers will be used throughout the drawings to refer to the same or like parts.

The bone plate of the present invention is generally indicated by the numeral 10 in FIGS. 1-1 6B. While the bone plate 10 is depicted in FIGS. 1-1 6B in use with respect to reducing and repairing a fractured distal radius DR, the
bone plate 10 is not limited thereto. In addition to use with a radius R, the bone plate 10 can be used elsewhere in the body to facilitate reduction and repair of a bone fracture. For example, and without limitation, the bone plate 10 in accordance with the invention can be used in the fixation and reduction of a fracture or malunion of a distal tibia, a distal femur, a proximal humerus, a metacarpal, and a proximal phalange.

The bone plate 10 includes a first end 12 and a second end 14, an upper surface 15A, a lower surface 15B, and a length extending between the first and second ends 12 and 14. The lower surface 15B serves in engaging various portions of the radius R. As depicted at least in FIG. 1, the bone plate 10 includes a head portion 16 and a body portion 18. The upper and lower surfaces 15A and 15B extend along both of the head portion 16 and the body portion 18. Furthermore, the head portion 16 extends from the first end 12 toward the body portion 18, and the body portion 18 extends from the second end 14 toward the head portion 16.

The body portion 18 is elongated, and includes various apertures for receiving fasteners (such as fasteners 20, 22, 24, and 26 depicted in at least FIG. 11) therethrough to attach the bone plate 10 to portions of the radius R. More specifically, the various apertures formed in the body portion 18 can, for example, be used in attaching the bone plate 10 to portions of the radial shaft S and/or the fractured distal radius DR. As discussed below, the fasteners 20, 22, 24, and 26 can have various shapes and sizes.

The apertures provided in the body portion 18 can include bi-directional apertures 30 and elongated apertures 32. The bi-directional apertures 30 are configured to receive a fastener (such as one of the fasteners 22, 24, and 26) in a first fastener receiving portion 34, and configured to receive another fastener (such as one of the fasteners 22, 24, and 26) in a second fastener receiving portion 36. As such, the bi-direction apertures 30 can each accommodate receipt of two fasteners therein. The first and second fastener receiving portions 34 and 36 can be oriented at different angles such that, when fasteners are received therein, the fasteners are oriented in different directions relative to one another. Similar bi-direction apertures for use with bone plates are disclosed in U.S. Publication No. 2012/0197308, which is incorporated by reference herein. The elongated aperture 32 is configured to receive a fastener (such as the fastener
20) therein. When the fastener 20 is inserted through the elongated aperture 32 and into the radius R, the elongation of the elongated aperture 32 allows the bone plate 10 to be adjusted therewith relative to the radius R (and the fastener received therein).

As depicted in at least FIG. 1, the head portion 16 expands in width along the length of the bone plate 10 from the body portion 18 to the first end 12. The head portion 16 includes various apertures 40 for receiving fasteners (such as fasteners 42 depicted in at least FIG. 10) therethrough to attach the bone plate 10 to portions of the radius R. More specifically, the apertures 40 can, for example, be used to attach the bone plate 10 to portions of the fractured distal radius DR. As discussed below, the fasteners 42 can have various shapes and sizes. The apertures 40 can be oriented at different angles such that, when the fasteners 42 are received therein (as depicted at least in FIG. 10), the fasteners 42 are oriented in different directions relative to one another.

Alignment tabs (or fixation legs) 50 can be provided at different locations along the perimeter P of the bone plate 10. For example, as depicted at least in FIG. 1, two of the alignment tabs 50 are provided along the perimeter P on opposite sides of the head portion 16, and two of the alignment tabs 50 are provided along the perimeter P on opposite sides of the body portion 18. The alignment tabs 50 formed on the perimeter P at the head portion 16 are located in the same position relative to the length of the bone plate 10. The alignment tabs 50 formed on the perimeter P at the body portion 18 are staggered at different positions relative to the length of the bone plate 10.

The alignment tabs 50 depend downwardly from the perimeter P and can be used in positioning the bone plate 10 relative to the radius R. More specifically, the alignment tabs 50 can serve in guiding the bone plate 10 into position relative to the radius R. Additionally, the alignment tabs 50 can each include an aperture 52 formed therethrough for receiving a fastener (such as one of the fasteners 42 therein). Thus, in addition to fasteners received in apertures 30, 32, and 40, fasteners received in the apertures 52 can be used in attaching the bone plate 10 the radius R. In addition to their alignment and attachment functions, the alignment tabs 50 projecting from the head portion 16 also can be used to attach together comminuted fracture portions of a comminuted fracture of the distal radius. For example, as depicted in Fig 16A, a first fastener 42 can be
inserted through a first aperture 52 defined in a first alignment tab 50 projecting from the head portion 16 in a first line extending through a center portion of the fractured distal radius DR. If desired, a second fastener 42 can be inserted through an aperture 52 in a second alignment tab 50 in a second line extending through the center of the fractured distal radius DR, the second line crossing the first line. If further desired, at least one third fastener 42 can be inserted through at least one aperture 40 in the head portion 16 in at least one third line through the center of the fractured distal radius, the third line crossing at least one of the first line and the second line. In this arrangement, tightening of the various fasteners inserted through the various apertures will compress the alignment tabs 50 and the head portion 16 together, while simultaneously drawing together the comminuted fractured portions of the fractured distal radius.

A flex tab 60 can also be used in facilitating reduction and repair of the fractured distal radius DR. The flex tab 60 extends downwardly (as depicted at least in FIG. 2) from a portion of the lower surface 15B at the head portion 16. The flex tab 60 is integrally attached to the head portion 16. The flex tab 60 can be formed from a portion of the head portion 16 by, for example, pressing or stamping operations, or can be attached to the head portion 16 via, for example, brazing or welding operations.

As depicted at least in FIG. 1, the flex tab 60 is provided adjacent an opening 62. The dimensions of the opening 62 are larger than the flex tab 60 to accommodate flexure of the flex tab 60 into and out of the opening 62. The flex tab 60 includes a first surface 64 and an opposite second surface 66. Like the lower surface 15B of the bone plate 10, the first surface 64 is oriented downwardly.

When pressure is applied to the second surface 66 of the flex tab 60, the flex tab 60 bends into the opening 62, and when pressure is removed from the second surface 66 of the flex tab 60 bends out of the opening 62. As such, the flex tab 60 is configured to resist flexure thereof into the opening 62. Thus, when the bone plate 10 is being applied to the radius R (see e.g., FIGS. 3-8) the flex tab 60 serves to exert pressure on a portion of the fractured distal radius DR, and when the plate 10 is attached to the radius R (see e.g., FIGS. 9-15), the flex tab 60 continues to exert pressure on the portion or portions of the fractured distal radius DR. The pressure applied by the flex tab 60 can be used in forcing or
maintaining a portion or portions of the fractured distal radius DR in position relative to the remainder of the fractured distal radius DR. In addition, when the bone plate 10 is being applied to the fractured distal radius DR, the flex tab 60 can be attached to the shaft S of the radius R proximate the distal radius DR, thereby applying pressure to the shaft S of the radius R and stabilizing the bone plate 10 relative to the shaft S of the radius R and relative to the distal radius DR.

The flex tab 60 can include an aperture 68 formed therethrough for receiving a fastener (not shown) for insertion into the fractured distal radius DR or into the shaft S of the radius R proximate the distal radius DR. The fastener received in the aperture 68 can be used in attaching the flex tab 60 to a portion or portions of the fractured distal radius DR or into the shaft S of the radius R proximate the fractured distal radius DR. When fasteners are received in the apertures 42 of the head portion 16 and in the aperture 68 of the flex tab 60, the bone plate 10 can be used as a lever to bring a portion or portions of the fractured distal radius into alignment with the remainder of the fractured distal radius. That is, when the head portion 16 is attached to at least one fragment of the fractured distal radius DR, and the flex tab 60 is attached to a portion of the fractured distal radius DR still attached to the radial shaft S, the bone plate 10 can be used as a lever to bring the at least one fragment into alignment with the portion of the fractured distal radius DR still attached to the radial shaft S (see FIGS. 8 and 9 of Attachment A). In doing so, the body portion 18 effectively serves as a handle to aid in prying of the at least one fragment into position.

Apertures 76 for receiving surgical pins 78 can also be provided in the head portion 16 and the body portion 18. As depicted in FIG. 9, receipt of one of the surgical pins 78 in one of the apertures 76 affords temporary placement of the bone plate 10 relative to the radius R. Thereafter, fasteners (such as the fasteners 20, 22, 24, 26, and 42) can be received through the apertures 30, 32, 40, and 52 to attach the bone plate 10 to the radius R.

As discussed above, the fasteners 20, 22, 24, 26, and 42 can have various shapes and sizes. For example, the heads and shafts of the fasteners 20, 22, 24, 26, and 42 can have various lengths and have different sizes and shapes (e.g., be configured to have cylindrical or frusto-conical shaped head portions). The heads can be provided with or without threads facilitating engagement with complimentary structures provided in the corresponding apertures of the bone.
Furthermore, the shafts can be provided with regular roughened or rough surfaces (hereinafter regular roughened surfaces), irregular roughened or rough surfaces (hereinafter irregular roughened surfaces), and/or smoothened or smooth surfaces (hereinafter smoothened surfaces). The regular roughened surfaces are repeating patterns of surface protrusions or indentations (such as threads, ratchets, or similar structures), and the irregular roughened surfaces (such as barbs or similar structures) are non-repeating surface protrusions or indentations. The surfaces of the shafts can serve in preventing withdrawal of the fasteners from the portion of the radius R. Furthermore, the fasteners 20, 22, 24, 26, and 42 can also include the features of fasteners disclosed in U.S. Publication No. 2012/0197308.

FIGS. 1-1 6A depict positioning relative to and attachment of the bone plate 10 to the radius R. In FIGS. 2 and 3, the head portion 16 and the flex tab 60 (e.g., the lower surface 15B and the first surface 64 thereof) are brought into contact with the fractured distal radius DR. The head portion 16 can be contacted to a fragment of the fractured distal radius DR, and the flex tab 60 can be contacted to a portion of the fractured distal radius DR still attached to the radial shaft S. Alternately, the head portion 16 and the flex tab 60 can both be contacted to a fragment of the fractured distal radius DR. Alternately, the flex tab 60 can be attached to a portion of the shaft S of the radius R proximate the fractured distal radius DR. Either way, the flex tab 60 serves in exerting pressure on the radius R to serve in facilitating alignment of portions thereof.

In FIGS. 5-8, the remainder of the head portion 16 and the body portion 18 are brought into position with respect to the radius R. The alignment tabs 50 serve in guiding the bone plate 10 into position on the radius R. In doing so, the lower surface 15B at the head portion 16 and the body portion 18 is brought into engagement with the radius R. In doing so, the remainder of lower surface 15B at the head portion 16 (not already in contact therewith) is contacted to the fractured distal radius DR, and the lower surface 15B at the body portion 18 is contacted to portions of the radial shaft S and/or the fractured distal radius DR.

In FIG. 9, one of the surgical pins 78 can be inserted through one of the apertures 76 and into the radius R to temporarily hold the bone plate 10 in position. Thereafter, the fastener 20 is received in the aperture 32 to attach the body portion 18 to the radius R. In FIG. 10, the fasteners 42 are inserted into the
apertures 40 to attach the head portion 16 to the fractured distal radius DR, and in FIGS. 11 and 12, the fasteners 22, 24, and 26 are inserted into the apertures 30 and 32 to attach the body portion 18 to portions of the radial shaft S and/or the fractured distal radius DR. As depicted in FIGS. 13-15, fasteners (such as fasteners 42) can be inserted through the apertures 52 formed in the alignment tabs 50 and into portions of the radial shaft S and/or the fractured distal radius DR to also attach the bone plate 10 to the radius R.

FIGS. 13-15 depicted the bone plate 10 attached to the radius R. As discussed above, the bone plate 10 facilitates reduction and repair of the fractured distal radius DR to aid healing thereof.

As discussed above, the apertures 52 of the alignment tabs (or fixation legs) 50 can be used to receive fasteners (such as the fasteners 42) therein. In doing so, the fasteners (such as the fasteners 42) can be used in attaching the bone plate 10 to the radius R. To illustrate, the fasteners can be inserted through the apertures 52 formed in the alignment tabs (or fixation legs) 50 and into portions of the radial shaft S and/or the fractured distal radius DR to also attach the bone plate 10 to the radius R.

As depicted in FIGs. 16A and 16B, the fasteners received through the apertures 52 in the alignment tabs (or fixation legs) 50 depicted therein can be oriented at various angles with respect to the body portion of the bone plate. The angles at which the fasteners are oriented with respect to the body portion depend on the orientation of the alignment tabs (or fixation legs) 50 and/or the angles of the apertures through the alignment tabs (or fixation legs) 50.

The alignment tabs (or fixation legs) depicted in FIGs. 16A and 16B can be formed of material which may be as thick as or thinner than the bone plate from which they depend from. Furthermore, at least one aperture (such as one of the apertures 52 discussed above or apertures 100 depicted in FIG. 16A) can be formed in each of the alignment tabs (or fixation legs) 50.

The alignment tabs (or fixation legs) 50 can be bent in various directions (such as directions A-A' depicted in FIG. 16A) with respect to the body portion. Furthermore, the angles of the apertures through the alignment tabs (or fixation legs) 50 can be varied. Thus, depending on the orientation of the alignment tabs (or fixation legs) 50 and the angles of the apertures 52 through the alignment tabs (or fixation legs) 50, the fasteners inserted through the apertures can be
varied. For example, as depicted in Figs. 15 and 16A, the fasteners can be oriented at acute angles less than 45 degrees with respect to the lower surface of the body portion of the bone plate.

A preferred method for fixation and reduction of a fractured distal radius DR, as broadly embodied in Figs. 21-25 includes: utilizing the bone plate 10, including: the elongated body portion 18 adapted for attachment to the shaft portion S of the radius R, the elongated body portion 18 defining a longitudinal axis extending substantially parallel to a shaft portion of the radius R; the head portion 16 connected to the elongated body portion 18, and projecting therefrom at a first angle respect to the longitudinal axis, the head portion 16 being adapted for attachment to the fractured distal radius DR; at least one of the alignment tabs 50 projecting from the perimeter P of at least one of the head portion 16 and the elongated body portion 18; and the flex tab 60 connected to the surface of the opening 62 defined in the head portion 16 and extending substantially parallel to the longitudinal axis, adapted to be pivoted into contact with, and to be attached to shaft portion of the radius R proximate the fractured distal radius DR; aligning the head portion 16 on the fractured distal radius DR with at least one of the alignment tabs 50, such that the elongated body portion 18 projects away from the shaft portion S of the radius R at an angle corresponding to the first angle; pivoting the flex tab 60 into contact with the shaft portion S of the radius R proximate the fractured distal radius DR; attaching the flex tab 60 to the shaft portion S of the radius R proximate the fractured distal radius DR; attaching the head portion to the fractured distal radius DR with a fastener 42; attaching pressure to the elongated body portion 18 to bring the elongated body portion into contact with the shaft portion of the radius, thereby aligning the fractured distal radius DR with the shaft S of the radius R; and attaching the elongated body portion 18 with a fastener 42 to the shaft S of the radius R.

As broadly embodied herein, a preferred method for fixation and reduction of a malformed distal radius, resulting from a malunion of the distal radius DR and the shaft S of the radius R, includes substantially all of the above steps used in the method for fixation and reduction of a fractured distal radius, but also includes a step, prior to aligning the bone plate 10 with the radius R of cutting the malformed distal radius DR with respect to the shaft S of the radius R.
In summary, the bone plate 10 facilitates reduction and repair of bone fractures and malunions (such as a fractured or malformed distal radius).

Other embodiments of the invention will be apparent to those skilled in the art from consideration of the specification and practice of the invention disclosed herein. Accordingly, it is intended that the specification and disclosed embodiments and methods be considered as exemplary only, with the true scope and spirit of the invention being indicated by the following claims.
CLAIM:

1. An apparatus for fixation and reduction of a fractured distal portion of a bone, comprising:
   a bone plate comprising:
   an elongated body portion adapted for attachment to a shaft portion of the bone, said elongated body portion defining a longitudinal axis extending substantially parallel to the shaft portion of the bone;
   a head portion connected to said elongated body portion, and projecting therefrom at a first angle with respect to the longitudinal axis, said head portion adapted for attachment to the fractured distal portion of the bone;
   at least one alignment tab projecting from a perimeter of at least one of said head portion and said elongated body portion; and
   a flex tab connected to a surface of an opening defined in said head portion and extending substantially parallel to the longitudinal axis, adapted to be pivoted into contact with, and to be attached to, at least one of the shaft portion of the bone proximate the fractured distal portion of the bone and the fractured distal portion of the bone.

2. The apparatus in accordance with claim 1, further comprising at least one fastener adapted to be inserted through at least one aperture defined in said elongated body portion for attaching said elongated body portion to the shaft portion of the bone.

3. The apparatus in accordance with claim 1, further comprising at least one bidirectional aperture defined in at least one of said elongated body portion and said head portion, adapted to receive two fasteners therethrough.

4. The apparatus in accordance with claim 1, wherein a first of said at least one alignment tab projecting from the perimeter of said head portion has a first aperture defined therein adapted to receive therethrough a first fastener in a first line, in a plane substantially perpendicular to the longitudinal axis, the first line extending from said first aperture through a center of the distal portion of the bone.
5. The apparatus in accordance with claim 4, wherein a second of said at least one alignment tab projecting from the perimeter of said head portion has a second aperture defined therein adapted to receive therethrough a second fastener in a second line, in the plane substantially perpendicular to the longitudinal axis, the second line extending from said second aperture through the center of the distal portion of the bone, and crossing the first line.

6. The apparatus in accordance with claim 2, wherein said at least one fastener is adapted to be inserted through at least one elongated aperture defined in said elongated body portion, said elongated aperture defining an elongated aperture axis, wherein said bone plate is movable along said elongated aperture axis relative to the bone and relative to said at least one fastener.

7. The apparatus in accordance with claim 1, wherein said at least one flex tab, after attachment to said at least one of the surface of the elongated shaft portion proximate the fractured distal portion of the bone and the fractured distal portion of the bone, is adapted to stabilize said bone plate with respect to the bone.

8. The apparatus in accordance with claim 1, further comprising at least one surgical pin adapted to be temporarily inserted through at least one aperture in at least one of said head portion and said elongated body portion, said surgical pin being adapted to position said bone plate relative to the bone.

9. The apparatus in accordance with claim 1, further comprising at least one fastener adapted to be inserted through at least one aperture defined in said head portion for attaching said head portion to the fractured distal portion of the bone.

10. The apparatus in accordance with claim 1, further comprising a fastener adapted to be inserted through an aperture defined in said flex tab for attaching said flex tab to said at least one of the shaft portion of the bone proximate the fractured distal portion of the bone and the fractured distal portion of the bone.

11. The apparatus in accordance with claim 1, wherein said at least one alignment tab is adapted to position said bone plate on the bone.
12. The apparatus in accordance with claim 11, wherein said at least one alignment tab projecting from said head portion is further adapted to attach together comminuted fractured portions of the fractured distal end portion of the bone.

13. The apparatus in accordance with claim 11, wherein said at least one alignment tab is flexible through a range of acute angles with respect to at least one of said elongated body portion and said head portion.

14. The apparatus in accordance with claim 13, further comprising a fastener adapted to be inserted through an aperture defined in said at least one alignment tab oriented in the range of acute angles, for attaching said at least one alignment tab to the bone.

15. The apparatus in accordance with claim 1, wherein said bone plate is further adapted for fixation and reduction of a malunion of a distal portion of the bone.

16. The apparatus in accordance with claim 1, wherein said bone plate is adapted for fixation and reduction of at least one of a fractured distal radius, a fractured distal tibia, a fractured distal femur, a fractured proximal humerus, a fractured metacarpal, a fractured proximal phalange, a malunion of a distal radius, a malunion of a distal tibia, a malunion of a distal femur, a malunion of a proximal humerus, a malunion of a metacarpal, and a malunion of a proximal phalange.

17. A method for fixation and reduction of a fractured distal portion of a bone, comprising:

   utilizing a bone plate comprising:

   an elongated body portion adapted for attachment to a shaft portion of the bone, said elongated body portion defining a longitudinal axis extending substantially parallel to the shaft portion of the bone;

   a head portion connected to said elongated body portion, and projecting therefrom at a first angle with respect to the first longitudinal axis, said head portion adapted for attachment to the fractured distal portion of the bone;

   at least one alignment tab projecting from a perimeter of at least one of said head portion and said elongated body portion; and
a flex tab connected to a surface of an opening defined in said head portion and extending substantially parallel to the longitudinal axis, having an inner surface adapted to be pivoted into contact with, and to be attached to, at least one of the shaft portion of the bone proximate the fractured distal portion of the bone and the fractured distal portion of the bone;
aligning said head portion on the fractured distal portion of the bone, such that said elongated body portion projects away from the shaft portion of the bone at an angle corresponding to the first angle;
pivoting said flex tab into contact with the at least one of the shaft portion of the bone proximate the fractured distal portion of the bone and the fractured distal portion of the bone;
attaching said flex tab to the at least one of the shaft portion of the bone proximate the fractured distal portion of the bone and the fractured distal portion of the bone;
attaching said at least one alignment tab to the bone;
attaching said head portion to the fractured distal portion of the bone;
applying pressure to said elongated body portion to bring said elongated body portion into contact with the shaft portion of the bone; and attaching said elongated body portion to the shaft portion of the bone.

18. The method in accordance with claim 17, wherein applying pressure to said elongated body portion moves the fractured distal portion of the bone into alignment with the shaft portion of the bone.

19. The method in accordance with claim 17, wherein attaching said flex tab to said at least one of the shaft portion proximate the fractured distal portion of the bone and the fractured distal portion of the bone stabilizes said bone plate with respect to the bone.

20. A method for fixation and reduction of a malformed distal portion of a bone, comprising:
utilizing a bone plate comprising:
an elongated body portion adapted for attachment to a shaft portion of the bone, said elongated body portion defining a
longitudinal axis extending substantially parallel to the shaft portion of the bone;

a head portion connected to said elongated body portion, and projecting therefrom at a first angle with respect to the first longitudinal axis, said head portion adapted for attachment to the fractured distal portion of the bone;

at least one alignment tab projecting from a perimeter of at least one of said head portion and said elongated body portion; and

a flex tab connected to a surface of an opening defined in said head portion and extending substantially parallel to the longitudinal axis, adapted to be pivoted into contact with, and to be attached to, at least one of the shaft portion of the bone proximate the malformed distal portion of the bone and the malformed distal portion of the bone;

cutting the malformed distal portion of the bone with respect to the shaft portion of the bone proximate the malformed distal portion of the bone;

aligning said head portion on the malformed distal portion of the bone, such that said elongated body portion projects away from the shaft portion of the bone at an angle corresponding to the first angle;

pivoting said flex tab into contact with the at least one of the surface of the shaft portion of the bone proximate the malformed distal portion of the bone and the malformed distal portion of the bone;

attaching said flex tab to the at least one of the shaft portion of the bone proximate the malformed distal portion of the bone and the malformed distal portion of the bone;

attaching said at least one alignment tab to the bone;

attaching said head portion to the malformed distal portion of the bone, such that said elongated body portion projects away from the shaft portion of the bone at an angle corresponding to the first angle;

applying pressure to said elongated body portion to bring said elongated body portion into contact with the shaft portion of the bone; and

attaching said elongated body portion to the shaft portion of the bone.
A. CLASSIFICATION OF SUBJECT MATTER

A61B 17/80(2006.01)i, A61B 17/82(2006.01)i, A61B 17/86(2006.01)i

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
A61B 17/80; A61B 17/58; A61B 17/70; A61B 17/84; A61B 17/56; A61B 17/82; A61B 17/86

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched
Korean utility models and applications for utility models
Japanese utility models and applications for utility models

Electronic database consulted during the international search (name of database and, where practicable, search terms used)
eKOMPASS/KIPO internal & Keywords: bone, fixation, apparatus, flex tab, alignment tab, fastener, aperture

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 8317842 B2 (GRAHAM et al.) 27 November 2012 See abst ract ; figures 1-2; and claims 1-17</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2009-0125070 Al (SIXTO, JR. et al.) 14 May 2009 See abst ract ; figures 3-4; and claims 1-25</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2009-0281577 Al (GRAHAM et al.) 12 November 2009 See abst ract ; figures 1-6B; and claims 1-30</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 8021402 B2 (MARTIN et al.) 20 September 2011 See abst ract ; figures 21-25; and claims 1-23</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 8062296 B2 (ORBAY et al.) 22 November 2011 See abst ract ; figures 1-3; and claims 1-10</td>
<td>1-20</td>
</tr>
<tr>
<td>A</td>
<td>US 2012-0197308 Al (GONZALEZ-HERNANDEZ) 02 August 2012 See abst ract and claims 1-21</td>
<td>1-20</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

* Special categories of cited documents:
  "A" document defining the general state of the art which is not considered to be of particular relevance
  "E" earlier application or patent but published on or after the international filing date
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  "O" document referring to an oral disclosure, use, exhibition or other means
  "P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
"&" document member of the same patent family

Date of the actual completion of the international search
04 August 2014 (04.08.2014)

Date of mailing of the international search report
05 August 2014 (05.08.2014)

Name and mailing address of the ISA/KR
International Application Division
Korean Intellectual Property Office
189 Cheongsa-ro, Seo-gu, Daejeon Metropolitan City, 302-701,
Republic of Korea
Facsimile No. +82-42-472-7140

Authorized officer
CHANG, Bong Ho
Telephone No. +82-42-481-3353

Form PCT/ISA/210 (second sheet) (July 2009)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>CA 2707241 Al</td>
<td>11/06/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2227160 A2</td>
<td>15/09/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2011-505199 A</td>
<td>24/02/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2014-050722 A</td>
<td>20/03/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 5507463 B2</td>
<td>28/05/2014</td>
</tr>
<tr>
<td></td>
<td></td>
<td>RU 2010126647 A</td>
<td>10/01/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009-0143825 Al</td>
<td>04/06/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2009-073405 A2</td>
<td>11/06/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2009-073405 A3</td>
<td>20/08/2009</td>
</tr>
<tr>
<td>US 2009-0125070 Al</td>
<td>14/05/2009</td>
<td>AU 2008-318648 Al</td>
<td>07/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2704530 Al</td>
<td>07/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2211740 A2</td>
<td>04/08/2010</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397082 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397083 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397089 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397090 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397091 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397092 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397093 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397094 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397095 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 2397096 Al</td>
<td>21/12/2011</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009-0118768 Al</td>
<td>07/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009-0118769 Al</td>
<td>07/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009-0118770 Al</td>
<td>07/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 2009-0125069 Al</td>
<td>14/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8182517 B2</td>
<td>22/05/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8192472 B2</td>
<td>05/06/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8197521 B2</td>
<td>12/06/2012</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8439955 B2</td>
<td>14/05/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 8568462 B2</td>
<td>29/10/2013</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2009-058960 A2</td>
<td>07/05/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2009-058960 A3</td>
<td>06/08/2009</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2007-103376 A2</td>
<td>13/09/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>wo 2007-103376 A3</td>
<td>31/07/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2007-231717 Al</td>
<td>22/05/2008</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1861032 Al</td>
<td>05/12/2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 1920723 Al</td>
<td>14/05/2008</td>
</tr>
</tbody>
</table>

Form PCT/ISA/210 (patent family annex) (July 2009)
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>EP 1996095 A2</td>
<td>03/12/2008</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 2006-0229619 Al</td>
<td>12/10/2006</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 2006-0235404 Al</td>
<td>19/10/2006</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 2007-0055253 Al</td>
<td>08/03/2007</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 2010-0137868 Al</td>
<td>03/06/2010</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 7867261 B2</td>
<td>11/01/2011</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 8394098 B2</td>
<td>12/03/2013</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 8394130 B2</td>
<td>12/03/2013</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 8419775 B2</td>
<td>16/04/2013</td>
<td></td>
<td></td>
</tr>
<tr>
<td>WO 2007-109417 A3</td>
<td>24/04/2008</td>
<td></td>
<td></td>
</tr>
<tr>
<td>WO 2008-042607 A2</td>
<td>10/04/2008</td>
<td></td>
<td></td>
</tr>
<tr>
<td>WO 2008-042607 A3</td>
<td>26/06/2008</td>
<td></td>
<td></td>
</tr>
<tr>
<td>US 2012-0197308 Al</td>
<td>02/08/2012</td>
<td></td>
<td></td>
</tr>
<tr>
<td>AU 2009-223517 Al</td>
<td>17/09/2009</td>
<td></td>
<td></td>
</tr>
<tr>
<td>EP 2252224 A2</td>
<td>24/11/2010</td>
<td></td>
<td></td>
</tr>
<tr>
<td>EP 2252224 A4</td>
<td>06/06/2012</td>
<td></td>
<td></td>
</tr>
<tr>
<td>WO 2009-114389 A3</td>
<td>07/01/2010</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>