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This invention relates to the art of fishing and more 
particularly to a storage box forfishing equipment adapted 
to be Worn on the clothing of a fisherman while fishing. 
A primary object of the present invention is to provide 

ready means for storing small equipment used in fishing 
supported on the clothing of the fisherman while fishing. 

Another object of the invention is to provide a com 
partmented box with easily opened covers for holding 
small equipment used in fishing adapted to be releasably 
attached to the clothing of the fisherman. 

Still another object according to a modification of the 
invention is to provide a box with easily opened com 
partmented covers. 

Yet another object according to a further modification 
of the invention is to provide a box of this type with a 
space for storing weighted sinkers with means for guiding 
and attaching a fishing line to a sinker. 
For further comprehension of the invention and of the 

objects and advantages thereof, reference will be had to the 
following description and accompanying drawings and to 
the appended claims in which the various novel features 
of the invention are more particularly set forth. 

In the accompanying drawings forming a material part 
of this disclosure: 
FIGURE 1 is a front perspective view of a fishing box 

made in accordance with one form of the invention. 
FIG. 2 is an enlarged rear perspective view of the box 

of FIG. 1. 
a FIG. 3 is a similar view with the covers shown in open 
condition. 

FIG. 3A is a sectional view taken on 
Of FG. 3 

FIG. 4 is a view similar to FIG. 3 with the closure plates 
of the covers shown in open condition. 

FIG. 5 is a cross sectional view taken on the line 5-5 
Of FIG.2. 

FIG. 6 is a sectional view taken on the line 6-6 of 
FIG. 2, showing the cover in open condition in dot-dash 
lines. 

FIG. 7 is a sectional view taken on the line 7–7 of 
FIG. 3. FIG. 8 is a front perspective view of a fishing box 
embodying a modified form of the invention. 

FIG, 9 is a front elevational view of a fishing box 
embodying another modified form of the invention. 

FIG. 10 is a front perspective view of a fishing box 
embodying still another modified form of the invention, 
the covers being shown in partly open condition in dot 
dash lines. 

FIG. 11 is a top plan view of a slide closure member 
of a cover of the box ofFIG. 10. 
FIG. 12 is a front perspective view of a fishing box 

embodyinga still further modified form of the invention. 
FIG. 13 is a top plan view thereon, parts beingbroken 

away. 
FIG. 14 is a sectional view taken on the line 13-13 of 

FIG. 13. 
FIG. 15 is an enlarged sectional view taken on the line 

15-15 of FIG. 13. 
FIG. 16 is a detail view showing the device for clamp 

inga sinker onto a fishing line. 
FIG. 17 is a top perspective view of a corner of the 

box showing a fishing line threaded therethrough and a 
sinker thereon. 

FIG. 18 is a sectional view taken on the line 18-18 
Of FIG. 17. 
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Referring in detail to the various views of the draw 

ings, in FIG. 1 a box made in accordance with one form 
of the invention is shown and designated generally at 10. 
The boX 10 is formed of light weight metal, plastic ma 
terial, Wood or any other suitable material light in weight. 
The box has an elongated slightly curved one-piece body 
12 relatively deep, open at the top and substantially 
rectangular in plan. As viewed from FIG. 1 the body 
has a curved bottom wall 13, a front curved wall 14, a 
rear curved wall 16 and straight end walls 18, 18. 
Atboth ends, the interior of the body is compartmented, 

at one end being formed with a pair of parallel compart 
ments 20 and 22 divided by a partition wall 24 and sep 
arated from the center of the box by a wall 26. At the 
other end, the body is formed with an elongated compart 
ment 28 along the front wall 14 and with a pair of 
compartments 30 and 32 along the rear wall 16, the front 
and rear compartments being divided by a partition wall 
34 and being separated from the center of the body by a 
partition wall 36. 
The front and rear walls of the body together with the 

walls 26 and 36 define a central compartment 38. The 
top edges of the front, rear and end walls of the body 
are countersunk forming a continuous shoulder 40 there 
around. 

In accordance with the invention, the box body is pro 
vided with a pair of covers 42 and 44 hingedly connected 
to the ends 18 of the body. The coversare formed of the 
same material as the body andare attached to the ends of 
the body by means of films or webs formed integrally 
with the ends and the covers and constituting hinges 46. 
The covers each comprises a top wall 48 as viewed in 
FIG. 1, dependingside flanges. 50, 50 and depending end 
flanges 52, 52, each cover extending from the adjacentend 
wall 18 of the box body to midway the ends of the box 
body where the adiacent end flanges 52 are in juxtaposi 
tion. The bottom of the coversare open and extending 
from the top wall 48 of cover 42there are spaced partition 
flanges 54, 54 dividing the interior of the cover 42 into 
compartments 56, 56,56, and extending inwardly from the 
top wall 48 of cover 44 there are crossed partition flanges 
58 and 60 dividing the interior of cover 44 into compart 
ments 62. The peripheral edges of the side and end 
fianges of the coversare countersunk to form continuous 
shoulders 64 therearound and seated on said shoulders 64 
are removable closure plates 66 hingedly connected to the 
outer long edges of the covers 42 and 44 by integral 
Webs 68. 
The covers 42 and 44 are held in closed position as 

shown in FIGS. 1 and 2 by means of opposed spring 
latches 79 formed integrally with the front and rear 
walls 14 and 16.. The latches are formed with rounded 
inwardly extending yielding edges 72, which snap into 
notches 74 formed at the junctures of the free end Walls 
52 and adjacent front and rear walls of the covers, the 
notches intersecting the end and front and rearwalls. 
The invention contemplates means for detachedly sup 

porting the box 10 on the clothing of the fisherman, 
such as the waistband of the trousers, and for this pur 
pose, a pair of U-shaped loops 76, 76 is suitably secured 
to the rear wall 16 adjacent its ends. The bight portions 
78 of the loops are spaced from the wall so as to receive 
a belt or other fastening member for fastening the box 
onto the waistband of the trousers. The opposed legs 
80 of the loops are formed with opposed holes 82 to 
receive safety pins 84 for fastening the box to the Waist 
band of the trousers without the use of a belt or the like. 

In use, the compartments in the box body 12 and in 
the covers 42 and 44 are filled with fishing equipment 
and bait needed for a fishing expedition and the box is 
then fastened to the waistband of the trousers of the 
fisherman by either passing the belt through the loops 26 
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or by inserting the shanks 86 of the pins 84 through the 
material of the Waistband. The covers 42 and 44 can 
readily be opened by manually unlatching them from 
the latches 70. 

In FIG. 8, a fishing box 10' embodying a modified 
form of the invention is Shown. This boX 10' differs 
from box 10 merely in providing separate latches 90 
and 92 on front and rear walls 14' and 16' for the covers 
42' and 44', respectively. Latch 90 is formed similarly 
to latch 70 on front wall 14' and snaps into a slot 94 in 
flange 50' of cover 42'. Latch 92 is also formed simi 
larly to latch 70 on front wall 16' and snaps into a slot 
96 in flange 50' of cover 44", the flange 50' being 
slightly wider than fiange 50' of cover 42'. 

FIG. 9 illustrates a fishing box 10” similar to box 16 
except that the cover 44' is larger than the cover 42'' 
and the latches 70' on the front 14' and rear Wall (not 
shown) are formed in line with the free end of cover 
42'. 

In FIG. 10, a fishing box 10' embodying still an 
other modified form of the invention is shown. Box 
10” is compartmented similarly to box 10 but is pro 
vided with sliding cover units 42' and 44' in place of 
the hinged covers 42 and 44 of box 10. In box 10', the 
end walls 18” of the box body 12' are formed with op 
posed inwardly extending projections 100, on the top 
edges thereof, the projections and top edges defining 
U-shaped notches 102. Rectangular shaped frames 104 
are slidable over the top edges of the front and rear 
walls 14” and 16”, in opposite directions, the inner 
ends of the frames adapted to abut. The bottom ends of 
the sides of the frames are formed with grooves 106 there 
along and with rails 108 below the grooves, the grooves 
being adapted to receive the projections 100 on the end 
walls 18” and the rails 108 being adapted to ride in the 
notches 102 in the end Walls 18'''. 
The opening in each frame i04 is adapted to be closed 

by a sliding closure plate 110 formed with a projecting 
side rail 112 along its bottom side edges slidable in op 
posed grooves 114 formed in the inner sides of the frame 
164. Each closure plate 10 is formed with a recess 116 
adjacent its outer end for receiving a finger of the oper 
ator to facilitate movement of the closure plate. 

In use, access may be had to the interior of the boX 
10' by merely sliding the closure plates 100 outwardly 
but if desired, the cover units 42” and 44' may be re 
moved by sliding them outwardly. 

Referring now to the modification of the invention 
shown in FIGS. 12 to 18, inclusive, the fishing box 10a 
herein consists of a hollow rectangular slightly curved 
body 12a having a front wall 14a, rear Wall 16a, and 
walls 18a, 18a and bottom wall 13a. The top of the 
box is closed by opposed hinged covers 42a and 44a 
formed integrally with top wall sections 20a, 121a. 
The top edges of the front and rear walls 14a and i6a 
are formed with pairs of closely spaced notches 122, 
122 in order to receive depending lugs 124, 124, on the 
hinged covers. The covers 42a and 44a swing open and 
closed in the direction of the arrows in FIG. 12. The 
box body 12a is formed with a single inner compartment 
126. 
End partition walls 128 and 130 divide the interior 

compartment 126 from narrow compartments 130 and 
132 at the ends of the body. Intersecting vertical and 
horizontal slots 134 and 136 respectively are formed in 
the end walls 18a and top wall sections 120 and 121, 
communicating with the compartments 130 and 32. 
Another horizontally disposed slot 138 is formed in each 
end wall 18a and continues into a similarly disposed slot 
140 in the front wall 14a, slot 140 terminating in a 
rounded terminal 142. A similar rounded terminal 145 
is formed in rear wall 16a opposite hole 142 intersecting 
slot 140. Slots 38 and 140 communciate with the com 
partiments 36 and 132 and are in alignment with the 
bottom of vertical slots 134, Flanges 143 depend from 
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4 
the under surfaces of the top wall sections 120 and 121 
in line with the Tounded terminals 142. A hole 144 is 
formed in each end wall 18a in line with slot 138 out 
wardly of vertical slot 134, to receive a set screw 146. 
Holes are formed in the top wall sections 120 and 121 
to receive soft rubber detents 148 at the ends of flanges 
142. Slides 149 are mounted in the slots 138 and have 
shanks 150 slidable along the inner edges of the flanges 
143. Latch members 152 are pivotally mounted on pivot 
pins 154 in the front walls 14a in line with the round 
terminals 142. The latch membersare formed with en 
larged head portions 156 adapted to cover and close the 
terminals 142 and are formed with angular eXtensions 
158 adapted to contact the end walls 18a to limit in 
ward swinging movement of the latches. U-Shaped 
loops 76a are mounted on the rear wall 16a for attaching 
the box to a beltwornby the fisherman. 

In use, fishing equipment is mounted in the compart 
ment 26 of the box, the covers 42a and 44a swinging 
upwardly and outwardly in the direction of the arrows 
of FIG. 12 to permit insertion and removal thereof. A 
supply of weighted sinkers 160 is stored in compartment 
130 and a similar supply of weighted sinkers 162 of larger 
dimensions is stored in compartiment 132. The sinkers 
160 and 162 are substantially spherical in shape With a 
slot 164 radiating from the center of each sinker. The 
sinkers are fed into the compartments 130 and 132 
through the round terminals 142 in front Wall 14a and 
pushed along the fianges 143 which open the slots 164 
and guide the sinkers therealong, the slides 149 having 
first been removed from the slots 138. When the sinkers 
are mounted on the flanges 143, the slides 149 are re 
inserted outwardly of the sinker nearest the front wall 
i4a asseen in FIG. 13 so that the sinkers may be shoved 
along the flanges 143 and the innermost sinker nearest 
rearwall 16a shoved off of the flange 143 to a position op 
posite the set screw 146. The end of the fishing line 166 
is then threaded through the vertical slot 134 and horizon 
tal slot 140 and into the slot 164 in the sinker 160 or 162 
to the base of said slot whereupon the screw 146 is set 
upon pressing the walls and edges of the slot 164 in the 
sinker into contact with each other thereby clamping the 
sinker onto the line. With the sinker thus clamped to 
the line, the sinker and line are pulled through the round 
hole 45 in the rear Wall 16a. 
The sinkers 162 in compartment 132 are larger than 

sinkers 160 in compartment 130 so that a larger slide 
149 is shown for shoving the sinkers along the flange 143. 
When the compartments 130 and 132 are fully loaded 

with sinkers, the latching devices 152 are swungto closed 
position as shown at the right hand side of FIG. 12. 

In FIGS. 16 to 18, inclusive, a modified form of set 
screw 146x for clamping the sinkers 160x onto the line 
166x is shown, The end edge of the shank of the screw 
is formed with a dished face 170 so that a larger con 
tacting area is provided for pressing against the sinker 
to close the Walls and edges of the slot around the line. 
When pressure on the set screw is relieved, the sinker may 
be pulled outwardly of the rear wall 16x through hole 
145x therein, and the line may be removed from the 
compartment upwardly through the slots 140x and 134x 
in the direction of the arrows in FIG. 17. 
While I have illustrated and described the preferred 

embodiments of my invention, it is to be understood that 
I do not limit myself to the precise constructions herein 
disclosed and that various changes and modifications may 
be made within the scope of the invention as defined in 
the appended claims. 

Having thus described the invention, what I claim as 
new, and desire to secure by United States Letters Patent 
S: 

1. A fishing box comprising an elongated rectangular 
shaped hollow body open at the top end divided into a 
single central compartment and a plurality of end com 
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partments, a pair of hinged covers closing the open top, 
and latching means for holding the covers in closed posi 
tion, including a latch member integral with one of the 
long walls of the body, said covers having notches re 
ceiving portions of said latch member forreleasably hold 
ing the covers in closed position. 

2. A fishing box comprising an elongated rectangular 
shaped hollow body open at the top end divided into a 
single central compartment and a plurality of end com 
partments, a pair of hinged covers closing the open top, 
and latching means for holding the covers in closed posi 
tion, including a latch member integral with one of the 
long walls of the body, said covers having notches re 
ceiving portions of said latch member for releasably hold 
ing the covers in closed position, said covers having com 
partments interiorly thereof. 

3. A fishing box comprising an elongated rectangular 
shaped hollow body open at the top end divided into a 
single central compartment and a plurality of end com 
partments, a pair of hinged covers closing the open top, 
and latching means for holding the covers in closed posi 
tion, including a latch member integral with one of the 
long walls of the body, said covers having notches re 
ceiving portions of said latch member for releasably hold 
ing the covers in closed position, said covers having com 
partments interiorly thereof, and closure plates hingedly 
carried by the covers for closing the compartments 
therein. 

4. A fishing box comprising an elongated rectangular 
shaped hollow body open at the top end divided into a 
single central compartment and a plurality of end com 
partments, a pair of hinged covers closing the open top, 
and latching means for holding the covers in closed posi 
tion, including a latch member integral with one of the 
long walls of the body, said covers having notches re 
ceiving portions of said latch member for releasably 
holding the covers in closed position, said covers having 
compartments interiorly thereof, and closure plates hing 
edly carried by the covers for closing the compartments 
therein, and means for supporting the box body on an 
article of clothingwornby a fisherman. 

5. A fishing box comprising an elongated rectangular 
shaped hollow body open at the top end divided into a 
single central compartment and a plurality of end com 
partments, a pair of hinged covers closing the open top, 
and latching means for holding the covers in closed posi 
tion, including a latch member integral with one of the 
long walls of the body, said covers having notches re 
ceiving portions of said latch member for releasably 
holding the covers in closed position, said covers having 
compartments interiorly thereof, and closure plates 
hingedly carried by the covers for closing the compart 
ments therein, and means for supporting the box body on 
an article of clothing worn by a fisherman, including 
spaced loops on a longwall of the box body. 

6. A fishing box comprising an elongated rectangular 
shaped hollow body open at the top and divided into a 
single central compartment and a plurality of end com 
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partments, a pair of hinged covers closing the open top, 
and latching means for holding the covers in closed posi 
tion, including a latch member integral with one of the 
long walls of the body, said covers having notches re 
ceiving portions of said latch member for releasably 
holding the covers in closed position, said covers having 
compartments interiorly thereof, and closure plates 
hingedly carried by the covers for closing the compart 
ments therein, and means for supporting the box body on 
an article of clothing worn by a fisherman, including 
spaced loops on a long wall of the box body, and safety 
pins carried by said loops. 

7. A fishing box comprising an elongated rectangular 
shaped hollow body having a bottom wall, slightly curved 
front and rear side walls and end walls and being open 
at the top, partition walls between the side and end walls 
dividing the interior of the body into a single central 
compartment and a plurality of end compartments, covers 
hinged to the end walls closing the top ends of the com 
partments, and means for latching the covers to the side 
Walls, said covers having compartments interiorly there 
of, and closure plates hingedly carried by the covers 
for closing the compartments therein, and loops carried 
by the rear side wall for receiving a flexible member for 
attaching the body to an article of clothing worn by a 
fisherman, and safety pins carried by the loops for inser 
tion into the material of an article of clothing wornby a 
fisherman for supporting the box body thereon. 

8. A fishing box comprising an elongated rectangular 
shaped hollow body open at the top and divided into a 
plurality of compartments, a pair of hinged covers clos 
ing the open top, and latching means for holding the cov 
ers in closed position, said means including a latch mem 
ber integral with one of the long walls of the body re 
mote from the middle thereof, said covers having notches 
adapted to interlock with portions of said latch member. 
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