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Description

[0001] The present invention relates to high strength ultrahigh molecular weight polyolefin fibers having improved UV
stability and the use thereof in, for instance, ropes and fishing nets.
[0002] Although ultrahigh molecular weight polyolefin fibers such as high performance polyethylene (HPPE) fibers are
generally considered to be relatively stable when exposed to UV, under certain circumstances such fibers may show a
loss in tenacity as a result of weathering, which in turn may lead to a reduced life time. These circumstances can in
particular occur when such fibers are used in ropes or in fishing lines or fishing nets.
[0003] In US5246988 it is described how to make a heat and oxidation stable article where a nitrogen-containing
antioxidant is included in a carrier which is a lubricant. Such heat and oxidation stable coatings are not always suitable
to improve stability or resistance to UV radiation. Moreover, there is a need to improve the coating compositions used
therein.
[0004] US 2010/007119 describes a fabric or a yarn comprised of oxidized polyacrylonitrile which is at least partially
coated with a cured silicon polymer resin. The silicon polymer resin may be blended with UV stabilizers such as a
benzophenone in an amount of from 0.3 to 10 parts by weight of the silicone polymer. The silicon polymer coating may
be applied to the yarn or fabric in an amount of about 5 wt% to 200 wt% of the original yarn or fabric. JP 3 249 289 also
provides a generic disclosure on ropes made from ultrahigh molecular weight polyolefin fibers and coated with a ther-
mosetting or thermoplastic resin that may contain a UV-absorber. It was however observed that the stability to UV
irradiation of the products of US 2010/007119 or JP 3 249 289 can still be optimized.
[0005] A further method to improve the UV stability of a polymeric yarn is to use fibers containing a filler having UV
stabilisation properties instead of using fibers coated with a coating containing a UV stabilizer. Such a method is for
example described in JP 5 287 680 A wherein it is disclosed a method of spinning a fiber from a composition containing
a polymer blended with a UV stabilizer. However, it was noticed that the UV stabilisation of yarns obtained by such
methods can also be further optimized.
[0006] The present invention provides an ultrahigh molecular weight polyolefin fiber coated with a coating composition,
wherein the coating composition contains a UV stabilizer, characterized in that the amount of UV stabilizer is between
2 wt% and 80 wt.% compared to the total weight of the coating composition based on solids and wherein the coating
composition comprises a cross-linked silicone polymer as a carrier for the UV stabilizer. Preferably, said amount of UV
stabilizer is at least 5 wt%, more preferably at least 10 wt %, even more preferably at least 20 wt%, most preferably at
least 30 wt%. Preferably, said amount of UV stabilizer is at most 75 wt%, more preferably at most 70 wt %, even more
preferably at most 65 wt%, most preferably at most 60 wt.%. The weight of the fibers before and after coating followed
by drying if necessary is measured to calculate the amount or the weight of the preferably dried coating composition.
Preferably, the amount of the coating composition compared to the total weight of the ultrahigh molecular weight polyolefin
fiber and based on solids is at least 1 wt %, more preferably at least 4 wt%, most preferably at least 8 wt%. Preferably,
said amount of the coating composition is at most 20 wt%, more preferably at most 17 wt%, most preferably at most 15
wt %. In a preferred embodiment, a rope is provided comprising ultrahigh molecular weight polyolefin fibers, wherein
the amount of the coating composition compared to the total weight of the rope and based on solids is at between 1 wt
% and 30 wt%, more preferably between 2 wt% and 15 wt%. In a further preferred embodiment, a rope is provided, said
rope comprising the coated ultrahigh molecular weight polyolefin fibers of the invention, wherein the amount of the
coating composition compared to the total weight of the rope and based on solids is at between 1 wt % and 30 wt%,
more preferably between 2 wt% and 15 wt%.
[0007] The advantage of applying the UV absorber in the coating of the fiber is that the stabiliser protects the fiber
against the influence of UV light without having an effect on the mechanical properties of the fiber. Most importantly it
was observed that the fibers of the invention may show an improved retention of their mechanical properties and in
particular of their tenacity. Moreover, the use of such an absorber does not affect the manufacturing process of the fiber
in any way. For the present invention the terms "UV stabilizer" and "UV absorber" are interchangeably used.
[0008] In the embodiments of the invention, the UV stabiliser is preferably present in an amount of from 2 wt% to 80
wt.% compared to the total weight of the coating composition, based on solids, i.e. the dry coating composition. Preferably
the amount is from 5 wt% to 60 wt.% of stabiliser.
[0009] Preferred UV absorbers used in accordance with the invention are compounds that absorb UV radiation such
that the UV radiation interacts less with the polymer used to manufacture the fibers. Preferred stabilisers absorb UV in
the range of 290 to 400 nm. The stabilisers according to the invention can be organic or inorganic absorbers.
[0010] Examples of inorganic stabilisers are carbon black, titanium dioxide (TiO2), ZnO and CeO2.
[0011] Examples of organic stabilisers are those falling in the classes of hydroxybenzophenones, hydroxyphenylben-
zotriazoles, oxalanilides, phenyl esters, benzooxazinones, cyanoacrylates, formamidine, benzylidene malonates and
hydroxyphenyl triazines.
[0012] Examples of UV stabilisers suitable for the invention are for instance described in EP 0 697 481 A2,
WO2006/082145, WO2009/060043 and WO2007/08814.
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[0013] Further examples of hydroxybenzophenones are 2-Hydroxy-4-n-octoxybenzophenone; 2-Hydroxy-4-methoxy-
benzophenone; 2-Hydroxy-4-n-dodecyloxy-benzophenone; 2,4-Dihydroxybenzophenone;2-Propenoic acid, 2-(4-ben-
zoyl-3-hydroxyphenoxy)ethyl ester; Methanone, [2-hydroxy-4-(phenylmethoxy)phenyl]phenyl-; 2,2’-Dihydroxy-4-meth-
oxybenzophenone; 2,2’,4,4’-Tetrahydroxy benzophenone; 2,2’-Dihydroxy-4,4’-dimethoxybenzophenone; Poly-4-(2-
acryloyloxyethoxy)-2-hydroxybenzophenone; Bis-(2-methoxy-4-hydroxy-5-benzoylphenyl)-methane; Methanone,
[3-(2,4-dihydroxybenzoyl)phenyl][2-hydroxy-4-(2-propenyloxy)phenyl]-; 2,2-Dihydroxy-4,4’-dimethoxy-benzophenone-
5,5’-bis-(sodiumsulphonate); 2-Hydroxy-4-methoxy-benzophenone-5-sulfonic acid; Methanone, [2-hydroxy-4-(2-hy-
droxyethoxy)phenyl]phenyl-; Mixture of 2,2’,4,4’-tetrahydroxybenzophenone and 2,2’-dihydroxy-4,4’-
dimethoxybenzophenone ; 1,4-bis(4-benzoyl-3-hydroxyphenoxy)-butane; 2-Butenoic acid, 2-(4-benzoyl-3-hydroxyphe-
noxy)-1-[(4-benzoyl-3-hydroxyphenoxy)methyl]ethyl ester.
[0014] Further examples of hydroxyphenylbenzotriazoles are 2-(2’-Hydroxy-3’,5’-di-t-butyl-phenyl)-benzotriazole;
2-(2’-Hydroxy-3’-t-butyl-5’-methylphenyl)-5-chlorobenzotriazole; Phenol, 2-(5-chloro-2H-benzotriazol-2-yl)-4,6-bis-(1,1-
dimethylethyl)-; 2-(2’-Hydroxy-3,5’-di-t-amylphenyl) benzotriazole; Phenol, 2-(2H-benzotriazol-2-yl)-4-methyl- ; Phenol,
2-(2H-benzotriazol-2-yl)-4-(1,1-dimethylethyl)-; Phenol, 2-(2H-benzotriazol-2-yl)-4-(1,1,3,3-tetramethylbutyl)-; Benzene
propanoic acid, 3-(2H-benzotriazole-2-yl)-5-(1,1-dimethylethyl)-4-hydroxy-1,6-hexanediylester; Bis[2-hydroxy-5-t-octyl-
3-(benzotriazol-2-yl)phenyl]methane; 2-[2-Hydroxy-3,5-di(1,1-dimethylbenzyl)phenyl]2H-benzotriazole; 2-[2-Hydroxy-
3-(3,4,5,6-tetrahydrophthalimidomethyl)-5-methylphenyl]benzotriazole; Bis[2-hydroxy-5-methyl-3-(benzotriazol-2-
yl)phenyl]methane; 2(2’-Hydroxy-5-metacrylyloxyethylphenyl)2H-benzotriazole; Phenol, 2-(2H-benzotriazol-2-yl)-
4-(1,1-dimethylethyl)-6-(2-methylpropyl)-; Isomer mixture from the alkylation of 2-(2H-benzotriazole-2-yl)-p-cresol with
dodecane; a-[3-[3-(2H-Benzotriazole-2-yl)-5-(1,1-dimethylethel_-4-hydroxyphenyl]-1-oxopropyl]-ω-hydrxypoly(oxox-
1,2-etahediyl); α-[3-[3-(2H-Benzotriazole-2-yl)-5-(1,1-dimethylethyl)-4-hydroxyphenyl]-1-oxopropyl]-ω-[3-[3-(2H-Ben-
zotriazole-2-yl)-5-(1,1-dimethylethyl)-4-hydroxyphenyl]-1-oxopropoxy]]poly(oxy-1,2-etanediyl); Benzenepropanoic acid,
3-(2H-benzotriazol-2-yl)-5-(1,1- dimethylethyl)-4-hydroxy- C7-9-branched and linear alkyl esters;2-(2H-Benzotriazol-2-
yl)-6-(1-methyl-1- phenylethyl)4-(1,1,3,3-tetramethylbutyl)phenol; 2-(2’-Hydroxy-5’-(2-hydroxyethyl))-benzotriazole;
2-(2-hydroxy-4-octyloxyphenyl)- 2H-benzotriazole; Sodium Benzotriazolyl Butylphenol Sulfonate; Octyl-3-[3-tert-butyl-
4-hydroxy-5-(5-chloro-2H-benzotriazole-2-yl)fenyl]propionaat ;2-Ethylhexyl-3-[3-tertbutyl-4-hydroxy-5-(5-chloro-2H-
benzotriazole-2yl) phenyl]propionaat; Phenol, 2-(2H-benzotriazol-2-yl)-6-[[3-(1,1-dimethylethyl)-2-hydroxy-5-methyl-
phenyl]methyl]-4-(1,1,3,3-tetramethylbutyl)-.
[0015] Further examples of oxalanilides are 2-Ethoxy-5-t-butyl-2’-ethyl-oxalanilide; 2-Ethyl, 2’-ethoxy-oxalanilide; N-(2-
ethoxy-phenyl)-N’-(4-iso-dodecylphenyl)-ethanediamin.
[0016] Further examples of phenyl esters are 4-t-Butyl-phenyl-salicylate; 2,4-Di-t-butylphenyl 3,5-di-t-butyl-4-hydroxy-
benzoate; Benzoic acid, 2-hydroxy-, phenyl ester.
[0017] Further examples of Benzooxazinones are 2.2’-(1,4-Phenylene)bis[4H-3,1-benzoxazin-4-one.
[0018] Examples of cyanoacrylates are Ethyl 2-cyano-3,3-diphenylacrylate; 2-Ethylhexyl 2-cyano-3,3-diphenylacr-
ylate; 1,3-bis-[2’-cyano-3’,3-diphenylacryloyl)oxy]-2,2-bis-{[2-cyano- 3’,3’-diphenylacryloyl)oxy]methyl}propane.
[0019] Further examples include N-(p-Ethoxy-carbonylphenyl)-N’-methyl-N’-phenylformamidine; N-(p-Ethoxy-carbo-
nylphenyl)-N’-ethyl-N’-phenylformamidine, and 2-Propenoic acid, 3-(4-methoxyphenyl)-, 2-ethylhexyl ester; Propanedi-
oic acid, [(4-methoxyphenyl)-methylene]-dimethyl ester; Tetra-ethyl-2,2’-(1,4-phenylene-dimethylidene)-bismalonate.
[0020] Examples of hydroxyphenyl triazines are 2-[4,6-Diphenyl-1,3,5-triazin-2-yl]-5-(hexyl)oxy-phenol; Propanoic ac-
id, 2-[4-[4,6-bis([1,1’-biphenyl]-4-yl)-1,3,5-triazin-2-yl]-3-hydroxyphenoxy]-, isooctyl ester; Phenol, 2-[4,6-bis(2,4-dimeth-
ylphenyl)-1,3,5-triazin-2-yl]-5-(octyloxy)- ; 2-[4-[(2-Hydroxy-3-(2’-ethyl)hexyl)oxy]-2-hydroxyphenyl]-4,6- bis(2,4-dimeth-
ylphenyl)-1,3,5-triazine;: 2-[4-[(2-Hydroxy-3-dodecyloxypropyl)oxy]-2-hydroxyphenyl]-4,6-bis(2,4- dimethylphenyl)-
1,3,5-triazine; 2-[4-[(2-Hydroxy-3-tridecyloxypropyl)oxy]-2-hydroxyphenyl]-4,6-bis(2,4- dimethylphenyl)-1,3,5-triazine;
2,4-Bis[2-hydroxy-4-butoxyphenyl]-6-(2,4-dibutoxyphenyl)-1,3,5-triazine; 5,5’-Bis(2-ethylhexyloxy)-2,2’-[6-(4-methoxy-
phenyl)-1,3,5-triazine-2,4-diyl]diphenol; Propanoic acid, 2,2’,2"-[1,3,5-triazine-2,4,6-triyltris[(3-hydroxy-4,1-phe-
nylene)oxy]]tris-, 1,1’,1"-trioctyl ester;
[0021] Most preferred compounds are those with the structures as shown below:
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[0022] According to a preferred aspect of the invention the coating composition containing the UV absorber further
comprises a carrier.
[0023] The carrier can be any known coating for ultrahigh molecular weight polyolefin fibers or high strength fibers
such as a wax, a polyacrylate coating, a polyurethane coating or silicone coating.
[0024] The coating composition used in accordance with the invention comprises a cross-linked silicone polymer as
a carrier for the UV stabilizer.
[0025] In particular, the invention provides an ultrahigh molecular weight polyolefin fiber or a high strength fiber as
described above wherein the coating comprises a cross-linked silicone polymer as a carrier for the UV stabiliser.
[0026] Such a coating is for instance described in unpublished patent application PCT/EP2010/060813.
[0027] In the present invention, the coating on the ultrahigh molecular weight polyolefin fiber is preferably obtained by
applying a coating composition comprising a cross-linkable silicone polymer. After the application of the coating com-
position to the fibers, the coating composition may be cured, e.g. by heating to cause cross-linking of the cross-linkable
silicone polymer. The cross-linking may also be induced by any other suitable methods known to the skilled person. The
temperature for curing the coating composition is from 20 to 200 °C, preferably from 50 to 170 °C, more preferably 120
to 150 °C. The curing temperature should not be too low, for the curing to be effective. Should the curing temperature
become too high, there is a risk that the ultrahigh molecular weight polyolefin fiber or the high strength fiber deteriorates
and loses its strength.
[0028] The weight of the fibers before and after coating followed by curing is measured to calculate the weight of the
cross-linked coating. For a fiber, the weight of the cross-linked coating is 1 to 20 wt.%, based on the total weight of the
fiber, preferably 1 to 10 wt.%. For a rope, preferably, the weight of the cross-linked coating is 1 to 30 wt.% based on the
total weight of rope and coating, preferably 2 to 15 wt.%.
[0029] The degree of the cross-linking may be controlled. The degree of the cross-linking may be controlled by e.g.
the temperature or the time period of the heating. The degree of the cross-linking, if performed in other ways, may be
controlled in methods known to the skilled person. The measurement of the degree of the cross-linking may be performed
as follows:

The fibers provided with the (at least partially) cross-linked coating is dipped in a solvent. The solvent is chosen
with which the extractables (mainly monomers)groups in the polymer would dissolve which are not cross-linked and
the cross-linked network would not dissolve. A preferred solvent is hexane. By weighing the rope or the fibers after
the dipping in such a solvent, the weight of the non-cross-linked portion can be determined and the ratio of the cross-
linked silicone to the extractables can be calculated.

[0030] The preferred degree of cross-linking is at least 30%, i.e. at least 30 wt%, based on the total weight of the
coating, of the coating remains on the fibers or rope after extraction with the solvent. More preferably the degree of
cross-linking is at least 50%. The maximum degree of cross-linking is about 100%.
[0031] Preferably, the cross-linkable silicone polymer comprises a silicone polymer having a reactive end-group. It
was found that a cross-linking in the endgroups of the silicone polymer results in a good bending resistance. A silicone
polymer which is cross-linked at the end groups rather than at the branches in the repeating unit results in a less rigid
coating. Without being limited thereto, the inventors attribute the improved properties of the rope to the less rigid structure
of the coating.
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[0032] Preferably, the cross-linkable end-group is an alkylene end group, more preferably a C2-C6 alkylene end group.
In particular the end group is a vinyl group or a hexenyl group. In general, a vinyl group is preferred.
[0033] Preferably, the cross-linkable silicone polymer has the formula:

CH2=CH-(Si(CH3)2-O)n-CH=CH2 (1)

wherein n is a number from 2 to 200, preferably from 10 to 100, more preferably from 20 to 50.
[0034] Preferably, the coating composition further contains a cross-linker. The cross-linker preferably has the formula:

Si(CH3)3-O-(SiCH3H-O)m-Si(CH3)3 (2)

wherein m is a number n is a number from 2 to 200, preferably from 10 to 100, more preferably from 20 to 50.
[0035] Preferably, the coating composition further comprises a metal catalyst for cross-linking the cross-linkable silicone
polymer, the metal catalyst preferably being a platinum, palladium or rhodium, more preferably platinum metal complex
catalyst. Such catalysts are know to the skilled person.
[0036] Preferably, the coating composition is a multi-component silicone system comprising a first emulsion comprising
the cross-linkable silicone polymer and the cross-linker and a second emulsion comprising the cross-linkable silicone
polymer and the metal catalyst.
[0037] Preferably, the weight ratio between the first emulsion and the second emulsion is from about 100:1 to about
100:30, preferably 100:5 to 100:20, more preferably 100:7 to 100:15.
[0038] The coating compositions as described above are known in the art. They are often referred to as addition-
curing silicone coatings or coating emulsions. The cross-linking or curing takes place when the vinyl end groups react
with the SiH group of the cross-linker.
[0039] Examples of such coatings are Dehesive® 430 (cross-linker) and Dehesive® 440 (catalyst) from Wacker Sili-
cones; Silcolease® Emulsion 912 and Silcolease® catalyst 913 from Bluestar Silicones; and Syl-off ® 7950 Emulsion
Coating and Syl-off ® 7922 Catalyst Emulsion from Dow Corning.
[0040] The UV stabiliser of the invention can be included in the carrier composition prior to cross-linking.
[0041] Within the context of the present invention, fibers are understood to mean elongated bodies of indefinite length
and with length dimension much greater than width and thickness. In one embodiment, the term fiber includes a body
chosen from the group consisting of a monofilament, a multifilament yarn, a ribbon, a strip or tape. The fiber can have
a regular or an irregular cross-section. The term fibers also includes a plurality of any one or combination of the above.
[0042] Thus, the coating according to the invention can be applied to a single fiber or filament, but also to a bundle of
more than one fiber, also referred to as a yarn.
[0043] Fibers having the form of monofilaments or tape-like fibers can be of varying titer, but typically have a titer in
the range of 10 to several thousand dtex, preferably in the range of 100 to 2500 dtex, more preferably 200-2000 dtex.
Multi-filament yarns contain a plurality of filaments having a titer typically in the 0.2 - 25 dtex range, preferably about
0.5-20 dtex. The titer of a multifilament yarn may also vary widely, for example from 50 to several thousand dtex, but is
preferably in the range of about 200-4000 dtex, more preferably 300-3000 dtex.
[0044] With high strength fibers for use in the invention are meant having a tenacity of at least 1.5 N/tex, more preferably
at least 2.0 N/tex, even more preferably at least 2.5 N/tex, most preferably at least 3.0 N/tex. In case of ultrahigh molecular
weight polyolefin fibers, said fibers preferably have a tenacity of at least 2.0 N/tex, more preferably at least 2.5 N/tex,
most preferably at least 3.0 N/tex. Tensile strength, also simply referred to as strength, or tenacity of filaments are
determined by known methods, as based on ASTM D2256-97. Generally such high-strength polymeric filaments or
ultrahigh molecular weight polyolefin fibers also have a high tensile modulus, e.g. at least 50 N/tex, preferably at least
75, 100 or even at least 125 N/tex.
[0045] Examples of high strength fibers are fibers manufactured from polyaramides, e.g. poly(p-phenylene terephtha-
lamide) (known as Kevlar®); poly(tetrafluoroethylene) (PTFE); aromatic copolyamid (co-poly-(paraphenylene/3,4’-oxy-
diphenylene terephthalamide)) (known as Technora®); poly{2,6-diimidazo-[4,5b-4’,5’e]pyridinylene-1,4(2,5-dihy-
droxy)phenylene} (known as M5); poly(p-phenylene-2, 6-benzobisoxazole) (PBO) (known as Zylon®); thermotropic liquid
crystal polymers (LCP) as known from e.g. US 4,384,016. but also polyolefins such as polyethylene or polypropylene,
e.g. homopolymers and copolymers of polyethylene or polypropylene. Also combinations of fibers manufactured from
the above referred polymers can be used in the rope of the invention. Preferred high-strength fibers are fibers of poly-
ethylene, polyaramides or LCP.
[0046] A preferred example of ultrahigh molecular weight polyolefin fibers is ultrahigh molecular weight polyethylene
fibers.
[0047] Most preferred fibers are high performance polyethylene (HPPE) fibers. HPPE fibers are herein understood to
be fibers made from ultra-high molar mass polyethylene (also called ultra-high molecular weight polyethylene; UHMWPE),
and having a tenacity of at least 1.5 N/tex, preferably at least 2.0 N/tex, more preferably at least 2.5 N/tex or even at
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least 3.0 N/tex. There is no reason for an upper limit of tenacity of HPPE fibers as HPPE fibers having a tenacity of about
5 or 6 N/tex are also available. The HPPE fibers also have a high tensile modulus, e.g. of at least 75 N/tex, preferably
at least 100 N/tex or at least 125 N/tex. HPPE fibers are also referred to as high-modulus polyethylene fibers.
[0048] In a preferred embodiment, the HPPE fibers in the invention are one or more multi-filament yarns.
[0049] HPPE fibers, filaments and multi-filament yarn, can be prepared by spinning of a solution of UHMWPE in a
suitable solvent into gel fibers and drawing the fibers before, during and/or after partial or complete removal of the
solvent; that is via a so-called gel-spinning process. Gel spinning of a solution of UHMWPE is well known to the skilled
person; and is described in numerous publications, including EP 0205960 A, EP 0213208 A1, US 4413110, GB 2042414
A, EP 0200547 B1, EP 0472114 B1, WO 01/73173 A1, and in Advanced Fiber Spinning Technology, Ed. T. Nakajima,
Woodhead Publ. Ltd (1994), ISBN 1-855-73182-7, and in references cited therein.
[0050] HPPE fibers, filaments and multi-filament yarn can also be prepared by melt-spinning of UHMWPE, although
the mechanical properties such as tenacity are more limited compared to HPPE fibers made by the gel-spinning process.
The upper limit of the molecular weight of the UHMWPE which can be melt-spun is lower than the limit with the gel-
spinning process. The melt-spinning process is widely known in the art, and involves heating a PE composition to form
a PE melt, extruding the PE melt, cooling the extruded melt to obtain a solidified PE, and drawing the solidified PE at
least once. The process is mentioned e.g. in EP1445356A1 and EP1743659A1, which are incorporated herein by
reference.
[0051] UHMWPE is understood to be polyethylene having an intrinsic viscosity (IV, as measured on solution in decalin
at 135°C) of at least 5 dl/g, preferably of between about 8 and 40 dl/g. Intrinsic viscosity is a measure for molar mass
(also called molecular weight) that can more easily be determined than actual molar mass parameters like Mn and Mw.
There are several empirical relations between IV and Mw, but such relation is dependent on molar mass distribution.
Based on the equation Mw = 5.37 * 104 [IV]1.37 (see EP 0504954 A1) an IV of 8 dl/g would be equivalent to Mw of about
930 kg/mol. Preferably, the UHMWPE is a linear polyethylene with less than one branch per 100 carbon atoms, and
preferably less than one branch per 300 carbon atoms; a branch or side chain or chain branch usually containing at
least 10 carbon atoms. The linear polyethylene may further contain up to 5 mol% of one or more comonomers, such as
alkenes like propylene, butene, pentene, 4-methylpentene or octene.
[0052] In one embodiment, the UHMWPE contains a small amount, preferably at least 0.2, or at least 0.3 per 1000
carbon atoms, of relatively small groups as pending side groups, preferably a C1-C4 alkyl group. Such a fiber shows
an advantageous combination of high strength and creep resistance. Too large a side group, or too high an amount of
side groups, however, negatively affects the process of making fibers. For this reason, the UHMWPE preferably contains
methyl or ethyl side groups, more preferably methyl side groups. The amount of side groups is preferably at most 20,
more preferably at most 10, 5 or at most 3 per 1000 carbon atoms.
[0053] The HPPE according to the invention may further contain small amounts, generally less than 5 mass%, preferably
less than 3 mass% of customary additives, such as anti-oxidants, thermal stabilisers, colorants, flow promoters, etc.
The UHMWPE can be a single polymer grade, but also a mixture of two or more different polyethylene grades, e.g.
differing in IV or molar mass distribution, and/or type and number of comonomers or side groups.
[0054] The ultrahigh molecular weight polyolefin fibers or the high strength fibers of the invention can be used in any
application where such fibers are normally applied. In particular the fibers of the invention can be used in ropes, fishing
lines and nets.
[0055] Although the invention is here described as a fiber with a coating, according to another embodiment, the coating
can also be applied to an article containing the fibers, such as a rope or fishing net. Thus, the invention also relates to
an article, preferably a rope or fishing net, coated with a coating composition, wherein the coating composition contains
a UV absorber. Preferred embodiments of UV absorber and of the coating composition are as described above.
[0056] Methods of making a rope or fishing net are known to the skilled person.
[0057] The invention is further illustrated by the Examples below.

Analytical methods

Weathering

[0058] The samples were UV-tested according to ISO 4982-2 against their untreated reference yarns over a maximum
of 120 days. The time until tenacity decreased with 50% was determined.

Mechanical properties

[0059] Tensile properties were determined on a Zwick 1435, according to ASTM D 2256.
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Examples

[0060] A coating composition was prepared from a first emulsion comprising a reactive silicone polymer preformulated
with a cross-linker and a second emulsion comprising a silicone polymer and a metal catalyst. The first emulsion was
an emulsion available from Dow Corning containing 30.0-60.0 wt% of dimethylvinyl-terminated dimethyl siloxane and
1.0-5.0 wt% of dimethyl, methylhydrogen siloxane (Syl-off ® 7950 Emulsion Coating). The second emulsion was an
emulsion available from Dow Corning containing 30.0-60.0 wt% of dimethylvinyl-terminated dimethyl siloxane and a
platinum catalyst (Syl-off ® 7922 Catalyst Emulsion). The first emulsion and the second emulsion were mixed at a weight
ratio of 8.3:1.
[0061] A third solution is prepared of water and the UV stabiliser, or if the UV stabiliser is in itself a water based solution,
this is used as is. The mixture of first emulsion and second emulsion is diluted with this third solution to a predetermined
solid content (see Table 1). The amount of UV stabiliser can be determined by adjusting the amount of third solution added.
[0062] HPPE fibers, delivered by DSM in the Netherlands as Dyneema ® SK 75, 1760dtex, were dipped in the coating
composition at room temperature. The fibers were heated in an oven at a temperature of 120°C so that cross linking
takes place.

[0063] It can be seen from the examples above that the addition of stabiliser significantly improves the time until
tenacity is reduced when the fiber is exposed to UV radiation.

Claims

1. An ultrahigh molecular weight polyolefin fiber coated with a coating composition, wherein the coating composition
contains a UV stabilizer, characterized in that the amount of UV stabilizer is between 2 wt% and 80 wt.% compared
to the total weight of the coating composition based on solids and wherein the coating composition comprises a
cross-linked silicone polymer as a carrier for the UV stabilizer.

2. The fiber according to claim 1, wherein the UV absorber is capable of absorbing UV radiation in the range of 290
to 400 nm.

3. The fiber according to claim 1 or 2, wherein the UV absorber is selected from the group consisting of hydroxyben-
zophenones, hydroxyphenylbenzotriazoles, oxalanilides, phenyl esters, benzooxazinones, cyanoacrylates, forma-

Table 1

Example
Silicone coating 
wt.%

Stabiliser 
type

Stabiliser in final dried 
coating wt.%

Time until tenacity is 
reduced with 50% Hours

Comparative A 0 None -- 1618

Comparative B 4 None -- 1618

Comparative C 8 None -- 1618

1 4 Tinuvin 
477-DW®*

10 2747

2 4 Tinuvin 
477-DW®

20 2049

3 4 Tinuvin 
477-DW®

30 2747

4 8 Tinuvin 
477-DW®

10 2500

5 8 Tinuvin 
477-DW®

20 2750

6 8 Tinuvin 
477-DW®

30 3250

*Obtainable from Ciba Inc.
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midine, benzylidene malonates and hydroxyphenyl triazines or combinations thereof.

4. The fiber according to claim 3, wherein the UV stabiliser isselected from hydroxybenzotriazoles and hydroxyphenyl
triazines.

5. The fiber according to claim 4, wherein the UV stabliliser is a compound having the formula:

6. The fiber according to any of the preceding claims, made of ultrahigh molecular weight polyethylene (UHMWPE)
having an intrinsic viscosity of at least 5 dl/g determined in decalin at 135 °C.

7. The fiber according to any of the preceding claims, wherein the degree of cross-linking of the cross-linked silicone
polymer is at least 20%.

8. The fiber according to any of the preceding claims, wherein the coating comprising the cross-linked silicone polymer
is obtained by applying to the fiber, a coating composition comprising a cross-linkable silicone polymer; and
cross-linking the cross-linkable silicone polymer.

9. The fiber according to claim 8, wherein the cross-linkable silicone polymer comprises a silicone polymer having a
cross-linkable end-group, preferably an C2-C6 alkylene end group.

10. The fiber according to claim 8 or 9, wherein the cross-linkable silicone polymer has the formula:

CH2=CH-(Si(CH3)2O)n-CH=CH2 (1)

wherein n is a number from 2 to 200.

11. The fiber according to any one of claims 8 to 10, wherein the coating composition further comprises a cross-linker
having the formula:

Si(CH3)3O-(SiCH3HO)m-Si(CH3)3 (2)

wherein m is a number of 2 to 200.

12. The fiber according to any one of claims 8 to 11, wherein the coating composition further comprises a platinum catalyst.

13. Use of a fiber according to any of claims 1 to 12 for making a rope or a fishing net.

14. An article, preferably a rope or fishing net, containing the fiber of any of the claims 1 to 12.

Patentansprüche

1. Faser aus ultrahochmolekularem Polyolefin, die mit einer Beschichtungszusammensetzung beschichtet ist, wobei
die Beschichtungszusammensetzung einen UV-Stabilisator enthält, dadurch gekennzeichnet, dass die Menge
an UV-Stabilisator zwischen 2 Gew.-% und 80 Gew.-% im Vergleich zum Gesamtgewicht der Beschichtungszu-
sammensetzung auf Feststoffbasis liegt, und wobei die Beschichtungszusammensetzung ein vernetztes Silikonpo-
lymer als Träger für den UV-Stabilisator umfasst.
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2. Faser nach Anspruch 1, wobei der UV-Absorber zur Adsorption von UV-Strahlung im Bereich von 290 bis 400 nm
fähig ist.

3. Faser nach Anspruch 1 oder 2, wobei der UV-Absorber aus der Gruppe bestehend aus Hydroxybenzophenonen,
Hydroxyphenylbenzotriazolen, Oxalaniliden, Phenylestern, Benzooxazinonen, Cyanacrylaten, Formamidinen, Ben-
zylidenmalonaten und Hydroxyphenyltriazinen oder Kombinationen davon ausgewählt ist.

4. Faser nach Anspruch 3, wobei der UV-Stabilisator aus Hydroxybenzotriazolen und Hydroxyphenyltriazinen ausge-
wählt ist.

5. Faser nach Anspruch 4, wobei es sich bei dem UV-Stabilisator um eine Verbindung der Formel:

handelt.

6. Faser nach einem der vorhergehenden Ansprüche aus ultrahochmolekularem Polyethylen (UHMWPE) mit einer in
Decalin bei 135°C bestimmten intrinsischen Viskosität von mindestens 5 dl/g.

7. Faser nach einem der vorhergehenden Ansprüche, wobei der Vernetzungsgrad des vernetzten Silikonpolymers
mindestens 20% beträgt.

8. Faser nach einem der vorhergehenden Ansprüche, wobei die Beschichtung, die das vernetzte Silikonpolymer um-
fasst, durch
Aufbringen einer Beschichtungszusammensetzung, die ein vernetzbares Silikonpolymer umfasst, auf die Faser und
Vernetzen des vernetzbaren Silikonpolymers erhalten wird.

9. Faser nach Anspruch 8, wobei das vernetzbare Silikonpolymer ein Silikonpolymer mit einer vernetzbaren Endgruppe,
vorzugsweise einer C2-C6-Alkylen-Endgruppe, umfasst.

10. Faser nach Anspruch 8 oder 9, wobei das vernetzbare Silikonpolymer die Formel:

CH2=CH-(Si(CH3)2O)n-CH=CH2 (1)

aufweist, wobei n für eine Zahl von 2 bis 200 steht.

11. Faser nach einem der Ansprüche 8 bis 10, wobei die Beschichtungszusammensetzung ferner einen Vernetzer der
Formel:

Si(CH3)3O-(SiCH3HO)m-Si(CH3)3 (2)

umfasst, wobei m für eine Zahl von 2 bis 200 steht.

12. Faser nach einem der Ansprüche 8 bis 11, wobei die Beschichtungszusammensetzung ferner einen Platinkatalysator
umfasst.

13. Verwendung einer Faser nach einem der Ansprüche 1 bis 12 zur Herstellung eines Seils oder eines Fischnetzes.

14. Artikel, vorzugsweise Seil oder Fischnetz, der die Faser nach einem der Ansprüche 1 bis 12 enthält.
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Revendications

1. Fibre de polyoléfine à ultra-haute masse moléculaire revêtue d’une composition de revêtement, dans laquelle la
composition de revêtement contient un stabilisant aux UV, caractérisée en ce que la quantité de stabilisant aux
UV est de 2 % en poids à 80 % en poids relativement au poids total de la composition de revêtement sur la base
des solides et dans laquelle la composition de revêtement comprend un polymère de silicone réticulé comme support
pour le stabilisant aux UV.

2. Fibre selon la revendication 1, dans laquelle l’absorbeur d’UV est capable d’absorber le rayonnement UV dans la
plage de 290 à 400 nm.

3. Fibre selon la revendication 1 ou 2, dans laquelle l’absorbeur d’UV est sélectionné dans le groupe constitué des
hydroxybenzophénones, des hydroxyphénylbenzotriazoles, des oxalanilides, des esters phényliques, des ben-
zooxazinones, des cyanoacrylates, de la formamidine, des malonates de benzylidène et des hydroxyphényltriazines
ou de combinaisons de ceux-ci.

4. Fibre selon la revendication 3, dans laquelle le stabilisant aux UV est sélectionné parmi les hydroxybenzotriazoles
et les hydroxyphényltriazines.

5. Fibre selon la revendication 4, dans laquelle le stabilisant aux UV est un composé ayant la formule :

6. Fibre selon l’une quelconque des revendications précédentes, constituée de polyéthylène à ultra-haute masse
moléculaire (UHMWPE) ayant une viscosité intrinsèque d’au moins 5 dl/g, déterminée dans de la décaline à 135 °C.

7. Fibre selon l’une quelconque des revendications précédentes, dans laquelle le degré de réticulation du polymère
de silicone réticulé est d’au moins 20 %.

8. Fibre selon l’une quelconque des revendications précédentes, dans laquelle le revêtement comprenant le polymère
de silicone réticulé est obtenu par application sur la fibre d’une composition de revêtement comprenant un polymère
de silicone réticulable ; et
réticulation du polymère de silicone réticulable.

9. Fibre selon la revendication 8, dans laquelle le polymère de silicone réticulable comprend un polymère de silicone
comportant un groupe terminal réticulable, préférablement un groupe terminal alkylène C2-C6.

10. Fibre selon la revendication 8 ou 9, dans laquelle le polymère de silicone réticulable a la formule :

CH2=CH-(Si(CH3)2O)n-CH=CH2 (1)

dans laquelle n est un nombre de 2 à 200.

11. Fibre selon l’une quelconque des revendications 8 à 10, dans laquelle la composition de revêtement comprend en
outre un agent de réticulation ayant la formule :

Si(CH3)3O-(SiCH3HO)m-Si(CH3)3 (2)

dans laquelle m est un nombre de 2 à 200.
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12. Fibre selon l’une quelconque des revendications 8 à 11, dans laquelle la composition de revêtement comprend en
outre un catalyseur contenant du platine.

13. Utilisation d’une fibre selon l’une quelconque des revendications 1 à 12 pour fabriquer une corde ou un filet de pêche.

14. Article, préférablement une corde ou un filet de pêche, contenant la fibre selon l’une quelconque des revendications
1 à 12.
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