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UNITED STATES PATENT OFFICE. 

RUFUS A. WILDER, OF CRESSONA, PENNSYLVANIA. 

ELECTRIC APPARATUS FOR USE ON RAILWAY-TRAINs. 

SPECIFICATION forming part of Letters Patent No. 464,090, dated December 1, 1891. 
Application filed January 9, 1891, Serial No, 377,258, (No model.) 

To all, whom, it may concern. 
Be it known that I, RUFUSA. WILDER, a 

citizen of the United States, and a resident of 
Cressona, in the county of Schuylkill, in the 
State of Pennsylvania, have invented a new 
and useful Improvement in Electric Appa 
ratus for Utilizing the Potential Energy of 
Railway-Trains, of which the following is a 
specification. 

This invention consists in what may be 
termed a “combination-tender' for the steam 
locomotive of a railway-train, the saihe em 
bodying certain novel combinations of parts, 
as hereinafter set forth and claimed. 
The primary object of the invention, as ex 

pressed in its title, is to utilize the potential 
energy of railway-trains by means of electric 
apparatus. Means for doing this to a limited 
extent, as for braking and lighting purposes, 
have heretofore been proposed. 
An object of the present invention is to 

utilize, as fully as practicable, the energy 
otherwise Wasted on descending grades and 
straight and level track to assist the locomo 
tive in hauling the train up the next ascend 
ing grade or grades and to overcome the re 
sistance of curves, 
Another object is to confine all alterations 

to the tender, which may be utilized for car 
lying all the electric apparatus without neces 
sarily reducing to any extent its capacity for 
carrying fuel and Water for the locomotive, 
one or more of the axles of the tender being 
adapted to drive a dynamo, which is operated 
wholly by the force of the moving train and 
converts the surplus train energy into elec 
tricity and stores the same in suitable storage 
batteries or accumulators, while the wheels of 
one or more other axles of the tender are con 
verted into driving or traction wheels, from 
which the power or traintenergy so stored by 
such dynamo can be utilized at Will through 
an electric motor to assist the locomotive. 
Another object of the invention is to facili 

tate clutching and unclutching the dynamo 
at will, so that the tender-axle by which it is 
driven may be wholly relieved from driving 
strain when the dynamo is not at work, and 
to prevent slipping when the dynamo is 
coupled to the axle. 
Another object is to permanently connect 

the electric motor with the locomotive and 

with the supplemental traction - wheels to 
which the motor is geared, so that the motor 
will not have to be started up every time it is 
needed, but simply to be energized through 
the medium of a suitable reversing-gear, Such 
reversing-gear being also preferably of novel 
construction, as hereinafter set forth. 
Two sheets of drawings accompany this 

specification as part thereof. 
Figure 1 of these drawings is a side eleva 

tion of a portion of a railway-train, illustrat 
ing this invention. Fig. 2 is a plan of the 
same. Fig. 3 is a detail view, partly in verti 
cal transverse section in the plane of the rear 
axle of the tender, illustrating the dynamo 
clutch. Fig. 4 is a like view, partly in sec 
tion in a vertical longitudinal plane, illus 
trating the motor-reversing gear; and Fig. 5 
is a diagram illustrating the several electric 
connections of the apparatus as a whole. 

Like letters of reference indicate corre 
sponding parts in the Several figures. 
A, Figs. 1 and 2, represents an ordinary 

steam-locomotive, the only addition to which 
is a steam-pipe C, having a stop-cock b, which 
is preferably located within the locomotive 
cab, and a flexible hose connection c, of any ap 
proved description, leading rearwardly there 
from. 
B represents my combination-tender, here 

inafter more particularly described, and C 
represents one or more cars coupled to the 
locomotive through the medium of Said tender 
and completing a railway-train. 
The particular tender shown at B has a 

water-tank d, of H shape in plan, a space e 
for the electric apparatus at rear similar to 
the customary fuel-space f at front, with a 
central filling-neck g in the transverse con 
necting portion of the tank, and with a hood 
h, extending rearwardly from said connect 
ing portion over said space e to form a cab 
for inclosing the electric apparatus and ac 
commodating an attendant therefor. I do not 
limit myself to this particular arrangement; 
but for clearness the electric apparatuts will 
be hereinafter described as disposed within 
said cab in the manner represented in Figs, 1 
and 2. Within said space e a dynamo D and 
an electric motor E are Securely bolted to the 
floor of the tender and connected through 
suitable openings in said floor with two of 
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the tender-axles beneath, through the medium, 
respectively, of a speed-increasing traint and 
a power-increasing train t, of chain-gearing, 
for example, for which any suitable transmit 
ting-gear may be substituted. A storage-bat 
tery of a Sufficient number of cells is conven 
iently supported within the hood l in two 
equal sections F F, located upon the respect 
ive rear ends of the tank cl, so as to balance 
each other. A clutch-lever G, extending down 
Ward through an opening in the tender-floor i, 
a Small direct-acting steam-engine H, the cyl 
inder of which is conveniently supported upon 
the adjacent rear end of the tank d for actuat 
ing said lever, a pair of electric contact-makers 
II, Figs. 3 and 5, an electric switch J, con 
trolling the motor-circuit, a reversing-gear K, 
combined with the motor E, and a hand-lever 
I, with its appurtenances for actuating said 
reversing - gear, are also conveniently ar 
ranged within the tender-cab, as represented. 
The dynamo D, together with the speed-in 
creasing traint, through the medium of which 
it is actuated, may be of any approved make 
and Organization, except that said train pref 
erably includes an electro-magnetic friction 
clutch carried directly by the tender-axle a', 
from which said dynamo is driven, as shown 
in Fig. 3. This clutch comprises a cone-sleeve 
i, of soft iron, which slides upon a central 
splined portion of said axle a', to which it is 
fitted, and is shifted by said clutch-lever G, 
a clutch-box k, of soft iron, integral or united 
with the first wheel t', Figs. 3, of said traint, 
Figs. 1 and 2, concentric there with and fitted 
to the cone end of said sleeve j, and insulated 
electric coils i' k', surrounding the respective 
parts of the clutch, said first wheel t' and 
clutch-box k being loose on the axle C', as re 
gards rotation, when they are not clutched 
thereto by said cone-sleeve j, which rotates 
continuously with the axle. 
ver G turns on a pivot l, Fig. 3, and the con 
nection between the same and the piston of 
said small engine H comprises a slot n, for 
example, in the lever. The cylinder of said 
small engine H receives steam from the loco 
motive-boiler through said pipe ct, cock b, and 
hose connection c, Figs. 1 and 2, and a pipe in, 
Fig. 2, on the tender, to which said hose con 
nection is coupled. The admission and ex 
haust of steam to and from said cylinder may 
be controlled by a suitable three-way cock o, 
actuated by a hand-lever p, Fig. 2, or in any 
approved way. r 
The contact-makers II represent ordinary 

electric details for successively (or simul 
taneously) closing the dynamo-circuit and the 
circuit through which the clutch-coils i' lic' 
are energized when the clutch j k is closed. 
In the example as illustrated in Figs. 3 and 
5 the coaction of the clutch-lever G with said 
contact-maker I opens the dynamo-circuit 
that is to say, the circuit which connects the 
dynamo-commutator q, Figs. 2 and 5, with the 
storage-battery FF when the dynamo is un 

Said clutch-le 
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soon as the lever G is moved to clutch the 
dynamo, and upon the completion of the 
clutching movement of the lever G by the 
small engine II said lever coacts with the 110'- 
mally - open contact-maker I to close the 
clutch - circuit. The clutch - circuit may ill 
stead be independent, so that the coils need 
only be energized when the power of the 
small engine is insufficient, or may be adapted 
to fully open and close the clutch alone, or a 
larger clutching-engine may be employed, so 
as to dispense with the clutch - coils; but a 
suitable combination of these devices is pre 
ferred. 
The switch J represents ordinary electric 

devices for putting the motor-commutator 7', 
Figs. 4. and 5, into circuit with one or more 
sections of the storage-battery F Fat Will 
and for cutting out the motor E when its as 
sistance is not required. This may be effected 
in the manner represented in Fig. 5 or in any 
approved way. 
The reversing-gear K is shown in full lines 

in Fig. 4 in a neutral position, which it should 
occupy when the motor E is cut out by means 
of the switch J, as represented in Fig. 5 and 
in dotted lines in one of its two alternative 
positions for energizing the motor. The novel 
reversing-gear so represented comprises a pair 
of sliding brush-holders a u, supported and 
guited, for example, by pairs of Screws within 
slots in the respective holders and each pro 
vided with a pair of brushes b'l', those for 
simultaneous use, as b' b', being diagonally 
opposite each other. Each holder is further 
provided with central wire-attaching devices 

n°. The holders are preferably vertical 
and are connected at their upper ends by 
spiral springs is with the lateral arms of a T 
shaped lever w, which turns on a pivot p' and 
in the aforesaid arrangement is connected by 
a rod ' with said hand-lever L. Insulato's 
i' are introduced in customary manner Whel'- 
ever they are required, as at the ends of said 
arms of said lever at'. Said hand-lever I is 
pivoted at ac, Fig. 4, adjacent to a notched 
sector-stand ), and is provided with a detent 
2 to engage with the respective notches of 
said stand in the respective positions of the 
reversing-gear. When the hand-lever is in 
its central position, as shown in full lines in 
Fig. 4, all the brushes are out of contact with 
the motor-commutator, the motor being Sup 
posed to be out of circuit, as in Fig. 5, as 
aforesaid. In the dotted-line position of the 
hand-lever the brushes ly' l' are pressed 
against the periphery of the commutator , 
and in its reverse position said brushes l' 
are retracted and the brushes b U are 
pressed against the periphery of the com 
mutator. In either case the spiral springs 
S render the pressure of the brushes elastic 
and adapt them to be themselves more rigid 
than would otherwise be practicable. When 
the motor-circuit is closed by means of the 
switch J or its equivalent and the appro 

clutched, as shown-and closes said circuit as priate brushes, as 'b', are brought into co 
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tact with the motor-commutator , as above, 
the power stored in the battery F For its 
equivalent accumulator, or in that portion of 
the same which is so brought into circuit, is 
exerted in aid of the locomotive A through 
the electric motor E, power-transmitting train 
t, and traction-wheels, with which one or more, 
and preferably two, central axles C. Ct. of the 
tender are provided, such wheels or their 
axles, as in the example, when more than one 
axle is so provided being suitably connected, 
as by cranks c' and pitmen p', Fig. 1. The 
front axle C. of the tender may conveniently 
he mounted in a “pony-truck,” or provision 
may be made in any other approved way for 
the aucommodation of the tender-wheels as a 
whole to curves in the track. 

Details which have not been specified may 
be of any approved description, and I do not 
limit my respective claims as to mechanical 
or electrical details and accessories, except 
as therein stated. 
As a modification of the within-described 

system a separate dynamo or dynamos may 
be employed on any part or parts of the train 
and connected by suitable conductors with 
the storage-battery on the tender, the tender 
in this case to carry the battery, motor, and 
controlling and transmitting mechanisms, 
with or without an additional dynamo, as may 
be desired. 
Eaving thus described the said improve 

ment, I claim as my invention and desire to 
patent under this specification 

1. In a railway-train, the combination, with 
the main traction-wheels and their motor or 
motors, of supplemental traction-wheels on 
one or more axles, and apparatus for convert 
ing the surplus energy of the locomotive and 
train into electricity, storing the same, and 
applying it at Will through the medium of 
such supplemental traction-wheels to assist 
the locomotive, substantially as hereinbefore 
specified. 

2. In a railway-train, the combination, with 
the locomotive and cars, of a tender having 
traction-wheels on one or more of its axles 
and provided with apparatus for converting 
the surplus energy of the locomotive and train 
into electricity, storing the same, and apply 
ing it at will through the medium of such 
traction-wheels to assist the locomotive, sub 
stantially as hereinbefore specified. 

3. In a railway-train, the combination, with 
the locomotive and cars, of a tender having a 

fiction-clutch on one of its axles, a Speed-in 
creasing train of suitable gearing, the first 
wheel of which is attachable at will to Said 
axle by said clutch, a dynamo driven by Said 
speed-increasing train, a lever for shifting the 
sliding member of the clutch, a small direct 
acting steam-engine coupled to said level for 
actuating the same, and a steam-conduit Con 
necting the locomotive-boiler with the cylin 
der of said engine, substantially as hereinbe 
fore specified. 

4. In a railway-train, the combination, with 
an electro-magnetic friction-clutch on One of 
the axles of a speed-increasing train, of Suit 
able gearing the first wheel of which is at 
tachable at will to said axle by said clutch, a 
dynamo driven by said speed-increasing train, 
a storage-battery or accumulator in circuit 
with said dynamo, and an electric circuit and 
accessories for connecting said battery or a C 
cumulator with said clutch at will, substan 
tially as hereinbefore specified. 

5. In a railway-train, the combination of a 
splined rotary axle provided with an electro 
magnetic friction-clutch, a speed-increasing 
train the first wheel of which is attachable at 
will to said axle by said clutch, a dynamo 
driven by said speed-increasing train, a stol 
age-battery or accumulator in circuit with said 
dynamo, a steam-actuated lever for shifting 
the sliding member of said clutch, and elec 
trical connections for energizing the coils of 
the closed or partly closed clutch, substan 
tially as hereinbefore specified. 

6. In a railway-train, the combination, With 
the main traction-wheels and their motor or 
motors, of supplemental traction-wheels on 
one or more axles, an electric motor for a S 
sisting the locomotive, means for supplying 
the same with electricity at will, and a power 
transmitting train of suitable gearing perma 
nently connecting said electric motor With 
said supplemental traction-wheels, Substan 
tially as hereinbefore specified. 

7. The combination, in the motor-reversing 
gear, of sliding brush-holders, a T-shaped 
lever for shifting said holders, and spiral 
springs connecting said lever with the respect 
ive holders, substantially as hereinbefore 
specified. 

RUFUS A. WILDER. 
Witnesses: 

STEWART G. FRISBIE, 
W. E. STITZER. 
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