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(57) ABSTRACT 

Devices, methods and systems are provided for occluding an 
opening within the tissue of a body, such as a left atrial 
appendage. In one embodiment, a delivery system for use in 
occluding an opening in the tissue of a body includes an 
actuation assembly operatively coupled to a medical device 
including an anchor portion and an occluder portion. The 
actuation assembly is configured to move the anchor portion 
between a deployed state and retracted state while the 
occluder portion maintains a deployed state. With this 
arrangement, the deployed occluder portion can be visualized 
via imaging at a preferred position prior to deploying the 
anchor portion of the medical device. 

  



Patent Application Publication Dec. 13, 2012 Sheet 1 of 44 US 2012/0316584 A1 

s 

  



Patent Application Publication Dec. 13, 2012 Sheet 2 of 44 US 2012/0316584 A1 

FIG 3 

  



Patent Application Publication Dec. 13, 2012 Sheet 3 of 44 US 2012/0316584 A1 

108 

- 
48 

54 
52 

116 2O 16 \ 102 90 94 y 
46 92 

(N)\| Ns -8 (NERS 
114 

7 -86 

1012 SETE u-82 = N-80 
-3 es N 11O Zak 84 

1O6 1OO 96 1OO 
1O2 94 98 

FIG. 3B 

  



Patent Application Publication Dec. 13, 2012 Sheet 4 of 44 US 2012/0316584 A1 

120 

FIG. 4A 

FIG. 4B 

  



Patent Application Publication Dec. 13, 2012 Sheet 5 of 44 US 2012/0316584 A1 

FIG. 4C 

FIG. 4D 

  

  



Patent Application Publication Dec. 13, 2012 Sheet 6 of 44 US 2012/0316584 A1 

FIG. 5A 

42 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 7 of 44 Patent Application Publication 

Q CN **** 

F.G. 6B F.G. 6A 

FIG. 6C 

  



Patent Application Publication Dec. 13, 2012 Sheet 8 of 44 US 2012/0316584 A1 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 9 of 44 Patent Application Publication 

  



Patent Application Publication Dec. 13, 2012 Sheet 10 of 44 US 2012/0316584 A1 

302 

306 

a261 

3O4 

FIG. 9A 3OO 

302 

306 

FIG. 9B 

  

  

  

  

  



Patent Application Publication Dec. 13, 2012 Sheet 11 of 44 US 2012/0316584 A1 

324 

FIG. 1 OB 

  



Patent Application Publication Dec. 13, 2012 Sheet 12 of 44 US 2012/0316584 A1 

F.G. 1 1A 

FIG. 11C 

  



Patent Application Publication Dec. 13, 2012 Sheet 13 of 44 US 2012/0316584 A1 

FIG, 12A 

FIG. 12B 

  



Patent Application Publication Dec. 13, 2012 Sheet 14 of 44 US 2012/0316584 A1 

362C 362a - 

396 

FIG. 13 

  



Patent Application Publication Dec. 13, 2012 Sheet 15 of 44 US 2012/0316584 A1 

350 
S 

368 
426 426 428 - 

430 360 
350 NA 

SA ASD JO) 429 

436 2 
424 360 422 368 428 

432 

% 350 

F.G. 14A 

FIG. 14B 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 16 of 44 Patent Application Publication 

426 

442 

FIG. 15 

FIG. 16 

  



Patent Application Publication Dec. 13, 2012 Sheet 17 of 44 US 2012/0316584 A1 

51O 

FIG. 17B 

  





Patent Application Publication Dec. 13, 2012 Sheet 19 of 44 US 2012/0316584 A1 

52O 

FIG. 19 

  



Patent Application Publication Dec. 13, 2012 Sheet 20 of 44 US 2012/0316584 A1 

FIG. 20A 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 21 of 44 Patent Application Publication 

zog~~zog-º^cos 
Z09 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 22 of 44 Patent Application Publication 

  

  

  

  



Patent Application Publication Dec. 13, 2012 Sheet 23 of 44 US 2012/0316584 A1 

<O?za? "50|-|| Ø<!<<<<<<<<<<<<<<<<<<<<<<\ No. No.é +/9 44XZZZZZZZZZZÒ zaez </[^^ ^ ^ ^ ^ ^ ^ ^W^ X 

089 

    

  

  

  

  

  

  

  

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 24 of 44 Patent Application Publication 

NSXy 

3 

Re Ns 
PN 

SC (S)NCO SY 

N 
N 

OO 
8 
& 

O 
GN 

9. 
l 

A. 
NYS 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 25 of 44 Patent Application Publication 

      

  

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 26 of 44 Patent Application Publication 

  



US 2012/0316584 A1 Patent Application Publication Dec. 13, 2012 Sheet 27 of 44 

  

  



Dec. 13, 2012 Sheet 28 of 44 US 2012/0316584 A1 Patent Application Publication 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 29 of 44 Patent Application Publication 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 30 of 44 Patent Application Publication 

G09 

  



Patent Application Publication Dec. 13, 2012 Sheet 31 of 44 US 2012/0316584 A1 

FIG. 41 

FIG. 41A 

  

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 32 of 44 Patent Application Publication 

-------------?No.zzº()zos <&############z@ºººº oro Ž©\Ø? oss 
. º ZN8£8 988 ,4Z98 

  

  

  



Patent Application Publication Dec. 13, 2012 Sheet 33 of 44 US 2012/0316584 A1 

  



Patent Application Publication Dec. 13, 2012 Sheet 34 of 44 US 2012/0316584 A1 

FIG. 47 

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 35 of 44 Patent Application Publication 

  



Patent Application Publication Dec. 13, 2012 Sheet 36 of 44 US 2012/0316584 A1 

FIG. 49 

  



Patent Application Publication 

s 

Dec. 13, 2012 Sheet 37 of 44 US 2012/0316584 A1 

e 

y 

  

    

  

  

    

  

  



Patent Application Publication Dec. 13, 2012 Sheet 38 of 44 US 2012/0316584 A1 

1110 1012 

f ff2 

1004 FIG 51B 

113O 112O 1150 \ 

115O 
1OO6 

  

  



Patent Application Publication Dec. 13, 2012 Sheet 39 of 44 US 2012/0316584 A1 

f r 9s 
se 5 1144. 

1OO6 
1143 1147 

FIG. 52A 

1004 1134 FIG. 52B 

140 115O O12 

t 1750 1130 

1004 1134 FIG. 52C 

  

  



US 2012/0316584 A1 Dec. 13, 2012 Sheet 40 of 44 Patent Application Publication 

    

  

    

  

  

  

  
  
  

  

    

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  



Patent Application Publication 

a 
N Sur 

Dec. 13, 2012 Sheet 41 of 44 

O90 

ZFasia 

NEes 

FIG. 

NXI 

22) 

SNs 

US 2012/0316584 A1 

SN 

1094 

SZTL2 
SNS SRS, 

s 
O64 

56A 

  

  

  

  

  

  

  

  

  

  

    

    

  

  

  

    

    

    

    

  



Patent Application Publication Dec. 13, 2012 Sheet 42 of 44 US 2012/0316584 A1 

58B 

1058 
58A 1098 1030 
O 

26 NCSEs area== : AC-4SE's Oil 

m 61& / A:LEGY) 
ERS N GRS, O66 

NN als; ses XIII T 
'' oso SR S) 1O3O SNS/ tyscae-toss 115 FIG. 58A 1064 1152 

1096 

FIG. 58B 

    

    

  

    

    

  
  



Patent Application Publication 

aZ7777 

2223222 
fi, ŠíS2 

ZZZZZZZ 
1777,7777 

Dec. 13, 2012 Sheet 43 of 44 

1030 

-A 
& 

FIG. 59A 

af 

FIG. 59E3 

S. S. EE2o. 
2NY al 

US 2012/0316584 A1 

168 

  

  

  

    

    

  

  

  

  

  



Patent Application Publication Dec. 13, 2012 Sheet 44 of 44 US 2012/0316584 A1 

GiB S ?ole SS 

sie, Niels 
- A O 

t Oy 

1174 

1050 F.G. 61 

-102 
1176 1066 117O 640 642 1778 2 1054 f. 18O 

IDO 

1050 
F.G. 62 

  

  

  

  

    

    

  

  

  

  



US 2012/03 16584 A1 

MEDICAL DEVICE AND DELIVERY SYSTEM 
FORMODIFICATION OF LEFTATRIAL 
APPENDAGE AND METHODS THEREOF 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application claims benefit to U.S. Provisional 
Patent Application No. 61/477,075, filed on Apr. 19, 2011. 
This application also claims benefit to, and is a continuation 
in-part of, U.S. patent application Ser. No. 12/818,059, filed 
on Jun. 17, 2010, which in turn claims benefit to the following 
U.S. Provisional patent applications: U.S. Provisional Appli 
cation No. 61/345,514, filed on May 17, 2010; U.S. Provi 
sional Application No. 61/325,230, filed on Apr. 16, 2010; 
U.S. Provisional Application No. 61/320,635, filed on Apr. 2, 
2010; U.S. Provisional Application No. 61/294,058, filed on 
Jan. 11, 2010; and U.S. Provisional Application No. 61/218, 
018, filed on Jun. 17, 2009. The disclosures of each applica 
tion listed above are incorporated by reference herein in their 
entireties. 

TECHNICAL FIELD 

0002 The present invention relates generally to the occlu 
sion or modification of tissue openings or appendages and, 
more specifically, to devices, systems and methods for 
occluding or otherwise structurally altering Such openings 
and appendages including, for example, left atrial append 
ageS. 

BACKGROUND 

0003. The upper chambers of the heart, the atria, have 
appendages attached to each of them. For example, the left 
atrial appendage is a feature of all human hearts. The physi 
ologic function of Such appendages is not completely under 
stood, but they do act as a filling reservoir during the normal 
pumping of the heart. The appendages typically protrude 
from theatria and cover an external portion of theatria. Atrial 
appendages differ Substantially from one to another. For 
example, one atrial appendage may be configured as a tapered 
protrusion while another atrial appendage may be configured 
as a re-entrant, sock-like hole. The inner Surface of an 
appendage is conventionally trabeculated with cords of mus 
cular cardiac tissue traversing its Surface with one or multiple 
lobes. 
0004. Theatrial appendages appear to be inert while blood 

is being pumped through them during normal heart function. 
In other words, the appendages don't appear to have a notice 
able effect on blood pumped through them during normal 
heart function. However, in cases of atrial fibrillation, when 
the atria go into arrhythmia, blood may pool and thrombose 
inside of the appendages. Among other things, this can pose a 
stroke risk when it occurs in the left appendage since the 
thrombus may be pumped out of the heart and into the cranial 
circulation once normal sinus rhythm is restored following 
arrhythmia events. 
0005. Historically, appendages have sometimes been 
modified surgically to reduce the risk imposed by atrial fibril 
lation. In recent years devices which may be delivered percu 
taneously into the left atrial appendage have been introduced. 
The basic function of these devices is to exclude the volume 
within the appendage with an implant which then allows 
blood within the appendage to safely thrombose and then to 
be gradually incorporated into cardiac tissue. This process, 
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coupled with the growth of endothelium over the face of the 
device, can leave a smooth, endothelialized surface where the 
appendage is located. In comparison to Surgical procedures, 
devices implanted percutaneously are a less invasive means 
for addressing the problems associated with the left atrial 
appendage. 
0006. However, due to the wide variability of the ostium 
size and Volume of the left atrial appendage, current implant 
able devices conventionally include a structure that cannot 
meet Such variability, resulting in inadequate devices for 
many left atrial appendage anatomies. Further, Such implant 
able devices are substantially limited by the orientation by 
which they can successfully be deployed. As such, it would be 
advantageous to provide a percutaneous system, method and/ 
or device that addresses, for example, the issues of implant 
orientation, the variability in sizes and shapes of the left atrial 
appendage, or all of these, in order to provide high Success in 
left atrial appendage modification. It would also be desirable 
to provided a device, system and method that enable easy 
positioning and repositioning of the device relative to the 
structure being modified or occluded including the position 
ing (or repositioning) of an occluder portion independent of 
other components or features of the device. 
0007. A variety of features and advantages will be appar 
ent to those of ordinary skill in the art upon reading the 
description of various embodiments set forth below. 

BRIEF SUMMARY OF THE INVENTION 

0008 Embodiments of the present invention are directed 
to various devices, systems and methods of occluding an 
opening in the tissue of a body. For example, in one embodi 
ment, a medical device delivery system is provided for 
occluding a left atrial appendage of a heart. The medical 
device delivery system includes a medical device, a delivery 
catheter, and an actuation assembly. The medical device 
includes an occluder portion and an anchor portion each 
independently moveable between a non-deployed position 
and a deployed position. The delivery catheter includes an 
anchor tether extending through a lumen defined through the 
delivery catheter such that the anchor tether is coupled to the 
medical device. The actuation assembly is coupled to a handle 
housing, the actuation assembly including an actuation mem 
ber and an anchor operator. The anchor operator is moveable 
by actuating the actuation member, the anchor operator 
moveable between a proximal position and a distal position 
relative to the handle housing. With this arrangement, upon 
the occluder portion being maintained in the deployed posi 
tion, movement of the anchor operator between the proximal 
position and the distal position moves the anchor portion 
between the non-deployed position and the deployed posi 
tion. 
0009. In another embodiment, the actuation assembly 
includes a float operator. The float operator is moveable by the 
actuation member, the float operator moveable between a 
distal position and a proximal position. As such, upon the 
anchor portion being maintained in the deployed position, 
movement of the float operator from the distal position to the 
proximal position moves the delivery catheter proximally 
relative to the medical device. In another embodiment, actua 
tion of the float operator to the proximal position exposes a 
distal portion of the anchor tether from a distal end of the 
delivery catheter. 
0010. In another embodiment, the actuation assembly 
includes a mode switch movable by the actuation member. 
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The mode switch is moveable between a mode switch first 
position and a mode Switch second position Such that the 
mode switch first position facilitates actuation of the anchor 
operator by the actuation member and the mode Switch sec 
ond position facilitates actuation of the float operator by the 
actuation member. Further, in one embodiment, the mode 
Switch first position locks-out actuation of the float operator. 
In another embodiment, the mode Switch second position 
locks-out actuation of the anchor operator. 
0011. In another embodiment, the delivery catheter 
defines a central lumen and a secondary lumen extending 
longitudinally through the delivery catheter. With such 
lumens, the anchor tether extends through the central lumen 
and an occluder tether extends through the secondary lumen. 
0012. In still another embodiment, the system includes a 
sheath with a lumen extending longitudinally therethrough 
such that the medical device is moveable through the lumen of 
the sheath to advance the medical device to the left atrial 
appendage. In one embodiment, the sheath includes a sheath 
hub at a proximal end of the sheath. Such sheath hub is sized 
and configured to advance the medical device therethrough. 
Further, the sheath hub includes transparent material to 
enable viewability through the sheath hub. In another 
embodiment, the sheath hub includes a valve configuration 
having an open position and a closed position. The open 
position is configured to facilitate advancing the medical 
device through the valve configuration and the closed posi 
tion is configured to prevent back-flow of blood from the 
sheath hub. In another embodiment, such valve configuration 
also can include a transparent material and a fluid port extend 
ing therefrom to allow viewability of air and to facilitate 
pulling the air from the fluid port. 
0013. In another embodiment, the sheath of the medical 
device delivery system is also configured to facilitate the 
deployment functions of the occluder portion. For example, 
the occluder portion of the medical device is distal a distalend 
of the delivery catheter and is moved from the non-deployed 
position to the deployed position by the sheath being moved 
proximally. In another embodiment, the occluder portion is 
moveable between the non-deployed position and the 
deployed position with movement of the sheath. In still 
another embodiment, the anchor portion in the non-deployed 
position is at least partially pulled into and proximal to a distal 
end of the delivery catheter; and the anchor portion in the 
deployed position is moved out of the distal end of the deliv 
ery catheter. In another embodiment, the anchor portion 
includes multiple engaging members extending therefrom 
Such that the engaging members are sized and configured to 
substantially prevent proximal and distal movement of the 
medical device relative to the left atrial appendage. 
0014. In one embodiment, the medical device delivery 
system includes a release assembly. The release assembly 
includes a release knob, a release enable rod, an anchor 
release member, and an occluder release member. The release 
knob is configured to be rotatably movable from a release 
knob first position to a release knob second position, and 
further, the release knob is configured to be linearly moveable 
from the release knob second position to a release knob third 
position. The release enable rod is coupled to the release knob 
and is configured to facilitate the release knob to be moved 
dependent upon a position of the actuation assembly. The 
anchor release member is operatively coupled to the release 
enable rod and is coupled to wires of the anchor tether. The 
occluder release member is coupled to an occluder tether. 
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0015. In another embodiment, movement of the release 
knob from the release knob first position to the release knob 
second position operatively couples the release enable rod to 
the occluder release member. In another embodiment, move 
ment of the release knob from the release knob second posi 
tion to the release knob third position simultaneously moves 
both the anchor release member and the occluder release 
member to facilitate simultaneous detachment of the anchor 
tether and the occluder tether from the medical device. Fur 
ther, in another embodiment, the release enable rod includes 
a flat portion configured to prevent rotation of the release 
knob when the anchor operator is movable by the actuation 
knob. 

0016. In accordance with another embodiment of the 
present invention, a medical device delivery system is pro 
vided for occluding a left atrial appendage of a heart. The 
medical device delivery system includes a medical device, a 
delivery catheter and an actuation assembly. The medical 
device includes an occluder portion and an anchor portion 
such that the anchor portion is configured to be retractable 
with the occluder portion maintained in a deployed position. 
The delivery catheter includes one or more tethers extending 
through one or more lumens defined through the delivery 
catheter and the one or more tethers are coupled to the medi 
cal device. The actuation assembly is coupled to a handle 
housing, the actuation assembly including an actuation mem 
ber and an anchor operator. The anchor operator is moveable 
by the actuation member between one or more proximal 
positions and a distal position. Further, the anchor operator is 
coupled to at least one of the one or more tethers. With this 
arrangement, upon the occluder portion being maintained in 
the deployed position, movement of the anchor operator 
between the one or more proximal positions and the distal 
position moves the anchor portion between a retractable posi 
tion and a deployed position. 
0017. In one embodiment, the anchor portion and the 
occluder portion are configured to be moveable between 
deployed and non-deployed positions independent of each 
other. In another embodiment, the anchor portion in the 
retracted position is at least partially pulled into and proximal 
a distal end of the delivery catheter; and the anchor portion in 
the deployed position is moved out of the distal end of the 
delivery catheter. In still another embodiment, the anchor 
portion includes multiple engaging members extending 
therefrom Such that the engaging members are sized and 
configured to Substantially prevent proximal and distal move 
ment of the medical device relative to the left atrial append 
age. 

0018. In another embodiment, the medical device delivery 
system includes a sheath with a lumen extending longitudi 
nally therethrough such that the medical device is moveable 
through the sheath to advance the medical device to the left 
atrial appendage. In another embodiment, the occluder por 
tion is moveable between a non-deployed position and the 
deployed position with movement of the sheath. Further, in 
another embodiment, the occluder portion is distal to a distal 
end of the delivery catheter and is moved from a non-de 
ployed position to the deployed position by the sheath being 
manually moved proximally. 
0019. In accordance with another embodiment of the 
present invention, a method for occluding a left atrial append 
age of a heart is provided. The method includes advancing a 
delivery catheter and medical device through a sheath to the 
left atrium of a heart and to a distal portion of the sheath, the 
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medical device having an occluder portion and an anchor 
portion independently moveable between a non-deployed 
position and a deployed position; positioning the distal por 
tion of the sheath within the left atrial appendage of the heart 
with both the occluder portion and anchor portion in the 
non-deployed position; withdrawing the sheath relative to the 
medical device to move the occluder portion of the medical 
device from the non-deployed position to the deployed posi 
tion; actuatingaportion of a handle operatively coupled to the 
medical device to move the anchor portion between the non 
deployed position and the deployed position while the 
occluder portion maintains the deployed position; stabilizing 
the medical device in the left atrial appendage with the anchor 
portion engaging tissue in the left atrial appendage in the 
deployed position; and releasing the medical device from the 
delivery catheter in the left atrial appendage. 
0020. In another embodiment, the positioning step 
includes exposing a distal end of the occluder portion from a 
distal tip of the sheath to expose a cushion tip without expos 
ing any metallic portions of a frame of the medical device. In 
another embodiment, the actuating step includes moving an 
actuation element of the handle between a first position and a 
second position that corresponds with the non-deployed posi 
tion and the deployed position of the anchor portion, respec 
tively. Further, the actuating step may include moving the 
actuation element from the second position to a third position 
for locking-out actuation of the anchor portion of the medical 
device and enabling a float mode of the medical device. 
Furthermore, the actuating step may include moving the 
actuation element from the third position to a fourth position 
for withdrawing the delivery catheter relative to the medical 
device to put the medical device in a float mode. 
0021. In another embodiment, the method further includes 
floating the medical device by withdrawing the delivery cath 
eter relative to the medical device to expose tethers coupled to 
the medical device. In another embodiment, the releasing step 
includes rotating a release knob and linearly moving the 
release knob to detach a coupling element from the medical 
device. Further, the stabilizing step includes atraumatically 
engaging tissue with engaging members that Substantially 
minimize movement of the medical device in both a distal 
direction and a proximal direction. In addition, in another 
embodiment, Subsequent to the stabilizing step, the method 
includes modifying a position of the occluder portion in the 
left atrial appendage by actuating the portion of the handle to 
move the anchor portion from the deployed position to the 
non-deployed position. 
0022. In accordance with another embodiment of the 
present invention, a method of occluding a left atrial append 
age of a heart is provided. The method includes: providing a 
medical device having an occluder portion and an anchor 
portion, a handle having an actuating assembly, and a cou 
pling member extending through a delivery catheter between 
the medical device and the actuating assembly of the handle; 
advancing the medical device to the left atrial appendage 
through a sheath; deploying the occluder portion in the left 
atrial appendage by withdrawing the sheath; moving an 
actuation element coupled to the actuation assembly between 
a first hard stop and a second hard stop to move the anchor 
portion between a retracted position and a deployed position 
while the occluder portion maintains a deployed position; 
stabilizing the medical device in the left atrial appendage with 
the anchor portion engaging tissue in the left atrial appendage 
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in the deployed position; and releasing the medical device 
from the delivery catheter in the left atrial appendage. 
0023. In one embodiment, the releasing step includes 
rotating a release knob to enable detachment of the medical 
device, and then linearly moving the release knob to detach 
the medical device from the coupling member extending 
through the delivery catheter. The step of linearly moving the 
release knob may include moving a pin wire and a pull wire 
operatively coupled to the release knob at the handle and 
directly coupled to the medical device. 
0024. In another embodiment, the advancing step includes 
exposing a distal end of the occluder portion from a distal tip 
of the sheath to expose a portion of the occluder portion to 
provide a cushion tip without Substantially exposing any 
metallic portions of a frame of the medical device. Further, 
the advancing step includes atraumatically positioning the 
distal tip of the sheath in the left atrial appendage with the 
cushion tip of the occluder portion exposed at the distal tip of 
the sheath. 
0025. In another embodiment, the step for deploying the 
occluder portion may include movably positioning the 
occluder portion while in a deployed position in the left atrial 
appendage and while the anchor portion is in the retracted 
position. Further, Subsequent to the Stabilizing step, the 
method may include moving the occluder portion to a differ 
ent position in the left atrial appendage by actuating the 
handle to move the anchorportion from the deployed position 
to the retracted position. 
0026. These various embodiments may include other 
components, features or acts as will be apparent from the 
detailed description set forth below. Additionally, other 
embodiments, configurations and processes are set forth 
below in the detailed description of the invention. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

0027. The foregoing and other advantages of the invention 
will become apparent upon reading the following detailed 
description and upon reference to the drawings in which: 
0028 FIG. 1 is a side view of a medical device delivery 
system, according to an embodiment of the present invention; 
0029 FIG. 1A is a side view of a medical device employed 
with the medical device delivery system of FIG. 1, depicting 
the device being implanted in a left atrial appendage, accord 
ing to an embodiment of the present invention; 
0030 FIG. 2 is a perspective view of the medical device of 
FIG. 1A, depicting the medical device in a fully expanded 
position, according to an embodiment of the present inven 
tion; 
0031 FIG.3 is a side view of the medical device of FIG. 2: 
0032 FIG. 3A is a cross-sectional view of the medical 
device of FIG. 3; 
0033 FIG. 3B is an enlarged view of a hub system of FIG. 
3A: 
0034 FIGS. 4A through 4D are side views of the medical 
device of FIGS. 2 and 3, depicting various stages of deploying 
the medical device from the medical device delivery system 
in a left atrial appendage of the heart, according to an embodi 
ment of the present invention; 
0035 FIG. 5A is a side view of an occluder frame segment 
of the medical device, according to an embodiment of the 
present invention; 
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0036 FIG.5B is a side view of the occluder frame segment 
of FIG. 5A coupled to a ring system, according to another 
embodiment of the present invention; 
0037 FIG.5C is a perspective view of an occluder frame, 
according to an embodiment of the present invention; 
0038 FIGS. 6A and 6B are side views of anchor frame 
segments of an anchor System, according to an embodiment 
of the present invention; 
0039 FIG. 6C is a perspective view of an anchor system 
using the frame segments shown in FIGS. 6A and 6B, accord 
ing to an embodiment of the present invention; 
0040 FIGS. 7A and 7B are side views of anchor frame 
segments and occluder frame segments, respectively, accord 
ing to another embodiment of the present invention; 
0041 FIG.7C is a perspective view of a frame of a medical 
device, depicting multiple anchor frame segments and 
occluder frame segments shown in FIGS. 7A and 7B, respec 
tively, according to an embodiment of the present invention; 
0.042 FIG. 8 is a cross-sectional view of the medical 
device of FIG. 7C; 
0043 FIG. 8A is an enlarged cross-sectional view of the 
hub system of the medical device of FIG. 8 also depicting a 
distal portion of the delivery system, according to an embodi 
ment of the present invention; 
0044 FIGS. 9A and 9B are distal and proximal perspec 

tive views of a medical device, according to another embodi 
ment of the present invention; 
0045 FIG. 10A is a side view of an occluder frame seg 
ment of the medical device shown in FIGS. 9A and 9B, 
according to the present invention; 
0046 FIG. 10B is a side view of the occluder frame seg 
ment, depicting a portion of a tissue growth member attached 
to the occluder frame segment, according to the present 
invention; 
0047 FIGS. 11A through 11C are side views of anchor 
frame segments of the medical device shown in FIGS. 9A and 
9B, according to the present invention; 
0048 FIG. 12A is an enlarged view of detail “12A' taken 
from FIG. 11A, depicting engaging members extending from 
the anchor frame segments, according to one embodiment of 
the present invention; 
0049 FIG.12B is another embodiment of an anchor frame 
segment, depicting a wire wrapped around the anchor frame 
segment, according to an embodiment of the present inven 
tion; 
0050 FIG. 13 is a perspective view of an anchor hub 
system, according to an embodiment of the present invention; 
0051 FIGS. 14A and 14B are cross-sectional side views 
of respective anchor frame segments and occluder frame seg 
ments interconnected to a hub system of a medical device 
according to one embodiment of the present invention; 
0052 FIG. 15 is an end view of a ring utilized in the hub 
system of FIG. 14A, according to one embodiment of the 
present invention; 
0053 FIG. 16 is a perspective side view of the medical 
device (without a tissue growth member) of FIGS. 9A and 9B, 
according to the present invention; 
0054 FIGS. 17A and 17B are proximaland distal perspec 
tive views of a medical device, according to another embodi 
ment of the present invention; 
0055 FIGS. 18A and 18B are proximaland distal perspec 
tive views of a medical device depicting multiple tissue 
growth members and layers, according to an embodiment of 
the present invention; 
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0056 FIG. 19 is a cross-sectional view of a portion of the 
medical device, depicting an anchor hub with a hub tissue 
growth member attached thereto, according to an embodi 
ment of the present invention; 
0057 FIG. 20 is a side view of a single anchor segment of 
the anchoring system, depicting a dissolving member provid 
ing Support to anchorportions of the anchor segment, accord 
ing to one embodiment of the present invention; 
0.058 FIG. 20A is an enlarged view of the dissolving 
member coupled to the anchor segment of FIG. 20, according 
to an embodiment of the present invention; 
0059 FIG. 21 is a perspective view of a medical device 
coupled to medical device delivery system, depicting a handle 
system in a first handle position, according to one embodi 
ment of the present invention; 
0060 FIG. 21A is partial perspective view of the medical 
device and medical device delivery system of FIG.21, depict 
ing the medical device with an anchor portion deployed when 
the handle system is in a second handle position, according to 
an embodiment of the present invention; 
0061 FIG.21B is a partial perspective view of the medical 
device and medical device delivery system of FIG.21, depict 
ing the medical device with tethers deployed when the handle 
system is in a third handle position, according to an embodi 
ment of the present invention; 
0062 FIG. 21C is an enlarged cross-sectional view of the 
catheter system, taken along line 21C of FIG. 21, according to 
another embodiment of the present invention; 
0063 FIG.22 is a proximal end view of the handle system 
of FIG. 21, according to an embodiment of the present inven 
tion; 
0064 FIG. 23 is a cross-sectional side view of the handle 
system, taken along line 23 of FIG. 22, depicting the handle 
system in the first handle position, according to an embodi 
ment of the present invention; 
0065 FIG. 23A is a cross-sectional view of the handle 
system, taken along line 23A of FIG. 23, depicting a mode 
Switch of the handle system, according to an embodiment of 
the present invention; 
0.066 FIG. 24 is a cross-sectional bottom view of the 
handle system, taken along line 24 of FIG. 22, depicting the 
handle system in the first handle position, according to an 
embodiment of the present invention; 
0067 FIG. 24A is an enlarged section view of a float 
handle portion of the handle system, taken from detail “24A 
of FIG. 24, according to an embodiment of the present inven 
tion; 
0068 FIG. 24B is an enlarged section view of a occluder 
handle portion of the handle system, taken from detail “24B' 
of FIG. 24, according to an embodiment of the present inven 
tion; 
0069 FIG. 24C is an enlarged section view of an anchor 
handle portion of the handle system, taken from detail “24C 
of FIG. 24, according to an embodiment of the present inven 
tion; 
0070 FIG. 25 is a cross-sectional side view of the handle 
system, depicting the handle system in the second handle 
position, according to another embodiment of the present 
invention; 
(0071 FIG. 25A is a cross-sectional view of the handle 
system, taken along section line “25A of FIG. 25, according 
to an embodiment of the present invention; 
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0072 FIG. 26 is a cross-sectional side view of the handle 
system, depicting the handle system in the third handle posi 
tion, according to an embodiment of the present invention; 
0.073 FIG. 26A is a cross-sectional view of the handle 
system, taken along section line “26A of FIG. 26, according 
to an embodiment of the present invention; 
0074 FIG.27 is a proximal end view of the handle system, 
depicting a release-enable Switch in a released position, 
according to an embodiment of the present invention; 
0075 FIG. 28 is a cross-sectional side view of the handle 
system, taken along section line “28 of FIG. 27, depicting 
the handle system in the released position; 
0.076 FIG. 28A is a cross-sectional view of the handle 
system, taken along section line “28A of FIG. 28; 
0077 FIG. 29 is a cross-sectional bottom view of the 
handle system, taken along section line “29 of FIG. 27. 
depicting the handle system in the released position; 
0078 FIG.30 is an enlarged cross-sectional side view of a 
proximal end portion of the handle system, taken along sec 
tion line “30' of FIG. 22, depicting the end portion of the 
handle system before the released position; 
007.9 FIG.31 is an enlarged perspective view of the proxi 
mal end portion of the handle system, depicting the handle 
system before the released position and without an outer 
housing of the handle system shown; 
0080 FIG.32 is an enlarged cross-sectional side view of a 
proximal end portion of the handle system, taken along sec 
tion line “32 of FIG. 27, depicting the handle system in the 
released position and without an outer housing of the handle 
system shown: 
0081 FIG.33 is an enlarged perspective view of a proxi 
mal portion of anchor handle portion of the handle system, 
depicting the handle system in the released position and with 
out an outer housing of the anchor handle portion shown: 
0082 FIG. 34 is an enlarged perspective view of the 
occluder handle portion of the handle system (without show 
ing the handle outer housing for purposes of clarity and con 
Venience), depicting the occluder handle portion in the non 
released position; 
0083 FIG. 34A is an enlarged perspective view of a por 
tion of an occluder-release slider and release rod, taken from 
detail “34A of FIG. 34: 
0084 FIG. 34B is an enlarged perspective view of a por 
tion of a release rod, taken from detail “34B of FIG. 34: 
I0085 FIG. 35 is an enlarged perspective view of the 
occluder-release slider and release rod (without showing the 
handle outer housing for purposes of clarity and conve 
nience), depicting the occluder-release slider and release rod 
in the released position; 
I0086 FIG. 35A is an enlarged perspective view of a 
release rod and a pawl of the occluder-release slider, taken 
from detail “35A' of FIG.35, according to an embodiment of 
the present invention; 
0087 FIG. 36 is an enlarged cross-sectional view of a 
medical device being pushed through a sheath by a catheter 
system, according to an embodiment of the present invention; 
0088 FIG. 37 is an enlarged cross-sectional view of an 
occluder portion of the medical device being deployed from 
the sheath, according to an embodiment of the present inven 
tion; 
0089 FIG. 38 is an enlarged cross-sectional view of an 
anchor portion with the occluder portion of the medical 
device deployed from the catheter system, according to an 
embodiment of the present invention; 
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0090 FIG.38A is an enlarged cross-sectional view of the 
catheter system and sheath, taken from line 38A, according to 
an embodiment of the present invention; 
0091 FIG. 39 is an enlarged cross-sectional view of an 
interconnection between the medical device and tether wires, 
according to an embodiment of the present invention; 
0092 FIG. 40 is an enlarged cross-sectional view of the 
medical device and tethers deployed from the catheter sys 
tem, according to an embodiment of the present invention; 
0093 FIG. 41 is a partial perspective view of an articulat 
ing catheter, depicting a distal portion of the catheter, accord 
ing to an embodiment of the present invention; 
0094 FIG. 41A is an enlarged perspective view of the 
distal portion of the articulating catheter, taken from section 
41A of FIG. 41, according to an embodiment of the present 
invention; 
0.095 FIG. 42 is a side view of an articulating handle 
system, according to an embodiment of the present invention; 
0096 FIG. 42A is an enlarged cross-sectional view of the 
articulating handle system, taken from line 42A of FIG. 42, 
according to an embodiment of the present invention; 
(0097 FIG. 43 is a perspective view of a flexure member, 
according to an embodiment of the present invention; 
0.098 FIG. 44 is a cross-sectional view of a wire engaging 
member, taken from line 44 of FIG. 42, according to an 
embodiment of the present invention; 
0099 FIG. 45 is a partial cross-sectional view of a medical 
device according to another embodiment of the present inven 
tion; 
0100 FIG. 46 is a partial cross-sectional view of a medical 
device according to yet another embodiment of the present 
invention; 
0101 FIG. 47 is a partial cross-sectional view of a medical 
device according to yet a further embodiment of the present 
invention; 
0102 FIG. 48 is a perspective view of a handle of a medi 
cal device system, illustrating a deployed occluder portion of 
a medical device, according to one embodiment of the present 
invention; 
0103 FIG. 48A is a partial perspective view of the medical 
device system of FIG. 48, illustrating the medical device with 
both the occluder portion and the anchor portion deployed, 
according to an embodiment of the present invention; 
0104 FIG. 48B is a partial perspective view of the medical 
device system of FIG. 48, illustrating the medical device in a 
float mode, according to an embodiment of the present inven 
tion; 
0105 FIG. 48C is a partial perspective view of the medical 
device system of FIG. 48, illustrating the medical device 
detached from the medical device system, according to an 
embodiment of the present invention; 
0106 FIG. 49 is an enlarged partial profile view of an 
anchor loop of the medical device implant, according to an 
embodiment of the present invention; 
0107 FIG.50 is an exploded view of the medical device 
delivery system, according to an embodiment of the present 
invention; 
0.108 FIG. 51A is a perspective view of a loader, illustrat 
ing the loader being pushed over the occluder portion of the 
medical device, according to an embodiment of the present 
invention; 
0109 FIG. 51B is a perspective view of the loader aligned 
with a sheath hub and a sheath, according to an embodiment 
of the present invention; 
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0110 FIG.51C is a perspective view of the loader inserted 
into the sheath hub with a portion of the occluder portion 
exposed at a distal end of the sheath, according to an embodi 
ment of the present invention; 
0111 FIG. 52A is a perspective view of a loader and a 
sheath hub, according to another embodiment of the present 
invention; 
0112 FIG.52B is a perspective view of the loader inserted 
in the sheath hub, according to another embodiment of the 
present invention; 
0113 FIG.52C is a perspective view of the loader inserted 
in the sheath hub with a medical device implant positioned at 
the distal portion of the sheath, according to an embodiment 
of the present invention; 
0114 FIG. 53 is a side view of the handle (upper housing 
removed), illustrating the handle in a first position, according 
to one embodiment of the present invention; 
0115 FIG. 53A is a cross-sectional view of the handle at 
section 53A of FIG. 53, illustrating a first mode switch posi 
tion of a mode Switch, according to an embodiment of the 
present invention; 
0116 FIG. 53B is a cross-sectional view of the handle at 
section 53B of FIG. 53, illustrating a first position of a latch, 
according to an embodiment of the present invention; 
0117 FIG.54 is an endview of the handle depicted in FIG. 
53, according to the present invention: 
0118 FIG. 54A is a cross-sectional view of the handle 
taken along section line 54A of FIG. 54, according to the 
present invention: 
0119 FIG. 54B is an enlarged partial view of the handle 
taken from section 54B of FIG. 54A, according to an embodi 
ment of the present invention; 
0120 FIG.55 is a side view of the handle (upper housing 
removed), illustrating the handle in a second position, accord 
ing to another embodiment of the present invention; 
0121 FIG. 55A is a cross-sectional view of the handle 
along section line 55A of FIG.55, according to the present 
invention; 
0122 FIG. 56 is a side view of the handle (upper housing 
removed), illustrating the handle in a third position, according 
to another embodiment of the present invention; 
0123 FIG. 56A is a cross-sectional view at section A of 
FIG. 56, illustrating a second mode switch position of the 
mode Switch, according to an embodiment of the present 
invention; 
0.124 FIG. 57 is a side view of the handle (upper housing 
removed), illustrating the handle in a fourth position or float 
mode, according to an embodiment of the present invention; 
0.125 FIG. 58 is a side view of the handle (upper housing 
removed), illustrating a release knob in a rotated position or 
release enable position, according to an embodiment of the 
present invention; 
0126 FIG. 58A is a cross-sectional view of the handle 
taken along section line 58A of FIG. 58, illustrating the 
release enable rod rotated, according to an embodiment of the 
present invention; 
0127 FIG. 58B is a cross-sectional view of the handle 
taken along section line 58B of FIG. 58, illustrating the latch 
in a rotated position, according to an embodiment of the 
present invention; 
0128 FIG. 59 is an end view of the handle of FIG. 58, 
according to the present invention; 
0129 FIG. 59A is an enlarged partial cross-sectional view 
of the handle taken along line 59A of FIG. 59, illustrating the 
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release knob and a spring-loaded pin in the rotated position, 
according to an embodiment of the present invention; 
I0130 FIG. 59B is a distal side perspective view of the 
release knob and release enable rod without the handle, illus 
trating the spring-loaded pin and cavities defined in the 
release knob, according to an embodiment of the present 
invention; 
I0131 FIG. 60 is a side view of the handle (upper housing 
removed), illustrating the handle in a released position, 
according to an embodiment of the present invention; and 
(0132 FIGS. 61 and 62 are enlarged side views of the 
handle (upper housing removed) in the non-released and 
released positions, respectively, illustrating the tether/wire 
windings in the handle to effect release, according to another 
embodiment of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

0.133 Referring to FIGS. 1 and 1A, a medical device sys 
tem 10 is disclosed that may be used to occlude or modify an 
opening or cavity 5 such as, for example, a left atrial append 
age (LAA). In one embodiment, the medical device system 10 
may include a handle 12 with one or more actuators and a 
fluid port 14. In addition, the system 10 may include a catheter 
16 with a catheter lumen extending longitudinally there 
through and attached to a distal end of the handle 12. Such a 
catheter lumen may coincide and communicate with a handle 
lumen as well as communicate with the fluid port 14. 
I0134. The actuators associated with the handle may be 
configured to actuate or move a medical device 40 disposed 
within a distal portion 20 of the catheter 16 to deploy the 
medical device 40 from or within the distal portion 20 of the 
catheter 16, to capture (or recapture) the medical device 40 
within the distal portion 20 of the catheter, or to do both. Such 
a medical device 40 can be interconnected to the handle 12 via 
tethers coils or other structures or elements (generally 
referred to as tethers herein for convenience) extending 
through the catheter 16 (tethers not shown in FIGS. 1 and 1A). 
For example, the tethers can have a proximal end connected to 
the handle 12 and a distal end thereof connected to the medi 
cal device 40. The medical device 40 can be manipulated to be 
deployed and recaptured at different stages by controlling 
movement of the tether/coils (via the actuators) and control 
ling movement of the catheter 16. 
0.135 The medical device 40, shown in deployed position 
in FIG. 1A (wherein the device is fully or at least substantially 
expanded), may include an occluder system 42 and an anchor 
system 44. As briefly noted above, the medical device 40 can 
be controlled to deploy in discrete stages with one stage being 
the deployment of the occluder system 42 and another, dis 
crete stage being deployment of the anchor system 44. In this 
manner, a physician can first deploy the occluder system 42, 
locate a preferable position and orientation for the occluder 
system 42 in the LAA 5 and, once positioned and oriented 
satisfactorily, the physician can maintain Such position while 
independently deploying the anchor system 44. As such, the 
occluder system 42 and the anchor system 44 are configured 
to be deployed independent of one another as discrete, affir 
mative acts by a physician or operator of the system 10. 
0.136. As previously noted, the handle 12 may include 
multiple actuators including a release mechanism 32. The 
release mechanism 32 is configured to release the medical 
device 40 from the tethers once the medical device 40 is 
anchored in the LAA 5 as will be described in further detail 
below. Other actuators may include a first actuator 22, a 
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second actuator 24, a third actuator 26, a fourth actuator 28 
and a fifth actuator 30 as shown in FIG. 1. For example, the 
first actuator 22 and the second actuator 24 may be configured 
to control movement of the occluder system 42 while the third 
actuator 26 and the fourth actuator 28 may be configured to 
control movement of the anchor system 44. The fifth actuator 
30 may be configured to control maneuverability of the distal 
portion 20 of the catheter 16 to negotiate tight corners and 
facilitate orientation when placing the medical device 40 in 
the LAA 5. It should be noted that, for example, the first 
actuator 22 and the second actuator 24 can be configured as, 
or to act as, a single actuator for the occluder system 42. 
Likewise, the third actuator 26 and the fourth actuator 28 can 
be configured as, or to act as, a single actuator for the anchor 
system 44. 
0.137 With reference to FIGS. 2, 3 and 3A, the occluder 
system 42 may include an occluder frame 43 coupled to an 
occluder hub system 46 and a tissue growth member 48. The 
occluder frame 43 includes multiple occluder frame segments 
50 extending radially and distally from the occluder hub 
system 46 generally in a spoke-like configuration. Such an 
occluder frame 43 is configured to assist in both expanding 
the tissue growth member 48 and in collapsing the tissue 
growth member 48. As such, each frame segment 50 may 
include an expander portion 52 and a collapser portion 54, 
wherein the expander portion 52 can include an overall length 
greater than that of the collapser portion 54. For example, 
each expander portion 52 may extend further radially, further 
distally, or both, as compared to a collapser portion 54. 
0138 Further, each frame segment 50 may include a clip 
56 on each of the expander portion 52 and collapser portion 
54. The clips 56 may be utilized to attach the tissue growth 
member 48 between the expanderportion 52 and the collapser 
portion 54. Such clips 56 are each shown in an open position 
(FIG.3A), but when attaching the tissue growth member 48 to 
the occluder frame 43, the clips 56 are moved to a closed 
position, as indicated by arrow 58. In this manner, the tissue 
growth member 48 can be readily attached to the occluder 
frame 43. 

0.139. The tissue growth member 48 may include a porous 
structure configured to induce or promote tissue in-growth, or 
any other Suitable structure configured to promote tissue in 
growth. The tissue growth member 48 can include, for 
example, a body or a structure exhibiting a cup-like shape 
having an outer surface 60 and an inner surface 62. The outer 
surface 60 may include a distal surface portion 64 and a 
proximal surface portion 66. The outer surface distal surface 
portion 64 of the tissue growth member 48 can be sized and 
configured to be in direct contact with a tissue wall 7 within 
the LAA 5 (see FIG. 1A). In one embodiment, the tissue 
growth member 48 may be configured to self expand from a 
confined or constricted configuration to an expanded or 
deployed configuration. In one embodiment, the tissue 
growth member 48 may include a polymeric material, such as 
polyurethane foam. Other materials with desired porosity can 
also be used, such as felt, fabric, Dacron(R), Nitinol braded 
wire, or polymeric or Nitinol felt. In the case of foam, such 
foam may be a reticulated foam, typically undergoing a 
chemical or heating process to open the pores within the foam 
as known by those of ordinary skill in the art. The foam may 
also be a non-reticulated foam. In one embodiment, the foam 
may include graded density or a graded porosity, as desired, 
and manipulated to expand in a desired shape when the frame 
member is moved to the expanded configuration. 
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0140. In another embodiment, the tissue growth member 
48 may include polyurethane foam with a skin structure on 
the inner surface 62, on the outer surface 60, or on both 
Surfaces. For example, a skin structure may be formed on the 
inner surface 62 and be configured to inhibit blood from 
flowing through the tissue growth member 48, while the outer 
surface 60 of the tissue growth member may be configured to 
receive blood cells within its pores and induce tissue in 
growth. In one embodiment, such a skin structure can include 
a layer of material. Such as tantalum, Sputtered to a surface of 
the tissue growth member 48. In another embodiment, the 
skin structure can include a polyurethane foam skin. Another 
example includes attaching expanded polytetrafluoroethyl 
ene (ePTFE) to the outer surface 60 or inner surface 62 of the 
tissue growth member 48, the ePTFE having minimal poros 
ity to substantially inhibit blood flow while still allowing 
endothealization thereto. 

0.141. In one embodiment, the anchor system 44 may 
include a plurality of anchor components and an anchor hub 
system 70. The anchor hub system 70 may be configured to be 
positioned and disposed within or adjacent to the occluder 
hub system 46. The plurality of anchor components can 
include, for example, a first anchor component 72 and a 
second anchor component 74. Each of the first anchor com 
ponent 72 and the second anchor component 74 may include 
a pedal or loop configuration (shown in FIGS. 2, 3, 3A, 6A 
and 6B in an expanded configuration), with, for example, two 
loop configurations for each of the first and second anchor 
components 72 and 74, that are interconnected together via 
the anchor hub system 70 (discussed in more detail below). 
Each loop may be substantially oriented orthogonally with 
respect to an adjacent loop (i.e., in the embodiment shown in 
FIGS. 2 and 3, each loop of anchor component 72 being 
orthogonal to adjacent loops of anchor component 74). It is 
noted that, as used herein, the term “loop' does not require 
that a closed curve be formed of the component, but rather 
that a Substantially closed curved or an open curve having a 
portion of the curve return on itselfmay also be considered as 
a “loop.” 
0142. While in the expanded configuration, each loop may 
extend distally of the occluder system 42 and radially outward 
to a larger configuration than the anchor hub system 70. In 
other words, at least a portion of the anchor components 72 
and 74 extend distally beyond the distal-most portion of the 
occluder system 42 and radially beyond the radial-most por 
tion of the occluder system as taken from a longitudinal axis 
75 extending through the hub system 70. Each loop of an 
anchor component 72 and 74 may also include engagement 
members or traction nubs 78 on an outer periphery of a loop 
configuration, the traction nubs 78 being sized and configured 
to engage and grab a tissue wall 7 within the LAA5 (see FIG. 
1A). In one embodiment, the traction nubs 78 may be con 
figured to aggressively engage the tissue wall 7 without pierc 
ing or penetrating the tissue. As such, Such traction nubs may 
be configured as atraumatic structures. 
0143. Each of the loop configurations of the first anchor 
component 72, while in an expanded configuration, are Sub 
stantially co-planar with each other and in a Substantially flat 
configuration Likewise, each of the loop configurations of the 
second anchor component 74, while in an expanded configu 
ration, are Substantially co-planar with each other and in a 
Substantially flat configuration. In one embodiment, the first 
anchor component 72 may be attached to the second anchor 
component 74 such that the loop configuration between the 
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first and second anchor components 72 and 74 are oriented 
substantially orthogonal with respect to each other. In other 
words, the plane in which the first anchor component 72 is 
positioned or oriented is Substantially orthogonal with respect 
to the plane of the second anchor component 74. In other 
embodiments, there may be more than two anchor compo 
nents, in which case Such anchor components may or may not 
be oriented in a Substantially orthogonal manner relative to 
each other. 

0144. With reference to FIGS. 3A and 3B, the medical 
device system 10 includes multiple catheters or tubular mem 
bers and tether systems to manipulate movement and deploy 
ment of the occluder system 42 as well as the anchor system 
44. For example, the primary catheter 16 or outer catheter 
may include a first tubular member 80 and a second tubular 
member 82 positioned therein and extending substantially the 
longitudinal length thereof. Such tubular members can be 
catheter components, coiled components or any other Suitable 
tubular member known in the art. Further, as previously 
noted, the medical device system 10 may include a first tether 
system 84 and a second tether system 86, the first tether 
system 84 configured to be tethered to the occluder system 42 
and the second tether system 86 configured to be tethered to 
the anchor system 44. The tether systems 84 and 86 may 
include, for example, one or more wires extending through a 
coiled component. In one embodiment, heat-shrink poly 
meric material may also be formed over the coiled compo 
nent. 

0145 As previously noted, the occluder system 42 may 
include, multiple occluder frame segments 50, an occluder 
hub system 46 and a tissue growth member 48. Each occluder 
frame segment 50 may include a base portion 90, an expander 
portion 52 and a collapser portion 54. The base portion 90 
may include a distal base portion 92 and a proximal base 
portion 94. The proximal base portion 94 may include an 
attachment point such as, for example, a tether eyelet 98. 
Further, the expander portion 52 and the collapser portion 54 
may extend radially from the proximal base portion 94 of 
each occluder frame segment 50 and may also extend distally 
from the proximal base portion 94 of each occluder frame 
Segment. 
0146 The distal base portion 92 may include notches 96 
sized and configured to receive rings to form the occluder hub 
system 46. In one embodiment, the rings may include, for 
example, two outer rings 100 and one or more intermediate 
innerrings 102, each positioned and interconnected with each 
base portion of the occluder frame segments 50 to form the 
occluder hub system 46. With this arrangement, the occluder 
system 42 may be deployed from the primary catheter 16 with 
the first tether system 84 having a portion thereof attached to 
the tether eyelet 98 at the proximal base portion 94. Although 
not shown in FIG.3B, deployment of the occluder system 42 
can be effected while the anchor system 44 is still retracted 
within the first tubular member 80 so that only the occluder 
system 42 is deployed. The occluder system 42 may also be 
retracted back into the distal portion 20 of the primary cath 
eter 16 if desired, for example, to enable repositioning of the 
occluder system 42 within the LAA 5. In this manner, a 
physician can deploy the occluder System 42 at a desired 
location and orientation within the LAA 5 while also main 
taining access to the occluder system 42 via the first tethering 
system 84. 
0147 The anchor system 44, as previously indicated, may 
include an anchor hub system 70, a first anchor segment 72 
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and a second anchor segment 74, with each anchor segment 
72 and 74 including two loop configurations when in an 
expanded configuration. Each of the loops may include a first 
end portion 104 and a second end portion 106 with an inter 
mediate portion 108 therebetween. The intermediate portion 
108 includes the engagement nubs or traction nubs 78, such as 
previously set forth. When the anchor system 44 is in a 
deployed state, the first end portion 104 of the loop can extend 
from a base portion 112 and the second end portion 106 can 
interlock with the anchor hub system 70 including multiple 
rings 110 disposed within or adjacent to the occluder hub 
system 46. The first end portion 104 of each loop of the first 
anchor segment 72 can each extend from the base portion 112 
thereof. Likewise, the first end portion 104 of each loop of the 
second anchor segment 74 can each extend from the base 
portion 112 of the second anchor segment 74. 
0.148. The base portion 112 of each of the first and second 
anchor segments 72 and 74 can be interlocked or coupled 
together and configured to be positioned within or adjacent to 
the rings 110 (when in the deployed configuration) and move 
able to a proximal position within the first tubular member 80 
toward a retracted or un-deployed position. Such base portion 
112 is configured to be tethered to the second tethering system 
86 via an eyelet 114 or other structure in the base portion 112. 
Further, the base portion 112 can be moved within the first 
tubular member 80 between a retracted position and a 
deployed position. In the retracted position, the base portion 
112 is positioned proximally in the first tubular member 80, in 
which a substantial portion of each of the first and second 
anchor segments 72 and 74 are rolled within the first tubular 
member 80 such that the “loop' portion of the anchor seg 
ments 72 and 74 exhibit a relatively tighter curve or smaller 
radius. Further, in the retracted position, the anchor hub sys 
tem 70 can also be moved proximal the occluder hub system 
46 because both systems can act independent of each other. 
When moving the anchor system 44 to the deployed position, 
the anchor hub system 70 may be moved distally to engage or 
abut a portion of the occluder hub system 46 via a stopper 116 
defined on the second end portion 106 of the anchor segments 
72 and 74, after which, the base portion 112 of anchor seg 
ments 72 and 74 can be moved distally with respect to the first 
tubular member 80 or primary catheter, from which the 
anchoring system 44 rolls out of the primary catheter 16 to 
expand the loops into the deployed position. In another 
embodiment, the second end portion of anchor segments 72 
and 74 may remain adjacent to the occluder hub system in 
both the deployed and retracted states while the base portion 
is displaced relative to the occluder hub system 46 for deploy 
ment of the anchor system 44. In either configuration, the 
physician maintains access and control of the anchoring sys 
tem 44 via the second tethering system 86 and can, therefore, 
determine if the medical device 40 is properly placed or, if 
not, can readily retract the anchor system 44 by moving the 
base portion 112 of the anchor segments proximally to roll a 
substantial portion of the anchor segments 72 and 74 within 
the first tubular member 80. 

0149. With respect to FIGS. 4A through 4D, the medical 
device 40 is shown while being deployed in an LAA 5, pri 
marily employing a two stage deployment method, in which 
an occluder system 42 is deployed and then an anchoring 
system 44 is deployed. With reference to FIG. 4A, the distal 
portion 20 of the catheter 16 of the medical device system 10 
is advanced to the LAA5. As shown by dashed lines, the distal 
portion 20 may be manipulated and maneuvered to make 
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sharp turns as needed in order to access the LAA 5 or an area 
adjacent thereto. This can be employed, for example, by 
actuation of the fifth actuator 30 (FIG. 1) which may be 
configured to properly orient and obtain favorable initial posi 
tion of the distal portion 20 of the catheter 16. For example, 
the fifth actuator 30 may be coupled to a line 120 that is, in 
turn, coupled to a fixed point or block 122 that is distal of a 
region 124 in which a bend would be desired within the distal 
portion 20 of the catheter 16. In one embodiment, the material 
at the bend region 124 of the primary catheter 16 can be 
softened or thinned so that when the line 120 is pulled via the 
fifth actuator 30, the primary catheter 16 will bend at the 
region of softened or thinned material. This can also be 
accomplished via a pull line and/or a push line, the push line 
having, for example, a coil employed therewith. 
0150. With respect to FIG. 4B, the occluder system 42 is 
shown being deployed from the distal portion 20 of the medi 
cal device delivery system 10 (though the anchor system 44 is 
not yet deployed). Before deploying the occluder system 42, 
the physician may initially manipulate the distal portion 20 of 
the delivery system 10 distal of the ostium 9 of the LAA 5. 
Once in a favorable position, the physician can deploy the 
occluder system 42 and then move the occluder system proxi 
mally within the LAA 5 until a desired orientation and posi 
tion of the occluder system 42 is obtained in the LAA 5. With 
reference to FIG.3B, the occluder system 42 can be deployed, 
for example, by maintaining position of the occluder system 
42 via the first tethering system 84 and retracting the primary 
catheter 16 relative to the occluder system 42. The occluder 
frame, which may beformed of for example, a shape memory 
material as discussed in further detail below, can then self 
expand as it is unsheathed from the primary catheter 16. In 
this manner, the distal surface portion 64 of the outer surface 
60 of the tissue growth member 48 is radially expanded to 
come in contact with the tissue wall 7 of the LAA 5. 

0151. With respect to FIG. 4C, once the physician obtains 
a desired position in the LAA 5, (which may be at a position 
and orientation other than that shown), the physician can then 
begin to deploy the anchor System 44 while holding the posi 
tion of the occluder system 42 in the LAA 5. With the 
occluder system 42 maintaining the selected position in the 
LAA 5, the anchor system 44 can begin to be deployed by 
moving the anchor hub system 70 relative to the occluder hub 
system 46 and pushing the base portion 112 of the anchor 
system 44 distally via the second tethering system 86 to, 
thereby, roll the anchor segments 72 and 74 out of the primary 
catheter 16 or first tubular member 80 into the expanded loop 
configurations (see FIG. 3B). 
0152 Once the base portions 112 of the first and second 
anchor segments 72 and 74 are moved to a fully distal posi 
tion, i.e., adjacent the anchor hub system 70, the anchor 
system 44 is then fully deployed, as depicted in FIGS. 3, 3A 
and 4D. In this position, the primary catheter 16 and first and 
second tubular members 80 and 82 can be retracted and only 
the first and second tethering systems 84 and 86 maintain 
connection with or access to the respective occluder system 
42 and anchor system 44. If the physician is satisfied with the 
orientation and position of the medical device 40 in the LAA, 
the medical device 40 can then be released via the release 
mechanism 32 (FIG. 1). However, if the physician is not 
satisfied, the anchoring system 44 and the occluder system 42 
can then be respectively re-sheathed in the distal portion 20 of 
the catheter 16. The physician can then undergo another 
attempt using the same medical device 40 and delivery system 
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10 again following the process described above. It is noted 
that the physician may use various imaging techniques to 
monitor the placement and deployment of the medical device 
40. For example, a physician may advance contrast in the 
LAA to view the position of the medical device 40 via imag 
ing techniques known in the art. 
0153. Referring now to FIGS. 5A through 5C, various 
components of the occluder system 42 are shown in FIGS.5A 
and 5B, while the assembly of the occluder system 42 is 
shown in FIG.5C according to an embodiment of the present 
invention. With respect to FIG. 5A, one occluder frame seg 
ment 50 is shown including each of the base portion 90. 
expander portion 52 and collapser portion 54. The occluder 
system 42 may include, for example, four frame segments, 
but may include more or fewer than four in other embodi 
ments. In one particular embodiment, eight frame segments 
50 may be employed. Each frame segment 50 may be, for 
example, laser cut from a sheet of Nitinol with the shape and 
design of the preferred fully expanded position as shown, for 
example, in FIG. 5A. In such an embodiment, each frame 
segment may be formed as a substantially planar member or, 
stated otherwise, exhibit a Substantially planar configuration. 
As depicted in FIGS. 5B and 5C, each occluder frame seg 
ment 50 is assembled in a ring or hub assembly 46 which may 
include, for example, two outer rings 100 and one inner ring 
102. The rings 100 and 102 may include notches (not shown 
in FIG. 5B or 5C) to orient and position each of the occluder 
frame segments 50 at desired radial positions along an inner 
and/or outer periphery of the rings. 
0154 For simplification purposes, only one frame seg 
ment is shown in cross-section with the ring assembly in FIG. 
5B, however, as shown in FIG.5C, the occluder system 42 can 
include multiple frame segments 50 positioned radially about 
the rings 100 and 102 in a desired pattern or geometric con 
figuration. The combination of the multiple base portions 90 
of each occluder frame segment 50 and the rings 100 and 102 
form the occluder hub system 46. Further, the occluder hub 
system 46 is sized and configured to facilitate at least a por 
tion of the anchor system (not shown in FIGS. 5A-5C) 
through an opening (e.g., through the rings) of the occluder 
hub system 46. With this arrangement, each component of the 
occluder system 42 can be laser cut from sheet of shape 
memory alloy (e.g., a nickel-titanium alloy, also know as 
Nitinol) if desired, including the rings 100 and 102. In other 
embodiments, the various components of the hub system can 
be formed employing polymers or other metallic materials 
and machined using typical techniques and methods. Addi 
tionally, not all of the components need be formed from the 
same material or using the same manufacturing process. For 
example, in one embodiment, the frame segments 50 may be 
formed by laser cutting them from Nitinol sheets as noted 
above, while the rings 100 and 102 are formed of a polymer 
material through a molding process. 
0155 Turning now to FIGS. 6A through 6C, the compo 
nents of the anchor frame segments of the anchoring system 
44 are shown. The first anchor segment 72 (FIG. 6A) and the 
second anchor segment 74 (FIG. 6B) each include a first end 
portion 104 and a second end portion 106, the first end portion 
104 extending from the base portion 112 with an intermediate 
portion 108 between the first end portion 104 and the second 
end portion 106. When in the expanded position (as shown in 
FIGS. 6A and 6B), each anchor segment 72 and 74 can define 
one or more loop configurations. For example, the embodi 
ment shown in FIGS. 6A and 6B each include two loops. 
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0156 The base portion 112 of the first anchor segment 72 
includes an opening or hole 118 extending therethrough. The 
hole 118 is sized and configured to receive inner edge por 
tions 120 of the second anchor segment 74. With this arrange 
ment, the first anchor segment 72 is oriented and positioned in 
an orthogonal orientation with respect to the second anchor 
segment 74 (see FIG. 6C) such that inner edge portions 120 of 
the second anchor segment 74 engage the hole 118 of the first 
anchor segment 72. 
0157. It is also noted that the first end portion 104 tapers in 
thickness along its length extending toward the second end 
portion 106, or at least partially along the curvilinear length 
thereof. Such taper provides the resilience and expansion 
characteristics to maintain an anchored position (i.e., the 
deployed position of the anchor segments 72 and 74). Further, 
the second end portion 106 includes a notched configuration 
sized and configured to receive the rings 110 to form the 
anchor hub system 70. As previously set forth, the anchor hub 
system 70 is sized and configured to be positioned within or 
adjacent to the occluder hub system (not shown in FIGS. 
6A-6C) when fully deployed. The base portion 112 of the 
second anchor segment 74 is further sized and configured to 
receive a ring member 122 around its proximal end. As with 
the occluder system 40, the anchor segments 72 and 74 and 
the rings 110 may be laser cut from a sheet of Nitinol material 
in the shape of the intended fully expanded configuration. In 
such an embodiment, each frame segment 72 and 74 may be 
formed as a Substantially planar member or, stated otherwise, 
exhibit a substantially planar configuration. In this manner, 
the anchor system 44 can be made and assembled. Of course, 
the components of the anchor system 44 may be formed of 
other materials, using other manufacturing processes, as has 
been discussed previously with respect to the occluder system 
40. 

0158 Referring now to FIGS. 7A, 7B, 7C, 8 and 8A, 
another embodiment of a medical device used for occluding 
an opening. Such as an LAA, is shown. This embodiment is 
similar to the previously described embodiment, except in 
this embodiment, anchor segments are extensions of a base 
portion of occluder frame segments. In other words, anchor 
frame segments and occluder frame segments are integral 
with one another, although independent deployment and 
retraction of the occluder System and the anchor system is 
retained. 

0159. With initial reference to FIG. 7A, a frame segment 
210 is shown that includes both an anchor segment 212 and 
occluder segment 214 that are integral with one another. The 
anchor segment 212 and the occluder segment 214 are unitary 
or monolithic and, for example, may be laser cut as a single 
frame segment from a sheet of desired material Such as, for 
example, a Nitinol material. The anchor segment 212 
includes a first end portion 222, a second end portion 224 and 
an intermediate portion 226 therebetween. The first end por 
tion 222 extends from an anchor base 228 and tapers in 
thickness as it extends toward the second end portion 224 at 
least partially along a curvilinear length thereof. The inter 
mediate portion 226 may include engagement or traction 
nubs 234 configured to engage (but not necessarily pierce) the 
tissue wall of an LAA, when in an expanded, deployed con 
figuration. The second end portion 224 extends from a distal 
end 232 of a base portion 220 of the occluder segment 214. 
0160 An expander portion 216 and a collapser portion 
218both extend distally and radially outward from a proximal 
end 236 of the base portion 220 of the occluder segment 214. 
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The expander portion 216 may extend further, both distally 
and radially, than its associated collapser portion 218. As in 
the previous embodiment, the expander portion 216 and the 
collapser portion 218 are configured to receive a tissue growth 
member (not shown in FIGS. 7A-7C, 8 or 8A) therebetween. 
Further, the base portion 220 includes notches 230 sized and 
configured to receive rings to couple the multiple frame com 
ponents, as described hereafter. 
(0161. With respect to FIG. 7B, a discrete occluder frame 
segment 240 is shown. This discrete occluder frame segment 
240 may be configured generally similar to the occluder seg 
ment 214 of FIG. 7A (as well as the occluder frame segments 
50 of the previous embodiment), except this discrete occluder 
frame segment 240 does not include the anchor frame seg 
ment 212 extending from the base portion 220 thereofas with 
the frame segment 210 shown in FIG. 7A. As depicted in FIG. 
7C, the frame of the medical device includes multiple frame 
segments 210 (FIG. 7A) and multiple discrete occluder seg 
ments 240 (FIG. 7B) radially oriented and positioned in an 
alternating fashion with, for example, four frame segments 
210 and four discrete occluder frame segments 240. 
0162. As previously set forth, the frame segments 210 
include both an occluder segment 214 and an anchor frame 
segment 212. As such, in the embodiment shown in FIGS. 7C 
and 8, there is a total of eight occluder frame segments (four 
of them being the discrete occluder segments 240). However, 
the medical device may include fewer or more occluder frame 
segments. As depicted in the cross-sectional view of the frame 
of the medical device shown in FIG. 8, such frame segments 
210 and discrete occluder frame segments 240 (not shown in 
FIG. 8) can be coupled together via rings 244 positioned 
within notches 230 of the base portion 220 of the occluder 
segments 214 to form an occluder hub Likewise the base 
portions 222 of the frame segment 212 may be coupled 
together via one or more rings 272 (see FIG. 8A) to form an 
anchor hub. 

0163 With respect to FIG. 8A, an enlarged view of a hub 
system 250 and a distal portion 252 of the delivery system 254 
is shown. The delivery system 254 may be similar to the 
previously described embodiment and include a primary 
catheter 256, a first tubular member 258 and a second tubular 
member 260 and a first tethering system 262 and a second 
tethering system 264. The first tethering system 262 is con 
figured to connect to the occluder system at a first eyelet 266 
of the base portion 220. The second tethering system 264 is 
configured to connect to the anchor base 228 at a second 
eyelet 268 defined therein. Further, the anchor base 228 can 
be interconnected with a hub member 270. The hub member 
270 may be configured to enable advancement of a wire, such 
as a guide wire, therethrough (not shown). 
0164. The hub system 250 may also include a ring member 
272 configured to be received in a notch 274 defined in the 
anchor base 228 of each anchor segment 212. Similar to the 
previous embodiment, the anchor system—or at least signifi 
cant portions thereof can be retracted within the first tubular 
member 258 by pulling the anchor base 228 proximally via 
the second tethering system 264, as indicated by arrow 276. 
The anchor system can also be deployed from the delivery 
system 254 by moving the anchor base 228 distally from a 
proximal position to, thereby, roll the anchor segments 212 
from the delivery system 254 forming expanded loops, simi 
lar to the previous embodiment. It should also be noted that 
the medical device of this embodiment may be deployed in 
two ordered or consecutive stages, similar to that which was 
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described with respect to the previous embodiment. In other 
words, the occluder system may deployed and placed in 
desired position and orientation within the LAA independent 
of the anchor system. The anchor System may be deployed 
Subsequent to the occluder system in order to secure the 
occluder system in its desired position. 
(0165 FIGS. 9A and 9B show distal and proximal perspec 
tive views of another embodiment of a medical device 300 
according to the present invention. Similar to the previously 
described embodiments, in this embodiment, the medical 
device 300 includes an occluder system 302 with a tissue 
growth member 306 and an anchor system 304. The occluder 
system 302 and the anchor system 304 are separately deploy 
able from an associated medical device delivery system, Such 
as that described in FIG. 1 and FIGS. 4A through 4D. How 
ever, in this embodiment, the occluder system 302 and the 
anchor system 304 may include various additional features, 
as described in detail hereafter. Further, in this embodiment, 
the occluder system 302 is shown as including six occluder 
frame segments 310 (as opposed to, for example, four or eight 
that have been described with respect to other embodiments 
or, in another embodiment, even up to twelve, or, in the case 
of employing a wire weave, the number of frame segments 
could be much greater) and the anchor system 304 is shown as 
including three anchor frame segments 350 (each anchor 
frame segment having two roll-out or loop portions). Again, 
the number of anchor frame segments and occluder frame 
segments is merely another example and other numbers of 
frame segments are contemplated as being used with the 
various medical devices described herein. The anchor frame 
segments 350 and the occluder frame segments 310 may be 
positioned and oriented to alternate relative to each other. 
Furthermore, in this embodiment, the occluder frame seg 
ments 310 do not include the before described front and rear 
collapser and expander portions, but rather, each occluder 
frame segment may include a single frame member to which 
the tissue growth member 306 attaches and which facilitates 
both collapsing and expanding of the tissue growth member 
306. 

0166 With respect to FIG. 10A, for purposes of clarity, a 
side view of a single occluderframe segment 310 is shown. As 
noted above, the occluder system 302 (FIG. 9B) may include 
a plurality of occluder frame segments 310. Such as six 
occluder frame segments that form, at least in part, the 
occluder system. The occluder frame segment 310 of this 
embodiment may include a collapser portion 312, an 
expander portion 314, and an intermediate extension 316. 
Further, the occluder frame segment 310 may include an outer 
surface 318 and an inner surface 320. The collapser portion 
312 extends radially outward, relative to axis 325, from a 
proximal end portion 322 of the occluder frame segment 310 
to the expander portion 314. The expander portion 314 like 
wise extends radially outward relative to the axis 325 from an 
end of the collapser portion 312 to a distal end 324 of the 
occluder frame segment 310. The intermediate extension 316 
may extend radially inward from a location that is generally 
at, or adjacent to, a proximal end of the expander portion 314 
and may extend in a spaced relationship with an adjacent 
portion of the collapser portion 312 such that the inner surface 
320 of the adjacent portion of the collapser portion 312 gen 
erally faces the intermediate extension 316. Further, the 
occluder frame segment 310 also may include an occluder 
base portion 326. The occluder base portion 326 may include 
an occluder leg extension 328 and a protrusion 330 defining a 
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notch 332 configured to interlock with a hub system as will be 
described in further detail hereafter. 

(0167. With respect to FIG. 10B, a side view of the single 
occluder frame segment 310 with the tissue growth member 
306 attached thereto is shown. The tissue growth member 306 
may include an inner surface 334 and an outer surface 336, the 
inner surface 334 and outer surface 336, at least partially, in 
contact with the collapser portion 312 and the expander por 
tion 314 of the occluder frame segment 310. The tissue 
growth member 306 may extend from the base portion 326 of 
the occluder frame segment 310 such that an outer surface 
336 of the tissue growth member 306 is in contact with the 
inner surface 320 of the collapser portion 312 of the occluder 
frame segment 310. Further, the occluder frame segment 310 
may extend through the tissue growth member 306 so that the 
outer surface 318 of the expander portion 314 may contact the 
inner surface 334 of the tissue growth member 306. 
0168 With this arrangement, the intermediate extension 
316 extends radially inward such that the tissue growth mem 
ber 306 is positioned between a portion of the collapser por 
tion 312 and the intermediate extension 316. Thus, the inter 
mediate extension 316 may assist in holding or attaching the 
tissue growth member 306 to the occluder frame segment 
310. As the occluder system 302 is drawn in a catheter, the 
outer surface 318 of the collapser portion 312 may contact an 
inner Surface of a catheter lumen and assist in collapsing the 
tissue growth member 306. Likewise, as the occluder system 
302 is deployed from a catheter, the outer surface 318 of the 
expander portion 314 is configured to assist in expanding the 
tissue growth member 306 to a position similar to that 
depicted (it is noted that only the upper half of the tissue 
growth member 316 is shown in cross-sectional view in FIG. 
10B). 
0169. The tissue growth member 306 may also include a 
plurality of layers of material. In various embodiments. Such 
layers may include similar or dissimilar materials bonded 
together by adhesive or by heat processes or other appropriate 
processes known in the art. Such additional layers may 
include, for example, an expanded polytetrafluoroethylene 
(ePTFE) attached to the outer surface of a primary layer of the 
tissue growth member. In one embodiment, the tissue growth 
member 306 may include a primary layer 306A formed of a 
polyurethane foam, as set forth in the previous embodiments. 
The tissue growth member may further include additional 
layers 306B-306D of materials such as ePTFE thermally 
bonded with each other. In one particular example, the outer 
most or proximal-most layers 306C and 306D may beformed 
of an ePTFE material having an internodal distance (some 
times referred to as pore size) of approximately 70 um to 
approximately 90 um. The layer of material (306B) adjacent 
the primary layer 306A may be formed of an ePTFE material 
having a reduced internodal distance relative to one or more 
of the outer layers 306C and 306.D. For example, the intern 
odal distance of this layer 306B may be approximately 10um. 
This layer 306B may be bonded or adhered to the primary 
layer using an adhesive material. Any other Suitable sized 
layers of ePTFE may be employed, such as ePTFE having an 
internodal distance up to about 250 lum. 
0170 Such a configuration effectively prevents the pas 
sage of blood, due to the Small internodal distance and pore 
size of layer 306B, while the larger internodal distance of 
other layers (e.g., 306C and 306D) enable tissue in-growth 
and endothealization to occur. Additionally, the primary 
layer, being formed of a polyurethane foam, enables aggres 
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sive growth of tissue from the LAA wall into the tissue growth 
member 306. It is noted that the use of appropriate adhesive 
materials between the primary layer 306A and the next adja 
cent layer 306B may also serve to fill in the pores of the next 
adjacent layer 306B and further inhibit possible flow of blood 
through the tissue growth member 306. 
(0171 With reference now to FIGS. 11A, 11B and 11C, 
components of the anchor system 304 are shown including a 
first anchor segment 350a (FIG. 11A), a second anchor seg 
ment 350b (FIG. 11B) and a third anchor segment 350c (FIG. 
11C), each shown in an expanded configuration. Each anchor 
segment 350a-350c may include a first anchor portion 352 
and a second anchor portion 354, each of which may be 
substantially similar. Each of the first and second anchor 
portions 352 and 354 extend between a first outer end 356 and 
a second inner end 358, the first outer end 356 extending from 
a location that is adjacent an anchor leg extension 360. The 
second inner end 358 extends from an anchor hub base 362. 
The anchor leg extension 360 may extend slightly radially 
inward (toward a longitudinal axis 325 of the device) and 
distally to a free end 364. The first outer end 356 of the anchor 
segment portions 352 and 354 may also include a proximal 
protrusion 366. The proximal protrusion 366, on its own or 
together with a portion of the leg extension360, may define a 
notch 368. The notch 368 and the anchor leg extension 360, 
and their relationship with other components, will be dis 
cussed in further detail hereafter. 

0172. The anchor hub base 362 may vary in structure 
between each of the first anchor segment 350a, the second 
anchor segment 350b, and the third anchor segment 350c to 
include a first anchor hub base 362a, a second anchor hub 
base 362b, and a third anchor hub base 362c, respectively. 
Such structural variation between each anchor hub base may 
be employed to facilitate interconnection between the indi 
vidual anchor hub bases 362a-362c to form, at least in part, 
the anchor hub system370 (best shown in FIG. 13), described 
in further detail hereafter. 

(0173 As set forth, each anchor frame segment 350-350c 
may include a first anchor portion 352 and a second anchor 
portion 354, which, when in the expanded configuration, may 
form a first loop configuration and a second loop configura 
tion, respectively. As in the previous embodiments, the first 
and second anchor portions each include engaging members 
372 or protruding nubs sized and configured to be positioned 
at a distal side and on an outer Surface of each of the first and 
second anchor portions 352 and 354 when the anchor frame 
segments 350 are fully expanded so that the first and second 
anchor portions 352 and 354 are positioned against tissue in 
the LAA. 

0.174 With reference to FIG. 12A, the engaging members 
372 may include what may be termed a wave-crest configu 
ration Such that the engaging members 372 are oriented and 
configured to provide traction or engagement with tissue via 
a tapered edge 384 and Such that the engaging members 372 
only aggressively engage tissue when the medical device 
experiences a displacing force in a proximal direction, or 
otherwise said, in the direction toward the opening or ostium 
of the LAA. Further, such wave-crest configuration of the 
engaging members may include a peak portion 374 that tran 
sitions to the edge 384. The peak portion 374 or outer surface 
of the engaging members may be blunt or obtuse. As shown in 
FIG. 12A, the peak portion may be generally rounded to 
Substantially prevent the engaging members 372 from pierc 
ing or penetrating the tissue of the LAA. In addition, the 

Dec. 13, 2012 

engaging members 372 may be oriented Such that the engag 
ing members 372 may extend at an angle C. of about one 
hundred thirty-five degrees from a distal side of the engaging 
member 372 relative to a tangent of a surface of the anchor 
portion 352 to, thereby, further prevent the engaging mem 
bers 372 from piercing tissue while also preventing proximal 
movement of the medical device. 

(0175 With reference to FIG.12B, in another embodiment, 
each anchor portion 352,354 of each of the respective anchor 
frame segments 350-350c may include a wire 376 or other 
elongated structure wrapped therearound to form a coil con 
figuration. The wire 376 may extend in the coil configuration 
between a first wire-connect portion 378 and a second wire 
connect portion 380 (see FIG. 11A). The wire 376 may be 
configured such that an radially outer surface 382 is radially 
inward of the height of the peak portion 374 of the engaging 
members 372 and also radially inward (or below) the edge 
384 of the engaging members 372. In one embodiment, the 
wire 376 may be made of a metal or a metal alloy such as 
stainless steel or titanium, but is not limited to such, and may 
beformed of other suitable materials, such as Nitinol, a poly 
meric material, a filamentary member or other metals and 
alloys. Such wire 376 may be employed to enhance engaging 
with the tissue in the LAA as well as provide a safety feature 
in the event that the anchor portions 352 or 354 of the anchor 
frame segments 350a-350c ever become fatigued and frac 
ture. 

(0176 Referring back to FIGS. 11A, 11B and 11C, discus 
sion relating to the anchor hub base will now be provided. As 
set forth, the anchor hub base 362a-362c for each anchor 
frame segment 350a-350c may include varying structure such 
as differently sized and configured notches and slots that may 
facilitate interconnection of the hub bases 362a-362c to form 
the anchor hub system 370 (FIG. 13). For example, referring 
specifically to FIG. 11A, the first anchor hub base 362a may 
define, among other things, a first rear notch 390, first retain 
ing notches 392, a first hole 394 and first slots 396. The first 
rear notch 390 may be defined between the two second inner 
ends 358 extending from the first and second anchor portions 
352 and 354. The first retaining notches 392 may be defined 
within an intermediate portion of the first anchor hub base 
362a at opposite sides thereof. The first hole 394 may be 
defined proximal of the first retaining notches 392 and the first 
slots 396 may be defined at a proximal end portion 398 of the 
first anchor hub base 362a and, as shown in FIG. 11A, may be 
formed at angles relative to the longitudinal axis 325 that 
extends through the first rear notch 390 and the first hole 394. 
(0177. With respect to FIG. 11B, similar to the first anchor 
hub base 362a, the second anchor hub base 362b may define 
a second rear notch 402 and second retaining notches 404. (It 
is noted that the use of the terms “first,” “second and “third 
in the present discussion are for convenience in associating 
the notches, holes or other features with a given hub base 
362a-362c and not to denote a particular number of notches 
associated with a particular hub base 362a-362c). In addition, 
the second anchor hub base 362b may define a deep second 
proximal notch 406. As such, the second rear notch 402 may 
similarly be defined between the two second inner ends 358 
extending from the first and second anchor portions 352 and 
354 of the second anchor segment 350b. The second retaining 
notches 404 may be defined within an intermediate portion of 
the second anchor hub base 362b disposed at opposite sides 
thereof. The second proximal notch 406 may be defined and 
extend from a proximal end of the second anchor hub base 
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362b between oppositely extending second protrusions 408 
that at least partially define the second retaining notch 404. 
Further, the second proximal notch 406 may be sized and 
configured to be positioned over the first rear notch 390 of the 
first anchor hub base 362a such that the second retaining 
notches 404 substantially correspond and align with the first 
retaining notches 392 and so that the second rear notch 402 
associates and corresponds with the first rear notch 390 (see 
FIG. 11A). 
(0178 Referring now to FIG. 11C, the third anchor hub 
base 362c may include a base 410 with two base extensions 
412. The base 410 may extend transverse relative to the two 
second inner ends 358 of the first and second anchor portions 
352 and 354 of the third anchor segment 350c. The two base 
extensions 412 may extend proximally from the base 410 to 
provide two opposing pawls 414 facing each other Such that, 
when in a relaxed condition, the pawls may be in contact with 
one another. The two base extensions 412 and pawls 414 may 
be displaced radially outwardly, as shown by arrows 416, to 
collectively define a third proximal notch 418. The third 
proximal notch 418 may be sized and configured to receive 
the first rear notch 390 of the first hub base 362a and the 
second rear notch 402 of the second hub base 362b so that the 
two base extensions 412 extend over the first anchor hub base 
362a and the pawls 414 latch into the first hole 394 of the first 
anchor hub base 362a (see FIGS. 11A and 13). The third 
anchor hub base 362c also may define third retaining notches 
420 defined by a back-side of the pawls 414 (i.e., the oppos 
ing, radially outer surface of the extensions) and a proximal 
side of the base 410 of the third anchor hub base 362c. 

(0179. With reference now to FIG. 13, the anchor hub sys 
tem 370 with each of the first anchor hub base 362a, the 
second anchor hub base 362b and the third anchor hub base 
362c interconnected together is shown. As depicted, the sec 
ond anchor hub base 362b and the third anchor hub base 362c 
are sized and configured to interconnect to the first anchor hub 
base 362a to form the anchor hub system 370. The second 
anchor hub base 362b and the third anchor hub base 362c may 
each be positioned and oriented desired angles relative to the 
first anchor hub base 362a such that the orientation of each 
hub base may substantially corresponds with the orientation 
of each of the anchor portions (not shown). Further, the pawls 
414 of the third anchor hub base 362c are positioned to extend 
into the first hole 394 defined in the first anchor hub base362a 
with the protrusions 408 of the second anchor hub base 362b 
adjacent to the pawls 414 and the first hole 394 of the first 
anchor hub base 362a. In this manner, the first, second and 
third retaining notches 392, 404, 420 may be substantially 
aligned such that a band, wire or other retaining device (not 
shown) may be wrapped therearound to ensure each of the 
first, second and third anchor hub bases 362a-362c remain 
interconnected to maintain the assembly of the anchor hub 
system 370. As depicted, the first anchor hub base 362a 
includes the first slots 396 defined in a proximal portion 
thereof. Such first slots 396 may be sized and configured to 
interconnect to a release line or tether (not shown) positioned 
within a coil or pusher member (not shown) similar to that 
described previously with respect to FIGS. 3B and 8A. As 
such, when appropriate, the anchoring hub system 370 can be 
released, along with other lines attached to other portions of 
the medical device (discussed in further detail below), to 
facilitate release of the medical device in the LAA. 

0180. With reference now to FIGS. 14A and 14B, cross 
sections of a hub system 308, including anchor leg extensions 

Dec. 13, 2012 

360 and occluder leg extensions 328, respectively, are shown. 
For clarity purposes, the anchor hub system 370 is simplified 
and only partially shown. Further, attachment of the hub 
system 308 to a catheter system is not shown, but may be 
similar to that previously described with respect to FIGS. 3B 
and 8A. 

0181. With respect to FIGS. 11A and 14A, the hub system 
308 or primary hub system may include, among other things, 
a hub member 422, a distal end cap 424 and one or more rings 
426. The hub member 422 may include a proximal flared 
portion 428 and a distal end portion 430 to define a bore 432 
having axis 325 extending therethrough. The distal end cap 
424 may include a proximal end 434 and a funnel portion 436. 
The proximal end 434 may slide over a distal end portion 430 
of the hub member 422 to interconnect with the hub member 
422 so that each end of the bore 432 of the hub system 308 
exhibits a flared surface. In another embodiment, the distal 
end of hub member 422 may be flared after the installation of 
rings 426 to exhibit a flared surface, similar to that provided 
by the distal end cap 424. Such process would eliminate the 
distal end cap 424 and a weld. 
0182. The funnel portion 436 of the distal end cap 424 may 
act as a guide to facilitate the anchor portions (not shown) of 
the anchor segments to easily invert or pull into a catheter by 
pulling on the anchor hub system370. Likewise, the proximal 
flared portion 428 of the hub member 422 facilitates the 
anchor portions (not shown) of the anchor segments to evert 
or push out of the hub system308. It is also contemplated that 
the funnel portion 436 of the distal end cap 424 and/or the 
proximal flared portion 428 of the hub member 422 may 
include grooves or the like that may be defined therein to 
associate and correspond with the anchor portions of the 
anchor segments to further act as a guide to assist in main 
taining precise alignment of, and Substantially preventing 
overlap between, the anchorportions as they are being respec 
tively pulled or pushed through the hub system 308. As with 
previously described embodiments, one or more openings 
429 may be located at a proximal end of the anchor frame 
segment 350 for reversibly attaching a release line (not 
shown) or tether to facilitate release of the medical device. 
0183. The flared portion 428 of the hub member 422 may 
be sized and configured to be disposed within the notch 368 
defined adjacent the first outer ends 356 of the anchor frame 
segments 350 so that the anchor leg extensions 360 of the 
anchor segments 350 extend distally along an outer surface of 
the hub member 422. The one or more rings 426 may then be 
positioned over the anchor leg extensions 360. As depicted in 
FIG. 15, the one or more rings 426 may have multiple notches 
440 defined an inner surface 442 of the ring, each notch 440 
being sized and configured to receive a corresponding anchor 
leg extension 360 (FIG. 14A) or an occluder leg extension 
328 (FIG. 14B) in an alternating arrangement. With this 
arrangement, the one or more rings 426 with the notches 440, 
may be employed to hold the anchor segments 350 and the 
occluder frame segments 310 to the hub system 308 in a 
desired pattern or arrangement. Further, the outer Surface of 
the leg extensions 360 and the leg extensions 328 (FIG. 14B) 
may include ramps (not shown) that facilitate the rings 426 to 
slide over the leg extensions 360 and 328 and snap/lock the 
rings 426 into position. 
0.184 With reference now to FIGS. 10A and 14B, the hub 
system 308 is shown to illustrate the occluder frame segment 
310 attached to the hub system 308. Similar to the leg exten 
sions 360 of the anchor frame segment 350 (FIG. 14A), the 
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occluder frame segments 310 also each may include an 
occluder base portion 326 defining a notch 332 to receive the 
proximal flared portion 428 of the hub member 422 and 
occluder leg extensions 328 to be captured within a corre 
sponding notch 440 (FIG. 15) of the one or more rings 426. It 
is noted that a portion of only one occluder frame segment 
310 and the upper half of the hub system 308 is shown in FIG. 
14B for purposes of convenience and clarity. 
0185 FIG. 16 is a perspective view of the medical device 
300 (with out the tissue growth member), illustrating the hub 
system 308 interconnected with the occluder frame segments 
310 and the anchor frame segments 350, with the one or rings 
426 positioned to capture each of the occluder and anchor 
frame segments 310 and 350. Further, it should be noted that 
the occluder frame segments 310 and anchor frame segments 
350 are positioned around the hub system 308 in an alternat 
ing arrangement (i.e., each occluder frame segment 310 is 
disposed between two anchor frame segments 350 and vice 
Versa). 
0186 Also, it is noted that the occluder frame segments 
310 and the anchor frame segments 352 are separate and 
discrete components of the medical device 300. Further, such 
occluder frame segments 310 and anchor frame segments 
352, as in the previous embodiments, deploy separately, 
wherein the occluder frame segments 310 may deploy first so 
that a physician can readily determine the best position and 
orientation of the medical device 300 within the LAA and, 
once appropriately positioned and oriented, the physician can 
then deploy the anchoring frame segments 352 from the cath 
eter (not shown), as set forth with respect to the previously 
described embodiments. Furthermore, as in previous embodi 
ments, each of the occluder frame segments and the anchor 
frame segments may be laser cut from a Nitinol sheet, cut with 
structure and features to employ ready assembly of the medi 
cal device and with structural features to facilitate delivery 
and release of the medical device through a catheter system or 
medical device system. Of course other materials and meth 
ods of manufacture may also be used. 
0187. With respect to FIGS. 17A and 17B, proximal and 
distal views of another embodiment of a medical device 500 
are shown. In this embodiment, the frame structure of the 
occluder system 502 and the anchor system 504 may be 
substantially similar to the previous embodiments set forth, 
but the tissue growth member 506 may include additional 
features. For example, the tissue growth member 506 may 
extend further distally such that the tissue growth member 
506 extends a distal distance or extent similar to the distal 
distance or extent of the expanded configuration of the anchor 
system 504. Further, the tissue growth member 506 may 
include gaps 512 or open sections defined within a distal 
portion of the tissue growth member 506. Such gaps 512 may 
be areas whereportions of the tissue growth member 506 have 
been removed. The gaps 512 defined in the tissue growth 
member 506 may be positioned to correspond or align with 
the anchor portions 508 oranchor loops of the anchor system 
504. In this manner, as the anchor system 504 is expanded to 
an in-use state or expanded position, the anchor portions 508, 
including any engagement members 510 or nubs, will bias 
against tissue in the LAA without the material of the tissue 
growth member 506 obstructing the anchor portions 508. 
Additionally, the increased length of the tissue growth mem 
ber 506 may abut the tissue in the LAA (not shown) and 
provide increased Surface area contact therewith. 
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0188 Furthermore, one or more reinforcement lines 514 
may extend across the gaps 512 defined in the tissue growth 
member 506. The reinforcement lines 514 may extend gen 
erally laterally or transverse relative to the expanded anchor 
portion 508. In one embodiment, the reinforcement lines 514 
may be a polymer thread or line attached to the tissue growth 
member 506 employing a heat process. With this arrange 
ment, the expanded anchor portion 508 may abut or bias an 
inner Surface of the reinforcement lines 514 with the engaging 
members 510 extending beyond the reinforcement lines 514 
to engage the tissue in the LAA. In the currently described 
embodiment, the lines 514 extending across the gaps 512 are 
spaced apart to help ensure that the engaging members 510 
extend beyond the lines 514 while also providing a radial 
expansion limit to the anchorportions 508 (i.e., a limit regard 
ing how far the anchor portions may radially extend when in 
the deployed state). Such reinforcement lines 514 may pro 
vide a safety mechanism in preventing, for example, the 
expanded anchor portions 508 from over expansion over time 
as tissue remodeling occurs in the tissues Surrounding the 
implanted medical device 500. 
(0189 FIGS. 18A and 18B are distal and proximal views 
(photographed) of the medical device 500 with the gaps 
defined in the distally lengthened tissue growth member 506 
with the reinforcement lines 514 extending across such gaps 
512, according to another embodiment of the invention. In 
this embodiment, the tissue growth member 506 may include 
multiple material layers. In one embodiment, the material 
layers of the tissue growth member 506 may include one or 
more first layers 516 and one or more second layers 518. The 
one or more first layers 516 may include foam, such as poly 
urethane foam, and the one or more second layers 518 may 
include ePTFE, similar to that described in earlier embodi 
mentS. 

0190. The ePTFE may include multiple layers, such as two 
to four layers, or more. Such ePTFE layers may also include 
different thicknesses and/or internodal distances, as previ 
ously described. The multiple layers of ePTFE may be sized 
to Substantially prevent blood and thrombi from passing 
therethough. The ePTFE layers may be attached to each other 
employing a thermal or sintering process or any other known 
process in the art, Such as with an adhesive. The one or more 
layers of ePTFE may be adhesively attached to the foam layer. 
In one embodiment, the adhesive layer provided to attach the 
ePTFE layer to a foam layer also fills the pores on one side of 
the ePTFE to further provide a tissue growth member that 
substantially prevents blood and thrombi from passing there 
through. Further, the surface of the ePTFE on the proximal 
side of the tissue growth member 506 provides a porous 
Surface that readily facilitates blood cell lodging and attach 
ment to promote tissue growth and endothealization as this is 
the surface that is exposed to the left atrium (“LA) of the 
heart (not shown). 
(0191 In another embodiment, as shown in FIG. 18A, the 
medical device 500 may include a hub tissue growth member 
520. In this embodiment, the hub tissue growth member 520 
may be sized and configured to cover the proximal side of the 
hub (see FIGS. 14A and 14B) of the medical device 500. As 
depicted, with both the tissue growth member 506 and the hub 
tissue growth member 520, there is substantially no exposure 
of the frame structure of the medical device 500 at the proxi 
mal face of the medical device 500. This feature is advanta 
geous since when the medical device 500 is positioned in the 
LAA, the proximal face is the surface that is exposed to the 
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LA, thereby substantially eliminating the potential of emboli 
or thrombus escaping from the LAA to the LA and/or migrat 
ing from exposed frame structure Surfaces. In one embodi 
ment, the hub tissue growth member 520 may beformed from 
multiple layers of ePTFE and/or foam, similar to the tissue 
growth member 506, previously set forth. 
0.192 FIG. 19 is a partial cross-sectional view of the 
anchor hub 522 (in simplified form), depicting the hub tissue 
growth member 520 attached to the anchor hub 522. One 
embodiment of an anchor hub is previously described in 
detail and shown with respect to FIG. 13. The anchor hub 522 
may include notches 524 defined in an outer surface of the 
hub (including one or more components of the hub). A hole or 
an eyelet 526 may also be formed in a proximal end of the hub 
522. The hub tissue growth member 520 may include a sock 
like member with a proximal face 528 and a distal end portion 
532. The proximal face 528 of the hub tissue growth member 
520 may include a pin hole 530 configured to be generally 
aligned with the eyelet 526 of the anchor hub 522. The pin 
hole 530 is sized and configured to allow a tether (not shown 
in FIG. 19) to extend therethrough for removable attachment 
to the eyelet 526 of the anchor hub 522. The hub tissue growth 
member 520 may be sized and configured to fit over the 
anchor hub 522 to extend at least to the notches 524 of the 
anchor hub 522. The hub tissue growth member 520 may be 
attached to the anchor hub 522, for example, with one or more 
rings 534 or ring-like members (including helical type rings) 
that may be readily expanded over the anchor hub 522 and 
tightened over the hub tissue growth member 520 within the 
notches 524 formed in the anchor hub 522. In other embodi 
ments, a thread or filamentary member may be wrapped 
around the hub tissue growth member 520 and cinched within 
the notches to retain the hub tissue growth member 520 over 
the anchor hub 522. Other means may also be used to keep the 
hub tissue growth member 520 in a desired position. With this 
arrangement, the anchor hub 522 and, more importantly, the 
proximal face 528 of the anchor hub 522 may be covered with 
the hub tissue growth member 520 to optimize the surface 
exposed to the LA for endothealization and to prevent emboli 
or thrombus from migrating between the LAA and the LA. 
0193 In another embodiment, the medical device may 
include a dissolving member 550 configured to provide a 
limited period in which the loop portions 554 of the anchor 
segments 552 in the anchor system are biased or provide 
outward expansion against tissue within an LAA (not shown). 
For example, FIG. 20 depicts the dissolving member 550 
interconnected to the anchor hub base 556. For simplification 
purposes, only one anchor segment 552 is shown with the 
dissolving member 550. Such a dissolving member 550 may 
be made of a bio-absorbable material, but may also be made 
from a bio-resorbable material or a bio-degradable material 
or combinations thereof. As depicted, the dissolving member 
550 may positioned circumferentially about and distally adja 
cent the anchor hub base 556 such that the loop portions 554 
of the anchor segments 554 are biased by, or may be sup 
ported by or against, the dissolving member 550 adjacent the 
proximal inner end 572 of the loop portions 554. 
0194 With this embodiment, the anchoring system can 
perform and function similar to that described in the previous 
embodiments when implanted in the LAA and for a sufficient 
time while the occluder system (not shown) endothelialized 
with the tissue in the LAA. After a predetermined time period, 
the dissolving member 550 degrades or dissolves into the 
body such that the dissolving member 550 is no longer a 
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component of the medical device. As such, it is no longer 
present to provide support to the loop portions 554 of the 
anchor segments previously provided. Thus, the loop portions 
554 of the anchor segments 552 will not provide the same 
biasing force against the tissue of the LAA and, instead, will 
fold or bend (or otherwise be displaced) inward due to struc 
tural features in the anchor hub base 556, described below. 
0.195 FIG. 20A is an enlarged view of the dissolving 
member 550 connected to the anchor hub base 556, as 
depicted in FIG. 20. The dissolving member 550 may be, for 
example, a cylindrically shaped member, or any other Suitable 
shape, sized and configured to slide over or otherwise Sur 
round a distal hub extension 560. The distal hub extension 
560 may extend distally and centrally from one of the anchor 
hub bases 556 of the anchor segments 552. Further, the distal 
hub extension 560 may include a recessed central region 562 
and an enlarged distal portion 564. The recessed central 
region 562 may be sized and configured to receive the dis 
solving member 550 and the enlarged distal portion 564 may 
be sized and configured to prevent the dissolving member 550 
from disengaging or self-migrating from the distal hub exten 
Sion 560. 

0196. As depicted, the loop portions 554 are disposed 
against or supported by the dissolving member 550 on an 
outer surface 566 of the dissolving member 550. The proxi 
mal inner end 572 of the loop portions 554 are interconnected 
to the anchor hub base 556 with a relatively thin extension 570 
disposed therebetween. Such thin extension 570 may be sized 
and configured to limit the outward force of the loop portions 
554 against the tissue of the LAA by facilitating collapse of 
the loop portions 554 once the dissolving member 550 has 
dissolved into the body. In other words, once the dissolving 
member 550 is dissolved, the thin extension 570, being con 
figured to be relatively non-supportive and flexible, will not 
provide adequate support for the loop portions 554 to remain 
biased against the tissue, thereby, allowing collapse (or radi 
ally inward displacement) of the loop portions 554. In this 
manner, the combination of the dissolving member 550 and 
the thin extension 570 employ means by which the medical 
device may be anchored in the LAA and, after a predeter 
mined period of time in which the dissolving member 550 
dissolves, the loop portions 554 of the anchoring system may 
collapse or become limp with respect to the tissue in the LAA. 
As noted above, the dissolving member may be designed to 
dissolve within a desired time period. For example, the dis 
solving member 550 may be configured such that it dissolves 
within approximately the same time period as it is anticipated 
that endothealization will occur, or within a time period that 
correlates with a desired percentage or amount of endotheal 
ization to occur. 

(0197). Now referring to FIG. 21, a medical device delivery 
system 600 is shown, according to another embodiment of the 
present invention. The medical device delivery system 600 
may include a medical device 602, a sheath 604 and catheter 
system 608 coupled to a handle system 610. For purposes of 
reference, an axis 601 is defined as extending through the 
medical device delivery system 600. The medical device 602 
may include any medical device configured to be interven 
tionally implanted within the human anatomy including any 
one of the medical devices, or combinations thereof, 
described herein, such as the medical device that will be 
described in association with this embodiment. The sheath 
604 may be an elongated member defining a sheath lumen 
606 extending axially therethrough between a proximal end 
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and a distal end of the sheath 604. The sheath may be a 
discreet, independent member (not permanently coupled to 
the delivery system) sized and configured to receive the cath 
eter system 608 through the lumen 606 of the sheath 604. It is 
also contemplated that the sheath 604 be incorporated with a 
sheath handle system, which is separate from the handle 
system 610 described in conjunction with the present 
embodiment, that may be configured to articulate a distal end 
portion of the sheath. 
(0198 With respect to FIGS. 21 and 21C, the catheter sys 
tem 608 may include a catheter 622, such as an elongated 
extruded catheter or member, with multiple lumens extending 
along an axial length between a distal end and a proximal end 
of the catheter 622. For example, the multiple lumens may 
include a central lumen 624 and one or more peripheral 
lumens 626, such as the two peripheral lumens shown in FIG. 
21C. Further, the catheter system 608 may include multiple 
tethers extending through the multiple lumens defined in the 
catheter, the tethers extending and interconnected to and 
between the medical device 602 and the handle system 610. 
0199 For example, the catheter system 608 may include 
one or more occluder tethers 628 and one or more anchor 
tethers 630. The central lumen 624 may be sized and config 
ured to receive the anchor tether 630 and the one or more 
peripheral lumens 626 may be sized and configured to receive 
the occluder tethers 628. The anchor tether 630 may include 
an anchor pusher 632. Such as a coil or other generally tubular 
member, with the anchor pusher 632 defining an anchor 
pusher lumen 634 extending longitudinally therethrough and 
multiple wires extending through the anchor pusher lumen 
634. Similarly, the occluder tether 628 may include an 
occluder pusher 636, such as a coil or other generally tubular 
member, defining an occluder pusher lumen 638 extending 
longitudinally therethrough and multiple wires extending 
through the occluder pusher lumen 638. Each of the anchor 
pusher 632 and the occluder pusher 636 may include a poly 
meric layer formed therearound. 
0200. The occluder tethers 628 and the anchor tether 630 
may be connected to the medical device 602 via the multiple 
wires, the multiple wires extending through the respective 
occluder pushers 636 and anchor pusher 632 and extending 
into and interconnected to the handle system 610. Distal ends 
of each of the occluder pushers 636 and the anchor pusher 632 
may not be directly connected to the medical device 602. The 
multiple wires may include, for example, a first wire 640 and 
a second wire 642, the first wire 640 being a pull wire and the 
second wire 642 being a pin wire. The first wire 640 and 
second wire 642, acting together, may facilitate interconnec 
tion and release of the medical device 602 as discussed in 
further detail herein. With this arrangement, the catheter sys 
tem 608 may be configured to navigate the vasculature of a 
patient and push the medical device 602 through the sheath 
604 to the LAA and facilitate manipulation and control of the 
medical device 602 at a distal portion 621 of the catheter 
system 608 via the handle system 610. Manipulation and 
control of the medical device 602 may include separating out 
and independently controlling various functions including, 
for example, the deployment functions of an anchor portion 
603 (FIG. 21A) and an occluder portion 605 of the medical 
device 602, optimal positioning and re-positioning of medical 
device 602 in the LAA, re-deployment after fully anchoring 
the device in LAA, and withdrawing of the medical device 
602 from the LAA after fully anchoring the medical device 
within the LAA. 
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0201 Referring back to FIG. 21, the handle system 610 
may include one or more handle portions, such as an occluder 
handle portion 612, an anchor handle portion 614 and a float 
handle portion 616, each of which may be utilized to employ 
different functions to control and manipulate the medical 
device 602 at the distal portion 621 of the catheter system 608. 
For example, by retracting the sheath 604, the occluder por 
tion 605 may be deployed while the handle system 610 is in a 
first handle position. As depicted in FIGS. 21 and 21A, by 
distally moving the anchor handle portion 614 forward to a 
second handle position, as depicted by arrow 618, the anchor 
portion 603 of the medical device 602 may be deployed by 
everting or moving one or more anchors distally to a rolled 
out position oran anchor deployed position. Also, as depicted 
in FIGS. 21 and 21B, by proximally moving the float handle 
portion 616 to a third handle position, as depicted by arrow 
620, the catheter 622 may also retract to expose and deploy 
the occluder tethers 628 and the anchor tether 630 connected 
to the medical device 602 to enable determination of whether 
the medical device 602 is properly seated and positioned in 
the LAA. 

0202. With reference to FIGS. 21, 23 and 24, a more 
detailed description of the handle system 610 will now be 
provided. FIGS. 23 and 24 are cross-sectional views of the 
handle system 610, taken along section lines 23 and 24 shown 
in FIG. 22, FIG. 22. illustrating an end view of the proximal 
side of the handle system 610. Beginning on a distal side of 
the handle system 610, the float handle portion 616 may 
include an outer housing 644 defining a bore 646 extending 
axially through the outer housing 644 between a distal end 
and a proximal end thereof. The proximal end of the catheter 
622 may be coupled to the distal end of the outer housing 644, 
such as by being inserted and secured within the bore 646 of 
the float handle portion 616. The proximal end of the float 
handle portion 616 may be slidably coupled to an inner exten 
sion 652 of the occluder handle portion 612, the inner exten 
sion 652 being sized and configured to slide within the bore 
646 of the float handle portion 616. The float handle portion 
616 may be limited to linear translation over the inner exten 
sion 652 such as by way of interaction between a groove 648 
defined in the inner surface (within the bore) of the outer 
housing 644 and a guide 654 formed on the inner extension 
652. The outer housing 644 of the float handle portion 616 
may also be coupled to a float rod 650 extending proximally 
from the float handle portion 616 and through the occluder 
handle portion 612 as will be discussed in more detail here 
after. With this arrangement, the float handle portion 616 is 
linearly slideable over the inner extension 652 of the occluder 
handle portion 612. Since the proximal end of the catheter 
622 is fixed within the bore 646 of the float handle portion 
616, proximal movement, as indicated by arrow 620, of the 
float handle portion 616 will retract the catheter 622 of the 
catheter system 608 to, thereby, enable the float feature for the 
medical device 602, as previously discussed. 
0203 With respect to FIG. 24A, an enlarged view of a 
portion of the float handle portion, taken from detail “24A' of 
FIG. 24, is shown. To maintain the integrity of the occluder 
pusher 636 and associated wires (not shown in FIG. 24A) 
extending through the catheter system 608 and the handle 
system 610 when proximally moving the float handle portion 
616, tubing 653, such as hypo-tubes, may be co-axially 
secured with the lumens defined in the inner extension 652 
that, in turn, correspond co-axially with, and slidably extend 
toward, the peripheral lumens 626 defined in the catheter 622 
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(see FIG. 21). The lumens defined in the inner extension 652 
may include a catheter portion corresponding to the configu 
ration of the catheter 622 or may include an associated hous 
ing portion positioned within a bore defined in the inner 
extension 652. In this manner, as the float handle portion 616 
is moved proximally, the occluder pusher (coils) and wires 
maintain a Substantially straightened position while the cath 
eter 622 is retracted. During the proximal movement of the 
catheter 622, the tubing 653 may be fixed within the inner 
extension 652 and slides within the peripheral lumens 626 
defined in the proximal end of the catheter 622. The tubing 
653 arrangement may therefore substantially prevent buck 
ling of the coils and wires during proximal movement of the 
float handle portion 616 toward the inner extension 652. 
0204 Referring back to FIGS. 23 and 24, the occluder 
handle portion 612, or middle portion of the handle system 
610, may include an outer housing 658, the above-identified 
inner extension 652 and an occluder-release slider 660. The 
outer housing 658 may define a bore 662 extending axially 
between a proximal end and a distal of the outer housing 658. 
Such outer housing 658 may be sized and configured to house 
the inner extension 652, the occluder-release slider 660 and a 
mode switch 664. The mode switch 664 may be secured in the 
outer housing 658 at the proximal end with mode support 
structure 666. 

0205 The inner extension 652 may extendaxially through 
the bore 662 of the outer housing 658, coupled at one end to 
the mode support structure 666. The other end of the inner 
extension 652 extends axially and distally from the outer 
housing 658 of the occluder handleportion 612 and is slidably 
coupled with, and extends through a portion of the float 
handle portion 616. The inner extension 652 may also extend 
through a slider bore 661 defined in the occluder-release 
slider 660. In the position depicted, the occluder-release 
slider 660 is fixed to the inner extension 652 via a notch 668 
and a spring-loaded pawl 670 arrangement such that the pawl 
670 may be moved from the notch 668 defined in the inner 
extension 652 to enable the occluder-release slider 660 to be 
moved proximally as will be discussed in more detail here 
after. The spring-loaded pawl 670 may be configured, for 
example, as a partial ring-type clip that may be positioned 
around the occluder-release slider 660 with the pawl 670 
extending through a hole or slit 672 in the occluder-release 
slider 660 and further extending into the notch 668 of the 
inner extension 652. 

0206 With reference to FIGS. 24 and 24B, FIG. 24B 
depicts an enlarged portion of the occluder-release slider 660 
coupled to occluder tether wires (shown as dashed lines). In 
one embodiment, the occluder-release slider 660 may define 
two holes 674 extending transverse relative to the axis 601 of 
the medical device delivery system 600 and which may be 
axially aligned with each other. Further, the occluder-release 
slider 660 may define a primary groove 676 formed in an 
outer surface of the occluder-release slider 660 that is sized 
and configured to secure the occluder tether wires thereto. 
Also, the inner extension 652 may define two opposing 
notched openings 678 extending generally between the bore 
of the inner extension 652 and the outer surface of the inner 
extension 652. The proximal ends of the notched openings 
678 may extend to, and correspond with, the holes 674 of the 
occluder-release slider 660. The distal ends of the notched 
openings 678 extend to longitudinal guide grooves 680 
defined in the inner surface of the occluder-release slider 660. 
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0207. In one embodiment, there can be two sets of 
occluder tether wires. As previously set forth, each set of 
occluder tether wires may include the first wire 640 and the 
second wire 642, the first wire 640 being the pull wire and the 
second wire 642 being the pin wire (see also FIG. 21C). In 
regard to one set of the occluder tether wires, the first wire 640 
may extend from the peripheral lumen 626, through one 
notched opening 678 of the inner extension 652, along the 
guide groove 680 defined in the occluder-release slider 660, 
around the distal end of the occluder-release slider 660 and 
toward the primary groove 676 to be circumferentially 
wrapped around and secured within the groove 676 The sec 
ond wire 642 or pinwire may also extend through the notched 
opening 678 of the inner extension 652, through the hole 674 
and aroundan outer surface of the occluder-release slider 660, 
and into the primary groove 676 to be wrapped and secured 
therein. The other set of occluder tether wires may be simi 
larly secured to the occluder-release slider 660 by extending 
through the inner extension 652 on the opposite side thereof 
and wrapped around the primary groove 676 of the occluder 
release slider 660, as depicted. It is also noted that the anchor 
tether 630 (shown as dashed line) axially extends through the 
occluder handleportion 612 toward the anchor handle portion 
614. 

(0208. With respect to FIGS. 23 and 23A, the mode switch 
664 will now be discussed. As previously set forth, the 
occluder handle portion 612 may include the mode switch 
664 at a proximal side thereof. The mode switch 664 may 
include a switch that is moveable, for example, between a first 
position and a second position. The mode Switch 664 may be 
secured to the occluder handle portion 612 via the mode 
support structure 666. For example, as best depicted in FIG. 
24, the mode Support structure 666 may include a proximal 
end of the inner extension 652 or an inner disc member 667 
secured to an outer disc member 669 with at least a portion of 
the mode switch 664 sandwiched therebetween. The inner 
disc member 667 may be sized to fit snugly within the outer 
housing 658 and the outer disc member 669 sized to cap-off 
the proximal end of the outer housing 658 of the occluder 
handle portion 612. The proximal end of the inner extension 
652 may be fixed to the inner disc member 667. Such a 
configuration may be employed to sufficiently hold the mode 
switch 664 in position and facilitate translation of the mode 
switch 664 to multiple positions. 
(0209 Referring again to FIGS. 23 and 23A, the mode 
switch 664 may include one or more key holes defined 
therein, such as a first keyhole 682, a second keyhole 684 and 
a third key hole 686. Each of the one or more key holes 682, 
684 and 686 may be sized and configured to correspond with 
different portions of the handle system 610, such as a release 
rod 688, an anchorrod 690 and the float rod 650, respectively. 
Each of these rods may act as a key relative to the position of 
the mode switch 664 and their corresponding key holes. The 
release rod 688 and anchor rod 690 are fixed to the anchor 
handle portion 614 and extend distally therefrom, extending 
through the one or more key holes and into the occluder 
handle portion 612. The release rod 688 and anchor rod 690 
may be selectively slideable through the occluder handle 
portion 612 relative to the mode switch 664. For example, the 
first key hole 682 may be sized and configured to receive a 
flattened section of the release rod 688 such that the release 
rod 688 may slide to different positions (or rotate) depending 
on the position of the mode switch 664. Likewise, the second 
key hole 684 may be sized and configured to receive the 
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anchor rod 690, slideable therethrough depending on the 
position of the mode switch 664. Similarly, the third key hole 
686 may be sized and configured to receive the float rod 650 
such that the float rod 650 may be slidably displaced there 
through depending on the relative position of the mode Switch 
664. Additional detail regarding the mode switch 664, its 
positioning and the control and functionality it provides to the 
medical device delivery system 600 (FIG. 21), will be dis 
cussed in further detail below. 

0210 Referring back to FIGS. 21, 23 and 24, the anchor 
handle portion 614 may include an outer housing 692, an 
anchor handle fixed member 694 and an anchor-release slider 
696, each defining axially extending stepped bores therein. 
Further, the anchor handle portion 614 may include a release 
enable switch 698 disposed at a proximal end thereof (also see 
FIG. 22). Such structural components of the anchor handle 
portion 614 may be positioned relative to each other in a 
variety of ways. For example, the anchor handle fixed mem 
ber 694 may be fixed to the anchor rod 690 such that the 
anchor rod 690 sealingly extends through the distal end of the 
anchor handle fixed member 694 into a larger portion of the 
bore defined in the anchor handle fixed member 694. The 
anchor-release slider 696 may be positioned over the proxi 
mal end of the anchorrod 690 and within the proximal side of 
the bore defined in the anchor handle fixed member 694. 

0211. The proximal side of the outer housing 692 may be 
positioned over both the anchor handle fixed member 694 and 
the anchor-release slider 696 with a fluid port 702 extending 
axially through the proximal side of the outerhousing 692 and 
through the proximal portion of the anchor-release slider 696 
to interconnect with the anchor rod 690 to facilitate fluid 
communication through the handle system 610 and to the 
catheter system 608. One or more sealing rings 704 may be 
employed for sealing interconnection between the fluid port 
702 and the anchorrod 690. Further, the anchor handle fixed 
member 694 includes a longitudinal extending bore, off-set 
from a longitudinal axis of the anchor handle fixed member 
694, that may be sized and configured to receive the release 
rod 688. The release rod 688 may be linearly fixed and selec 
tively rotatable relative to the outer housing 692, extending 
through the anchor handle fixed member 694 and extending 
through the occluder handle portion 612. With this arrange 
ment, the outer housing 692 and the anchor-release slider 696 
may be fixed to each other. Further, the anchor fixed member 
694 and the outer housing 692 may be fixed in the position 
depicted. However, once the anchor handle portion 614 is 
moved distally to the occluder handle portion 612 and the 
mode switch 664 is moved to an “anchors locked float 
enabled' position, the release-enable switch 698 may be actu 
ated or rotated, which allows each of the anchor-release slider 
696, the outer housing 692 and the release rod 688 to be 
slidably movable relative to the anchor fixed member 694 as 
will be described in greater detail when discussing the releas 
ing of the medical device hereafter. 
0212. With respect to FIG. 24C, an enlarged view of the 
anchor handleportion 614 taken from detail “24C of FIG. 24 
is shown, depicting the anchor handle portion 614 intercon 
nected with the anchor tether wires (shown in dashed lines). 
The anchor tether wires may extend axially through the 
anchor rod 690 and through a portion of the anchor handle 
portion 614. Similar to the occluder tether wires, the anchor 
tether wires may include the first wire 640 and the second 
wire 642, the first wire 640 being a pull wire and the second 
wire 642 being a pin wire. The first wire 640 may be config 
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ured to extend out of the anchorrod 690 and between an outer 
surface of the anchor rod 690 and an inner surface of the 
anchor-release slider 696. The first wire 640 may further 
extend around the distal end of the anchor-release slider 696 
and along an outer surface of the anchor-release slider 696. As 
depicted, there may be a descending groove along a longitu 
dinal length of the outer surface of the anchor-release slider 
696 for the first wire 640 to extend along. The descending 
groove may extend to a radial groove 706 formed in a proxi 
mal portion of the anchor-release slider 696. As such, the first 
wire 640 can extend to the radial groove 706 and be circum 
ferentially wrapped around and secured within the groove 
706. With respect to the second wire 642, such second wire 
642 may extend axially from the anchor rod 690, through a 
bore 708 of the anchor-release slider 696, over a proximal end 
of the anchor-release slider 696, through a groove formed in 
a proximal portion of the anchor-release slider 696, and into 
the radial groove 706 formed in the proximal portion to be 
wrapped and secured within the radial groove 706 of the 
anchor-release slider 696. With this arrangement, upon 
releasing the medical device within an LAA (not shown in 
FIG. 24C), the anchor-release slider 696 may move proxi 
mally, thereby pulling the second wire 642 before pulling the 
first wire 640 due to the slack of the first wire being wrapped 
around the distal end of the anchor-release slider 696. Addi 
tional detail relating to release of the tether wires will be 
provided hereinbelow. 
0213 Now referring to FIGS. 25 and 25A the handle sys 
tem 610 is shown depicting the anchor handle portion 614 
moved distally forward to a second handle position as asso 
ciated with an anchor-deployed position of a medical device 
602. Note that FIG. 25 is the same cross-sectional view as 
FIG. 23, but in the second handle position. In the anchor 
deployed position, the anchor handle portion 614 may move 
to abut the occluderhandleportion 612. With such movement, 
the anchorrod 690 and the release rod 688 also move distally 
the same linear distance toward, and within, the occluder 
handle portion 612. Movement of the anchor rod 690 in a 
distal direction also moves the anchor tether 630 (FIG. 21C) 
forward a substantially similar distance to deploy the anchor 
portion 603 of the medical device 602 (see, e.g., FIG. 21A) 
due to being axially coupled together. Movement of the 
release rod 688 in the proximal direction positions an abut 
ment edge 710 (FIG. 34B) of the release rod 688 through a 
release rod hole 712 (FIG. 34A) defined in the occluder 
release slider 660 and adjacent the pawl 670 of the occluder 
release slider 660. 

0214. Placing the mode switch 664 in the first position 
enables movement of the anchor handleportion 614, and thus 
movement of an anchor portion of a medical device. With the 
mode switch in the first position or “down position, as 
depicted in FIGS. 25 and 25A, the anchor handle portion 614 
can move freely between the anchor-deployed position and 
the anchor-retracted position. Such control over deployment 
and retraction of the anchors, independent of other compo 
nents, such as the occluder, is advantageous for a physician to 
obtain optimal placement and positioning of a medical device 
within the LAA. 

0215. With respect to FIGS. 26 and 26A, the handle sys 
tem 610 is shown depicting the float handle portion 616 
retracted proximally to a third handle position associated with 
a tether-deployed position for a medical device 602. In order 
to enable movement to the third handle position, the mode 
switch 664 has been moved from the first position (described 
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above) to a second position or "upward position, as depicted 
in FIGS. 26 and 26A. Such upward movement changes the 
configuration of each of the key holes, or at least a portion of 
the keyholes that respectively correspond with the release rod 
688, the anchor rod 690 and the float road 650. Further, as 
previously set forth, each of the release rod 688, the anchor 
rod 690 and the float rod 650 include a key configuration 
along a selective portion of their respective lengths that can 
act as a key. These key portions will facilitate actuation, or 
prevent actuation, of each of the anchor handle portion 614, 
float handle portion 616 or actuation of the release-enable 
Switch 698. 

0216 For example, with the mode switch 664 in the sec 
ond position, actuation of the anchor handle portion 614 may 
be prevented by engagement with an anchor rod notch 714 
(FIG. 24) defined in the anchor rod 690. For example, when 
the anchor handle portion 614 has been moved and the mode 
switch 664 is placed in the second position, the narrowed 
portion of the second key hole 684 engages the anchor rod 
notch 714 of the anchor rod 690 to, thereby, prevent the 
anchor handle portion 614 from further movement. Similarly, 
the float rod 650 may also define a float rod notch 716 (FIG. 
23) corresponding with the third keyhole 686 and configured 
to prevent movement of the float handle portion 616 until the 
anchor handle portion 614 is moved to the second handle 
position and the mode switch 664 is moved to its second 
position. Further, the release rod 688, with the mode switch 
664 in the second position, is keyed to allow rotational move 
ment, whereas in the first position the release rod 688 is keyed 
to prevent rotational movement. More specifically, the first 
keyhole 682 includes a square-like or rectangular portion 718 
that corresponds with the release rod 688 while the mode 
switch 664 is in the first position (see FIG. 25A) to prevent 
rotational movement. However, when the mode switch 664 is 
placed in the second position, the first key hole 682 includes 
a round portion 720 that corresponds with the release rod 688 
to enable rotational movement. (also see FIG. 25A). 
0217. With the mode switch 664 in the second position, the 
float handle portion 616 may be retracted proximally and 
axially a defined distance. For example, the float handle por 
tion 616 may be displaced until it is positioned against the 
occluder handle portion 612. With such proximal movement, 
the float rod 650 also moves proximally into a portion of the 
anchor handle portion 614. Further, movement of the float 
handle portion 616 proximally moves the catheter 622 proxi 
mally since the proximal end of the catheter 622 is fixed to the 
float handle portion 616. In this manner, the tethers, such as 
the occluder tethers 628 and the anchor tethers 630 maintain 
their axial position and are deployed from the catheter 622 
(see FIG. 21B), thereby, limiting the resistance or biasing 
force placed on the implanted medical device by the still 
attached delivery system. If desired, the tethers may be re 
sheathed within the catheter 622 by simply moving the float 
handle portion 616 distally to its earlier position. Further, if 
desired, the anchor portion of the medical device may be 
retracted by simply moving the mode switch 664 back to the 
first position and then moving the anchor handle portion 614 
proximally. 
0218. With reference to FIGS. 27-29, the handle system 
610 is shown in a release position to release a medical device 
602 from the delivery system 600. The release-enable switch 
698 is moved to a release position, best shown in FIG. 27 (as 
compared to the non-released position shown in FIG. 22), 
which may be rotated about a release-enable switch pivot 722 
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in a clock-wise manner. In addition, release-enable Switch 
698 may define a radial opening 724 extending a distance in 
which the release-enable switch 698 travels to be placed in the 
release position. The fluid port 702 extends proximally 
through the radial opening 724 defined in the release-enable 
Switch 698. 

0219 FIGS. 28 and 29 are cross-sectional views of the 
handle system 610 taken along section lines 28 and 29 of FIG. 
27, respectively, depicting some of the components of the 
handle system 610 in the release position. It is noted that the 
outer housing 692 (FIG. 23) of the anchor handle portion 614 
not shown for purposes of convenience and clarity. However, 
it is also noted that such outer housing, as previously set forth, 
is fixed to the anchor-release slider 696 and, therefore, the 
outer housing may move with the anchor-release slider 696 
when moved to the release position. 
0220. In the release position, the release rod 688 is 
retracted proximally. In one embodiment, Such retraction of 
the release rod 688 also moves the anchor-release slider 696 
and the occluder-release slider 660 proximally, but leaves or 
maintains the anchor handle fixed member 694 against the 
occluder handle portion 612. Note that the pawl 670 of the 
occluder-release slider 660 is moved from the notch 668 of 
the inner extension member 652, thereby, enabling the 
occluder-release slider 660 to be moved by the release rod 688 
to the released position, as will be shown and described in 
greater detail with respect FIGS. 34-35. In this manner, the 
occluder-release slider 660 and the anchor-release slider 696 
can be moved proximally in a simultaneous arrangement. 
0221. As previously set forth, with respect to FIGS. 24B, 
24C and 28, the first wire 640 and the second wire 642 of each 
of the occluder tethers 628 and the anchor tether 630 are fixed 
to the respective occluder-release slider 660 and the anchor 
release slider 696. In particular, the first wires 640 of the 
occluder tethers 628 and anchor tether 630 may be wrapped 
distally and then proximally around a proximal portion of the 
respective occluder-release slider 660 and the anchor-release 
slider 696. Further, the second wires 642 of the occluder 
tethers 628 and the anchor tether 630 may extend proximally 
to the respective occluder-release slider 660 and anchor-re 
lease slider 696. In this manner, once the occluder-release 
slider 660 and the anchor-release slider 696 are retracted 
proximally, the distal end of the second wire 642 is displaced 
proximally before the distal end of the first wire 640 is dis 
placed proximally due to a slack distance 726 provided by the 
proximal wrapping of the first wire 640. In other words, the 
first wire 640 is not moved proximally, along its length, until 
the slack distance 726 is overcome by the moved distance the 
occluder-release slider 660 and the anchor-release slider 696 
has moved proximally. In this embodiment, the distance the 
sliders move to overcome the slack distance 726 is about 
twice the slack distance 726 for the respective occluder-re 
lease slider 660 and the anchor-release slider 696. With this 
arrangement, as depicted in FIG. 39, the second wire 642 may 
be pulled first as indicated by arrow 732, moving from a loop 
728 formed by the first wire 640 that extends through an 
eyelet 730 of the medical device 602 and, once the slack 
distance 726 (FIGS. 24B and 24C) is overcome, the first wire 
640 is pulled from the eyelet 730, thereby releasing the 
occluder tethers 628 and the anchor tether 630 from the medi 
cal device 602. 

0222. As depicted in FIGS. 26A and 28A, the mode switch 
664 is in the second position or upward position. The second 
position of the mode switch 664 enables the release rod 688 to 
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rotate within the round portion 720 of the first key hole 682, 
which movement of the mode switch 664 to the second posi 
tion may be employed at anytime Subsequent to deploying the 
anchor portion of the medical device 602. In other words, it is 
not necessary to employ the float feature by retracting the 
float handleportion 616 in order to move the mode switch 664 
to the second position to enable rotation or actuation of the 
release-enable switch 698. In this manner, movement of the 
float handle portion 616 and/or movement of the release 
enable switch 698 may be employed with the mode switch 
664 in the second position or the upward position as depicted 
in FIGS. 26A and 28A. 

0223 Now referring to FIGS. 30-33, additional details 
relating to the release feature of the anchor handleportion 614 
will now be discussed. It is noted that FIGS. 31-33 do not 
show the outer housing 692 of the anchor handle portion 614 
for purposes of clarity in showing the various components 
and features of the anchor handle portion. FIG. 30 shows an 
enlarged cross-sectional proximal portion of the anchor 
handle portion 614, taken along section line “30' of FIG. 22. 
and depicts the release-enable switch 698 in a first position or 
non-released position. The outer housing 692 of the anchor 
handle portion 614 may define a cavity 734 therein. The 
cavity 734 may have a spring-loaded pin 736 positioned 
therein. While the release-enable Switch 698 is in the first 
position, the spring-loaded pin 736 may be in a restrained 
position (i.e., as shown in FIG.30). Further, while the release 
enable switch 698 is in the first position, a release rod projec 
tion 738 of the release rod 688 is positioned in an elbow 
groove 740 defined in the anchor handle fixed member 694, as 
depicted in FIG. 31. In this manner, the anchor fixed member 
694 may be operatively coupled or fixed to the anchor-release 
slider 696 and directly coupled to the release rod 688. 
0224. As depicted in FIGS. 32 and 33, once the release 
enable switch 698 is rotated to the second position (the second 
position best shown in FIG. 27), the spring loaded pin 736 
moves or springs to an exposed recess 742 defined in the 
release-enable switch 698, which may irreversibly fix the 
release-enable switch 698 in the second position. Also, when 
the release-enable switch 698 is rotated to the second posi 
tion, the release rod 688 also rotates, thereby, rotating the 
release rod projection 738 extending from the release rod 688 
out of a coupled position relative to the anchor fixed member 
694. As depicted in FIG. 33, with the release rod projection 
738 being positioned to enable linear movement, the release 
rod 688 and a portion of the anchor handle portion 614, 
namely, the anchor-release slider 696 and outer housing (not 
shown), may be linearly retracted in a proximal direction. 
0225. Now referring to FIGS.34, 34A, 34B and 35, addi 
tional description will now be provided for the release rod 688 
employing movement of the occluder-release slider 660. 
Again, the outer housing of the occluder handle portion is not 
shown for purposes of clarity. With reference to FIGS. 34. 
34A and 34B, the release rod 688 is configured to act as a key 
defining multiple structural features that assist in controlling 
the functionality of the handle system 610. For example, the 
release rod 688 may have an elongated narrow portion 744 
defined on a distal portion of the release rod 688 that is sized 
and configured to slide or linearly move under the pawl 670 of 
the occluder-release slider 660. The elongated narrow portion 
744 may beformed by removing, for example, about one-half 
to two thirds of an upper elongated portion of the release rod 
688 so that when the release rod 688 is oriented in a first 
position, as depicted, the elongated narrow portion 744 is 
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oriented so as to easily slide under the pawl 670 when moved 
distally. The proximal end of the elongated narrow portion 
744 may include a release rod notch 746 defined therein, as 
best depicted in FIG. 34B. The release rod notch 746 may be 
sized and configured to catch or couple to the occluder-re 
lease slider 660 so that the release rod 688 can retract the 
occluder-release slider 660. 

0226. As depicted in FIGS. 35 and 35A, the mode switch 
664 is moved to the second position or upward position. As 
previously set forth, the second position of the mode switch 
664 allows rotational movement of the release rod 688. As 
shown in FIGS. 35 and 35A, the release rod 688 is in a rotated 
position. However, before such rotation of the release rod 688 
and movement of the mode switch 664 to the second position, 
the release rod 688 is moved forward to deploy the anchor 
portion of the medical device 602. In the rotated position, the 
release rod 688, via the release rod notch 746 (FIG. 34B) in 
the release rod 688, can catch the occluder-release slider 660. 
Further, in the rotated position, the pawl 670 is moved upward 
via Such rotation, the pawl 670 moving out of engagement 
with the notch 668 defined in the inner extension 652 of the 
occluder handle portion 612, thereby, decoupling the 
occluder-release slider 660 from the inner extension 652. The 
proximal movement of the release rod 688 can then proxi 
mally retract the occluder-release slider 660 such that it is 
adjacent the mode switch 664. As previously set forth, such 
proximal movement of the release rod 688 simultaneously 
retracts the occluder-release slider 660 and the anchor-release 
slider 696 (not shown in FIGS. 35 and 35A) for substantially 
simultaneously detaching the occluder tethers and the anchor 
tether from the medical device. 

0227 Referring now to FIGS. 36-40, a cross-sectional 
view of a medical device 602 coupled with a medical delivery 
device (e.g., delivery device 600 in FIG. 21) is shown in 
accordance with another embodiment of the present inven 
tion. The medical device 602 includes an occluder portion 
605 and an anchor portion 603. The medical device 602 
depicted herein is similar to the medical device depicted in 
FIGS. 9A and 9B, with three anchor segments having six 
anchor loops 748 (two anchor loops 748 per anchor segment) 
and six occluder frame segments 750 each positioned and 
oriented around a hub 752 in an alternating fashion. For 
simplistic purposes, the cross-sectional views in FIGS. 36-40 
depict the anchor loops 748 and occluder frame segments 750 
as being rotated into the same plane, though in this embodi 
ment they may be oriented around the hub 752 in the alter 
nating arrangement set forth in the above-noted embodiment. 
0228. Description of the various positions of the medical 
device 602, relative to the medical device delivery system, 
will now be set forth. Before introducing the medical device 
602 to the LAA (not shown in FIGS. 36-40) the sheath 604 
may first be introduced to the LAA. As known by one of 
ordinary skill in the art, the sheath may be introduced into the 
vasculature extending toward and into the right atrium of the 
heart. For example, access into the right atrium may begained 
through the femoral vein. The sheath 604 may then be intro 
duced into the left atrium, via a trans-septal puncture, and 
then positioned within an LAA, preferably, in this embodi 
ment, positioning a distal end of the sheath at a rear location 
relatively deep within the LAA, located and positioned 
through conventional procedures and imaging techniques. 
0229. Once the sheath 604 is positioned in the LAA, the 
medical device 602 may be pushed through the sheath 604, 
beginning at the proximal end of the sheath 604, toward the 
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LAA, as depicted in FIG. 36. The medical device 602 may be 
introduced into the sheath 604 via a loader 754 (see FIG. 21) 
positioned around the catheter 622. The loader 754 may be 
moved to a distal end 758 of the catheter 622 against the 
deployed occluder portion 605 and pulled within the loader 
754. The end of the loader 754 may then be inserted into the 
proximal end of the sheath 604 so that the catheter 622 can be 
manually advanced through the sheath 604 thereby, advanc 
ing the medical device 602 to a distal portion of the sheath 604 
and into the LAA. As depicted, having been advanced by the 
catheter 622 toward the distal end of the sheath 604, the 
anchor portion 603 of the medical device 602 is retracted 
within a distal portion 756 of the catheter 622 with the 
occluder portion 605 positioned distally relative to a distal 
end 758 of the catheter 622. Once the medical device 602 is 
positioned at a distal portion of the sheath 604 within the 
LAA, the occluder portion 605 may then be deployed by 
manually retracting the sheath 604, as depicted by arrow 760, 
which facilitates deployment of the occluder portion 605 of 
the medical device 602. 

0230. As depicted in FIG. 37, the sheath 604 is in a 
retracted position with the occluder portion 603 in a deployed 
position. Such occluder portion 605 may automatically 
deploy by retracting the sheath 604 due to the self expanding 
characteristics of the occluder frame segments 750. The 
occluder portion 605, in this embodiment, may not have any 
anchoring function, but rather, as previously described, 
includes a tissue growth promoting member 762 with one or 
more layers that provide a soft and supple occluder portion 
605. Through imaging techniques, a physician can slowly 
pull the occluder portion 605 of the medical device 602 from 
a rear position within the LAA toward a desired position, 
stopping and analyzing multiple different positions and ori 
entations within the LAA until determining an optimal or 
preferred position, for example, adjacent to the ostium and 
within the LAA. If the physician at any time believes that the 
occluder portion 605 has been pulled beyond the optimum 
location in the LAA or from the LAA, the physician can 
readily re-capture the occluder portion 605 by simply moving 
the sheath 604 distally. The sheath 604 can then be advanced 
again deep within the LAA and the occluder portion 605 
re-deployed and then retracted to an optimal position for the 
occluder portion 605 to be positioned. Once the optimal posi 
tion is located in the LAA, the physician may deploy the 
anchor portion 603 of the medical device 602 by moving the 
anchor handle portion 614 in a distal direction to the second 
handle position (see FIG. 21). Such movement of the anchor 
handle portion 614 to the second handle position moves the 
anchor pusher 632 distally, as indicated by arrow 764, to, 
thereby, move the anchor portion 603 of the medical device 
602 distally from a retracted position to a deployed or 
expanded position (FIG.38) Likewise, the anchor portion 603 
can be moved back from the deployed position to the retracted 
position. 
0231. As shown in FIG. 37 and described in detail in 
previous embodiments, the anchor portion 603 may include 
multiple anchor loops 748, each including a first end 749 and 
a second end 751. The first end 749 of each anchor loop 748 
being coupled to the hub 752 and each second end 751 being 
coupled together to form the anchor hub. When the anchor 
portion 603 is in the retracted position, the first end 749 and 
second end 751 of each anchor loop 748 may be proximal to 
a distal end of the occluder portion 605. Further, the second 
ends 751 of the anchor portion 603 may be proximal to the 
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hub 752. Also, when the anchors are in the retracted position, 
the distal end of the anchor portion 603, e.g., the distal end of 
anchor loops 748, are proximal to the distal end of the 
occluder portion 605. With this arrangement, the anchor por 
tion 603 may independently move between the retracted posi 
tion and the deployed position when the occluder portion 605 
is deployed, thereby, providing the physician the ability to 
selectively anchor the occluder portion 605 at a preferred 
location and orientation within the LAA. 

0232. As depicted in FIG. 38, the anchor pusher 632 is 
moved to the distal end 758 of the catheter 622 to, thereby, 
deploy and move the anchorportion 603 of the medical device 
602 from the retracted position to the deployed position. In 
the deployed position, the first end 749 and second end 751 of 
each of the anchor loops 748 remain proximal to the distalend 
of the occluder portion 605 with a portion of the anchor loops 
748 extending distal to the distal end of the occluder portion 
605. 

0233. As previously described with respect to the other 
embodiments, the anchor loops 748 or a portion of the anchor 
portion 603 may roll-out through the hub 752, having been 
pushed by the anchor pusher 632, in an everting type arrange 
ment. In this manner, the anchor portion 603 can be moved 
between the retracted position and the deployed position, as 
depicted in respective FIGS. 37 and 38, with an intermediate 
portion of the anchor portion 603 being moveable or displace 
able through a bore of the hub 752. In one embodiment, the 
anchor portion 603 can roll-inward to the retracted position 
and roll-outward to the deployed position. In another embodi 
ment, the anchor portion 603 can be moved to a retracted 
position by at least partially inverting the anchor portion 603 
through the hub 752. In another embodiment, the anchor 
portion can be moved to a deployed position by at least 
partially everting the anchor portion 603 through the hub 752. 
0234 Referring to FIG. 38, the anchor portion 603 may 
include multiple anchor loop portions. Such as six anchor 
loops 748 in this embodiment, with engaging members 766 
sized and configured to engage tissue in the LAA. In this 
embodiment, the anchor loops 748 may include an anchor 
contact portion 768 proximal to the most proximal engaging 
member 766 of a given anchor loop 748. The anchor contact 
portion 768 includes an outer surface of the anchor loop 748 
that may abut againstan underside portion 770 of the occluder 
portion 605. The underside portion 770 of the occluder por 
tion 605 may include a ribbon portion 772 of the tissue growth 
member 762, which may be more firm and unyielding (having 
less elasticity) than other portions of the tissue growth mem 
ber 762. The ribbon portion 772 may be sewn to the occluder 
portion 605 and/or adhesively attached. Further, the ribbon 
portion 772 may be generally circular in shape to cover the 
underside of the distal end of the occluder portion 605. The 
ribbon portion 772 may beformed of, for example, a biocom 
patible woven fabric, or any other suitable material that also 
will promote tissue in-growth and provide a more firm and 
unyielding Surface area than the other portions of the tissue 
growth member 762. Also, it is noted that although FIG. 38 
depicts the occluder portion 605 and anchor portion 603 in 
their fully expanded positions, such that the anchor portion 
may be pre-loaded (or slightly constrained) to provide force 
against the ribbon portion 772 of the occluder portion 605. 
Further, such anchor and occluder portions 603 and 605 may 
be somewhat compressed within the LAA such that the 
anchor portion 603 and occluder portion 605 may provide a 
radially outward force against the tissue of the LAA. As such, 
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as the anchor portion 603 is deployed, the anchor contact 
portion 768 of the anchor loops 748 may be configured to bias 
and push outward against the ribbon portion 772 or underside 
portion 770 of the occluder portion 605 so that the occluder 
portion 605 is pushed against the tissue with the engaging 
members 766 engaging tissue distal the occluder portion 605 
in the LAA. 

0235. In one embodiment, when the anchor portion 603 is 
in the deployed position (FIG. 38), the engaging members 
766 may be oriented to extend proximally and, when the 
anchor portion 603 is in the retracted position the engaging 
members 766 may be oriented to extend distally (FIG. 37). 
The change in orientation of the engaging members 766 may 
occur, in one embodiment, due to inverting and everting the 
anchor portion 603 when moving the anchor portion between 
the retracted position and the deployed position. For example, 
when the anchor portion is moved from the deployed position 
to the retracted position, an outer Surface of the anchor loops 
748 adjacent the engaging members may be rolled-inward or 
inverted such that the outer surface is moved to become an 
inner surface of the anchor loops 748. 
0236. In other embodiments, the position of the engaging 
members 766 may change by moving the engaging members 
between a tissue-engaging position and a tissue-non engaging 
position Such that the engaging members 766 are moved away 
from the tissue Surface to, thereby, allow positioning or repo 
sitioning of the occluder portion 605. Such may be employed 
with an extension portion, which may be defined as the por 
tion of the anchor loops 748 extending inwardly and proxi 
mally from adjacent the engaging members 766 and config 
ured to be pulled proximally to move the engaging members 
766 from the tissue-engaging position to the tissue-nonen 
gaging position while the occluder portion 605 remains in a 
deployed position. Other embodiments including an exten 
sion portion or extension member as a portion of the anchor 
portion extending inwardly and proximally of the engaging 
members of the medical device are depicted in FIGS. 45-47. 
0237. In another embodiment, an anchor hub 774 may 
include a second tissue growth member 776 formed as a 
Sock-like structure. Such a sock-like structure was previously 
described with respect to an embodiment shown in FIG. 19. 
The sock like structure effectively provides a covering at the 
proximal end of the anchor hub 774 and hub 752 to promote 
tissue growth and to assist in preventing emboli from migrat 
ing from the hub 752. The second tissue growth member 776 
may be pulled over the proximal end of the anchor hub 774 
and maintained at that position with a spring 778, the spring 
being held within a notch (not shown) in the anchor hub 774. 
The second tissue growth member 776 can be formed of 
similar materials as the tissue growth member 762 of the 
occluder portion 605 such as, for example, polyurethane 
foam and/or ePTFE. 

0238. In another embodiment, the hub 752 may include 
multiple guides 780 extending longitudinally within an inner 
surface of the hub 752. The guides 780 may be sized and 
configured in a spaced arrangement so that, as the anchor hub 
774 is moved between an anchor-retracted position and an 
anchor-deployed position the anchor loops 748 may be rela 
tively aligned and Substantially maintained from Snagging 
each other or otherwise becoming tangled and intertwined. 
The guides 780, in one embodiment, may include elongated 
nubs each extending longitudinally between aproximal open 
ing and a distal opening of the hub. In another embodiment, 
one or more nubs (not shown) extending along the anchor 
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loops 748 may be employed as a guide to properly align the 
anchor loops 748 as they are displaced through the hub 752. 
Further, in another embodiment, a loop arrangement (not 
shown) may be utilized as a guide to allow the anchor loops 
748 to slide through the loop arrangement for proper align 
ment when moving through the hub 752. In another embodi 
ment, the anchor loops 748 are individually configured to 
maintain a generally planar configuration or a substantially 
flat configuration such that the anchor loops 748 may be 
configured to resist movement out of plane of the generally 
planar configuration. Such resistance from movement out of 
plane also may assist in proper alignment of the anchor loops 
748 moving through the hub 752. 
0239. As in previous embodiments, the anchor loops 748 
may include a coiled wire 782 or other member. The coiled 
wire 782 may include a wire wrapped around a portion of the 
anchor loops 748 in a coil configuration. Such a coiled wire 
782 may provide additional traction with tissue in the LAA as 
well as provide additional Surface area contact with tissue in 
the LAA and promote tissue growth thereto. Further, the 
coiled wire 782 provides a safety mechanism in the event an 
anchor loop 748 fractures from the anchor loop undergoing 
unpredictable stress/strain between the retracted and 
deployed configurations. Such a coiled wire 782 can substan 
tially contain any fracture of a given anchor loop 748 within 
the coiled wire 782 itself. In an embodiment that includes the 
coiled wire 782, the engaging members 766 may extend a 
longer length for proper clearance beyond the coiled wire 782 
as previously discussed. As in previous embodiments, the 
engaging members 766 extend at an angle and with a blunt 
peak So as to Substantially inhibit puncturing or piercing of 
the tissue, though they may be configured to aggressively 
engage tissue when the medical device 602 is deployed and 
moved or tugged proximally or toward the ostium of the LAA 
to Substantially prevent migration therefrom. 
0240. As previously noted, the medical device 602 may be 
coupled to the handle system 610 (FIG. 21) via the occluder 
tethers 628 and the anchor tether 630 (see FIG. 21C). The 
occluder tethers 628 and the anchor tethers 630 may be 
coupled to the eyelets 730 of the medical device 602 with 
tether wires (shown as dashed line), the tether wires being the 
direct interconnection to the medical device 602. 

0241 The catheter system 608, as previously described 
and set forth with respect to FIG. 21C, may extend through 
the sheath 604, as depicted in FIGS.38 and 38A. The catheter 
system 608, as previously described, may include the catheter 
622 with the central lumen 624 and peripheral lumens 626 
configured to house the respective anchor tether 630 and the 
occluder tethers 628, the anchor tethers 630 including the 
anchor pusher 632 and the occluder tethers 628 including 
occluder pushers 636. The anchor pusher 632 or anchor coil 
may be configured so as to exhibit Sufficient axial compres 
sive strength to push the anchor portion 603 from the anchor 
retracted position (see FIG. 37) to the anchor-deployed posi 
tion. The catheter 622 and the occluder pushers 636 may be 
configured to provide axial strength or compressive strength 
to push the medical device 602 through the sheath 604. The 
occluder pushers 636 may provide axial strength or compres 
sive strength when deploying the occluder tethers 628 from 
the catheter 622 or, otherwise, employing the float feature. As 
previously set forth, each of the occluder tethers 628 and the 
anchor tether 630 may include tether wires (shown as dashed 
lines in FIG.38 and as the first wire 640 and second wire 642 
in FIG.38A) that are directly connected to the medical device 
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602. The tether wires may be configured to facilitate pulling 
or retracting of the medical device 602 and are in tension 
when employed for such retraction. For example, when pull 
ing the occluder portion 605 into the loader 754 (FIG. 21) or 
into the sheath 604, the tether wires for the occluder tether 628 
maintain the position of the medical device 602 while the 
loader 754 or the sheath 604 are displaced relative to the 
medical device 602 to enable the medical device 602 to 
become constrained within the sheath 604. Similarly, the 
tether wires for the anchor tether 630 are configured to pull 
the anchor portion 603 from the anchor-deployed position to 
the anchor-retracted position (FIG. 37), within the catheter 
622, as depicted with arrow 784. 
0242 Referring briefly to FIG. 39, a cross-sectional view 
of one eyelet 730 of the medical device 602 is shown, to which 
a tether may be connected. As depicted, the tether (which may 
be the occluder tether 628 or the anchor tether 630) may only 
be coupled to the medical device via the tether wires. The 
tether wires may include a first wire 640 and a second wire 
642. In one embodiment, the first wire 640 may be stainless 
steel and the second wire 642 may be Nitinol, however, other 
suitable biocompatible materials for the wires may be 
employed. The first wire 640 may be utilized as a pull wire 
and the second wire 642 may be utilized as a pin wire. The 
first wire 640 may be folded over at a mid portion, the mid 
portion defining a loop 728 that extends through the eyelet 
730. The second wire 642 may be positioned to extend 
through the loop 728 depicted as being under the eyelet 730. 
The first wire 640 may then be cinched somewhat tight to 
thereby couple the first wire 640 and the second wire 642 to 
the medical device 602. Release of the tether wires from the 
medical device 602 may be employed by first pulling on the 
second wire 642, as indicated by arrow 732, until the second 
wire has retracted through the loop 728 of the first wire 640, 
after which, the first wire 640 may then be pulled from the 
eyelet 730, thereby, disconnecting the tether wires from the 
medical device 602. Additional description of releasing the 
medical device by pulling the second wire 642 before the first 
wire 640is set forth above with respect to FIGS.24B and 24C. 
0243 With reference now to FIG. 40, the medical device 
602 is shown with the catheter 622 (and the sheath 604) 
retracted to expose and deploy distal portions of the occluder 
tethers 628 and the anchor tether 630, previously set forth as 
the float feature and enabled by moving the float handle 
portion 616 to the third handle position of the handle system 
(see FIGS. 21 and 21B). This float feature may be employed 
to enable a physician to assess the position and stability of the 
medical device 602 in the LAA without placing unnecessary 
torque or lateral forces on the medical device 602 and poten 
tially damaging the tissue in the LAA. For example, once the 
anchor portion 603 is deployed, the physician may retract the 
catheter 622 from the medical device 602 while maintaining 
interconnection to the medical device 602 via the tethers 628, 
630. The physician can then observe the medical device in a 
position that is closer to that which will occur when the device 
is released and can also conduct a push/pull test on the medi 
cal device 602 and view, through imaging techniques, the 
tethers 628, 630 bowing and the medical device 602 slightly 
contorting. If the medical device 602 is dislodged from the 
LAA, the device may easily be recaptured by advancing the 
catheter 622, retracting the anchor portion 603 and advancing 
the sheath 604 over the occluder portion 605 by employing 
the previously described handle system functions. The medi 
cal device 602 can then readily be re-positioned and anchored 
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following the steps previously set forth. If the physician finds 
the device 602 is properly seated in the LAA after conducting 
a push/pull test, the physician can then release the tether wires 
from the medical device 602, as described herein. 
0244 As previously discussed, the frame segments of the 
medical device 602 may include tapers or changes in cross 
section to provide desired structural characteristics and per 
formance. For example, as seen in FIG. 38, the width of the 
anchor loops 748 may taper along their lengths. It is noted that 
the width is indicated as “W' in various drawing figures 
herein and may also be referred to as a radial width due to its 
dimension having a radial directional component. In the 
embodiment shown in FIG. 38, the anchor loops exhibit a 
relatively thick width at their radially inner ends or second 
end 751 and taper to a thinner width as they extend to the 
curved portion (i.e., near the location where the coils 768 
terminate at a radially inner position). Such as at the second 
wire-connect portion 380 (FIG. 11A). In one embodiment, 
this taper may be gradual from a width of approximately 
0.015 inch to a width of approximately 0.008 inch. Extending 
past the second wire-connect portion, the anchor loop 748 
may step up its width again at this location and then vary its 
width throughout the curved portion of the loop 748 (i.e., 
throughout the length to which the coil 768 is attached). In 
one example, the Smallest width throughout the curved por 
tion may be approximately 0.003 inch at a location approxi 
mately midway through the length of the curved portion. The 
anchor loop 748 may then taper back to a thicker width as 
extends back toward the hub from its thinnest section. In such 
an embodiment, the depth of the anchor loop (i.e., the dimen 
sion measured into the plane of the page) may remain con 
stant. It is noted that the depth is indicated as “D” in various 
drawing figures included herein and is also referred to as a 
circumferential depth due to its dimension in a generally 
circumferential direction about the medical device. In one 
embodiment, for example, the depth may be approximately 
0.017 inch. In other words, if the anchor loop 748 is cut from 
a sheet of material (e.g., Nitinol), the sheet of material may be 
0.017 inch thick in this example embodiment. 
0245. Further, for example, the occluder frame segments 
750 may also include at least one taper along a portion of the 
length thereof. In one embodiment, the width may taper from 
the proximal end coupled to the hub toward the distal end 
along at least a portion of the occluder frame segment. By 
tapering portions of the frame segments of the occluder por 
tion 605 and the anchor portion 603 minimize predictable and 
unpredictable stresses that may be placed on Such frame 
segments, thereby, limiting potential for fractures in the frame 
segments. Of course, as known by one of ordinary skill in the 
art, the above-noted dimensions may vary slightly, for 
example within acceptable tolerances, through the electro 
polishing processes conducted on the frame segments. Such 
electro-polishing of the frame segments further minimizes 
potential fractures in the frame segments. 
0246. It is also noted that the anchor loops 748 may be 
defined to exhibit desired aspect ratios (i.e., depth (measured 
into the page in FIG. 40) vs. width (measured substantially 
transversely to depth). In one embodiment, the anchor loops 
748 may include a portion that exhibits a depth-to-width 
aspect ratio of at least approximately 2:1. In another embodi 
ment, the anchor loops 748 may include portions that exhibit 
a depth-to-width aspect ratio of between approximately 1.1:1 
and approximately 5.7 to one. However, in other embodi 
ments, the anchor loops 748 may include portions having 
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depth-to-width aspect ratios between approximately 1:1 and 
approximately 12:1. Further, the depth-to-width aspect ratio 
for the occluder frame segments 750 along a portion of the 
length thereof may be at least approximately 2:1, but may 
include a range of between approximately 1:1 and approxi 
mately 4:1 along the length of the occluder frame segments 
750. In one embodiment, the aspect ratio for the occluder 
frame segments 750 may range between 1:1 and 12:1 along 
the length of the occluder frame segments 750. 
0247. In another embodiment, the medical device 602 may 
include different sizing options, such as a small size, a 
medium size and large size. Such sizing options may prima 
rily be measured by way of the anchor portion 603, in a fully 
expanded state, and attached to the hub 752. For example, 
each anchor frame segment of the anchor portion 603 may 
include a length and a height, the length being the distance 
from the proximal end of the hub to the distal most end of the 
anchor loops 748 and the height being the lateral distance, 
relative and perpendicular to the length, between the anchor 
loops at, for example, where the anchor loops contact the 
occluder portion 605. The height of the anchor portion 603 for 
the differentsizing options may include, for example, 21 mm, 
28 mm and 35 mm for the Small, medium and large sizes, 
respectively. The length of the anchor portion 603 for the 
different sizing options may include 18 mm, 22 mm and 25 
mm for the Small, medium and large sizes, respectively. Of 
course, these sizing options may vary and the present inven 
tion is not limited to such sizing options. 
0248 Referring now to FIGS. 41 and 41A, a distal portion 
804 of a catheter 802 configured to articulate at the distal 
portion 804 thereof is shown. Such a catheter 802 may be the 
catheter described in the above embodiment, but also may be 
the sheath described above. The catheter 802 may define a 
central lumen 806 and multiple peripheral lumens 808, such 
as four peripheral lumens, each extending along a longitudi 
nal length of the catheter 802. Further, within the distal por 
tion 804 of the catheter 802, the catheter 802 may define slots 
810 or notches extending laterally therethrough between an 
outer surface and an inner surface of the catheter 802. Such 
slots 810 may be defined in columns, such as four columns, 
along the distal portion 804 of the catheter 802 with two sets 
of opposing slots 810 in a staggered configuration Such that 
adjacent columns of slots 810 are staggered relative to each 
other. The slots 810 can define a slit-like configuration being 
wider in the middle and narrower at the opposing ends of the 
slots. A variety of slot configurations may be employed. Such 
as crescent shape, v-shaped, helical shaped or any other Suit 
able shaped slot. With this arrangement, the slots 810 facili 
tate loosening the transverse strength of the distal portion 804 
of catheter 802 to allow greater flexibility therein while sub 
stantially maintaining the axial strength of the distal portion 
804 of the catheter 802. 

0249 Further, the catheter 802 may include wires 812 or 
other structural members extending through the peripheral 
lumens 808 of the catheter 802. Such wires 812 may be fixed 
to a distal end 814 of the catheter 802 by, for example, secur 
ing the wires 812 to a plate 816. The plate 816 may also 
include openings 818 corresponding with the peripheral 
lumens 808 through which ends of the wires 812 may be 
secured. The plate 816 may be secured to the distal end 814 of 
the catheter 802 by way of tension applied to the plate by the 
wires 812, or by other, independent means including, for 
example, adhesive. The central lumen 806 of the catheter 802 
may be utilized for delivering a medical device for permanent 
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or short term placement, or for any other Suitable purpose, 
Such as introducing a Substance, retrieving a device or 
unwanted Substance from the vasculature, providing passage 
for another catheter, or any other Suitable purpose where an 
articulating catheter may be employed. 
(0250 Referring to FIGS. 42 and 42A, the catheter 802 
may be coupled to an articulating handle system 830. The 
handle system 830 may include an articulating handle mem 
ber 832, such as a universal joint or any other suitable articu 
lating member, positioned between a distal handle portion 
834 and a proximal handle portion 836. Each of the distal 
handle portion 834 and the proximal handle portion 836 may 
define a first bore 838 and a second bore 840, respectively, 
axially extending through their respective portions and con 
figured to be axially aligned relative to each other. The cath 
eter 802 may axially extend through the handle 830, namely, 
the first bore 838 of the distal handle portion 834 and through 
at least a portion of the second bore 840 of the proximal 
handle portion 836 in a fixed relationship therewith. Further, 
between the distal handle portion 834 and the proximal 
handle portion 836, the handle system 830 may include a 
flexure member 842 positioned within or adjacent the articu 
lating handle member 832. 
0251. As shown in FIGS. 42A and 43, the flexure member 
842 may include a tubular configuration with multiple spaced 
channels 844 defined laterally through a periphery of the 
tubular configuration. The flexure member 842 may be a 
resilient member sized and configured to bend or contort as 
the articulating handle member 832 is manually articulated. 
The flexure member 842 may include a central opening 846 
extending through the flexure member 842 with peripheral 
openings 848 extending along the periphery of the flexure 
member 842 and corresponding with, or extending Substan 
tially parallel to, an axis of the central opening 846. Such 
peripheral openings 848 may be sized and configured to Sup 
port and guide the wires 812 therethrough and the central 
opening 84.6 may be sized and configured to be positioned 
over the catheter 802 that extends therethrough. 
(0252. With respect to FIG. 42A, the catheter 802 may 
define openings 850, at a proximal portion of the catheter 802 
within the distal handle portion 834, through which the wires 
812 may extend. Further, first tubing 852, with a lumen 
defined therethrough, extends outwardly and proximally 
from the openings 850 and through the distal handle portion 
834 and is configured such that the wires 812 extend through 
the lumens of the first tubing 852. For example, the four wires 
812 may extend through the catheter 802 through the four 
openings 850 and through the corresponding first tubing 852, 
one wire 812 extending through each opening 850 and a 
corresponding first tubing 852. The openings 850 may be 
defined in the catheter 802 at positions opposite another open 
ing Such that each adjacent opening may be radially posi 
tioned approximately ninety degrees from the other opening. 
Of course, if there are more or less wires and corresponding 
openings than the above example of four wires and four 
openings, such openings may be equally spaced about the 
catheter at other angular frequencies. 
0253) Further, as previously set forth, the wires 812 may 
be channeled from the openings 850 to extend outwardly and 
proximally through the first tubing 852 to a larger spaced 
relationship as compared to the spacing of the wires 812 
within the catheter 802. The wires 812 continue to extend 
proximally, through the peripheral openings 848 (FIG. 43) of 
the flexure member 842 and through the proximal handle 
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portion 836. Within the proximal handle portion 836, each 
wire 812 may extend through at least one second tubing 854. 
0254 Referring to FIGS. 42A and 44, the proximal handle 
portion 836 may also include a wire engaging member 856. 
The wire engaging member 85.6 may include a rotatable knob 
858, a ramped surface referred to herein as a ramp 860 —, 
multiple spheres 862 and an inner member 864. The ramp 860 
may be an inner surface of the knob 858 and may include a 
detent surface 866 defined therein exhibiting various sloping, 
recessed portions extending radially within the ramp 860 that 
are sized and configured to correspond with and move the 
spheres 862 in a tightened or clamping relationship with the 
wires 812. Further, the inner member 864 may include a 
recess 868 through which the wires 812 extend, the recess 868 
also being positioned and configured to receive a portion of 
the spheres 862. With this arrangement, the detent surface 866 
corresponds with the spheres 862 such that, when rotating the 
knob 858, the detent surface 866 rolls over the spheres 862 
and is configured to clamp the wires against the inner member 
864. In this manner, the wires 812 may become placed in a 
fixed relationship with the proximal handle portion 836. 
When the knob 858 is rotated to a disengaged position, the 
wires 812 may be loosened within the second tubing 854 and 
be fixed only at the distal portion 804 of the catheter 802. 
Further, as previously set forth, the wires 812 are channeled to 
extendina spaced relationship through the handle system 830 
and, in particular, through the flexure member 842. The 
increased radially spaced relationship of the wires 812 facili 
tates a wider travel for the wires 812 to articulate the distal 
portion 804 of the catheter 802 than if the wires 812 exhibited 
spacing similar to the spaced distance of the wires 812 within 
the catheter 802. 

0255 More specifically, for example, with respect to 
FIGS. 41 and 42A, if the distal handle portion 834 is articu 
lated downward, via the articulating handle member 832, the 
upper wire 812a (i.e., the wire depicted as the “upper wire in 
FIG. 42A) will be moved into tension within the flexure 
member 842, while the lower wire 812b will have less or no 
tension. This downward movement of the distal handle por 
tion 834 and difference in tension between the upper wire 
812a and the lower wire 812b will pull or articulate the distal 
portion 804 of the catheter 802 in an upward configuration 
(still considering the orientation of FIG. 42A) due to the wires 
812 being fixed within the proximal handle portion 836. 
0256 Similarly, upward movement of the distal handle 
portion 834 will place or pull the lower wire 812b in tension 
due to the flexibility of the flexure member 842, thereby, 
articulating the distal portion 804 of the catheter 802 down 
ward. Likewise, the wires 812c and 812d (only shown in FIG. 
44) channeled through the sides of the flexure member 842 
will facilitate articulation of the distal portion 804 of the 
catheter 802 laterally with a similar arrangement. In this 
manner, fixing the wires 812 in the proximal handle portion 
836 and spacing the wires 812 through the flexure member 
842 facilitates the travel needed for effective articulation of 
the distal portion 804 of the catheter 802 in the opposite 
direction than the direction the distal handle portion 834 is 
articulated via the articulating handle member 832. It is noted 
that although the above-description of an articulating handle 
system 830 has been provided for a catheter, such as the 
catheter for delivering the medical device set forth above, the 
articulating handle system may also be employed with the 
sheath of the medical device delivery system previously set 
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forth, or employed for any suitable purpose for which an 
articulating catheter may be desired. 
(0257 Referring now to FIG. 45, medical device 900 is 
shown according to another embodiment of the present inven 
tion. It is noted that only a portion of the medical device 900 
is shown in cross-section. The medical device 900 includes an 
occluder portion 902 and an anchor portion 904, similar to 
various embodiments previously described herein. The 
occluder portion 902 may include a plurality of occluder 
frame segments 906 and a tissue growth member 908. The 
anchor portion 904 may include a plurality of anchor frame 
segments 910 having engagement members 912 or nubs 
thereon. The engagement members 912 may be similar to 
those described with respect to other embodiments provided 
herein. As with previously described embodiments, the 
occluder portion 902 and the frame portion 904 may be sepa 
rately and independently deployed. 
0258 An extension member 914 may be coupled to a 
distal end 916 of each anchor frame segment 910 and extend 
inwardly and proximally from adjacent the engagement 
members 912. For example, in one embodiment, the exten 
sion member 914 may include a filament or a wire coupled to 
an eyelet 918 (or other coupling member) associated with the 
frame segment 910. The extension member 914 may be con 
figured, for example, to extend proximally from the distal end 
916 of the anchor segment 910 and through a hub portion 920 
that couples the various occluder frame segments 906 and 
anchor frame segments 910 together. In use, the extension 
members 914 may be displaced proximally to retract the 
anchor frame segments 910 for repositioning or recapture of 
the device 900. In one embodiment, the anchor frame seg 
ments 910 may be configured to be displaced primarily radi 
ally inwardly upon proximal displacement of the extension 
members 914. In another embodiment, the anchor frame seg 
ments 910 may be configured to roll into a catheter or other 
component of a delivery device, similar to other embodiments 
described herein. 
0259. Upon satisfactory deployment of the medical device 
900 in an LAA, the extension members may be decoupled 
from the anchor frame segments 910. For example, the exten 
sion members 914 may be decoupled from their associated 
eyelets 918 and retracted from the device 900. In another 
embodiment, the extension members 914 may remain 
coupled with the eyelets 918 but trimmed or cut or released, 
such as at the proximal face of the medical device 900. While 
the extension members 918 act as structural members in 
tension to retract the anchor frame segments 910, they may 
also be configured to act as structural members in compres 
sion to push against the anchor frame segments 910 in certain 
embodiments. In the case that the extension members 914 
also act as compression members, they may be pivotally 
coupled with the anchor frame segment 910. 
0260 Referring to FIG. 46, a medical device 930 accord 
ing to another embodiment is shown. The medical device 930 
includes an anchor portion including multiple anchor frame 
segments 932 (only one is shown for convenience) and an 
occluder portion with a tissue growth member 934 coupled 
directly with the anchor frame segments 932. Engagement 
members 93.6 may be formed on a distal and radially outward 
portion of the anchor frame segments 932. Extension mem 
bers 93.8 may be coupled with the anchor frame segments 932 
in a similar manner, and function Substantially the same as, 
those described with respect to FIG. 45. In this embodiment, 
when the medical device 930 is deployed, if the physician 
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desires to reposition to a more preferred location within the 
LAA, the extension member 938 may be pulled proximally to 
move the engaging members 938 from a tissue-engaging 
position to a tissue-nonengaging position. The physician may 
then reposition the occluder portion to a preferred position 
and then release the extension member 938 to allow the 
anchor frame segments 932 to self expand to move the engag 
ing members 936 to the tissue-engaging position. This pro 
cess may be repeated until the physician is satisfied with the 
location of the medical device 930 and, then, proceed to 
releasing the medical device 930 similar to that described in 
previous embodiments. 
0261 Referring to FIG. 47, a medical device 950 accord 
ing to another embodiment is shown. The medical device 950 
may include an occluder portion and an anchor portion. The 
anchor portion may include multiple anchor frame segments 
952 with engagement members 936 extending from a radial 
distal end portion of the frame segments 952. The occluder 
portion may include a tissue growth member 934 coupled to 
a proximal face of the multiple anchor frame segments 952. In 
this embodiment, the medical device 950 is substantially the 
same as shown and described with respect to FIG. 46, except 
that instead of a discrete extension member (e.g., extension 
member 938 shown in FIG. 46), the anchor frame segment 
952 includes a loop portion 954 (that exhibits an extension 
portion extending inwardly and proximally from adjacent the 
engagement members 952) that acts as, or functions similar 
to, the discrete extension member of the embodiments shown 
in FIGS. 45 and 46. 

0262 Referring now to FIGS. 48 and 48A-48C, another 
embodiment of a medical device system 1000 configured to 
deliver and implant a medical device in the LAA5 (shown in 
outline form) is shown. Similar to previous embodiments, the 
system 1000 includes a handle 1002, a delivery catheter 1004, 
a sheath 1006, and a medical device 1010 operatively coupled 
to the handle 1002, the medical device 1010 including an 
occluder portion 1012 and an anchor portion 1014. The 
handle 1002 is coupled to the delivery catheter 1004 and 
exhibits actuation functions that can be employed with one 
hand that translates movements to the medical device 1010 
and delivery catheter 1004 similar to previous embodiments. 
For example, the handle 1002 may include a single actuation 
knob 1016 or slider button that is moveable along a channel 
1018 defined in the handle 1002 to actuate the anchor portion 
1014 of the medical device 1010 and also withdraw the deliv 
ery catheter 1004 to place the medical device 1010 in a float 
mode (FIG. 48B). The channel 1018 may be u-shaped or 
j-shaped or the like. The actuation knob 1016 may be moved 
along the channel 1018 to various positions to control the 
medical device 1010, namely, the actuation knob may be 
moved to a first position 1020, a second position 1022, a third 
position 1024, and a fourth position 1026. 
0263 Movement of the actuation knob 1016 between the 
different positions provides similar functionality to that set 
forth in the previous embodiments of a handle. For example, 
with respect to FIGS. 48 and 48A, movement of the actuation 
knob 1016 between the first position 1020 and the second 
position 1022 moves the anchor portion 1014 between an 
anchors retracted position and an anchors deployed position 
(FIG. 48A), respectively. Movement of the actuation knob 
1016 from the second position 1022 to the third position 1024 
in the channel 1018 may lock the anchor portion 1014 to the 
anchors deployed position Likewise, movement of the actua 
tion knob 1016 from the third position 1024 to the second 
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position 1022 will un-lock the anchor portion 1014 at the 
anchors deployed position to, thereby, enable a physician to 
retract the anchor portion 1014 to the anchors retracted posi 
tion by moving the actuation knob 1016 back to the first 
position 1020. Also, the actuation knob 1016 in the third 
position 1024 in the channel 1018 enables a release mecha 
nism in the handle (or provides the ability to release the 
medical device 1010) as well as enables a physician to place 
the medical device 1010 in a float mode (FIG. 48B). As 
depicted in FIGS. 48 and 48B, movement of the actuation 
knob 1016 between the third position 1024 and the fourth 
position 1026 moves the delivery catheter between an un 
float mode (FIG. 48A) and a float mode (FIG. 48B), respec 
tively. In other words, the delivery catheter 1004 moves or 
withdraws proximally relative to the medical device 1010, 
leaving only the tension of the tethers 1028 interconnected to 
the medical device 1010, thereby, placing the medical device 
1010 in a float mode or a state with minimal tension on the 
medical device 1010 that may resemble the state or position 
of the medical device after release thereof. Further, as 
depicted in FIGS. 48 and 48C, the medical device 1010 can be 
released or detached from the medical device system 1000 via 
a release knob 1030. Additional detail will be set forth herein 
relating to the actuation of the handle 1002 to perform the 
various stages for deploying and releasing the medical device 
1010 from the medical device system 1000. 
0264 FIG. 49 is an enlarged profile view of one embodi 
ment of engaging members 1032 of the medical device 1010. 
A similar view of such engaging members 1032 is also found 
in FIG. 12A, of a previous embodiment provided herein. The 
medical device 1010 of this embodiment may include two or 
three or more engaging members 1032 on each anchor loop 
1034 of the anchor portion 1014. Similar to the previous 
embodiment of the engaging members, the engaging mem 
bers 1032 of this embodiment extend proximally at an angle 
C. of about one-hundred thirty-five degrees from the tangent 
of the anchor loop 1034 from which it extends and includes a 
wave crest configuration with a peak portion 1036 and a 
descending tapered edge 1038 below the peak portion 1036. 
The peak portion 1036 may be rounded or blunt and the 
tapered edge 1038 is configured to engage tissue upon proxi 
mal movement of the medical device 1010. In addition, each 
engaging member 1032 of this embodiment may include a 
tine 1040 extending distally from a distal surface 1042 of the 
engaging member 1032. The tine 1040 may include a trian 
gular profile. The tine 1040 may also include a height 1044 
between 0.2 mm and 0.3 mm, and may also extend to a height 
1044 between 0.1 mm and 0.35 mm. Further, the tine includes 
a depth (not shown) into the page with a dimension similar to 
that of the anchor loop 1034, set forth in previous embodi 
ments. Such distally extending tine 1040 may be sized and 
configured to grab or engage tissue in the LAA upon distal 
movement of the medical device 1010. Further, the distal 
surface 1042 acts as a back-stop to tissue to which the distally 
extending tine 1040 may engage. With this arrangement, the 
engaging members 1032 of this embodiment are configured 
to stabilize the medical device 1010 in the LAA by aggres 
sively engaging tissue and Substantially prevent both proxi 
mal and distal movement of the medical device 1010 upon 
deploying the anchor portion 1014 in the LAA. Further, the 
engaging members 1032 are sized and configured to Substan 
tially prevent perfusions or piercing of the tissue of the LAA 
while also providing the traction to stabilize the medical 
device in the LAA. Furthermore, the self expanding radial 
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force of the anchor loops 1034 bias the anchor loops 1034 
against tissue of the LAA (toward a fully expanded position) 
while the engaging members 1032 are sized and configured 
and angled to be atraumatic or to not pierce the tissue, but 
rather, sized and configured to substantially prevent both 
proximal and distal movement of the device in the LAA. 
0265. In addition, although not shown, the anchor loops 
1034 of this embodiment may include a wire coiled or 
wrapped around the anchor loops similar to that depicted in 
FIGS. 12B and 38. Such coiled wire provides a fail-safe 
feature to substantially prevent potential perfusions in the 
LAA over long periods of time if one of the anchor loops 
where to become fatigued and fracture. The coil being 
intended to Substantially prevent any potential fractured por 
tion of the anchor portion 1014 or anchor loops 1034 from 
extending from the coiled parameter and damaging tissue in 
the LAA. In this manner, the coiled wire around the anchor 
loops 1034 provides a fail-safe feature for the anchors por 
tion. Further, parameters may be built-in the anchor portion, 
Such as within the anchor loops adjacent to or in the hub, to 
allow breakage at locations where the strain is the greatest 
provide intended modes for failure. md 
0266 FIG.50 is an exploded view of the handle 1002 to 
illustrate the various components of the handle 1002 along 
with the components associated with the delivery catheter. 
For example, the handle 1002 may include a lower housing 
1050 and an upper housing 1052 as well as a rear lower 
housing 1054 and a rear upper housing 1056 with the release 
knob 1030 at a proximal end of the handle 1002. Internal 
components of the handle 1002 may include an anchor opera 
tor 1058, a float operator 1060, a mode switch 1062, a release 
enable rod 1064, and an occluder release member 1066, each 
of which are sized and configured with structure of, for 
example, various latches, slots, notches and/or tabs to enable 
or lock-out the actuation functions of the medical device (not 
shown) and may be activated or implemented with the actua 
tion knob 1016 and/or the release knob 1030. Also, the rear 
lower housing 1054 may include integrated molded compo 
nents to act as an anchor release member. 
0267 Further, for example, the delivery catheter 1004 may 
include, similar to previous embodiments (e.g., FIG. 39) one 
or more occluder tethers 1068 and an anchor tether 1070 each 
configured to extend through discrete lumens defined longi 
tudinally through the delivery catheter 1004 as well as release 
wires (not shown) extending through each of the occluder 
tethers 1068 and the anchor tether 1070 attached at one end to 
the medical device, and attached at the other end to the respec 
tive occluder release member 1066 and the rear lowerhousing 
1054 or the anchor release member, discussed in more detail 
hereafter. 

0268. The actuation knob 1016 or sliderbutton, positioned 
on the upper housing 1052, may be fixed to a pin 1072 that 
extends through the upper housing 1052 within the channel 
1018 and may be configured to be manually moveable or 
slideable along the channel 1018 defined in the upper housing 
1052. As the pin 1072 moves to and from the different posi 
tions in the channel 1018, the pin 1072 is configured to 
actuate each of the anchor operator 1058, mode switch 1062, 
and the float operator 1060 depending on the position of the 
actuation knob 1016 along the channel 1018, discussed in 
more detail hereafter. 

0269. The anchor operator 1058 may include a first slot 
1074 and a second slot 1076 defined at a distal portion of the 
anchor operator 1058. Similarly, the float operator 1060 may 
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include a first slot 1078 and a second slot 1080 defined in a 
proximal portion of the float operator 1060. The mode switch 
1062 may include a first tab 1082 and a second tab 1084 
extending from an upper side 1086 of the mode switch 1062 
as well as a mode switch slot 1088 defined in the upper side 
1086 of the mode switch 1062. Further, the mode switch 1062 
also includes a lower shelf 1090 extending from a lower side 
1092 of the mode switch 1062 in a j-shaped configuration 
sized and configured to interact with the release enable rod 
1064 to prevent rotation of the release enable rod 1064 when 
the actuation knob 1016 is in the first position 1020 or second 
position 1022. 
(0270. The first tab 1082 of the mode switch 1062 may be 
sized and configured to correspond with the first slot 1074 of 
the anchor operator 1058 and the second tab 1084 may be 
sized and configured to correspond with the second slot 1080 
of the float operator 1060. The pin 1072, extending through 
the channel 1018 of the upper housing 1052, is sized and 
configured to slideably couple to the second slot 1076 of the 
anchor operator 1058, the mode switch slot 1088, as well as 
the first slot 1078 of the float operator 1060, each depending 
upon the position the actuation knob 1016. 
(0271 The release knob 1030 may be fixed to the release 
enable rod 1064 and configured to be moved from a first 
release knob position to a second release knob position. From 
the initial position or first release knob position of the release 
knob, the release knob can rotate to the second release knob 
position and then may move linearly and proximally to a third 
release knob position or released position. The release enable 
rod 1064 also may include a flat portion 1094 along a distal 
portion thereof. Such flat portion 1094 is sized and configured 
to be positioned within or over the shelf 1090 of the mode 
switch 1062 when the actuation knob 1016 is at the first 
position 1020 and second position 1022 to prevent the release 
enable rod 1064 from rotating and, thereby, lock-out the 
ability to release the medical device 1010. The release enable 
rod 1064 also may include a latch 1096 fixed to the rod 1064 
along an intermediate portion thereof. The latch 1096 is sized 
to correspond and engage with a notch 1098 in the anchor 
operator 1058 so that the anchor operator 1058 maintains a 
fixed linear position relative to the release enable rod 1064 
through all positions of the actuation knob 1016 until the 
release enable rod 1064 is rotated via the release knob 1030, 
discussed in further detail below. 

0272. The handle 1002 also may include a flushing system 
configured to flush air from particular lumens or channels 
within the medical device system. The flushing system may 
include an input fluid port 1102, an intermediate tube 1104, 
one or more sealing rings 1106, the anchor tether 1070 and the 
delivery catheter 1004. The interconnection of the compo 
nents for the flushing system will be discussed in detail here 
after. 

(0273 Referring now to FIGS. 48 and 51A, the medical 
device system 1000 may include a loader 1110 sized and 
configured to facilitate loading the occluder portion 1012 of 
the medical device 1010 into the sheath 1006 so that the 
delivery catheter 1004 can push the occluder portion 1012 
through the sheath 1006 to a distal portion thereof. The loader 
1110 may include a tubular configuration that may be slide 
ably positioned over the delivery catheter 1004 such that the 
delivery catheter 1004 extends through a bore defined 
through the loader 1110. The loader 1110 may include a 
loader portion 1112, a rotatable valve 1114, and a body 1116 
with a fluid port 1118 extending from the body 116. As 
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depicted in FIG. 51A, the loader may be moved to the distal 
end of the delivery catheter 1004 and manually moved or 
forced over the occluder portion 1012 of the medical device 
1010 so that occluder portion 1012 moves to a constricted 
position. The loader 1110 may move completely over the 
occluder portion 1012, at which point the medical device 
1110 is prepared to be advanced through the sheath 1006. 
(0274. As depicted in FIGS. 51B and 51C, the loader 1110 
may be inserted into the sheath 1006 and, more particularly, a 
sheath hub 1120. The sheath hub 1120 may be fixedly inte 
grated at the proximal end of the sheath 1006. The compo 
nents of the sheath hub 1120 may include a rotating valve 
1122 and a hub tip 1124 with a hub portion 1126 extending 
therebetween. The rotating valve 1122 may be a rotating 
hemostasis valve, such as a Touhy Borst valve, configured to 
constrict back-flow of blood from the sheath 1006 upon rota 
tion of the valve 1122. The hub tip 1124 may be fixed to a 
proximal end of the sheath 1006. The hub portion 1126 may 
include a fluid port 1128 extending from an intermediate 
location of the sheath hub 1120. The hub portion 1126 may be 
made from a transparent material configured to allow a phy 
sician to view air that may have been introduced into the 
system. If air is located, the physician may readily pull the air 
from the hub portion 1126 via the fluid port 1128 and be 
confident that the air has been removed due to the viewability 
of the transparent hub portion 1126. 
0275. As previously set forth, the loader 110 may be mated 
or inserted into the sheath hub 1120 with a snap or click fit via 
nubs 1132 at the distal end of the loader portion 1112 and a rib 
(not shown) within the sheath hub 1120. Once the loader 1110 
is positioned within the sheath hub 1120, the delivery catheter 
1004 may be advanced through the sheath 1006 such that the 
distal end of the delivery catheter 1004 moves to a distal 
portion of the sheath 1006 to expose a distal end of the 
occluder portion 1012 from the distal end of the sheath 1006. 
At this stage, the distal portion of the sheath 1006, with the 
occluder portion 1012 in its constricted state, may be posi 
tioned within the LAA. With this arrangement, the distal tip of 
the occluder portion 1012 is exposed at the distal end of the 
sheath 1006 and provides, due to the occluder material, a 
cushion tip 1130, without any exposed metal frame members, 
facilitating an atraumatic entry into the LAA, thereby, reduc 
ing the potential of perfusions in the LAA. 
(0276. With respect to FIG. 52A, another embodiment of a 
loader 1134 and a sheath hub 1140 is provided. The sheath 
hub 1140 of this embodiment includes a valve configuration 
1146 that may be configured to prevent blood therethrough, 
facilitates removing air via a fluid port 1147, and can also be 
opened to facilitate the delivery catheter 1004 and occluder 
portion (not shown) to be pushed through the valve configu 
ration 1146. Similar to the previous embodiment, the loader 
1134 may include a loader portion 1136 having a tubular 
configuration slidably moveable over the delivery catheter 
1004. The loader 1134 also may include a rotatable valve 
1138 and a grip portion 1142. The sheath hub 1140 may 
include a proximal portion 1143 and a distal portion 1144 
with the valve configuration 1146 therebetween. The valve 
configuration 1146 may be manually moved between a closed 
position and an open position via a rotating member 1148. 
Such valve configuration 1146 may be employed for hemo 
stasis, wherein the valve configuration 1146 may be moved to 
a closed position to substantially prevent the back-flow of 
blood through the sheath 1006. 
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(0277 For example, with respect to FIGS. 52A-52C, the 
loader 1134 may be pushed over the occluder portion 1012 of 
the medical device 1010 similar to that depicted in the previ 
ous embodiment. The valve configuration 1146 of the sheath 
hub may be in a closed position once the distal portion of the 
sheath 1006 has been advanced to the left atrium to provide 
hemostasis and prevent the back-flow of blood therethrough. 
The loader 1134 may then be inserted into or mated with the 
proximal portion 1143 of the sheath hub 1140. The grip 
portion 1142 may then be turned to secure the loader 1134 to 
the proximal portion 1143 of the sheath hub 1140 via wind 
ings formed on the loader portion 1136 and inside the proxi 
mal portion 1143 of the sheath hub 1140. The rotating mem 
ber 1148 of the sheath hub 1140 may then be moved to the 
open position so that the delivery catheter 1004 and medical 
device 1010 can be advanced through the loader 1134, the 
sheath hub 1140 and to the distal portion of the sheath 1006 
until a distal tip of the occluder portion 1012 of the medical 
device 1010 is slightly exposed at the distal end of the sheath 
1006, similar to that depicted in FIG. 52C. At this time, the 
distal portion of the sheath 1006 can be advanced and posi 
tioned in the LAA in a safe manner with the cushion tip 1130 
of the occluder portion 1012 exposed at the distal end of the 
sheath 1006. 

(0278. Further, as depicted in FIGS.51C and 52C, the distal 
portion of the sheath 1006 may include one or more bends 
1150 that provide a favorable angle of approach to the LAA. 
Such sheath 1006 may be made from a polymeric material as 
known to one skilled in the art. The distal portion of the sheath 
1006 may be heat-formed over a mandrel to form the one or 
more bends 1150. This heat-treating process may be 
employed by heating the mandrel first and then sliding the 
mandrel through the distal portion of the sheath 1006 to 
obtain hardening with the preferred one or more bends 1150. 
Another heat-treating process that may be employed is heat 
ing the distal portion of the sheath 1006 after the mandrel is 
positioned in the sheath 1006. In another embodiment, the 
distal portion of the sheath may be positioned in a clam-shell 
device and heated to obtain the one or more bends 1150 in the 
sheath 1006. Since the favorable angle of approach to the 
LAA may vary between patients, multiple sheaths 1006 may 
be provided to the physician with, for example, one bend, two 
bends, or three bends. In another embodiment, the sheath 
1006 may include an articulating distal portion that may be 
manipulated by a physician at a proximal portion of the 
sheath, similar to that set forth relative to FIGS. 41-44 herein. 
0279 Detail will now be provided relating to the function 
of the various handle 1002 components employed relative to 
the functionality of the medical device 1010, namely, for 
delivering, positioning, deploying, floating, and releasing the 
medical device 1010 to and in an LA.A. Referring first to 
FIGS. 48 and 53, the handle 1002 is in a first position or 
anchors retracted position such that the pin 1072 of the actua 
tion knob 1016 is positioned in a first position along the 
channel 1018. It is in the first position or anchors retracted 
position that the handle 1002 is maintained when the device 
1010 is advanced through the sheath 1006, as previously set 
forth relative to FIGS. 51 and 52, and as the occluder portion 
1012 is deployed from the sheath 1006 in the LAA. Deploy 
ment of the occluder portion 1012 of the medical device 1010 
may be controlled solely by manually withdrawing the sheath 
1006, from which the occluder portion 1012 is configured to 
self expand in the LAA. Similarly, the occluder portion 1012 
may be constricted by advancing the sheath 1006 back over 
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the occluder portion 1012 should the physician desire to 
re-position the occluder portion 1012 within the LAA. 
0280. As illustrated in FIG. 53, in the anchors retracted 
position or first position 1020 of the handle 1002, the mode 
switch 1062 is also in a first mode switch position and the 
anchor operator 1058 may also be in a proximal or retracted 
position. The anchor operator 1058 may be maintained in the 
retracted position via the pin 1072 of the actuation knob (not 
shown) positioned in the second slot 1076 of the anchor 
operator 1058. Further, as depicted in FIGS. 53 and 53A, with 
the mode switch 1062 in the first mode switch position, the 
float operator 1060 is maintained in a distal position or non 
retracted position via the second tab 1084 of the mode switch 
1062 positioned in the second slot 1080 of the float operator 
1060. Also, the flat portion 1094 of the release enable rod 
1064 is positioned over the shelf 1090 or within the slot 
defined between the lower side 1092 and the shelf 1090 of the 
mode switch 1062 to prevent rotation of the release enable rod 
1064. In other words, the shelf or slot is sized and configured 
to receive the flat portion 1094 of the release enable rod 1064 
to facilitate linear movement of the release enable rod 1064 
therethrough but not rotational movement. The release enable 
rod 1064 is coupled to the release knob 1030 at a proximal end 
thereof. 

(0281. With respect to FIGS.53 and53B, the release enable 
rod 1064 also may include the latch 1096 fixedly coupled 
thereto. The latch 1096 may be fixed to the release enable rod 
at a position that corresponds with the notch 1098 defined in 
the anchor operator 1058. The latch 1096 may include a 
cam-like configuration with a first latch portion 1152 and a 
second latchportion 1154. The first latchportion 1152 may be 
sized and configured to correspond and be positioned within 
the notch 1098 of the anchor operator 1058. The functions of 
the first and second latch portions 1152, 1154 will be further 
described hereafter. 
0282. Now turning to FIGS. 54,54A, 54B, description of 
handle 1002 components for flushing the handle 1002 will 
now be provided, FIG. 54 being an end view of the handle 
1002 depicted in FIG. 53 and FIG. 54A being a cross-sec 
tional view taken along section line 54A of FIG. 54. The 
handle 1002 components or flushing system for flushing the 
medical device system to substantially eliminate air within 
particular portions of the system when delivering the medical 
device may include the input fluid port 1102, the intermediate 
tube 1104, the anchor tether 1070 and the delivery catheter 
1004. The input fluid port 1102 may feed through the release 
knob 1030 at a proximal side of the handle 1002. The input 
fluid port 1102 may be coupled to the intermediate tube 1104 
that extends through both the release knob and is coupled to a 
proximal side of the rear lower housing 1054 through one or 
more sealing rings 1106 within the proximal end of the anchor 
operator 1058. Fluid may then pass through the anchor opera 
tor 1058 and, more specifically, through the anchor tether 
1070. 

(0283. As depicted in FIGS. 53B,54A and 54B, the anchor 
tether 1070 may include a polymeric coating, which within 
the anchor operator 1058 its outer surface is sealed to an inner 
bore defined longitudinally through the anchor operator 
1058. As such, fluid may be channeled from the intermediate 
tube 1104 directly through the anchor tether 1070 and con 
tinues directly to the primary or central lumen of the delivery 
catheter 1004. At a proximal portion of the delivery catheter 
1004, the anchor tether 1070 may include a flush port (not 
shown) through the polymeric coating that facilitates fluid to 
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exit the anchor tether 1070 and flow through both the lumens 
defined in the anchor tether 1070 and the primary or central 
lumen of the delivery catheter 1004 to ultimately exit at the 
distal end of the delivery catheter 1004. 
(0284. Now referring to FIGS. 48, 55 and 55A, the second 
position 1022 of the handle 1002 or anchors deployed posi 
tion with the anchor operator 1058 in a distal position is 
provided. As previously set forth, the anchor tether 1070 may 
be directly coupled to the anchor operator 1058. As such, 
movement of the anchor operator 1058 from the proximal 
position (FIG. 53) to a distal position moves the anchor tether 
1070 distally to, thereby, move the anchor portion 1014 of the 
medical device 1010 to a deployed position. Actuation of the 
anchor operator 1058 distally is employed by manual move 
ment of the actuation knob 1016 from the first position 1020 
to the second position 1022. The pin 1072, extending from the 
actuation knob 1016 through the channel 1018 defined in the 
upper housing 1052 (FIG. 48), is positioned in the second slot 
1076 of the anchor operator 1058, which facilitates distal 
movement of the anchor operator 1058 to the mode switch 
slot 1088 defined in the mode Switch 1062. With the mode 
switch 1062 in the first mode switch position, the actuation 
knob can be freely moved between the first position 1020 and 
the second position 1022 or, otherwise said, between the 
anchors retracted position and the anchors deployed position, 
respectively. Also, when the mode switch is in the first mode 
switch position, the second tab 1084 of the mode switch 1062, 
being coupled to the second slot 1080 of the float operator 
1060, maintains the float operator 1060 in a fixed position. 
Further, movement between the first position 1020 and sec 
ond position 1022 of the actuation knob 1016 of the handle 
1002 also moves the release enable rod 1064 linearly over the 
shelf 1090 of the mode Switch 1062 via the latch 1096 
coupled to the anchor operator 1058. In this manner, the flat 
portion 1094 of the release enable rod 1064 can move linearly 
over the shelf 1090 of the mode switch 1062, but is prevented 
from rotational movement, while the mode switch 1062 is in 
the first mode switch position. 
(0285. With respect to FIGS. 48, 56 and 56A, the third 
position 1024 of the handle 1002 or anchors locked position 
is provided. The handle 1002 moves to the third position 1024 
by moving the actuation knob 1016 from the second position 
1022 to the third position 1024. Such movement of the actua 
tion knob 1016 moves the mode switch 1062 from the first 
mode Switch position to the second mode Switch position via 
the pin 1072 positioned in the mode switch slot 1088. Further, 
movement of the mode switch 1062 to the second mode 
switch position or third position 1024 of the handle 1002 
locks the anchor portion 1014 in the anchors deployed posi 
tion via the first tab 1082 of the mode switch 1062 being 
moved into the first slot 1074 of the anchor operator 1058. 
Likewise, such movement removes the second tab 1084 of the 
mode Switch 1062 from the second slot 1080 of the float 
operator 1060, thereby, enabling a physician to then actuate 
the float mode of the handle 1002. It should also be noted, 
once the mode switch 1062 is in the second mode switch 
position, the mode switch 1062 moves such that the release 
enable rod 1064 is no longer confined over the shelf 1090 or 
slot of the mode switch 1062, thereby, enabling the release 
enable rod 1064 to rotate via rotation of the release knob 1030 
if desired. In other words, the steps necessary to release the 
medical device 1010 may be employed at any time once the 
mode switch 1062 is in the second mode switch position. 
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Such steps for releasing the medical device 1010 will be 
discussed in further detail hereafter. 

0286 Now turning to FIGS. 48 and 57, once the mode 
switch 1062 is moved to its second mode switch position, the 
float operator 1060 may be moved proximally via the actua 
tion knob 1016 to the fourth position 1026 of the handle 1002. 
Movement of the actuation knob 1016 to the fourth position 
1026 moves the float operator 1060 proximally, which also 
directly withdraws the delivery catheter 1004 proximally 
relative to the tethers 1028 and medical device 1010 (see FIG. 
48B). Such movement places the medical device 1010 in a 
position in the LAA with minimal tension on the medical 
device 1010. The physician may then conduct a push-pull test 
on the device 1010 to determine if the medical device 1010 is 
stable in the LAA. If stable, the medical device 1010 may be 
released from the tethers 1028. 

0287. The medical device may be released from the tethers 
1028 by employing a two step process. As depicted in FIGS. 
58 and 59, the release knob 1030 has been rotated from a first 
release knob position (e.g., FIG. 57) to a second release knob 
position. The release knob 1030 may be moved to the second 
release knob position by rotating, for example, a quarter turn 
in the clock-wise direction. This rotated position of the 
release knob 1030 is a pre-step for detachment such that 
rotation enables or facilitates detachment of the tethers 1028 
from the medical device 1010. As depicted in FIGS. 58 and 
58A, rotation of the release knob 1030 also rotates the release 
enable rod 1064 since the release knob 1030 is fixed to the 
release enable rod 1064. As depicted in FIGS. 58 and 58B, 
rotation of the release enable rod 1064 also rotates the latch 
1096 from a latched position with the anchor operator 1058, 
in which the first latch portion 1152 is moved from the notch 
1098 of the anchor operator 1058 to, thereby, de-couple the 
anchor operator 1058 from the release enable rod 1064. Fur 
ther, the second latch portion 1154 of the latch 1096 is moved 
against a protrusion 1156 of the lower housing 1050 which 
unlatches the occluder release member 1066 from the lower 
housing 1050 to, thereby, facilitate or enable the occluder 
release member 1066 to by-pass the protrusion 1156 and 
facilitate linear movement of the occluder release member 
1066. 

0288. As depicted in FIGS.54B and 59A, the release knob 
1030 is provided in a first release knob position and a second 
release knob position (or rotated position), respectively. In the 
first release knob position, the release knob 1030 includes a 
spring-loaded pin 1158 held in a tapered cavity 1160 defined 
in the release knob 1030. FIG.59B depicts a distal side of the 
release knob 1030 exhibiting the spring-loaded pin 1158 
positioned in the tapered cavity 1160. The tapered cavity 
1160 facilitates the spring-loaded pin 1158 to contract and 
slide-out of the tapered cavity 1160 upon rotational force of 
the release knob 1030. As depicted in FIGS. 59A and 59B, 
such movement of the release knob to the second release knob 
position moves the spring-loaded pin 1158 in a second cavity 
1162 that is non-tapered, thereby, substantially preventing the 
release knob 1030 from further rotation, such as, to its previ 
ous position. In this manner, once the release knob 1030 is 
rotated to the second release knob position, the non-tapered 
cavity of second cavity 1162 maintains or locks the release 
knob in the second release knob position. The medical device 
1010 is then ready to be detached from the medical device 
system 1000. 
0289. As depicted in FIG. 60, the release knob 1030 may 
be moved linearly in a proximal direction, as indicated by 

30 
Dec. 13, 2012 

arrow 1168. Such movement of the release knob 1030 also 
linearly moves the, release enable rod 1064, rear lower hous 
ing 1054 (and rear upper housing 1056) as well as the 
occluder release member 1066 in the proximal direction. 
Further, movement of the rear lower housing 1054 (oranchor 
release member) and occluder release member 1066 detaches 
the tethers 1028 from the medical device 1010 (FIG. 48C). 
The tethers 1028 (anchor tether and occluder tethers) each 
may include wires or, for example, the first wire 640 and the 
second wire 642, extending through coils of the tethers, 
coupled to the medical device 1010 in a similar manner to that 
previously set forth in FIG. 39. As previously set forth, the 
first wire 640 may be a pull wire and the second wire 642 may 
be a pin wire. 
0290. As depicted in FIGS. 61 and 62, enlarged side views 
of the handle (with the upper housing removed) are provided 
to illustrate the first wire 640 and second wire 642 (shown in 
outline form) in the handle 1002 at the first (or second) release 
knob position and the third release knob position, respec 
tively. Each of the first and second wires 640, 642 for each 
tether extend through the delivery catheter (not shown) and 
into the handle 1002. In the handle 1002, the wires may be 
channeled around various structures of the lower housing 
1050 of the handle 1002, occluder release member 1066 and 
the anchor release member 1054. For example, the occluder 
release member 1066 may include an occluder first post 1170 
and an occluder second post 1172 for manipulating the wires. 
In addition, the lower housing 1050 may include an occluder 
fixed post 1176 and may include a channel 1178 defined in the 
lower housing 1050 for holding or channeling the occluder 
tethers (not shown). The anchor release member 1054 may 
also include anchor first post 1178 and an anchor second post 
1180. 

0291. With respect to FIG. 61, the first and second wires 
640, 642 may exit the occluder tether (now shown) at an end 
of the channel 1174 defined in the lower housing 1050. The 
first wire 640 for each occluder tether may extend out of the 
occluder tether/coil, around the occluder fixed post 1176, 
then around a distal end of the occluder first post 1170, and 
then extend to the occluder second posts 1172 to be fixed 
thereto. The second wire 642 for each occluder tether may 
extend out of the occluder tether/coil and directly to the 
occluder second post 1172 to be fixed thereto. A similar 
arrangement is provided for the first and second wires 640, 
642 extending from the anchor tether (not shown). For 
example, as previously set forth, the anchor tether and coil 
extend into the anchor operator 1058. At a proximal end of the 
anchor operator 1058, the first wire 640 extends distally to 
and wraps partially around the anchor first post 1178 and then 
extends proximally to the anchor second posts 1180 to be 
fixed thereto. The second wire 642 of the anchor tether also 
extends from the proximal end of the anchor operator 1058 
directly to the anchor second posts 1180 to be fixed thereto. 
With this arrangement, the first and second wires 640, 642 for 
each of the occluder tethers and the anchor tether are wound 
through the handle 1002 to facilitate detachment of the medi 
cal device upon linearly moving the release knob to the third 
release knob position, as previously described. Linear move 
ment of the release knob simultaneously moves the occluder 
release member 1066 and the anchor release member 1054. 
Upon such linear movement, the slack built into the first wire 
640 allows the second wire 642 to be moved first through the 
delivery catheterand from the medical device. In other words, 
because the second wire 642 for each of the occluder tethers 
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and the anchor tether extends directly to the respective 
occluder second posts 1172 and anchor second posts 1180, 
the entire length of the second wires 642 move before the 
entire length of the first wires 640. The slack is built-in by the 
first wires 640 extending proximally to the respective 
occluder first post 1170 and the anchor first post 1178. 
0292. As depicted in FIG. 62, once the occluder release 
member 1066 and anchor release member 1054 linearly move 
a defined distance, the slack of the first wires 640 are over 
come and the entire first wires 640 are also pulled through the 
tethers. The defined distance for the occluder release member 
1066 to be moved may roughly be twice the distance between 
the distal end of each of the occluder first post 1170 and the 
occluder second post 1172, as positioned prior to linear 
movement (FIG. 61). Similarly, the defined distance for the 
anchor release member 1054 to be moved to overcome the 
slack in the wires may roughly be twice the distance between 
the anchor first post 1178 and anchor second post 1180, as 
positioned prior to linear movement of the anchor release 
member 1054 (FIG. 61). By pulling the second wire 642 or 
pin wire first before the slack in the first wires 640 is over 
come, the first and second wires 640, 642 readily disengage or 
detach from the medical device, as depicted and set forth 
relative to FIG. 39. With this handle arrangement, as depicted 
in FIGS. 48C and 62, linear movement of the release knob 
Substantially simultaneously detaches the tethers or, more 
specifically, the first and second wires 640, 642 from the 
occluder portion and anchor portion of the medical device. 
0293 While the invention may be susceptible to various 
modifications and alternative forms, specific embodiments 
have been shown by way of example in the drawings and have 
been described in detail herein. However, it should be under 
stood that the invention is not intended to be limited to the 
particular forms disclosed. Rather, the invention includes all 
modifications, equivalents, and alternatives falling within the 
spirit and scope of the invention as defined by the following 
appended claims. 
What is claimed is: 
1. A medical device delivery system for occluding a left 

atrial appendage of a heart, the medical device delivery sys 
tem comprising: 

a medical device including an occluder portion and an 
anchor portion each independently moveable between a 
non-deployed position and a deployed position; 

a delivery catheter with an anchor tether extending through 
alumen defined through the delivery catheter, the anchor 
tether coupled to the medical device; 

an actuation assembly coupled to a handle housing, the 
actuation assembly including: 
an actuation member; 
an anchor operator moveable by actuating the actuation 

member, the anchor operator moveable between a 
proximal position and a distal position relative to the 
handle housing, wherein, upon the occluder portion 
being maintained in the deployed position, movement 
of the anchor operator between the proximal position 
and the distal position moves the anchor portion 
between the non-deployed position and the deployed 
position. 

2. The system of claim 1, wherein the actuation assembly 
further comprises a float operator, the float operator moveable 
by actuating the actuation member, the float operator move 
able between a distal position and a proximal position, 
wherein, upon the anchor portion being maintained in the 
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deployed position, movement of the float operator from the 
distal position to the proximal position moves the delivery 
catheter proximally relative to the medical device. 

3. The system of claim 2, wherein actuation of the float 
operator to the proximal position exposes a distal portion of 
the anchor tether from a distal end of the delivery catheter. 

4. The system of claim 2, wherein the actuation assembly 
further comprises a mode switch movable by the actuation 
member, the mode switch moveable between a mode switch 
first position and a mode Switch second position, the mode 
Switch first position facilitates actuation of the anchor opera 
tor by the actuation member and the mode switch second 
position facilitates actuation of the float operator by the actua 
tion member. 

5. The system of claim 4, wherein the mode switch first 
position locks-out actuation of the float operator. 

6. The system of claim 4, wherein the mode switch second 
position locks-out actuation of the anchor operator. 

7. The system of claim 1, wherein the delivery catheter 
defines a central lumen and a secondary lumen extending 
longitudinally therethrough, the anchor tether extending 
through the central lumen and an occluder tether extending 
through the secondary lumen. 

8. The system of claim 1, further comprising a sheath with 
a lumen extending longitudinally therethrough, the medical 
device being moveable through the sheath to advance the 
medical device to the left atrial appendage. 

9. The system of claim 8, wherein the sheath comprises a 
sheath hub at a proximal end of the sheath, the sheath hub 
sized and configured to advance the medical device there 
through, the sheath hub including transparent material to 
enable viewability through the sheath hub. 

10. The system of claim 8, wherein the sheath comprises a 
sheath hub at a proximal end of the sheath, the sheath hub 
having a valve configuration including an open position and a 
closed position, the open position configured to facilitate 
advancing the medical device through the valve configuration 
and the closed position configured to prevent back-flow of 
blood from the sheath hub. 

11. The system of claim 8, wherein the occluder portion is 
distal a distal end of the delivery catheter and is moved from 
the non-deployed position to the deployed position by the 
sheath being moved proximally. 

12. The system of claim 8, wherein the occluder portion is 
moveable between the non-deployed position and the 
deployed position with movement of the sheath. 

13. The system of claim 1, wherein the anchor portion in 
the non-deployed position is at least partially pulled into and 
proximal a distal end of the delivery catheter; and the anchor 
portion in the deployed position is moved out of the distal end 
of the delivery catheter. 

14. The system of claim 1, wherein the anchor portion 
comprises multiple engaging members extending therefrom, 
the engaging members sized and configured to Substantially 
prevent proximal and distal movement of the medical device 
relative to the left atrial appendage. 

15. The system of claim 1, further comprising a release 
assembly including: 

a release knob, the release knob configured to be rotatably 
movable from a release knob first position to a release 
knob second position, and the release knob configured to 
be linearly moveable from the release knob second posi 
tion to a release knob third position; 
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a release enable rod coupled to the release knob and con 
figured to facilitate the release knob to be moved depen 
dent upon a position of the actuation assembly; 

an anchor release member operatively coupled to the 
release enable rod and coupled to wires of the anchor 
tether; and 

an occluder release member coupled to an occluder tether. 
16. The system of claim 15, wherein movement of the 

release knob from the release knob first position to the release 
knob second position operatively couples the release enable 
rod to the occluder release member. 

17. The system of claim 16, wherein movement of the 
release knob from the release knob second position to the 
release knob third position simultaneously moves both the 
anchor release member and the occluder release member to 
facilitate simultaneous detachment of the anchor tether and 
the occluder tether from the medical device. 

18. The system of claim 15, wherein the release enable rod 
includes a flat portion configured to prevent rotation of the 
release knob when the anchor operator is movable by the 
actuation knob. 

19. A medical device delivery system for occluding a left 
atrial appendage of a heart, the medical device delivery sys 
tem comprising: 

a medical device including an occluder portion and an 
anchor portion, the anchor portion configured to be 
retractable with the occluder portion maintained in a 
deployed position; 

a delivery catheter with one or more tethers extending 
through one or more lumens defined through the deliv 
ery catheter, the one or more tethers coupled to the 
medical device; 

an actuation assembly coupled to a handle housing, the 
actuation assembly including: 
an actuation member; 
an anchor operator moveable by the actuation member 

between one or more proximal positions and a distal 
position, the anchor operator coupled to at least one of 
the one or more tethers, wherein, upon the occluder 
portion being maintained in the deployed position, 
movement of the anchor operator between the one or 
more proximal positions and the distal position moves 
the anchor portion between a retractable position and 
a deployed position. 

20. The system of claim 19, wherein the anchor portion and 
the occluder portion are configured to be moveable between 
deployed and non-deployed positions independent of each 
other. 

21. The system of claim 19, further comprising a sheath 
with a lumen extending longitudinally therethrough, the 
medical device being moveable through the sheath to advance 
the medical device to the left atrial appendage. 

22. The system of claim 21, wherein the occluder portion is 
moveable between a non-deployed position and the deployed 
position with movement of the sheath. 

23. The system of claim 21, wherein the occluder portion is 
distal a distal end of the delivery catheter and is moved from 
a non-deployed position to the deployed position by the 
sheath being manually moved proximally. 

24. The system of claim 19, wherein the anchor portion in 
the retracted position is at least partially pulled into and 
proximal a distal end of the delivery catheter; and the anchor 
portion in the deployed position is moved out of the distal end 
of the delivery catheter. 
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25. The system of claim 19, wherein the anchor portion 
comprises multiple engaging members extending therefrom, 
the engaging members sized and configured to Substantially 
prevent proximal and distal movement of the medical device 
relative to the left atrial appendage. 

26. A method for occluding a left atrial appendage of a 
heart, the method comprising: 

advancing a delivery catheter and medical device through a 
sheath to the left atrium of a heart and to a distal portion 
of the sheath, the medical device having an occluder 
portion and an anchor portion independently moveable 
between a non-deployed position and a deployed posi 
tion; 

positioning the distal portion of the sheath within the left 
atrial appendage of the heart with both the occluder 
portion and anchorportion in the non-deployed position; 

withdrawing the sheath relative to the medical device to 
move the occluder portion of the medical device from 
the non-deployed position to the deployed position; 

actuating a portion of a handle operatively coupled to the 
medical device to move the anchor portion between the 
non-deployed position and the deployed position while 
the occluder portion maintains the deployed position; 

stabilizing the medical device in the left atrial appendage 
with the anchor portion engaging tissue in the left atrial 
appendage in the deployed position; and 

releasing the medical device from the delivery catheter in 
the left atrial appendage. 

27. The method according to claim 26, wherein the posi 
tioning comprises exposing a distal end of the occluder por 
tion from a distal tip of the sheath to expose a cushion tip 
without exposing any metallic portions of a frame of the 
medical device. 

28. The method according to claim 26, wherein the actu 
ating comprises moving an actuation element of the handle 
between a first position and a second position that corre 
sponds with the non-deployed position and the deployed 
position of the anchor portion, respectively. 

29. The method according to claim 28, wherein the actu 
ating comprises moving the actuation element from the sec 
ond position to a third position for locking-out actuation of 
the anchor portion of the medical device and enabling a float 
mode of the medical device. 

30. The method according to claim 29, wherein the actu 
ating comprises moving the actuation element from the third 
position to a fourth position for withdrawing the delivery 
catheter relative to the medical device to put the medical 
device in a float mode. 

31. The method according to claim 26, further comprising 
floating the medical device by withdrawing the delivery cath 
eter relative to the medical device to expose tethers coupled to 
the medical device. 

32. The method according to claim 26, wherein the releas 
ing comprises rotating a release knob and linearly moving the 
release knob to detach a coupling element from the medical 
device. 

33. The method according to claim 26, wherein the stabi 
lizing comprises atraumatically engaging tissue with engag 
ing members that Substantially minimize movement of the 
medical device in both a distal direction and a proximal 
direction. 

34. The method according to claim 26, wherein subsequent 
to the stabilizing, further comprising modifying a position of 
the occluder portion in the left atrial appendage by actuating 
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the portion of the handle to move the anchor portion from the 
deployed position to the non-deployed position. 

35. A method of occluding a left atrial appendage of a heart, 
the method comprising: 

providing a medical device having an occluder portion and 
an anchor portion, a handle having an actuating assem 
bly, and a coupling member extending through a deliv 
ery catheter between the medical device and the actuat 
ing assembly of the handle; 

advancing the medical device to the left atrial appendage 
through a sheath; 

deploying the occluder portion in the left atrial appendage 
by withdrawing the sheath; 

moving an actuation element coupled to the actuation 
assembly between a first hard stop and a second hard 
stop to move the anchor portion between a retracted 
position and a deployed position while the occluder 
portion maintains a deployed position; 

stabilizing the medical device in the left atrial appendage 
with the anchor portion engaging tissue in the left atrial 
appendage in the deployed position; and 

releasing the medical device from the delivery catheter in 
the left atrial appendage. 

36. The method according to claim 35, wherein the releas 
ing comprises rotating a release knob to enable detachment of 
the medical device, and then linearly moving the release knob 
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to detach the medical device from the coupling member 
extending through the delivery catheter. 

37. The method according to claim 36, wherein the linearly 
moving the release knob comprises moving a pin wire and a 
pull wire operatively coupled to the release knob at the handle 
and directly coupled to the medical device. 

38. The method according to claim35, wherein the advanc 
ing comprises exposing a distal end of the occluder portion 
from a distal tip of the sheath to expose a portion of the 
occluder portion to provide a cushion tip without Substan 
tially exposing any metallic portions of a frame of the medical 
device. 

39. The method according to claim38, wherein the advanc 
ing comprises atraumatically positioning the distal tip of the 
sheath in the left atrial appendage with the cushion tip of the 
occluder portion exposed at the distal tip of the sheath. 

40. The method according to claim35, wherein the deploy 
ing the occluder portion further comprises movably position 
ing the occluder portion while in a deployed position in the 
left atrial appendage and while the anchor portion is in the 
retracted position. 

41. The method according to claim 35, wherein subsequent 
to the stabilizing, further comprising moving the occluder 
portion to a different position in the left atrial appendage by 
actuating the handle to move the anchor portion from the 
deployed position to the retracted position. 
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