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This invention relates to women’s wearing ap-
parel, and more particularly to brassiéres.

A main object of the invention is to provide a
novel and improved brassiére which is comfortable
to wear, provides a snug fit, and supports the
breasts in separated positions without binding
or pulling.

A further object of the invention is to provide
an improved brassiére which improves the appear-
ance of the wearer’s bust by holding the breasts
separated and preventing sagging thereof, where-
by the bust is given a firm youthful appear-
ance and whereby the clothing worn over the
bust fits more neatly than with brassiéres of ordi-
nary construction.

Further objects and advantages of the inven-
tion will become apparent from the following de-
scription and claim, and from the accompanying
drawings, wherein: )

Figure 1 is an inside front elevational view
of an improved brassiére constructed in accord-
ance with the present invention. )

Figure 2 is an enlarged vertical transverse
cross-sectional view taken on line 2——2 of Figure 1.

Figure 3 is a side elevational view, partly in
cross=section, illustrating the position of the
brassiére of Figure 1 on the wearer.

Referring to the drawings, I{ designates the
main body of the brassiére, said main body being
made.of suitable fabric and being formed with
the usual breast cups {2, 12, the main body (|
terminating at vertical side hems 13, 13’. Se-
cured to the body 11 at hem I3 is a' fastening
strap member: {4 provided with spaced eyelets
{5. Secured to the body Il at hem 13" is an
elastic strap member 16 provided at its end with
a hook 17T adapted to engage in one of the eye-

-1ets 15 when the brassiére is secured to the body
of the wearer.

Secured to the body il inwardly of the side
hems 13, 13’ are -vertical fabric binding strips
18, 18 and connecting the top end of each binding
strip to the apex of the top hem of each breast
cup 12 is a shoulder strap 9.

Designated at 20 is a generally triangular panel
of light fabric stitched at its top end to the top
hem of the body |1 between the breast cups 12, 12,
as shown at 2{. Stitched to the lateral ends of
panel 2 are rectangular reinforeing sections 22,
22 of fabric, preferably of two-ply thickness to
provide substantial strength. Connecting the sec-
tions 22 to the respective binding strips 18, 18
are elastic bands 23, 23.  The top marginal hems
of panel 20 are generally arcuate in shape, in-
clude elastic bands connecting the panel apex
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to the sections 22, 22 and are normally shirred, as
shown at 24 to allow for stretching of said top
marginal hems when they are fitted under the
wearer’s breasts, as will be now described.

When the brassiére is worn on the body, the
panel 28 is positioned hetween the breasts and
the breasts overlie the shirred elastic hems 24, 24
and are received in the breast cups i2, {2. When
the hook {7 is fastened to the strap i4 at one of
the eyelets 15, the elastic bands 28 are placed
under tension -and the panel 20 is held tightly
against the wearer’s chest between the breasts. A
certain amount of tension is transmitted to the
shirred hems 24, 24 which underlie the breasts
and which serve to maintain the breasts in a
separated and constantly elevated position. The
breasts themselves are received in and are shaped
by the cups 12, 12, said cups being supported by
the shoulder straps 18, 19. The breasts there-
fore are firmly supported and positively retained
in the cups 12, 12 during all normal bodily move-
ments of the wearer, and present a firm and
pleasing contour beneath the overlying garment,

The panel 20 is preferably made of light soft
fabrie such as silk, rayen, or the like, so that sub-
stantially no chafing will occur at the area of the

~ wearer’s skin contacted thereby.
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While a specific embodiment of a brassiére has
been disclosed in the foregoing description, it
will be understood that various modifications
within the spirit of the invention may occur to
those skilled in the art. Therefore it is intended
that no limitations be placed on the invention
except as defined by the scope of the appended
claim. )

What is claimed is:

In a brassiére, a fabric body having spaced
breast cups projecting from one face thereof, a
triangular shaped fabric panel positioned adja-
cent the other face of said fabric body and hav-
ing its apex secured to the top of the portion of
said fabric body intermediate said breast cups, a
first elastic band extending along the edge of
said panel from one side of its apex and project-
ing beyond the adjacent lateral end of said panel
and secured to said panel, a second elastic band
extending along the edge of said panel from the

" other side of its apex and projecting beyond the

50

b5

adjacent lateral end of said panel and secured
thereto, a first reinforcing fabric section posi-
tioned in end to end relation with respect to the
projecting end of said first elastic band and se-
cured thereto, a second reinforcing fabric sec-

- tion positioned in end to end relation with re-

spect to the projecting end of said second elastic
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band and sectired thereto, a third elastic band REFERENCES CITED

arranged in end to end relation with respect to The followi

the other end of said first section and secured to file Oei t(r)u: “Ir)lar‘ltger;e'ferences are of record in the
said first section, a fourth elastic band arranged :

in end to end relation with respect to the other g UNITED STATES PATENTS

end of said second section and secured to said Number Name Date
second section, the other end of said third elas- 2,101,716 Kunstadter —.._._____ Deec. 7, 1937
tic band being secured to the portion of the 2,115,398 Rosenthal . ________ Apr. 26, 1938
fabric body adjacent thereto and the other end 2,428,175 Norton oo Sept. 30, 1947
of said fourth elastic band being secured to 10 2458696 Elias .______________ Jan, 11, 1949

the portion of the fabric body adjacent thereto.
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