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Be it kagya that, HARRY. H. B.E., a citi 
Zen, of the United States of America, resid. ing at La Grange, county of Cook, and State 
of Hirois, have invented certain new and useful Inprovements in Alarm-Signal Sys: 
teas for Telephone-Exchanges, of which the 
following is a specification. 
My invention relates to alarm signal sys 

tems and has to do more particularly with . the systems of this character adapted for 
use in connection with automatic switches 
Such as are used in automatic and semi-auto matic telephone exchange systems, an object 
of my invention being to provide an in proved signal arrangement for indicating 
an abnormal condition of the switch circuits 
or mechanism. To this end provide an alarm system operative to indicate an abnor 
mal condition such as wherein the switch is 
left in an abnormal condition for more than 
a predetermined period. 
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in the preferred form of my invention 
utilize a thermal element which will respond only after the lapse of a predetermined time 
interval to operate an alarm so as to apprise 
the attendant that some part of the mecha 
nism has been abnormal beyond the time 
limit. I will explain ny invention more in detail by referring to the accompanying drawing 
illustrating one form of its application in 
which 
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Figure i is a diagrammatic view of a line 
circuit and first selector arranged in accord 
ance with my invention; Fig. 2 is a more 
Or less diagrammatic view illustrating the 
anechanical arrangement of the line switch, 
and Fig. 3, is a more or less diagrammatic 
view illustrating the mechanical arrange 
iment of the first selector. - . Referring more particularly to Fig. 1, 
have shown a subscriber's substation Ahav 
ing the ordinary telephone equipment and a 
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calling device 1, united by means of the line 
conductors 2 and 3 with a central station at 
which is provided the line switch B consist 
ing of the line relayLR and the cut-off rela, 
CO. A motor magnet M is likewise pro 
vided, all arranged as shown more in detail 
in Fig. 2, and including likewise the of 
normal contacts ON. The line switch 
through the agency of the wipers 4, 5, and 8 
completes the circuit of line conductors 2 
and 3 through to the aiking conductors 7 
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and 8 of the first selector C. This first selec of 9f gourse is adapted through: the wipers 
9, 10, 11 to extend the circuit to a second 
Selectar or connector as the case may be, all 
as is well understood in the art. The first 
Selector and other switches as well as the 
onnector switches may preferably be in the 
form illustrated in Fig. 3, being of the two 
dimension type, that is, the type in which 
the bank, contacts are divided into groups, and in which a primary adjustment of the 
Switch is effected to select a group and there after a secondary, adjustment produced auto 
matically to select a contact of the selected 
group. To this end the selector switch has 
the rotating shaft 12, the movable arm 13 
and the vertically movable shaft 14, to as sociate the arm 18 carrying the wipers 9, 10, 
i for instance with contacts 14,15, 16 for instance, these contacts being shown dia grainnatically to represent three separate 

insulated contacts. The path of the arm is. 
along the dotted line 161, for instance, com 
pleting its entire upward movement in re 
ieasing, and then swinging to the left and 
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downwardly to its initial position illustrated 
in Fig. 3. All of this is in accordance with 
the System disclosed in an application of 
Willian Saising for automatic switches, 
Serial No. 600,664, filed January 3rd, 1911. 
The first selector is provided with an 

impulse relay iR, a main release relay MRR, 
a differential release RR, a secondary relay SR, primary magnet PM, secondary magnet 
SM associated with the alternating current 
generator G, primary off-normal switches 
PON and the secondary off-normal switches 
SON, the test relay TR, all in accordance 
with the system disclosed in my application. 
for automatic telephone systems, Serial No. 
846,018, filed June 19th, 1914. My improvement concerns itself particu 
larly with the provision of the alarm signal 
S, which is arranged to operate-should an 
associated switch be in trouble or its parts in 
an abnormal condition. For this purpose, I provide a group relay GR, which is prefer 
ably common to a plurality of devices such 
as selectors C, being connected at the com 
mon point 32 to conductors 21 extending to 
the different associated switches C. Ather 
mal element T is also provided and con 
trolled by the relay GR, said element Thav 
ing a normal contact 28 and an alternate contact. 27. When the relay GR operates it 
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closes its contacts 35, 36 and thereby estab 
lishes a circuit through the winding of ele 
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ment i causing an operation thereof, pro 
viding relay GR is maintained energized for 
along enough period. The continued ener 
gization of GR is dependent upon an abnor 
mal condition of any of the switches C, that 
is should a ground connection be maintained 
upon any of the conductors 21 for an abnor 
mally long period, then relay GR is main 
tained energized during such period causing 
an operation of element T which will effect 
E energization of the signal relay 40 and 
e signal 17. Should the attendant desire 

to disconnect the element T for some reason, 
for instance if it becomes too hot, then switch 
arms 37,43 are thrown to their dotted posi 
tion to disconnect element T- and connect a 
signal such as a buzzer'44 in circuit with re 
lay GR so that the buzzer 44 will tempo 
rarily take the place of T and also its con 
tinued operation will indicate to the attend 
ant that the element.T. is disconnected. Eff he present embodiment of my inven 
tion f have shown the relay GR connected 
to a primary off-normal contact 19, which 
contact is grounded through normal con 
tact 20 and alternate contact 23 as soon as 
selector C has been seized. That is, when 
selector C is selected, the relay IR energizes 
followed by the energization of RR, thereby 
connecting ground at alternate contact 23 
of RR to the conductor 21. This condition. 
is maintained until the switch C is operated 
when switch PON moves off-normal and 
disconnects ground from the conductor 21. In ordinary practice switch C is operated 
to extend the call within a few seconds after 
being selected, which period is not sufficient 
to operate the thermal element T, but should 
switch C be stuck at normal, or a subscriber 
remove his receiver to select the switch C 
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and then fail to extend his call, the alarm 
signal will be operated. 

Operation: Having referred more in a 
general way to the embodiment of my inven 
tion as herein illustrated, a more detailed 
description of its operation will now be 
given. Assuming a subscriber at substation 
A removes his receiver to initiate a call, a 
circuit for line relay LR will be established 
from ground at wiper 5 over the calling line 
back through wiper 6 and LR to battery. 
Relay LR, therefore energizes closing its 
alternate contact 50 connectin EE 
through ON and CO to battery. Relay CO 
therefore energizes and motor magnet M is 
connected through alternate contacts 51, 52 
to ground advancing wipers 4, 5, 6, and as 
long as wiper 4 is engaging grounded test 
contacts a locking circuit is maintained for 
relays LR and CO through their alternate 
contacts 53, 54, but as soon as wiper 4 reaches 
an idle or ungrounded test contact, relay 
CO immediately deÉnergizes interrupting 
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the circuit of magnet M and rendering the 
wipers inert. Relay LR being a slow relay 
maintains its armature attracted until a 
locking circuit from C is provided, but upon 
deenergization of CO the impulse relay IR 
of the selected switch C is connected in 
bridge of the calling line and is energized 
followed immediately by the energization. 
of relay RR over a circuit traced from 
ground at normal contact 55 of relay TR, 
alternate contact 56, a winding of RR to bat 
tery. Relay RR therefore closes its con 
tacts 22, 23, connecting ground 24 to con 
tact arm 18 and thus to the test, conductor 
and wiper 4 to relay LR, maintaining it 
energized. The ground connection to con 
tact spring 18 of PON from contacts 22, 23, 
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also follows a path through contact 19, con 
ductor 21, common conductor 57, contacts 
25, 28, contacts 30, 31, and the winding of 
GR to battery causing the energization of 
GR. Its locking contacts 31, 34 are there 
fore closed establishing a direct circuit for 
GR independent of the contacts 25, 28. 
Contacts 35, 36 of GR are also closed es 
tablishing a circuit through the winding 39 
of the thermal element, and assuming switch 
C is not operated for some reason, the relay 
GR remains energized and current continues 
to flow through the winding of T. The arm 
'26 of T therefore begins to heat and after a 
predetermined period, depending upon the 
adjustment and construction of the device, 
said arm moves upward and contacts 25 and 
28 are interrupted. The continued move 
ment of arm 26 also closes contacts 25, 27 
thereby connecting relay 40 in circuit with 
the grounded conductor 21 causing the ener 
gization of the relay and closing its contact 
41 to establish an operating circuit for the 
signal 17 from generator 42. As long as 
the abnormally long period of the grounded 
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condition of conductor 21 is maintained, 
group relay GR remains energized and thus 
element Tand relay 40, together with sig 
nal 17 remain operated, thus indicating to 
the attendant that something is Wrong with 
one of the switches associated with the par 
ticular signal 17. Should the abnormal con 
dition of conductor 21 be created by the sub 
scriber keeping his receiver off the switch 
hook without sending a call, as soon as the 
receiver is replaced and the circuit of IR interrupted, a deenergization of RR is 
brought about thereby removing the abnor 
mally grounded condition of conductor 21 
so that relay 40 de?nergizes and signal 17 is 
effaced, indicating to the attendant that the 
abnormal condition has been removed. He 
can then disconnect the element T so that 
it may more quickly cool off and restore to 
normal, by throwing the switch arms 37, 43 
to their dotted position. This connects the 
buzzer 44 in circuit with relay GR, so that 
each time this relay GR is operated the 
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or 21 (which we wit assiae is prior to an 
opesaration of ''); the locking circuit, for G.R. 
is interrupted caising the restoration there 
of and the interruption of the circuit, through 
T. Of course if calls overlap a such an ex 
tent that ground is maintained continuously 
upon the cominois cond actor 5 from the dif 
ferent connected conductors 21, then reiay. 
GR, remains locked up but even during the 
greatest rush of traffic the nurnier of 
switches C to an alarm circuit S is such that 
a continued ground will not be maintained 
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ipon the common conductor 57 long enough. 
to calise an operation of the eleFilent to 
operate the signal t?, 
Any ragnetary break betwee:A gro Ind 

connections to conductor. 57 will stillow 3. 
restoration of GR and the eleinent T is 
preferably so adjusted that it will not close 
its alarm contact 3 in response to inter 
mittent energizations of its winding 39, in 
practice have, found that with Ea adjust 
ment of the eleinent, so that its normal 
contact, 28 will break in about a minute and 
a quarter from a continued energization, and 
a closure of alternate contact 2 in Fesponse 
to about two and one half minutes continued 
energization, a satisfactory operation is Se 
cured. It will be. Linderstood though that 
these periods may be varied according to the 
xigency of the use to which it is put. Even 
during the greatest rush of traffic with 
proper grouping there would be very little 
chance of maintaining a continuous ground 
upon the conductor 5 due to overlapping 
calis, for a sufficient period to operate ele 
ment, T to close its signal contact 27 with 
said element adjusted so that its Said contact 
27 will not be closed in iess than two and one 
half minutes. 
As previously referred to group relay GR 

is common to a number of selectors C and 
this reiation to some extent. Will be depend 
ent upon the trafic conditions and may be 
varies is desired. 
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the interruption of normal contact, 28 of it 
but removed before the closure of alternate 
contact 27, then relay GR will restore and 
cannot agail be energized to effect the ther 
inai eleme; it i until normal contact, 28 is 
again closed. With this arrangement it will 
be evident ti 
Cessively applied to conductor 5 to st: it the 
movement of eiement, T., &ny fur 
cation of ground to conductor 5 will not 
affect element, T until it, fully rest:Gies. With 
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Having described ay invention, what 
claim as aew and desire to secure by United 
States Letters fateni, is: . . . . . 
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i. Ali automatic telephone exchange sys 
ten having a selective, switch adapted for 
successive association. With a plurality of 

O 
abnoritai condition of said 

contacts, of slai En Freehanism adapted 
indicaäe an y 
switch beyond 3 predetermined length of 
time, said rechanism including a therino 
stat, an electric circuit cointelled by the ab 
normal condition of the switch. for control 
ling the heating of said thermostat, and a 

ising réay for controlling said circuit. 
2. An automatic telephone exchange sys 

ten having a selective Switch adapted for 
successiye association with a plurality of 
contacts, of aiari acciarisia adapted to in 
dicate an abnormal condition of said Switch 
beyond a predetermined length of time, said 
mechanism including a tierinostai, an eiec 
tric circuit controllied by the abnormal con 
dition of the switch for controling the heat 
Ig 
relay for controlling said circuit, said ther 
nostat, controlling the circuit, through said 
relay to prevent a false signal due to con 
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of said thermostat, and a self-locking . 
. 

tinuos intermittent energizations of said 
relay. xx 

3. An alarm signal system comprising ai. 
automatic switch, a group relay energized 
responsive to selection of Said switch, a tier 
inal element, responsive to a prolonged en 
ergiz8. of said reiay, normally closed 
coffic aid element incided in the ini 
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tial energizing circuit for said relay and 
interrupted itesponsive to operation of the 
thermal element to open the conductors of 
said initial energizing circuit, and a locking 
circuit for said relay controlled from said 
Switch and maintained independent of said 
thermal contacts. 

4. An alarm signal system comprising au 
tomatic switches, a group relay common to 
said switches and connected thereto, means 
responsive to a selection of one of said 
switches to energize said relay, means ef. 
fective upon the initial operation of said 
switch for deemergizing said relay, an alarm 
signal, and a signal controlling device re 
sponsive only to a predetermined period of 
energization of said group relay, for operat 
ing said signal. 

5. An alarm system comprising an auto 
matic switch, a relay energized responsive 
to the selection of said switch, electromag 
netic means for operating said switch, means, 
effective upon the initial operation of said 
switch to deenergize said relay, an alarm 
signal, and means for controlling said alarm 
signal including said relay and a thermo 

6. A telephone system comprising a sub 
scriber's line, an automatic switch, subscriber 
controlled means for connecting said line 
with said switch, a relay energized respon 
sive to such connection, subscriber controlled 
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means for operating said Switch from nor 
mal to deemergize said relay, an alarm sig 
nal, and a signal controlling device respon 
sive to a prolonged energization of said relay 
for operating said signal. 

7. A telephone system comprising sub 
scribers' lines, automatic switches, sub 
scriber controlled means for connecting 
their lines with said switches, a group relay 
responsive to the connection of a subscriber's 
line with one of said switches, an alarm sig 
nal, means responsive to a prolonged ener 
gization of Said relay for operating said sig 
nal, and means controlled by the initial 
movement of said switch from normal for 
deÉnergizing said relay. 

8. A telephone system comprising an au 
tomatic switch, a relay energized responsive 
to a selection of said switch, a signal device, 
a thermal element responsive to a prolonged 
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clergization of said relay to operate sald 
signal, a manual switch, and means con 
trolled by said Switch for rendering said 
thermal device and said alarm inoperative. 

9. A telephone system comprising an au 
tomatic switch, a relay energized respon 
sive to a selection of said switch, a signal 
device, a thermal element responsive to a 
prolonged energization of said relay to op 
erate said signal, a manual switch and 
means controlled by said switch for render 
ing said signal inoperative and for con 
necting a second signal in position to be op 
erated immediately upon energization of 
Said...relay. - 

10. Ansalarm system including an auto 
matic switeh, a relay provided with an en 
ergizing circuit controlled by said automatic 
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switch, an alarm signal, a slow acting de 
vice controlled by said relay and adapted 
to operate said alarm signal after a prede 
termined period of time, a second alarm sig: 
nal adapted to be directly controlled by said 
relay, and a manual switch for operatively 
associating either of said alarm signals with 
said relay. . 11. A telephone system including a plu 
rality of automatic switches, a group relay 
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common to said switches, means for seizing 
one of said automatic switches whereby said 
relay is operated, means for operating said 
automatic switch whereby said relay is de 
energized, an alarm signal, and a slow act 
ing device responsive to a prolonged energi 
zation of said relay for operating said alarm 
signal. 

12. An alarm signaling system including 
an automatic switch, a relay provided with 
an energizing circuit controlled by said au 
tomatic switch, an alarm signal, a slow act 
ating said alarm signal, a second alarm sig 
nal controlled by said relay, and a manual 
switch for operatively associating either of 
said alarm signals with said relay. 
Signed by me at Jhicago, in the county 

of Cook and State of Illinois, in the pres 
ence of two witnesses. 

HARRY HIDE. 

Vitg E. M. EORGE E. MUELLER, 
B. O’BRIEN. 
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ing device controlled by said relay for oper 


