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6. Claims. 

This invention relates to games; or toys, and 
particularly to such devices requiring a certain 
element of skill in their manipulation. 

It is a general object of the present invention 
to provide a novel and improved game or toy 
which can be manufactured at relatively low 
COSt, is simple in construction and operation, and 
Will afford a maximum of amusement for both 
children and adults. 
An important feature of the invention resides 

in the provision of a projectile and a combined 
receiver and projector therefor, and in which the 
projectile can be received in any one of: a plu 
rality of relative positions designated by suitable 
characters so that a game may be played with the 
toy in accordance with any, desired rules. 
An important feature of the invention resides 

in the arrangement of manipulative means for 
the projector symmetrical with respect thereto to 
permit. rotation of the projector while the pro 
jectile is in the air to determine the relative 
position of the tWO When the projectile, is caught, 
together with means to assist the operator in 
positioning the projector in definite relation to 
the projectile. w "..., 
Other and further features, and objects of the 

invention will be more apparent to those skilled 
in the art upon a consideration of the accom 
panying drawing and following specification, 
wherein is disclosed a single exemplary embodi 
ment of the invention, with the understanding, 
however, that such variations, modifications and 
changes may be made therein as fall within the 
scope of the appended claims without departing 
from the spirit, of the invention. 

In Said drawing: 
Figure 1 is a perspective view of the game or 

toy showing both the combined projector and 
receiver and the projectile; 

Figure 2 is a vertical central Section, partly in 
elevation, of the combined projector and receiver 
with the projectile shown positioned therein in 
dotted lines; and 

Figure 3 is a side elevation of the combined 
projector and receiver. 
The game or toy of the present invention con 

prises but two simple parts, each readily manu 
factured by simple operations and being low in 
cost. The device has a particular appeal to 
children but may be used by adults either as a 
toy or as a game which can be participated in by 
One or more players. 
In the following specification and claims the 

two parts will be variously designated as follows: 
A, the projectile. A device preferably sym 
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metrical about one axis and spherical in accord 
ance with the present embodiment, composed of 
rubber, celluloid, or the like and having one or 
more pegs or other protuberances extending radi 
ally therefron. This may be variously called the 
“projectile', “ball', 'playing piece' or the like. 

B, the combined projector and receiver. This 
comprises preferably two parts, a Substantially 
Straight cylindrical handle, and a means at the 
upper end thereof for receiving and holding the 
projectile. It may be called the “projector', 're 
ceiver', “handle' or the like. 

Referring now to the drawing, there are dis 
closed in Figure 1 the two main parts of the 
invention, the projectile A and the projector B. 
The projectile consists preferably of a sphere 
10, although it can be of any desired configu 
ration as long as it is symmetrical about one 
axis. Extending radially from this axle are one 
Or more protuberances 11, which may be pegs, or 
portions integral with the spherical part 10. 
Preferably there are two of these pegs oppositely 
disposed, as shown, and One colored or otherwise 
identified to permit it to be quickly observed 
“While in play and used for determining the an 
gular position of the projectile in respect to the 
projector. . . . . . . . . - 

: The projectile can conveniently be molded as 
a, hollow rubber ball with the protuberances in 
tegral therewith and also hollow, although va 
rious constructions. Will suggest themselves to 
those skilled in this art. If desired, means may 
be provided to substantially insure the projectile 
remaining in Such a position that the protu 
beranceslie in a horizontal plane. This could 
be done by a weight below the protuberances or 
a Suitable vein-like excrescence positioned above 
the plane of the protuberances. 
The projector comprises preferably two parts, 

as clearly seen in Figure 2, the first being a han 
dle 15 conveniently formed of wood and with its 
lower portion 16 substantially cylindrical, as 
shown. For an inch or so adjacent the upper end 
the handle is provided with a polygonal portion 
17 including Substantially flat faces 18, in num 
ber equivalent to certain parts to be described 
in connection with the cup-like top for the han 
dle. The upper end of the handle is reduced in 
diameter to provide a stud or tenon which forms 
a shoulder 20 at the upper end of the polygonal 
portion. 

Secured to the upper end of this handle is a 
cup-like structure 22 preferably formed of a 
metal stamping, although it could be made from 
Woodlturaed to shape or from some molded ma 
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2 
terial, as desired. Conveniently the bottom 23 
is flat and has stamped from it a tubular b0SS 
24 tightly received over the tenon 19 and secured 
thereto by a prick-punch indentation, as Seen 
in Figure 2. The side Walls 26 of the cup can 
conveniently be cylindrical, as seen, and ex 
tending outwardly from the upper edge of this 
Side Wall is the radial flange 27 of any desired 
Width. 
This flange 27 is crossed radially by a plu 

rality of depressions 28, preferably an even num 
ber and each of a Substantially Semi-cylindrical 
configuration, as seen in Figure 3. The portions 
29 of the flange between these depressions 28 
are segments of an annulus and for convenience 
in manipulating the toy and guiding the pegs 
into the depressions, are somewhat crowned, 
as shown at 30 in Figure 3. The depressions are 
arranged in pairs, in alignment, and On radii 
of the cup and each has its axis positioned in the 
same radial plane as the center line of one of 
the flat faces 18 of the polygonal portion of the 
handle. Each depression has a designating char 
acter such as the numbers shown in Figures 1 
and 3 on the outer face of the side wall of the 
cup. The operator can determine by the feel of 
the polygonal portion of the handle the angular 
position in which he has disposed the desig 
nated depression above it. 
In playing the game the ball 10, Which haS a. 

loose fit in the cup, is positioned therein, as 
shown in Figure 2, with the protuberances 11 
each resting in one of the recesses 28. With the 
handle held substantially vertical and the thumb 
and forefinger grasping the polygonal portion 
thereof, the projector is given a quick vertical 
movement to toss the projectile into the air, and 
then the projector is rotated about its vertical 
axis in order to position the desired designated 
recess beneath the colored projection on the pro 
jectile and an endeavor is made then to catch 
the projectile in the cup. In playing the game 
alone, the colored projection is preferably started 
in the zero position and the cup rotated one de 
pression at a time, as the projectile is tossed, to 
Successively advance the position of the colored 
projection until it has been received in each of 
the depressions in Succession, constituting a 
perfect Score. 
Two or more persons may play the game in 

unison by using a single projectile and each being 
equipped with a projector and in turn receiving 
the projectile after it has been thrown by an 
other, and endeavoring to catch it in the depres 
Sion designated in accordance with the rules of 
the game. Other methods of using the toy will 
Suggest themselves to those skilled in the art 

1,978,13? 
and obviously other and various ways of con 
Structing the parts to produce the same effect 
may be resorted to. 

Having thus described the invention, what is 
claimed as new and desired to be secured by Let 
ters Patent is: 

1. In a toy of the type described, in com 
bination, a projectile having a protuberance, a 
combined receptacle and projector for said pro 
jectile and having a recess in said receptacle dis 
posed to receive said protuberance and extending 
Substantially laterally of the direction of move 
ment of the projectile into or out of the re 
ceptacle. 

2. In a toy of the type described, in combina 
tion, a projectile having a substantially radial 
protuberance, a combined receptacle and pro 
jector for Said projectile, a handle symmetrically 
disposed in respect to the receptacle, a depression 
in Said receptacle disposed to receive only the 
protuberance and extending laterally of the axis 
of the handle, whereby the receptacle may be 
rotated about Said axis to cause register of the 
protuberance and depression. 

3. A toy comprising a cup-like receptacle hav 
ing a coaxial handle at the bottom thereof and a 
depression in the rim, and a ball-like projectile 
having a peg extending radially therefrom and 
adapted to be received in the depression when the 
ball is received in the cup. 

4. A toy comprising a cup-like receptacle hav 
ing a coaxial handle at the bottom thereof and 
a plurality of designated depressions in the rim 
thereof, a ball-like projectile having a radial pro 
jection thereon adapted to be received in any one 
of the depressions when the ball is received in 
the Cup and means on the handle to assist in ro 
tating it to SO position the depressions as to re 
ceive the projection in the desired one. 

5. A toy comprising a cup-like receptacle hav 
ing a coaxial handle at the bottom thereof and 
a plurality of designated depressions in the rim 
thereof, a ball-like projectile having a pair of 
aligned radial projections thereon adapted to be 
received in any pair of opposite depressions when 
the ball is received in the cup and designated 
means for One of said projections. 

6. A toy comprising a cup-like receptacle hav 
ing a coaxial handle at the botton thereof and 
a plurality of designated depressions in the rim 
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thereof, a ball-like projectile having a radial 
projection thereon adapted to be received in any 
One of the depressions when the ball is received 
in the cup, and a portion of said handle having 
flattened areas, one for and in corersponding po 
Sition to each depression. 
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