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This invention appertains to new and use 
fill improvements in tools for handling wire 
fences. 
The principal object of this invention is to 

J provide a tool for taking up slack in fence 
Wire by crimping the same. 
Cther important objects and advantages of 

the invention will become apparent as the 
description proceeds hereinafter. 

In the drawings:- 
Figure 1 represents a perspective view of 

the tool showing the same in use. 
Fig. 2 represents a side elevational view of 

the tool. 
Fig. 3 represents a top plan view of the tool. 
Fig. 4 represents a sectional view taken sub 

stantially on the line 4-4 of Fig. 2. 
Fig. 5 represents a sectional view taken sub 

stantially on the line 5-5 of Fig. 2. 
Referring to the drawings wherein like 

numerals designate like parts, it can be seen 
that the tool embodies a pair of handles, One 
of which is denoted by numeral 5 and the 
other by numeral 6. 
The handle 6 is constructed of an elongated 

piece of strap iron with the major portion 
of the same disposed in parallel relation to 
itself and bent at its intermediate portion. 
The end portions of this strap, making up the 
handle 6 are disposed obliquely outwardly as 
at 7, and are reduced to provide pintles as at 
8, which pintles are disposed in parallel 
spaced relation to each other. 
The other handle 5 is of sufficient length to 

permit a good leverage that may be construct 
ed substantially of the same material as the 
handle 6, excepting that it is of but single 
ply, and has a plurality of spaced openings 9 
therein adjacent its curved end portion 10. 
This curved end portion 10 is disposed be 
tween the plies of the handle 6 and a pivot 
pin 11 is disposed thru openings in the plys 
and the curved end portion of the handle 5, 
for pivotally connecting the handle 5 to the 
handle 6. 
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A cotter pin or some other suitable element 
12 is disposed selectively through the open 
ing 9 and this element serves as a stop in abut 
ting against the handle 6 to limit the extent 

50 of motion. 

At the curved end portion 10 of the handle 
5 the pin 13 is provided which is disposed at 
Substantially a 45° angular position with re 
Spect to the main portion of the handle 5. 
This end 13 is substantially longer than the 
pintles 8-8 and carries an elongated sleeve 
14, while the pintles 8 carry relatively short 
sleeves 15-15, and keys 16 on the pintles 
8-8 and the pin 13 prevents displacement of 
the sleeves. 
The sleeves 15-15 are substantially shorter 

than the sleeve 14 so as to facilitate engage 
ment with the fence wire. 
As is apparent in Fig. 1, the tool is en 

gaged with the wire, so that the wire is dis 
posed between the sleeves 15-15 and the 
sleeve 14. By constructing the handles 5 and 
6, the sleeve 14 will move upwardly between 
the sleeves 15-15, thus forming a crimp in 
the fence wire. 
A tool constructed in accordance with the 

foregoing specification can be manufactured 
cheaply and used with considerable efficiency 
in the line of Workmentioned in the introduc 
tory part of this specification. 
While the foregoing specification sets forth 

the invention in definite terms, it is to be un 
derstood that numerous changes in the shape, 
size and materials may be resorted to without 
departing from the spirit and scope of the in 
vention as claimed hereinafter. 
Having thus described my invention, what 

I claim as new is:- 

55 

is 

: 
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A wire crimping implement of the charac- . 
ter described comprising a bar, bent at its in 
termediate portion to provide a pair of paral 
lel legs, said legs being provided with out 
wardly offset end portions, a lever pivotally 
connected to the legs and being operative be 
tween the same, and an extension on the lever 
operative between the offset ends of the legs. 
In testimony whereof affix my signature. 
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