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(57) ABSTRACT 

A combination adjustable picture mounting and lamp 
holding bracket assembly is provided for attachment 
to the back surface of a picture frame. The base por 
tion is secured to the picture frame and includes a ser 
rated band extending across the base portion to permit 
a relative adjustment of the picture frame with respect 
to the fastener. A cross-sectional U-shaped member is 
adapted to receive an extension member connected to 
a lamp for suspending the lamp beyond the perimeter 
of the picture frame for illumination purposes. 

10 Claims, 3 Drawing Figures 
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PICTURE AND LAMP HOLDING BRACKET 
ASSEMBLY 

BACKGROUND OF THE INVENTION 

1. Field of the Invention. 
The present invention is directed to a device for 

hanging articles such as pictures and more particularly, 
to a combination adjustable picture mounting and lamp 
holding bracket. 

2. Description of the Prior Art: 
A large number of picture hanging devices have been 

provided in the prior art to solve the well-known bal 
ance problem of hung pictures. Picture hangers of re 
cent vintage have been directed to providing both ad 
justment of the picture relative to the hanger and a 
minimum of damage to the support surface. For exam 
ple, patents such as the Fellows U.S. Pat. No. 
3,622,116 and Morrison U.S. Pat. No. 3,063,666 at 
tempt to remove any tilting problem while permitting 
a relatively wide range of both vertical and horizontal 
adjustments. 

Frequently, adhesive cloth hangers are provided to 
obviate the problem of penetrating the supporting wall 
Surface with a fastener such as a nail. 
Some of the securing devices utilized in the prior art 

have sometimes taken elaborate and rather compli 
cated forms such as the Silverman U.S. Pat. No. 
2,876,972. 

In general, the attention of the artisans in the field of 
picture hanging has been directed principally at provid 
ing both adjustment between the object hung such as 
the picture and the support member and further to di 
minishing any possible damage to the support surface. 

In the particular area of supporting and illuminating 
a picture, it has been necessary to date to utilize a sepa 
rate hanger assembly and lamp-supporting bracket. 
Generally, the known prior art hangers are utilized to 
support the picture while a separate lamp bracket is at 
tached adjacent to top of the picture frame. Fre 
quently, heavier hangers have been necessary to com 
pensate for the weight of the lamp. 

SUMMARY OF THE INVENTION 

The present invention provides a combination adjust 
able picture mounting and lamp holding bracket assem 
bly that is adapted to be fastened to the back of a pic 
ture frame and appropriately hung on a supporting sur 
face such as a wall. The bracket assembly includes a 
base portion that is secured to the picture frame and 
means for adjustably positioning the base portion rela 
tive to the wall. The combination picture mounting and 
lamp holding bracket assembly further includes means 
for supportably receiving an extension member of a 
lamp so that it can be positioned beyond the perimeter 
of the picture frame for illuminating the picture. 
The features of the present invention which are be 

lieved to be novel are set forth with particularity in the 
appended claims. The present invention, both as to its 
organization and manner of operation, together with 
further objects and advantages thereof, may best be un 
derstood by reference to the following description 
taken in connection with the accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a plan view of the adjustable picture mount 
ing and lamp holding bracket assembly of the present 
invention; 

5 

O 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
FIG. 2 is a side view of FIG. 1; and 
FIG. 3 is a perspective view of the present invention. 

mounted on a picture frame and supporting a lamp. 
DESCRIPTION OF THE PREFERRED 

EMBODIMENT 

Referring to FIG. , the adjustable picture mounting 
and lamp holding bracket assembly 2 of the present in 
vention is disclosed. The bracket assembly includes a 
base portion 4 that is divided into a first and second 
part 6 and 8 respectively. The two parts 6 and 8 of the 
base portion 4 are interconnected by a cross 
sectionally U-shaped support member 10. 
The bracket assembly 2 is symmetrical about its lon 

gitudinal plane and, therefore, can assume an operative 
position on either side of the bracket assembly 2. In the 
preferred embodiment, the bracket assembly originally 
consists of a single blank piece of sheet metal which is 
respectively punched or cut and then bent to the de 
sired configuration. The bracket assembly 2, however, 
can be die-cast or even made from plastic, 
Both the first base portion 6 and the second base por 

tion 8 include a pluralilty of holes 12 adapted to receive 
fastener members such as nails or screws 14. The num 
ber of holes 12 and their particular location can be var 
ied depending upon the relative size of the bracket as 
sembly 2. Frequently, it is desirable to have a relatively 
long bracket assembly particularly with heavier frames 
to insure adequate securement between the picture 
frame i6 and the bracket assembly 2. Modification of 
the length of the bracket assembly 2 and the number 
and location of holes 12 is contemplated to be within 
the scope of the present invention since it would be 
suggested to a person skilled in the art in light of the 
present disclosure. 
Extending from the surface of the bifurcated base 

portion 4 is a band member 18 that extends across the 
U-shaped support member 10 and terminates, respec 
tively, in a first base portion 6 and the second base por 
tion 8. The band member 18 is cut from and extends 
across the resulting opening in both the U-shaped sup 
port member 10 and portions of the first base portion 
6 and second base portion 8. The band member 18 has 
serrations 20. The serrations 20 in the preferred em 
bodiment are semi-circular cuts. However, it should be 
realized that other geometrical forms of serrations 20 
could be utilized such as a triangular or saw-tooth con 
figuration. 
Referring to FIG. 2, it can be seen that the band 

member 18 is relatively flat for a majority of its length. 
This flat portion of the band member 18 lies in the 
plane AA'. This plane AA' extends parallel to the plane 
BB' which contains the bifurcated base portion 4. The 
U-shaped support member 10 extends into and be 
tween the respective parallel planes AA and BB'. 
The serrations are adapted to cooperate with a fas 

tener member (not shown) such as a nail attached to 
a support surface such as a wall. The bracket assembly 
2 permits an adjustment between the bracket assembly 
2 and a fastener by virtue of the serrations 20. 
Referring to FIG. 3, a perspective view of the present 

invention attached to a picture frame 16 is disclosed. 
A lamp member 22 is shown suspended or cantilevered 
beyond the perimeter of the picture frame 16 in a posi 
tion to light or illuminate the respective picture frame. 
The lamp member 22 is supported in this functional po 
sition by an extension member 24. The extension mem 
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ber 24 is appropriately attached to the lamp member 
22 by, for example, screws 26. It should be realized that 
the extension member 24 could be manufactured as a 
unitary piece with the lamp member 22 without depart 
ing from the scope of the present invention. 
The extension member 24 includes a series of 

threaded holes 28 adapted to receive a fastener such as 
a screw 30. The combination of the plurality of 
threaded holes 28 and the screw 30 permits an adjust 
ment of the relative position of the lamp member 22 
and the picture frame 16. It is possible to have the ex 
tension member 24 carry a stud member (not shown) 
that would replace the plurality of adjustable threaded 
holes 28 whereby the lamp member 22 would have only 
one relative position to that of the bracket assembly 2. 
As noted above, various modifications can be made by 
a person skilled in the art without departing from the 
spirit and scope of the present invention and accord 
ingly, the scope of the present invention should be mea 
sured solely from the following claims. 
What is claimed is: 
1. A combination adjustable picture mounting and 

lamp holding bracket assembly adapted to be fastened 
to a picture frame and hung on a first support member 
for positioning the picture frame on a wall or the like 
and for further supporting a second member extending 
from the picture frame such as a lamp, comprising: 
a pair of base members lying in a first plane and 
adapted to be secured to the picture frame; 

at least one cross sectionally U-shaped member inter 
connecting the base members for supportingly re 
ceiving the lamp so that it extends beyond the pe 
rimeter of the picture frame; and 

a serrated band member connected to each base 
member and lying substantially in a second plane 
wherein the U-shaped member is positioned sub 
stantially between the first and second plane, the 
band member extending beyond the U-shaped 
member for adjustably positioning the base por 
tions and accordingly the picture frame relative to 
the first support member. 

2. The bracket assembly of claim 1 wherein a second 
cross sectionally U-shaped member interconnects the 
base members, the serrated band member being cut 
from and extending across the resulting opening be 
tween the U-shaped members. 

3. The bracket assembly of claim 1 wherein the U 
shaped member is positioned relative to the plane of 
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4 
the base members to hold the lamp between the picture 
frame and the U-shaped member. 

4. The bracket assembly of claim 2 wherein one side 
of each U-shaped configuration lies in a plane parallel 
to both the first and second plane. 

5. A combination adjustable picture mounting and 
lamp holding bracket assembly adapted to be fastened 
to a picture frame and hung on a first support member 
such as a nail for positioning the picture frame on a wall 
or the like and for further supporting a second member 
extending from the picture frame such as a lamp, com 
prising; 

at least one base member lying in a first plane and 
adapted to be secured to the picture frame; 

at least one lamp supporting member interconnected 
to the base member for supportingly holding the 
lamp against the picture frame adjacent the first 
plane so that it extends beyond the perimeter of the 
picture frame for illuminating a picture in the pic 
ture frame, and 

a serrated band member interconnected to the base 
member and lying substantially in a second plane 
wherein the lamp supporting member is positioned 
substantially between the first and second plane, 
the band member extending beyond the lamp sup 
porting member for adjustably positioning the base 
portions and accordingly the picture frame relative 
to the first support member. 

6. The bracket assembly of claim 5 wherein the lamp 
supporting member has a cross-sectional U-shape, one 
side of the U-shaped configuration lying in a plane par 
allel to both the first and second plane. 

7. The bracket assembly of claim 5 further including 
a second base member and a second lamp supporting 
member, both supporting members are interconnected 
to each of the base members, the serrated band mem 
ber being cut from and extending across the resulting 
opening between the lamp supporting members. 

8. The bracket assembly of claim 5 wherein the band 
member is serrated on both sides, 

9. The bracket assembly of claim 8 wherein the 
bracket assembly is symmetrical about the central lon 
gitudinal axis of the bracket assembly. 

10. The bracket assembly of claim 2 wherein the 
bracket assembly is symmetrical about the central lon 
gitudinal axis of the bracket assembly. 
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