Title: SYSTEM FOR POWER SUPPLY TO SUBSEA INSTALLATIONS

Abstract: A system for power supply to subsea installations and plants for production of hydrocarbons, comprising a preferably heat insulated pipeline (10), in which the possibility for internal formation of detrimental hydrates or wax deposits are present, and comprising electrical power supply cables (12, 31) for direct electrical heating of the pipeline (10), and having an electrical connection (36) to the surrounding sea at an end of the supply cable. The power supply cable (12) is further configured, in a second circuit configuration, to provide a three-phase power supply to an electrically powered motor in a subsea installation unit (11) connected to the pipeline (10), and that means (18, 19) are arranged for switching so that the three conductors (28) forming the power supply cables (12) form parallel conductors in a second circuit configuration, wherein the power supply cables (12, 31) supply power for direct heating of the pipeline (10).
SYSTEM FOR POWER SUPPLY TO SUBSEA INSTALLATIONS

The present invention relates to a system for power supply to subsea installations and plants for exploitation of hydrocarbons. Preferably, the system comprises a thermally insulated pipeline, in which internal formation of detrimental hydrates or build up of wax deposits may occur, and where the power supply cables are connected to each end of the pipeline for direct electrical heating of the pipeline. The pipeline may preferably at the points of cable connection(s) have an electrical connection to the seabed and/or the surrounding seawater.

Offshore hydrocarbon exploitation is performed in deeper and deeper waters and more and more remote from shore. Another development is that satellite wells to increasing degree are used. The satellite wells rest on the sea bed and are operated from a remote platform or other types of facilities, through pipeline systems on the sea bed. Some of these pipelines rest the seabed at large depths, for example deeper than 300 meters, where the temperature of the sea water surrounding the pipeline is in the order of 4 °C. Water is produced together with the hydrocarbons and the temperature in the produced hydrocarbons together with the produced water is high when leaving the oil well. When hydrocarbons are transported along the sea bed, the hydrocarbons are cooled down. During such cooling, certain phenomenon occurs, effecting the flow through the pipeline. Hydrocarbons become viscous and paraffin wax is deposited on the internal pipeline wall when the temperature in the hydrocarbons becomes lower. Gaseous hydrocarbon subjected to pressure combined with the presence of water at low temperatures form a solid material denoted as hydrate. Hydrates can plug the pipeline and such plugs are often difficult to remove. In deeper waters it is experienced that conventional methods for pressure relieving pipelines, in order to remove
hydrate plugs, are not effective. High pressure in the pipeline and uneven sea bed topography require much time and may cause several operational problems and being expensive due to lost production time.

The problem related to low temperatures in submerged pipelines has previously been solved by placing thermal insulation around the pipeline. For a number of pipelines, however, such thermal insulation is ineffective because of the length of the pipelines. Increased flow rates through the pipelines contribute to minimize the fall in temperature in the fluid and is also affecting other factors. The problems related to loss of heat from a pipeline increases at tail production from an oil reservoir, since the production rate often falls at such phase of the well lifetime. The problems are particularly large when the pipeline has to shut down for an extended period. In particular, this may for example be the case during work on the well or on the facilities receiving the fluids from the pipeline. The cost of thermal insulation in order to prevent cooling down of the pipeline may be prohibitive under such conditions.

Generally, the development is going towards placing more of the equipment previously placed on a platform deck (topside) or on a plant onshore, on the sea bed. Water injection motors are one of the installations preferred to be installed on the sea bed in connection with a template. The water injection pump is intended to function as a pressure support for the wells. The purpose of placing a water injection motor on the sea bed is to avoid transportation of produced water to the topside and the back to and down again into the reservoir. Consequently, it is possible to reduce both the dimensions and the number of the pipelines.

Direct electrical heating (DEH) of the pipelines for prevention of formation of hydrates is inter alia known
from the OTC-paper, OTC 15189, presented at the Offshore Technology Conference in Houston, USA in 2003. DEH is based on the basic principle of applying electrical alternating current to a metallic conductor in order to generate heat. In a DEH system the pipe to be heated is an active conductor of current in a single-phase circuit, formed by the power supply cables and the pipe itself. Since the pipe is electrically connected to sea (earth potential) at both ends, it is important for the efficiency of the system that the power supply cables are arranged close to the pipe. The potential in the cable decreases from full potential at the platform topside to zero potential at the connection points at the sea bed.

Further, it is known to arrange the water injection motor and the pump on the sea bed on the template for pumping produced water back into the reservoir. Such water injection motor requires a three-phase power supply and as symmetrical cable configuration as possible. The power is delivered from a platform.

The object of the invention is to provide a solution combining these two independent functions in order to simplify construction of the supply net for electrical energy and the pipeline.

The object of the invention is achieved by applying a system as further described in the attached claims.

The present invention relates to a method of combining the cable systems for supply of power to the two different systems by a switching configuration solution, making it possible to switch between a single phase configuration for DEH and a three-phase configuration for a motor for a water injection pump. The solution meets the specific requirements required for DEH, both from a configuration aspect and from a cable design point of view, in that the planned DEH cable is either split into three parallel cables, or three conductors covered by a
common cable coating. The cable is mechanically protected by means of a protective profile or by a protective layer of gravel or a back-filled trench in the seabed. The proposed solution will represent great savings in view of more effective installation and the reduced lengths of cables necessary.

From an operational aspect the water injection pump will normally be in continuous operational mode during production of hydrocarbons, while DEH in principle only is used during shut-down and stop in production of the hydrocarbons. Hence, the two systems will be mutually dependent. Since the time constant for the water injection system is large, it is considered acceptable not to operate the water injection pump while electrical heating of the pipeline is in progress.

In the following, the invention shall be described in further details, referring to the drawings, where:

Figure 1 shows schematically a prior art field infrastructure provided with a DEH system for direct electrical heating of a pipeline transporting oil, the pipeline extending between two platforms;

Figure 2 shows schematically a circuit diagram for the principles use according to the present invention;

Figure 3a shows schematically a section through a pipeline with the cable, covered by a protective means on the pipeline, seen along the lone A-A in Figure 1; and

Figure 3b shows schematically a section through the pipeline with the cable arranged along one side of the pipeline and protected by a protective layer of soil or gravel.

Figure 1 shows schematically a conventional field development comprising two platforms A,B, wherein a pipeline 10 is arranged on the sea bed, extending between the two platforms A,B. As indicated in the Figure the part of the pipeline resting on the sea bed is configured with
an end zone 32 at each end, and an intermediate pipeline section 33 to be heated. A riser 34 extends vertically up from the sea bed at each end zone 32 to the decks 35 of the platforms A, B. High voltage current is delivered from a power supply means 13 on one of the platform decks through a power supply cable 12 and a return cable 31. For this purpose, each end of the pipeline 10 on the sea bed is provided with a cable connection point 37. The pipeline 10 on the sea bed is in the region of each connection point earthed to the sea bed and/or the surrounding sea water by means of a suitable earth connection 36.

Figure 2 shows schematically the principle applied in the present invention. A pipeline 10 transports hydrocarbons from an installation (not shown) on a sea bed 24, such as a template, to for example a platform facility or the like (not shown) above the sea level 25. A water injection motor 11 is arranged on the template, the motor 11 driving a pump (not shown) for injecting water down into the seabed formations 24. The purpose of the water injection motor 11 and the pump is to pump produced water directly back into the reservoir without first having to pump the water up to the platform deck 35 and back down into the reservoir.

The water injection motor 11 has a three-phase power supply, the power being delivered for example from the platform 35 through a power supply line(s) 12. Power is delivered from a three-phase power supply 13 via a circuit 14. Said circuit 14 is configured with circuit breakers 15 and possibly a transformer 16, and possibly also a frequency converter 17. Further, down line of the frequency converter, a no load switch 18 may also be installed, preferably avoiding presence of voltage potential during switching.

The purpose of the frequency converter 17 is to be in position to regulate the frequencies of the supplied power
and consequently the speed of the motor/pump. Normally such frequencies vary between 0 Hz and 60 Hz.

The power supply lines 12 comprise three separated, insulated cables 28. The cables 28 are preferably configured trifoiled on the pipeline 10 in order to obtain as even loading of the motor 11 and the three cables 28 as possible. Alternatively, the cables 28 may be laid alongside the pipeline 10, the cables 28 being protected separately by soil or gravel 40. If the cables 28 are not configured symmetrically, problems may occur when starting the motor 11.

In the circuit configurations a subsea switch 19 is incorporated, the switch preferably being of a no load type, avoiding exposure of potential during the switching operation from direct electrical heating to operation of the water injection motor 11. A transformer 20 may optionally be included in the circuit between the subsea switch 19 and the water injection motor 11. Connectors 38 may also be incorporated in this circuit configuration.

In the circuit configuration for single-phase power a three-phase power supply source 13 and switches 21 are included. Further, a symmetry and power factor compensation unit 23, and possibly a transformer 22 are incorporated into the circuit. In stead of a symmetry and power factor compensation unit 22, as shown in Figure 2, frequency converter (not shown) may be incorporated. The advantage using a frequency converter is that it becomes easier to regulate the power input to the direct electrical heating system. In the area of the connection points for the power supply lines 12,31, the pipeline is earthed to the sea bed or the surrounding water by means of an earth connection.

Figure 3a shows a section through the pipeline 10, seen along line A-A in Figure 2. As indicated in Figure 3, the pipeline 10 comprises a steel pipe 26 and a heat
insulation layer 27 of any suitable and conventional type, arranged around the steel pipe 26. The supply line 12 is formed of three separated power cables 28, insulated from the sea (earth potential). The three power cables 28 are configured in a triangular configuration. The power cables 28 are arranged close to the exterior of the heat insulated pipeline 10 and extend at least along the length of the pipeline intended to be heated. The power cables 28 are physically protected by means of protective profile 29. The purpose of the protective profile 29 is inter alia to protect the power cables 28 against impact and loads caused by trawler boards, fishing gear or dropped objects. The protective profile 29 may have any suitable shape, for example a curved shape. The protective profile 29 is strapped to the pipeline 10 in any suitable manner, for example by means of strapping tapes 30.

Figure 3b shows corresponding cables 28 placed alongside the pipeline 10 on the seabed and covered by a protective layer of seabed soil or gravel 40.

The solution according to the invention functions in the following manner:

When the pipeline is to be heated in order to prevent formation of hydrate or wax plugs, the voltage is removed from the no load switches 18 and 19 by switching off the circuit breakers 15, 21. Thereupon the no load switches 18, 19 are switched to a position where high voltage single phase current may be conducted from the high voltage source 13 to the pipe 10. Thereupon the no load switch 21 is connected in again whereby high voltage single phase current is conducted through the cable configuration. The water injection pump is now disconnected. The high voltage cables 12, 31 are each connect to the appropriate end of the pipeline 10 and thus closing an electrical circuit together with the pipeline 10. When the possibility of formation of hydrate is imminent, the DEH system is
switched on. This may for example be the case when production of hydrocarbons for reason or another has stopped and the content in the pipeline 10 is cooling down because of the surrounding temperature being lower, for example in the order of 4 °C. The system for direct electrical heating is earthed to the sea water, for example by means of anodes (not shown) attached to the external wall of the pipeline 10 at each end. This is done from a safety point of view and in order to obtain a solution which is robust towards damages to the exterior coating of the pipeline 10, even if it may lead to parts of the current being conducted through the sea water, thus requiring more energy.

According to this solution, the steel pipe 26 is heated up by electrical alternating current producing heat by flowing through the steel pipe 26. By adequate dimensioning it is feasible to maintain a temperature in the condensate/water mixture in the pipeline 10 in excess of 25 °C in the heated part of the pipeline 10 during shutdown. The three conductors 28 will in such case be coupled in parallel.

At restart of production in the well, the circuit breakers 15,21 are shut off again, whereupon the no load switches 18,19 are switched on, whereby the water injection motor 1 starts running. When switching on the circuit breakers 15,11 the motor is powered by high voltage three phase current delivered by the high voltage power supply, and produced water is injected back into the reservoir. For such configuration the pipeline 10 will not be heated to any significant extent in excess of the heating caused by the transport of hot hydrocarbons through the pipeline 10.

It should be appreciated that the cables preferably should not be reinforced since such reinforcement may jeopardize the function of the system. If the cables 28
contain metallic reinforcement, it may induce large currents in the reinforcement. This may cause superheat in the cables 28, while the pipe 10 at the same time will not be heated as intended.

Although it is specified that connectors 38 may be used, it should be appreciated that this is not an absolute requirement. The purpose of using connectors is to make subsea installation easier. In such solution, both ends may be submerged on to the seabed and connected at a later stage. There is no dependency of using such method for connecting the cables, as the connection may performed above sea level by means of a cable joint.

It should further be appreciated that even if a no load switch 19 is specified, the invention is not limited to use of such switch. A no load switch 19 is a simplified solution in that the component does not have to designed for switching full load and potential fault current. For subsea equipment it is a preference to make these switches 19 as simple and failure safe as possible. It is such requirement that governs the choice of a no load switch 19.

The cable 28 may possibly, but not necessary, be provided with an outer coating of a semi-conductor type. Use of such semi-conductor type may be a simple manner to avoid high voltage in the shield for long lengths of cables, in that charging current is drained radially out in the entire length of the cable. Hence, longitudinal screen current and thus induced screen voltage is avoided. Short length of cables may preferably be provided with an insulated external coating.
Claims

1. System for power supply to subsea installations and plants for production of hydrocarbons, comprising a preferably heat insulated pipeline (10), in which the possibility for internal formation of detrimental hydrates or wax deposits are present, and comprising electrical power supply cables (12,31) connected to each end of the pipeline (10) for direct electrical heating of the pipeline (10), the pipeline (10) by means of cable connectors preferably having an electrical connection (36) to the surrounding sea, characterized in that the power supply cable (12) is further configured to, in a second circuit configuration, provide a three phase power supply to an electrically powered motor in an subsea installation unit (11) connected to the pipeline (10), and that means (18,19) are arranged for switching so that the three conductors (28) forming the power supply cables (12) form parallel conductors in a first circuit configuration, wherein the power supply cables (12,31) supply power for direct heating of the pipeline (10).

2. System for power supply according to claim 1, wherein the first circuit configuration is a single phase configuration, and wherein the second circuit configuration is a three phase configuration.

3. System for power supply according to claim 2, wherein the means for switching comprises subsea switches (19) which preferably are designed to operate at no load.

4. System for power supply according to claim 3, wherein the means for switching also comprises a switch (18) which preferably is designed to operate at no load.
5. System for power supply according to one of the claims 1-4, wherein the three phase circuit configuration for the electrical motor driving the subsea installation unit (11) comprises a transformer and preferably also a frequency converter.

6. System for power supply according to one of the claims 1-5, wherein the first circuit configuration for direct heating of the pipeline (10) comprises a symmetry and power factor compensation unit (23).

7. System for power supply according to one of the claims 1-5, wherein the first circuit configuration for heating of the pipeline (10) comprises a frequency converter.

8. System for power supply according to one of the claims 1-7, wherein the second circuit configuration for powering the motor (11) comprises a frequency converter (17).

9. System for power supply according to claim 8, wherein the frequency converter (17) is designed to vary the frequency in the range of 0 Hz and 60 Hz.

10. System for power supply according to one of the claims 1-9, wherein the cables (28) are arranged externally on the pipeline (10) and is covered by a protective profile (29) fixed to the pipeline (10), for example by means of straps (30).

11. System for power supply according to one of the claims 1-9, wherein the cables (28) are placed alongside the pipeline (10) and is covered by a layer (40) of
protective masses, such as seabed masses or gravel.

12. System for power supply according to one of the claims 1-11, wherein the first and/or second circuit configuration comprises a transformer (16,22).
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC: see extra sheet
According to International Patent Classification (IPC) or to both national classification andIPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC: E21B, F16L

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

SE, DK, FI, NO classes as above

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

EPO-INTERNAL, WPI DATA, PAJ

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search | Date of mailing of the international search report
11 April 2006 | 12-04-2006

Name and mailing address of the ISA/Authorized officer
Swedish Patent Office
Box 5055, S-102 42 STOCKHOLM
Facsimile No. +46 8 666 02 86

Chriister Bäcknert / MRo
Telephone No. +46 8 782 25 00

Form PCT/ISA/210 (second sheet) (April 2005)
International patent classification (IPC)

E21B 37/00 (2006.01)
E21B 36/00 (2006.01)
E21B 43/01 (2006.01)
E21B 43/24 (2006.01)
F16L 53/00 (2006.01)

Download your patent documents at www.prv.se
Cited patent documents can be downloaded at www.prv.se by following the links e-tjänster/anförda dokument. Use the application number as username. The password is 6nyjb0vqxt.

Paper copies can be ordered at a cost of 50 SEK per copy from PRV InterPat (telephone number 08-782 28 85).

Cited literature, if any, will be enclosed in paper form.
<table>
<thead>
<tr>
<th>Country</th>
<th>Application Number</th>
<th>Filing Date</th>
<th>Priority Data</th>
</tr>
</thead>
<tbody>
<tr>
<td>WO</td>
<td>2004111519 A1</td>
<td>23/12/2004</td>
<td>NO: 318641 B 18/04/2005, NO: 20032775 D 00/00/0000</td>
</tr>
</tbody>
</table>