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1. 

This invention relates to massage brushes in 
general, and in particular it relates to maSSage 
brushes such as are used in bath sprays or in 
liquid applicators for administering skin and 
Scalp treatmentS. 

In a previously known type of massage brush 
there was provided a rubber base having nubs 
or fingers projecting therefrom for massaging 
purposes. The nubs were relatively coarse, and 
their massaging action was not as stimulating 
as desired in some cases. For best results in 
shampooing and rinsing the hair or otherwise 
treating the scalp, for instance, the nubs should 
have a certain firmness together With a substan 
tial area of contact, yet be capable of flexing 
readily at their tips so that a stimulating and 
thorough massage results. 
An object of this invention is to provide a novel 

and economical massage brush having the ad 
Waintageous features just referred to. 
A further object is to provide an improved 

massage brush adapted to be used as a part of 
a bath Spray Or liquid applicator. 
A still further object is to provide an improved 

massage brush having multiple-tip nubs. 
In accordance with a feature of the invention, 

each nub of the maSSage brush has a Solid base 
and a tip section divided into a number of small 
fingers which intimately grip the surface to 
Which the brush is applied and which flex readily 
as the brush is moved with massaging motion. 
The foregoing and other objects, features and 

advantages of the invention will be more appar 
ent from a study of the following detailed de 
Scription in connection with the accompanying 
drawing, wherein: 

Fig. 1 is a perspective view showing the mas 
Sage brush held in the hand of the user; 

Fig. 2 is a bottom view of the massage brush; 
and 

Fig. 3 is a fragmentary sectional view taken 
on the line 3-3 of Fig. 2. 
The Inas Sage brush illustrated in the above 

WieWS is a typical embodiment of the invention. 
It should be understood, however, that the in 
vention is not limited to the precise details shown 
therein, inasmuch as the same principles could 
be applied to a Variety of other forms without 
departing from the spirit of the invention as ex 
pressed in the appended claims. 

For illustrative purposes the invention is shown 
applied to a portable bath spray which includes 
a hollow metallic Spray head O connected to a 
flexible hose or tube 2. The massage brush 
proper is indicated by the numeral 4 and is 

0. 

5 

30 

35 

45 

2 
formed of suitable resilient material, Such as 
rubber. An annular lip portion f6 of the brush 
4 fits over an annular flange 8 of the spray 
head 0 and grips the head 0 on all sides thereof. 
The mouth of the spray head preferably is 
provided with a concave plate 20 having per 
forations 22 therein, as shown in Fig. 3. Because 
of the concavity, the apertures 22 need not be 
accurately registered with the apertures 24 in the 
flat base 26 of the massage brush 4, there being 
Sufficient clearance between the plates 22 and the 
base 26 to afford a pressure chamber for the 
Water. 
In accordance with the invention, integral pro 

jections or nubS 28 of Substantially cylindrical 
shape extend from the base portion 26 of the 
brush 4, and at their outer ends these nubs 28 
are divided into clusters of small fingers or tips 
extending away from the solid base portions of 
the nubs 28. The holes 24 in the base of the 
maSSage brush 4 are interspersed between the 
nubs 28. Water is projected through these holes 
When the bath Spray is in use, and the brush 4 
is applied with a massaging motion to the body. 
The tips 30 flex with the movements of the 
brush 4 and have a stimulating, pleasant effect 
upon the skin. 
In a commercial model of this invention, the 

nubs 28 are approximately is inch in diameter, 
and the tips 30 (which are formed in clusters 
of five per nub) are is inch or less in diameter. 
The overall height of each nub 28 is approxi 
mately is inch, including the tips 30 which oc 
cupy about half that length, or slightly less. 
The resulting article is quite attractive in ap 
pearance as well as being highly useful. The 
multi-tip nubs, in addition to their massaging 
properties, make the brush very useful in washing 
the hair. The tips 3 work in between the hair 
Strands and insure thorough cleansing thereof. 
While the invention has been illustrated in its 

application to a bath spray, it may be used 
equally well in conjunction with a liquid appli 
cator for example, to simultaneously dispense 
hair tonic and massage the scalp. In this in 
stance the brush 4 would be fitted onto the head 
or cap of a suitable container from which the 
liquid is dispensed. The brush 4 may also be 
used for dry massage purposes. This could be 
done conveniently by unscrewing the spray head 
EO from the hose 2 and rubbing the brush 4 
on the parts of the body which are to be mas 
saged. 
While a preferred embodiment of the inven 

tion has been illustrated in the drawing, there 
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are many other forms which the invention may 
take within the purview of the present teachings, 
and it is intended to cover all such modifications 
by the following claims. 

I claim: 
1. A massage brush made of resilient mate 

rial comprising a base portion, and a plurality 
of uniformly spaced integral nubs projecting 
from said base portion, each of said nubs hav 
ing a resilient solid portion adjoining said base 
and a resilient multiple-tip portion extending 
from said solid portion to provide a plurality of 
yieldable fingers. 

2. In combination with a perforated Spray 
head, a massage brush made of resilient mate 
rial adapted to be retained on said Spray head, 
said brush comprising a perforated base portion, 
a plurality of integral resilient nubs projecting 

iO 

4. 
from said base portion and spaced from the per 
forations therein, and clusters of resilient fingers 
projecting from said nubs, said fingers being sub 
stantially more yielding than Said nubs and be 
ing highly flexible at their outer ends. 
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