(54) Title: IMAGE READING SYSTEM, IMAGE READING APPARATUS, AND CONTROL METHODS AND PROGRAMS THEREOF

(57) Abstract: The image reading apparatus selects a transmission destination information processing apparatus to which image data read from an original is to be transmitted, refers to registered information registered in advance in a memory, and when the selected transmission destination information processing apparatus has not been registered as an information processing apparatus for executing the specific scan mode, transmits identification information for identifying the image reading apparatus, and displays a screen for receiving a scan execution instruction on a display when a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode has been received.
wo 2012/023417 AI


Published:

— with international search report (Art. 21(3))
DESCRIPTION

TITLE OF INVENTION

IMAGE READING SYSTEM, IMAGE READING APPARATUS, AND
CONTROL METHODS AND PROGRAMS THEREOF

TECHNICAL FIELD

[0001] The present invention relates to an image reading system, an image reading apparatus, and control methods and programs thereof.

BACKGROUND ART

[0002] In order to use a peripheral device, such as a scanner device, through an information processing apparatus, it is necessary to install a specific device driver for the peripheral device (a scanner driver, in the case where the peripheral device is a scanner device) in an operating system (OS) running on the information processing apparatus. Accordingly, if a plurality of scanner devices are used, it is necessary to install the same number of scanner drivers as there are scanner devices, and therefore for each scanner device, it is necessary for a user to perform a cumbersome installation operation by checking the IP address and finding a scanner driver for the scanner device.

[0003] In view of this, recently, research and development of an OS/general scanner driver that can be
used in any scanner device regardless of the type of scanner device are being carried out. For example, a method has been proposed in which scanning is performed by selecting an available network scanner device after a scan instruction has been issued from an application to the OS/general scanner driver. According to this method, it is possible to use all scanner devices supported by the OS/general scanner driver simply by preinstalling only the OS/general scanner driver in an information processing apparatus. Also, Japanese Patent Laid-Open No. 2009-145970 proposes a system in which when a management server receives a network participation message in unicast from a device, a driver for that device is push installed in each client PC, and thereby the usage environment is constructed and managed.

[0004] For various types of scan processing executed by a scanner device on a network using a scanner driver, the user needs to move back and forth between the information processing apparatus and the scanner device. For example, the user needs to specify a scanner device, perform association with the target scanner device, perform scan setting and activate the scanner driver on the information processing apparatus side, thereafter go to the scanner device to set an original, and then go back to the information processing apparatus to execute a scan process.
Furthermore, after the scan process, the user needs to go to the scanner device to remove the original.

[0005] In view of this, a system has been recently proposed in which a network-compliant scanner driver performs a pseudo push scan function as a specific scan mode that can be easily used in USB interface-compliant scanner devices. "Pseudo push scan" is a scan process that transmits image data from a scanner device to an information processing apparatus as if pushing the data to the information processing apparatus. The internal operations are as follows. In response to a user operation, a signal for commencing the scan process is transmitted from the scanner device to the scan data destination information processing apparatus, and the information processing apparatus that has received the signal acquires image data via the scanner driver. The pseudo push scan system can use a scanner driver for pull scan provided in the OS and has the potential of reducing the load of functions mounted on the scanner device as compared to that of a genuine push scan system, and is therefore attracting attention.

[0006] However, the conventional technology has the following problems. For example, with the scanner device corresponding to the OS/general scanner driver as described above in the Description of the Related Art, unlike a scanner device that uses an USB interface, the information processing apparatus and the scanner
device are not connected in one-to-one correspondence. Accordingly, in order to construct a pseudo push scan system, it is necessary to perform association with each scanner device and make scan process settings on the information processing apparatus side. Furthermore, if a plurality of information processing apparatuses are used, it is necessary to, for each information processing apparatus, perform cumbersome operations such as scan setting as described above. Accordingly, when scanning is performed with an information processing apparatus that the user uses for the first time, the user needs to first go to the information processing apparatus. If the information processing apparatus and the scanner device are distant from each other, user movements are required, which is a time consuming and laborious operation.

SUMMARY OF INVENTION

[0007] The present invention enables the realization of an image reading system and an image reading apparatus that cause a connected information processing apparatus to construct an environment for using the image reading apparatus without causing the user to go to the information processing apparatus, and enables the realization of control methods and programs thereof.

[0008] One aspect of the present invention
provides an image reading system in which a plurality of information processing apparatuses and an image reading apparatus capable of executing a specific scan mode are connected, the image reading apparatus comprising: transmission destination selection means for selecting a transmission destination information processing apparatus to which image data read from an original is to be transmitted; transmission means for referring to registered information registered in advance in a memory and when the selected transmission destination information processing apparatus has not been registered as an information processing apparatus for executing the specific scan mode, transmitting identification information for identifying the image reading apparatus; and display control means for displaying a screen for receiving a scan execution instruction on a display when a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode has been received, and each information processing apparatus comprising: installation means for installing driver software corresponding to the image reading apparatus identified by the identification information when the identification information transmitted by the transmission means has been received; and notification means for, when the driver software has been installed
by the installation means, sending, to the image
reading apparatus, a notification indicating that the
transmission destination information processing
apparatus is available as the information processing
apparatus for executing the specific scan mode.

[0009] Another aspect of the present invention
provides an image reading apparatus that is connected
to a plurality of information processing apparatuses
and capable of executing a specific scan mode, the
image reading apparatus comprising: transmission
destination selection means for selecting a
transmission destination information processing
apparatus to which image data read from an original is
to be transmitted; transmission means for referring to
registered information registered in advance in a
memory and when the selected transmission destination
information processing apparatus has not been
registered as an information processing apparatus for
executing the specific scan mode, transmitting
identification information for identifying the image
reading apparatus; and display control means for
displaying a screen for receiving a scan execution
instruction on a display when a notification indicating
that the transmission destination information
processing apparatus is available as the information
processing apparatus for executing the specific scan
mode has been received.
Still another aspect of the present invention provides an image reading apparatus comprising: selection means for selecting an information processing apparatus to which image data read from an original is to be transmitted; transmission means for transmitting identification information for identifying the image reading apparatus to the information processing apparatus selected by the selection means; receiving means for receiving, from the information processing apparatus, a notification indicating that a driver software corresponding to the image reading apparatus is installed to the information processing apparatus based on the identification information; instruction transmission means for enabling a reception of a read start instruction from a user upon receiving the notification by the receiving means, and transmitting a transmission instruction of a read start request to the information processing apparatus upon receiving the read start instruction from the user; and control means for executing the read processing of the original, and transmitting generated image data to the information processing apparatus upon receiving the read start request transmitted from the information processing apparatus in response to the transmission instruction by the instruction transmission means.

Yet still another aspect of the present
invention provides a method for controlling an image reading system in which a plurality of information processing apparatuses and an image reading apparatus capable of executing a specific scan mode are connected, the method comprising: with the image reading apparatus, selecting a transmission destination information processing apparatus to which image data read from an original is to be transmitted; referring to registered information registered in advance in a memory and when the selected transmission destination information processing apparatus has not been registered as an information processing apparatus for executing the specific scan mode, transmitting identification information for identifying the image reading apparatus; and displaying a screen for receiving a scan execution instruction on a display when a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode has been received, and with each information processing apparatus, installing driver software corresponding to the image reading apparatus identified by the identification information when the identification information transmitted in the transmission step has been received; and when the driver software has been installed in the installation step, sending, to the image reading apparatus, a
notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode.

[0012] Still yet another aspect of the present invention provides a method for controlling an image reading apparatus that is connected to a plurality of information processing apparatuses and capable of executing a specific scan mode, the method comprising: selecting a transmission destination information processing apparatus to which image data read from an original is to be transmitted; referring to registered information registered in advance in a memory and when the selected transmission destination information processing apparatus has not been registered as an information processing apparatus for executing the specific scan mode, transmitting identification information for identifying the image reading apparatus; and displaying a screen for receiving a scan execution instruction on a display when a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode has been received.

[0013] Yet still another aspect of the present invention provides a method for controlling an image reading apparatus, the method comprising: selecting an
information processing apparatus to which image data read from an original is to be transmitted;
transmitting identification information for identifying the image reading apparatus to the information processing apparatus selected by the selecting step;
receiving, from the information processing apparatus, a notification indicating that a driver software corresponding to the image reading apparatus is installed to the information processing apparatus based on the identification information; enabling a reception of a read start instruction from a user upon receiving the notification by the receiving means, and transmitting a transmission instruction of a read start request to the information processing apparatus upon receiving the read start instruction from the user; and executing the read processing of the original, and transmitting generated image data to the information processing apparatus upon receiving the read start request transmitted from the information processing apparatus in response to the transmission instruction by the enabling step.

[0014] Still yet another aspect of the present invention provides a computer-readable storage medium storing a computer program for causing a computer to execute the method for controlling the image reading system.

[0015] Yet still another aspect of the present
invention provides a computer-readable storage medium storing a computer program for causing a computer to execute the method for controlling the image reading apparatus.

Further features of the present invention will be apparent from the following description of exemplary embodiments with reference to the attached drawings.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1A is a diagram showing an example of the configuration of an image reading system according to an embodiment of the present invention.

FIG. 1B is a block diagram showing examples of the configurations of an information processing apparatus and a scanner device according to the embodiment of the present invention.

FIG. 2 is a flowchart illustrating a pull scan process according to a comparative example.

FIG. 3 is a flowchart illustrating a pseudo push scan process according to a comparative example.

FIGS. 4A and 4B are flowcharts illustrating an example of a pseudo push scan process performed by the scanner device according to the embodiment of the present invention.

FIG. 5 is a flowchart illustrating an example of a system setting application installation
process performed by the information processing apparatus according to the embodiment of the present invention.

[0023] FIG. 6 is a diagram showing examples of screens displayed on the scanner device according to the embodiment of the present invention.

[0024] FIG. 7 is a diagram showing an example of a screen displayed on the scanner device according to the embodiment of the present invention.

[0025] FIG. 8 is a diagram showing examples of screens displayed on the scanner device according to the embodiment of the present invention.

[0026] FIG. 9 is a diagram showing an example of transition of the screen displayed on the scanner device according to the embodiment of the present invention.

[0027] FIG. 10 is a sequence diagram showing the procedure of a scan process according to the embodiment of the present invention.

[0028] FIG. 11 is a diagram showing an example of hardware information according to the embodiment of the present invention.

[0029] FIG. 12 is a flowchart illustrating a pseudo push scan setting process according to the embodiment of the present invention.

[0030] FIG. 13 is a flowchart illustrating a scanner driver installation process according to the
embodiment of the present invention.

[0031] FIG. 14 is a flowchart illustrating a process for setting scan settings according to the embodiment of the present invention.

[0032] FIG. 15 is a diagram showing an example of a scan environment construction event according to the embodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0033] Embodiments of the present invention will now be described in detail with reference to the drawings. It should be noted that the relative arrangement of the components, the numerical expressions and numerical values set forth in these embodiments do not limit the scope of the present invention unless it is specifically stated otherwise.

[0034] First Embodiment

Configuration of Image Reading System

An image reading system according to the present embodiment will be described first with reference to FIG. 1A. The configuration described below is merely an example and is not intended to limit the scope of the present invention. Simple Object Access Protocol (SOAP) and WS-Eventing, which will be mentioned below, are information that has been published at W3C (http://www.w3.org/) and
As shown in FIG. 1A, an image reading system 100 includes information processing apparatuses (personal computers, or PCs) 101a and 101b, scanner devices 102a and 102b, which are image reading apparatuses, and a driver distribution server 103. These apparatuses are connected via a network (LAN) 104 implemented as Ethernet®. Hereinafter, the information processing apparatuses 101a and 101b will be referred to simply as an information processing apparatus 101, and the scanner devices 102a and 102b will be referred to as a scanner device 102, in cases where it is unnecessary to distinguish them from each other. The scanner device 102 reads an original, generates image data and transmits the image data to the information processing apparatus 101.

Example of Configuration of Each Apparatus

The apparatus configurations of the information processing apparatus 101 and the scanner device 102 will be described next with reference to FIG. IB. In the information processing apparatus 101, a CPU 111 performs overall control of the devices connected to a system bus 114 in accordance with a program stored in a RAM 112. The RAM 112 also functions as the main memory,
a working area and the like for the CPU 111. A ROM 113 stores various types of programs and data.

[0037] A keyboard controller I/F 115 controls key input from a keyboard 119 or a pointing device (not shown) such as a mouse. A display I/F 116 controls displays in a display 120. An external memory I/F 117 controls access to an external memory 121 such as a hard disk (HD) or a solid state disk (SSD). The external memory 121 functions as a computer-usable or readable storage medium storing an operating system program (hereinafter referred to as OS) 122, various types of applications 123, scan process-related programs 124, user files, an editing file and so on.

[0038] The scan process-related programs 124 include a system setting application 125, a dedicated scanner driver 126, an OS/general scanner driver 127, an OS/general application 128, hardware information 129, and a dedicated application 130, according to the present embodiment. There are cases where the scan process-related programs 124 are not initially stored in the external memory 121 of the information processing apparatus 101 when it is newly used by the user. In the present embodiment, if the system setting application 125 that performs control to construct a scan system environment has not been stored, by remote control through the scanner device 102, the OS 122 performs an OS/general scanner driver update.
installation operation in the information processing apparatus 101. Furthermore, by remote control through the scanner device 102, in response to the installation operation, the system setting application 125 is copied in the external memory 121 and activated in the RAM 112. The process for installing the system setting application 125 in the scan data destination information processing apparatus 101, which is performed when the system setting application 125 is not stored or activated, will be described below in detail with reference to FIG. 5.

[0039] In the external memory 121, furthermore, the update installed OS/general scanner driver 127 and the OS/general application 128 are also stored. The OS/general scanner driver 127 and the OS/general application 128 can use the functions that are commonly provided in corresponding device models. On the other hand, the dedicated scanner driver 126 is a scanner driver that only supports a single device model. The dedicated scanner driver 126 can maximize the utilization of the functions of the corresponding scanner device. The dedicated application 130 is an application that is optimized to perform operations in cooperation with the system setting application 125 and the dedicated scanner driver 126 and that is capable of executing pseudo push scans. If the dedicated scanner driver 126 and the dedicated application 130 have not
been stored in the external memory 121, the system setting application 125 performs the installation process.

[0040] The hardware information 129 is information sent from the scanner device 102, and the information received by the system setting application 125 from the scanner device 102 is temporarily stored in the external memory 121. A network I/F 118, which is connected to the scanner device 102 via the LAN 104, performs a process for controlling communication with the scanner device 102. In the present embodiment, since WS-Eventing is used for the event signals transmitted from the scanner device 102, the network I/F 118 implements a corresponding Web Service protocol. The driver distribution server 103 also has the same apparatus configuration as that of the information processing apparatus 101.

[0041] An example of the configuration of the scanner device 102 will be described next. A CPU 132 performs overall control of the operations of the scanner device 102. A RAM 133 functions as the main memory, a working area, and the like for the CPU 132, and is also used as an area in which input information is expanded and as an environment data storage area. The RAM 133 also includes an NVRAM (non-volatile RAM) area, and the memory capacity can be expanded by an optional RAM connected to an add-on port (not shown).
A ROM 134 stores various types of fonts, a control program and the like executed by the CPU 132, and various types of data.

[0042] A network I/F 145 transmits and receives data to and from the information processing apparatus 101. A printer I/F 138 controls an interface with a print unit 139 serving as a printer engine. A scanner I/F 140 controls an interface with a scan unit 141 serving as a scanner engine.

[0043] Access to an external memory 143 is controlled by an external memory I/F 142. The external memory 143 includes a hard disk (HD), a solid state disk (SSD) or the like, which is connected as an option, and may store hardware information 144 of the image reading system 100. If the external memory 143 such as a hard disk is not connected, information and the like used by the information processing apparatus 101 is stored in the ROM 134.

[0044] An operation unit I/F 136 controls an interface with an operation unit 137 that performs scan process setting for the scanner device 102. The operation unit 137 is equipped with an operation panel that receives user operations, and the operation panel includes a switch for operation, an LED display device, and the like. It is also possible to provide an NVRAM (not shown), in which scan settings information from the operation panel may be stored.
The CPU 132 acquires image data from the scan unit 141 via the scanner I/F 140 based on the control program or the like stored in the ROM 134. Also, the CPU 132 is capable of performing processing for communication with the information processing apparatus 101 via the network I/F 145, and therefore the CPU 132 can transmit image data to the information processing apparatus 101 as well as notifying the information processing apparatus 101 of the information or the like stored in the scanner device 102. In the present embodiment, since WS-Eventing is used for the event signals transmitted from the scanner device 102, the network I/F 145 implements a corresponding Web Service protocol.

Pull Scan Process (Comparative Example)

A pull scan process performed by the OS 122 of the information processing apparatus 101 according to a comparative example will be described next with reference to FIG. 2. The user can perform the pull scan process by installing an appropriate scanner driver and performing scan process setting. Overall control of the processing described below is performed by the CPU 111. In FIG. 2, the steps including a user operation are shown in trapezoids.

When the pull scan process is commenced, in S201, the CPU 111 receives a selection of an
appropriate dedicated scanner driver 126 to use and an installation instruction from the user. In S202, the CPU 111 installs the scanner driver in the OS 122 in accordance with the installation instruction from the user.

[0048] Next, in S203, the CPU 111 receives a user operation and searches for and selects a scanner device 102 using the functions of the OS 122. After that, in S204, the user goes to the selected scanner device 102 carrying an original, and places the original on the scan unit 141 of the scanner device 102.

[0049] Next, in S205, the user goes back to the information processing apparatus 101, opens an application 123 to invoke the dedicated scanner driver 126, and issues an instruction to execute scanning. The CPU 111 commences the scan process upon receiving the instruction to execute scanning from the user. After scanning, in S206, the user again goes to the scanner device 102 to remove the original and goes back to the information processing apparatus 101 to perform operations such as image processing using the image data captured in the application 123. When the user has finished working on the application 123, the CPU 111 ends the pull scan process.

[0050] Pseudo Push Scan Process (Comparative Example)

A pseudo push scan process of the OS/general
scanner driver 127 performed by the OS 122 of the information processing apparatus 101 according to a comparative example will be described next with reference to FIG. 3. The pseudo push scan process is an example of a specific scan mode according to the present embodiment. When the user selects a scanner device 102 as the scanner device he/she wants to use through the information processing apparatus 101, an OS/general scanner driver 127 is installed from an internal memory of the OS 122, the external memory 121, or another storage apparatus. The installed OS/general scanner driver 127 is activated by an application 123 and operated in the RAM 112 to perform the pseudo push scan process. Overall control of the processing described below is performed by the CPU 111. In FIG. 3, the steps including a user operation are shown in trapezoids.

[0051] When the pseudo push scan process is commenced, in S301, the CPU 111 receives a user operation, and searches for and selects a scanner device 102 to use. When a scanner device 102 has been selected, in S302, the CPU 111 installs the OS/general scanner driver 127 in the OS 122 from the internal memory, the external memory 121 or another storage apparatus. Furthermore, in S302, following the installation of the OS/general scanner driver 127, the CPU 111 also performs scan process setting and pseudo
push scan process setting in the OS/general application 128.

[0052] Next, in S303, the user goes to the scanner device 102 carrying an original, and selects, using the operation unit 137, a scan data destination information processing apparatus 101. Here, the CPU 111 receives the information selected by a user operation, and if necessary, may update the scan settings. Then, in S304, the user places the original on the scan unit 141 of the scanner device 102 and issues an instruction to commence a pseudo push scan.

[0053] After scanning, in S305, the user removes the original from the scanner device 102, goes back to the information processing apparatus 101, and performs operations such as image processing using the image data captured in the OS/general application 128. When the user has finished working on the OS/general application 128, the CPU 111 ends the pseudo push scan process.

[0054] Conventional scan processes via a network have been described above, but the pull scan process and the pseudo push scan process shown in FIGS. 2 and 3 both have two problems. One is that the user has to go to the information processing apparatus 101 to perform setting operations S201 and S301. The other is that the user needs to move back and forth several times between the information processing apparatus 101 and
the scanner device 102 to perform the setting operations.

[0055] Pseudo Push Scan Process (Present Embodiment)

A pseudo push scan process performed by the scanner device 102 according to the present embodiment will be described next with reference to FIGS. 4A and 4B. Overall control of the processing described below is performed by the CPU 132. In FIGS. 4A and 4B, the steps including a user operation are shown in trapezoids.

[0056] When the pseudo push scan process by the scanner device 102 is commenced, the CPU 132 first receives a user operation via the operation unit 137, and selects a transmission destination information processing apparatus to which scan data is to be transmitted. Selection of the transmission destination information processing apparatus is performed by receiving input of information, such as the IP address or the name of the information processing apparatus, from the user. Then, in S402, the CPU 132 checks whether the selected information processing apparatus 101 has already been registered in the scanner device 102 as a scan data destination for pseudo push scan (specific scan mode) by searching the settings information (registered information) in the RAM 133 or the external memory 143.
If the selected information processing apparatus 101 has not been registered, the processing advances to S403, where the CPU 132 transmits a push mode event (first event) according to the WS-Eventing including hardware information as parameters to the selected information processing apparatus 101. The hardware information will be described later in detail with reference to FIG. 11. After that, in S404, the CPU 132 waits, for a predetermined period of time, for a scan environment construction event that is a response event to be received from the information processing apparatus 101 to which the push mode event was transmitted. The scan environment construction event will be described later in detail with reference to FIG. 15.

If the scan environment construction event is not received within the predetermined period of time or an error is received from the information processing apparatus 101, the CPU 132 determines that the system setting application is not running in the information processing apparatus 101, and the processing advances to S405. In this case, the subsequent operations are performed assuming that an information processing apparatus 101 that has not been used before has been selected. Specifically, in S405, the CPU 132 transmits, to the OS 122 of the information processing apparatus 101, an event (second event) to activate a process for
installing the system setting application. Upon receiving the event, the information processing apparatus 101 commences the process for installing the system setting application in the OS 122 from a storage apparatus to which reference can be made such as the external memory 121 or the driver distribution server 103 and activating the system setting application in the RAM 112. The process for installing the system setting application performed by the information processing apparatus 101 in response to an instruction from the scanner device 102 in S405 will be described later with reference to FIG. 5.

[0059] Next, after the system setting application has been successfully installed in the OS 122 of the information processing apparatus 101 and is activated in the RAM 112, in S406, the CPU 132 determines whether or not a response event transmitted from the information processing apparatus 101 has been received. The response event includes the hardware information as parameters. If it is determined that the response event has been received, the processing returns to S403, where the CPU 132 again transmits an event including the hardware information as parameters to the selected information processing apparatus. If, on the other hand, it is determined in S406 that the response event has not been received, the processing advances to S409.

[0060] If it is determined in S404 that the scan
environment construction event has been received, in S407, the CPU 132 determines, from the content of the event, whether or not a scan environment has been constructed. If it is determined that a scan environment has not been constructed, the processing advances to S409, where the CPU 132 displays, on the operation unit 137, a message indicating that the information processing apparatus is not available and prompts the user to execute scanning with another scanner device, and the processing ends.

[0061] If, on the other hand, it is determined that a scan environment has been constructed, the processing advances to S408, where the CPU 132 displays, on the operation unit 137, a message indicating that the information processing apparatus 101 is available, makes a scan button for execution of scanning active, and thereby prompts the user to execute scanning. After that, in S410, the CPU 132 waits for the scan button for executing scanning to be pressed by the user.

[0062] When the scan button has been pressed, in 5411, the CPU 132 transmits a push scan event to the information processing apparatus 101. After that, in 5412, the CPU 132 waits for a scan command to be transmitted from the information processing apparatus 101. If the scan command is received, the processing advances to S413, where a scan process by the scan unit 141 is executed, and the processing ends. After the
message has been displayed in S409 and after the scan process has been executed in S413, the pseudo push scan process performed by the scanner device 102 ends.

[0063] Installation Process

The system setting application installation process performed by the information processing apparatus 101 will be described next with reference to FIG. 5. It is assumed here that the information processing apparatuses 101a and 101b have the same policy and settings in their OS 122. Specifically, two settings have been preset in the pseudo push scan system. One is a setting that enables a function of automatically installing the OS/general scanner driver. The other is a setting in which an updated version of OS standard scanner driver package including both the system setting application and the OS/general scanner driver used in the present embodiment is set up in the storage apparatus which each information processing apparatus can access. The updated version of OS standard scanner driver package is a package in which the system setting application has been set as a target application of Co-Installer that installs a related application at the same time when the installation setting file is updated. In the updated version of OS standard scanner driver package, the OS general scanner driver itself is not changed. Overall control of the
processing described below is performed by the CPU 111.

[0064] First, in S501, the CPU 111 waits for an installation event to the OS 122 to be received from a specific scanner device. Upon receiving the installation event, in S502, the CPU 111 determines whether or not the installation event includes the ID of a device corresponding to the OS/general scanner driver. If it is determined that the installation event includes the ID of a device corresponding to the OS/general scanner driver, the processing advances to S503, where the CPU 111 commences installation of the OS/general scanner driver in the device. In the installation performed here, not only the OS standard scanner driver package stored in the OS 122, but also an updated OS standard scanner driver is searched for. The updated version of OS standard scanner driver package, which has been preset, is installed in the OS 122.

[0065] Next, in S504, the CPU 111 activates Co-Installer and at the same time installs the system setting application by copying the system setting application in the external memory 121. Then, in S505, the CPU 111 activates the installed system setting application 125 and loads the application into the RAM 112. Furthermore, the CPU 111 sets, in the network I/F 118, a port for receiving a push mode event according to WS-Eventing including the hardware information of
the scanner device 102 as parameters. Here, the system setting application transmits a subscribe event to the scanner device 102. Through the above processing, the process for installing the system setting application and the OS/general scanner driver ends.

[0066] Examples of Screens

Examples of screens displayed on the operation unit 137 of the scanner device 102 will be described next with reference to FIGS. 6 to 8. FIG. 6 shows a user interface (screen) 600 of the operation unit 137. The screen 600 is displayed when the user selects a scan menu on the operation unit 137.

[0067] In a scan data destination list 601, a list of information processing apparatuses currently set as scan data destinations is displayed. When the user presses a scan execution button 602, the scanner device 102 executes a scan process such that the pseudo push scan is performed on the scan data destination information processing apparatus designated in the scan data destination list 601. In the screen 600, a button 603 for selecting a new scan data destination information processing apparatus is displayed as a setting specific to the present embodiment. By pressing the button 603, the user can select an information processing apparatus he/she has not used or set before, and a screen 610 for selecting a new
information processing apparatus is displayed on the operation unit 137.

[0068] In the screen 610, when the user selects an information processing apparatus using an IP address setting box 611 or an information processing apparatus name setting box 612 and presses a select button 614, the pseudo push scan process shown in FIGS. 4A and 4B is commenced by the scanner device 102. If the user presses a button 613 for setting the environment of the scan data destination information processing apparatus before the select button 614 is pressed, a screen 700 for setting the environment of the scan data destination information processing apparatus, shown in FIG. 7, is displayed on the operation unit 137.

[0069] FIG. 7 shows the screen 700 for setting the environment of the scan data destination information processing apparatus in which a pseudo push scan processing method that the user wants to perform on the scan data destination information processing apparatus is selected. The user can make a selection using a checkbox 701 for selecting whether to preferentially use the scanner driver dedicated to the scanner device 102 as the scanner driver, and radio buttons 702, 703 and 704 for selecting a scan application that should be preferentially used. When the user presses a set button 705, the display returns to the screen 610 for selecting a new information processing apparatus shown
in FIG. 6, and the settings made in the screen 700 are reflected in the new scan data destination information processing apparatus. When a return button 706 is pressed, the display returns to the screen 610 without storing the changes.

[0070] FIG. 8 shows a screen 800 indicating that the information processing apparatus is available, which is displayed when the select button 614 has been pressed in the screen 610 of FIG. 6 and the environment of the scan data destination information processing apparatus has been set. The screen 800 is an example of a screen displayed on the operation unit 137 when the pseudo push scan operation shown in FIGS. 4A and 4B is commenced by the scanner device 102 and the processing reaches step S408.

[0071] The main environment settings such as the name of application used, the image type, the resolution and the image size are displayed in 801. The settings can be changed to other settable values by the user pressing a change button 802. The scanner device 102 creates hardware information 144 in which the content of the changes made by the button 802 being pressed is reflected. After that, the processing in S403 shown in FIGS. 4A and 4B is again performed. As a result, the updated screen 800 indicating that the information processing apparatus is available is displayed on the operation unit 137. When the user
presses a scan button 803 after checking the scan settings, the scanner device 102 commences the pseudo push scan process.

[0072] The pseudo push scan process is performed with the settings made in the screen 800. When the scan processing in S413 finishes, information regarding the new information processing apparatus and scan settings is stored in the RAM 133 by the scanner device 102, and the screen 600 is displayed. In this case, the scan process setting (information regarding the new information processing apparatus) that has just been set is added to and displayed in a scan data destination list 621 as shown in a screen 620 of FIG. 8.

[0073] Screen Transition

Transition of the screen on the operation unit 137 of the scanner device 102 will be described next with reference to FIG. 9. First, the operation unit 137 displays the destination designation screen 600. When the button 603 for selecting a new information processing apparatus has been pressed, the operation unit 137 displays the screen 610 for selecting a new information processing apparatus. In the screen 610 for selecting a new information processing apparatus, a setting can be made so as to transmit scan data to a completely new information processing apparatus. When a scan data destination information processing
apparatus has been specified and the select button 614 has been pressed, the operation unit 137 executes the pseudo push scan environment construction process in the specified information processing apparatus, and displays the screen 800 indicating that the information processing apparatus is available.

[0074] In the screen 610 for selecting a new information processing apparatus, the button 613 for setting the environment of the scan data destination information processing apparatus is displayed. When the button 613 is pressed, the screen 700 for setting the environment of the scan data destination information processing apparatus is displayed. With the set button 705, the settings are reflected. With the return button 706, the settings are not reflected. In either case, the display is returned to the screen 610 for selecting a new information processing apparatus.

[0075] In the screen 800 indicating that the information processing apparatus is available, when a scan button 803 has been pressed, the pseudo push scan process is commenced, and at the same time, the destination designation screen 600 is displayed. When the pseudo push scan process has finished, the scan process setting that has just been set is added to and displayed in the scan data destination list 601 of the destination designation screen 600, and thus the
settings can be designated again.

[0076] Scan Process

The procedure of a scan process will be described next with reference to FIG. 10. Here, how the system environment construction process is performed between related programs during a series of scan processing will also be described, assuming that the system setting application has already been installed in the scan data destination information processing apparatus 101 and is activated in the RAM 112.

[0077] First, in S1000, the user selects a scan data destination information processing apparatus via the screen 610 displayed on the operation unit 137 of the scanner device 102. Next, in S1001, the scanner device 102 transmits, to the scan data destination information processing apparatus, a push mode event according to WS-Eventing including the hardware information 144 as parameters. Then, in S1002, the system setting application 125 activated in the RAM 112 of the scan data destination information processing apparatus 101 makes a query to the OS 122, and searches for an application capable of push scan that has been installed. The system setting application 125 is a program that starts running when an event is transmitted from a scanner device 102, and performs specific processing such as construction of a pseudo
push scan environment and management of general and 
dedicated scanner drivers, which will be described 
later.

[0078] Next, the system setting application 125 
selects an appropriate application 123, 128 or 130 and 
if necessary, installs the selected application in 
S1003, and activates the application in S1004. Then, 
in S1005, the system setting application 125 searches 
for an appropriate scanner driver, and if necessary, 
installs a selected scanner driver 126 or 127 in S1006, 
and activates the driver in S1007. The activated 
dedicated scanner driver 126 or OS/general scanner 
driver 127 initializes itself in S1008, and if 
necessary, notifies the application 123, 128 or 130 of 
the scan settings in S1009.

[0079] Next, in S1010, the scanner driver sends 
the completion notification to the system setting 
application 125. Then, in S1011, the system setting 
application 125 performs scan setting and push event 
setting in accordance with the hardware information 129 
on one of the applications 123, 128 and 130. Through 
this processing, a pseudo push scan environment is 
constructed. After that, the system setting 
application 125 creates a scan environment construction 
event using resultant information regarding the 
constructed environment in S1012, and transmits the 
scan environment construction event to the scanner
Upon receiving the scan environment construction event, in S1014, the scanner device 102 displays the screen 800 on the operation unit 137. After that, in S1015, the user checks the display, places the original and presses the scan button 803. When the scan button 803 has been pressed, in S1016, the scanner device 102 transmits a push scan event to the scan data destination information processing apparatus. In the information processing apparatus 101, optionally through the dedicated scanner driver 126 or the OS/general scanner driver 127, the transmitted push scan event is transmitted to the application via the OS 122. The application that has received the push scan event is activated to commence the scan process in S1017, and the dedicated scanner driver 126 or the OS/general scanner driver 127 is activated in S1018.

The dedicated scanner driver 126 or the OS/general scanner driver 127 commences the scan process in response to an instruction from one of the applications 123, 128 and 130 in S1019, and transmits a scan command to the scanner device 102 in S1020. The scanner device 102 commences the scan process in S1021, and transfers read image data to the dedicated scanner driver 126 or the OS/general scanner driver 127 in S1022. The dedicated scanner driver 126 or the OS/general scanner driver 127 instructs one of the
applications 123, 128 and 130 to perform image processing on the received image data in S1023, and transfers the image data to the application in S1024. [0082] In S1025, one of the applications 123, 128 and 130 temporarily stores the received image data in the external memory 121 or loads the received image data into the RAM 112, and waits until the user arrives at the scan data destination information processing apparatus. Then, in S1026, one of the applications 123, 128 and 130 transmits a message indicating that the scan process has finished to the dedicated scanner driver 126 or the OS/general scanner driver 127. In S1027, the dedicated scanner driver 126 or the OS/general scanner driver 127 transmits a message indicating that the scan process has finished to the scanner device 102. After that, in S1028, the scanner device 102 displays a message indicating that the scan process has finished on the operation unit 137.

[0083] Hardware Information

An example of hardware information according to the present embodiment will be described next with reference to FIG. 11. The hardware information 144 is a collection of information necessary for the system setting application 125 to construct a pseudo push scan environment in the information processing apparatus 101. The hardware information 144 is generated by
dynamically adding information obtained as a result of operation of the operation unit 137 by the user to the data statically stored in the external memory 143 or the like of the scanner device 102. The generated hardware information 144 is attached to an event to be transmitted to the scan data destination information processing apparatus 101 and transmitted to the information processing apparatus 101 by the scanner device 102.

[0084] As shown in FIG. 11, the hardware information 144 includes, for example, hardware IDs, a MAC address, an IP address, protocols, a recommended application and scan settings information. The hardware IDs and MAC address are values specific to the scanner device 102 and statically stored in the ROM 134. The IP address is a value set in the environment of the LAN 104 to which the scanner device 102 is connected, and is stored in the external memory 143.

[0085] Protocol #1 and Protocol #2 are the names of scanner protocols used by the scanner device 102 to perform operations, and are handled by the system setting application 125 running in the RAM 112 of the scan data destination information processing apparatus 101. If a plurality of scanner protocols are supported, Protocol #1 is preferentially used. The priority order according to which the protocols are to be used can be changed by a user operation. For example, the
selection of the checkbox 701 for selecting whether or not to preferentially use the dedicated scanner driver shown in FIG. 7 is reflected. When the checkbox 701 is checked, for example, the name of a scanner protocol of the hardware information 144 is changed such that the value of Protocol #1 indicates the dedicated driver named Vendor Network Protocol.

[0086] The recommended application designates an application used in the pseudo push scan. The setting can be changed by, for example, a user operation, and the selection of one of the radio buttons 702, 703 and 704 for selecting a preferentially used application shown in FIG. 7 is reflected. The recommended application may be set so as to allow an application other than the recommended application to be operated depending on the settings of the information processing apparatus 101. Scan settings information stores settings requested by the user in the form of a list. As for the settings, for example, the scan settings displayed by the scan setting button 604 of FIG. 6 being pressed are reflected.

[0087] Pseudo Push Scan Setting Process

The process for setting an application and a push event specific to the present embodiment performed by the system setting application 125 will be described next with reference to FIG. 12. The processing
described below is commenced by the system setting
application 125 receiving an event including the
hardware information 144.

[0088] First, in S1201, the system setting
application 125 loads the received hardware information
144 into the RAM 112. Then, in S1202, the system
setting application 125 makes a query to the OS 122 to
make a list of applications capable of push scan that
have been installed. Furthermore, in S1203, the system
setting application 125 refers to the recommended
application column of the hardware information 144, and
determines whether or not to use the dedicated
application. If it is determined that the dedicated
application will be used, the processing advances to
S1204. If it is determined that the dedicated
application will not be used, the processing advances
to S1208.

[0089] In S1204, the system setting application
125 determines whether or not the dedicated application
has been installed. If it is determined that the
dedicated application has been installed, the
processing advances to S1206. If, on the other hand,
it is determined that the dedicated application has not
been installed, the processing advances to S1205, where
the system setting application 125 installs the
dedicated application 130 by invoking an installation
program from the external memory 121 or a storage
apparatus to which reference can be made, and the processing advances to S1206. In S1206, the system setting application 125 selects and installs a scanner driver. The processing in S1206 will be described later in detail with reference to FIG. 13.

[0090] Next, in S1207, the system setting application 125 performs push event setting to the dedicated application 130 in the OS 122, and sets settings information in the scan environment construction event. After that, in S1212, the system setting application 125 transmits the scan environment construction event to the scanner device 102, and the processing ends.

[0091] If, on the other hand, it is determined in S1203 that the dedicated application will not be used, in S1208, the system setting application 125 refers to the hardware information 144 and determines whether or not to use the OS/general application. If it is determined that the OS/general application will be used, the processing advances to S1210, where the system setting application 125 sets the OS 122 to use the OS/general application 128. If, on the other hand, it is determined in S1208 that another application will be used, the processing advances to S1209, where the system setting application 125 checks the applications written in the setup description file of the scanner driver. If a target application is not found in S1209,
the processing advances to S1210, where the system setting application 125 sets the OS 122 to use the OS/general application 128. If a target application is found, the processing advances to S1211, where the system setting application 125 sets the OS 122 to use the application. When either application has been set in S1210 or S1211, the processing advances to S1206, and the same processing as that performed when the dedicated application is used is performed.

[0092] Installation of Scanner Driver

The process for selecting and installing a scanner driver specific to the present embodiment performed by the system setting application 125 will be described next with reference to FIG. 13. The following will describe details of the processing in S1206 shown in FIG. 12.

[0093] First, in S1301, the system setting application 125 determines whether or not there is a driver suitable for the hardware ID in the drivers that have been installed in the OS 122. Specifically, the system setting application 125 compares the hardware information 144 of the scanner device 102 acquired in S1201 with the hardware information 129 of each scanner driver registered in the OS 122, and acquires all the drivers having hardware information matching that of the scanner device 102. In the present embodiment, as
the hardware information, hardware IDs used for plug
and play installation are acquired. If there is a
suitable driver, the processing advances to S1308. If
there is no suitable driver, the processing advances to
S1302.

[0094] In S1302, the system setting application
125 determines whether or not there is a suitable
scanner driver in a driver store, the driver
distribution server 103 and the external memory 143 of
the scanner device 102. If it is determined that there
is a suitable driver, the processing advances to S1303.
If it is determined that there is no suitable driver,
the processing advances to S1310. The driver store
mentioned above is a database system of device drivers
introduced in Windows Vista®, and is a system that
stores device driver packages in the OS 122 that have
not been installed. The system setting application 125
can make a query to the OS 122 as to whether there is a
scanner driver having hardware information matching
that of the scanner device 102 acquired in S1201 in the
scanner drivers stored in the driver store.
Furthermore, the system setting application 125 can
make a query to the driver distribution server 103 as to
whether there is a scanner driver suitable for
particular hardware information via the LAN 104 using
an RPC (Remote Procedure Call), HTTP (Hyper Text
Transfer Protocol) or the like. Also, the system
setting application 125 searches in the scanner device 102, and determines whether there is a suitable driver. The scanner device 102 can store, in its external memory 143, a dedicated scanner driver that is necessary to use the scanner device itself. The system setting application 125 can also make a query regarding the scanner driver stored in the scanner device 102 via the LAN 104 in the same manner as when it makes a query to the driver distribution server 103. As a result of the query, if there is at least one suitable driver, a package including the scanner driver is transferred from the driver distribution server 103 or the like to the information processing apparatus 101, and stored in the external memory 121.

[0095] If it is determined in S1302 that a suitable scanner driver has been found, the system setting application 125 determines in S1303 whether or not a plurality of scanner drivers have been found. If it is determined that a plurality of suitable scanner drivers have been found, the processing advances to S1304. If it is determined that only one suitable scanner driver has been found, the processing advances to S1305. In S1304, the system setting application 125 selects the most appropriate scanner driver from among the scanner devices. In the present embodiment, a driver to be installed is automatically selected based on the priority, the name of scanner protocol and the
version information and the like of the hardware information loaded into the RAM 112 in S1201. For example, a version number is assigned to each scanner driver, and even the scanner drivers for the same device model usually have different version numbers if they are created at different times. Version numbers are expressed by, for example, a combination of date and numerical values such as 10/10/2009.2.6.1.0, from which it can be easily seen that which one is new.

Using such information, the system setting application 125 selects a driver to be installed. After that, in S1305, the system setting application 125 installs the selected scanner driver in the OS 122, and the processing advances to S1306.

[0096] The processing in S1308 and S1309 is processing regarding a special case of the processing from S1303 to S1305. In other words, they are steps performed when a suitable scanner driver is found in the installed scanner drivers, and the processing in S1308 is the same as that in S1303, and the processing in S1309 is the same as that in S1304. S1305 is omitted because a scanner driver has already been installed.

[0097] The processing from S1310 to S1312 is performed when a suitable scanner driver was not found as a result of the series of processing in S1301 and S1302, and a port is created for the OS/general scanner.
driver (general driver) that was installed in S1006. First, in S1310, the system setting application 125 acquires protocol information from the hardware information loaded into the RAM 112 in S1201, and determines whether or not the general scanner driver supports the protocol. If the general scanner driver supports the protocol, the processing advances to S1311. Otherwise, the processing advances to S1312. In S1311, the system setting application 125 sets a general port corresponding to the scanner device 102 in the OS 122, and the processing advances to S1306. On the other hand, in S1312, because the corresponding scanner driver was not found, the system setting application 125 sets "fail" in the installation result of the scan environment construction event, and the processing ends.

Finally, in S1306, the system setting application 125 acquires scan settings information from the hardware information loaded into the RAM 112 in S1201, and makes the scan settings in the target application. The process for setting scan settings will be described later in detail with reference to FIG. 14. Then, in S1307, the system setting application 125 sets "success" in the installation result of the scan environment construction event as well as other settings information, and the processing ends.

[0099] Scan Setting Process
The process for setting scan settings specific to the present embodiment performed by the system setting application 125 will be described next with reference to FIG. 14. The following will describe details of the processing in S1306 shown in FIG. 13.

[0100] First, in S1401, the system setting application 125 activates an application to use from the external memory 121. Then, in S1402, the system setting application 125 compares the scan information acquired from the application and the scanner driver and the scan settings information obtained from the hardware information loaded into the RAM 112 in S1201. There are cases where the scan settings may be acquired as the configuration profile of the OS 122 or reflected as the configuration file of the scanner driver. With the dedicated application specific to the present embodiment, the system setting application 125 can freely refer to and make scan settings.

[0101] Next, in S1403, the system setting application 125 determines, from the comparison performed in S1402, whether or not the same information as the hardware information is contained. If information that is different from the hardware information is contained, the processing advances to S1404, where the system setting application 125 make scan settings that can be reflected in the application, and the processing advances to S1406. If, on the other
hand, the same information as the hardware information is contained, the processing advances to S1405, where the system setting application 125 sets the scan settings as defaults, and the processing advances to S1406. Finally, in S1406, the system setting application 125 sets the final scan settings information of the application in the scan setting result of the scan environment construction event, and the process for setting scan settings ends.

[0102] Scan Environment Construction Event

An example of information of a scan environment construction event according to the present embodiment will be described next with reference to FIG. 15. The scan environment construction event of the present embodiment can be a message written in XML-SOAP. The information obtained as a result of construction of a pseudo push scan environment in the information processing apparatus 101 by the system setting application 125 is reflected as the values shown in FIG. 15, and dynamically stored in the RAM 112 or the like of the information processing apparatus 101.

[0103] The system setting application 125 sets the information shown in FIG. 15 in a SOAP message portion of the scan environment construction event transmitted to the scanner device 102. The installation result is set by the system setting application 125 in S1307 or
S1312. In the scanner driver name, the driver version and the scanner driver date, the results of the process of selecting and installing a scanner driver shown in FIG. 13 are reflected. In the registered application, the result of the process for setting an application and a push event shown in FIG. 12 is reflected. In the scan setting result, the results of the process for setting scan settings shown in FIG. 14 are reflected.

[0104] When the scanner device 102 receives the scan environment construction event, the result of the pseudo push scan environment setting is displayed on the display of the operation unit 137. For example, when the environment of the scan data destination information processing apparatus has been set, the screen 800 shown in FIG. 8 is displayed. The values displayed in 801 such as the name of application used, the image type, the resolution and the image size are values obtained from the information of the scan environment construction event.

[0105] As described above, according to the present invention, the system setting application running on an information processing apparatus selected as the scan data destination automatically installs an optimal scanner driver and application and sets a pseudo push scan environment. With this configuration, the cumbersome operation of setting the scan environment performed in advance on the information
processing apparatus side is not required, and therefore even with an information processing apparatus that the user uses for the first time, the user can use the pseudo push scan function by directly going to the scanner device without having to go to the information processing apparatus in the first place.

[0106] Other Embodiments

The above embodiment uses protocols defined by WS-Eventing to transmit notifications, such as events, between the information processing apparatus and the scanner device. However, the present invention is not limited thereto, and can be implemented by using, for example, GENA (General Event Notification Architecture) or the like. Also, the present invention is operable with any protocol as long as the hardware information can be appropriately conveyed to the system setting application running on the information processing apparatus and similar results can be obtained. As just described, the present invention is not limited to the above embodiment, and various modifications can be made. Also, in the above embodiment, as a method for installing the system setting application, installation of an OS/general scanner driver corresponding to the found network scanner device is used. However, the present invention is also operable by using a method in which a network service, a network application or the
like is automatically installed in the information processing apparatus 101.

[0107] Aspects of the present invention can also be realized by a computer of a system or apparatus (or devices such as a CPU or MPU) that reads out and executes a program recorded on a memory device to perform the functions of the above-described embodiment(s), and by a method, the steps of which are performed by a computer of a system or apparatus by, for example, reading out and executing a program recorded on a memory device to perform the functions of the above-described embodiment(s). For this purpose, the program is provided to the computer for example via a network or from a recording medium of various types serving as the memory device (e.g., computer-readable medium).

[0108] While the present invention has been described with reference to exemplary embodiments, it is to be understood that the invention is not limited to the disclosed exemplary embodiments. The scope of the following claims is to be accorded the broadest interpretation so as to encompass all such modifications and equivalent structures and functions.

[0109] This application claims the benefit of Japanese Patent Application No. 2010-183388 filed on August 18, 2010, which is hereby incorporated by reference herein in its entirety.
CLAIMS

1. An image reading system in which a plurality of information processing apparatuses and an image reading apparatus capable of executing a specific scan mode are connected,

   the image reading apparatus comprising:

   transmission destination selection means for selecting a transmission destination information processing apparatus to which image data read from an original is to be transmitted;

   transmission means for referring to registered information registered in advance in a memory and when the selected transmission destination information processing apparatus has not been registered as an information processing apparatus for executing the specific scan mode, transmitting identification information for identifying the image reading apparatus; and

   display control means for displaying a screen for receiving a scan execution instruction on a display when a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode has been received, and

   each information processing apparatus comprising:

   installation means for installing driver software corresponding to the image reading apparatus identified
by the identification information when the identification information transmitted by the transmission means has been received; and notification means for, when the driver software has been installed by the installation means, sending, to the image reading apparatus, a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode.

2. The image reading system according to claim 1, wherein the installation means comprises search means for searching a storage means provided in the information processing apparatus or an external storage means connected to the information processing apparatus, for the driver software corresponding to the image reading apparatus, and the installation means installs the driver software found by the search means.

3. The image reading system according to claim 2, wherein the identification information includes at least information indicating a plurality of protocols for performing communication between the transmission destination information processing apparatus and the image reading apparatus and information indicating a priority order according to which the plurality of protocols are to be used, and
the installation means further comprises driver selecting means for, when a plurality of driver software pieces have been found by the search means, selecting a driver software piece to install from among the plurality of drivers according to the priority order.

4. The image reading system according to claim 2,

wherein when the driver software has not been found by the search means, the installation means uses general driver software that runs on an operating system of the transmission destination information processing apparatus.

5. An image reading apparatus that is connected to a plurality of information processing apparatuses and capable of executing a specific scan mode, the image reading apparatus comprising:

transmission destination selection means for selecting a transmission destination information processing apparatus to which image data read from an original is to be transmitted;

transmission means for referring to registered information registered in advance in a memory and when the selected transmission destination information processing apparatus has not been registered as an information processing apparatus for executing the specific scan mode, transmitting identification information for identifying the image reading
apparatus; and

display control means for displaying a screen for receiving a scan execution instruction on a display when a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode has been received.

6. An image reading apparatus comprising:

selection means for selecting an information processing apparatus to which image data read from an original is to be transmitted;

transmission means for transmitting identification information for identifying the image reading apparatus to the information processing apparatus selected by the selection means;

receiving means for receiving, from the information processing apparatus, a notification indicating that a driver software corresponding to the image reading apparatus is installed to the information processing apparatus based on the identification information;

instruction transmission means for enabling a reception of a read start instruction from a user upon receiving the notification by the receiving means, and transmitting a transmission instruction of a read start request to the information processing apparatus upon receiving the read start instruction from the user; and
control means for executing the read processing
of the original, and transmitting generated image data
to the information processing apparatus upon receiving
the read start request transmitted from the information
processing apparatus in response to the transmission
instruction by the instruction transmission means.
7. A method for controlling an image reading system
in which a plurality of information processing
apparatuses and an image reading apparatus capable of
executing a specific scan mode are connected, the
method comprising:

with the image reading apparatus,
selecting a transmission destination information
processing apparatus to which image data read from an
original is to be transmitted;

referring to registered information registered in
advance in a memory and when the selected transmission
destination information processing apparatus has not
been registered as an information processing apparatus
for executing the specific scan mode, transmitting
identification information for identifying the image
reading apparatus; and

displaying a screen for receiving a scan
execution instruction on a display when a notification
indicating that the transmission destination
information processing apparatus is available as the
information processing apparatus for executing the
specific scan mode has been received, and

with each information processing apparatus,

installing driver software corresponding to the image reading apparatus identified by the identification information when the identification information transmitted in the transmission step has been received; and

when the driver software has been installed in the installation step, sending, to the image reading apparatus, a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode.

8. A method for controlling an image reading apparatus that is connected to a plurality of information processing apparatuses and capable of executing a specific scan mode, the method comprising:

selecting a transmission destination information processing apparatus to which image data read from an original is to be transmitted;

referring to registered information registered in advance in a memory and when the selected transmission destination information processing apparatus has not been registered as an information processing apparatus for executing the specific scan mode, transmitting identification information for identifying the image reading apparatus; and
displaying a screen for receiving a scan execution instruction on a display when a notification indicating that the transmission destination information processing apparatus is available as the information processing apparatus for executing the specific scan mode has been received.

9. A method for controlling an image reading apparatus, the method comprising:

selecting an information processing apparatus to which image data read from an original is to be transmitted;

transmitting identification information for identifying the image reading apparatus to the information processing apparatus selected by the selecting step;

receiving, from the information processing apparatus, a notification indicating that a driver software corresponding to the image reading apparatus is installed to the information processing apparatus based on the identification information;

enabling a reception of a read start instruction from a user upon receiving the notification by the receiving menas , and transmitting a transmission instruction of a read start request to the information processing apparatus upon receiving the read start instruction from the user; and

executing the read processing of the original,
and transmitting generated image data to the information processing apparatus upon receiving the read start request transmitted from the information processing apparatus in response to the transmission instruction by the enabling step.

10. A computer-readable storage medium storing a computer program for causing a computer to execute the method for controlling an image reading system according to claim 7.

11. A computer-readable storage medium storing a computer program for causing a computer to execute the method for controlling an image reading apparatus according to claim 8.

12. A computer-readable storage medium storing a computer program for causing a computer to execute the method for controlling an image reading apparatus according to claim 9.
FIG. 2

START PULL SCAN PROCESS

SELECT APPROPRIATE SCANNER DRIVER TO USE AND RECEIVE INSTALLATION INSTRUCTION ~S201

INSTALL SCANNER DRIVER ~S202

SEARCH FOR AND SELECT SCANNER DEVICE ~S203

MOVE TO SCANNER DEVICE CARRYING ORIGINAL AND PLACE ORIGINAL ON SCANNER DEVICE ~S204

GO BACK TO INFORMATION PROCESSING APPARATUS TO PERFORM SCAN SETTING AND SCAN EXECUTION USING SCANNER DRIVER ~S205

AFTER SCANNING, GO TO SCANNER DEVICE TO REMOVE ORIGINAL AND GO BACK TO INFORMATION PROCESSING APPARATUS TO PERFORM OPERATIONS ~S206

END PULL SCAN PROCESS
FIG. 3

S300 START PSEUDO PUSH SCAN PROCESS

S301 SEARCH FOR AND SELECT SCANNER DEVICE

S302 INSTALL OS / GENERAL SCANNER DRIVER AND PERFORM SCAN SETTING AND PSEUDO PUSH SCAN SETTING IN OS / GENERAL APPLICATION

S303 SELECT INFORMATION PROCESSING APPARATUS AND SCAN SETTING USING OPERATION UNIT

S304 PLACE ORIGINAL AND PRESS PUSH SCAN BUTTON

S305 AFTER SCANNING, REMOVE ORIGINAL AND GO BACK TO INFORMATION PROCESSING APPARATUS TO PERFORM OPERATIONS

S306 END PSEUDO PUSH SCAN PROCESS
START PSEUDO PUSH SCAN PROCESS BY SCANNER DEVICE

SELECT SCAN DATA DESTINATION INFORMATION PROCESSING APPARATUS

IS IT INFORMATION PROCESSING APPARATUS REGISTERED IN DEVICE?

YES

REFER TO HARDWARE INFORMATION AND TRANSMIT EVENT TO INFORMATION PROCESSING APPARATUS

WAIT FOR SCAN ENVIRONMENT CONSTRUCTION EVENT TO BE RECEIVED FROM INFORMATION PROCESSING APPARATUS?

EVENT RECEIVED

HAS INSTALLATION AND SETTING OF DRIVER FINISHED?

YES

DISPLAY MESSAGE INDICATING INFORMATION PROCESSING APPARATUS IS AVAILABLE AND MAKE SCAN BUTTON ACTIVE

NO

ERROR OR TIME OUT

TRANSMIT EVENT FOR INSTALLING SYSTEM SETTING APPLICATION TO SCAN DATA DESTINATION INFORMATION PROCESSING APPARATUS

HAS EVENT OF SYSTEM SETTING APPLICATION BEEN RECEIVED FROM INFORMATION PROCESSING APPARATUS?

YES

NO
**FIG. 4B**

1. **S410**
   - HAS SCAN BUTTON BEEN PRESSED?
   - NO
   - YES
     - TRANSMIT PUSH SCAN EVENT TO INFORMATION PROCESSING APPARATUS

2. **S411**
   - YES
   - S409
     - DISPLAY ERROR MESSAGE INDICATING INFORMATION PROCESSING APPARATUS IS NOT AVAILABLE

3. **S412**
   - HAS SCAN COMMAND BEEN RECEIVED?
   - NO
   - S413
     - YES
     - EXECUTE SCAN OPERATION
     - END PSEUDO PUSH SCAN PROCESS BY SCANNER DEVICE
FIG. 5

S500
START SYSTEM SETTING APPLICATION INSTALLATION PROCESS IN SCAN DATA DESTINATION INFORMATION PROCESSING APPARATUS

S501
HAS INSTALLATION EVENT BEEN RECEIVED?

S502
IS DEVICE ID OF OS / GENERAL SCANNER DRIVER INCLUDED?

S503
INSTALL UPDATED OS STANDARD SCANNER DRIVER PACKAGE AND SEARCH FOR UPDATE

S504
COPY AND INSTALL SYSTEM SETTING APPLICATION USING CO-INSTALLER

S505
PERFORM AUTOMATIC ACTIVATION OF SYSTEM SETTING APPLICATION, SET PORT FOR RECEIVING EVENT INCLUDING HARDWARE INFORMATION, AND TRANSMIT SUBSCRIBE EVENT TO SCANNER DEVICE

S507
END SYSTEM SETTING APPLICATION INSTALLATION PROCESS IN SCAN DATA DESTINATION INFORMATION PROCESSING APPARATUS
FIG. 7

SETTING ENVIRONMENT OF TARGET INFORMATION PROCESSING APPARATUS

☑ PREFERENTIALLY USE DEDICATED DRIVER ～701

PREFERENTIALLY USED APPLICATION :

- DEDICATED APPLICATION ～702
- OS / GENERAL APPLICATION ～703
- SYSTEM AUTO SETTING ～704

SET ～705
RETURN ～706
FIG. 8

INFORMATION PROCESSING APPARATUS IS AVAILABLE!

SCAN IS POSSIBLE WITH THE FOLLOWING SETTINGS

APPLICATION: DEDICATED APPLICATION
IMAGE TYPE: COLOR
RESOLUTION: 300 dpi
IMAGE SIZE: AUTO

SCAN OPERATION SCREEN

SELECT SCAN DATA DESTINATION INFORMATION PROCESSING APPARATUS:

<NEW> INFORMATION PROCESSING APPARATUS 10
INFORMATION PROCESSING APPARATUS 1
INFORMATION PROCESSING APPARATUS 2
INFORMATION PROCESSING APPARATUS X

SCAN SETTING...

SELECT NEW INFORMATION PROCESSING APPARATUS...

EXECUTE SCAN
**FIG. 11**

<table>
<thead>
<tr>
<th>HARDWARE ID #1</th>
<th>6b3d1fc6-810f-11d0-bec7-08002be2092f</th>
</tr>
</thead>
<tbody>
<tr>
<td>HARDWARE ID #2</td>
<td>1abc1ab1-111a-11a1-abc1-11111ab-1111a</td>
</tr>
<tr>
<td>MAC ADDRESS</td>
<td>AA-BB-CC-DD-EE-01</td>
</tr>
<tr>
<td>IP ADDRESS</td>
<td>aaa. bbb. ccc. 123</td>
</tr>
<tr>
<td>PROTOCOL #1</td>
<td>Vendor Network Protocol</td>
</tr>
<tr>
<td>PROTOCOL #2</td>
<td>Generic Scanner Protocol</td>
</tr>
<tr>
<td>RECOMMENDED APPLICATION</td>
<td>DEDICATED APPLICATION</td>
</tr>
<tr>
<td>SCAN SETTINGS INFORMATION</td>
<td>300 dpi, Color, AUTO IMAGE SIZE, ...</td>
</tr>
</tbody>
</table>
FIG. 14

START SCAN SETTING PROCESS

ACTIVATE APPLICATION TO USE ~S1401

COMPARE SCAN SETTINGS OF APPLICATION AND SCANNER DRIVER WITH SCAN SETTINGS OF HARDWARE INFORMATION ~S1402

IS SAME INFORMATION AS HARDWARE INFORMATION CONTAINED? ~S1403

NO

S1404

MAKE SETTINGS THAT CAN BE REFLECTED IN APPLICATION

YES

S1405

SET SCAN PROPERTIES AS DEFAULTS

SET SETTINGS INFORMATION IN SCAN ENVIRONMENT CONSTRUCTION EVENT ~S1406

END SCAN SETTING PROCESS
**Fig. 15**

<table>
<thead>
<tr>
<th>Installation Result</th>
<th>SUCCESS (OR FAIL)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Driver Name</td>
<td>DEDICATED SCANNER DRIVER</td>
</tr>
<tr>
<td>Driver Version</td>
<td>1. 20</td>
</tr>
<tr>
<td>Driver Date</td>
<td>2009 / 11 / 12</td>
</tr>
<tr>
<td>Registered Application</td>
<td>DEDICATED APPLICATION</td>
</tr>
<tr>
<td>Scan Setting Result</td>
<td>300 dpi, Color, A4, AUTO IMAGE SIZE</td>
</tr>
</tbody>
</table>
# INTERNATIONAL SEARCH REPORT

**International application No.**
PCT/JP2011/067572

## A. CLASSIFICATION OF SUBJECT MATTER

<table>
<thead>
<tr>
<th>Int.Cl.</th>
<th>Classification</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>H04N1/00 (2006.01)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

According to International Patent Classification (IPC) or to both national classification and IPC

## B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

<table>
<thead>
<tr>
<th>Int.Cl.</th>
<th>Classification</th>
</tr>
</thead>
<tbody>
<tr>
<td>H04N1/00</td>
<td></td>
</tr>
</tbody>
</table>

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

- Published examined utility model applications of Japan 1922-1996
- Published unexamined utility model applications of Japan 1971-2011
- Registered utility model specifications of Japan 1996-2011
- Published registered utility model applications of Japan 1994-2011

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

## C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>JP 2005-184748 A (KYOCERA MITA Corporation) 2005.07.07, whole document (Family none)</td>
<td>1-12</td>
</tr>
</tbody>
</table>

* Special categories of cited documents:
  
  "A" document defining the general state of the art which is not considered to be of particular relevance
  
  "E" earlier application or patent but published on or after the international filing date
  
  "L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)
  
  "O" document referring to an oral disclosure, use, exhibition or other means
  
  "P" document published prior to the international filing date but later than the priority date claimed
  
  "T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  
  "X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  
  "Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art
  
  "&" document member of the same patent family

Date of the actual completion of the international search: 15.09.2011

Date of mailing of the international search report: 27.09.2011

Name and mailing address of the ISA/JP

Japan Patent Office

3-4-3, Kasumigaseki, Chiyoda-ku, Tokyo 100-8915, Japan

Authorized officer

Tosotmu WATANABE

Telephone No. 81-3-3581-1 101 Ext. 3571

Form PCT/ISA/210 (second sheet) (July 2009)