Oversættelse af europæisk patentskrift

Patent- og Varemærkestyrelsen

Int.Cl.: C08L 71/03 (2006.01) C08J 3/24 (2006.01) C08J 5/22 (2006.01)

H01M 8/08 (2006.01) H01M 12/06 (2006.01)

Oversættelsen bekendtgjort den: 2016-05-09

Dato for Den Europæiske Patentmyndighedens bekendtgørelse om meddelelse af patentet: 2016-02-10

Europæisk ansøgning nr.: 10727091.0

Europæisk indleveringsdag: 2010-05-04

Den europæiske ansøgnings publiceringsdag: 2012-03-14

International ansøgning nr.: FR2010050846

International publikationsnr.: WO2010128242

Prioritet: 2009-05-06 FR 0953021

Designerede stater: AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO SE SI SK SM TR

Patenthaver: Electricité de France, 22-30 Avenue de Wagram, 75008 Paris, Frankrig
Université de Cergy-Pontoise, 33 Boulevard du Port, 95011 Cergy-Pontoise Cedex, Frankrig

Opfinder: STEVENS, Philippe, 16 chemin du Casse Pot, F-77940 Noisy Rudignon, Frankrig
FICHET, Odile, 15 avenue Blanche de Castille, F-78300 Poissy, Frankrig
SARRAZIN, Christian, 45 rue de la Boulie, F-91370 Verriere Le Buisson, Frankrig
GHAMOUS, Fouad, 13 rue Barillet Deschamps, F-37000 TOURS, Frankrig

Fuldmægtig i Danmark: Ploumann Vingtoft A/S, Rued Langgaards Vej 8, 2300 København S, Danmark

Benævnelse: INTERPENETRERENDE NETVÆRK AF ANION-BYTTET POLYMERER, FREMGANGSMÅDE TIL FREMWERTING DERAFT OG ANVENDELSE DERAFT

Fremdragne publikationer:
WO-A-2006/016068
HAN X ET AL: "POLYPEPICHLORHYDRIN POLYURETHANE/POLY(METHYL METHACRYLATE) INTERPENETRATING POLYMER NETWORKS" POLYMERS FOR ADVANCED TECHNOLOGIES, WILEY & SONS, BOGNOR REGIS, GB, vol. 7, no. 4, 1 april 1996 (1996-04-01), pages 315-322, XP000591930 ISSN: 1042-7147
The present invention relates to a method for producing an anion-exchange polymer material having an interpenetrating polymer network (IPN) or semi-interpenetrating polymer network (semi-IPN) structure, to the polymer material obtained by means of this method and to the use thereof in electrochemical devices, in contact with an air electrode.

For decades, many studies have been carried out in order to develop and optimize air electrodes that make it possible to produce electrochemical generators of metal-air type, which are known for their high energies by weight, that can reach several hundred Wh/kg.

Air electrodes are also used in alkaline fuel cells which are particularly advantageous compared with other systems owing to the high reaction kinetics at the electrodes.

An air electrode makes it possible to use, as oxidizing agent for the electrochemical reaction, air from the atmosphere, which is available in unlimited amount anywhere and at any time.

An air electrode is a porous solid structure in contact with the liquid electrolyte, which is generally an alkaline solution. The interface between the air electrode and the liquid electrolyte is a “triple contact” interface where the active solid material of the electrode, the oxidizing gas (air) and the liquid electrolyte are simultaneously present. This triple contact interface has always posed numerous difficulties linked in particular to the gradual degradation, even when not operating, of the air electrode, in particular when the liquid electrolyte is a concentrated alkaline solution, such as a several times molar solution of sodium hydroxide, potassium hydroxide or lithium hydroxide.

The drawbacks of air electrodes in alkaline fuel cells are set out, for example, in the literature article by G. F. McLean et al., entitled “An assessment of alkaline fuel cell technology”, International Journal of Hydrogen Energy 27(2002), 507-526:
- these electrodes undergo gradual wetting of their porous structures until flooding thereof which makes them ineffective. This change is accelerated during operation of the fuel cell or of the battery;
- in the long term, the carbon dioxide present in the air diffuses toward and
dissolves in the alkaline solution forming the electrolyte, in the form of a
carbonate anion which precipitates in the presence of alkaline cations (Na, K,
Li). A gradual and inevitable carbonation of the electrolyte is thus observed;
- carbonates form mainly at the liquid/porous solid interface and promote the
flooding phenomenon mentioned above;
- the carbonate precipitation gradually destroys the structure of the air
electrode and considerably reduces the charge transfer kinetics at the triple
point, which ends up making the electrode ineffective.

The objective of the present invention was to develop anion-conducting cationic
polymer materials capable of being interposed between the air electrode and the
liquid alkaline electrolyte or else of replacing the latter, in order to substantially
reduce, or even eliminate, the carbonation of the solid electrolyte and the
degradation of the air electrode which results therefrom.

Such materials should be usable in alkaline fuel cells and metal-air batteries,
either as a solid electrolyte, or as membrane separating the air electrode from the
alkaline liquid electrolyte.

The applicant has proposed, in international application WO 2006/016068, a
crosslinked organic polymer material, in particular as anion-conducting solid elec-
trolyte in alkaline fuel cells. The polymer material described in this application is
obtained by a nucleophilic substitution between a halogenated linear polymer,
such as polyepichlorohydrin, and a combination of at least one tertiary diamine
and at least one tertiary or secondary monoamine. The reaction between the
tertiary amine functions and the chlorinated functions of the polymer results in the
formation of quaternary ammonium functions responsible for the anion-conducting
power of the polymer material obtained. Moreover, the reaction of the two tertiary
amine functions of the bifunctional reactant (tertiary diamine) results in the
crosslinking of the polymer and in the formation of an insoluble three-dimensional
network.

However, this crosslinked anion-conducting material based on polyepichlorohydrin
comprising quaternary ammonium groups is not stable in concentrated alkaline
solutions. Moreover, it is not self-supported and, in order to obtain it in the form
of a large membrane that can be handled, it is necessary to synthesize it on a
support or in a porous or fibrous structure, for example a nonwoven textile made of polypropylene.

The applicant, in the context of its research aimed at developing improved anion-conducting organic materials capable of being used in fuel cells or batteries in order to reduce the degradation of air electrodes, has discovered that it is possible to overcome the drawbacks described above, by incorporating a polymeric system as described in WO 2006/016068 into an interpenetrating polymer network (IPN) or a semi-interpenetrating polymer network (semi-IPN).

An interpenetrating polymer network (IPN) is a polymeric system comprising at least two networks of polymers of which at least one has been synthesized in the presence of the other, without, however, being linked to one another by covalent bonds, and which cannot be separated from one another without breaking chemical bonds (IUPAC Compendium of Chemical Terminology, 2nd edition, 1997).

A semi-interpenetrating polymer network (semi-IPN) differs from an IPN by virtue of the fact that one of the at least two polymers present does not form a three-dimensional network, i.e. is not crosslinked, but is a linear or branched polymer. Owing to the absence of crosslinking of the second polymeric system, the latter can be separated from the first by extraction.

Consequently, a subject of the present invention is a method for producing an anion-exchange polymer material having an interpenetrating polymer network (IPN) or semi-interpenetrating polymer network (semi-IPN) structure, said method comprising the following successive steps:

(A) preparing a homogeneous reaction solution comprising, in a suitable organic solvent,

(a) at least one organic polymer bearing reactive halogenated groups,
(b) at least one tertiary diamine,
(c) at least one monomer comprising an ethylenic unsaturation polymerizable by free-radical polymerization, and
(d) optionally, at least one crosslinking agent comprising at least two ethylenic unsaturations polymerizable by free-radical polymerization, and
(e) at least one free-radical polymerization initiator,
(B) heating the solution prepared in step (A) to a temperature and for a
duration that are sufficient to allow both a nucleophilic substitution reaction
between components (a) and (b) and a free-radical copolymerization
reaction of components (c) and optionally (d), initiated by component (e).

The method of the present invention thus comprises the simultaneous carrying
out of two reactions which do not interfere with one another:
- a nucleophilic substitution reaction between the halogenated organic polymer
  and the tertiary diamine, resulting in the formation of an insoluble,
crosslinked, three-dimensional polymer network bearing quaternary
ammonium groups, and
- a free-radical polymerization reaction of the monomers and optionally of the
crosslinking agent, initiated by the free-radical initiator, and which results in
the formation of a second polymer network intermingled with the first. When
the system contains a sufficient amount of a crosslinking agent (d), this
second polymer network is three-dimensional, crosslinked and insoluble.

In one preferred embodiment of the invention, the reaction mixture contains a
crosslinking agent (d) and the polymer network formed is an IPN and not a semi-
IPN.

The halogenated organic polymer can be chosen from all homopolymers and
copolymers comprising halogenated functions which are reactive with respect to
the tertiary amine functions of the diamine. The halogenated functions are
preferably chlorinated or brominated groups, in particular C_{1-6} chloroalkyl or C_{1-6}
bromoalkyl groups.

Moreover, the organic polymer bearing reactive halogenated groups is preferably
chosen from homopolymers and copolymers with a polyether backbone. By way of
examples of polymers that are particularly preferred, mention may be made of
epichlorohydrin homopolymers and epichlorohydrin/ethylene oxide copolymers.

By way of example of a tertiary diamine (component (b)), mention may be made
of tetramethylenediamine, 1,4-diazabicyclo[2,2,2]octane (DABCO),
N-methylimidazole, bipyridine, diimidazoline and mixtures thereof. The tertiary
diamine serves both to crosslink the halogenated organic polymer and to
introduce positive charges essential for the anionic conduction of the polymer
material prepared. Indeed, each tertiary amine function will be converted, after reaction with a chlorinated function, to a quaternary ammonium. Although the method claimed envisions explicitly the reaction between the halogenated polymer and a tertiary diamine, it also encompasses a variant wherein the halogenated polymer has been premodified by attachment of the diamine, leaving the second amine function free for a subsequent crosslinking reaction.

The presence of the tertiary diamine is essential for the formation of a crosslinked three-dimensional network. In order to obtain a satisfactory degree of crosslinking, the diamine/halogenated organic groups molar ratio is generally between 1% and 80%, preferably between 2 and 40% and in particular between 10 and 30%.

It may be useful to introduce into the starting reaction solution (A), in addition to the tertiary diamine essential for crosslinking, a tertiary monoamine (component b′). The reaction of the latter with the halogenated organic polymer makes it possible to increase the charge density of the cationic network and therefore its anionic conductivity, without however modifying the crosslinking density.

By way of examples of tertiary monoamines that can be used in the present invention, mention may be made of triethanolamine, quinuclidine, quinuclidinol and mixtures thereof.

Component (c) of the reaction mixture prepared in step (A) can in principle be any monoethylenic monomer polymerizable by free-radical polymerization, provided that it does not interfere with the nucleophilic substitution reaction of components (a) and (b). Thus, monochlorinated or polychlorinated vinyl monomers, such as vinyl chloride or vinylidene chloride, are unsuitable as component (c) since they could participate in a nucleophilic substitution reaction with the tertiary diamine and thus result in the formation of covalent bonds between the two IPN or semi-IPN networks.

The monomers (c) are preferably uncharged or bear a cationic charge. The use of comonomers bearing an anionic charge (such as (meth)acrylic acid or styrene-sulfonate) will in fact probably disrupt the ionic conduction behavior of the final material obtained and is consequently advised against.
By way of examples of monomers that can be used as component (c), mention may be made of the following monomers:

C_{1-10} Alkyl acrylates and methacrylates, C_{10} hydroxyalkyl acrylates and methacrylates, styrene and its derivatives, polyethylene glycol acrylates and methacrylates, vinyl acetate, N-vinylpyrrolidone, acrylonitrile, (vinylbenzyl)tri(C_{1-6} alkyl)ammonium chloride or bromide, tri(C_{1-6} alkyl)vinyluxycarbonyl-alkylammonium chloride or bromide, and allyloxy carbonyl(C_{1-6} alkyl)tri(C_{1-6} alkyl)ammonium chloride or bromide.

Among these, C_{1-4} alkyl methacrylates, polyethylene glycol methacrylates, C_{1-4} hydroxyalkyl methacrylates and vinyl acetate are particularly preferred.

The crosslinking agent (component (d)) comprising at least two ethylenic unsaturations is optional in the case of a semi-IPN, but necessarily present when it is desired to prepare an IPN. It is chosen, for example, from the group made up of divinylbenzene, ethylene glycol di(meth)acrylate, poly(ethylene oxide) glycol di(meth)acrylate and bisphenol A di(meth)acrylate. The notation "(meth)acrylate" used herein encompasses acrylates, methacrylates and combinations of both.

When it is present, the crosslinking agent is preferably used in a proportion of from 0.5 to 10% by weight, preferably 0.5 to 5% by weight, relative to the monounsaturated ethylenic monomer (component (c)).

In one variant of the method of the invention, the polymerizable monomer (component (c)) + crosslinking agent (component (d)) system can be replaced with a component, subsequently referred to as component (cd), which plays the role of components (c) and (d). Said component (cd) is a polymer, preferably having a number-average molecular weight of between 300 and 4000, comprising, preferably at each of its ends, a double bond polymerizable by free-radical polymerization. When such a polymer comprising polymerizable double bonds is placed in the presence of a free-radical initiator, the double bonds polymerize and result in the crosslinking of the polymer and in the formation of a three-dimensional network. The more or less loose nature of this network depends on the molecular weight of the polymer. The higher said molecular weight, the less crosslinked the network obtained will be.
A subject of the present invention is consequently also a method as described above, in which components (c) and (d), in step (A), are replaced with or combined with an organic polymer comprising at least two groups comprising a polymerizable double bond (component (cd)), preferably located at the end of the organic polymer.

By way of example of such a component (cd), mention may be made of polyethylene glycol dimethacrylate.

Any compound capable of decomposing under the effect of heat and/or of light, to give free radicals that are sufficiently stable to initiate the polymerization reaction, can in principle be used as initiator (component (e)). Such initiators are known by those skilled in the art. Thermal initiators such as peroxides, diazo compounds or persulfates will preferably be used. By way of example of such thermal initiators, mention may be made of ammonium persulfate, hydrogen peroxide, benzoyl peroxide (BPO), azobisisobutyronitrile (AIBN) and dicyclohexyl peroxycarbonate (DHPC).

Among the latter, BPO and AIBN are particularly suitable at the temperatures used.

When the initiator is a photoinitiator, the polymerization is carried out under radiation of suitable wavelength and intensity.

The initiator is preferably used in an amount of between 0.1 and 10% by weight, preferably between 1 and 5% by weight, relative to the total weight of components (c) and (d).

By way of example of an organic solvent suitable for preparing the initial reaction solution containing components (a)-(e), mention may be made of dimethylformamide, ethanol, dimethyl sulfoxide, methanol, acetone, butanol, butanone or a mixture of these solvents.

In order to obtain, at the end of step (B), polymer materials having a suitable consistency, the initial reaction solution preferably has an overall concentration of components (a)-(e) of between 10 and 80% by weight; in other words, the
proportion of the organic solvent in the initial solution is preferably between 90 and 20% by weight.

The weight ratio of components (a) and (b), including (b’), forming the first three-dimensional network bearing cationic charges, to components (c)-(e) forming the second three-dimensional network, which is preferably uncharged, can vary between very broad limits, on the condition that the final material has a conductivity which is sufficient for the envisioned application.

Generally, the weight ratio of the components forming the cationic first polymer network, to the components forming the second polymer network, is between 90/10 and 10/90, preferably between 80/20 and 15/85, and in particular between 60/40 and 25/75.

During step (B) of the method of the invention, the homogeneous reaction solution containing all of the reactants (a)-(e), including optionally the monofunctional amine (component b’), is heated to a temperature sufficient to trigger both the nucleophilic substitution reaction between components (a) and (b) and (b’) optionally present, and the decomposition of the polymerization initiator. The two reactions thus preferably take place in parallel and simultaneously and result in the formation of an IPN or semi-IPN material having a uniform composition, consisting respectively of two mutually interpenetrating polymer networks or of a linear or branched polymer entangled within a crosslinked polymer network.

In one variant, it is possible to envision a system which reacts in two steps, the formation of one of the two networks being activated at a temperature below the temperature of activation of the other polymer network.

The heating temperature of step (B) is preferably between 30 and 130°C, in particular between 35 and 100°C and even more preferentially between 50 and 80°C. This temperature is generally maintained for a duration of between 1 and 24 hours, preferably of between 6 and 16 hours.

As explained in the introduction, the IPN or semi-IPN polymer material obtained at the end of the method according to the invention can be used in an alkaline fuel cell or in a metal-air battery or cell in direct contact with an air electrode, either as a solid electrolyte replacing the liquid alkaline electrolyte, or as an anion-
conducting solid separation membrane, inserted between the air electrode and the liquid electrolyte.

In applications where it is important to provide very good adhesion of the IPN or semi-IPN material of the present invention to the air electrode, it may be advantageous to carry out step (B) in the presence of the air electrode. For this, the solution prepared in step (A) is poured as a thin layer over the air electrode so as to preferably completely cover the surface containing the active material thereof, and the whole is subjected to heating step (B). In this embodiment, the solution can penetrate, to a small depth (generally at most equal to 5% of the total thickness of the electrode), into the porous structure of the electrode and polymerize/crosslink in situ, thus establishing a strong bond between the final crosslinked polymer material and the electrode.

Such a composite air electrode, made up of a known air electrode and an anion-conducting IPN or semi-IPN material polymerized in situ at the surface of the air electrode, is also a subject of the present invention. This composite electrode is characterized in that the IPN or semi-IPN material extends into a part of the porous network of the air electrode, penetrating this porous network to a depth at most equal to 5%, preferably at most equal to 2% of the total depth of the air electrode.

However, it is also possible to carry out step (B) in the absence of the air electrode, for example by maintaining the solution being two nonporous support plates or by casting followed by evaporation. The applicant has noted that the fine membrane obtained at the end of step (B) can then be handled without problems and be stuck directly and easily onto the air electrode, without the use of an adhesive (i.e. without a membrane solution), by simply applying a pressure.

To the knowledge of the applicant, the material obtained at the end of the method described above has up until now never been synthesized or proposed as an anion-conducting membrane or solid electrolyte in electrochemical devices. Consequently, a subject of the present invention is also an anion-exchange polymer material having an interpenetrating polymer network (IPN) or semi-interpenetrating polymer network (semi-IPN) structure that can be obtained by means of the method as described above. This material preferably has a charge density of from 0.3 to 2 meq per gram.
Its intrinsic ionic conductivity is preferably greater than \(10^{-6} \text{S.cm}^{-1}\), generally between \(10^{-6} \text{S.cm}^{-1}\) and \(10^{-2} \text{S.cm}^{-1}\), and in particular between \(10^{-4} \text{S.cm}^{-1}\) and \(5 \times 10^{-3} \text{S.cm}^{-1}\).

It is a relatively hydrophilic material which swells when it is brought into contact with water. The degree of swelling of the material of the present invention is, however, considerably lower than the degree of swelling of a crosslinked polymer material of the prior art, prepared from components (a) and (b/b’) only (see example 3 hereinafter). The degree of swelling of the polymer material of the present invention, as defined in example 3 of the present application, is preferably between 10 and 40%, in particular between 12 and 30%.

A subject of the present invention is also the use of an anion-exchange IPN or semi-IPN material as described above, as a solid electrolyte in an electrochemical device.

As indicated in the introduction, the anion-exchange IPN material of the present invention is particularly useful in alkaline fuel cells (AFCs) using porous air electrodes in contact with the alkaline electrolyte.

In such a fuel cell, the IPN or semi-IPN material of the present invention can either replace the alkaline liquid electrolyte or it can be placed at the air electrode/liquid alkaline electrolyte interface. In the latter case, it effectively prevent or reduces the diffusion of the carbon dioxide contained in the air to the liquid electrolyte and the carbonation thereof. It also reduces, or even eliminates, the risk of flooding of the porous structure of the air electrode by the liquid electrolyte. The lifetime of a fuel cell containing, in place of the liquid electrolyte or in combination therewith, an anion-conducting IPN or semi-IPN material in direct contact with the air electrode is thus considerably increased.

In another embodiment of the present invention, the IPN or semi-IPN material is used in an air-metal cell or battery, in direct contact with the air electrode, in the form of a membrane separating the air electrode from the liquid electrolyte.
It is also possible to envision the use of the IPN or semi-IPN material of the present invention as a replacement for the liquid electrolyte in any alkaline battery, such as NiMH or NiOOH-Zn, NiOOH-Cd, AgO-Zn, etc.

5 **Example 1**

**Preparation of an IPN material based on crosslinked polyeopchlorohydrin and on crosslinked poly(hydroxyethyl methacrylate)**

10 An ethanolic solution containing 200 g/L of an epichlorohydrin polymer (PECH) grafted beforehand with 12% by weight of 1,4-diazabicyclo[2,2,2]octane (DABCO) is prepared. 0.9 g of hydroxyethyl methacrylate (HEMA), 0.1 g of ethylene glycol dimethacrylate (crosslinking agent) and 0.05 g of azobisisobutyronitrile (AIBN, free-radical initiator) are dissolved in 4 ml of this solution. The solution is degassed under a stream of argon and with stirring for 30 minutes at ambient temperature. The solution is then placed in a mold made up of two glass plates (5 cm × 5 cm) separated by a Teflon® seal 1 mm thick. The filled mold is placed in an oven at 60°C for 16 hours. The IPN membrane obtained after demolding is homogeneous and transparent and has a consistency which allows it to be handled easily.

In the membrane, the weight ratio of the first polymer network (crosslinked PECH) to the second polymer network (crosslinked PHEMA) is 44/56 (= PECH content of 44%).

25 **Example 2**

IPN membranes are prepared, in the manner described in example 1, by varying the initial proportions of the reactants so as to obtain PECH contents of 10%, 22%, 30% and 37.5% by weight, as are two control membranes containing, respectively, 0% of crosslinked PECH (i.e. containing 100% of poly(hydroxyethyl methacrylate) crosslinked with diethylene glycol dimethacrylate, PHEMA-EGDMA) and 100% of PECH crosslinked with DABCO.

35 **Example 3**
Determination of the degree of swelling in water of the membranes as a function of immersion time - anionic conductivity

The membranes prepared in example 2, containing respectively 0%, 10%, 22%, 37.5% and 100% of crosslinked PECH, are immersed in distilled water at 23°C.

At regular intervals, the membrane is removed from the water in order to determine its weight.

The degree of swelling is calculated according to the formula

\[ D_s = \frac{(W_t-W_0)}{W_0} \]

The various curves of degree of swelling in water as a function of time are represented in figure 1.

It is observed that the degree of swelling in water of the 100% crosslinked PECH control membrane is approximately 75% after about ten minutes, whereas that of all the other membranes is less than 30%. The swelling in water of the 100% crosslinked PECH membrane results in mechanical weakening of the membrane. The membrane cannot be handled and is unusable.

The IPN membranes containing 10%, 22% and 37.5% of PECH and the PHEMA-EGDMA membrane retain their good dimensional and mechanical properties. Their moderate degree of swelling, of about 20 to 25% by weight, provides a suitable amount of water for good anionic conduction.

Figure 2 represents the anionic conductivity in water, expressed as S/cm, of the membranes of examples 1 and 2 as a function of the percentage of crosslinked PECH. This figure shows that a crosslinked PECH content of less than 20% by weight confers insufficient anionic conductivity on the IPN membrane. However, this threshold can be expected to be all the lower, the higher the DABCO/PECH ratio.

Example 4

Production of a composite air electrode by in situ polymerization and by separate polymerization
A membrane having a thickness of 100 µm, prepared in the manner described in example 1, is manually applied to the surface of an air electrode located on the side of the electrolyte. It is noted that the membrane adheres perfectly to the surface of the electrode (composite electrode A).

A degassed homogeneous reaction solution prepared in the manner described in example 1 is deposited at the surface of an identical air electrode. The whole is placed in a thermostated oven at 60°C for 12 hours. A composite air electrode bearing, at its surface, a deposit of IPN material having a thickness of about 60 µm is obtained (composite electrode B).

**Example 5**

The two composite air electrodes of example 4 are each mounted in a cell containing a solution of LiOH at 2 mol.L⁻¹, with an Hg/HgO reference electrode and a stainless steel counter electrode for the electrochemical tests.

Figure 3 shows the polarization curves obtained for such a cell. The curve (a) corresponds to a cell with a nonmodified air electrode, the curve (b) to a cell with a composite electrode B (example 4), the curve (c) to a cell with a composite electrode A (example 4) and the curve (d) to a cell with an electrode covered with a commercial membrane based on a network (non-IPN) of crosslinked PECH incorporated into an inert porous structure made of polypropylene (membrane sold by the company ERAS LABO).

It is noted that the polarization of the air electrode modified with the commercial membrane is very high and exceeds -1V for a current density of only -10 mA.cm⁻². The use of such a membrane under the conditions described above, i.e. brought directly into contact with the air electrode in the absence of a membrane solution, is therefore impossible. Conversely, the polarizations noted for the composite air electrodes according to the present invention (curves (b) and (c)) are advantageously almost identical to that of the naked air electrode. The addition of these membranes to the electrode does not therefore induce any significant drop in potential in the device at these current densities. The ionic contact between the IPN membranes and the air electrode is satisfactory in the absence of any membrane solution.
**Example 6**

Stability of the air electrodes in an alkaline medium

5 Electrochemical test devices are prepared with
   (i) a nonmodified (naked) air electrode;
   (ii) an air electrode according to the invention modified with an IPN
        (composite electrode A of example 4);
   (iii) a comparative air electrode, modified with a 100% PECH-DABCO
        membrane.

The 100% PECH-DABCO membrane (thickness 100 μm) is prepared by heating a
solution of PECH-DABCO (100 g/L in an ethanol/butanone mixture (80/20)) for 12
hours at 60°C.

15 The polarization measurements are carried out relative to an Hg/HgO electrode
with a current density of -10 mA.cm⁻². Before the beginning of the discharge, the
modified electrodes are equilibrated for 2 hours in the electrochemical cell
previously described containing LiOH at 2 mol.L⁻¹.

20 Figure 4 shows the change in polarization during discharge of the air electrodes
   (i), (ii) and (iii) described above.

The air electrode (ii) according to the invention resists for more than 100 hours
during discharge in lithium hydroxide, whereas the lifetime of the two comparative
electrodes (i) and (iii) does not exceed 20 to 30 hours.

Similar results are obtained with a saturated solution of lithium hydroxide.

**Example 7**

Synthesis of an IPN membrane according to the invention combining a crosslinked
PECH network and a network based on a component (cd)

30 0.95 g of polyethylene glycol dimethacrylate (PEGDMA, Mn = 750 g/mol⁻¹) and
    0.047 g of AIBN are dissolved in 4 ml of a solution of polyepichlorohydrin modified
    with 12% of DABCO (100 g/L⁻¹). The solution is degassed under a stream of argon
and with stirring for 30 minutes at ambient temperature. The solution is then placed in a mold made up of two glass plates (5 cm × 5 cm) separated by a Teflon® seal 1 mm thick. The filled mold is placed in an oven at 60°C for 16 hours. The IPN membrane obtained after molding is homogeneous and transparent and can be easily handled.

The PEGDMA/crosslinked PECH weight ratio of the IPN material is 71/29.

The results of the dynamic thermomechanical analysis of the resulting IPN material are represented
- in figure 5, which shows the change in storage moduli of the IPN membrane and of the corresponding simple networks (synthesized separately), and
- in figure 6, which gives the corresponding tan δ curves (tan δ = loss modulus/storage modulus) as a function of temperature.

A single mechanical relaxation is observed for the IPN membrane. The modulus of the rubbery plateau in the IPN (1.5 MPa) is very close to that of the simple crosslinked PECH network (0.6 MPa). Thus, the PECH network forms a continuous phase in the IPN membrane, which is in agreement with the quite high value of the anionic conductivity, measured for this membrane as being equal to 10⁻³ S.cm⁻¹ at ambient temperature.

It can be deduced from the thermomechanical analysis results that the PEGDMA and PECH networks interpenetrate correctly, since the curve of tan δ as a function of temperature exhibits a single mechanical relaxation, characterized by a single intermediate peak positioned between the two peaks observed for each of the corresponding simple networks.

Example 8

A series of IPN networks based on crosslinked PECH and on polyethylene glycol dimethacrylate (PEGDMA - Mn = 750 g.mol⁻¹) is prepared, in the manner described in example 7, by varying the crosslinked PECH content from 10 to 29% by weight (= 90 to 71% of PEGDMA).

All these membranes have a satisfactory mechanical strength which makes it possible to handle them easily, and it is possible to position them on the electrode
according to example 4 (composite electrode A). However, this assembly exhibits a very high polarization. In order to decrease this polarization, it is necessary to use a membrane solution placed between the electrode and the IPN membrane. A study of the stability of composite electrode A thus prepared, similar to that described in example 6, shows that this composite electrode A has a stability curve identical to that of an electrode modified with a 100% PECH-DABCO membrane (iii) in example 6).

Example 9

Influence of the molecular weight of the component (cd)

IPN membranes are prepared, in the manner described in example 8, using, in place of the PEGDMA of M<sub>n</sub> equal to 750 g.mol<sup>-1</sup>, a PEGDMA of M<sub>n</sub> equal to 330 g.mol<sup>-1</sup> and to 550 g.mol<sup>-1</sup>. The decrease in molar mass of the PEGDMA makes it possible to increase the density of crosslinking of the corresponding network. The membranes are then more rigid and their degree of swelling in lithium hydroxide decreases. However, these modifications did not make it possible to increase the lifetime of a composite electrode A containing such a membrane.
Patentkrav

1. Fremgangsmåde til fremstilling af et anion-bytter polymermateriale med en interpenetrerende polymernetværk (IPN) eller semi-interpenetrerende polymernetværk (semi-IPN) struktur, hvilken fremgangsmåde omfatter følgende trin:

(A) fremstille en homogen reaktionsopløsning omfattende, i et egnet organisk opløsningsmiddel,

(a) mindst én organisk polymer der bærer reaktive halogenerede grupper,

(b) mindst én tertiær diamin,

(c) mindst én monomer omfattende en ved radikal polymerisering polymeriserbar ethylenisk umættethed, og

(d) eventuelt, mindst ét tværbindingsmiddel omfattende mindst to ved radikal polymerisering polymeriserbare ethyleniske umættetheder, og

(e) mindst én radikal polymeriserings-igangsætter,

(B) opvarme opløsningen fremstillet i trin (A) til en temperatur og i en periode der er tilstrækkelig til at tillade både en nukleofil substitutionsreaktion mellem komponenterne (a) og (b) og en radikal co-polymeriseringsreaktion af komponenterne (c) og eventuelt (d), initieret ved komponent (e).

2. Fremgangsmåden ifølge krav 1, kendtegnet ved at reaktionsopløsningen fremstillet i trin (A) også omfatter en tertiær monoamin (komponent (b')).

3. Fremgangsmåden ifølge krav 1 eller 2, kendtegnet ved at den organiske polymer der bærer reaktive halogenerede grupper vælges fra homo-polymerer og co-polymerer med en polyether-backbone.
4. Fremgangsmåden ifølge krav 3, **kendetegnet ved at** den organiske polymer der bærer reaktive halogenerede grupper vælges fra epichlorhydrin homopolymerer og co-polymerer.

5. Fremgangsmåden ifølge et hvilket som helst af de foregående krav, **kendetegnet ved at** den tertiære diamin vælges fra gruppen bestående af tetramethylenediamin, 1,4-diazobicyclo[2,2,2]octan, N-methylimidazol, bipyridin, diimidazolin og blandinger deraf.

6. Fremgangsmåden ifølge krav 2, **kendetegnet ved at** den tertiære monoamin vælges fra gruppen bestående af triethanolamin, quinuclidin, quinuclidinol og blandinger deraf.

7. Fremgangsmåden ifølge et hvilket som helst af de foregående krav, **kendetegnet ved at** opvarmningstemperaturen i trin (B) omfatter mellem 30 og 130°C.

8. Fremgangsmåden ifølge et hvilket som helst af de foregående krav, **kendetegnet ved at** opvarmningsperioden i trin (B) omfatter mellem 1 og 24 timer.

9. Fremgangsmåden ifølge et hvilket som helst af de foregående krav, **kendetegnet ved at** monomeren omfattende en ethylenisk umættethed vælges fra gruppen der udgøres af C\textsubscript{1-10} alkylacrylater og -methacrylater, C\textsubscript{1-10}

hydroxyalkylacrylater og -methacrylater, styren og dens derivater, polyethylen glycolacrylater og -methacrylater, vinilacetat, N-vinylpyrrolidon, acrylonitril, (vinilbenzyl)tri(C\textsubscript{1-6} alkyl)ammoniumchlorid eller -bromid, tri(C\textsubscript{1-6} alkyl)vinylxycarbonylalkyl-ammoniumchlorid eller -bromid, og allyloxy carbonyl (C\textsubscript{1-6} alkyl)tri(C\textsubscript{1-6} alkyl)ammoniumchlorid eller -bromid.

10. Fremgangsmåden ifølge et hvilket som helst af de foregående krav, **kendetegnet ved at** tværbindingsmidlet omfattende mindst to ethyleniske umættetheder vælges fra divinylbenzen, ethylen glycol di(meth)acrylat, poly(ethylenoxid)glycol-di(meth)acrylat og bisphenol-A-di(meth)acrylat.
11. Fremgangsmåden ifølge et hvilket som helst af kravene 1-8, **kendetegnet ved at** komponenterne (c) og (d) er erstattet med eller kombineret med en organisk polymer omfattende mindst to grupper omfattende en polymeriserbar dobbeltbinding (komponent (cd)), fortrinsvis placeret i enden af den organiske polymer.


15. Alkalisk brændselscelle, omfattende en katode, en anode og en fast elektrolyt placeret mellem anoden og katoden, **kendetegnet ved at** den faste elektrolyt er et anion-bytter polymermateriale af typen interpenetrerende polymernetværk ifølge krav 12.

16. Den alkaliske brændselscelle ifølge krav 15, **kendetegnet ved at** katoden er en luftelektrode.

17. Luft-metal celle eller batteri indeholdende en luftelektrode, en anden elektrode af modsat polaritet til luftelektroden og en flydende elektrolyt baseret på en koncentreret vandig opløsning af alkali hydroxid, **kendetegnet ved at** luftelektroden er dækket, over mindst en del af dens overflade, fortrinsvis over hele dens overflade i kontakt med den flydende elektrolyt, med et polymermateriale ifølge krav 12.
Figure 5

Figure 6