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WIDE BANDWIDTH DISCRETE DIGITAL 
RECEIVER 

CROSS REFERENCE TO RELATED PATENTS 

0001. This patent application is claiming priority under 35 
USC S120 as a continuing patent application of co-pending 
patent application entitled DISCRETE DIGITAL 
RECEIVER, having a filing date of Sep. 22, 2011, and a Ser. 
No. 13/240,639 (Attorney Docket Number BP23555), which 
is incorporated herein by reference and which claims priority 
under 35 USC S 119(e) to a provisionally filed patent appli 
cation entitled DISCRETE DIGITAL RF TRANSCEIVER, 
having a provisional filing date of Jul. 31, 2011, and a provi 
sional Ser. No. 61/513,627 (Attorney Docket Number 
BP23021), which is incorporated by reference herein. 

STATEMENT REGARDING FEDERALLY 
SPONSORED RESEARCH ORDEVELOPMENT 

0002 NOT APPLICABLE 

INCORPORATION-BY-REFERENCE OF 
MATERIAL SUBMITTED ON A 

0003 COMPACT DISC 
0004) NOT APPLICABLE 

BACKGROUND OF THE INVENTION 

0005 1. Technical Field of the Invention 
0006. This invention relates generally to wireless commu 
nication systems and more particularly to wireless commu 
nication devices. 
0007 2. Description of Related Art 
0008 Communication systems are known to support wire 
less and wire lined communications between wireless and/or 
wire lined communication devices. Such communication sys 
tems range from national and/or international cellular tele 
phone systems to the Internet to point-to-point in-home wire 
less networks. Each type of communication system is 
constructed, and hence operates, in accordance with one or 
more communication standards. For instance, wireless com 
munication systems may operate in accordance with one or 
more standards including, but not limited to, IEEE 802.11, 
Bluetooth, advanced mobile phone services (AMPS), digital 
AMPS, global system for mobile communications (GSM), 
code division multiple access (CDMA), local multi-point 
distribution systems (LMDS), multi-channel-multi-point dis 
tribution systems (MMDS), radio frequency identification 
(RFID), Enhanced Data rates for GSM Evolution (EDGE), 
General Packet Radio Service (GPRS), WCDMA, LTE 
(Long Term Evolution), WiMAX (worldwide interoperabil 
ity for microwave access), and/or variations thereof. 
0009. Depending on the type of wireless communication 
system, a wireless communication device. Such as a cellular 
telephone, two-way radio, personal digital assistant (PDA), 
personal computer (PC), laptop computer, home entertain 
ment equipment, RFID reader, RFID tag, etcetera commu 
nicates directly or indirectly with other wireless communica 
tion devices. For direct communications (also known as 
point-to-point communications), the participating wireless 
communication devices tune their receivers and transmitters 
to the same channel or channels (e.g., one of the plurality of 
radio frequency (RF) carriers of the wireless communication 
system or a particular RF frequency for Some systems) and 
communicate over that channel(s). For indirect wireless com 
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munications, each wireless communication device commu 
nicates directly with an associated base station (e.g., for cel 
lular services) and/or an associated access point (e.g., for an 
in-home or in-building wireless network) via an assigned 
channel. To complete a communication connection between 
the wireless communication devices, the associated base sta 
tions and/or associated access points communicate with each 
other directly, via a system controller, via the public switch 
telephone network, via the Internet, and/or via some other 
wide area network. 

0010 For each wireless communication device to partici 
pate in wireless communications, it includes a built-in radio 
transceiver (i.e., receiver and transmitter) or is coupled to an 
associated radio transceiver (e.g., a station for in-home and/or 
in-building wireless communication networks, RF modem, 
etc.). As is known, the receiver is coupled to an antenna and 
includes a low noise amplifier, one or more intermediate 
frequency stages, a filtering stage, and a data recovery stage. 
The low noise amplifier receives inbound RF signals via the 
antenna and amplifies then. The one or more intermediate 
frequency stages mix the amplified RF signals with one or 
more local oscillations to convert the amplified RF signal into 
baseband signals or intermediate frequency (IF) signals. The 
filtering stage filters the baseband signals or the IF signals to 
attenuate unwanted out of band signals to produce filtered 
signals. The data recovery stage recovers data from the fil 
tered signals in accordance with the particular wireless com 
munication standard. 

0011. As is also known, the transmitter includes a data 
modulation stage, one or more intermediate frequency stages, 
and a power amplifier. The data modulation stage converts 
data into baseband signals in accordance with a particular 
wireless communication standard. The one or more interme 
diate frequency stages mix the baseband signals with one or 
more local oscillations to produce RF signals. The power 
amplifier amplifies the RF signals prior to transmission via an 
antenna. 

0012 To implement a radio transceiver, a wireless com 
munication device includes a plurality of integrated circuits 
(ICs) and a plurality of discrete components. For example, a 
wireless communication device that supports 2G and 3G 
cellular telephone protocols includes a baseband processing 
IC, a power management IC, a radio transceiver IC, a trans 
mit/receive (TVR) Switch, an antenna, and a plurality of dis 
crete components. The discrete components include Surface 
acoustic wave (SAW) filters, power amplifiers, duplexers, 
inductors, and capacitors. Such discrete components add sev 
eral dollars (US) to the bill of material for the wireless com 
munication device, but are necessary to achieve the strict 
performance requirements of the 2G and 3G protocols. 
0013 As integrated circuit fabrication technology 
evolves, wireless communication device manufacturers 
require that wireless transceiver IC manufacturers update 
their ICs in accordance with the advancements in IC fabrica 
tion. For example, as the fabrication process changes (e.g., 
uses Smaller transistor sizes), the wireless transceiver ICs are 
redesigned for the newer fabrication process. Redesigning the 
digital portions of the ICs is a relatively straightforward pro 
cess since most digital circuitry “shrinks' with the IC fabri 
cation process. Redesigning the analog portions, however, is 
not a straightforward task since most analog circuitry (e.g., 
inductors, capacitors, etc.) does not “shrink' with the IC 
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process. As such, wireless transceiver IC manufacturers 
invest significant effort to produce ICs of newer IC fabrica 
tion processes. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING(S) 

0014 FIG. 1 is a schematic block diagram of an embodi 
ment of a wireless transceiver in accordance with the present 
invention; 
0015 FIG. 2 is a schematic block diagram of an embodi 
ment of a multiple input multiple output (MIMO) wireless 
transceiver in accordance with the present invention; 
0016 FIG. 3 is a schematic block diagram of an embodi 
ment of a multiple frequency band wireless transceiver in 
accordance with the present invention; 
0017 FIG. 4 is a schematic block diagram of an embodi 
ment of a receiver of one or more of the transceivers of FIGS. 
1-3 in accordance with the present invention; 
0018 FIG. 5 is a diagram of an example of operation of an 
RF bandpass filter and low noise amplifier of the receiver of 
FIG. 4 in accordance with the present invention; 
0019 FIG. 6 is a diagram of an example of operation of a 
sample and hold filter circuit of the receiver of FIG. 4 in 
accordance with the present invention; 
0020 FIG. 7 is a diagram of an example of an input signal, 
in the time domain, of a sample and hold filter circuit in 
accordance with the present invention; 
0021 FIG. 8 is a diagram of an example of the inbound 
signal, in the frequency domain, of the sample and hold filter 
circuit in accordance with the present invention; 
0022 FIG. 9 is a diagram of an example of sampling the 
inbound signal, in the time domain, at a given sampling 
period (T) in accordance with the present invention; 
0023 FIG. 10 is a diagram of an example of a sampled 
inbound signal, in the frequency domain, at a sampling fre 
quency (f) in accordance with the present invention: 
0024 FIG. 11 is a diagram of an example of sampling and 
holding the inbound signal, in the time domain, at a given 
sampling period (T) and holding period (T,) in accordance 
with the present invention; 
0025 FIG. 12 is a diagram of an example of a sampled and 
held inbound signal, in the frequency domain, with various 
ratios of T-to-Ti, in accordance with the present invention; 
0026 FIG. 13 is a diagram of an example of the inbound 
RF signal, in the frequency domain, of the receiver of FIG. 4 
in accordance with the present invention; 
0027 FIG. 14 is a diagram of an example of the inbound 
RF signal, in the frequency domain, of the sample and hold 
filter circuit in accordance with the present invention; 
0028 FIG. 15 is a diagram of an example of a sampled 
inbound RF signal, in the frequency domain, at a sampling 
frequency (f) in accordance with the present invention; 
0029 FIG. 16 is a diagram of an example of bandpass 
filtering of the sampling and hold filter circuit of the sampled 
inbound RF signal, in the frequency domain, at a sampling 
frequency (f) in accordance with the present invention; 
0030 FIG. 17 is a diagram of another example of bandpass 
filtering of the sampling and hold filter circuit of the sampled 
inbound RF signal, in the frequency domain, at a sampling 
frequency (f) in accordance with the present invention; 
0031 FIG. 18 is a diagram of another example of bandpass 
filtering of the sampling and hold filter circuit of the sampled 
inbound RF signal, in the frequency domain, at a sampling 
frequency (f) in accordance with the present invention; 
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0032 FIG. 19 is a schematic block diagram of an embodi 
ment of a sample and hold filter circuit in accordance with the 
present invention; 
0033 FIG. 20 is a schematic block diagram of another 
embodiment of a sample and hold filter circuit in accordance 
with the present invention; 
0034 FIG. 21 is a schematic block diagram of an embodi 
ment of an impedance element of a sample and hold filter 
circuit in accordance with the present invention; 
0035 FIG. 22 is a schematic block diagram of another 
embodiment of an impedance element of a sample and hold 
filter circuit in accordance with the present invention; 
0036 FIG. 23 is a schematic block diagram of another 
embodiment of a sample and hold filter circuit in accordance 
with the present invention; 
0037 FIG. 24 is a schematic block diagram of another 
embodiment of a sample and hold filter circuit in accordance 
with the present invention; 
0038 FIG.25 is a schematic block diagram of an embodi 
ment of an impedance circuit of a sample and hold filter 
circuit in accordance with the present invention; 
0039 FIG. 26 is a schematic block diagram of another 
embodiment of an impedance circuit of a sample and hold 
filter circuit in accordance with the present invention; 
0040 FIG.27 is a diagram of another example of bandpass 
filtering of the sampling and hold filter circuit with an RF 
tuned impedance circuit inaccordance with the present inven 
tion; 
0041 FIG. 28 is a diagram of another example of bandpass 
filtering of the sampling and hold filter circuit with an f, tuned 
impedance circuit in accordance with the present invention; 
0042 FIG.29 is a diagram of another example of bandpass 
filtering of the sampling and hold filter circuit with a baseband 
tuned impedance circuit inaccordance with the present inven 
tion; 
0043 FIG. 30 is a schematic block diagram of an embodi 
ment of a sample and hold clock generator circuit in accor 
dance with the present invention; 
0044 FIG. 31 is a diagram of an example of phase offset 
clock signals produced by the sample and hold clock genera 
tor circuit in accordance with the present invention; 
0045 FIG.32 is a diagram of an example of a sample clock 
signal and a hold clock signal produced by the sample and 
hold clock generator circuit in accordance with the present 
invention; 
0046 FIG.33 is a schematic block diagram of an embodi 
ment of a programmable discrete time filter in accordance 
with the present invention; 
0047 FIG. 34 is a schematic block diagram of another 
embodiment of a programmable discrete time filter in accor 
dance with the present invention; 
0048 FIG. 35 is a schematic block diagram of an embodi 
ment of a frequency translation band pass filter (FTBPF) in 
accordance with the present invention; 
0049 FIG. 36 is a schematic block diagram of an embodi 
ment of a filter clock generating circuit in accordance with the 
present invention; 
0050 FIG. 37 is a diagram of an example of frequency 
translation of aband pass filter in accordance with the present 
invention; 
0051 FIG. 38 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
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0052 FIG. 39 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0053 FIG. 40 is a schematic block diagram of an embodi 
ment of an analog to digital converter within a receiver of one 
or more of the transceivers of FIGS. 1-3 in accordance with 
the present invention; 
0054 FIG. 41 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0055 FIG. 42 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0056 FIG. 43 is a diagram of an example of a time domain 
and a frequency domain representation of an output of the 
LNA of the receiver of FIG. 42 in accordance with the present 
invention; 
0057 FIG. 44 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 42 in accordance with the 
present invention; 
0058 FIG. 45 is a diagram of an example of a frequency 
domain representation of an output of the discrete time filter 
of the receiver of FIG. 42 in accordance with the present 
invention; 
0059 FIG. 46 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0060 FIG. 47 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0061 FIG. 48 is a diagram of an example of a time domain 
and a frequency domain representation of an output of the 
LNA of the receiver of FIG. 47 in accordance with the present 
invention; 
0062 FIG. 49 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 47 in accordance with the 
present invention; 
0063 FIG.50 is a diagram of an example of a frequency 
domain representation of an output of the discrete time filter 
of the receiver of FIG. 47 in accordance with the present 
invention; 
0064 FIG. 51 is a diagram of an example of a frequency 
domain representation of an output of the down conversion 
module of the receiver of FIG. 47 in accordance with the 
present invention; 
0065 FIG. 52 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0066 FIG. 53 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 52 in accordance with the 
present invention; 
0067 FIG. 54 is a diagram of an example of a frequency 
domain representation of an output of the discrete time filter 
of the receiver of FIG. 52 in accordance with the present 
invention; 
0068 FIG.55 is a diagram of an example of a frequency 
domain representation of an output of a sample and hold 
circuit of a down conversion module of the receiver of FIG.52 
in accordance with the present invention; 
0069 FIG. 56 is a diagram of an example of a frequency 
domain representation of an output of a discrete time filter 
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circuit of the down conversion module of the receiver of FIG. 
52 in accordance with the present invention; 
(0070 FIG. 57 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0071 FIG. 58 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 57 in accordance with the 
present invention; 
0072 FIG. 59 is a diagram of an example of a frequency 
domain representation of an output of the discrete time filter 
of the receiver of FIG. 57 in accordance with the present 
invention; 
0073 FIG. 60 is a diagram of an example of a frequency 
domain representation of an output of a sample and hold 
circuit of a down conversion module of the receiver of FIG. 57 
in accordance with the present invention; 
0074 FIG. 61 is a diagram of an example of a frequency 
domain representation of an output of a discrete time filter 
circuit of the down conversion module of the receiver of FIG. 
57 in accordance with the present invention; 
0075 FIG. 62 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0076 FIG. 63 is a diagram of an example of a frequency 
domain representation of an input and an output of a forward 
path sample and hold filter circuit of the receiver of FIG. 62 in 
accordance with the present invention; 
0077 FIG. 64 is a diagram of an example of a frequency 
domain representation of an output of a forward path discrete 
time filter of the receiver of FIG. 62 in accordance with the 
present invention; 
0078 FIG. 65 is a diagram of an example of a frequency 
domain representation of an output of a blocker path sample 
and hold filter circuit of the receiver of FIG. 62 in accordance 
with the present invention; 
007.9 FIG. 66 is a diagram of an example of a frequency 
domain representation of an output of a blocker path discrete 
time filter of the receiver of FIG. 62 in accordance with the 
present invention; 
0080 FIG. 67 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
I0081 FIG. 68 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
I0082 FIG. 69 is a diagram of an example of a frequency 
domain representation of an output of the LNA of the receiver 
of FIG. 68 in accordance with the present invention; 
I0083 FIG. 70 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 68 in accordance with the 
present invention; 
I0084 FIG. 71 is a diagram of an example of a frequency 
domain representation of an output of an RF path discrete 
time filter of the receiver of FIG. 68 in accordance with the 
present invention; 
I0085 FIG. 72 is a diagram of an example of a frequency 
domain representation of an output of an IF path discrete time 
filter of the receiver of FIG. 68 in accordance with the present 
invention; 
I0086 FIG. 73 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
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0087 FIG. 74 is a diagram of an example of a frequency 
domain representation of an output of the LNA of the receiver 
of FIG. 68 in accordance with the present invention; 
0088 FIG. 75 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 68 in accordance with the 
present invention; 
0089 FIG. 76 is a diagram of an example of a frequency 
domain representation of an output of an RF path discrete 
time filter of the receiver of FIG. 68 in accordance with the 
present invention; 
0090 FIG. 77 is a diagram of an example of a frequency 
domain representation of an output of an IF path discrete time 
filter of the receiver of FIG. 68 in accordance with the present 
invention; 
0091 FIG. 78 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0092 FIG. 79 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0093 FIG. 80 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0094 FIG. 81 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0095 FIG. 82 is a schematic block diagram of an embodi 
ment of a programmable frontend of a receiver of one or more 
of the transceivers of FIGS. 1-3 in accordance with the 
present invention; 
0096 FIG. 83 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0097 FIG. 84 is a schematic block diagram of an embodi 
ment of sample memory of the receiver of FIG. 83 in accor 
dance with the present invention; 
0098 FIG. 85 is a schematic block diagram of another 
embodiment of sample memory of the receiver of FIG. 83 in 
accordance with the present invention; 
0099 FIG. 86 is a diagram of an example of converting 

bits into outbound RF signals in accordance with the present 
invention; 
0100 FIG. 87 is a diagram of an example of converting 
inbound RF signals into bits in accordance with the present 
invention; 
0101 FIG. 88 is a diagram of an example of converting 
inbound RF signals into bits that includes sample buffering in 
accordance with the present invention; 
0102 FIG. 89 is a diagram of an example of converting 
inbound RF signals into bits that includes error correction 
processing in accordance with the present invention; 
0103 FIG. 90 is a logic diagram of an example method of 
setting, adjusting, and/or calibrating receiver parameters in 
accordance with the present invention; 
0104 FIG. 91 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0105 FIG.92 is a diagram of an example of sampling and 
holding an inbound signal, in the time domain, at a given 
sampling period (T), a holding period (T), and given phase 
of the clock signal in accordance with the present invention; 
0106 FIG.93 is a diagram of another example of sampling 
and holding an inbound signal, in the time domain, at a given 
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sampling period (T), a holding period (T,), and another 
phase of the clock signal in accordance with the present 
invention; 
0107 FIG.94 is a diagram of another example of sampling 
and holding an inbound signal, in the time domain, at a given 
sampling period (T), a holding period (T,), and another 
phase of the clock signal in accordance with the present 
invention; 
0.108 FIG. 95 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0109 FIG. 96 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0110 FIG. 97 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0111 FIG. 98 is a diagram of an example of a frequency 
domain representation of an input of the sample and hold filter 
circuit of the receiver of FIG. 97 in accordance with the 
present invention; 
0112 FIG. 99 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 97 in accordance with the 
present invention; 
0113 FIG. 100 is a diagram of an example of a frequency 
domain representation of an output of a discrete time filter of 
the receiver of FIG. 97 in accordance with the present inven 
tion; 
0114 FIG. 101 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0115 FIG. 102 is a diagram of an example of a frequency 
domain representation of an input of the sample and hold filter 
circuit of the receiver of FIG. 101 in accordance with the 
present invention; 
0116 FIG. 103 is a diagram of an example of a frequency 
domain representation of an output of the sample and hold 
filter circuit of the receiver of FIG. 101 inaccordance with the 
present invention; 
0117 FIG. 104 is a diagram of an example of a frequency 
domain representation of an output of a discrete time filter of 
the receiver of FIG. 101 in accordance with the present inven 
tion; 
0118 FIG. 105 is a diagram of an example of a frequency 
domain representation of another output of a discrete time 
filter of the receiver of FIG. 101 in accordance with the 
present invention; 
0119 FIG. 106 is a diagram of another example of a fre 
quency domain representation of an input of the sample and 
hold filter circuit of the receiver of FIG. 101 in accordance 
with the present invention; 
I0120 FIG. 107 is a diagram of another example of a fre 
quency domain representation of a first output of the sample 
and hold filter circuit of the receiver of FIG. 101 in accor 
dance with the present invention; 
I0121 FIG. 108 is a diagram of another example of a fre 
quency domain representation of a second output of the 
sample and hold filter circuit of the receiver of FIG. 101 in 
accordance with the present invention; 
0.122 FIG. 109 is a schematic block diagram of another 
embodiment of a sample and hold circuit in accordance with 
the present invention; 
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0123 FIG. 109A is a schematic block diagram of another 
embodiment of a sample and hold circuit in accordance with 
the present invention; 
0.124 FIG. 110 is a schematic block diagram of another 
embodiment of a sample and hold circuit in accordance with 
the present invention; 
0.125 FIG. 111 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 in accordance with the present invention; 
0126 FIG. 112 is a diagram of another example of a fre 
quency domain representation of an input of the sample and 
hold filter circuit of the receiver of FIG. 111 in accordance 
with the present invention; 
0127 FIG. 113 is a diagram of another example of a fre 
quency domain representation of a first output of the sample 
and hold filter circuit of the receiver of FIG. 111 in accor 
dance with the present invention; 
0128 FIG. 114 is a diagram of another example of a fre 
quency domain representation of a second output of the 
sample and hold filter circuit of the receiver of FIG. 111 in 
accordance with the present invention; 
0129 FIG. 115 is a schematic block diagram of another 
embodiment of a transmitter of one or more of the transceiv 
ers of FIGS. 1-3 in accordance with the present invention: 
0130 FIG. 116 is a diagram of an example of a frequency 
domain representation of an input and an output of the sample 
and hold filter circuit of the transmitter of FIG. 115 in accor 
dance with the present invention; 
0131 FIG. 117 is a diagram of an example of a frequency 
domain representation of an input and an output of a discrete 
time filter of the transmitter of FIG. 116 in accordance with 
the present invention; 
0132 FIG. 118 is a schematic block diagram of another 
embodiment of a transmitter of one or more of the transceiv 
ers of FIGS. 1-3 in accordance with the present invention: 
0.133 FIG. 119 is a diagram of an example of a frequency 
domain representation of an input and an output of the sample 
and hold filter circuit of the transmitter of FIG. 118 in accor 
dance with the present invention; 
0134 FIG. 120 is a diagram of an example of a frequency 
domain representation of an input and an output of a discrete 
time filter of the transmitter of FIG. 118 in accordance with 
the present invention; 
0135 FIG. 121 is a schematic block diagram of another 
embodiment of a transmitter of one or more of the transceiv 
ers of FIGS. 1-3 in accordance with the present invention: 
0.136 FIG. 122 is a diagram of an example of a frequency 
domain representation of an input and an output of the sample 
and hold filter circuit of the transmitter of FIG. 121 in accor 
dance with the present invention; 
0.137 FIG. 123 is a diagram of an example of a frequency 
domain representation of an input and an output of the trans 
mitter of FIG. 121 in accordance with the present invention; 
0138 FIG. 124 is a schematic block diagram of another 
embodiment of a transmitter of one or more of the transceiv 
ers of FIGS. 1-3 in accordance with the present invention: 
0139 FIG. 125 is a diagram of an example of a frequency 
domain representation of an input and an output of the sample 
and hold filter circuit of the transmitter of FIG. 124 in accor 
dance with the present invention; 
0140 FIG. 126 is a diagram of an example of a frequency 
domain representation of an input and an output of a discrete 
time filter of the transmitter of FIG. 124 in accordance with 
the present invention; 
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0141 FIG. 127 is a diagram of another example of a fre 
quency domain representation of an input and an output of the 
sample and hold filter circuit of the transmitter of FIG. 124 in 
accordance with the present invention; 
0.142 FIG. 128 is a diagram of another example of a fre 
quency domain representation of an input and an output of a 
discrete time filter of the transmitter of FIG. 124 in accor 
dance with the present invention; and 
0.143 FIG. 129 is a schematic block diagram of another 
embodiment of a transceiver in accordance with the present 
invention. 

DETAILED DESCRIPTION OF THE INVENTION 

014.4 FIG. 1 is a schematic block diagram of an embodi 
ment of a wireless transceiver that includes an antenna assem 
bly 10, an antenna interface 12, a transmitter section 14, a 
clocking circuit module 16, a discrete digital receiversection 
18, and a baseband processing module 20. The antenna 
assembly 10 may include one or more antennas, one or more 
antenna arrays, a diversity antenna structure, one or more 
separate transmit antennas, one or more separate receive 
antennas, and/or a combination thereof. The antenna inter 
face 12 includes one or more antenna tuning units, one or 
more transmission lines, one or more impedance matching 
circuits, one or more transformer baluns, one or more trans 
mit-receive Switches, one or more transmit-receive isolation 
modules, etc. The wireless transceiver may further include a 
power management module (not shown). 
0145 The wireless transceiver may be included within a 
portable computing communication device, which may be 
any device that can be carried by a person, can be at least 
partially powered by a battery, and/or performs one or more 
Software applications. For example, the portable computing 
communication device may be a cellular telephone, a laptop 
computer, a personal digital assistant, a video game console, 
a video game player, a personal entertainment unit, a tablet 
computer, etc. Note that the wireless radio transceiver may 
operate in the radio frequency (RF) frequency spectrum and/ 
or the millimeter wave (MMW)) frequency spectrum. 
0146 In an example of operation, the baseband processing 
module 20 performs one or more functions of the portable 
computing communication device that require wireless trans 
mission of data. In this instance, the baseband processing 
module 20 receives or generates outbound data 22 (e.g., 
Voice, text, audio, video, graphics, etc.) and converts it into 
one or more outbound symbol streams 24 in accordance with 
one or more wireless communication standards (e.g., GSM, 
CDMA, WCDMA, HSUPA, HSDPA, WiMAX, EDGE, 
GPRS, IEEE 802.11, Bluetooth, ZigBee, universal mobile 
telecommunications system (UMTS), long term evolution 
(LTE), IEEE 802.16, evolution data optimized (EV-DO), 
etc.). Such a conversion includes one or more of Scrambling, 
puncturing, encoding, interleaving, constellation mapping, 
modulation, frequency spreading, frequency hopping, beam 
forming, space-time-block encoding, space-frequency-block 
encoding, frequency to time domain conversion, and/or digi 
tal baseband to intermediate frequency conversion. Note that 
the baseband processing module 20 converts the outbound 
data 22 into a single outbound symbol stream 24 for Single 
Input Single Output (SISO) communications and/or for Mul 
tiple Input Single Output (MISO) communications and con 
verts the outbound data 22 into multiple outbound symbol 
streams 24 for Single Input Multiple Output (SIMO) and 
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Multiple Input Multiple Output (MIMO) communications 
(which will be described further with reference to FIG. 2). 
0147 The baseband processing module 20 provides the 
one or more outbound symbol streams 22 to the transmitter 
section, which converts the outbound symbol stream(s) 24 
into one or more outbound RF signals 26 (e.g., signals in one 
or more frequency bands 800 MHz, 1800 MHz, 1900 MHz, 
2000 MHz, 2.4 GHz, 5 GHZ, 60 GHz, etc.). The transceiver 
section 14 may be implemented using a discrete digital topol 
ogy (as will be discussed in greater detail with reference to 
one or more of FIGS. 115-129) or implemented using analog 
circuitry (e.g., an up-conversion module, analog baseband 
and/or RF filtering, a power amplifier, etc.). Regardless of the 
specific implementation, the transmitter section 14 may have 
a direct conversion topology (e.g., direct conversion of base 
band or near baseband symbol streams to RF signals) or a 
Super heterodyne topology (e.g., convert baseband or near 
baseband symbol streams into intermediate frequency (IF) 
signals and then convert the IF signals into RF signals). 
0148 For a direction conversion, the transmitter section 
14 may have a Cartesian-based topology, a polar-based topol 
ogy, or a hybrid polar-Cartesian-based topology. In a Carte 
sian-based topology, the transmitter section 14 receives the 
outbound symbol stream 24 as in-phase (I) and quadrature 
(Q) components (e.g., A.(t)cos(c)(t)+(p,(t)) and Ao(t)cos 
(coa(t)+(p(t)), respectively) and converts the outbound sym 
bol stream 24 into up-converted signals (e.g., A(t)cos(c)(t)+ 
(p(t))+(D(t))). For example, the I and Q components of the 
outbound symbol stream 24 is mixed with in-phase and 
quadrature components (e.g., cos(c)(t)) and sin (c)(t)), 
respectively) of a transmit local oscillation (TX LO) to pro 
duce mixed signals. One or more filters filter the mixed sig 
nals to produce the up-converted signals. As another example, 
the I and Q components of the outbound symbol stream 24 are 
up-sampled and filtered to produce the up-converted signals. 
One or more power amplifiers amplify the outbound up 
converted signal(s) to produce an outbound RF signal(s) 26. 
0149. In a phase polar-based topology, the transmitter sec 
tion 14 receives the outbound symbol stream 24 in polar 
coordinates (e.g., A(t)cos(c)(t)+(p(t)) or A(t)cos(c)(t)+/- 
Aqb)). In an example, the transmitter section 14 includes an 
oscillator that produces an oscillation (e.g., cos(cos(t)) that is 
adjusted based on the phase information (e.g., +/-Ap phase 
shift and/or p(t) phase modulation) of the outbound symbol 
stream(s) 24. The resulting adjusted oscillation (e.g., cos(c) 
(t)+/-Ap) or cos(c)(t)+(p(t)) may be further adjusted by 
amplitude information (e.g., A(t) amplitude modulation) of 
the outbound symbol stream(s) 24 to produce one or more 
up-converted signals (e.g., A(t) cos(c)(t)+(p(t)) or A(t)cos 
(cos(t)+/-Aqb)). In another example, the polar coordinate 
based outbound symbol stream is up-sampled and discrete 
digitally filtered to produce the one or more up-converted 
signals. One or more power amplifiers amplify the outbound 
up-converted signal(s) to produce an outbound RF signal(s) 
26. 

0150. In a frequency polar-based topology, the transmitter 
section 14 receives the outbound symbol stream 24 in fre 
quency-polar coordinates (e.g., A(t)cos(Co(t)+f(t)) or A(t) 
cos(c)(t)+/-Af)). In an example, the transmitter section 14 
includes an oscillator that produces an oscillation (e.g., cos 
(c)(t)) this is adjusted based on the frequency information 
(e.g., +/-Affrequency shift and/or f(t)) frequency modula 
tion) of the outbound symbol stream(s) 24. The resulting 
adjusted oscillation (e.g., cos(c)(t)+/-Af) or cos(cos(t)+f 
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(t)) may be further adjusted by amplitude information (e.g., 
A(t) amplitude modulation) of the outbound symbol stream 
(s) 24 to produce one or more up-converted signals (e.g., 
A(t)cos(cos(t)+f(t)) or A(t)cos(cos(t)+/-Af)). In another 
example, the frequency-polar coordinate based outbound 
symbol stream 24 is up-sampled and discrete digitally filtered 
to produce the one or more up-converted signals. One or more 
power amplifiers amplify the outbound up-converted signal 
(s) to produce an outbound RF signal(s) 26. 
0151. In a hybrid polar-Cartesian-based topology, the 
transmitter section 14 receives the outbound symbol stream 
24 as phase information (e.g., cos(c)(t)+/-A?p) or cos (c), 
(t)+(p(t)) and amplitude information (e.g., A(t)). In an 
example, the transmitter section 14 mixes in-phase and 
quadrature components (e.g., cos(c)(t)+(p,(t)) and cos (c), 
(t)+(p(t)), respectively) of the one or more outbound symbol 
streams 24 with in-phase and quadrature components (e.g., 
cos(c)(t)) and sin (c)(t)), respectively) of one or more 
transmit local oscillations (TXLO) to produce mixed signals. 
One or more filters filter the mixed signals to produce one or 
more outbound up-converted signals (e.g., A(t) cos(c)(t)+ 
(p(t))+cos(t))). In another example, the polar-Cartesian 
based outbound symbol stream is up-sampled and discrete 
digitally filtered to produce the one or more up-converted 
signals. One or more power amplifiers amplify the outbound 
up-converted signal(s) to produce an outbound RF signal(s) 
26. 
0152 For a super heterodyne topology, the transmitter 
section 14 includes a baseband (BB) to intermediate fre 
quency (IF) section and an IF to a radio frequency (RF Sec 
tion). The BB to IF section may be of a polar-based topology, 
a Cartesian-based topology, a hybrid polar-Cartesian-based 
topology, or a mixing stage to up-convert the outbound sym 
bol stream(s) 24. In the three former cases, the BB to IF 
section generates an IF signal(s) (e.g., A(t)cos(Co(t)+(p(t)) 
and the IF to RF section includes a mixing stage, a filtering 
stage and the power amplifier driver (PAD) to produce the 
pre-PA outbound RF signal(s). 
0153. When the BB to IF section includes a mixing stage, 
the IF to RF section may have a polar-based topology, a 
Cartesian-based topology, or a hybrid polar-Cartesian-based 
topology. In this instance, the BB to IF section converts the 
outbound symbol stream(s) 24 (e.g., A(t)cos(Co(t)+(p(t)) 
into intermediate frequency symbol stream(s) (e.g., A(t) (c) 
(t)+(p(t)). The IF to RF section converts the IF symbol stream 
(s) into the outbound RF signal(s) 26. 
0154 The power amplifier, which includes one or more 
power amplifiers coupled in series and/or in parallel, outputs 
the amplified outbound RF signal(s) 26 to the antenna inter 
face 12. In an example, a RX-TX isolation module of the 
antenna interface 12 (which may be a duplexer, a circulator, or 
transformer balun, or other device that provides isolation 
between a TX signal and an RX signal using a common 
antenna) attenuates the outbound RF signal(s) 26. The RX 
TX isolation module may adjusts it attenuation of the out 
bound RF signal(s) 26 (i.e., the TX signal) based on control 
signals 28 received from the baseband processing module 20. 
For example, when the transmission power is relatively low, 
the RX-TX isolation module may be adjusted to reduce its 
attenuation of the TX signal. 
0155 Continuing with the preceding example, an antenna 
tuning unit (ATU) of the antenna interface 12 is tuned to 
provide a desired impedance that Substantially matches that 
of the antenna assembly 10. As tuned, the ATU provides the 
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attenuated TX signal from the RX-TX isolation module to the 
antenna assembly 10 for transmission. Note that the ATU may 
be continually or periodically adjusted to track impedance 
changes of the antenna assembly 10. For example, the base 
band processing module 20 may detect a change in the imped 
ance of the antenna assembly 10 and, based on the detected 
change, provide control signals 28 to the ATU such that it 
changes it impedance accordingly. 
0156 The antenna assembly 10 also receives one or more 
inbound RF signals, which are provided to one of the ATUs of 
the antenna interface 12 via the frequency band (FB) switch 
of the antenna interface 12. The ATU provides the inbound RF 
signal(s) 30 to the RX-TX isolation module, which routes the 
signal(s) to the receiver (RX) section 18. The discrete digital 
RX section 18 converts (e.g., directly or in a super heterodyne 
manner) the inbound RF signal(s) 30 (e.g., A(t)cos(cos(t)+(p 
(t))) into one or more inbound symbol streams 32 (e.g., A(t) 
cos(c)(t)+(p(t))). Various embodiments of the discrete digi 
tal receiversection 18 are discussed in one or more of FIGS. 
4-114. 

0157. The baseband processing module 20 converts the 
inbound symbol stream(s) 32 into inbound data 34 (e.g., 
Voice, text, audio, video, graphics, etc.) in accordance with 
one or more wireless communication standards (e.g., GSM, 
CDMA, WCDMA, HSUPA, HSDPA, WiMAX, EDGE, 
GPRS, IEEE 802.11, Bluetooth, ZigBee, universal mobile 
telecommunications system (UMTS), long term evolution 
(LTE), IEEE 802.16, evolution data optimized (EV-DO), 
etc.). Such a conversion may include one or more of digital 
intermediate frequency to baseband conversion, time to fre 
quency domain conversion, space-time-block decoding, 
space-frequency-block decoding, demodulation, frequency 
spread decoding, frequency hopping decoding, beam forming 
decoding, constellation demapping, deinterleaving, decod 
ing, depuncturing, and/or descrambling. Note that the pro 
cessing module 20 converts a single inbound symbol stream 
32 into the inbound data 34 for Single Input Single Output 
(SISO) communications and/or for Multiple Input Single 
Output (MISO) communications and converts the multiple 
inbound symbol streams 32 into the inbound data 34 for 
Single Input Multiple Output (SIMO) and Multiple Input 
Multiple Output (MIMO) communications. 
0158. The power management unit 20, if included, per 
forms a variety of functions. Such functions include monitor 
ing power connections and battery charges, charging a battery 
when necessary, controlling power to the other components 
of the wireless transceiver and/or the portable computing 
communication device, generating Supply Voltages, shutting 
down unnecessary modules, controlling sleep modes of the 
modules, and/or providing a real-time clock. To facilitate the 
generation of power Supply Voltages, the power management 
unit may includes one or more Switch-mode power Supplies 
and/or one or more linear regulators. 
0159 FIG. 2 is a schematic block diagram of an embodi 
ment of a multiple input multiple output (MIMO) wireless 
transceiver 36 that includes an antenna assembly 10, an 
antenna interface 12, a transmitter section 14, a clocking 
circuit module 16, a discrete digital receiversection 18, and a 
baseband processing module 20. The antenna assembly 10 
may include one or more antennas, one or more antenna 
arrays, a diversity antenna structure, one or more separate 
transmit antennas, one or more separate receive antennas, 
and/or a combination thereof. The antenna interface 12 
includes one or more antenna tuning units, one or more trans 
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mission lines, one or more impedance matching circuits, one 
or more transformer baluns, one or more transmit-receive 
Switches, one or more transmit-receive isolation modules, 
etc. The wireless transceiver 36 may further include a power 
management module (not shown). 
0160 The wireless transceiver 36 may be included within 
a portable computing communication device, which may be 
any device that can be carried by a person, can be at least 
partially powered by a battery, and/or performs one or more 
Software applications. For example, the portable computing 
communication device may be a cellular telephone, a laptop 
computer, a personal digital assistant, a video game console, 
a video game player, a personal entertainment unit, a tablet 
computer, etc. Note that the wireless radio transceiver 36 may 
operate in the radio frequency (RF) frequency spectrum and/ 
or the millimeter wave (MMW)) frequency spectrum. 
0.161 In an example of operation, the baseband processing 
module 20 performs one or more functions of the portable 
computing communication device that require wireless trans 
mission of data. In this instance, the baseband processing 
module 20 receives or generates outbound data 22 (e.g., 
Voice, text, audio, video, graphics, etc.) and converts it into 
multiple outbound symbol streams 24 in accordance with one 
or more wireless communication standards that Supports 
MIMO communications (e.g., GSM, CDMA, WCDMA, 
HSUPA, HSDPA, WiMAX, EDGE, GPRS, IEEE 802.11, 
Bluetooth, ZigBee, universal mobile telecommunications 
system (UMTS), long term evolution (LTE), IEEE 802.16, 
evolution data optimized (EV-DO), etc.). Such a conversion 
may include one or more of digital intermediate frequency to 
baseband conversion, time to frequency domain conversion, 
space-time-block decoding, space-frequency-block decod 
ing, demodulation, frequency spread decoding, frequency 
hopping decoding, beam forming decoding, constellation 
demapping, deinterleaving, decoding, depuncturing, and/or 
descrambling. 
(0162 The transmitter section 14, which includes one or 
more are transmitters as described with reference to FIG. 1 or 
as may be subsequently described with reference to FIGS. 
115-129, receives the multiple output symbol streams 24 and 
converts them into multiple outbound RF signals 26. The 
transmitter section 14 provides the outbound RF signals 26 to 
the antenna interface 12, which in turn provides the outbound 
RF signals 26 to the antenna assembly 10 for transmission. 
Note that the antenna interface 12 may include one or more 
antenna tuning units, one or more transmission lines, one or 
more impedance matching circuits, one or more transformer 
baluns, one or more transmit-receive Switches, one or more 
transmit-receive isolation modules, etc. for each of the out 
bound RF signals. 
0163 The antenna assembly 10 also receives inbound RF 
signals 32 that it provides to the discrete digital receiver 
section 18 via the antenna interface 12. The discrete digital 
receiver section 18 includes one or more discrete digital 
receivers to convert the inbound RF signals 30 into inbound 
symbol streams 32. The baseband processing module 20 con 
verts the inbound symbol streams 32 into inbound data 34 in 
accordance with one or more wireless communication stan 
dards that supports MIMO communications (e.g., GSM, 
CDMA, WCDMA, HSUPA, HSDPA, WiMAX, EDGE, 
GPRS, IEEE 802.11, Bluetooth, ZigBee, universal mobile 
telecommunications system (UMTS), long term evolution 
(LTE), IEEE 802.16, evolution data optimized (EV-DO), 
etc.). Such a conversion may include one or more of digital 
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intermediate frequency to baseband conversion, time to fre 
quency domain conversion, space-time-block decoding, 
space-frequency-block decoding, demodulation, frequency 
spread decoding, frequency hopping decoding, beam forming 
decoding, constellation demapping, deinterleaving, decod 
ing, depuncturing, and/or descrambling. 
0164. The power management unit, if included, performs 
a variety of functions. Such functions include monitoring 
power connections and battery charges, charging a battery 
when necessary, controlling power to the other components 
of the wireless transceiver 36 and/or the portable computing 
communication device, generating Supply Voltages, shutting 
down unnecessary modules, controlling sleep modes of the 
modules, and/or providing a real-time clock. To facilitate the 
generation of power Supply Voltages, the power management 
unit may includes one or more Switch-mode power Supplies 
and/or one or more linear regulators. 
0.165 FIG. 3 is a schematic block diagram of an embodi 
ment of a multiple frequency band wireless transceiver 38 
that includes a plurality of antenna assemblies 10, a plurality 
of antenna interfaces 12, a transmitter section 14, a clocking 
circuit module 16, a discrete digital receiversection 18, and a 
baseband processing module 20. Each of the antenna assem 
blies 10 may include one or more antennas, one or more 
antenna arrays, a diversity antenna structure, one or more 
separate transmit antennas, one or more separate receive 
antennas, and/or a combination thereof. Each of the antenna 
interfaces 12 includes one or more antenna tuning units, one 
or more transmission lines, one or more impedance matching 
circuits, one or more transformer baluns, one or more trans 
mit-receive Switches, one or more transmit-receive isolation 
modules, etc. The wireless transceiver 38 may further include 
a power management module (not shown). 
0166 The wireless transceiver 38 may be included within 
a portable computing communication device, which may be 
any device that can be carried by a person, can be at least 
partially powered by a battery, and/or performs one or more 
Software applications. For example, the portable computing 
communication device may be a cellular telephone, a laptop 
computer, a personal digital assistant, a video game console, 
a video game player, a personal entertainment unit, a tablet 
computer, etc. Note that the wireless radio transceiver 38 may 
operate in the radio frequency (RF) frequency spectrum and/ 
or the millimeter wave (MMW)) frequency spectrum. 
0167. In an example of operation, the baseband processing 
module 20 performs one or more functions of the portable 
computing communication device that require wireless trans 
mission of data (e.g., a single concurrent communication) 
and/or transmission of multiple data (e.g., multiple concur 
rent communications). In this instance, the baseband process 
ing module 20 receives or generates multiple outbound data 
(e.g., one for each communication) and converts the into 
multiple outbound symbol streams (e.g., one for each com 
munication where the standards may be GSM, CDMA, 
WCDMA, HSUPA, HSDPA, WiMAX, EDGE, GPRS, IEEE 
802.11, Bluetooth, ZigBee, universal mobile telecommuni 
cations system (UMTS), long term evolution (LTE), IEEE 
802.16, evolution data optimized (EV-DO), etc.). Each con 
version of outbound data into outbound symbol streams may 
include one or more of digital intermediate frequency to 
baseband conversion, time to frequency domain conversion, 
space-time-block decoding, space-frequency-block decod 
ing, demodulation, frequency spread decoding, frequency 
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hopping decoding, beam forming decoding, constellation 
demapping, deinterleaving, decoding, depuncturing, and/or 
descrambling. 
0.168. The transmitter section 14, which includes a plural 
ity of transmitters as described with reference to FIG. 1 or as 
may be subsequently described with reference to FIGS. 115 
129, receives the multiple output symbol streams and con 
verts each of them into an outbound RF signal in accordance 
with the corresponding standard. The transmitter section 14 
provides each of the outbound RF signals to a corresponding 
one of the antenna interfaces, which in turn provides the 
outbound RF signals to a corresponding one of the antenna 
assemblies 10 for transmission. 
(0169. Each of the antenna assemblies 10 also receives 
inbound RF signals that it provides to the discrete digital 
receiver section 18 via a corresponding one of the antenna 
interfaces 12. The discrete digital receiversection 18 includes 
one or more discrete digital receivers to convert each of the 
inbound RF signals into multiple inbound symbol streams. 
The baseband processing module 20 converts each of the 
inbound symbol streams into separate inbound data in accor 
dance with one or more wireless communication standards 
(e.g., GSM, CDMA, WCDMA, HSUPA, HSDPA, WiMAX, 
EDGE, GPRS, IEEE 802.11, Bluetooth, ZigBee, universal 
mobile telecommunications system (UMTS), long term evo 
lution (LTE), IEEE 802.16, evolution data optimized (EV 
DO), etc.). Such a conversion may include one or more of: 
digital intermediate frequency to baseband conversion, time 
to frequency domain conversion, space-time-block decoding, 
space-frequency-block decoding, demodulation, frequency 
spread decoding, frequency hopping decoding, beam forming 
decoding, constellation demapping, deinterleaving, decod 
ing, depuncturing, and/or descrambling. 
0170 The power management unit, if included, performs 
a variety of functions. Such functions include monitoring 
power connections and battery charges, charging a battery 
when necessary, controlling power to the other components 
of the wireless transceiver and/or the portable computing 
communication device, generating Supply Voltages, shutting 
down unnecessary modules, controlling sleep modes of the 
modules, and/or providing a real-time clock. To facilitate the 
generation of power Supply Voltages, the power management 
unit may includes one or more Switch-mode power Supplies 
and/or one or more linear regulators. 
0171 FIG. 4 is a schematic block diagram of an embodi 
ment of a receiver of one or more of the transceivers of FIGS. 
1-3 that includes a band pass filter (BPF) 40, a sample and 
hold filter circuit 44, a discrete time filter 46, and a conversion 
module 49, which may include a down conversion module 48 
and/or an analog to digital converter (ADC) 50. The receiver 
18 may further include a low noise amplifier (LNA) module 
42 (e.g. one or more low noise amplifiers coupled in series 
and/or in parallel) and a clock circuit module 16. The clock 
circuit module 16 includes a clock generator 52, a sample and 
hold (S&H) clock circuit 54, a filter clock circuit 54, a local 
oscillation (LO) clock circuit 56, and an analog to digital 
converter (ADC) clock circuit 58. 
0172. In an example of operation, the band pass filter 40 
receives an inbound wireless (e.g., RF or MMW) signal from 
the antenna interface. The band pass filter 40 attenuates out of 
band signal components and passes, Substantially unattenu 
ated, in-band signal components of the inbound RF signal 
(e.g., a filtered inbound wireless signal). The low noise ampli 
fier 42 amplifies the filtered inbound RF signal to produce an 
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amplified inbound RF signal. With reference to FIG. 5, an 
inbound RF signal is shown in the frequency domain to have 
in-band signal components centered about an RF or MMW 
(millimeter wave) carrier frequency and out of band signal 
components at the edges of the signal. The output of the low 
noise amplifier 42 is shown in the frequency domain to Sub 
stantially attenuate the out of band signal components and to 
pass, Substantially unattenuated, the inbound signal compo 
nents of the inbound RF signal. 
0173 Returning to the discussion of FIG. 4, the sample 
and hold filter 44 receives the amplified inbound RF signal 
and samples it in accordance with a sample clock signal and 
a hold clock signal, wherein the sample and hold clock signals 
have at a rate corresponding to a multiple of the bandwidth of 
the filtered inbound wireless signal (e.g., =>2*bandwidth of 
the inbound wireless signal). With reference to FIG. 6, the 
sample and hold circuit 44 receives the amplified inbound RF 
signal (shown in the frequency domain) and samples it at a 
sampling frequency (fs). In this example, the sampling fre 
quency is greater than or equal to two times the bandwidth of 
the amplified inbound RF signal. In general, the bandwidth of 
the amplified inbound RF signal corresponds to the band 
width of the baseband signal component of the inbound RF 
signal. For instance, the bandwidth of the baseband inbound 
signal may be a few hundred kilohertz to tens of megahertz. 
The sample and hold filter 44 outputs, in the frequency 
domain, a plurality of pulses spaced in frequency by the 
sampling frequency (i.e., a frequency domain pulse train). 
The sample and hold output includes a pulse at RF, which 
corresponds to the original inbound RF signal. The function 
ality of the sample and hold circuit 44 will describe in greater 
detail with reference to FIGS. 7 through 32. 
0.174 Returning to the discussion of FIG. 4, the discrete 
time filter 46 (which may be a finite impulse response filter, an 
infinite impulse response filter, a frequency translation band 
pass filter, and/or other type of discrete filter) receives the 
output of the sample and hold filter circuit and filters it. 
Depending on the filtering response of the discrete time filter, 
the discrete time filter will output, in the frequency domain, a 
single pulse of the sample and hold output at a particular 
frequency (i.e., a filtered sample pulse). For example, if the 
filtering response of the discrete time filter corresponds to a 
bandpass filter 40 centered at RF, the discrete time filter 46 
will output the pulse at RF and attenuate the pulses at the other 
frequencies. As another example, if the filter response of 
discrete time filter corresponds to a bandpass filter 40 cen 
tered at an intermediate frequency, the discrete time filter 46 
will output the pulse at the intermediate frequency and attenu 
ate the pulses at the other frequencies. Various embodiments 
of a discrete time filter 46 will be described in greater detail 
with reference to FIGS. 33-37. 

0.175. The conversion module 49 is operable to convert the 
filtered sample pulse into an inbound baseband signal. In one 
example, the discrete time filter module 46 outputs the filtered 
sample pulse at baseband. In this example, the conversion 
module includes the analog to digital converter 50, which 
converts the filtered sample pulse into the inbound baseband 
signal. 
0176). In another example, the conversion module 49 
includes the down conversion module 48 and the ADC 50. In 
this example, the down conversion module 48 may be imple 
mented using analog circuitry (e.g., a mixer, a local oscilla 
tion, and one or more pass filters) or it may be implemented as 
discrete time digital circuitry (e.g., a sample and hold circuit 
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44 and a discrete time filter 46). Regardless of the implemen 
tation, the down conversion module 48 converts the output of 
the discrete time filter 46 to a baseband signal (e.g., an analog 
symbol stream). The analog to digital converter 50 converts 
the baseband signal into a digital signal (e.g., an inbound 
symbol stream), which may be process as previously 
described with reference to FIGS 1-3. 
0177. The clock circuit module 16 (or clock generation 
circuit) includes a clock generation module 50, a sample and 
hold (S&H) clock module 52, a discrete time filter clock 
module 54, and a conversion module clock (e.g., the ADC 
clock module 58, which may further include the down con 
version (LO) clock module 56). The clock generation module 
60 (e.g., a phase locked loop, a crystal oscillator, a digit 
frequency synthesizer, etc.) is operable to generate a system 
clock signalata desired frequency (e.g., 1 GHZ to hundreds of 
GHz). 
0.178 The S&H clock module 52 (e.g., a phase locked 
loop, a clock rate divider, a clock rate multiplier, etc.) gener 
ates a sample and hold clock signal from the system clock 
signal to have a rate that corresponds to the multiple of the 
bandwidth of the filtered inbound wireless signal (e.g., 2*BW 
of inbound signal). The S&H clock signal may include a 
sample clock signal having a duty cycle and a hold clock 
signal having a duty cycle. The duty cycles of the sample 
clock signal and the hold clock signal may be the same or 
different and may affect the frequency response of the sample 
and hold module as is further discussed with reference to one 
or more of FIGS. 7-18. 

0179 The discrete time filter clock module 54 (e.g., a 
phase locked loop, a clock rate divider, a clock rate multiplier, 
etc.) generates a filterclock from the system clock signal. The 
conversion clock module (e.g., one or more of a phase locked 
loop, a clock rate divider, a clock rate multiplier, etc.) gener 
ates a conversion clock signal (e.g., an ADC clock signal and 
may further include a down conversion clock signal) from the 
system clock signal. 
0180 FIGS. 7-18 illustrate one or more examples of the 
operation of the sample and hold filter circuit within a 
receiver of FIG. 4 and/or of any of the other figures. FIGS. 
19-29 illustrates one or more embodiments of the sample and 
hold circuit that may be used within a receiver as discussed 
herein. 
0181 FIG. 7 is a diagram of an example of an input signal 
g(t) in the time domain. The signal may be representative of a 
baseband communication signal having one or more channels 
and or subcarriers. For example, in an OFDM (orthogonal 
frequency division multiplexing) scheme, the baseband is 
divided into a plurality of subcarriers, where some of the 
Subcarriers carry encoded data. As another example, the input 
signal g(t) may represent a sinusoidal signal, a complex sinu 
soidal signal, or other type of signal. Generally, the input 
signal g(t) may be expressed as a Sum of sinusoidal signals 
(e.g., g(t)=A cos(c)(t))+A2 cos(c)2(t))+A cos(cos(t))+ . . . . 
0182 FIG. 8 is a diagram of an example of the sample and 
hold input signal G(f) in the frequency domain. In this 
example, the frequency domain representation of the signal is 
centered at 0 Hz with a bandwidth that spans from-fc to +fc. 
where fic corresponds to the highest frequency component of 
the time domain input signal g(t). As another example, if the 
input signal corresponds to a baseband communications sig 
nal having a bandwidth of 2 MHz, then fe is 2 MHz. 
0183 FIG. 9 is a diagram of an example of sample and 
hold input signal g(t) being sampled at a given sampling 
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period (T,) to produce a plurality of sample pulses g(t). Each 
sample pulse has a magnitude corresponding to the magni 
tude of the input signal g(t) at the corresponding sampling 
point. Note that the sampling period (Ts) corresponds to the 
inverse of the sampling frequency (fs) and the sampling fre 
quency (fs) is equal to or greater than twice the highest fre 
quency components of the input signal g(t) (i.e. fs=2*fc). 
0184 FIG. 10 is a diagram of an example of the sampled 
inbound signal (e.g., g(t)) in the frequency domain, which is 
expressed as G(f). In this example, the frequency domain 
representation of the sampled signal G.(f) includes the fre 
quency domain representation of the original signal (e.g., the 
one shown in FIG. 8) and images of the original signal at 
frequencies corresponding to the sampling frequency and 
multiples of the sampling frequency. Note that while the 
sampling frequency should be at least twice the highest fre 
quency components of the input signal (e.g., fs=2*fc), the 
present example has the sampling frequency at approxi 
mately 4 times the highest frequency component of the input 
signal (e.g., fiss4*fc). 
0185 FIG. 11 is a diagram of an example of sampling and 
holding the input signal g(t) in the time domain. As shown in 
FIG.9, the sampling of the input signal produces a plurality of 
sample pulses at an interval corresponding to the sampling 
period (Ts). For each sampled pulse, it is held for a holding 
period (Th), which is less than or equal to the sampling period 
(Ts), to produce a plurality of sampled and held pulses (e.g., 
g(t)). In the present example, the holding period is approxi 
mately /2 of the sampling period. 
0186 FIG. 12 is a diagram of an example of the sampled 
and held signal (e.g., g(t)) in the frequency domain, which is 
expressed as G(f). The example further illustrates various 
sample and hold filtering responses for different ratios of 
T-to-T. In this example, G.(f) includes a plurality of 
sampled and held pulses at frequency intervals corresponding 
to the sampling frequency and multiples thereof. In addition, 
the example includes various filter responses for the sample 
and hold filter circuit based on ratios of the sampling period 
(Ts) to the holding period (Th). For instance, as the ratio of the 
holding period to the sampling period approaches one, the 
filter response of the sample and hold filter circuit more 
closely approximates a sinX/X waveform. Accordingly, by 
varying the ratio of the holding period to the sampling period, 
the filter response of the sample and hold filter circuit may be 
varied. 
0187 FIG. 13 is a diagram of an example of an input RF 
signal g(t) in the time domain. The signal may be represen 
tative of an RF modulated communication signal having one 
or more channels and or Subcarriers. For example, in an 
OFDM (orthogonal frequency division multiplexing) 
scheme, the baseband is divided into a plurality of subcarri 
ers, which are up converted to RF signals. As another 
example, the input signal g(t) may represent a communication 
signal that is transmitted in the RF and/or MMW frequency 
bands in accordance with one or more wireless communica 
tion standards. Generally, the inbound RF signal g(t) may be 
expressed g(t) A(t)cos(cos(t)+cos(t)+(p(t)), A(t) repre 
sents amplitude information of the baseband signal, ()(t) 
represents the RF carrier frequency, cos(t) represents the 
frequency of the baseband signal, and p(t) represents phase 
information of the baseband signal. 
0188 FIG. 14 is a diagram of an example of the inbound 
RF signal (e.g., g(t)) in the frequency domain, which is 
expressed as G(f), as shown, the frequency domain represen 

Jan. 31, 2013 

tation of the inbound RF signal includes a frequency domain 
pulse at the RF frequency and the corresponding negative RF 
frequency. The bandwidth of the frequency domain pulse 
corresponds to the largest signal component of the baseband 
signal (e.g., SIG(t)=A(t)cos(cos(t)+(p(t)). 
0189 FIG. 15 is a diagram of an example of the inbound 
RF signal, in the frequency domain, being sampled at a sam 
pling frequency (f), which may be expressed as G(f). In this 
example, a frequency domain pulse is positioned infrequency 
based on the sampling frequency and multiples thereof. The 
plurality of frequency domain pulses includes the original 
frequency domain pulses of FIG. 14. In this example, the 
sampling frequency is approximately equal to 4 the RF fre 
quency and frequency pulse train is shown without sample 
and hold filtering. 
0.190 FIG. 16 is a diagram of an example of the frequency 
domain representation of the sampled and held inbound RF 
signal G.(f) being filtered by the sample and hold filtering 
circuit. In this example, the holding period (Th) is much less 
than 4 of the sampling period (Ts), which yields a relatively 
flat sinX/X filtering response between -RF and RF. In gen 
eral, the frequency pulse at 0 Hz will have less distortion than 
frequency pulses at other frequencies, however, with this type 
of sample and hold filtering, the distortion in the range illus 
trated may be negligible. 
0191 FIG. 17 is a diagram of another example of the 
frequency domain representation of the sampled and held 
inbound RF signal G.(f) being filtered by the sample and 
hold filtering circuit. In this example, the holding period (Th) 
is approximately 4 of the sampling period (TS), which yields 
a bandpass filter response between -RF and RF. 
0.192 FIG. 18 is a diagram of another example of the 
frequency domain representation of the sampled and held 
inbound RF signal G(f) being filtered by the sample and 
hold filtering circuit. In this example, the holding period (Th) 
is approximately equal to the sampling period (Ts), which 
yields a sinX/X response between -RF and RF. 
0193 FIGS. 19-32 illustrate one or more embodiments 
and/or one or more components a sample and hold module 
that may be used in a receiver or in a transmitter and will be 
discussed in greater detail below. In general, a sample and 
hold module includes a sample Switching module, an imped 
ance module (e.g., a capacitor, a capacitor-inductor circuit, 
and an active element capacitor-inductor circuit), and a hold 
Switching module. The sample Switching module (e.g., one or 
more transistors, Switches, etc.) outputs samples of an 
inbound wireless signal in accordance with a sampling clock 
signal. The impedance module temporarily stores the samples 
of the inbound wireless signal. The hold switching module 
(e.g., one or more transistors, Switches, etc.) outputs a filtered 
representation of the samples in accordance with a hold clock 
signal to produce a frequency domain sample pulse train. 
0194 The sample and hold clock module generates the 
sampling clock signal and the hold clock signal in accordance 
with a sample and hold clock control signal, which is gener 
ated by a processing module. In an example, the processing 
module generates the sample and hold clock control signal to 
facilitate establishing the filter response of the sample and 
hold module, wherein the filter response of the sample and 
hold module is in accordance with a ratio between the sam 
pling clock signal and the hold clock signal. 
0.195 FIG. 19 is a schematic block diagram of an embodi 
ment of a sample and hold filter circuit 44 that includes a 
sample driver 62, a sample Switch 64, a sample impedance 66, 
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a hold driver 68, a hold switch 70, and a hold impedance 72. 
Each of the impedances (Z) 66 and 72 may be one or more 
capacitors (which may be implemented as shown in FIG. 21), 
a resistor-capacitor circuit, an active impedance, or a tank 
circuit (which may be implemented as shown in FIG. 22). 
0196. In an example of operation, an input signal is pro 
vided to the input of the sample driver. When activated by the 
sample clock 74 (which is active for a sampling period at the 
sampling frequency), the sample driver 62 drives the input 
signal on to the impedance 66, which imposes the magnitude 
of the input signal on the impedance 66. While the sample 
Switch 64 is closed, the Voltage imposed on the impedance 
substantially matches the voltage of the input signal. When 
the sample Switch 64 opens, the sample impedance 66 has the 
most recent Voltage of the input signal imposed thereon. 
0197) After the sample switch 64 opens and before it 
closes again for the next sample, the hold switch 70 is closed 
(which is toggled for a holding period at the sampling fre 
quency) in accordance with the hold clock 76. With the hold 
switch 70 closed, the hold driver 68 imposes the voltage 
imposed on the sample impedance 66 on to the hold imped 
ance 72. The voltage on the hold impedance 66 may be read 
at any time after the hold switch 64 is closed and the voltage 
on the hold impedance 72 is substantially stable. The process 
repeats for the next sample and hold interval. Note that there 
are a variety of ways to implement the drivers 62 and 68, the 
switches 64 and 70, and/or the impedances 66 and 72. 
0198 FIG. 20 is a schematic block diagram of another 
embodiment of a sample and hold filter circuit 44 that 
includes a sample driver 62, a sample Switch 64, a sample 
impedance 66, a hold driver 68, and a hold switch 70. Each of 
the impedances (Z) 66 may be one or more capacitors 78 
(which may be implemented as shown in FIG. 21), a resistor 
capacitor circuit 80, an active impedance, or a tank circuit 
(which may be implemented as shown in FIG. 22). 
0199. In an example of operation, an input signal is pro 
vided to the input of the sample driver. When activated by the 
sample clock 74 (which is toggled for a sampling period at the 
sampling frequency), the sample driver 62 drives the input 
signal on to the impedance 66, which imposes the magnitude 
of the input signal on the impedance 66. While the sample 
Switch 64 is closed, the Voltage imposed on the impedance 
substantially matches the voltage of the input signal. When 
the sample Switch 64 opens, the sample impedance 66 has the 
most recent Voltage of the input signal imposed thereon. 
0200. After the sample switch 64 opens and before it 
closes again for the next sample, the hold switch 70 is closed 
(which is toggled for a holding period at the sampling fre 
quency). With the hold switch 70 closed, the hold driver 68 
outputs the Voltage imposed on the sample impedance 66. The 
process repeats for the next sample and hold interval. 
0201 FIG. 23 is a schematic block diagram of another 
embodiment of a sample and hold filter circuit 44 that 
includes a sample driver 62, a sample Switch 64, a sample 
impedance circuit (Zckt) 82, a hold driver 68, a hold switch 
70, a control module 84 (e.g., a module of the baseband 
processing module), and a hold impedance circuit 86. Each of 
the impedance circuits (Zckt) 82and86 includes a circuit that 
has a frequency response in a frequency range of interest of 
the sample and hold process. For example, the impedance 
circuit 82 and 86 may be a capacitor-inductor-capacitor filter 
88 (as shown in FIG. 25) that is tuned to the frequency of the 
input signal (e.g., RF), is tuned to the sampling frequency (fs), 
is tuned to a multiple of the sampling frequency, or is tuned to 
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baseband. As a more specific example, the capacitor C2 and 
the inductor L. may be tuned to RF, such that RF signals pass 
Substantially unattenuated to capacitor C1, which stores the 
Voltage of the input signal during the sampling period. 
0202 Another example of the impedance circuit 82and86 
includes one or more active components (e.g., an operational 
amplifier, transistor, etc.) that is configured to produce a 
desired frequency response at RF. at fs, at nfs, or at base 
band. The impedance circuit 82 and 86 further includes a 
storage element (e.g., a capacitor). The desired frequency 
response may be a notch filter response, a bandpass filter 
response, a high pass filter response, a low pass filter 
response, etc. For example, the impedance circuit 90 of FIG. 
26 may be implemented to provide a band pass filter at RF 
Such that RF signals pass Substantially unattenuated to 
capacitor C1, which stores the Voltage of the input signal 
during the sampling period. 
0203. In an example of operation, an input signal is pro 
vided to the input of the sample driver 62. When activated by 
the sample clock 74 (which is toggled for a sampling period at 
the sampling frequency), the sample driver 62 drives the input 
signal to the impedance circuit 82. The impedance circuit 82 
filters the input signal in accordance with its frequency 
response and stores a filtered representation of the input sig 
nal on a storage element (e.g., a capacitor). While the sample 
switch 64 is closed, the voltage stored by the sample imped 
ance circuit 82 substantially matches the voltage of the input 
signal provided that the input signalis within the unattenuated 
region of the filter response of the sample impedance circuit 
82. When the sample switch 64 opens, the sample impedance 
circuit 82 is storing the most recent Voltage of the input signal. 
0204 After the sample switch 64 opens and before it 
closes again for the next sample, the hold switch 70 is closed 
(which is toggled for a holding period at the sampling fre 
quency). With the hold switch 70 closed, the hold driver 68 
provides the Voltage stored in the sample impedance circuit 
82 to the hold impedance circuit 86, which stores a filtered 
representation of the inputted Sample on a storage element 
(e.g., a capacitor). While the hold switch 70 is closed, the 
voltage being stored by the hold impedance circuit 86 sub 
stantially matches the Voltage stored by the sample imped 
ance circuit 86 provided that the input signal is within the 
unattenuated region of the filter response of the hold imped 
ance circuit 86. The voltage stored by the hold impedance 
circuit 86 may be read at any time after the hold switch 70 is 
closed and the voltage stored by the hold impedance circuit 86 
is substantially stable. The process repeats for the next sample 
and hold interval. 

0205 FIG. 24 is a schematic block diagram of another 
embodiment of a sample and hold filter circuit 44 that 
includes a sample driver 62, a sample Switch 64, a sample 
impedance circuit (Z ckt) 82, a hold driver 68, and a hold 
switch 70. Each of the impedance circuits (Zckt) 82 includes 
a circuit that has a frequency response in a frequency range of 
interest of the sample and hold process. For example, the 
impedance circuit 82 may be a capacitor-inductor-capacitor 
filter 88 (as shown in FIG.25) that is tuned to the frequency of 
the input signal (e.g., RF), is tuned to the sampling frequency 
(fs), is tuned to a multiple of the sampling frequency, or is 
tuned to baseband. Another example of the impedance circuit 
82 may be implemented as shown in FIG. 26. 
0206. In an example of operation, an input signal is pro 
vided to the input of the sample driver 62. When activated by 
the sample clock 74, the sample driver 62 drives the input 
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signal to the impedance circuit 82. The impedance circuit 82 
filters the input signal in accordance with its frequency 
response and stores a filtered representation of the input sig 
nal on a storage element (e.g., a capacitor). While the sample 
switch 64 is closed, the voltage stored by the sample imped 
ance circuit 82 substantially matches the voltage of the input 
signal provided that the input signalis within the unattenuated 
region of the filter response of the sample impedance circuit 
82. When the sample switch 64 opens, the sample impedance 
circuit 82 stores the most recent Voltage of the input signal. 
0207. After the sample switch 64 opens and before it 
closes again for the next sample, the hold switch 70 is closed. 
With the hold switch 70 closed, the hold driver 68 outputs the 
Voltage stored in the sample impedance circuit 82. At the next 
sample period, the process repeats. 
0208 FIG. 27 is a diagram of an example of the frequency 
domain representation of the sampled and held inbound RF 
signal G(f) (of FIG. 15) being filtered by the sample and 
hold filtering circuit of FIG. 23 or 24. In this example, the 
holding period (Th) is much less than 4 of the sampling 
period (Ts), which yields a relatively flat sinX/X filtering 
response between-RF and RF. The impedance circuits of the 
sample and hold circuit filter are tuned, via the processing 
module, to provide a bandpass filter centered at RF. As such, 
the filtering provided by the impedance circuits pass, Substan 
tially unattenuated, the original RF frequency pulses and 
attenuate the other frequency pulses. 
0209 FIG. 28 is a diagram of another example of the 
frequency domain representation of the sampled and held 
inbound RF signal G(f) (of FIG. 15) being filtered by the 
sample and hold filtering circuit of FIG. 23 or 24. In this 
example, the holding period (Th) is much less than /4 of the 
sampling period (Ts), which yields a relatively flat sinX/X 
filtering response between -RF and RF. The impedance cir 
cuits of the sample and hold circuit filter are tuned, via the 
processing module, to provide abandpass filter centered at fs 
(i.e., the sample frequency). As such, the filtering provided by 
the impedance circuits pass, Substantially unattenuated, the 
frequency pulses at the sample frequency (-fs and fs) and 
attenuate the other frequency pulses. 
0210 FIG. 29 is a diagram of another example of the 
frequency domain representation of the sampled and held 
inbound RF signal G(f) (of FIG. 15) being filtered by the 
sample and hold filtering circuit of FIG. 23 or 24. In this 
example, the holding period (Th) is much less than /4 of the 
sampling period (Ts), which yields a relatively flat sinX/X 
filtering response between -RF and RF. The impedance cir 
cuits of the sample and hold circuit filter are tuned, via the 
processing module, to provide abandpass filter baseband. As 
Such, the filtering provided by the impedance circuits pass, 
Substantially unattenuated, the frequency pulses at the base 
band and attenuate the other frequency pulses. 
0211 FIG.30 is a schematic block diagram of an embodi 
ment of a sample and hold clock generator circuit 92 coupled 
to the clock generator 94. The S&H clock circuit 96 includes 
a clock rate adjust module 98, a phase shift module 100, a 
control module 102, a plurality of switch modules 104, and a 
plurality of logic circuits 106. 
0212. In an example of operation, the clock rate adjust 
module 98 receives a source clock 108 from the clock gen 
erator 94 and adjusts the rate of the source clock 108 up. 
down, or null to produce a clock signal at the desired sampling 
frequency 110. The clock rate adjust module 98 may be 
implemented as a programmable clock divider, program 
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mable clock multiplier, a digital frequency synthesizer, a 
phase locked loop, and/or a combination thereof. 
0213. The phase shift module 100, which may be imple 
mented by an adjustable delay line, produces a plurality of 
phase shift representations of the clock signals at the desired 
sampling frequency. With reference to FIG.31, the phase shift 
module 100 may output a plurality of phased shifted clock 
signals wherein the first phase shifted clock signal corre 
sponds to the original clock signal and the remaining phase 
shifted clock signals are successively offset from the first 
phase shifted clock signal by a phase offset 120 (e.g., a few 
degrees to 10's of degrees). 
0214) Returning to the discussion of FIG. 30, each of the 
switch modules 104 receives the plurality of phase shifted 
clock signals. Based on one or more control signals from the 
control module 102, a switching module 104 selects one of 
the phase shifted clock signals to represent the rising edge of 
the clock signal 112 (e.g., the sample (S) clock 116 or the hold 
(H) clock 118) and selects another one of the phase shifted 
clock signals to represent the falling edge of the clock 114 
(e.g., the sample (S) clock 116 or the hold (H) clock 118). The 
logic circuit 106 utilizes the selected signals to generate the 
corresponding clock signal (e.g., the sample (S) clock 116 or 
the hold (H) clock 118). 
0215. For example and with reference to FIG.32, the clock 
signal at the sampling frequency 110 may be selected to 
provide the rising edge 112 of the sample clock (S clk) 116 
and a Subsequent phase shifted clock signal is selected to 
provide the falling edge 114 of the sample clock 116. The 
logic circuit 106 combines the clock signals (e.g., a flip flop is 
set by the rising edge 112 of the first selected clock and reset 
by the falling edge 114 of the other clock or some other 
combination of logic circuits 106 to generate a rising edge 
112 and falling edge 112 of the desired clock signal from one 
or more of the selected clock signals) to the desired clock 
signal. For example, the logic circuit 106 may generate the 
sample clock signal 116 to have a duty cycle that is greater 
than, equal to, or less than the duty cycle of the clock signal at 
the sample frequency (e.g., clk (a) fs). Note that the duty cycle 
of the clock signal at the sampling frequency may be adjust 
able 122 via the clock rate adjust module 98. 
0216. After a delay from the falling edge 114 of the sample 
clock (which may correspond to one or more phase offsets), a 
phase shifted clock is selected to provide the rising edge 112 
of the hold clock (H clk) 118 and a subsequent phase shifted 
clock is selected to provide the falling edge 114 of the hold 
clock 118. The duty cycle of the hold clock 118 is selected to 
be a desired ratio to the duty cycle of the sample clock to 
provide the desired bandpass sample and hold filtering. Note 
that more or less phase shifted clock signals may be selected 
to generate the desired sample clock or the desired hold clock 
118. 

0217. In another example of a receiver, the receiver may 
include a sample and hold module, a programmable discrete 
time filter module and a conversion module, which converts 
filtered sample pulse into an inbound baseband signal. The 
sample and hold module is operable to sample and hold, at a 
rate corresponding to a multiple of a frequency-dependent 
component of an inbound wireless signal, the inbound wire 
less signal to produce a frequency domain sample pulse train. 
Note that the frequency-dependent component may be the 
bandwidth (BW) of the inbound wireless signal, an RF or 
MMW carrier frequency of the inbound wireless signal, the 
BW plus nearby interference signals of the inbound wireless 
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signal, and/or the RF or MMW carrier frequency plus nearby 
interference signals of the inbound wireless signal. 
0218. The programmable discrete time filter module 
(which may be a programmable FIR filter, a programmable 
IIR filter, and/or a programmable FTBPF) is operable to 
generate control information (e.g., controls and/or settings) in 
accordance with a desired bandpass filter response. The pro 
grammable discrete time filter module is then operable to 
establish one or more of bandpass region, gain, center fre 
quency, roll-off, and quality factor in accordance with the 
control information to produce a bandpass filter response. 
The programmable discrete time filter module is then oper 
able to filter, in accordance with the bandpass filter response, 
the frequency domain sample pulse train to produce a filtered 
sample pulse. 
0219 FIG.33 is a schematic block diagram of an embodi 
ment of a programmable discrete time filter 124 that includes 
a finite impulse response (FIR) topology coupled to the filter 
clock circuit 126. The programmable FIR filter 124 includes 
a control module 128, a programmable delay line (e.g., a 
plurality of delay elements (e.g., Z)), a plurality of stages, a 
plurality of Summing modules 130 (e.g., analog or digital 
adders), and an output module 132 (e.g., a multiplexer, a 
Switch module, etc.). Each stage includes a coefficient mod 
ule 134 (e.g., a buffer), a multiplier 136, and a driver 138. 
0220. In an example of operation, the control module 128 
sets the number of stages to establish the desired response of 
the filter 124, sets the coefficients 134 accordingly, and sets 
the controls 140 for the delay line (e.g., rise time, fall time, 
resetting or setting offlip-flops, etc.). The control module 128 
receives information from the baseband processing module, 
which it uses to determine the particular settings 142 and 
control signals 140 (i.e., it determines the desired filter 
response and the corresponding settings 142). The informa 
tion corresponds to operation of the wireless transceiver, the 
operation of the receiver only, and/or some other factors that 
effect performance of the wireless transceiver or receiver. 
Alternatively, the baseband processing module determines 
the desired filter response and provides the settings 142 and 
control signals 140 to the control module 128. 
0221) With the number of stages, coefficients 134, and 
control signals 140 established, the first delay element of the 
delay line receives a first sample and hold signal g(t) from 
the sample and hold filter circuit. The first stage also receives 
the inbound RF signal and processes it accordingly (e.g., 
scales the magnitude of the sample based on the coefficient, 
etc.). At the next clock interval (or multiple clock intervals) as 
provided by the filter clock circuit 126, each of the first delay 
element and the first stage receives a second sample and hold 
signal and processes it accordingly. In addition, the previous 
sample and hold signal is provided to the second delay line 
element and to the second stage. 
0222. The programmable FIR filter 124 continues to 
receive sample and hold signals from the sample and hold 
filter circuit and propagates them through the corresponding 
circuitry to produce an output 144. The output 144 is a filtered 
representation of the output 144 of the sample and hold cir 
cuits, which corresponds to a filtered representation of the 
inbound RF signal at RF, at IF, at fs, or at baseband. 
0223) While the programmable FIR filter 124 is shown 
with a particular configuration, other configurations of the 
programmable FIR filter are possible. For example, a stage of 
the programmable FIR filter may include an amplifier stage 
instead of the coefficient module 134, multiplier 136, and 
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driver 138. As another example, the delay elements may be 
independent delay devices (i.e., not part of the delay line) and 
may be individually programmable (e.g., rise time, fall time, 
delay, etc.). As yet another example, the discrete time filter 
124 may include a clock circuit to adjust the clock received 
from the filter clock circuit 126. 
0224 FIG. 34 is a schematic block diagram of another 
embodiment of a programmable discrete time filter 124 hav 
ing an infinite impulse response (IIR) topology coupled to the 
filter clock circuit 126. The programmable IIR filter 124 
includes a control module 128, two programmable delay lines 
(e.g., one input set of delay elements (e.g., Z) and one 
output set of delay elements), a plurality of stages (e.g., input 
and output stages, each stage including a coefficient register 
134 and a multiplier 136), a summing module 130 (e.g., 
analog or digital adders), and a selection module 146 (e.g., a 
multiplexer, a Switch module, etc.). Each stage includes a 
coefficient module 134 (e.g., a buffer), a multiplier 136, and 
may further include a driver (not shown). 
0225. In an example of operation, the control module 128 
sets the number of stages to establish the desired response of 
the filter 124 (e.g., provides a select control signal 154 to the 
selection module 146), provides settings 150 to the coeffi 
cient registers 134 accordingly, and sets the controls for the 
delay lines 148 (e.g., rise time, fall time, resetting or setting of 
flip-flops, etc.). The control module 128 receives information 
from the baseband processing module, which it uses to deter 
mine the particular settings and control signals (i.e., it deter 
mines the desired filter response and the corresponding set 
tings). The information corresponds to operation of the 
wireless transceiver, the operation of the receiver only, and/or 
some other factors that effect performance of the wireless 
transceiver or receiver. Alternatively, the baseband process 
ing module determines the desired filter response and pro 
vides the settings and control signals to the control module 
128. 

0226. With the number of stages, coefficients 134, and 
control signals are established, the first delay element of the 
input delay line receives a first sample and hold signal g(t) 
from the sample and hold filter circuit. The first input stage 
also receives the inbound RF signal and processes it accord 
ingly (e.g., Scales the magnitude of the sample based on the 
coefficient, etc.). At the next clock interval (or multiple clock 
intervals) of the clock signal 152 as provided by the filter 
clock circuit 126, each of the first input delay element and the 
first input stage receives a second sample and hold signal and 
processes it accordingly. In addition, the previous sample and 
hold signal is provided to the second input delay line element, 
to the second input stage, and to the Summing module 130 via 
the selection module 146 to produce a current output 144. The 
current output 144 is received by the first delay element of the 
output delay line. 
0227. The programmable IIR filter 124 continues to 
receive sample and hold signals from the sample and hold 
filter circuit and propagates them through the corresponding 
circuitry to produce an output 144. The output 144 is a filtered 
representation of the output 144 of the sample and hold cir 
cuits, which corresponds to a filtered representation of the 
inbound RF signal at RF, at IF, at fs, or at baseband. 
0228. While the programmable IIR filter 124 is shown 
with a particular configuration, other configurations of the 
programmable IIR filter 124 are possible. For example, a 
stage of the programmable IIR filter 124 may include an 
amplifier stage instead of the coefficient module 134, multi 
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plier 136, and driver. As another example, the delay elements 
may be independent delay devices (i.e., not part of the delay 
line) and may be individually programmable (e.g., rise time, 
fall time, delay, etc.). As yet another example, the discrete 
time filter 124 may include a clock circuit to adjust the clock 
received from the filter clock circuit 126. 

0229 FIG.35 is a schematic block diagram of an embodi 
ment of a frequency translation band pass filter (FTBPF) 156 
coupled to filter the output of the sample and hold filter circuit 
158. The FTBPF 156 includes a plurality of transistors 160 
(e.g., a Switching network) and a plurality of baseband imped 
ances 162 (Z(s)). 
0230. In an example of operation, the FTBPF 156 provides 
a high-Q (quality factor) RF filter that filters the output of the 
sample and hold circuit 158 such that desired frequency pulse 
(e.g., RF, IF, fs, or baseband) is passed Substantially unattenu 
ated to the down conversion module 164 and undesired fre 
quency pulses are attenuated. To achieve Such a filter, the 
baseband impedances 162 ((Z(s)) collectively provide a 
low-Q baseband filter having a corresponding filter response, 
where each of the baseband impedances 162 may be a capaci 
tor, a Switched capacitor filter, a Switch capacitor resistance, 
and/or a complex impedance. Note that the impedance of 
each of the baseband impedances 162 may be the same, 
different, or combination thereof. Further note that the 
impedances of each of baseband impedances 162 may be 
adjusted via control signal from the baseband processing 
module to adjust the properties of the low-Q baseband filter 
166 (e.g., bandwidth, attenuation rate, quality factor, etc.). 
0231. The low-Q baseband filter 166 is frequency trans 
lated to the desired RF frequency to produce the high-Q RF 
filter 168 via the clock signals 172 provided by the filter clock 
170. FIG.37 illustrates the frequency translation of the low-Q 
baseband filter 166 response to the high-Q RF filter 168 
response and FIG. 36 illustrates an embodiment of the filter 
clock circuit 170. As shown in FIG. 36, the filter clock circuit 
170 produces four clocks signals each having a 25% duty 
cycle and sequentially phase offset by 90°. The clock signals 
have a frequency corresponding to the carrier frequency of the 
desired frequency pulse and can be adjusted to better track the 
desired frequency pulse. 
0232 Returning to the discussion of FIG.35, the FTBPF 
156 receives the clock signals 172, which are coupled to the 
transistors 160 to sequentially couple their respective base 
band impedances 162 to the output of the sample and hold 
filter circuit 158. With the clock rate being at the desired 
frequency pulse (e.g., at the RF pulse), the low-Q bandpass 
filter 166 provided by the baseband impedance 162 is shifted 
to RF (or other desired frequency) creating the high-Q RF 
bandpass filter 168. 
0233 FIG. 38 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a sample and hold filter circuit 158, a 
FTBPF 156, a programmable FIR filter 174, a down conver 
sion module 164, and an analog to digital converter (ADC) 
176. The receiver may further include a band pass filter 
(BPF), a low noise amplifier (LNA), and a clock circuit mod 
ule as shown in FIG. 4. 
0234. In an example of operation, the sample and hold 

filter 158 receives an inbound RF signal and samples it at a 
sampling frequency, which is greater than or equal to two 
times the bandwidth of the inbound RF signal up to the carrier 
frequency of the inbound RF signal. The sample and hold 
filter 158 outputs, in the frequency domain, a plurality of 
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pulses spaced in frequency by the sampling frequency. The 
sample and hold output includes a pulse at RF, which corre 
sponds to the original inbound RF signal. 
0235. The frequency translation bandpass filter (FTBPF) 
156 provides an RF filter that passes the RF pulse substan 
tially unattenuated and attenuates the other frequency pulses. 
The programmable FIR filter 174 (e.g., as discussed with 
reference to FIG.33) filters the RF pulse to produce a filtered 
RF signal, which it provides to the down conversion module 
164. The down conversion module 164 converts the output of 
the programmable FIR 174 to a baseband signal (e.g., an 
analog symbol stream). The analog to digital converter 176 
converts the baseband signal into a digital signal (e.g., an 
inbound symbol stream). 
0236. In an alternate embodiment, the frequency trans 
lated band pass filter (FTBPF) 156 is coupled to the input of 
the sample and hold circuit 158 to function as an RF band pass 
filter. The programmable FIR filter 174 is programmed to 
pass the baseband frequency pulse of the output of the sample 
and hold circuit 158 and to attenuate the other frequency 
pulses. As such, the output of the programmable FIR filter 174 
is at baseband, which eliminates the need for the down con 
version module 164. 
0237 FIG. 39 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a sample and hold filter circuit 158, a 
FTBPF 156, a programmable IIR filter 178, a down conver 
sion module 164, and an analog to digital converter (ADC) 
176. The receiver may further include a band pass filter 
(BPF), a low noise amplifier (LNA), and a clock circuit mod 
ule as shown in FIG. 4. 
0238. In an example of operation, the sample and hold 

filter 158 receives an inbound RF signal and samples it at a 
sampling frequency, which is greater than or equal to two 
times the bandwidth of the inbound RF signal up to the carrier 
frequency of the inbound RF signal. The sample and hold 
filter 158 outputs, in the frequency domain, a plurality of 
pulses spaced in frequency by the sampling frequency. The 
sample and hold output includes a pulse at RF, which corre 
sponds to the original inbound RF signal. 
0239. The frequency translation bandpass filter (FTBPF) 
156 provides an RF filter that passes the RF pulse substan 
tially unattenuated and attenuates the other frequency pulses. 
The programmable IIR filter 178 (e.g., as discussed with 
reference to FIG. 34) filters the RF pulse to produce a filtered 
RF signal, which it provides to the down conversion module 
164. The down conversion module 164 converts the output of 
the programmable IIR 178 to a baseband signal (e.g., an 
analog symbol stream). The analog to digital converter 176 
converts the baseband signal into a digital signal (e.g., an 
inbound symbol stream). 
0240. In an alternate embodiment, the frequency trans 
lated band pass filter (FTBPF) 156 is coupled to the input of 
the sample and hold circuit 158 to function as an RF band pass 
filter. The programmable IIR filter 178 is programmed to pass 
the baseband frequency pulse of the output of the sample and 
hold circuit 158 and to attenuate the other frequency pulses. 
As such, the output of the programmable IIR filter 178 is at 
baseband, which eliminates the need for the down conversion 
module 164. 
0241 FIG. 40 is a schematic block diagram of an embodi 
ment of an analog to digital converter 180 within a receiver of 
one or more of the transceivers of FIGS. 1-3. The receiver 
includes a band pass filter (BPF) 182, a low noise amplifier 
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(LNA) 184, a sample and hold filter circuit 186, a discrete 
time filter 188, a down conversion module 190, an analog to 
digital converter (ADC) 180, and a clock circuit module (only 
the analog to digital converter (ADC) clock circuit 192 is 
shown) that provides an ADC oversampling clock 198. The 
bandpass filter 182, the low noise amplifier 184, the sample 
and hold circuit 186, the discrete time filter 188, and the down 
conversion module 190 function as previously discussed with 
reference to FIG. 4 and/or other preceding figures. 
0242. The ADC 180 includes a sigma delta modulator 184 
and decimation filter 196 to convert on analog signal into a 
digital signal. The sigma delta modulator 194 and/or the 
decimation filter 196 may be programmable to adjust the 
analog to digital conversion based on operating conditions of 
the receiver. For example, for a low data rate wireless com 
munication, the bit resolution of the analog to digital con 
verter 180 may be reduced (e.g., to 8 bits). As another 
example, for a higher data rate wireless communication, the 
resolution of the analog to digital converter 180 may be 
increased (e.g., 12-16 bits). Note that other embodiments of 
the analog to digital converter 180 may be used. For example, 
the analog to digital converter 180 may have a flash topology, 
a Successive approximation topology, or other type of analog 
to digital conversion topology. 
0243 FIG. 41 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a frequency translated band pass filter 
(FTBPF) 200, a low noise amplifier (LNA) 202, a sample and 
hold filter circuit 204, a discrete time filter 206, a down 
conversion module, 208 an analog to digital converter (ADC) 
210, and a clock circuit module. The clock circuit module 
includes a clock generator 212, an FTBPF clock 214, a 
sample and hold (S&H) clock circuit 216, a filter clock circuit 
218, a local oscillation (LO) clock circuit 220, and an analog 
to digital converter (ADC) clock circuit 222. 
0244. In an example of operation, the FTBPF 200 filters an 
inbound RF signal by attenuating out of band signal compo 
nents and passing, Substantially unattenuated, in-band signal 
components (an example of the FTBPF 200 was described 
with reference to FIGS. 35-37). The low noise amplifier 202 
amplifies the in-band signal components of the inbound RF 
signal to produce an amplified inbound RF signal. 
0245. The sample and hold filter 204 receives the ampli 
fied inbound RF signal and samples it in accordance with a 
sample clock signal and a hold clock signal. The sample and 
hold filter 204 outputs, in the frequency domain, a plurality of 
pulses spaced in frequency by the sampling frequency, which 
includes a pulse at RF (e.g., the original inbound RF signal). 
0246 The discrete time filter 206 (which may be a finite 
impulse response filter, an infinite impulse response filter, a 
frequency translation bandpass filter, and/or other type of 
discrete filter) receives the output of the sample and hold filter 
circuit 204 and filters it. Depending on the filtering response 
of the discrete time filter 206, the discrete time filter 206 will 
output, in the frequency domain, a single pulse of the sample 
and hold output at a particular frequency. The down conver 
sion module 208 converts the output of the discrete time filter 
206 to a baseband signal (e.g., an analog symbol stream). The 
analog to digital converter 210 converts the baseband signal 
into a digital signal (e.g., an inbound symbol stream. 
0247 FIG. 42 is a schematic block diagram of an embodi 
ment of a receiver of one or more of the transceivers of FIGS. 
1-3 that includes a band pass filter (BPF) module 224 a 
sample and hold filter circuit 204, a discrete time filter 206, 
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and an analog to digital converter (ADC) 210. The receiver 
may further include a low noise amplifier (LNA) 202 and a 
clock circuit module. The clock circuit module includes a 
clock generator 212, a sample and hold (S&H) clock circuit 
216, a filter clock circuit 218, and an analog to digital con 
verter (ADC) clock circuit 222. 
0248. In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface. The 
band pass filter 224 attenuates out of band signal components 
and passes, Substantially unattenuated, in-band signal com 
ponents of the inbound RF signal. The bandpass filter module 
includes abandpass filter. In an example, the bandpass filteris 
a frequency translation bandpass filter and the bandpass filter 
module further includes a buffer module (e.g., one or more 
buffers and/or inverters) that is operable to buffer the inbound 
wireless signal prior to filtering. 
0249. The low noise amplifier 202 amplifies the in-band 
signal components of the inbound RF signal to produce an 
amplified inbound RF signal. With reference to FIG. 43, an 
inbound RF signal is shown in the frequency domain to have 
in-band signal components centered about an RF carrier fre 
quency and out of band signal components at the edges of the 
signal. The output of the low noise amplifier 202 is shown in 
the time domain and the frequency domain to have the out of 
band signal components Substantially attenuated and, the 
inbound signal components of the inbound RF signal are 
Substantially unattenuated. 
0250 Returning to the discussion of FIG. 42, the sample 
and hold filter 204 receives the amplified inbound RF signal 
and samples it in accordance with a sample clock signal and 
a hold clock signal. With reference to FIG. 44, the sample and 
hold circuit 204 receives the amplified inbound RF signal 
(shown in the frequency domain) and samples it at a sampling 
frequency (fs). In this example, the sampling frequency is 
greater than or equal to two times the bandwidth of the ampli 
fied inbound RF signal. In general, the bandwidth of the 
amplified inbound RF signal corresponds to the bandwidth of 
the baseband signal component of the inbound RF signal. For 
instance, the bandwidth of the baseband inbound signal may 
be a few hundred kilohertz to tens of megahertz. The sample 
and hold filter 204 outputs, in the frequency domain, a plu 
rality of pulses spaced in frequency by the sampling fre 
quency, which includes the original inbound RF signal at RF. 
0251 Returning to the discussion of FIG. 42, the discrete 
time filter 206 (which may be a finite impulse response filter, 
an infinite impulse response filter, a frequency translation 
bandpass filter, and/or other type of discrete filter) receives 
the output of the sample and hold filter circuit 204 and filters 
it to baseband. With reference to FIG. 45, the filter response 
228 of the discrete digital filter 204 is at baseband and, as 
Such, its output includes the baseband pulse of the pulse train 
output of the sample and hold filter circuit 204. The analog to 
digital converter 210 converts the baseband signal into a 
digital signal (e.g., an inbound symbol stream), which may be 
process as previously described with reference to FIGS. 1-3. 
0252 FIG. 46 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a frequency translated band pass filter 
(FTBPF) 200, a low noise amplifier (LNA) 202, a sample and 
hold filter circuit 204, a discrete time filter 206, an analog to 
digital converter (ADC) 210, and a clock circuit module. The 
clock circuit module includes a clock generator 212, an 
FTBPF clock circuit 214, a sample and hold (S&H) clock 
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circuit 216, a filter clock circuit 218, and an analog to digital 
converter (ADC) clock circuit 222. 
0253) In an example of operation, the FTBPF 200 filters an 
inbound RF signal by attenuating out of band signal compo 
nents and passing, Substantially unattenuated, in-band signal 
components of the inbound RF signal. The low noise ampli 
fier 202 amplifies the in-band signal components of the 
inbound RF signal to produce an amplified inbound RF sig 
nal. As an example, the output of the LNA 202 is similar to the 
output of the LNA 202 shown in FIG. 43. 
0254 The sample and hold filter 204 receives the ampli 
fied inbound RF signal and samples it in accordance with a 
sample clock signal and a hold clock signal. With reference to 
FIG. 44, the sample and hold circuit 204 receives the ampli 
fied inbound RF signal (shown in the frequency domain) and 
samples it at a sampling frequency (fs). In this example, the 
sampling frequency is greater than or equal to two times the 
bandwidth of the amplified inbound RF signal. 
0255 Returning to the discussion of FIG. 46, the discrete 
time filter 206 (which may be a finite impulse response filter, 
an infinite impulse response filter, a frequency translation 
bandpass filter, and/or other type of discrete filter) receives 
the output of the sample and hold filter circuit 204 and filters 
it to baseband. With reference to FIG. 45, the filter response of 
the discrete digital filter 206 is at baseband and, as such, its 
output includes the baseband pulse of the pulse train output of 
the sample and hold filter circuit 204. The analog to digital 
converter 210 converts the baseband signal into a digital 
signal (e.g., an inbound symbol stream), which may be pro 
cess as previously described with reference to FIGS. 1-3. 
0256 FIG. 47 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a sample and hold filter circuit 204, a 
discrete time filter 206, and a down conversion module 208. 
The receiver may further include a low noise amplifier (LNA) 
202, an analog to digital converter (ADC) 210, and a clock 
circuit module. The clock circuit module includes a clock 
generator 212, a sample and hold (S&H) clock circuit 216, a 
filter clock circuit 218, a local oscillation (LO) clock circuit 
220, and an analog to digital converter (ADC) clock circuit 
222. Note that, in this embodiment, the receiver may not 
include an RF BPF or it includes a wideband RF BPF (e.g., 
has a band pass region that covers more than one frequency 
band). 
0257. In an example of operation, the low noise amplifier 
202 amplifies the inbound RF signal to produce an amplified 
inbound RF signal. With reference to FIG. 48, an inbound RF 
signal 226 is shown in the frequency domain to have in-band 
signal components centered about an RF carrier frequency 
and out of band signal components at the edges of the signal. 
The output of the low noise amplifier 202 is shown in the time 
domain and the frequency domain to include the out of band 
signal components and the inbound signal components of the 
inbound RF signal. 
0258 Returning to the discussion of FIG. 47, the sample 
and hold filter 204 receives the amplified inbound RF signal 
and samples it in accordance with a sample clock signal and 
a hold clock signal. With reference to FIG. 49, the sample and 
hold circuit 204 receives the amplified inbound RF signal 
(shown in the frequency domain) and samples it at a sampling 
frequency (fs). In this example, the sampling frequency is 
greater than or equal to two times RF or MMW (e.g., the 
carrier frequency of the inbound RF or MMW signal). The 
sample and hold filter 204 outputs, in the frequency domain, 
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a plurality of pulses spaced in frequency by the sampling 
frequency. The sample and hold output includes a pulse at RF. 
which corresponds to the original inbound RF signal 230. 
(0259 Returning to the discussion of FIG. 47, the discrete 
time filter 206 (which may be a finite impulse response filter, 
an infinite impulse response filter, a frequency translation 
bandpass filter, and/or other type of discrete filter) receives 
the output of the sample and hold filter circuit 204 and filters 
it to RF. With reference to FIG.50, the filter response 228 of 
the discrete digital filter 206 is at RF and, as such, its output 
includes the RF pulse of the pulse train output of the sample 
and hold filter circuit 204. 
0260 Returning to the discussion of FIG. 47, the down 
conversion module 208 converts the output of the discrete 
time filter 206, which is at a wireless frequency (e.g., the RF 
or MMW carrier frequency of the inbound wireless signal) to 
a baseband signal (e.g., an analog symbol stream) as shown in 
FIG. 51. The analog to digital converter 210 converts the 
baseband signal into a digital signal (e.g., an inbound symbol 
stream), which may be process as previously described with 
reference to FIGS 1-3. 
0261 FIG. 52 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a band pass filter (BPF) 224, a low 
noise amplifier (LNA) 202, a sample and hold filter circuit 
204, a discrete time filter 206, and a programmable conver 
sion module, which may include a down conversion module 
208, an analog to digital converter (ADC) 210. The receiver 
may further include a clock circuit module that includes a 
clock generator 212, a sample and hold (S&H) clock circuit 
216, a filter clock circuit 218, a local oscillation (LO) clock 
circuit 232-234, and an analog to digital converter (ADC) 
clock circuit 222. The down conversion module 208 includes 
a sample and hold filter 204 and a discrete time filter 206. 
0262. In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface. The 
band pass filter 224 attenuates out of band signal components 
and passes, Substantially unattenuated, in-band signal com 
ponents of the inbound RF signal. The low noise amplifier 
202 amplifies the in-band signal components of the inbound 
RF signal to produce an amplified inbound RF signal. 
0263. The sample and hold filter 204 receives the ampli 
fied inbound RF signal and samples it in accordance with a 
sample clock signal and a hold clock signal, which are estab 
lished in accordance with control information (e.g., informa 
tion to establish sample rate, ratio of sampling to holding, 
impedance module tuning, etc.). With reference to FIG. 53, 
the sample and hold circuit 204 receives the amplified 
inbound RF signal (shown in the frequency domain) and 
samples it at a sampling frequency (fs). In this example, the 
sampling frequency is greater than or equal to two times the 
bandwidth of the amplified inbound RF signal. The sample 
and hold filter 204 outputs, in the frequency domain, a plu 
rality of pulses spaced in frequency by the sampling fre 
quency. The sample and hold output includes a pulse at RF. 
which corresponds to the original inbound RF signal. 
0264. Returning to the discussion of FIG. 52, the discrete 
time filter 206 (which may be a finite impulse response filter, 
an infinite impulse response filter, a frequency translation 
bandpass filter, and/or other type of discrete filter) receives 
the output of the sample and hold filter circuit 204 and filters 
it to an intermediate frequency (IF=RF-nfs, where n is an 
integer greater than or equal to 1). With reference to FIG. 54, 
the filter response of the discrete digital filter 206 is at IF and, 
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as such, its output includes the IF pulse of the pulse train 
output of the sample and hold filter circuit 204. 
0265 Returning to the discussion of FIG. 52, the down 
conversion module 208 receives the IF signal from the dis 
crete digital filter 206 via a sample and hold filter circuit 204. 
With reference to FIG.55, the sample and hold circuit 204 
receives the IF signal and samples it at a sampling frequency 
(fs). In this example, the sampling frequency is greater than or 
equal to two times the bandwidth of the IF signal, which may 
be less than or equal to the bandwidth of the inbound RF 
signal. The sample and hold filter 204 outputs, in the fre 
quency domain, a plurality of pulses spaced in frequency by 
the sampling frequency. The sample and hold output includes 
a pulse at IF, which corresponds to its original input IF signal. 
0266. With reference to FIG. 56, the discrete time filter 
206 (which may be a finite impulse response filter, an infinite 
impulse response filter, a frequency translation bandpass fil 
ter, and/or other type of discrete filter) receives the output of 
the sample and hold filter circuit 204 of the down conversion 
module 206 and filters it baseband. As shown, the filter 
response 228 of the discrete digital filter 206 is at baseband 
and, as such, its output includes the baseband pulse of the 
pulse train output of the sample and hold filter circuit 204. The 
analog to digital converter 210 converts the baseband signal 
into a digital signal (e.g., an inbound symbol stream), which 
may be process as previously described with reference to 
FIGS 1-3. 

0267 FIG. 57 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a low noise amplifier (LNA) 202, a 
sample and hold filter circuit 204, a discrete time filter 206, a 
down conversion module 208, an analog to digital converter 
(ADC) 210, and a clock circuit module. The clock circuit 
module includes a clock generator 212, a sample and hold 
(S&H) clock circuit 216, a filter clock circuit 218, a local 
oscillation (LO) clock circuit 232-234, and an analog to digi 
tal converter (ADC) clock circuit 222. The down conversion 
module 208 includes a sample and hold filter 204 and a 
discrete time filter 206. Note that, in this embodiment, the 
receiver may not includean RF BPF or it includes a wideband 
RF BPF (e.g., has a band pass region that covers more than 
one frequency band). 
0268. In an example of operation, the low noise amplifier 
202 amplifies the inbound RF signal to produce an amplified 
inbound RF signal. The sample and hold filter 204 receives 
the amplified inbound RF signal and samples it in accordance 
with a sample clock signal and a hold clock signal. With 
reference to FIG. 58, the sample and hold circuit 204 receives 
the amplified inbound RF signal and samples it at a sampling 
frequency (fs). In this example, the sampling frequency is 
greater than or equal to two times RF (e.g., the carrier fre 
quency of the inbound RF signal). The sample and hold filter 
204 outputs, in the frequency domain, a plurality of pulses 
spaced in frequency by the sampling frequency. The sample 
and hold output includes a pulse at RF, which corresponds to 
the original inbound RF signal 230. 
0269. Returning to the discussion of FIG. 57, the discrete 
time filter 206 (which may be a finite impulse response filter, 
an infinite impulse response filter, a frequency translation 
bandpass filter, and/or other type of discrete filter) receives 
the output of the sample and hold filter circuit 204 and filters 
it to RF. With reference to FIG. 59, the filter response 228 of 
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the discrete digital filter 206 is at RF and, as such, its output 
includes the RF pulse of the pulse train output of the sample 
and hold filter circuit 204. 
(0270. Returning to the discussion of FIG. 57, the down 
conversion module 208 receives the IF signal from the dis 
crete digital filter 206 via a sample and hold filter circuit 204. 
With reference to FIG. 60, the sample and hold circuit 204 
receives the IF signal and samples it at a sampling frequency 
(fs). In this example, the sampling frequency is greater than or 
equal to two times the bandwidth of the inbound RF signal. 
The sample and hold filter 204 outputs, in the frequency 
domain, a plurality of pulses spaced in frequency by the 
sampling frequency. The sample and hold output includes a 
pulse at RF, which corresponds to its original input RF signal. 
0271. With reference to FIG. 61, the discrete time filter 
206 (which may be a finite impulse response filter, an infinite 
impulse response filter, a frequency translation bandpass fil 
ter, and/or other type of discrete filter) receives the output of 
the sample and hold filter circuit 204 of the down conversion 
module 208 and filters it baseband. As shown, the filter 
response of the discrete digital filter 206 is at baseband and, as 
Such, its output includes the baseband pulse of the pulse train 
output of the sample and hold filter circuit 204. The analog to 
digital converter 210 converts the baseband signal into a 
digital signal (e.g., an inbound symbol stream), which may be 
process as previously described with reference to FIGS. 1-3. 
0272 FIG. 62 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a bandpass filter 224, a forward RF 
path, a blocker RF path, a combining module 236, a down 
conversion module 208, an analog to digital converter 210, 
and a clock generation circuit module. The forward RF path 
includes a low noise amplifier 202, a sample and hold filter 
circuit 204, and aband pass frequency discrete time filter 238. 
The blocker RF path includes a low noise amplifier 202, a 
sample and hold filter circuit 204, and a notch discrete time 
filter 240. The clock circuit module includes a clock generator 
212, a forward path sample and hold (S&H) clock circuit 242, 
a forward path filter clock circuit 248, a blocker path sample 
and hold (S&H) clock circuit 246, a blocker path filter clock 
circuit 250, a local oscillation (LO) clock circuit 220, and an 
analog to digital converter (ADC) clock circuit 222. 
0273. In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface. The 
band pass filter 224 attenuates out of band signal components 
and passes, Substantially unattenuated, in-band signal com 
ponents of the inbound RF signal to produce a filtered 
inbound RF signal. Nevertheless, due to the signal strength of 
a blocking signal (e.g., an interfering signal having a fre 
quency close to the frequency of the inbound RF signal, the 
transmit signal, or some other undesired signal) component 
passes through the RF BPF 224. As such, the filtered inbound 
RF signal includes one or more blocker components. The RF 
BPF 224 provides the filtered inbound RF signal to the for 
ward RF path and the blocker RF path. 
(0274 The low noise amplifier 202 of the forward RF path 
amplifies the filtered inbound RF signal to produce an ampli 
fied inbound RF signal. The sample and hold filter 204 of the 
forward RF path receives the amplified inbound RF signal 
and samples it in accordance with a sample clock signal and 
a hold clock signal. With reference to FIG. 63, the forward 
path sample and hold circuit 204 receives the amplified 
inbound RF signal (shown in the frequency domain to include 
a desired inbound RF signal component and one or more 
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blockers at fl and/or at f2) and samples it at a sampling 
frequency (fs). In this example, the sampling frequency is 
greater than or equal to two times the bandwidth of the ampli 
fied inbound RF signal and the potential blockers. In this 
manner, the blockers, which are too close and too strong to 
effectively filter, are passed (and may be attenuated). The 
sample and hold filter 204 outputs, in the frequency domain, 
a plurality of pulses spaced in frequency by the sampling 
frequency. Each pulse of the frequency pulse train includes 
one or more blocker components and the desired inbound RF 
component. The sample and hold output includes a pulse at 
RF, which corresponds to the original inbound RF signal. 
0275 Returning to the discussion of FIG. 62, the forward 
path discrete time filter 238 (which may be a finite impulse 
response filter, an infinite impulse response filter, a frequency 
translation bandpass filter, and/or other type of discrete filter) 
receives the output of the forward path sample and hold filter 
circuit 204 and filters it to RF. With reference to FIG. 64, the 
filter response 228 of the discrete digital filter 238 is at RF and 
has a bandpass region that includes the one or more blockers. 
As such, the output of the forward path discrete time filter 238 
includes the RF pulse (e.g., the desired inbound RF signal 
component and the one or more blockers) of the pulse train 
output of the sample and hold filter circuit 204. 
0276 Returning to the discussion of FIG. 62, the low noise 
amplifier 202 of the blocker RF path amplifies the filtered 
inbound RF signal to produce an amplified inbound RF sig 
nal. The sample and hold filter 204 of the blocker RF path 
receives the amplified inbound RF signal and samples it in 
accordance with a sample clock signal and a hold clock sig 
nal. With reference to FIG. 65, the blocker path sample and 
hold circuit 204 receives the amplified inbound RF signal 
(shown in the frequency domain to include a desired inbound 
RF signal component and one or more blockers at f1 and/or at 
f2) and samples it at a sampling frequency (fs). In this 
example, the sampling frequency is greater than or equal to 
two times the bandwidth of the amplified inbound RF signal 
and the potential blockers. In this manner, the blockers, which 
are too close and too strong to effectively filter, are passed 
(and may be attenuated). The sample and hold filter 204 
outputs, in the frequency domain, a plurality of pulses spaced 
in frequency by the sampling frequency. Each pulse of the 
frequency pulse train includes one or more blocker compo 
nents and the desired inbound RF component. The sample 
and hold output includes a pulse at RF, which corresponds to 
the original inbound RF signal. 
0277 Returning to the discussion of FIG. 62, the blocker 
path discrete time filter 240 (which may be a finite impulse 
response filter, an infinite impulse response filter, a frequency 
translation bandpass filter, and/or other type of discrete filter) 
receives the output of the blocker path sample and hold filter 
circuit 204 and notch filters it to RF. With reference to FIG. 
66, the filter response 252 of the discrete digital filter 240 is a 
notch filter 240 at RF that attenuates the desired inbound RF 
signal component and passes the one or more blockers. As 
such, the output of the blocker path discrete time filter 240 
includes the one or more blockers of the RF pulse of the pulse 
train. 

0278 Returning to the discussion of FIG. 62, the combin 
ing module 236 combines (e.g., Subtracts, etc.) the output of 
the blocker path discrete time filter 240 from the output of the 
forward path discrete time filter 238. Since the blocker path 
includes the one or more blocker signals only, when it is 
subtracted from the forward path signal, which includes the 
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desired inbound RF signal component and the one or more 
blockers, the resultant is the desired inbound RF signal com 
ponent. 
0279. The down conversion module 208 may be imple 
mented using analog circuitry (e.g., a mixer, a local oscilla 
tion, and one or more pass filters) or it may be implemented as 
discrete time digital circuitry (e.g., a sample and hold circuit 
204 and a discrete time filter 238-240). Regardless of the 
implementation, the down conversion module 208 converts 
the output of the subtraction module 236 to a baseband signal 
(e.g., an analog symbol stream). The analog to digital con 
Verter 210 converts the baseband signal into a digital signal 
(e.g., an inbound symbol stream), which may be process as 
previously described with reference to FIGS. 1-3. Note that, if 
the output of the combining module is at baseband, then the 
down conversion module may be omitted and the ADC 210 
converts the filtered inbound baseband signal into a digital 
inbound baseband signal. 
0280 FIG. 67 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a bandpass filter 224, a low noise 
amplifier 202, a sample and hold filter circuit 204, a band pass 
frequency discrete time filter 238, a notch discrete time filter 
240, a combining module 236, a down conversion module 
208, an analog to digital converter 210, and a clock generation 
circuit module. The clock circuit module includes a clock 
generator 212, a sample and hold (S&H) clock circuit 242, a 
BPF filter clock circuit 248, a notch filter clock circuit 250, a 
local oscillation (LO) clock circuit 220, and an analog to 
digital converter (ADC) clock circuit 222. 
0281. In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface 254. 
The band pass filter 224 attenuates out of band signal com 
ponents and passes, Substantially unattenuated, in-band sig 
nal components of the inbound RF signal to produce a filtered 
inbound RF signal. Nevertheless, due to the signal strength of 
a blocking signal (e.g., an interfering signal having a fre 
quency close to the frequency of the inbound RF signal, the 
transmit signal, or some other undesired signal) component 
passes through the RF BPF 224. As such, the filtered inbound 
RF signal includes one or more blocker components. The RF 
BPF 224 provides the filtered inbound RF signal to the for 
ward RF path and the blocker RF path. 
0282. The low noise amplifier 202 amplifies the filtered 
inbound RF signal to produce an amplified inbound RF sig 
nal. The sample and hold filter 204 receives the amplified 
inbound RF signal and samples it in accordance with a sample 
clock signal and a hold clock signal. With reference to FIG. 
63, the sample and hold circuit 204 receives the amplified 
inbound RF signal (shown in the frequency domain to include 
a desired inbound RF signal component and one or more 
blockers at f1 and/or at f2) and samples it at a sampling 
frequency (fs) to produce a frequency pulse train. 
(0283 Returning to the discussion of FIG. 67, the BPF 
discrete time filter 238 (which may be a finite impulse 
response filter, an infinite impulse response filter, a frequency 
translation bandpass filter, and/or other type of discrete filter) 
receives the output of the sample and hold filter circuit 204 
and filters it to RF. With reference to FIG. 64, the filter 
response 228 of the discrete digital filter 238 is at RF and has 
a bandpass region that includes the one or more blockers. As 
such, the output of the forward path discrete time filter 238 
includes the RF pulse (e.g., the desired inbound RF signal 
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component and the one or more blockers) of the pulse train 
output of the sample and hold filter circuit 204. 
0284. Returning to the discussion of FIG. 67, the notch 
discrete time filter 240 (which may be a finite impulse 
response filter, an infinite impulse response filter, a frequency 
translation bandpass filter, and/or other type of discrete filter) 
receives the output of the sample and hold filter circuit 204 
and notch filters it to RF. With reference to FIG. 66, the filter 
response 252 of the discrete digital filter 240 is a notch filter 
240 at RF that attenuates the desired inbound RF signal com 
ponent and passes the one or more blockers. As such, the 
output of the blocker path discrete time filter 240 includes the 
one or more blockers of the RF pulse of the pulse train. 
0285) Returning to the discussion of FIG. 67, the combin 
ing module 236 combines the output of the blocker path 
discrete time filter 240 from the output of the forward path 
discrete time filter 238. The down conversion module 208 
converts the output of the subtraction module 236 to a base 
band signal (e.g., an analog symbol stream). The analog to 
digital converter 210 converts the baseband signal into a 
digital signal (e.g., an inbound symbol stream), which may be 
process as previously described with reference to FIGS. 1-3. 
0286 FIG. 68 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a bandpass filter 224, a low noise 
amplifier 202, a sample and hold circuit 204, a clock genera 
tion circuit, and a plurality of down conversion paths. Each of 
the down conversion paths includes a discrete time filter 206, 
a down conversion module 208, and an analog to digital 
converter 210. The clock generation circuit includes a clock 
generator 212, a sample and hold clock circuit 242, a plurality 
offilterclock circuits 218, a plurality of local oscillation (LO) 
clock circuits 220, and a plurality of analog to digital con 
verter clock circuits 222. 
0287. In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface 254. 
The band pass filter 224 attenuates out of band signal com 
ponents and passes, Substantially unattenuated, in-band sig 
nal components of the inbound RF signal. The low noise 
amplifier 202 amplifies the in-band signal components of the 
inbound RF signal to produce an amplified inbound RF sig 
nal. With reference to FIG. 69, an inbound RF signal is shown 
in the frequency domain to have in-band signal components 
centered about an RF carrier frequency and out of band signal 
components at the edges of the signal. The output of the low 
noise amplifier 202 is shown in the frequency domain to 
Substantially attenuate the out of band signal components and 
to pass, Substantially unattenuated, the inbound signal com 
ponents of the inbound RF signal. 
0288 Returning to the discussion of FIG. 68, the sample 
and hold filter 204 receives the amplified inbound RF signal 
and samples it in accordance with a sample clock signal and 
a hold clock signal. With reference to FIG.70, the sample and 
hold circuit 204 receives the amplified inbound RF signal and 
samples it at a sampling frequency (fs). In this example, the 
sampling frequency is greater than or equal to two times the 
bandwidth of the amplified inbound RF signal. In general, the 
bandwidth of the amplified inbound RF signal corresponds to 
the bandwidth of the baseband signal component of the 
inbound RF signal. The sample and hold filter 224 outputs, in 
the frequency domain, a plurality of pulses spaced in fre 
quency by the sampling frequency. The sample and hold 
output includes a pulse at RF, which corresponds to the origi 
nal inbound RF signal. 
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0289 Returning to the discussion of FIG. 68, the discrete 
time filters 206 of each down conversion path receives the 
output of the sample and hold circuit 204. Each discrete time 
filter 206 (which may be a finite impulse response filter, an 
infinite impulse response filter, a frequency translation band 
pass filter, and/or other type of discrete filter) filters the fre 
quency pulse train (e.g., the output of the S&H circuit) in 
accordance with its filtering response. For example and with 
reference to FIGS. 71 and 72, if a first discrete time filter 206 
has a frequency response of aband pass filter at RF, then it will 
output the RF pulse of the pulse train and attenuate the other 
frequency pulses. If a second discrete time filter 206 has a 
frequency response of a band pass filter at IF (e.g., RF-nfs, 
where n is an integer equal to or greater than 1), then it will 
output the IF pulse of the pulse train and attenuate the other 
frequency pulses. With each discrete time filter 206 having a 
band pass filter response at different frequencies, the output 
of the sample and hold output is represented by a plurality of 
different filtered frequency pulses. 
0290 Returning to the discussion of FIG. 68, each of the 
down conversion module 208 may be implemented using 
analog circuitry (e.g., a mixer, a local oscillation, and one or 
more pass filters) or it may be implemented as discrete time 
digital circuitry (e.g., a sample and hold circuit 204 and a 
discrete time filter 206). Regardless of the implementation, 
the down conversion module 208 of the first path converts the 
output of the first discrete time filter 206 (e.g., the RF fre 
quency pulse) to a baseband signal (e.g., an analog symbol 
stream). The analog to digital converter 210 of the first path 
converts the baseband signal into a first digital signal (e.g., an 
inbound symbol stream). 
0291 Similarly, the down conversion module 208 of the 
second path converts the output of the second discrete time 
filter 206 (e.g., the IF frequency pulse) to a baseband signal 
(e.g., an analog symbol stream). The analog to digital con 
verter 210 of the second path converts the baseband signal 
into a second digital signal (e.g., an inbound symbol stream). 
As such, a plurality of inbound symbol streams is created 
from the inbound RF signal. 
0292. The processing module may process the plurality of 
inbound symbol streams in a variety of ways. For example, 
the processing module converts each of the inbound symbol 
streams into inbound data, wherein one of the converted 
inbound data is used as the output. As another example, the 
processing module combines the first and second inbound 
baseband signals using an averaging function to produce the 
inbound signal, which it converts into the inbound data. As yet 
another example, the processing module combines the first 
and second inbound baseband signals using a weighted aver 
age function to produce the inbound signal, which it converts 
into the inbound data. As a further example, the processing 
module combines the first and second inbound baseband sig 
nals using a root mean square function to produce the inbound 
signal, which it converts into the inbound data. As a still 
further example, the processing module combines the first 
and second inbound baseband signals using a mathematical 
function to produce the inbound signal, which it converts into 
the inbound data. As an even further example, the processing 
module selects one of the first and second inbound baseband 
signals to produce the inbound signal, which it converts into 
the inbound data. As another further example, the processing 
module selects portions from each of the first and second 
inbound baseband signals to produce the inbound signal, 
which it converts into the inbound data. The portions may be 
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selected based on decoding factors such as signal strength, 
accuracy of mapping symbols to bit patterns, etc. As another 
example, the inbound symbol streams may be compared with 
one another to determine accuracy of the receiving process 
(e.g., conversion of the inbound RF signal into inbound data) 
and to make corrections thereof. 

0293 FIG. 73 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a bandpass filter 224, a low noise 
amplifier 202, a sample and hold circuit 204, a clock genera 
tion circuit, and a plurality of down conversion paths. Each of 
the down conversion paths includes a discrete time filter 206, 
a down conversion module 208 (may omit if discrete time 
filter 206 has a baseband BPF response), and an analog to 
digital converter 210. The clock generation circuit includes a 
clock generator 212, a sample and hold clock circuit 242, a 
plurality of filter clock circuits 218, a plurality of local oscil 
lation (LO) clock circuits 220, and a plurality of analog to 
digital converter clock circuits 222. 
0294. In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface 254. 
The inbound RF signal includes a plurality of channels (or 
Subcarriers), wherein one or more of the channels includes 
data of a communication. The band pass filter 224 attenuates 
out of band signal components and passes, Substantially unat 
tenuated, in-band signal components of the inbound RF sig 
nal. The low noise amplifier 202 amplifies the in-band signal 
components of the inbound RF signal to produce an amplified 
inbound RF signal. With reference to FIG. 74, an inbound RF 
signal is shown in the frequency domain to have in-band 
signal components centered about an RF carrier frequency 
and out of band signal components at the edges of the signal. 
The output of the low noise amplifier 202 is shown in the 
frequency domain to Substantially attenuate the out of band 
signal components and to pass, Substantially unattenuated, 
the inbound signal components of the inbound RF signal. In 
addition, the amplified inbound RF signal includes a plurality 
of channels, or sub-carriers of an OFDM based wireless com 
munication. The gray shaded channels indicate that they are 
carrying data and the white shaded channels indicate that they 
are not currently carrying data. 
0295 Returning to the discussion of FIG. 73, the sample 
and hold filter 204 receives the amplified inbound RF signal 
and samples it in accordance with a sample clock signal and 
a hold clock signal. With reference to FIG. 75, the sample and 
hold circuit 204 receives the amplified inbound RF signal and 
samples it at a sampling frequency (fs). In this example, the 
sampling frequency is greater than or equal to two times the 
bandwidth of the amplified inbound RF signal. In general, the 
bandwidth of the amplified inbound RF signal corresponds to 
the bandwidth of the baseband signal component of the 
inbound RF signal. The sample and hold filter 204 outputs, in 
the frequency domain, a plurality of pulses (each including 
the plurality of channels 256) spaced in frequency by the 
sampling frequency. The sample and hold output includes a 
pulse at RF, which corresponds to the original inbound RF 
signal. 
0296 Returning to the discussion of FIG. 73, the discrete 
time filters 206 of each down conversion path receives the 
output of the sample and hold circuit 204. Each discrete time 
filter 205 (which may be a finite impulse response filter, an 
infinite impulse response filter, a frequency translation band 
pass filter, and/or other type of discrete filter) filters the fre 
quency pulse train (e.g., the output of the S&H circuit 204) in 
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accordance with its filtering response. For example and with 
reference to FIGS. 76 and 77, if a first discrete time filter 206 
has a frequency response of a band pass filter at RF for a 
specific channel or channels (or Sub-carrier or Sub-carriers), 
then it will output the desired channel(s) of the RF pulse of the 
pulse train and attenuate the other frequency pulses. If a 
second discrete time filter 206 has a frequency response of a 
band pass filter at IF (e.g., RF-nfs, where n is an integer 
equal to or greater than 1) for a specific channel(s) (or Sub 
carrier(s)), then it will output the desired channel(s) of the IF 
pulse of the pulse train and attenuate the other frequency 
pulses. With each discrete time filter 206 having a band pass 
filter response at different frequencies (including the poten 
tial of having one at baseband), each channel(s) containing 
data is represented by a different one of the filtered frequency 
pulses. 
0297. Returning to the discussion of FIG. 73, each of the 
down conversion module 208 may be implemented using 
analog circuitry (e.g., a mixer, a local oscillation, and one or 
more pass filters) or it may be implemented as discrete time 
digital circuitry (e.g., a sample and hold circuit 204 and a 
discrete time filter 206). Regardless of the implementation, 
the down conversion module 208 of the first path converts the 
output of the first discrete time filter 206 (e.g., the RF fre 
quency pulse) to a baseband signal (e.g., an analog symbol 
stream of the first channel(s)). The analog to digital converter 
210 of the first path converts the baseband signal into a first 
digital signal (e.g., an inbound symbol stream). 
0298 Similarly, the down conversion module 208 of the 
second path converts the output of the second discrete time 
filter 206 (e.g., the IF frequency pulse) to a baseband signal 
(e.g., an analog symbol stream of the second channel(s)). The 
analog to digital converter 210 of the second path converts the 
baseband signal into a second digital signal (e.g., an inbound 
symbol stream). 
0299 The baseband processing module processes the 
inbound symbol streams to produce a plurality of inbound 
data. The plurality of inbound data may be part of one com 
munication or part of several communications. As such, the 
receiver of FIG. 73 can support a single communication that 
uses multiple channels and/or Support multiple communica 
tions using multiple channels. 
0300 FIG. 78 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a bandpass filter 224, a first path, a 
second path, and a clock generation circuit. The first path is 
coupled to the output of the bandpass filter 224 and includes 
a first low noise amplifier 258, a first sample and hold circuit, 
260 a first discrete time filter 262, a first down conversion 
module 264 (may omit if discrete time filter has a baseband 
BPF response), and a first analog to digital converter 266. The 
second path is coupled to the input of the bandpass filter 224 
and includes a second low noise amplifier 268, a second 
sample and hold circuit 270, a second discrete time filter 272, 
a second down conversion module 274, and a second analog 
to digital converter 276. The clock generation circuit includes 
a clock generator 212, first and second sample and hold clock 
circuits 278-300, first and second filter clock circuits 302 
304, first and second local oscillation (LO) clock circuits 
306-308, and first and second analog to digital converter 
clock circuits 310-312. 
0301 In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface. The 
band pass filter 224 attenuates out of band signal components 
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and passes, Substantially unattenuated, in-band signal com 
ponents of the inbound RF signal to produce a filtered 
inbound RF signal. The unfiltered inbound RF signal is pro 
vided to the second path and the filtered inbound RF signal is 
provided to the first path. 
0302) In the first path, the first low noise amplifier 258 
amplifies the in-band signal components of the inbound RF 
signal to produce an amplified inbound RF signal. The first 
sample and hold filter 260 receives the amplified inbound RF 
signal and samples it at a sampling rate that is greater than or 
equal to two times the bandwidth of the amplified inbound RF 
signal. The first discrete time filter 262 receives the output of 
the sample and hold filter circuit 260 and filters it. Depending 
on the filtering response of the discrete time filter 262, the 
discrete time filter 262 will output, in the frequency domain, 
a single pulse of the sample and hold output at a particular 
frequency (e.g., RF, IF, fs, baseband, etc). If the filter response 
of the discrete time filter 262 is at baseband, the first down 
conversion module 264 may be omitted. If included, the first 
down conversion module 264 converts the output of the dis 
crete time filter 262 to a baseband signal (e.g., an analog 
symbol stream). The first analog to digital converter 266 
converts the baseband signal into a digital signal (e.g., a first 
inbound symbol stream). 
0303. In the second path, the second low noise amplifier 
268 amplifies the unfiltered inbound RF signal to produce a 
second amplified inbound RF signal. The second sample and 
hold filter 270 receives the second amplified inbound RF 
signal and samples it at a sampling rate that is greater than or 
equal to two times RF (e.g., the carrier frequency of the 
inbound RF signal). The second discrete time filter 272 
receives the output of the second sample and hold filter circuit 
270, filters it at RF, and outputs the frequency pulse at RF. The 
second down conversion module 274 converts the output of 
the second discrete time filter 272 to a baseband signal (e.g., 
an analog symbol stream). The second analog to digital con 
verter 276 converts the baseband signal into a second digital 
signal (e.g., a second inbound symbol stream). 
0304 Each of the first and second inbound symbol streams 
may be converted into inbound data, wherein one of the 
converted inbound data is used as the output. Alternatively, 
portions of the first and second inbound symbol streams are 
selected and the selected portions are converted into the 
inbound data. The portions may be selected based on decod 
ing factors such as signal strength, accuracy of mapping Sym 
bols to bit patterns, etc. As another example, the first and 
second inbound symbol streams may be compared with one 
another to determine accuracy of the receiving process (e.g., 
conversion of the inbound RF signal into inbound data) and to 
make corrections thereof. 

0305 FIG. 79 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 includes a buffer module 314 (e.g., an inverter, a 
buffer, and/or a wide bandwidth unity gain amplifier), a 
sample and hold filter circuit 204, a discrete time filter 206, a 
down conversion module 208, an analog to digital converter 
(ADC) 210, and a clock circuit module. The clock circuit 
module includes a clock generator 212, a sample and hold 
(S&H) clock circuit 216, a filter clock circuit 218, a local 
oscillation (LO) clock circuit 220, and an analog to digital 
converter (ADC) clock circuit 222. Note that, in this embodi 
ment, the receiver may not include an RF BPF or it includes 
a wideband RF BPF (e.g., has a band pass region that covers 
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more than one frequency band). Further note that the receiver 
includes an inverter 314 instead of an LNA. 
0306 In an example of operation, the inverter 314 receives 
the inbound RF signal from the antenna interface and pro 
vides it to the sample and hold filter circuit 204. The inverter 
314 has a wider bandwidth than an LNA and, as such, the 
inbound RF signal may be a wide bandwidth signal (e.g., span 
more than one frequency band, include multiple frequencies 
within a given frequency band, etc.). The sample and hold 
filter 204 samples inbound RF signal in accordance with a 
sample clock signal and a hold clock signal, which are 
clocked in accordance with a sampling frequency (fs). In this 
example, the sampling frequency is greater than or equal to 
two times RF (e.g., the carrier frequency of the inbound RF 
signal). The sample and hold filter 204 outputs, in the fre 
quency domain, a plurality of pulses spaced in frequency by 
the sampling frequency. The sample and hold output includes 
a pulse at RF, which corresponds to the original inbound RF 
signal. 
(0307. The discrete time filter 206 (which may be a finite 
impulse response filter, an infinite impulse response filter, a 
frequency translation bandpass filter, and/or other type of 
discrete filter) receives the output of the sample and hold filter 
circuit 204 and filters it to RF. In this example, the filter 
response of the discrete digital filter 206 is at RF and, as such, 
its output includes the RF pulse of the pulse train and attenu 
ates the other frequency pulses. 
0308 The down conversion module 208 may be imple 
mented using analog circuitry (e.g., a mixer, a local oscilla 
tion, and one or more pass filters) or it may be implemented as 
discrete time digital circuitry (e.g., a sample and hold circuit 
204 and a discrete time filter 206). Regardless of the imple 
mentation, the down conversion module 208 converts the 
output of the discrete time filter 206 to a baseband signal (e.g., 
an analog symbol stream). The analog to digital converter 210 
converts the baseband signal into a digital signal (e.g., an 
inbound symbol stream), which may be process as previously 
described with reference to FIGS 1-3. 
0309 FIG. 80 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a frequency translated band pass filter 
(FTBPF) 200, a buffer module 314 (e.g., an inverter, a buffer, 
and/or a wide bandwidth unity gain amplifier), a sample and 
hold filter circuit 204, a discrete time filter 206, an analog to 
digital converter (ADC) 210, and a clock circuit module. The 
clock circuit module includes a clock generator 212, an 
FTBPF clock circuit 316, a sample and hold (S&H) clock 
circuit 216, a filter clock circuit 318, and an analog to digital 
converter (ADC) clock circuit 222. 
0310. In an example of operation, the inverter 314 receives 
the inbound RF signal from the antenna interface and pro 
vides it to the FTBPF 200 and the sample and hold filter 
circuit 204. The inverter 314 has a wider bandwidth than an 
LNA; as such, the inbound RF signal may be a wide band 
width signal (e.g., span more than one frequency band, 
include multiple frequencies within a given frequency band, 
etc.). The FTBPF 200 filters an inbound RF signal by attenu 
ating out of band signal components and passing, Substan 
tially unattenuated, in-band signal components of the 
inbound RF signal to produce a filtered inbound RF signal. 
0311. The sample and hold filter 204 receives the filtered 
inbound RF signal and samples it in accordance with a sample 
clock signal and a hold clock signal, which is clocked in 
accordance with a sampling frequencyy (fs). In this example, 
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the sampling frequency is greater than or equal to two times 
the bandwidth of the filtered inbound RF signal. 
0312. The discrete time filter 206 receives the output of the 
sample and hold filter circuit 204 and filters it to baseband. In 
this example, the filter response of the discrete digital filter 
206 is at baseband and, as such, its output includes the base 
band pulse of the pulse train output of the sample and hold 
filter circuit 204, with the other frequency pulses being 
attenuated. The analog to digital converter 210 converts the 
baseband signal into a digital signal (e.g., an inbound symbol 
stream), which may be process as previously described with 
reference to FIGS 1-3. 
0313 FIG. 81 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
FIGS. 1-3 that includes a buffer module 314 (e.g., an inverter, 
a buffer, and/or a wide bandwidth unity gain amplifier), a 
sample and hold filter circuit 204 a frequency translated band 
pass filter (FTBPF) 200, a down conversion module 208, an 
analog to digital converter (ADC) 210, and a clock circuit 
module. The clock circuit module includes a clock generator 
212, an FTBPF clock circuit, a sample and hold (S&H) clock 
circuit 216, a filter clock circuit 320, an LO clock circuit 220, 
and an analog to digital converter (ADC) clock circuit 222. 
0314. In an example of operation, the inverter 314 receives 
the inbound RF signal from the antenna interface and pro 
vides it to the sample and hold filter circuit 204. The sample 
and hold filter 204 samples inbound RF signal in accordance 
with a sample clock signal and a hold clock signal, which are 
clocked in accordance with a sampling frequency (fs). In this 
example, the sampling frequency is greater than or equal to 
two times RF (e.g., the carrier frequency of the inbound RF 
signal). The sample and hold filter 214 outputs, in the fre 
quency domain, a plurality of pulses spaced in frequency by 
the sampling frequency. The sample and hold output includes 
a pulse at RF, which corresponds to the original inbound RF 
signal. 
0315. The FTBPF 200 filters the output of the sample and 
hold filter circuit 204 to RF. In this example, the filter 
response of the FTBPF 200 is a bandpass filter at RF and, as 
such, its output includes the RF pulse of the pulse train and 
attenuates the other frequency pulses. The down conversion 
module 208 converts the output of the discrete time filter to a 
baseband signal (e.g., an analog symbol stream). The analog 
to digital converter 310 converts the baseband signal into a 
digital signal (e.g., an inbound symbol stream), which may be 
process as previously described with reference to FIGS. 1-3. 
0316 FIG. 82 is a schematic block diagram of an embodi 
ment of a programmable front end 322 of a receiver of one or 
more of the transceivers of FIGS. 1-3. The programmable 
front end 322 includes the antenna interface 254, a plurality of 
switching modules 324, an RF bandpass filter 224, a low 
noise amplifier 202, an inverter 314, and a sample and hold 
circuit 204. The plurality of switching modules 324 (e.g., 
multiplexers, Switches, programmable gates, transistors, etc.) 
allow for a variety of front end configurations. For example, 
the inbound RF signal (i.e., the output of the antenna interface 
254) may be directly provided to the sample and hold circuit 
204. As another example, the inbound RF signal may be 
bandpass filtered via the BPF 224 (which may be program 
mable to adjust the bandpass region, the center frequency, the 
attenuation rate, etc.), amplified by the LNA 202, then pro 
vided to the sample and hold circuit 204. 
0317 FIG. 83 is a schematic block diagram of another 
embodimentofa receiver of one or more of the transceivers of 
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FIGS. 1-3 coupled to the baseband processing module 326. 
The receiver includes aband pass filter (BPF) 224, a low noise 
amplifier (LNA) 202, a sample and hold filter circuit 204, 
sample memory 328, a discrete time filter 206, an analog to 
digital converter (ADC) 310, and a clock circuit module. The 
clock circuit module includes a clock generator 212, a sample 
and hold (S&H) clock circuit 216, a filter clock circuit 218, a 
local oscillation (LO) clock circuit, and an analog to digital 
converter (ADC) clock circuit 222. Note that the receiver may 
also include a down conversion module if the discrete time 
filter has a bandpass filter response at RF, IF, or fs. 
0318. The baseband processing module 326 is coupled to 
provide control signals to one or more of a band pass filter 
(BPF) 224, a low noise amplifier (LNA) 202, a sample and 
hold filter circuit 204, the sample memory 328, a discrete time 
filter 206, an analog to digital converter (ADC) 210, and a 
clock circuit module to optimize performance of the receiver 
based on data recovery feedback 334 (e.g., bit error rate, 
packet error rate, the data, etc.) and/or receive signal proper 
ties 336 (e.g., SNR, signal to interference, RSSI, testing, 
noise, frequency band of operation, etc.). 
0319. The control signals 330 may be used to adjust set 
tings of a component. For example, one or more control 
signals 330 may be provided to the BPF 224 to change the 
bandpass region, the center frequency, the attenuation rate, 
etc. As another example, one or more control signals 330 may 
be provided to the LNA 202 to change gain, linearity, band 
width, efficiency, noise, output dynamic range, slew rate, rise 
rate, settling time, overshoot, stability factor, etc. As yet 
another example, one or more control signals 330 may be 
provided to the sample and hold filter circuit 204 to change 
the impedances, impedance circuits, etc. As a further 
example, one or more control signals 330 may be provided to 
the discrete time filter 206 to program it as described with 
reference to one or more of FIGS. 33-37. As a still further 
example, the control signals may be provided to the sample 
memory regarding storing samples and/or retrieving samples. 
The baseband processing module 326 may also provide one 
or more control signals 332 to the clock circuits. As an 
example, one or more control signals 332 may be provided to 
the S&H clock circuit 216 to adjust the sampling frequency, 
the sampling period, the hold period, etc. 
0320 In an example of operation, the band pass filter 224 
receives an inbound RF signal from the antenna interface. The 
band pass filter 224 attenuates out of band signal components 
and passes, Substantially unattenuated, in-band signal com 
ponents of the inbound RF signal. The low noise amplifier 
202 amplifies the in-band signal components of the inbound 
RF signal to produce an amplified inbound RF signal. 
0321. The sample and hold filter 204 receives the ampli 
fied inbound RF signal and samples it in accordance with a 
sample clock signal and a hold clock signal that are clocked in 
accordance with a sampling frequency (fs). In this example, 
the sampling frequency is greater than or equal to two times 
the bandwidth of the amplified inbound RF signal. 
0322 The sample memory 328 stores the samples output 
ted by the sample and hold filter circuit 204. The sample 
memory 328 may store a few samples to millions of samples 
in a rolling manner, may take a Snapshot of the samples, etc. 
The baseband processing module 326 controls the storage 
and retrieval of the samples to/from the storage memory. In 
addition, the baseband processing module 326 may utilize the 
stored samples for receiver calibration functions, receiver 
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testing functions, and/or error correction. One or more 
examples will be described with reference to FIGS. 86-90. 
0323. The discrete time filter 206 filters samples retrieved 
from the sample memory 328 based on its filtering response. 
In this example, the filter response of discrete time filter 206 
corresponds to abandpass filter 224 at baseband such that the 
discrete time filter 206 outputs the baseband frequency pulse 
and attenuates the other frequency pulses of the frequency 
pulse train of the sample and hold circuit 204. The analog to 
digital converter 210 converts the baseband signal into a 
digital signal (e.g., an inbound symbol stream). 
0324 FIG. 84 is a schematic block diagram of an embodi 
ment of sample memory 328 of the receiver of FIG. 83 that 
includes a digital encoder 338, digital memory 340, and a 
digital decoder 342. The digital memory 340 may be non 
Volatile or Volatile memory random access memory of any 
construct (e.g., flash, S-RAM, D-RAM, dual data rate, etc.). 
The digital encoder 338 (e.g., a flash ADC, a thermometer 
ADC, etc.) converts the analog sample value (e.g., magni 
tude) of a sample into a digital value. The digital decoder 342 
performs the inverse function of the digital encoder 338 (e.g., 
converts the digital value back into an analog sample value). 
0325 FIG. 85 is a schematic block diagram of another 
embodiment of sample memory 328 of the receiver of FIG.83 
that includes a row & column select module 344, an input 
module 346, an output module 348, and a plurality of sample 
and hold cells 350. Each of the sample and hold cells 350 may 
be conventional sample and hold circuits and are arranged 
into rows and columns. Each cell 350 is individually acces 
sible for storing or retrieving a sample value via the row and 
column select module 244. Alternatively or in addition, the 
cells 350 may also be accessible in a group (e.g., a row of 
cells, a column of cells, a block of cells, etc.). 
0326 In an example of operation, the row & select module 
344 selects a cell 350 to receive a sample value (e.g., an 
analog Voltage). The input module 346 receives the sample 
from the sample and hold circuit and provides it to the 
selected cell 350 for storage therein. The row & column select 
module 344 tracks the storage location of each sample value 
in a memory table, which the baseband processing module 
may access. To retrieve a stored sample value, the row & 
column select module 344 selects the appropriate cells 350. 
The output module 348 couples to the selected cell 350 and 
outputs the retrieved sample value. By buffering the samples 
using a sample memory 328, the baseband processing module 
may be able to correct bit errors, correct packet errors, better 
calibrate the receiver, etc. 
0327 FIG. 86 is a diagram of an example of the functional 
operation of a transmitter 352. In general, a transmitter con 
verts outbound data into outbound RF signals 358, which is 
done in a sequential manner. For example, the outbound data 
is divided into data words of 2 to 16 bits 354 per word, where 
each word is serially converted into a symbol 356 in accor 
dance with a data mapping protocol (e.g., QPSK, BPSK, 
QAM, FSK, ASK, etc.). An RF transmitter section converts 
each symbol 356 into an RF signal 358 (or a portion thereof), 
which is transmitted for a given period of time 360 (e.g., 
nanoseconds to milliseconds). 
0328. As shown, while one data word 354 is being con 
verted into a symbol 356 the next data word 354 is being 
prepared for conversion into a symbol 356; similarly, as one 
symbol 356 is being converted into an RF signal 358 the next 
symbol 356 is being prepared for the same conversion. As 
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Such, every stage of a transmitter (e.g., the baseband process 
ing, the up conversion, etc.) is continually active performing 
its corresponding function. 
0329 FIG. 87 is a diagram of an example of the functional 
operation of a receiver 362 that includes a sample and hold 
filter circuit. In general, a receiver converts inbound RF sig 
nals 358 into inbound data in a sequential manner. For 
example, an inbound signal 358, which corresponds to a 
symbol 356, is sampled to produce samples 364. The samples 
364 are subsequently converted into a symbol 356, which is 
then converted into bits 354 (e.g., a data word) in accordance 
with a data demapping protocol. 
0330. As shown, while one inbound RF signal 358 is being 
sampled, anotherinbound RF signal 358 is being received and 
readied for sampling. Similarly, as one set of samples 364 is 
being converted into a symbol 356, another set of samples 364 
is being created from an inbound RF signal 358; and as one 
symbol 356 is being converted into bits 354, another set of 
samples 364 is being converted into a symbol 356. In this 
manner, every stage of a receiver (e.g., the RF front end, the 
down conversion process, and the baseband processing) is 
active performing its corresponding function. As long as 
inbound RF signals 358 are accurately converted into bits 
354, the pipelined process of the receiver continues as 
described. If, however, an inaccuracy occurs in converting an 
RF signal 358 into bits 354, the bits 354 are lost. 
0331 FIG. 88 is a diagram of an example of the functional 
operation of a receiver 366 that includes a sample and hold 
filter circuit and sample memory. In this example, the RF 
signals 358 are converted into samples 364 as previously 
discussed with reference to FIG. 87 but are buffered in the 
sample memory prior to conversion into symbols 356. At a 
desired rate, the symbols 356 are retrieved from the buffer368 
and subsequently converted into bits 354. The amount of 
buffering, overflow threshold, underflow threshold, etc. of the 
buffer 368 is programmable by the baseband processing mod 
ule. 
0332 FIG. 89 is a diagram of an example of the functional 
operation of a receiver 370 that includes a sample and hold 
filter circuit and sample memory correcting a bit error. In this 
example, the symbols 356 are the buffered in the system 
memory and retrieved sequentially. The first symbol 356 
retrieved from the buffer 368 encountered an error when 
converting into the desired bits 354. The error may be caused 
by a number of factors including, but not limited to, low 
signal-to-noise ratio, errors in approximations, etc. 
0333 When the error is detected and prior to retrieving the 
next symbol 356, the present symbol 356 is decoded again 
using a different set of decoding factors. The decoding factors 
include a de-mapping protocol, de-puncturing protocol, 
decoding protocol, maximum likelihood estimations, and/or 
any other variable in converting a symbol 356 into bits 354. 
With the decoding factors adjusted, the symbol 356 is again 
converted into bits 354. If the conversion is successful, the 
next symbol 356 is retrieved and decoded to produce the next 
set of bits 354. If, however, the conversion was not successful, 
it is tried again until the symbol 356 is properly decoded, an 
exhaustion factoris reached, or some otherindication to cease 
decoding the symbol 356 is triggered. Note that once samples 
have been correctly decoded, the processing module may 
issue a delete command to the sample memory. 
0334 FIG. 90 is a logic diagram of an example method 
that may be performed by a baseband processing module. The 
method begins by setting parameters for the sample and hold 



US 2013/0028360 A1 

and the parameters for the discrete time filter 372. The sample 
and hold parameters include sampling period, sampling inter 
val, sampling frequency, impedance values, impedance cir 
cuit settings, etc. The discrete time filter parameters include 
coefficients, delay line settings, number of stages, etc. 
0335 The method continues by receiving an RF signal 
374, which may be an inbound RF communication signal, a 
test signal, and/or a calibration signal. The method continues 
by converting the RF signal into one or more symbols 376. 
The method then continues by converting the symbols into 
data 378. Note that this step may be skipped if the testing of 
the sample and hold circuits and discrete time filter can be 
done by analyzing the symbols, which may be done by a 
correlation technique, a matching technique, etc. 
0336. The method continues by obtaining (e.g., receiving, 
generating, looking up, etc.) data recovery feedback and/or 
receive signal properties 380. The data recovery feedback 
includes a bit error rate, a packet error rate, decoding infor 
mation Such as a mapping protocol, etc. The receive signal 
properties include received signal strength indication (RSSI). 
signal-to-noise ratio (SNR), signal to interference ratio, etc. 
0337 The method continues by determining whether the 
information (e.g., the data recovery feedback and/or the 
receive signal properties) compares favorably to a threshold 
level (e.g., given the current settings, is the receiver operating 
at an acceptable level, an optimal level, and/or below the 
acceptable level, etc.)382. If the information compares favor 
ably to the threshold level, the process repeats by receiving 
and other RF signal 374. 
0338 If, however, the information compares unfavorably 

to the threshold level, the process continues by determining 
whether the unfavorable comparison is at least partially 
attributable to the sample and hold circuit and or to the dis 
crete time filter384. If not, the method continues by adjusting 
one or more receiver baseband processing settings 386. Hav 
ing made Such an adjustment, the method repeats by receiving 
another RF signal. 
0339. If, however, the unfavorable comparison is at least 
partially attributable to the sample and hold circuit and/or the 
discrete time filter, the method continues by adjusting a Sam 
pling hold parameter and/or a discrete time filter parameter 
388. For example, if the signal-to-noise ratio is too low, the 
discrete time filter and/or the sampling hold filter circuit may 
be adjusted to improve the filtering of the inbound RF signal. 
In this manner, the signal-to-noise ratio might be increased. 
Having made an adjustment to the S&H parameters and/or the 
discrete time filter parameters, the method repeats by receiv 
ing another RF signal. 
0340 FIG. 91 is a schematic block diagram of another 
embodiment of a receiver 390 of one or more of the trans 
ceivers of FIGS. 1-3 that includes a plurality of paths and a 
clock generation circuit. Each path includes a low noise 
amplifier 202, a sample and hold circuit 204, a discrete time 
filter 392, a down conversion module (not shown since it may 
omit if discrete time filter has a baseband BPF response), and 
an analog to digital converter 210. The clock generation cir 
cuit includes a clock generator 212, a plurality of sample and 
hold clock circuits 242, a plurality offilter clock circuits 394, 
and a plurality of analog to digital converter clock circuits 
222. The clock generator 212 generates a plurality of phase 
shifted clock signals; each phase shifted clock signal clocks a 
corresponding one of the plurality of paths. As such, for a 
sampling period, the inbound RF signal is sampled a plurality 
of times (one time for each phase shifted clock). Accordingly, 
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the inbound RF signal is oversampled, which provides 
options for optimizing the data recovery process. Note that 
the plurality of discrete time filter modules and the plurality of 
conversion modules (e.g., ADCs or ADCs and down conver 
sion modules) may be included in a receiver circuit of the 
receiver. 
0341. In an example of operation of each path, the band 
pass filter 224 receives an inbound RF signal from the antenna 
interface 254. The band pass filter 224 attenuates out of band 
signal components and passes, Substantially unattenuated, 
in-band signal components of the inbound RF signal. The low 
noise amplifier 202 amplifies the in-band signal components 
of the inbound RF signal to produce an amplified inbound RF 
signal. 
0342. The sample and hold filter 204 receives the ampli 
fied inbound RF signal and samples it in accordance with a 
sample frequency that corresponds to the respective phase 
shifted clock signal. In this example, the sampling frequency 
is greater than or equal to two times the bandwidth of the 
amplified inbound RF signal. The discrete time filter 392 
(which may be a finite impulse response filter, an infinite 
impulse response filter, a frequency translation bandpass fil 
ter, and/or other type of discrete filter) receives the output of 
the sample and hold filter circuit 204 and filters it to baseband. 
The analog to digital converter 210 converts the baseband 
signal into a digital signal (e.g., an inbound symbol stream) to 
produce a plurality of inbound symbol streams. 
0343 Each of the plurality of inbound symbol streams 
may be converted into inbound data, wherein one of the 
converted inbound data is used as the output. Alternatively, 
portions of the plurality of inbound symbol streams are 
selected and the selected portions are converted into the 
inbound data. The portions may be selected based on decod 
ing factors such as signal strength, accuracy of mapping Sym 
bols to bit patterns, etc. As another example, the plurality of 
inbound symbol streams may be compared with one another 
to determine accuracy of the receiving process (e.g., conver 
sion of the inbound RF signal into inbound data) and to make 
corrections thereof. 

0344 FIGS. 92-94 are diagrams of an example of sam 
pling and holding an inbound signal, in the time domain, at a 
given sampling period (T) and a holding period (T,) that are 
derived from a corresponding phase-shifted clock signal. The 
inbound signal g(t) is sampled at a given sampling interval 
(Ts) at phase 0 (FIG.92), at phase 1 (FIG.93), and at phase in 
(FIG.94), where n is an integer greater than or equal to 2. The 
respective holding periods (Th) are shown to be less than the 
phase offset between phase shifted clock signals, however, 
the holding periods could be equal to or greater than the phase 
offset. 

0345 FIG. 95 is a schematic block diagram of another 
embodiment of a receiver 390 of one or more of the trans 
ceivers of FIGS. 1-3 that includes a plurality of bandpass 
filters (BPF) 224, a plurality of low noise amplifiers 202, a 
plurality of sample and hold filter circuits 204, and a receive 
circuit that may include one or more of a frequency transla 
tion filter 392 and an analog to digital conversion module 210. 
The receiver may further include a clock generation circuit, 
which includes a clock generator 212, a plurality of sample 
and hold clock circuits 242, a filter clock circuit 394, and an 
analog to digital converter clock circuit 222. The clock gen 
erator 212 generates a plurality of phase shifted clock signals; 
each phase shifted clock signal clocks a corresponding one of 
the plurality of S&H clock circuits 242. As such, for a sam 
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pling period, the inbound RF signal is sampled a plurality of 
times (one time for each phase shifted clock). Accordingly, 
the inbound RF signal is oversampled, which provides 
options for optimizing the data recovery process. 
0346. In an example of operation of each band pass filters 
224 receive the inbound RF signal from the antenna interface 
254. Each of the band pass filters 224 attenuates out of band 
signal components and passes, Substantially unattenuated, 
in-band signal components of the inbound RF signal. Each of 
the low noise amplifiers 202 amplifies the in-band signal 
components of the inbound RF signal to produce an amplified 
inbound RF signal. 
(0347. Each of the sample and hold filter 204 receives the 
corresponding amplified inbound RF signal and samples it in 
accordance with a sample frequency that corresponds to the 
respective phase shifted clock signal. In this example, the 
sampling frequency is greater than or equal to two times the 
bandwidth of the amplified inbound RF signal. In this man 
ner, the plurality of sample and hold filter circuits 204 gener 
ates a plurality of samples for each sampling period. 
0348. The frequency translation filter 392 (which may be 
a finite impulse response filter, an infinite impulse response 
filter, a frequency translation bandpass filter, and/or other 
type of discrete filter) receives the plurality of samples filters 
them to baseband. The plurality of samples may be provided 
to the filter in a sequential manner, in a serial manner, or in a 
combination thereof. The analog to digital converter 210 con 
verts the baseband signal into a digital signal (e.g., an inbound 
symbol stream) to produce a plurality of inbound symbol 
StreamS. 

0349 FIG. 96 is a schematic block diagram of another 
embodiment of a receiver 390 of one or more of the trans 
ceivers of FIGS. 1-3 that includes a plurality of bandpass 
filters (BPF) 224, a plurality of low noise amplifiers 202, a 
plurality of sample and hold filter circuits 204, and a receive 
circuit that may include one or more of a sample processing 
module 396, a frequency translation filter 392, an analog to 
digital conversion module 210. The receiver may further 
include a clock generation circuit, which includes a clock 
generator 212, a plurality of sample and hold clock circuits 
242, a filter clock circuit 394, and an analog to digital con 
Verter clock circuit 222. The clock generator 212 generates a 
plurality of phase shifted clock signals; each phase shifted 
clock signal clocks a corresponding one of the plurality of 
S&H clock circuits 204. As such, for a sampling period, the 
inbound RF signal is sampled a plurality of times (one time 
for each phase shifted clock). Accordingly, the inbound RF 
signal is oversampled, which provides options for optimizing 
the data recovery process. 
0350. In an example of operation of each band pass filter 
224 receives the inbound RF signal from the antenna interface 
254. Each of the band pass filters 224 attenuates out of band 
signal components and passes, Substantially unattenuated, 
in-band signal components of the inbound RF signal. Each of 
the low noise amplifiers 202 amplifies the in-band signal 
components of the inbound RF signal to produce an amplified 
inbound RF signal. 
0351. Each of the sample and hold filter 204 receives the 
corresponding amplified inbound RF signal and samples it in 
accordance with a sample frequency that corresponds to the 
respective phase shifted clock signal. In this example, the 
sampling frequency is greater than or equal to two times the 
bandwidth of the amplified inbound RF signal. In this man 
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ner, the plurality of sample and hold filter circuits 204 gener 
ates a plurality of samples for each sampling period. 
0352. The sample processing module 396 receives, for a 
given sampling period, the plurality of samples and processes 
them to produce a processed sample. The processing may be 
to average the sample values, perform a root mean square on 
the sample values, to perform a weighted average on the 
sample values, or some other mathematical function on the 
sample values to produce a representative sample value. The 
sample processing module 396 provides the processed 
samples to the frequency translation filter. 
0353. The frequency translation filter 392 (which may be 
a finite impulse response filter, an infinite impulse response 
filter, a frequency translation bandpass filter, and/or other 
type of discrete filter) filters the processed samples to produce 
an analog baseband signal. The analog to digital converter 
210 converts the baseband signal into a digital signal (e.g., an 
inbound symbol stream) to produce a plurality of inbound 
symbol streams. 
0354 FIG. 97 is a schematic block diagram of another 
embodiment of a receiver 398 of one or more of the trans 
ceivers of FIGS. 1-3 that is coupled to a plurality of antenna 
interfaces 254 (two shown) for multiple communications 
(e.g., different standards). The receiver 398 includes a sample 
and hold filter circuit 204, a discrete time filter 392, a down 
conversion module 208, an analog to digital conversion mod 
ule (ADC) 210, and a clock circuit module. The clock circuit 
module includes a clock generator 212, a sample and hold 
(S&H) clock circuit 242, a filter clock circuit 394, a local 
oscillation (LO) clock circuit 220, and an analog to digital 
converter (ADC) clock circuit 222. Note that the receiver may 
further include a plurality of band pass filters (BPF) and/or a 
plurality of low noise amplifiers (LNA). 
0355. In an example of operation, if the receiver 398 
includes band pass filters, they each receive an inbound RF 
signal from a corresponding one of the antenna interfaces 
254. For example, a first BPF receives a first inbound RF 
signal that is in accordance with a first wireless communica 
tion standard and a second BPF receives a secondinbound RF 
signal that is in accordance with a second wireless commu 
nication standard. As a further example, the first inbound RF 
signal may be in a first frequency band and the second 
inbound RF signal may be in a second frequency band. Each 
of the band pass filters attenuates out of band signal compo 
nents and passes, Substantially unattenuated, in-band signal 
components of the respective inbound RF signal. The low 
noise amplifier amplifies the in-band signal components of 
the inbound RF signal to produce an amplified inbound RF 
signal. 
0356. The sample and hold filter 204 receives the ampli 
fied inbound RF signals and samples them in accordance with 
a sample clock signal and a hold clock signal. With reference 
to FIG. 98, the sample and hold circuit 204 receives the 
amplified inbound RF signals (shown in the frequency 
domain) and samples them at a sampling frequency (fs). The 
sampling frequency may be equal to or greater than 2*RF2 
(e.g., the higher carrier frequency of the two inbound RF 
signals); may be equal to or greater than 2*BW1&2 (e.g., a 
frequency region that spans both inbound RF signals); or the 
sampling frequency may be toggled between 2*BW1 and 
2*BW 2. 
0357. In this example, the sampling frequency is greater 
than or equal to two times RF2 (e.g., the higher carrier fre 
quency of the two inbound RF signals). At this sampling rate, 
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the sample and hold circuit 204 generates an output 404 as 
shown in FIG.99. As shown, the S&H output includes a pair 
of pulses (one for the first inbound signal and the other for the 
second inbound signal) at the sampling frequency and mul 
tiples thereof. The bold pulses at RF1 and RF2 represent the 
original inbound RF signal 400. 
0358. Returning to the discussion of FIG.97, the discrete 
time filter 392 (which may be one or more finite impulse 
response filters, one or more infinite impulse response filters, 
and/or one or more frequency translation bandpass filters) 
receives the output of the sample and hold filter circuit 204 
and filters it. Depending on the filtering response of the dis 
crete time filter 392, the discrete time filter 392 will output, in 
the frequency domain, a pair of pulses of the sample and hold 
output 400 at a particular frequency pair. For example and as 
shown in FIG.100, if the filtering response 402 of the discrete 
time filter 392 corresponds to a bandpass filters centered at 
RF1 and RF2, the discrete time filter 392 will output the 
pulses at RF1 and RF2 and attenuate the pulses at the other 
frequencies. As another example, if the filter response of 
discrete time filter 392 corresponds to a bandpass filter cen 
tered at a pair of intermediate frequencies (e.g., n.fs), the 
discrete time filter 392 will output the pulses at the interme 
diate frequencies and attenuate the pulses at the other fre 
quencies. 
0359. The down conversion module 208 may be imple 
mented using one or more analog down conversion circuits 
(e.g., a mixer, a local oscillation, and one or more pass filters) 
and/or one or more discrete time digital down conversion 
circuits (e.g., a sample and hold circuit and a discrete time 
filter). Regardless of the implementation, the down conver 
sion module 208 converts the output of the discrete time filter 
392 to two baseband signals (e.g., two analog symbol 
streams). The analog to digital conversion module 210 (which 
includes one or more analog to digital converters) converts 
the baseband signals into digital signals (e.g., a first inbound 
symbol stream and a second inbound symbol stream), each of 
which may be process as previously described with reference 
to FIGS 1-3. 

0360 FIG. 101 is a schematic block diagram of another 
embodiment of a receiver 398 of one or more of the trans 
ceivers of FIGS. 1-3 that is coupled to a plurality of antenna 
interfaces 254 (two shown) for multiple communications 
(e.g., different standards). The receiver 398 includes a sample 
and hold filter circuit 204, a frequency translation filter 392, 
an analog to digital conversion module (ADC) 210, and a 
clock circuit module. The clock circuit module includes a 
clock generator 212, a sample and hold (S&H) clock circuit 
242, a filter clock circuit 394, and an analog to digital con 
verter (ADC) clock circuit 222. Note that the receiver 398 
may further include a plurality of band pass filters (BPF) 
and/or a plurality of low noise amplifiers (LNA). 
0361. In an example of operation, if the receiver 398 
includes band pass filters, they each receive an inbound RF 
signal from a corresponding one of the antenna interfaces 
254. For example, a first BPF receives a first inbound RF 
signal that is in accordance with a first wireless communica 
tion standard and a second BPF receives a second inbound RF 
signal that is in accordance with a second wireless commu 
nication standard. As a further example, the first inbound RF 
signal may be in a first frequency band and the second 
inbound RF signal may be in a second frequency band. Each 
of the band pass filters attenuates out of band signal compo 
nents and passes, Substantially unattenuated, in-band signal 

26 
Jan. 31, 2013 

components of the respective inbound RF signal. The low 
noise amplifier amplifies the in-band signal components of 
the inbound RF signal to produce an amplified inbound RF 
signal. 
0362. The sample and hold filter 204 receives the ampli 
fied inbound RF signals and samples them in accordance with 
a sample clock signal and a hold clock signal. With reference 
to FIG. 102, the sample and hold circuit 202 receives the 
amplified inbound RF signals (shown in the frequency 
domain) and samples them at a sampling frequency (fs). In 
this example, the sampling frequency is equal to or greater 
than 2*BW1&2 (e.g., a frequency region that spans both 
inbound RF signals), where BW1&2 is approximately equal 
to n*(RF1+RF2)/RF1*RF2) and n is an integer equal to or 
greater than 2 (as shown, n=3). At this sampling rate, the 
sample and hold circuit 204 generates an output 402 as shown 
in FIG. 103. As shown, the S&H output 402 includes a pair of 
pulses (one for the first inbound signal and the other for the 
second inbound signal) at the sampling frequency and mul 
tiples thereof. The bold pulses at RF1 and RF2 represent the 
original inbound RF signal. 
0363 Returning to the discussion of FIG. 101, the fre 
quency translation filter 392 (which may be one or more finite 
impulse response filters, one or more infinite impulse 
response filters, and/or one or more frequency translation 
bandpass filters) receives the output of the sample and hold 
filter circuit 204 and filters it. Depending on the filtering 
response of the frequency translation filter 392, the frequency 
translation filter 392 will output, in the frequency domain, a 
pair of pulses of the sample and hold output 402 at a particular 
frequency pair. For example and as shown in FIG. 104, if the 
filtering response 404 of the frequency translation filter 392 
corresponds to abandpass filters centered at RF1 and RF2, the 
discrete time filter will output the pulses at RF1 and RF2 and 
attenuate the pulses at the other frequencies. For this example, 
a down conversion module (as shown in FIG. 97) would be 
needed to convert the RF signals to baseband signals. 
0364. As another example, if the filter response of the 
frequency translation filter 392 corresponds to a bandpass 
filter at baseband, the frequency translation filter 392 will 
output the pulses at the baseband and attenuate the pulses at 
the other frequencies. FIG. 105 illustrates an example of the 
output 406 of the frequency translation filter 392 to include a 
first baseband signal and a second baseband signal. 
0365. The analog to digital conversion module 210 (which 
includes one or more analog to digital converters) converts 
the baseband signals into digital signals (e.g., a first inbound 
symbol stream and a second inbound symbol stream). Each of 
the inbound symbol streams may be process as previously 
described with reference to FIGS 1-3. 

0366 As another example of operation, the receiver of 
FIG. 97 and/or 101 may use a sampling frequency that is 
toggled between 2*BW1 and 2*BW2. The front-end of the 
receiver functions as previously discussed to input two 
inbound RF signals to the sample and hold circuit 204. An 
example of the sample and hold input 408 is shown in FIG. 
106. In this example, the sample and hold filter circuit 204 
generates two outputs 410 and 412 as shown in FIGS. 107 and 
108. For example, the sample and hold filter circuit 204 takes 
one or more samples of the first inbound RF signal at the 
sample frequency of 2*BW1, which are outputted via the first 
output 410. The sample and hold filter circuit 204 is then 
adjusted to take one or more samples of the second inbound 
RF signal at the sample frequency of 2*BW2, which are 
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outputted via the second output 412. The sample and hold 
filter circuit 204 toggles in this manner as long as two inbound 
RF signals are being received or until it is reconfigured for 
another mode of operation. 
0367 FIG. 109 is a schematic block diagram of another 
embodiment of a sample and hold circuit 204 that includes a 
plurality of inputs and a plurality of outputs. The sample and 
hold circuit 204 includes a plurality of sample switching 
modules 414, a sample element, a plurality of hold Switching 
modules 416, and a plurality of hold elements. The sample 
element and the hold elements may each be impedances as 
shown in FIGS. 19-22 and/or impedance circuits as shown in 
FIGS. 23-26. Each of the sample switching modules 414 and 
the hold Switching modules 416 may include a Switch and a 
driver. 
0368. In an example of operation, a first input signal is 
coupled to a first sample Switching module 414 and a second 
input signal is coupled to a second sample Switching module 
414. The first sample switching module 414 is clocked in 
accordance with a first sampling period of a first sample 
frequency and the second sample Switching module 414 is 
clocked in accordance with a second sampling period of a 
second sample frequency. 
0369. When the first sample switching module 414 is 
active, it drives the first input signal on to the sample element, 
which imposes the magnitude of the first input signal on the 
sample element for temporary storage thereon. After the first 
sample Switching modules 414 opens and before it closes 
again for the next sample of the first input signal and before 
the second input signal is sampled, the first hold Switching 
module 416 is closed. With the hold switching module 416 
closed, it imposes the Voltage on the sample element on to the 
first hold element. The voltage on the first hold element may 
be read at any time after the hold switching module 416 is 
closed and the voltage on the hold element is substantially 
stable. 

0370. When the second sample switching module 414 is 
active, it drives the second input signal on to the sample 
element, which imposes the magnitude of the second input 
signal on the sample element. After the second sample 
Switching modules 414 opens and before it closes again for 
the next sample of the second input signal and before the first 
input signal is sampled, the second hold Switching module 
416 is closed. With the second hold switching module 416 
closed, it imposes the Voltage on the sample element on to the 
second hold element. The voltage on the second hold element 
may be read at any time after the second hold Switching 
module 4116 is closed and the voltage on the hold element is 
substantially stable. Note that sample and hold module may 
have a first filter response that is based on a ratio between the 
first sampling clock signal and the first holding clock signal 
and a second filter response that is based on a ratio between 
the second sampling clock signal and the second holding 
clock signal. 
0371 FIG. 109A is a schematic block diagram of another 
embodiment of a sample and hold circuit 204 that includes a 
plurality of inputs and a plurality of outputs. The sample and 
hold circuit 204 includes a plurality of sample switching 
modules 414, a sample element, and a plurality of hold 
Switching modules 416. The sample element may each be 
impedances as shown in FIGS. 19-22 and/or impedance cir 
cuits as shown in FIGS. 23-26. Each of the sample switching 
modules 414 and the hold switching modules 416 may 
include a switch and a driver. 
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0372. In an example of operation, a first input signal is 
coupled to a first sample Switching module 414 and a second 
input signal is coupled to a second sample Switching module 
414. The first sample switching module 414 is clocked in 
accordance with a first sampling period of a first sample 
frequency and the second sample Switching module 414 is 
clocked in accordance with a second sampling period of a 
second sample frequency. 
0373) When the first sample switching module 414 is 
active, it drives the first input signal on to the sample element, 
which imposes the magnitude of the first input signal on the 
sample element. After the first sample Switching modules 414 
opens and before it closes again for the next sample of the first 
input signal and before the second input signal is sampled, the 
first hold switching module 416 is closed. With the hold 
Switching module 416 closed, it outputs the Voltage on the 
sample element. 
0374. When the second sample switching module 414 is 
active, it drives the second input signal on to the sample 
element, which imposes the magnitude of the second input 
signal on the sample element. After the second sample 
Switching modules 414 opens and before it closes again for 
the next sample of the second input signal and before the first 
input signal is sampled, the second hold Switching module is 
closed. With the second hold switching module 416 closed, it 
outputs the Voltage on the sample element. 
0375 FIG. 110 is a schematic block diagram of another 
embodiment of a sample and hold circuit 204 that includes an 
input and a plurality of outputs. The sample and hold circuit 
204 includes a input module 420 (e.g., a multiplexer, a Switch 
ing circuit, etc.) and a plurality of sample and hold filter 
circuits 418 (e.g., as shown in FIGS. 19-26). In an example of 
operation, one of the sample and hold filter circuits 204 
samples a first inbound RF signal and another one of the 
sample and hold filter circuits 204 samples a second inbound 
RF signal. The input module 420 provides the correct 
inbound RF signal to the corresponding sample and hold filter 
circuit 418. 

0376 FIG. 111 is a schematic block diagram of another 
embodiment of a receiver 422 of one or more of the trans 
ceivers of FIGS. 1-3 that is coupled to a plurality of antenna 
interfaces 254 (two shown) for MIMO communications. The 
receiver 422 includes a sample and hold filter circuit 204, a 
discrete time filter 392, a down conversion module 208, an 
analog to digital conversion module (ADC) 210, and a clock 
circuit module. The clock circuit module includes a clock 
generator 212, a sample and hold (S&H) clock circuit 242, a 
filter clock circuit 394, a local oscillation (LO) clock circuit 
220, and an analog to digital converter (ADC) clock circuit 
222. Note that the receiver 422 may further include a plurality 
of band pass filters (BPF) and/or a plurality of low noise 
amplifiers (LNA). 
0377. In an example of operation, if the receiver 422 
includes band pass filters, they each receive an inbound RF 
signal from a corresponding one of the antenna interfaces 
254. For example, a first BPF receives a first inbound RF 
signal of the MIMO communication and a second BPF 
receives a second inbound RF signal the MIMO communica 
tion, where the first and second inbound RF signals are in the 
same frequency band. Each of the band pass filters attenuates 
out of band signal components and passes, Substantially unat 
tenuated, in-band signal components of the respective 
inbound RF signal. The low noise amplifier amplifies the 
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in-band signal components of the inbound RF signal to pro 
duce an amplified inbound RF signal. 
0378. The sample and hold filter 204 receives the ampli 
fied inbound RF signals and samples them in accordance with 
a sample clock signal and a hold clock signal. With reference 
to FIG. 112, the sample and hold circuit 204 receives the 
amplified inbound RF signals 424 (shown in the frequency 
domain) and samples them at a sampling frequency (fs). The 
sampling frequency may be equal to or greater than 2*RF or 
it may be toggled at 2 BW for each inbound RF signal. 
0379. In this example, the sampling frequency is greater 
than or equal to two times BW and is toggled for each inbound 
RF signal. At this sampling rate, the sample and hold circuit 
204 generates outputs 426-428 as shown in FIGS. 113 and 
114. As shown, each S&H output 426-428 includes a pulse at 
the sampling frequency and multiples thereof. The pulse at 
RF represents the original inbound RF signal. 
0380 Returning to the discussion of FIG. 11, the discrete 
time filter 392 (which may be one or more finite impulse 
response filters, one or more infinite impulse response filters, 
and/or one or more frequency translation bandpass filters) 
receives the output of the sample and hold filter circuit 204 
and filters it. Depending on the filtering response of the dis 
crete time filter 392, the discrete time filter 392 will output, in 
the frequency domain, a pair of pulses of the sample and hold 
output at a particular frequency pair. For example, if the 
filtering response of the discrete time filter 392 corresponds to 
a bandpass filters centered at RF, the discrete time filter will 
output the pulse at RF and attenuate the pulses at the other 
frequencies for each inbound RF signal. As another example, 
if the filter response of discrete time filter 392 corresponds to 
a bandpass filter centered at an intermediate frequency (e.g., 
nfs), the discrete time filter will output the pulse at the 
intermediate frequency and attenuate the pulses at the other 
frequencies for each inbound RF signal. 
0381. The down conversion module 208 may be imple 
mented using one or more analog down conversion circuits 
210 (e.g., a mixer, a local oscillation, and one or more pass 
filters) and/or one or more discrete time digital down conver 
sion circuits 208 (e.g., a sample and hold circuit and a discrete 
time filter). Regardless of the implementation, the down con 
version module 208 converts the output of the discrete time 
filter 392 to two baseband signals (e.g., two analog symbol 
streams). The analog to digital conversion module 210 (which 
includes one or more analog to digital converters) converts 
the baseband signals into digital signals (e.g., a first inbound 
symbol stream and a second inbound symbol stream), which 
are processed as previously discussed to retrieve inbound 
data. 
0382 FIG. 115 is a schematic block diagram of another 
embodiment of a transmitter 430 of one or more of the trans 
ceivers of FIGS. 1-3 that includes a clock generation circuit 
444, a conversion module (which may include a digital to 
analog conversion module 432 and/oran up-conversion mod 
ule 434), a sample and hold filter circuit 436, a discrete time 
filter 438, and a power amplifier module 440. The clock 
circuit module includes a clock generator 444, a sample and 
hold (S&H) clock circuit 448, a filter clock circuit 446, a local 
oscillation (LO) clock circuit 450, and a digital to analog 
converter (DAC) clock circuit 452. 
0383. In an example of operation, the DAC 432 receives an 
outbound symbol stream from the baseband processing mod 
ule and converts it into an analog signal. The up-conversion 
module 434 may be implemented using analog circuitry (e.g., 
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a mixer, a local oscillation, and one or more pass filters) or it 
may be implemented as discrete time digital circuitry (e.g., a 
sample and hold circuit and a discrete time filter). Regardless 
of the implementation, the up-conversion module 434 con 
verts the analog signal into an up-converted RF signal. 
0384 The sample and hold filter circuit 436 receives the 
up-converted RF signal and samples it in accordance with a 
sample clock signal and a hold clock signal. With reference to 
FIG. 116, the sample and hold circuit 436 receives the up 
converted RF signal (G(f), which is shown in the frequency 
domain) and samples it at a sampling frequency (fs). In this 
example, the sampling frequency is greater than or equal to 
two times the bandwidth of the up-converted RF signal. The 
sample and hold filter 436 outputs, in the frequency domain, 
a plurality of pulses spaced in frequency by the sampling 
frequency. The sample and hold output includes a pulse at RF. 
which corresponds to the original up-converted RF signal. 
(0385) Returning to the discussion of FIG. 115, the discrete 
time filter 438 (which may be a finite impulse response filter, 
an infinite impulse response filter, a frequency translation 
bandpass filter, and/or other type of discrete filter) receives 
the output of the sample and hold filter circuit 436 and filters 
it at RF. For example and as shown in FIG. 117, the filtering 
response 454 of the discrete time filter 438 corresponds to a 
bandpass filter centered at RF such that it outputs the pulse at 
RF and attenuates the pulses at the other frequencies to pro 
duce an outbound RF signal. 
0386 The power amplifier 440, which includes one or 
more power amplifiers coupled in series and/or in parallel, 
outputs the outbound RF signal(s) to the antenna interface 
442. Note that parameters (e.g., gain, linearity, bandwidth, 
efficiency, noise, output dynamic range, slew rate, rise rate, 
settling time, overshoot, stability factor, etc.) of the PA 440 
may be adjusted based on control signals received from the 
baseband processing module. For instance, as transmission 
conditions change (e.g., channel response changes, distance 
between TX unit and RX unit changes, antenna properties 
change, etc.), the baseband processing module monitors the 
transmission condition changes and adjusts the properties of 
the PA 440 to optimize performance. 
0387 FIG. 118 is a schematic block diagram of another 
embodiment of a transmitter of one or more of the transceiv 
ers of FIGS. 1-3 that includes a clock generation circuit 444, 
a digital to analog conversion module 432, a sample and hold 
filter circuit 436, a discrete time filter 438, and a power 
amplifier module 440. The clock circuit module includes a 
clock generator 444, a sample and hold (S&H) clock circuit 
448, a filterclock circuit 446, and a digital to analog converter 
(DAC) clock circuit 452. 
0388. In an example of operation, the DAC 432 receives an 
outbound symbol stream from the baseband processing mod 
ule and converts it into an analog signal. The sample and hold 
filter circuit 448 receives the analog signal and samples it in 
accordance with a sample clock signal and a hold clock sig 
nal. With reference to FIG. 119, the sample and hold circuit 
436 receives the baseband analog signal G(f), which is shown 
in the frequency domain) and samples it at a sampling fre 
quency (fs). In this example, the sampling frequency is 
greater than or equal to two times the bandwidth of the base 
band signal and is an integer fraction of the desired RF (e.g., 
fs=RF/n, where n is an integer that is equal to or greater than 
2). The sample and hold filter 436 outputs, in the frequency 
domain, a plurality of pulses spaced in frequency by the 
sampling frequency. The sample and hold output includes a 
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pulse at baseband, which corresponds to the original base 
band signal, and includes a pulse at RF. 
0389. Returning to the discussion of FIG. 118, the discrete 
time filter 438 (which may be a finite impulse response filter, 
an infinite impulse response filter, a frequency translation 
bandpass filter, and/or other type of discrete filter) receives 
the output of the sample and hold filter circuit 436 and filters 
it at RF. For example and as shown in FIG. 120, the filtering 
response of the discrete time filter 438 corresponds to aband 
pass filter centered at RF such that it outputs the pulse at RF 
and attenuates the pulses at the other frequencies to produce 
an outbound RF signal. 
0390 The power amplifier 440, which includes one or 
more power amplifiers coupled in series and/or in parallel, 
outputs the outbound RF signal(s) to the antenna interface 
442. Note that parameters (e.g., gain, linearity, bandwidth, 
efficiency, noise, output dynamic range, slew rate, rise rate, 
settling time, overshoot, stability factor, etc.) of the PA 440 
may be adjusted based on control signals received from the 
baseband processing module. 
0391 FIG. 121 is a schematic block diagram of another 
embodiment of a transmitter of one or more of the transceiv 
ers of FIGS. 1-3 that includes a clock generation circuit 444, 
a digital to analog conversion module 432, a sample and hold 
filter circuit 436, an AC coupling capacitor (C), and a power 
amplifier module 440. The clock circuit module includes a 
clock generator 444, a sample and hold (S&H) clock circuit 
448, and a digital to analog converter (DAC) clock circuit 
452. 
0392. In an example of operation, the DAC 432 receives an 
outbound symbol stream from the baseband processing mod 
ule and converts it into an analog signal. The sample and hold 
filter circuit 436 receives the analog signal and samples it in 
accordance with a sample clock signal and a hold clock sig 
nal. With reference to FIG. 122, the sample and hold circuit 
436 receives the baseband analog signal (G(f), which is 
shown in the frequency domain) and samples it at a sampling 
frequency (fs). In this example, the sampling frequency is 
equal to desired RF (e.g., fs=RF). The sample and hold filter 
436 outputs, in the frequency domain, a plurality of pulses 
spaced in frequency by the sampling frequency. The sample 
and hold output includes a pulse at baseband, which corre 
sponds to the original baseband signal, and includes a pulse at 
RF. 

0393 Returning to the discussion of FIG. 121, the AC 
coupling capacitor blocks the baseband pulse and passes the 
other pulses, including the pulse at RF. The power amplifier 
440, which includes one or more power amplifiers coupled in 
series and/or in parallel, has a bandwidth that is substantially 
less than 2*RF. As such, as the PA 440 outputs the outbound 
RF signal (e.g., the pulse at RF) to the antenna interface 442, 
it attenuates the pulses at n RF as shown in FIG. 123. Note 
that parameters (e.g., gain, linearity, bandwidth, efficiency, 
noise, output dynamic range, slew rate, rise rate, settlingtime, 
overshoot, stability factor, etc.) of the PA 440 may be adjusted 
based on control signals received from the baseband process 
ing module. 
0394 FIG. 124 is a schematic block diagram of an 
embodiment of a multiple output transmitter of one or more of 
the transceivers of FIGS. 1-3 that includes a clock generation 
circuit 444, a plurality of digital to analog conversion mod 
ules (two shown) 442, a sample and hold filter circuit 436, a 
discrete time filter 438, and a plurality of power amplifier 
modules 440. The clock circuit module includes a clock gen 

29 
Jan. 31, 2013 

erator 444, a sample and hold (S&H) clock circuit 448, a filter 
clock circuit 446, a local oscillation (LO) clock circuit, and a 
plurality of digital to analog converter (DAC) clock circuits 
452. 

0395. In an example of MIMO operation, each of the 
DACs 432 receives an outbound symbol stream from the 
baseband processing module and converts it into an analog 
baseband signal. The sample and hold filter circuit 436 
receives the analog baseband signals from the DACs 432 and 
samples them in accordance with a sampling frequency. With 
reference to FIG. 125, the sample and hold circuit 436 
receives the analog baseband signals (G1(f) and G2(f)) and 
samples each of them at a sampling frequency (fs). In this 
example, the sampling frequency is at the desired RF. Alter 
natively, the sampling frequency may be 2*bandwidth of the 
outbound signals. The sample and hold filter 436 outputs, in 
the frequency domain for each analog baseband signal, a 
plurality of pulses spaced in frequency by the sampling fre 
quency. The sample and hold output includes a pulse at RF. 
which corresponds to the original up-converted RF signal. 
0396 Returning to the discussion of FIG. 124, the discrete 
time filter 438 (which may be one or more finite impulse 
response filters, one or more infinite impulse response filters, 
and/or one or more frequency translation bandpass filter) 
receives the first and second outputs of the sample and hold 
filter circuit 436 and filters them at RF. For example and as 
shown in FIG. 126, the filtering response 454 of the discrete 
time filter 438 corresponds to abandpass filtercentered at RF 
such that it outputs the pulse at RF and attenuates the pulses 
at the other frequencies for each signal to produce a first 
outbound RF signal and second outbound RF signal. 
0397. Each of the power amplifiers 440, which includes 
one or more power amplifiers coupled in series and/or in 
parallel, outputs a corresponding one of the outbound RF 
signals to a respective antenna interface 442. Note that param 
eters (e.g., gain, linearity, bandwidth, efficiency, noise, output 
dynamic range, slew rate, rise rate, settling time, overshoot, 
stability factor, etc.) of the PA 440 may be adjusted based on 
control signals received from the baseband processing mod 
ule. 
0398. In an example of multiple frequency band operation, 
each of the DACs 432 receives an outbound symbol stream 
from the baseband processing module and converts it into an 
analog baseband signal. The sample and hold filter circuit 436 
receives the analog baseband signals from the DACs and 
samples them in accordance with a sampling frequency. With 
reference to FIG. 127, the sample and hold circuit 448 
receives the analog baseband signals (G1(f) and G2(f)) and 
samples each of them at a first sampling frequency (fs1) and 
a second sampling frequency (fs2), respectively. In this 
example, the first sampling frequency is at the first desired 
RF1 and the second sampling frequency is at the second 
desired RF2. Alternatively, the sampling frequency may be a 
function of a bandwidth that spans the bandwidth of both 
outbound signals. The sample and hold filter 436 outputs, in 
the frequency domain for each analog baseband signal, a 
plurality of pulses spaced in frequency by the respective 
sampling frequency. For each signal, the sample and hold 
output includes a pulse at RF (e.g., RF1 or RF2), which 
corresponds to the original up-converted RF signal. 
0399. Returning to the discussion of FIG. 124, the discrete 
time filter 438 (which may be one or more finite impulse 
response filters, one or more infinite impulse response filters, 
and/or one or more frequency translation bandpass filter) 
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receives the first and second outputs of the sample and hold 
filter circuit 436 and filters them at RF. For example and as 
shown in FIG. 128, the filtering response 454 of the discrete 
time filter 438 corresponds to a bandpass filter centered at 
RF1 and another centered at RF2 such that it outputs the pulse 
at RF1 and attenuates the pulses at the other frequencies for 
the first signal to produce a first outbound RF signal and 
outputs the pulse at RF2 and attenuates the pulses at the other 
frequencies for the second signal to produce a second out 
bound RF signal. 
04.00 Each of the power amplifiers 440, which includes 
one or more power amplifiers coupled in series and/or in 
parallel, outputs a corresponding one of the outbound RF 
signals to a respective antenna interface 442. Note that param 
eters (e.g., gain, linearity, bandwidth, efficiency, noise, output 
dynamic range, slew rate, rise rate, settling time, overshoot, 
stability factor, etc.) of the PA 440 may be adjusted based on 
control signals received from the baseband processing mod 
ule. 
04.01 FIG. 129 is a schematic block diagram of another 
embodiment of a transceiver that includes a receiversection 
and a transmittersection. The receiversection includes aband 
pass filter (BPF), a low noise amplifier (LNA) 456, a sample 
and hold filter circuit 458, a discrete time filter 460, an analog 
to digital converter (ADC) 462, and a receiver clock circuit 
module. The receiver clock circuit module includes a clock 
generator 464, a sample and hold (S&H) clock circuit 466, a 
filter clock circuit 468, and an analog to digital converter 
(ADC) clock circuit 470. 
0402. The transmitter section includes a transmit clock 
generation circuit 444, a digital to analog conversion module 
432, a sample and hold filter circuit 436, a discrete time filter 
438, and a power amplifier module 440. The transmit clock 
circuit module includes a clock generator 444, a sample and 
hold (S&H) clock circuit 448, a filter clock circuit 446, and a 
digital to analog converter (DAC) clock circuit 452. Note that 
any other embodiment of the receiver section may be incor 
porated into the transceiver with any other embodiment of the 
transmitter section. 
0403. In an example of operation, the processing module 
472 generates control signals and/or settings 474 for the 
transmitter section and/or the receiver section to improve 
transceiver performance, reduce transmitter interference on 
the receiver side, etc. For example, the bandpass filtering of 
the S&H circuits 436 and 458 may be adjusted to place nulls 
at interfering frequencies. As another example, the filter 
response of the frequency translation filter 460 (or discrete 
time filter 438) may be tuned to provide a sharper attenuation, 
a different center frequency, etc. As yet another example, the 
clocking of the DAC 432 and ADC 462 may be coordinated to 
reduce interference therebetween, noise injections, etc. 
0404 As may be used herein, the terms “substantially' 
and 'approximately provides an industry-accepted tolerance 
for its corresponding term and/or relativity between items. 
Such an industry-accepted tolerance ranges from less than 
one percent to fifty percent and corresponds to, but is not 
limited to, component values, integrated circuit process varia 
tions, temperature variations, rise and fall times, and/or ther 
mal noise. Such relativity between items ranges from a dif 
ference of a few percent to magnitude differences. As may 
also be used herein, the term(s) “operably coupled to’, 
“coupled to’, and/or "coupling includes direct coupling 
between items and/or indirect coupling between items via an 
intervening item (e.g., an item includes, but is not limited to, 
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a component, an element, a circuit, and/or a module) where, 
for indirect coupling, the intervening item does not modify 
the information of a signal but may adjust its current level. 
voltage level, and/or power level. As may further be used 
herein, inferred coupling (i.e., where one element is coupled 
to another element by inference) includes direct and indirect 
coupling between two items in the same manner as “coupled 
to”. As may even further be used herein, the term “operable 
to” or “operably coupled to indicates that an item includes 
one or more of power connections, input(s), output(s), etc., to 
perform, when activated, one or more its corresponding func 
tions and may further include inferred coupling to one or 
more other items. As may still further be used herein, the term 
“associated with', includes direct and/or indirect coupling of 
separate items and/or one item being embedded within 
another item. As may be used herein, the term “compares 
favorably, indicates that a comparison between two or more 
items, signals, etc., provides a desired relationship. For 
example, when the desired relationship is that signal 1 has a 
greater magnitude than signal 2, a favorable comparison may 
be achieved when the magnitude of signal 1 is greater than 
that of signal 2 or when the magnitude of signal 2 is less than 
that of signal 1. 
04.05 As may also be used herein, the terms “processing 
module'. “module”, “processing circuit', and/or “processing 
unit may be a single processing device or a plurality of 
processing devices. Such a processing device may be a micro 
processor, micro-controller, digital signal processor, micro 
computer, central processing unit, field programmable gate 
array, programmable logic device, state machine, logic cir 
cuitry, analog circuitry, digital circuitry, and/or any device 
that manipulates signals (analog and/or digital) based on hard 
coding of the circuitry and/or operational instructions. The 
processing module, module, processing circuit, and/or pro 
cessing unit may have an associated memory and/or an inte 
grated memory element, which may be a single memory 
device, a plurality of memory devices, and/or embedded cir 
cuitry of the processing module, module, processing circuit, 
and/or processing unit. Such a memory device may be a 
read-only memory, random access memory, Volatile memory, 
non-volatile memory, static memory, dynamic memory, flash 
memory, cache memory, and/or any device that stores digital 
information. Note that if the processing module, module, 
processing circuit, and/or processing unit includes more than 
one processing device, the processing devices may be cen 
trally located (e.g., directly coupled together via a wired 
and/or wireless bus structure) or may be distributedly located 
(e.g., cloud computing via indirect coupling via a local area 
network and/or a wide area network). Further note that if the 
processing module, module, processing circuit, and/or pro 
cessing unit implements one or more of its functions via a 
state machine, analog circuitry, digital circuitry, and/or logic 
circuitry, the memory and/or memory element storing the 
corresponding operational instructions may be embedded 
within, or external to, the circuitry comprising the State 
machine, analog circuitry, digital circuitry, and/or logic cir 
cuitry. Still further note that, the memory element may store, 
and the processing module, module, processing circuit, and/ 
or processing unit executes, hard coded and/or operational 
instructions corresponding to at least Some of the steps and/or 
functions illustrated in one or more of the Figures. Such a 
memory device or memory element can be included in an 
article of manufacture. 
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0406. The present invention has been described above 
with the aid of method steps illustrating the performance of 
specified functions and relationships thereof. The boundaries 
and sequence of these functional building blocks and method 
steps have been arbitrarily defined herein for convenience of 
description. Alternate boundaries and sequences can be 
defined so long as the specified functions and relationships 
are appropriately performed. Any such alternate boundaries 
or sequences are thus within the scope and spirit of the 
claimed invention. Further, the boundaries of these functional 
building blocks have been arbitrarily defined for convenience 
of description. Alternate boundaries could be defined as long 
as the certain significant functions are appropriately per 
formed. Similarly, flow diagram blocks may also have been 
arbitrarily defined herein to illustrate certain significant func 
tionality. To the extent used, the flow diagram block bound 
aries and sequence could have been defined otherwise and 
still perform the certain significant functionality. Such alter 
nate definitions of both functional building blocks and flow 
diagram blocks and sequences are thus within the Scope and 
spirit of the claimed invention. One of average skill in the art 
will also recognize that the functional building blocks, and 
other illustrative blocks, modules and components herein, 
can be implemented as illustrated or by discrete components, 
application specific integrated circuits, processors executing 
appropriate Software and the like or any combination thereof. 
0407. The present invention may have also been 
described, at least in part, in terms of one or more embodi 
ments. An embodiment of the present invention is used herein 
to illustrate the present invention, an aspect thereof, a feature 
thereof, a concept thereof, and/or an example thereof. A 
physical embodiment of an apparatus, an article of manufac 
ture, a machine, and/or of a process that embodies the present 
invention may include one or more of the aspects, features, 
concepts, examples, etc. described with reference to one or 
more of the embodiments discussed herein. Further, from 
figure to figure, the embodiments may incorporate the same 
or similarly named functions, steps, modules, etc. that may 
use the same or different reference numbers and, as such, the 
functions, steps, modules, etc. may be the same or similar 
functions, steps, modules, etc. or different ones. 
0408. While the transistors in the above described figure 
(s) is/are shown as field effect transistors (FETs), as one of 
ordinary skill in the art will appreciate, the transistors may be 
implemented using any type of transistor structure including, 
but not limited to, bipolar, metal oxide semiconductor field 
effect transistors (MOSFET), N-well transistors, P-well tran 
sistors, enhancement mode, depletion mode, and Zero Voltage 
threshold (VT) transistors. 
04.09 Unless specifically stated to the contra, signals to, 
from, and/or between elements in a figure of any of the 
Figures presented herein may be analog or digital, continuous 
time or discrete time, and single-ended or differential. For 
instance, if a signal path is shown as a single-ended path, it 
also represents a differential signal path. Similarly, if a signal 
pathis shown as a differential path, it also represents a single 
ended signal path. While one or more particular architectures 
are described herein, other architectures can likewise be 
implemented that use one or more data buses not expressly 
shown, direct connectivity between elements, and/or indirect 
coupling between other elements as recognized by one of 
average skill in the art. 
0410 The term “module' is used in the description of the 
various embodiments of the present invention. A module 
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includes a functional block that is implemented via hardware 
to perform one or module functions such as the processing of 
one or more input signals to produce one or more output 
signals. The hardware that implements the module may itself 
operate in conjunction software, and/or firmware. As used 
herein, a module may contain one or more Sub-modules that 
themselves are modules. 
0411 While particular combinations of various functions 
and features of the present invention have been expressly 
described herein, other combinations of these features and 
functions are likewise possible. The present invention is not 
limited by the particular examples disclosed herein and 
expressly incorporates these other combinations. 

1. A receiver comprises: 
a sample and hold module operable to sample and hold an 

inbound wireless signal at a rate corresponding to a 
multiple of a carrier frequency of the inbound wireless 
signal to produce a frequency domain sample pulse 
train; 

a discrete time filter module operable to filter the frequency 
domain sample pulse train to produce a wireless fre 
quency pulse; and 

a wireless frequency to baseband conversion module oper 
able to convert the wireless frequency pulse to a base 
band digital signal. 

2. The receiver of claim 1 further comprises: 
an analog to digital conversion module operable to convert 

the baseband digital signal into an inbound baseband 
signal. 

3. The receiver of claim 2 further comprises: 
a clock generation circuit operable to provide clock inputs 

to the sample and hold module, the discrete time filter 
module, and the analog to digital conversion module, the 
clock generation circuit including: 
a clock generation module operable to generate a system 

clock signal; 
a sample and hold clock module operable to generate, 

from the system clock signal, a sample and hold clock 
signal at the rate corresponding to the multiple of the 
carrier frequency of the in inbound wireless signal; 

a discrete time filter clock module operable to generate a 
filter clock from the system clock signal; and 

an analog to digital conversion (ADC) clock module 
operable to generate an ADC clock signal from the 
system clock signal. 

4. The receiver of claim 1, wherein the wireless frequency 
to baseband conversion module comprises: 

a second sample and hold module operable to sample and 
hold, at a rate corresponding to a multiple of the band 
width of the wireless frequency pulse, the wireless fre 
quency pulse to produce a second frequency domain 
sample pulse train; 

a second discrete time filter module operable to filter the 
second frequency domain sample pulse train to produce 
the baseband digital signal. 

5. The receiver of claim 1, wherein the wireless frequency 
to baseband conversion module comprises a down conversion 
module, the down conversion module operable to: 
mix the wireless frequency pulse with a local oscillation to 

produce a mixed signal; and 
filter the mixed signal to produce the baseband digital 

signal. 
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6. The receiver of claim 1 further comprises: 
a low noise amplifier (LNA) module coupled to an input of 

the sample and hold module, the LNA operable to 
amplify the inbound wireless signal. 

7. The receiver of claim 1 further comprises: 
a buffer module operably coupled to an input of the sample 

and hold module, wherein the buffer module is operable 
to buffer the inbound wireless signal prior to sampling 
and holding by the sample and hold module. 

8. The receiver of claim 7, wherein the buffer module 
comprises at least one of: 

a buffer; and 
an inverter. 
9. A receiver comprises: 
a sample and hold module operable to sample and hold an 

inbound wireless signal at a rate corresponding to a 
multiple of a carrier frequency of the inbound wireless 
signal to produce a frequency domain sample pulse 
train; 

a frequency translation bandpass filter (FTBPF) operable 
to bandpass filter the frequency domain sample pulse 
train to produce a filtered inbound wireless signal; and 

a wireless frequency to baseband conversion module to 
convert the wireless frequency pulse to a baseband digi 
tal signal. 

10. The receiver of claim 9 further comprises: 
an analog to digital conversion module operable to convert 

the baseband digital signal into an inbound baseband 
signal. 

11. The receiver of claim 10 further comprises: 
a clock generation circuit operable to provide clock inputs 

to the sample and hold module, the FTBPF module, and 
the analog to digital conversion module, the clock gen 
eration circuit including: 
a clock generation module operable to generate a system 

clock signal; 
a sample and hold clock module operable to generate, 

from the system clock signal, a sample and hold clock 
signal at the rate corresponding to the multiple of the 
carrier frequency of the in inbound wireless signal; 

an FTBPF clock module operable to generate a filter 
clock from the system clock signal; and 

an analog to digital conversion (ADC) clock module 
operable to generate an ADC clock signal from the 
system clock signal. 

12. The receiver of claim 9, wherein the wireless frequency 
to baseband conversion module comprises: 

a second sample and hold module operable to sample and 
hold, at a rate corresponding to a multiple of the band 
width of the wireless frequency pulse, the wireless fre 
quency pulse to produce a second frequency domain 
sample pulse train; 
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a second discrete time filter module operable to filter the 
second frequency domain sample pulse train to produce 
the baseband digital signal. 

13. The receiver of claim 9, wherein the wireless frequency 
to baseband conversion module comprises a down conversion 
module, the down conversion module operable to: 
mix the wireless frequency pulse with a local oscillation to 

produce a mixed signal; and 
filter the mixed signal to produce the baseband digital 

signal. 
14. The receiver of claim 9 further comprises: 
a low noise amplifier (LNA) module coupled to an input of 

the sample and hold module, the LNA operable to 
amplify the inbound wireless signal. 

15. The receiver of claim 9 further comprises: 
a buffer module operably coupled to an input of the sample 

and hold module, wherein the buffer module is operable 
to buffer the inbound wireless signal prior to sampling 
and holding by the sample and hold module. 

16. The receiver of claim 15, wherein the buffer module 
comprises at least one of: 

a buffer; and 
an inverter. 
17. A receiver comprising: 
a sample and hold filter operable to sample and hold an 

inbound wireless signal at a rate corresponding to a 
multiple of a carrier frequency of the inbound wireless 
signal to produce a frequency domain sample pulse 
train; 

a low noise amplifier coupled to an input of the sample and 
hold filter; 

a discrete time filter operable to filter the frequency domain 
sample pulse train to produce a wireless frequency 
pulse; and 

a wireless frequency to baseband conversion module oper 
able to convert the wireless frequency pulse to a base 
band digital signal. 

18. The receiver of claim 17, further comprising: 
a clock generation circuit coupled to provide clock inputs 

to the sample and hold filter, and the discrete time filter. 
19. The receiver of claim 17, wherein the wireless fre 

quency to baseband conversion module further comprising: 
a down conversion module including a mixer and a filter. 
20. The receiver of claim 17, further comprising: 
an inverting buffer coupled to an input of the sample and 

hold filter, and operable to buffer the inbound wireless 
signal prior to sampling and holding by the sample and 
hold module. 


