
(No Model.) 2. Sheets-Sheet 1. 
T, J., TELLEFSEN, 

GUIDE FRAME FOR LOOSE ROLLS IN JOURNAL, BEARINGS, 

No. 604,572, Patented May 24, 1898, 

SEEEEE esses SA 

o 23. 2% ee. '2. 25 size 2.1%. , 

    

  

  

    

  

  

  



(No Model.) 2. Sheets-Sheet, 2. 
T, J. TELLEFSEN, 

GUIDE FRAME FOR LOOSE ROLLS IN JOURNAL, BEARINGs. 
No. 604,572, Patented May 24, 1898. 

/ '7, of A's. 6. 
h A 

o-2 &zeszó; 4 verz ?ez. 
3.2ee- a2-are 2, 22442 

1 

  

  

  



UNITED STATES PATENT OFFICE, 

THEODORE J. TELLEFSEN, OF NEWARK, NEW JERSEY, ASSIGNOR TO THE 
HYATT ROLLER BEARING COMPANY, OF NEW JERSEY. 

GUDEa FRAVE FOR O OSE R O S N O U R NAe BEAR N G S. 

SPECIFICATION forming part of Letters Patent No. 604,572, dated May 24, 1898. 
Application filed April 1, 1897, Serial No. 630,330. (No model.) 

To all, whon, it naily concert: 
Be it known that I, THEODORE.J. TELLEF 

SEN, a citizen of the United States, residing 
at Newark, county of Essex, State of New Jer 

5 Sey, have invented certain new and useful Im 
provements in Guide-Frames for Loose Rolls 
in Journal-Bearings, fully described and rep 
resented in the following specification and the 
accompanying drawings, forming a part of the 

O Sae. 

It will be readily understood that the most 
complete support Would be furnished to a re 
volving journal by a large or considerable se 
ries of rolls rotating in contact with one an 

55 other between the journal and casing, as the 
journal would thus be supported upon nu 
merous lines in the closest proximity to one 
another that could be secured with rolls of 
practicable and durable proportions. The 

2O rolls in Such a loose series are, however, liable 
to displacement if the journal or casing va 
ries in diameter at any point, and some means 
is therefore in practice required to hold the 
rolls parallel. In such bearings it has been 

25 common heretofore to use a guide-frame con 
sisting of two parallel bars inserted between 
the rolls at opposite sides of the journal and 
connected at their opposite ends by semicir 
cular yokes, the entire guide being carried 

3o around the journal within the casing by the 
rolls. Any tendency of the rolls to oblique 
displacement Operates in reverse directions 
upon the two guide-bars of such a guide upon 
Which the forces are thus balanced, and the 

35 guide is thus enabled to maintain the rolls 
parallel with the journal if the guide be suffi 
ciently rigid. I have found by experience 
that Where the shaft has a slight taper, as 
sometimes occurs through wear or by care 

4d lessness in manufacture, the tendency of the 
rolls to an oblique displacement is very con 
siderable, and that such a guide will not re 
sist this tendency unless it is made of steel 
and of undesirable weight and thickness. 
The object of the present invention is to 

employ a considerable number of the rolls in 
the series surrounding the journal and to sep 
arate as few of the rolls as possible from one 
another and for as Small a space as possible, 

SO SO as to preserve a nearly continuous Support 
for the journal. Where a single guide-frame 

45 

only is used, the rolls upon One side of the 
journal are of differentlength from those upon 
the opposite side, and I avoid this discrep 
ancy and increase the efficiency of the guide, 
while diminishing the separation of any ad 
jacent rolls, by using two guide-frames, each 
embracing one-half the circumference of the 
journal, and the guide-bars may thus be made 
thinner and the rolls separated in a less de 
gree than where the same work is done by a 
single guide-frame. 
To secure the requisite lightness and ri 

gidity in each guide-frame, I employ between 
the yokes two lateral guide-bars and one in 
termediate guide-bar arranged at right an 
gles to the plane of the lateral bars, which 
secures the utmost stiffness for the amount 
or weight of metal employed. 
To avoid the contiguity of two adjacent 

guide-bars upon the two guide-frames, which 
Would separate two of the rolls an unneces 
sary distance, I connect each lateral guide 
bar with theyoke at a sufficient distance from 
the end of the yoke to insert one or two of 
the rolls between such adjacent guide-bars. 
None of the rolls in the entire series are thus 
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separated for a greater distance than the 
thickness of one guide-bar. Where especial 
firmness is required in the guide-frame, I 
connect the three guide-bars intermediate to 
their ends by an auxiliary yoke, which en 
ables me to use shorter rolls in the manufac 
ture of the journal-bearing. 
These improvements Will be understood by 

reference to the annexed drawings, in which 
Figure I is a side view of the roller-bearing 

with the casing in Section. Fig. 2 is a plan of 
the same with the cap of the bearing and 
the upper half of the rolls removed. Fig. 3 is 
a section of the casing on line 33 in Fig. 1, 
and Fig. 4 is a perspective view of one of the 
guide-frames. Fig. 5 is a plan of one of the 
guide - frames; Fig. 6, a transverse section 
of the same, and Fig. 7 is a similar section of 
both the guide-frames with the series of rolls 
which is guided thereby. 
A designates the journal of the shaft or axle, 

supported in the casing B by rolls C. The 
casing is shown divided diametrically, with 
its cap attached to the base by lugs B" and 
bolts B. 
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The drawings show within the casing at op 
positesides of the journal Atwo similar guide 
frames consisting each of the end yokes a, in 
termediate yoke a', lateral guide-bars b, and 

The diametrical 
ends of the yokes C, upon the two guide-frames 
extend nearly to one another at opposite sides 
of the journal, so as to embrace the ends of 
the entire series of rolls and hold them from 
contact with the heads of the casing, which in 
close all the rolls and their guides. The ends 
of each roll when in motion occupy the same 
position relative to the contiguous yoke, and 
thus revolve in contact thereWith instead of 
dragging along the inner face of such heads. . 
Four of the rolls are shown between the guide 
barsbb' within each frame, and the guide-bars 
b are attached to the yokes C. at a suitable 
distance from their diametrical ends to intro 
duce rolls between the adjacent guide-bars 
of the guide-frames at opposite sides of the 
journal. 
attached to the yokes as to introduce either 
one or two rolls between the adjacent guide 
bars upon the two guide-frames. With a 
series of twenty rolls the construction shown 
introduces a group of four rolls between the 
guide-bars b and b' in each guide-frame and 
a group of two rolls between the adjacent 
guide-bars b. 
The intermediate yoke a' in each frame is 

attached to the guide-bars at unequal dis 
tances from the opposite yokes C, and in Fig. 
1 rolls of corresponding lengths are shown fit 
ted between the intermediate yoke and the 
end yokes, thus supporting the entire length 
of the journal, except the small spaces occu 
pied by the yokes. Such a guide-frame as is 
shown in perspective in Fig. 4 may be readily 
made all in one piece of steel, iron, or brass 
by casting in a suitable mold, and where the 
intermediate yoke is disposed at one side of 
the middle the frames may be used upon op 
posite sides of the journal with the effect 
shown in Fig. 1, where the intermediate 
yokes appear upon opposite sides of the mid 
dle line 33, owing to the reversal of position 
when the yokes are applied at opposite sides 
of the journal. It is necessary in such a con 
struction that the intermediate yokes should 
be integral with the guide-bars to secure the 
necessary strength; but the end yokes may, 
if desired, be secured to the guide-bars by 
screws or rivets. Where the spaces at oppo 
site sides of the intermediate yokes are un 
equal, the entire series of rolls in the casing 
is formed of two sets of unequal lengths; 
but the spaces between the long and short 
rolls in the two frames break joints upon the 
length of the journal, so that the latter, as well 
as the casing, is equally Worn by the load upon 

By connecting the guide-bars b 
with the yokes at a suitable distance from 
the diametrical ends of the yokes the rolls 
are distributed around the bearing more 
equably, and the load is thus sustained upon 
the rolls more uniformly than if the two guide 

The adjacent guide-bars may be.so 

bars b were made contiguous to one another 
upon the diametrical ends of the yokes. 

In Fig. 5 the guide-frame is shown with the 
three guide-bars b b b' connected to yokes at 
their ends only, and in Figs. 6 and 7 the ends 
of the yokes are shown extended somewhat 
beyond the lateral bars b, thus admitting a 
roll between the opposite yokes beyond each 
of the lateral bars b and securing a uniform 
length for all the rolls in the series, which 
simplifies the construction materially. The 
yokes heretofore used, consisting merely of 
two guide-bars and two yokes, could be stiff 
ened only by increasing the thickness Or 
weight of such bars or yokes; but I find that 
a much greater degree of stiffness is secured 
for the guide-frame by disposing the same 
amount of metal in three of the yokes Con 
nected by three of the guide-bars. 
To separate the rolls as little as possible, 

and thus preserve the bearing of the journal, 
the guide-bars are made quite thin between 
the adjacent sides of the rolls, and the lateral 
guide-bars have thus very little stiffness in 
their common plane, which is nearly diamet 
rical to the guide-frame. 
The lateral bars may be formed by cast 

ing with concave sides, as shown in the draw 
ings, which thickens them at the edges, and 
thus increases their stiffness in some degree. 
In making the guide-frame integralby cast 

ing the central barb' cannot be molded if it 
is hollowed in like manner upon the sides, 
as it must be drawn from the mold edgeWise 
or radially, and it is therefore shown of rec 
tangular cross-section; but its relative posi 
tion places it at right angles to the thickness 
of the lateral guide-bars, in which position 
the metal of the intermediate guide-bar im 
parts many times more stiffness to the frame 
than it would if applied merely to increase 
the thickness of the guide-bars b. The dis 
posal of the intermediate flat guide-barb' at 
right angles to the common plane of the lat 
eral guide-bars and to their thickness is thus 
especially effective in increasing the stiffness 
of the guide-frame, and the addition of the 
intermediate yoke a also serves to increase 
the stiffness of the frame much more than the 
addition of similar weight to the end yokes, 
as it greatly shortens the length of the guide 
bars between the adjacent yokes. 
I have found in practice that the guide 

frames thus constructed operate most effect 
ively to keep the rolls from any oblique dis 
placement within the casing, and thus enable 
the roller-bearing to operate with less fric 
tion, leSS Wear, and less noise. 
Having thus set forth the nature of the in 

vention, what I claim herein, is 
1. In a roller-bearing, the combination, with 

the journal, the casing, and a considerable 
series of rolls C arranged in groups around 
the journal within the casing, of two similar 
guide-frames consisting each of the semicir 
cular yokes a connected by the guide-bars b 
and b' arranged as shown and described, the 
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lateral guide-bars b being each set at a short 
distance from the end of theyoke for the pur 
pose set forth, and a group of the rolls in con 
tact with one another being fitted between 
the guide-barb' and each of the lateral bars 
b and other rolls being fitted between the ad 
jacent guide-bars bupon the two guide-frames, 
Substantially as herein set forth. 

2. In a roller-bearing guide-frame having 
semicircular yokes connected by guide-bars 
with groups of rolls in contact between such 
bars, the combination, with the three yokes 
C, C, a', of the guide-bars b, b and b' arranged 
as shown and described, with the guide-bar 

b' connecting the centers of the yokes, and 
the lateral guide-bars b connected to the 
yokes at a suitable distance from the ends of 
the same, to admit one of the rolls between 
the opposite yokes, beyond each lateral guide 
bar, substantially as herein set forth. 

In testimony whereof I have hereunto set 
my hand in the presence of two subscribing 
Witnesses. 

THEODORE J. TELLEFSEN. 
Witnesses: 

P. S. STEENSTRUP, 
THOMAS S. CRANE, 

  


