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(57) ABSTRACT 
A two-wavelength type respiratory gas concentration 
measuring device includes a connector tube which is 
held in the mouth of an examinee and which has airtight 
windows, a light source which applies infrared rays 
through the windows of the connector tube, and first 
and second filters. The first filter allows the transmis 
sion of a light component whose wavelength is such 
that it is absorbed by the respiratory gas, and the second 
filter allows the transmission of a light component 
whose wavelength is such that it is not absorbed by the 
respiratory gas. A photodetector converts the infrared 
rays transmitted through the filters into an electric sig 
nal. A first detector receives the electric signal and 
detects the light output of the first filter. A second de 
tector receives the electric signal and detects the light 
output of the second filter. A power computing circuit 
performs a power computation of the output of the 
second detector with a power exponent m. A divider 
circuit divides the output of the first detector by the 
output of the first power computing circuit. A DC level 
detector detects the DC level of the photodetector 
when no infrared rays are applied. A second power 
computing circuit performs a power computation of the 
output of the DC-level detector with a power exponent 
of 20m-1). A multiplier circuit multiplies the output of 
the second power computing circuit by the output of 
the divider. 

2 Claims, 3 Drawing Sheets 
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TWO-WAVELENGTH TYPE RESPRATORY GAS 
CONCENTRATION MEASURING APPARATUS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a respiratory gas 

concentration measuring apparatus for measuring the 
concentrations of a gas, such as CO2, in respiratory gas 
based on the absorption of gases to be measured with 
respect to light of a particular wavelength which passes 
therethrough. 

2. Description of the Prior Art 
U.S. Pat. No. 4,522,204, the disclosure of which is 

incorporated herein by reference, describes a two 
wavelength type respiratory gas concentration measur 
ing apparatus in which infrared light rays are generated 
to pass transversely through a tube through which res 
piratory gas passes longitudinally. Two different filters 
are alternately positioned in the light path. The filters 
are situated so that the tube containing the respiratory 
gas is located between the light source and the filters. 
One of the filters allows the transmission of a light com 
ponent whose wavelength will be absorbed by a partic 
ular gas, while the other filter allows the transmission of 
a light component whose wavelength will not be ab 
sorbed by the same gas. The infrared rays transmitted 
through these filters are detected by a photodetector 
employing a PbSe infrared-ray sensor. 
The photodetector provides an output signal corre 

sponding to the light transmitted through each filter to 
a first and a second detector. Based on the signal from 
the photodetector, the first detector effectively detects 
the light output of the filter which allows the transmis 
sion of the absorption wavelength light component, and 
the second detector effectively detects the light output 
of the filter which allows the transmission of the non 
absorption wavelength light component. The concen 
tration of a gas, such as CO2, contained in a respiratory 
gas is measured on the basis of the ratio of the outputs of 
the two detectors. 

Based upon the ratio between the output Vs of the 
first detector, which detects the absorbed wavelength 
light component, and the output Vc of the second de 
tector, which detects the non-absorbed wavelength 
light component, (i.e., Vs/Vc), an apparatus as de 
scribed above makes it possible to obtain a gas concen 
tration measurement in which errors due to variations in 
the intensity of the light source and in the sensitivity of 
the measuring devices are compensated for. However, 
if temperature-dependent coefficients of the detected 
outputs dependent on light rays of the different wave 
lengths (absorbed wavelength and unabsorbed wave 
length) are different from each other due to variations 
in temperature or the characteristics of the infrared-ray 
detecting element, temperature dependent drifts will 
still occur. 

In view of the above, the applicants of the present 
application have proposed in U.S. Pat. No. 4,522,204 a 
two-wavelength type respiratory gas concentration 
measuring apparatus. This instrument was based on the 
finding that the temperature-dependent drifts in detec 
tor outputs due to the components of the apparatus 
from the light source to the first and second detectors 
have an exponential relationship to temperature 
dependent coefficients inherent in the wavelengths at 
least in the temperature range of 10 C. to 40 C. The 
proposed apparatus is equipped with a power comput 
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2 
ing means. Assuming the temperature-dependent coeffi 
cient of the first detector output is 61 and the tempera 
ture-dependent coefficient of the second detector out 
put is 62, the power computing means calculates 
Vs/Vcm (where m = 01/02). This computation elimi 
nates any influence due to the difference in the tempera 
ture-dependent coefficients. 

Applicants of the present application have also pro 
posed in co-pending U.S. application Ser. No. 
07/462,228, filed Jan. 9, 1990, the disclosure of which is 
also incorporated herein by reference, a photodetector 
having a PbSe infrared-ray sensor in which the effect of 
the temperature fluctuation on the dark resistance of the 
PbSe infrared-ray sensor is taken into account. Thus, 
instead of providing a conventional constant-current 
type photodetector, a constant-voltage type photode 
tector is used in which the current that flows when a 
constant voltage Vx is applied to the PbSe infrared-ray 
sensor 41 is measured, as shown in FIG. 3, thereby 
making it possible to obtain an excellent temperature 
compensation characteristic. 
Thus, assuming the voltage of the constant-voltage 

source is Vx, the variation in resistance when the PbSe 
infrared-ray sensor 41 receives infrared rays is AR, and 
its dark resistance is Rd, the A.C. infrared-ray-detection 
signal Iout (AC) will be as follows: 

lout (AC) = RAR 

Thus, it is ascertained that the temperature-dependent 
coefficient of AR corresponds, at least at normal tem 
peratures, approximately to the square of the tempera 
ture-dependent coefficient of Rd. Since the tempera 
ture-dependent coefficient of AR/Rd2 is approximately 
0, this makes it possible to output an infrared-ray-detec 
tion signal which is determined by a Vx that is stable 
with respect to temperature. Assuming the resistance of 
a feedback resistor 42 is Rf, the A.C. voltage infrared 
red-detection signal Vout (AC) will be as follows: 

V (AC) = - a RI - - -AR a R?. (i) 
o Rd - AR Rd Rd. 

Thus, an infrared-ray-detection signal which is more 
stable with respect to fluctuations in temperature can be 
obtained. 
However, when a constant-voltage type infrared 

detector, such as disclosed in U.S. application Ser. No. 
07/462,228 mentioned previously, is used in a two 
wavelength type respiratory gas concentration measur 
ing apparatus, such as described in U.S. Pat. No. 
4,522,204, it is not sufficient to use just the compensa 
tion technique provided by the power computation 
circuit disclosed in the aforementioned U.S. patent, as 
that technique was more specifically designed for use 
with a respiratory gas concentration measuring appara 
tus employing a constant-current type photodetector. 

OBJECTS AND SUMMARY OF THE 
INVENTION 

It is an object of the present invention to compensate 
for calculation errors due to the difference in tempera 
ture-dependent coefficients between the gas-absorption 
wavelength detector and the non-absorption 
wavelength detector in a two-wavelength type respira 
tory gas concentration measuring apparatus of the type 
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using a constant-voltage type photodetector employing 
a PbSe infrared-ray sensor. 

In accordance with one form of the present inven 
tion, a two-wavelength type respiratory gas concentra 
tion measuring apparatus includes a connector tube 
equipped with an open tube end to be held in the mouth 
of an examinee and an opposite open end and airtight 
windows provided between both ends of the connector 
tube. A light source is adapted to apply infrared rays in 
a path passing transversely through said connector tube 
by way of the windows. A chopper has first and second 
filters situated thereon and is adapted to alternately 
position in the light path the first filter which allows the 
transmission of a light component whose wavelength is 
such that it is absorbed by a particular gas and the sec 
ond filter which allows the transmission of a light com 
ponent whose wavelength is such that it is not absorbed 
by the particular gas. A photodetector is included and 
has a PbSe infrared-ray sensor adapted to convert the 
infrared rays transmitted through the filters to an elec 
tric signal by means of the PbSe infrared-ray sensor. 
Also included is a first detector adapted to detect the 
output of the first filter from said electric signal, and a 
second detector adapted to detect the output of said 
second filter from the electric signal. 
The apparatus further includes a first power comput 

ing circuit adapted to perform the power computation 
of the output of the second detector with a power expo 
nent m, and a divider circuit for dividing the output of 
the first detector by the output of the first power com 
puting circuit. A DC level detector is provided for 
determining the DC level of said photodetector when 
no infrared rays are applied. A second power comput 
ing circuit performs the power computation of the out 
put of the DC-level detector with a power exponent of 
20m-1). A multiplier circuit multiplies the output of 
the second power computing circuit by the output of 
said divider circuit. 
The power component m represents the ratio of a 

temperature-dependent coefficient a 1, with respect to 
the incident light quantity of the light component of the 
infrared rays whose wavelength is absorbed by the 
particular gas, of the variation in resistance, which ex 
ponentially fluctuates with respect to temperature 
changes, of the PbSe infrared-ray sensor to a tempera 
ture-dependent coefficient a2, with respect to the inci 
dent light quantity of the light component of the infra 
red rays whose wavelength is not absorbed by the same 
particular gas, of the variation in resistance, which ex 
ponentially fluctuates with respect to temperature 
changes, of the PbSe infrared-ray sensor, whereby the 
power exponent m and the temperature-dependent co 
efficients a 1 and a2 are in the relationship: 

al 

Cl2 
n 

The photodetector circuit supplies a constant voltage 
to the PbSe infrared-ray sensor, and detects the current 
flowing through the infrared-ray sensor as an infrared 
ray detection signal. 

In accordance with this invention, the above 
described constant-voltage type photodetector employ 
ing a PbSe infrared-ray sensor can perform gas-concen 
tration measurements with more accuracy and can com 
pensate for errors due to the exponential temperature 
dependent characteristics of both detectors. Therefore, 
this apparatus achieves a more accurate gas concentra 
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4. 
tion measurement than the constant-current type photo 
detector. 
These and other objects, features and advantages of 

this invention will be apparent from the following de 
tailed description of illustrative embodiments thereof, 
which is to be read in connection with the accompany 
ing drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a diagram showing the circuit configuration 

of a two-wavelength type gas concentration measuring 
apparatus in accordance with an embodiment based on 
the principle of this invention; 

FIG. 2 is a diagram showing the circuit configuration 
of a two-wavelength type gas concentration measuring 
apparatus in accordance with a more specific embodi 
ment of this invention; 
FIG. 3 is a circuit diagram of the photodetector in the 

embodiment of FIG. 2; and 
FIG. 4 is a diagram showing the output waveform of 

the photodetector of this invention. 
DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The embodiment shown in FIG. 1 illustrates the prin 
ciple of this invention. As shown in the drawing, the 
two-wavelength type respiratory gas concentration 
measuring apparatus of this invention comprises: a con 
nector tube 2 having a tube end 2a to be held in the 
mouth of an examinee and an opposite open end 2b, 
airtight windows 3 provided between both sides of the 
connector tube 2; a light source 4 adapted to apply 
infrared light rays that pass transversely through the 
connector tube 2 by way of the windows 3; a chopper 6 
adapted to alternately position in the light path a first 
filter 7 which allows the transmission of a light compo 
nent whose wavelength is such that it is absorbed by a 
particular gas and a second filter 8 which allows the 
transmission of a light component whose wavelength is 
such that it is not absorbed by the same gas; a photode 
tector 10 for converting the infrared rays which perme 
ate the filters into an electric signal by means of a PbSe 
infrared-ray sensor; first detector 11 which receives the 
electric signal from the sensor and which is adapted to 
effectively detect the amount of light passing through 
filter 7; a second detector 12 which also receives the 
electric signal from the sensor and which is adapted to 
effectively detect the amount of light passing through 
filter 8; a power computing circuit 13 adapted to per 
form a power computation of the output of the second 
detector 12 with a power exponent m; a divider circuit 
14 for dividing the output of the first detector 11 by the 
output of the power computing circuit 13; a DC level 
detector 16 for determining the DC level of the photo 
detector 10 when no infrared rays are detected; a power 
computing circuit 17 for performing a power computa 
tion of the output of the DC level detector 16 with a 
power exponent 2(n-1); and a multiplier circuit 18 for 
multiplying the output of this power computing circuit 
17 by the output of the divider circuit 14. Here, m repre 
sents the ratio of the temperature-dependent coeffici 
ents a1 and a2 which correspond to the first and second 
detectors, respectively. The coefficients are computed 
from the exponential variations in resistance of the PbSe 
infrared-ray sensor with respect to changes in tempera 
tre. 
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Cl 
Thus, n = -- 

C2 

The photodetector 10 supplies a constant voltage to 
the PbSe infrared-ray sensor while detecting the cur 
rent flowing through this infrared-ray sensor as a detec 
tion signal. 

It is well known that an apparatus of this type per 
forms gas concentration measurements by means of a 
photosensor and calculated according to the Lambert 
Beer law: 

Vso=Voe-kc (2) 

where Vso is the photoelectric conversion output; Vo is 
Vso when the gas concentration is 0; K is a proportion 
ality constant; and C is the gas concentration. 

Thus, the output Vs of the first detector 11 and Vc of 
the second detector 12 can be expressed with respect to 
the gas concentration as follows (see FIG. 4): 

ARso exp(-a T) (3) 
Vs = -- - - , Vx. Rf. exp(-K (Rd. exp(-a 3T)} f. exp(-KC) 

W ARco exp(-a2T) Vx. Rf (4) 

where ARso represents the variation in resistance at 0 
C. of the PbSe infrared light sensor with respect to the 
incident infrared-ray component of the absorption 
wavelength, and ARco represents the variation in resis 
tance at 0° C. of the PbSe infrared light sensor with 
respect to the incident infrared-ray component of the 
non-absorption wavelength. The Rdo in the above 
equations represents the dark resistance at 0° C. of the 
PbSe infrared-ray sensor, and exp(-a-T), exp(-a2T) 
and exp(-a 3T) respectively represent the temperature 
dependent drift coefficients which are generated as 
exponential functions of the temperature-dependent 
coefficients a1, a2 and a 3 corresponding to ARso, ARco 
and ARdo. Vc is independent of the gas concentration. 

Accordingly, using the above values, the output of 
the divider circuit 14 is: 

'S - Alse (5) 
Vm ART, 

The D.C. voltage level when no infrared rays are 
detected by the PbSe photodetector of FIG. 3 is as 
follows (see FIG. 4): 

Vx. R 
Rdo exp(-a 3 T) VDC = (6) 

Therefore, the output of the multiplier circuit 18 is: 

AR 7 - . V:-) = . (Vx. R?)(1). exp(-kc) (7) 
/ ARC, 

Thus, by performing the well-known proportional 
calculation of the detection outputs (using the Lambert 
Beer Law), the fluctuation in the intensity of the infra 
red light source and the sensitivity of the PbSe infrared 
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6 
ray sensor are compensated for. In addition, the temper 
ature-dependent coefficients of the PbSe infrared light 
sensor are compensated for by the D.C. level of the 
photodetector 10 in the state where it detects no infra 
red light. 
FIG. 2 shows a more specific embodiment of this 

invention as a two-wavelength type respiratory gas 
concentration measuring apparatus which utilizes infra 
red light to measure the concentration of CO2. The 
apparatus shown comprises a connector tube 22 
equipped with a tube end 210 to be held in the mouth of 
an examinee 1, an opposite open end 220 to be vented to 
the atmosphere or connected to an artificial respiratory 
system, an anesthetizer or the like, and a pair of interme 
diate windows 23. The intermediate windows 23 are 
located at central portions of the connector tube 22 and 
are kept airtight by transparent sapphire or the like. The 
apparatus further comprises an infrared light source 24, 
a power source 25, and a rotatable chopper 26. 
The chopper 26 has a pair of filters 27 and 28 disposed 

in diametrically opposite relation. The filter 27 allows 
the transmission of only the light component whose 
wavelength is such that it is absorbed by CO2 gas, 
whereas the filter 28 allows the transmission of only the 
light component whose wavelength is such that it is not 
absorbed by CO2 gas. The chopper 26 is rotated at a 
constant cyclic period by a motor 29. A photodetector 
30 serves to convert the quantity of irradiated light to 
an electric signal. The output of the photodetector 30 is 
supplied to a first detector 31, a second detector 32 and 
a DC level detector 36. 
The first detector 31 detects the output of photode 

tector 30 when filter 27 is positionally aligned with the 
infrared light path passing transversely through the 
windows 23, as shown in the drawing. The second de 
tector 32 serves to detect the output of photodetector 30 
when filter 28 is positionally aligned with windows 23 
and the infrared light path. The apparatus shown fur 
ther comprises a power computing circuit 33 for raising 
the output Vc of the second detector 32 to the m-th 
power, a divider circuit 34 for dividing the output Vs of 
the first detector by the value Vc? obtained by circuit 
33, and a logarithmic amplifier 35 adapted to logarith 
mically convert the input signal and to output a CO2 
concentration signal. 
There is also a DC-level detector circuit 36 adapted 

to detect the DC-signal level when no infrared rays are 
applied to the photodetector 30, a power computing 
circuit 37 for performing the power computation of the 
detection output Vale of the DC-level detector circuit 36 
with a power exponent 20m - 1), and a multiplier circuit 
38 for multiplying the output of the divider circuit 34 by 
the output of the power computing circuit 37. As shown 
in FIG. 3, the photodetector 30 is of a constant-voltage 
type equipped with an operational amplifier 42. 
The power computing circuits 33 and 37 may consist 

of power computing amplifiers adapted to perform 
analog computation. Alternatively, the respective out 
puts of the detectors 31, 32 and the DC-level detector 
36 may be analog/digital-converted and undergo an 
operating process performed by a computer. The power 
exponent m may be calculated from the temperature 
dependent coefficients a1, a2 and a 3 which are detected 
on the basis of the temperature-dependent fluctuations 
in the outputs of detectors 31, 32 and DC-level detector 
36, respectively. Alternatively, the power exponent m 
may be kept variable in the power computing circuits 33 
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and 37 and determined through experiment at an opti 
mum value. It has been determined that the power ex 
ponent for a CO2 measurement is normally in the range 
of 1.1 to 1.2. Since the wavelength of the infrared rays 
varies with the gas to be measured, the power exponent 5 
m must be determined every time a different type of gas 
is to be measured. 
When measuring the CO2 concentration in the respi 

ratory gas of an examinee 1, the connector tube 2 is held 
in the mouth of the examinee before exhaling. As a 10 
result, the first detector 31 generates an output Vs 
which corresponds to the CO2 concentration and which 
is to be expressed by the equation (3). This output Vs 
drifts due to variations in temperature as an exponential 
function of a coefficient (a 1-2a3). At the same time, 15 
the second detector 32 generates an output Vc which is 
determined by a reference voltage irrespective of the 
CO2 concentration, i.e., in accordance with equation (4) 
and which likewise drifts as an exponential function of 
a coefficient (a2-2a3). This output Vc is raised to the 20 
m-th power by the power computing circuit 33, causing 
an output voltage corresponding to Vc? to be gener 
ated. Then, the divider circuit 34 computes Vs/Vcm as 
indicated by equation (5). 
The DC level-detector 36 determines the DC-signal 25 

level Vale when the photodetector 30 receives no infra 
red rays, causing the power computing circuit 37 to 
perform the power computation of Val2(n-1). The mul 
tiplier circuit 38 performs the multiplication of equation 
(7) by obtaining the product of the output from the 30 
divider circuit 34 and the output of the power comput 
ing circuit 37. The output of the multiplier circuit 38 is 
supplied to the logarithmic amplifier 35 which outputs a 
CO2 gas concentration signal which is a voltage that is 
proportional to the CO2 concentration. 35 

If desired, the -- input terminal of the operational 
amplifier 42 in the embodiment shown in FIG. 3 may 
not be grounded. It is also possible to apply the -- input 
terminal to a circuit to which a constant D.C. level is 
added. In addition, other types of photodetectors which 40 
have individual components, such as transistors and 
FETs, may be used instead of an operational amplifier. 
Although illustrative embodiments of the present 

invention have been described herein with reference to 
the accompanying drawings, it is to be understood that 45 
the invention is not limited to those precise embodi 
ments and that various other changes and modifications 
may be effected therein by one skilled in the art without 
departing from the scope or spirit of the invention. 
What is claimed is: 50 
1. A two-wavelength type respiratory gas concentra 

tion measuring apparatus comprising: 
a connector tube equipped with a tube end to be held 

in the mouth of an examinee and an opposite open 
end, and having airtight windows provided be- 55 
tween both ends of said connector tube; 

a light source adapted to apply infrared rays in a light 
path passing transversely through said connector 
tube by way of said windows; 

a first filter which allows the transmission of a light 60 
component whose wavelength is such that it is 
absorbed by a particular gas of a respiratory gas 
breathed into the tube by the examinee; 

a second filter which allows the transmission of a 
light component whose wavelength is such that it 65 
is not absorbed by said particular gas; 

means for alternately positioning the first filter and 
the second filter in the light path; 

8 
photodetector means for converting the infrared rays 

transmitted through said filters to an electric signal, 
the photodetector means including a PbSe infra 
red-ray sensor; 

first detector means for detecting the light output of 
said first filter from said electric signal; 

second detector means for detecting the light output 
of said second filter from said electric signal; 

first power computing means for performing the 
power computation of the output of said second 
detector means with a power exponent m; 

divider means for dividing the output of said first 
detector means by the output of said first power 
computing means; 

DC level detector means for detecting the DC level 
of said photodetector means when no infrared rays 
are applied thereto; 

second power computing means for performing the 
power computation of the output of said DC-level 
detector means with a power exponent of 20m - 1); 
and 

multiplier means for multiplying the output of said 
second power computing means by the output of 
said divider means; 

said power component m representing the ratio of a 
temperature-dependent coefficient a 1, with respect 
to the incident light quantity of the light compo 
nent of the infrared rays whose wavelength is ab 
sorbed by the particular gas, of the variation with 
respect to temperature in resistance of the PbSe 
infrared-ray sensor to a temperature dependent 
coefficient az, with respect to the incident light 
quantity of the light component of the infrared rays 
whose wavelength is not absorbed by the particu 
lar gas, of the variation with respect to temperature 
in resistance of the PbSe infrared-ray sensor, 
whereby said power exponent m and said tempera 
ture-dependent coefficients a 1 and a2 are in the 
relationship: 

d 
n = a 

said photodetector means supplying a constant volt 
age to said PbSe infrared-ray sensor, and detecting 
the current flowing through said infrared-ray sen 
sor as an infrared-ray detection signal. 

2. A two-wavelength type respiratory gas concentra 
tion measuring apparatus comprising: 
a connector tube equipped with an open tube end to 

be held in the mouth of an examinee and an oppo 
site open end and airtight windows provided be 
tween both ends of said connector tube; 

a light source adapted to apply infrared rays in a path 
passing transversely through said connector tube 
by way of said windows; 

a chopper having first and second filters situated 
thereon and adapted to alternately position in said 
light path the first filter which allows the transmis 
sion of a light component whose wavelength is 
such that it is absorbed by a particular gas and the 
second filter which allows the transmission of a 
light component whose wavelength is such that it 
is not absorbed by said particular gas; 

a photodetector including a PbSe infrared-ray sensor 
adapted to convert the infrared rays transmitted 
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through said filters to an electric signal by means of 
the PbSe infrared-ray sensor; 

a first detector adapted to detect the output of said 
first filter from said electric signal; 

a second detector adapted to detect the output of said 5 
second filter from said electric signal; 

a first power computing circuit adapted to perform 
the power computation of the output of said second 
detector with a power exponent m; 

a divider circuit for dividing the output of said first 10 
detector by the output of said first power comput 
ing circuit; 

a DC level detector for determining the DC level of 
said photodetector when no infrared rays are ap 
plied; 

a second power computing circuit for performing the 
power computation of the output of said DC-level 
detector with a power exponent of 20m-1); and 

a multiplier circuit for multiplying the output of said 
second power computing circuit by the output of 20 
said divider circuit; 

said power component m representing the ratio of a 
temperature-dependent coefficient a 1, with respect 
to the incident light quantity of the light compo 
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10 
nent of the infrared rays whose wavelength is ab 
sorbed by the particular gas, of the variation in 
resistance, which exponentially fluctuates with 
respect to temperature changes, of the PbSe infra 
red-ray sensor to a temperature-dependent coeffici 
ent c2, with respect to the incident light quantity of 
the light component of the infrared rays whose 
wavelength is not absorbed by the same particular 
gas, of the variation in resistance, which exponen 
tially fluctuates with respect to temperature 
changes, of the PbSe infrared-ray sensor, whereby 
said power exponent m and said temperature 
dependent coefficients a1 and a2 are in the relation 
ship: 

C2 

said photodetector circuit supplying a constant volt 
age to said PbSe infrared-ray sensor, and detecting 
the current flowing through said infrared-ray sen 
Sor as an infrared-ray detection signal. 

k 


