(54) Title: INFORMATION TRANSMISSION METHOD, APPARATUS, AND SYSTEM, TERMINAL, AND SERVER

A plug-in receives an information transmission instruction sent by a first mobile terminal bound to the plug-in

The plug-in acquires, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located

The plug-in sends the link information to a server, so that the server sends webpage information of the current webpage to the first mobile terminal according to the link information

FIG. 1

(57) Abstract: Embodiments of the present invention disclose an information transmission method, apparatus, and system, and a terminal, and a server. The information transmission method may include: sending, by a first mobile terminal, an information transmission instruction to a plug-in associated with the first mobile terminal; acquiring, by the plug-in, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located, and sending the link information to a server; and acquiring, by the server, webpage information of the current webpage according to the link information, and sending the webpage information of the current webpage to the first mobile terminal. The present invention can implement information transmission, and improve the convenience of information transmission.
Published:

— with international search report (Art. 21(3))
INFORMATION TRANSMISSION METHOD, APPARATUS, AND SYSTEM,
TERMINAL, AND SERVER

RELATED APPLICATION

[0001] This application claims priority to Chinese Patent Application No. 201210307695.9, entitled "INFORMATION TRANSMISSION METHOD, APPARATUS, AND SYSTEM, TERMINAL, AND SERVER," filed on August 27, 2012, which is incorporated by reference in its entirety.

TECHNICAL FIELD

[0002] The disclosed implementations relate generally to the field of Internet technologies, and in particular, to the field of information transmission technologies, and specifically, to an information transmission method, apparatus, and system, a terminal, and a server.

BACKGROUND

[0003] With the development of the Internet and terminal technologies, people can acquire information by using the Internet, for example, use a browser in a PC (Personal Computer, personal computer) to browse webpage information; and people can also experience various applications of a terminal, for example, experience an instant communication application in a mobile phone. If a user browses a webpage by using a browser of a PC, and intends to use the webpage in an instant communication application in a mobile phone, a conventional solution may be that: the user stores information of the webpage locally, copies the information to the mobile phone by using a USB flash drive, and invokes the information in the instant communication application of the mobile phone; or the PC uploads the information to a cloud server, and the mobile phone logs in to the cloud server, downloads the information from the cloud server, and invokes the information in the instant communication application.

[0004] In the development trend of information exchange, the conventional information transmission solutions that require a storage medium or operations such as uploading and downloading increase the operational complexity, failing to meet actual requirements of users
for convenience of information transmission. Therefore, how to improve the convenience of information transmission becomes an urgent technical problem to be solved.

SUMMARY

[0005] Embodiments of the present invention provide an information transmission method, apparatus, and system, a terminal, and a server, which can implement information transmission, and improve the convenience of information transmission.

[0006] In accordance with some implementations of the present application, an information transmission method is performed at a first mobile terminal having a processor and memory for storing one or more programs to be executed by the processor. The first mobile terminal detects a predefined user operation on the first mobile terminal to retrieve information from an application running on a second terminal. The application is associated with the first mobile terminal through a remote server. In response to the predefined user operation, the first mobile terminal sends an information transmission instruction to the application at the second terminal through the remote server. The application is configured to return an identifier of a document currently displayed on the second terminal to the remote server in response to the information transmission instruction. After receiving the document identifier and data associated with the document from the remote server, the first mobile terminal displays the received document identifier and the data on a display of the first mobile terminal. In some implementations, the data is derived from a predefined type of content in the document (e.g., images). In some implementations, the application is a plug-in of a web browser running on the second terminal and the document is a web page displayed in the web browser.

[0007] In accordance with some implementations of the present application, an information transmission method is performed at a second terminal having a processor and memory for storing one or more programs to be executed by the processor. The second terminal activates an application at the second terminal, which is associated with a first mobile terminal through a remote server. In response to an information transmission instruction sent from the first mobile terminal, the second terminal obtains a document identifier of a document currently displayed on the second terminal and sends the document identifier to the remote server. In response, the remote server is configured to retrieve data associated with the document and
send the document identifier and the retrieved data to the first mobile terminal. In some implementations, the application is a plug-in of a web browser running on the second terminal and the document is a web page displayed in the web browser.

[0008] In accordance with some implementations of the present application, a first mobile terminal includes one or more processors; and memory storing one or more programs. The one or more programs, when executed by the one or more processors, cause the first mobile terminal to: detect a predefined user operation on the first mobile terminal to retrieve information from an application running on a second terminal, wherein the application is associated with the first mobile terminal through a remote server; in response to the predefined user operation, send an information transmission instruction to the application at the second terminal through the remote server, wherein the application is configured to return an identifier of a document currently displayed on the second terminal to the remote server in response to the information transmission instruction; receive the document identifier and data associated with the document from the remote server, wherein the data is derived from a predefined type of content in the document; and display the received document identifier and the data on a display of the first mobile terminal. In some implementations, the application is a plug-in of a web browser running on the second terminal and the document is a web page displayed in the web browser.

[0009] In a first aspect, the present invention provides an information transmission method, including:

sending, by a first mobile terminal, an information transmission instruction to a plug-in bound to the first mobile terminal;

acquiring, by the plug-in, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located, and sending the link information to a server; and

acquiring, by the server, webpage information of the current webpage according to the link information, and sending the webpage information of the current webpage to the first mobile terminal.

[0010] In a second aspect, the present invention provides another information transmission method, including:
receiving, by a plug-in, an information transmission instruction sent by a first mobile terminal bound to the plug-in.

acquiring, by the plug-in, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located; and

sending, by the plug-in, the link information to a server, so that the server sends webpage information of the current webpage to the first mobile terminal according to the link information.

[0011] In a third aspect, the present invention provides still another information transmission method, including:

sending, by a first mobile terminal, an information transmission instruction to a plug-in bound to the first mobile terminal, so that the plug-in sends link information of a current webpage in a browser where the plug-in is located to a server according to the information transmission instruction; and

receiving, by the first mobile terminal, webpage information, of the current webpage, sent by the server according to the link information.

[0012] In a fourth aspect, the present invention provides still another information transmission method, including:

receiving, by a server, link information, sent by a plug-in, of a current webpage in a browser where the plug-in is located;

acquiring, by the server, webpage information of the current webpage according to the link information; and

sending, by the server, the webpage information of the current webpage to a first mobile terminal bound to the plug-in.

[0013] In a fifth aspect, the present invention provides an information transmission apparatus, including:

an instruction receiving module, configured to receive an information transmission instruction from a first mobile terminal bound to the information transmission apparatus;

an information acquiring module, configured to acquire, according to the information transmission instruction, link information of a current webpage in a browser where the information transmission apparatus is located; and
an information transmission module, configured to send the link information to a server, so that the server sends webpage information of the current webpage to the first mobile terminal according to the link information.

[0014] In a sixth aspect, the present invention provides a terminal, including a browser, and further including: a management module, configured to load the information transmission apparatus provided in the fifth aspect in the browser, and manage the information transmission apparatus.

[0015] In a seventh aspect, the present invention provides another terminal, including:

an instruction module, configured to send an information transmission instruction to a plug-in bound to the terminal, so that the plug-in sends link information of a current webpage in a browser where the plug-in is located to a server according to the information transmission instruction; and

an information transmission module, configured to receive webpage information, of the current webpage, sent by the server according to the link information.

[0016] In a ninth aspect, the present invention provides a server, including:

a link receiving module, configured to receive link information, sent by a plug-in, of a current webpage in a browser where the plug-in is located;

an information acquiring module, configured to acquire webpage information of the current webpage according to the link information; and

an information transmission module, configured to send the webpage information of the current webpage to a first mobile terminal bound to the plug-in.

[0017] In a tenth aspect, the present invention provides an information transmission system, including: a first mobile terminal, a second terminal, and a server, where the first mobile terminal is the terminal provided in the seventh aspect, the second terminal is the terminal provided in the sixth aspect, and the server is the server provided in the ninth aspect.

[0018] In an eleventh aspect, the present invention provides a computer storage medium, where the computer storage medium stores a program, and the program, when being executed, includes a part or all of the steps in the methods above.
By implementing the embodiments of the present invention, the following beneficial effects are obtained.

In the embodiments of the present invention, a plug-in captures, according to an information transmission instruction from a terminal bound to the plug-in, link information of a current webpage in a browser where the plug-in is located, and sends the link information to a server to trigger the server to return webpage information of the current webpage to the terminal bound to the plug-in, thereby implementing information transmission between the plug-in of the browser and the terminal that are bound to each other, and improving the convenience of information transmission.

**BRIEF DESCRIPTION OF DRAWINGS**

The aforementioned implementation of the invention as well as additional implementations will be more clearly understood as a result of the following detailed description of the various aspects of the invention when taken in conjunction with the drawings. Like reference numerals refer to corresponding parts throughout the several views of the drawings.

To illustrate the technical solutions in the embodiments of the present invention or in the prior art more clearly, the accompanying drawings required for describing the embodiments or the prior art are briefly described in the following. Apparently, the accompanying drawings in the following descriptions merely show some embodiments of the present invention, and those of ordinary skill in the art may still derive other drawings from the accompanying drawings without creative efforts.

FIG. 1 is a flow chart of an information transmission method according to an embodiment of the present invention;

FIG. 2 is a flow chart of another information transmission method according to an embodiment of the present invention;

FIG. 3 is a flow chart of still another information transmission method according to an embodiment of the present invention;
FIG. 4 is a flow chart of still another information transmission method according to an embodiment of the present invention;

FIG. 5 is a flow chart of still another information transmission method according to an embodiment of the present invention;

FIG. 6A is a first schematic illustrative diagram of an information transmission method according to an embodiment of the present invention;

FIG. 6B is a second schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6C is a third schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6D is a fourth schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6E is a fifth schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6F is a sixth schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6G is a seventh schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6H is an eighth schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6I is a ninth schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;

FIG. 6J is a tenth schematic illustrative diagram of the information transmission method according to the embodiment of the present invention;
FIG. 7 is a schematic structural diagram of an information transmission apparatus according to an embodiment of the present invention;

FIG. 8 is a schematic structural diagram of another information transmission apparatus according to an embodiment of the present invention;

FIG. 9 is a schematic structural diagram of a terminal according to an embodiment of the present invention;

FIG. 10 is a schematic structural diagram of an embodiment of a management module shown in FIG. 9;

FIG. 11 is a schematic structural diagram of another terminal according to an embodiment of the present invention;

FIG. 12 is a schematic structural diagram of still another terminal according to an embodiment of the present invention;

FIG. 13 is a schematic structural diagram of an embodiment of a binding module shown in FIG. 12;

FIG. 14 is a schematic structural diagram of a server according to an embodiment of the present invention;

FIG. 15 is a schematic structural diagram of another server according to an embodiment of the present invention;

FIG. 16 is a schematic structural diagram of an embodiment of a binding module shown in FIG. 15; and

FIG. 17 is a schematic structural diagram of an information transmission system according to an embodiment of the present invention.

DETAILED DESCRIPTION

The following clearly and completely describes the technical solutions according to the embodiments of the present invention with reference to the accompanying drawings in the
embodiments of the present invention. Apparently, the embodiments in the following
description are merely a part rather than all of the embodiments of the present invention. All
other embodiments obtained by those of ordinary skill in the art based on the embodiment of
the present invention without creative efforts shall fall within the protection scope of the
present invention.

[0050] In the embodiments of the present invention, a plug-in is a program written through
an application interface in compliance with a certain specification, and after the plug-in is
installed, an information transmission process may be executed by using the plug-in. A
terminal may include: a device such as a PC, a tablet computer, a mobile phone, a smart
phone, an electronic reader, a notebook computer, and a vehicle-mounted terminal. In the
embodiments of the present invention, a first mobile terminal may be a terminal of any type,
and preferably a mobile terminal that can detect, through a built-in gravity sensor, an
action of shaking the first mobile terminal by a user, so as to generate a gravity sensing event,
or a mobile terminal that can detect voice information input by the user, so as to form a voice
control command, or a mobile terminal that is provided with a particular key, including a
particular icon key or a particular physical key, and can detect an action of clicking the
particular key by the user, so as to generate a particular key press event. A second terminal
may be a terminal of any type, and is installed with a browser, which may be configured to
browse a webpage of the Internet, and may be configured to load a plug-in. Unless otherwise
stated, in the following embodiments, a browser where the plug-in is located refers to the
browser where the plug-in is loaded in the second terminal.

[0051] In the embodiments of the present invention, the plug-in is bound to the first mobile
terminal by binding entry information of the plug-in to account information of the first
mobile terminal. The entry information of the plug-in includes address information and
identification information of the plug-in. The address information includes a URL
(Uniform/Universal Resource Locator, uniform/universal resource locator) address of the
plug-in or a storage address of the plug-in. The identification information is used for
uniquely identifying the plug-in, and the identification information may be an ID (Identity,
identity identification number) or a sequence number of the plug-in. The account information
is preferably account information of a user of an application of the first mobile terminal, for
example, account information of a user for logging in to an instant communication
application in the first mobile terminal. To protect the account privacy of a user, preferably, one plug-in is only bound to one piece of account information of the first mobile terminal at the same time; and the user may remove, in a setting interface of the first mobile terminal, binding between the plug-in and the account information of the first mobile terminal, or modify the account information bound to the plug-in. It should be noted that, after receiving information transmitted by the plug-in, the first mobile terminal may display the information in a built-in browser of an application of the first mobile terminal, or share the information with other terminal users or in other applications of the first mobile terminal.

[0052] An information transmission method provided by an embodiment of the present invention is described in detail in the following with reference to FIG. 1 to FIG. 6.

[0053] FIG. 1 is a flow chart of an information transmission method according to an embodiment of the present invention. The method may be an information transmission process executed by a plug-in loaded in a browser of a second terminal. The method may include Step S101 to Step S103.

[0054] S101: A plug-in receives an information transmission instruction sent by a first mobile terminal bound to the plug-in.

[0055] In this step, the information transmission instruction may be an instruction issued by the first mobile terminal according to a gravity sensing event. For example, the first mobile terminal detects a gravity sensing event generated by a user shaking the terminal, and sends the generated information transmission instruction to the plug-in, to instruct the plug-in to execute information transmission. In this case, preferably, the first mobile terminal has a built-in gravity sensor, for example, a speed sensor, an acceleration sensor, or a gyroscope sensor, and generates a gravity sensing event according to a signal detecting result of the sensor. Alternatively, the information transmission instruction may also be an information transmission instruction issued by the first mobile terminal according to a voice control command. For example, the first mobile terminal detects voice information input by the user, and if the voice information is a preset voice control command, the first mobile terminal generates the information transmission instruction and sends the information transmission instruction to the plug-in, to instruct the plug-in to execute information transmission. In this case, preferably, the first mobile terminal pre-stores a voice control command used for
instructing information transmission, and when detecting voice information of the user, determines whether the voice information is matched with (namely, is the same as or similar to) the preset voice control command. Alternatively, the information transmission instruction may also be an instruction issued by the first mobile terminal according to a particular key press event. For example, the user of the first mobile terminal clicks a particular key on the first mobile terminal and a particular key press event is generated, the first mobile terminal generates the information transmission instruction and sends the information transmission instruction to the plug-in, to instruct the plug-in to execute information transmission. In this case, preferably, the first mobile terminal is preset with a particular key, which may include a particular icon key or a particular physical key.

[0056] S102: The plug-in acquires, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located.

[0057] The link information includes: website information of the current webpage and link address information of an image in the current webpage. In this step, after receiving the information transmission instruction sent by the bound first mobile terminal, the plug-in may capture the website information of the current webpage in the browser where the plug-in is located and the link address information of the image in the current webpage.

[0058] S103: The plug-in sends the link information to a server, so that the server sends webpage information of the current webpage to the first mobile terminal according to the link information.

[0059] The server may send an image acquiring request to a CDN (Content Delivery Network, content delivery network) system according to the link address information of the image in the current webpage, to request acquisition of image information with a minimum side length larger than a preset value in the current webpage, or image information in a preset format in the current webpage. The CDN system captures the image corresponding to the link address information and processes the image into a thumbnail. The server receives the thumbnail returned by the CDN system. The server sends the thumbnail and the website information of the current webpage to the first mobile terminal.
FIG. 2 is a flow chart of another information transmission method according to an embodiment of the present invention. The method may be an information transmission process executed by a first mobile terminal bound to a plug-in of a browser of a second terminal. The method may include Step S201 to Step S202.

S201: A first mobile terminal sends an information transmission instruction to a plug-in bound to the first mobile terminal, so that the plug-in sends link information of a current webpage in a browser where the plug-in is located to a server according to the information transmission instruction.

The following implementation manners may be used in this step.

In a first implementation manner, the first mobile terminal preferably includes a gravity sensor. The gravity sensor may be a speed sensor, an acceleration sensor, or a gyroscope sensor, for detecting a gravity sensing event in the first mobile terminal. Before performing this step, the first mobile terminal detects a gravity sensing event in real time, and sends, according to the detected gravity sensing event, the information transmission instruction to the plug-in bound to the first mobile terminal, to instruct the plug-in to acquire, according to the information transmission instruction, the link information of the current webpage in the browser where the plug-in is located. For example, if a user of the first mobile terminal intends to apply the webpage information of the current webpage in the browser where the plug-in is located in an instant communication application of the first mobile terminal, the user may shake the first mobile terminal in an interface of the instant communication application to generate a gravity sensing event, to trigger the first mobile terminal to perform this step.

In a second implementation manner, the first mobile terminal pre-stores a voice control command used for instructing information transmission. Before performing this step, the first mobile terminal detects, in real time, voice information input by the user, compares the detected voice information with a preset voice control command, and if the two are matched (namely, are the same or similar), sends the information transmission instruction to the plug-in bound to the first mobile terminal, to instruct the plug-in to acquire, according to the information transmission instruction, the link information of the current webpage in the browser where the plug-in is located. For example, the user of the first mobile terminal
inputs voice information "information transmission" to the first mobile terminal, and if the first mobile terminal determines that the voice information is matched with a preset voice control command "information transmission," the first mobile terminal is triggered to perform this step.

[0065] In a third implementation manner, the first mobile terminal is preferably set with a particular key, which may include a particular icon key or a particular physical key. The first mobile terminal detects a particular key press event in real time, and sends, according to the detected particular key press event, the information transmission instruction to the plug-in bound to the first mobile terminal, to instruct the plug-in to acquire, according to the information transmission instruction, the link information of the current webpage in the browser where the plug-in is located. For example, if the user of the first mobile terminal clicks a particular icon key on the first mobile terminal and a particular key press event is generated, the first mobile terminal is triggered to perform this step.

[0066] S202: The first mobile terminal receives webpage information, of the current webpage, sent by the server according to the link information. In this step, the webpage information received by the first mobile terminal includes website information of the current webpage of the browser where the plug-in is located and a thumbnail.

[0067] FIG. 3 is a flow chart of still another information transmission method according to an embodiment of the present invention. The method may be an information transmission process executed by a server. The method may include Step S301 to Step S303.

[0068] S301: A server receives link information, sent by a plug-in, of a current webpage in a browser where the plug-in is located. The link information includes: website information of the current webpage in the browser where the plug-in is located and link address information of an image in the current webpage.

[0069] S302: The server acquires webpage information of the current webpage according to the link information.

[0070] Two feasible implementation manners exist in this step. In a first feasible implementation manner, the server may send an image acquiring request to a CDN system
according to the link information, to request acquisition of image information with a minimum side length larger than a preset value in the current webpage.

[0071] Abundant image information may exist in the current webpage, for example, image information of a main body of the webpage, advertisement image information of a floating window in the webpage, or advertisement image information displayed in edges of the webpage. Generally, the advertisement image information in the webpage has a small side length. Therefore, in this step, acquisition of the image information with the minimum side length larger than the preset value may be requested in the current webpage, so that the advertisement image information in the current webpage may be filtered. It should be noted that, the preset value may be set according to an actual condition. For example, the preset value may be set to 100 pixels, or the value of a maximum side length in the advertisement image information, or a value larger than that of the maximum side length in the advertisement image information, or the like.

[0072] The CDN system selects, according to the image acquiring request, image information with the minimum side length larger than the preset value in the current webpage, processes the image information into a thumbnail, and returns the thumbnail to the server.

[0073] In a second feasible implementation manner, the server may send an image acquiring request to the CDN system according to the link information, to request acquisition of image information in a preset format in the current webpage.

[0074] The current webpage may include image information in multiple formats, for example, image information in the JPEG (Joint Photographic Experts Group, joint photographic experts group) format, image information in the BMP (Bitmap, standard image file format) format, image information in the GIF (Graphics Interchange Format, graphics interchange format) format, image information in the TIF (Tagged Image File Format, tagged image file format) format, and the like. The user of the first mobile terminal may set, according to an actual requirement, the format of image information to be transmitted. In this step, the server may request image information of the current webpage according to the format set by the user, and receive a thumbnail returned by the CDN system.
The CDN system selects, according to the image acquiring request, image information in the preset format in the current webpage, processes the image information into a thumbnail, and returns the thumbnail to the server.

In the two feasible implementation manners above, the server acquires the image information of the current webpage from the CDN system. Because the information may exist in multiple network nodes in the CDN system, the hit rate of information acquisition can be ensured. In addition, because the CDN system can select, in real time, a node closest to the server for providing an information acquiring service according to network traffic and the connection state, load condition and response time of each node, the speed and stability of information transmission can be improved.

S303: The server sends the webpage information of the current webpage to a first mobile terminal bound to the plug-in. In this step, the server sends the thumbnail returned by the CDN system and the website information of the current webpage together to the first mobile terminal.

For convenience of information transmission, before sending the webpage information, the server may process the webpage information, for example, may compress and encapsulate the thumbnail and the website information of the current webpage, so as to improve the information transmission rate. It may be understood that, after receiving the processed webpage information, the first mobile terminal correspondingly decapsulates and decompresses the webpage information.

FIG. 4 is a flow chart of still another information transmission method according to an embodiment of the present invention. The method may be an information transmission process executed through interaction between a plug-in of a browser of a second terminal, a first mobile terminal bound to the plug-in, and a server. The method may include Step S401 to Step S405.

S401: A first mobile terminal sends an information transmission instruction to a plug-in bound to the first mobile terminal.

For Step S401 in this embodiment, reference may be made to Step S201 in the embodiment shown in FIG. 2, and the details will not be described herein again.
S402: The plug-in acquires, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located.

S403: The plug-in sends the link information to a server.

For Steps S402 to S403 in this embodiment, reference may be made to Steps S102 to S103 in the embodiment shown in FIG. 1, and the details will not be described herein again.

S404: The server acquires webpage information of the current webpage according to the link information.

S405: The server sends the webpage information of the current webpage to the first mobile terminal.

For Steps S404 to S405 in this embodiment, reference may be made to Steps S302 to S303 in the embodiment shown in FIG. 3, and the details will not be described herein again.

FIG. 5 is a flow chart of still another information transmission method according to an embodiment of the present invention. The method may be an information transmission process executed through interaction between a plug-in of a browser of a second terminal, a first mobile terminal bound to the plug-in, and a server. The method may include Step S501 to Step S520.

S501: A second terminal installs a plug-in in a browser.

S502: The second terminal generates a 2D barcode according to entry information of the plug-in.

The second terminal may download installation information of the plug-in locally, and load the plug-in of the browser by using the local installation information; or the second terminal may access the Internet, to acquire the installation information of the plug-in online, and load the plug-in of the browser.

S502: The second terminal generates a 2D barcode according to entry information of the plug-in.
S503: The first mobile terminal scans and parses the 2D barcode, to obtain the entry information of the plug-in.

S504: The first mobile terminal sends the entry information of the plug-in and account information of the first mobile terminal to a server for binding.

S505: The server performs binding processing according to the entry information of the plug-in and the account information of the first mobile terminal.

S506: The server delivers a first binding notification message to the first mobile terminal, where the first binding notification message includes the entry information of the plug-in bound to the first mobile terminal.

S507: The server delivers a second binding notification message to the plug-in, where the second binding notification message includes the account information of the first mobile terminal bound to the plug-in.

S508: The second terminal activates the plug-in.

S509: The plug-in detects whether the information transmission instruction from the first mobile terminal is received within a preset time window, and if yes, Step S412 is performed; and if no, the second terminal deactivates the plug-in.

The preset time may be set according to an actual requirement. For example, the preset time may be set to 2 hours, 3 hours, or the like. Setting the preset time may protect
privacy of the user, and prevent unnecessary information transmission from divulging browsing privacy on webpages and use privacy on applications of the first mobile terminal of the user. It may be understood that, after the second terminal deactivates the plug-in, if the information transmission process needs to be re-initiated, the user needs to click the plug-in manually, to trigger the second terminal to re-activate the plug-in.

[00102] S510: The first mobile terminal detects a user operation on the first mobile terminal, including a gravity sensing event, a voice control command, or a particular key press event.

[0100] S511: The first mobile terminal sends the information transmission instruction according to the detected user operation.

[0101] In this step, if the first mobile terminal detects the gravity sensing event, the first mobile terminal sends the information transmission instruction to the plug-in according to the detected gravity sensing event. Alternatively, if the first mobile terminal detects the voice control command, the first mobile terminal sends the information transmission instruction to the plug-in according to the detected voice control command. Alternatively, if the first mobile terminal detects the particular key press event, the first mobile terminal sends the information transmission instruction to the plug-in according to the detected particular key press event.

[0102] In this embodiment, the sequence of Step S509 and Steps S510 to S511 is not limited, that is, Steps S510 to S511 may be performed first, followed by Step S509; or Step S509 and Steps S510 to S511 may be performed simultaneously.

[0103] S512: The plug-in receives the information transmission instruction sent by the first mobile terminal through the server.

[0104] S513: The second terminal maintains the plug-in in activated state.

[0105] S514: The plug-in acquires webpage information and link information of a current webpage in the browser where the plug-in is located.

[0106] S515: The plug-in sends the webpage information and link information to the server.
[0107] For Steps S512 to S515 in this embodiment, reference may be made to Steps S101 to S103 in the embodiment shown in FIG. 1, and the details will not be described herein again.

[0108] S516: The server sends an image acquiring request to a CDN system according to the address information of images in the current webpage.

[0109] S517: The server receives a plurality of thumbnail images returned by the CDN system.

[0110] S518: The server sends the thumbnail images and the website information of the current webpage to the first mobile terminal.

[0111] For Steps S516 to S518 in this embodiment, reference may be made to Steps S302 to S303 in the embodiment shown in FIG. 3, and the details will not be described herein again.

[0112] S519: The plug-in receives a transmission notification message returned by the server.

[0113] The transmission notification message includes: a start transmission notification message, a suspend transmission notification message, or a stop transmission notification message.

[0114] S520: The plug-in outputs an information transmission prompt message according to the transmission notification message.

[0115] In this step, the plug-in may pop up a floating layer in the browser, and output an information transmission prompt message in the floating layer to prompt the user the current state of information transmission, for example, output a prompt message "information transmission is underway," or output a prompt message "information transmission is completed," or the like. Through transmission with the floating layer, the user can be reminded of the state of information transmission, and the user can know the progress of information transmission. Because the floating layer does not display the transmitted information content, the privacy of the user is protected, avoiding divulging information being transmitted. Preferably, a cancel key may be further provided in the floating layer, and
the user may stop the information transmission process by clicking the cancel key, thereby
improving man-machine interaction.

[0116] In the following, a specific example is taken for describing the information
transmission method with reference to FIG. 6.

[0117] FIG. 6A to FIG. 6J are illustrative diagrams of an information transmission method
according to an embodiment of the present invention. In FIG. 6, transmitted information is
website information of a current webpage and link information of an image in a browser of a
PC. FIG. 6 shows a process that an image is transmitted between the PC and a mobile phone
through "shaking" the mobile phone (namely, through an information transmission
instruction issued by shaking the mobile phone).

[0118] It is assumed that the first mobile terminal is the mobile phone, and the second
terminal is the PC. A user uses the browser of the PC to browse a webpage, and
simultaneously uses an instant communication application in the mobile phone. It is assumed
that the user intends to transmit the website information and image information of the current
webpage between the PC and the mobile phone, so as to use the image information of the
webpage in the instant communication application of the mobile phone. A process of
"Shaketodown" shown in FIG. 6 is as follows.

[0119] As shown in FIG. 6A to FIG. 6C, the PC loads the plug-in of the browser, and
generates a digital representation (e.g., a 2D barcode) according to entry information of the
plug-in. Note that one skilled in the art would understand that the digital representation does
not have to be a 2D barcode and it may take the form of a 1D barcode or 3D barcode as long
as it is uniquely associated with the plug-in, e.g., within a predefined spatial or temporal
scope or both. As shown in FIG. 6D, the mobile phone scans and parses the 2D barcode, to
obtain the entry information of the plug-in. Referring to FIG. 6E, when the user clicks the
key "Bind" in the mobile phone, the mobile phone sends the entry information of the plug-in
and account information of the user for logging in to the instant communication application
together to the server for binding. The plug-in of the PC and the mobile phone receive
binding notification messages returned by the server respectively, so as to obtain information
of each other. As shown in FIG. 6F to FIG. 6G, after the plug-in is bound to the account
information of the mobile phone, a prompt is made respectively in the browser of the PC and
the mobile phone. The PC activates the plug-in according to a clicking operation on the plug-in by the user. As shown in FIG. 6H, the activated plug-in may execute the "Shaketodown."

[0120] At the mobile phone side, the mobile phone detects, in real time, whether a gravity sensing event generated by shaking the mobile phone exists in an interface of the instant communication application, and if yes, sends an information transmission instruction to the plug-in. At the PC side, the plug-in detects whether an information transmission instruction sent by the mobile phone is received within a preset time, and if no, the PC deactivates the plug-in, and waits for a next clicking operation on the plug-in by the user so as to trigger the PC to activate the plug-in; and if yes, the PC maintains the plug-in in activated state, and the plug-in captures website information of the current webpage and link address information of an image in the browser, and sends the website information and the link address information of the image to the server. The server sends an image acquiring request to a CDN system according to the link address information. The CDN system captures the image corresponding to the link address information, processes the image into a thumbnail, and returns the thumbnail to the server. The server returns the thumbnail returned by the CDN system and the website information of the current webpage together to the mobile phone, and simultaneously returns a transmission notification message to the plug-in of the browser of the PC. The plug-in of the browser outputs an information transmission prompt message by using a floating layer. As shown in FIG. 6I, the plug-in of the browser prompts the user the state of information transmission by using the floating layer. Preferably, the floating layer further includes a cancel key, and the user of the mobile phone may cancel the information transmission process by clicking the cancel key in the floating layer. As shown in FIG. 6J, the mobile phone may also output an information transmission prompt message, to prompt the user the state of information transmission. After receiving the website information of the current webpage and the thumbnail from the server, the mobile phone may display, in the instant communication application, the received webpage or image information on the webpage, and share it in an application such as a microblog application, a short message application or an SNS (Social Networking Services, social networking services) application in the mobile phone. For example, the mobile phone may display a link to the webpage and a list view or 2D grid view of the thumbnail images returned by the server. In response to a user selection of the link to the webpage, a web browser application embedded in the instant communication application may be invoked to render the webpage. Alternatively, a separate
A web browser application may be invoked to render the webpage while the instant communication application is temporarily pushed to the background of the mobile phone. Similarly, a user selection of one of the thumbnail images triggers the instant communication application to initiate a request for the corresponding full-size image to the remote server or a web server hosting the full-size image. In some implementations, the instant communication application keeps a download history, e.g., the last 100 images or webpages or both that the user downloads onto the mobile phone using the shaketodown feature according to some embodiments of the present application.

[0121] After the information transmission process is completed, if the plug-in is maintained in activated state, it may enter a next information transmission process; and the user may also click the plug-in to trigger the PC to deactivate the plug-in. Alternatively, when a user of the mobile phone exits from or deactivates the shaketodown feature, the mobile phone sends an instruction to the second terminal through the server. In response to the instruction, the web browser deactivates the plug-in accordingly.

[0122] In the embodiment of the present invention, a plug-in captures, according to an information transmission instruction from a terminal bound to the plug-in, link information of a current webpage in a browser where the plug-in is located, and sends the link information to a server to trigger the server to return webpage information of the current webpage to the terminal bound to the plug-in, thereby implementing information transmission between the plug-in of the browser and the terminal that are bound to each other, and improving the convenience of information transmission.

[0123] An embodiment of the present invention discloses a computer storage medium. The computer storage medium stores a program. When being executed, the program includes a part or all of steps of the information transmission methods described in the embodiments shown in FIG. 1 to FIG. 6.

[0124] An information transmission apparatus provided by an embodiment of the present invention is described in detail in the following with reference to FIG. 7 to FIG. 8. It may be understood that, the apparatus described in the following may be applied in the methods shown in FIG. 1 to FIG. 6.
FIG. 7 is a schematic structural diagram of an information transmission apparatus according to an embodiment of the present invention. The information transmission apparatus includes one or more processors for executing modules, programs and/or instructions stored in memory and thereby performing predefined operations; one or more network or other communications interfaces; and one or more communication buses for interconnecting these components. In some implementations, the information transmission apparatus includes a user interface comprising a display device and one or more input devices (e.g., keyboard or mouse). In some implementations, the memory includes high-speed random access memory, such as DRAM, SRAM, or other random access solid state memory devices. In some implementations, memory includes non-volatile memory, such as one or more magnetic disk storage devices, optical disk storage devices, flash memory devices, or other non-volatile solid state storage devices. Memory, or alternately one or more storage devices (e.g., one or more nonvolatile storage devices) within memory, includes a non-transitory computer readable storage medium. In some implementations, memory or the computer readable storage medium of memory stores an instruction receiving module 101, an information acquiring module 102, and an information transmission module 103.

The instruction receiving module 101 is configured to receive an information transmission instruction from a first mobile terminal bound to the information transmission apparatus.

The information acquiring module 102 is configured to acquire, according to the information transmission instruction, link information of a current webpage in a browser where the information transmission apparatus is located. The link information includes: website information of the current webpage and link address information of an image in the current webpage.

The information transmission module 103 is configured to send the link information to a server, so that the server sends webpage information of the current webpage to the first mobile terminal according to the link information.

The server may send an image acquiring request to a CDN system according to link address information of an image in the current webpage, to request acquisition of image information with a minimum side length larger than a preset value in the current webpage, or
image information in a preset format in the current webpage. The CDN system captures the image corresponding to the link address information and processes the image into a thumbnail. The server receives the thumbnail returned by the CDN system. The server sends the thumbnail and the website information of the current webpage to the first mobile terminal.

[0130] FIG. 8 is a schematic structural diagram of another information transmission apparatus according to an embodiment of the present invention. The information transmission apparatus may be a plug-in loaded in a browser of a second terminal. The apparatus may include: an instruction receiving module 101, an information acquiring module 102, an information transmission module 103, a message receiving module 104, a detecting module 105, and a prompt module 106. For the instruction receiving module 101, the information acquiring module 102 and the information transmission module 103, reference may be made to the related description in the embodiment shown in FIG. 7, and the details will not be described herein again.

[0131] The message receiving module 104 is configured to receive a second binding notification message delivered by the server, where the second binding notification message includes account information of the first mobile terminal bound to the plug-in.

[0132] The detecting module 105 is configured to detect whether the information transmission instruction sent by the bound first mobile terminal is received within a preset time window, and if the information transmission instruction from the first mobile terminal is received within the preset time window, maintain in activated state, and instruct the information acquiring module 102 to acquire the webpage information of the current webpage in the browser where the information transmission apparatus is located; and if the information transmission instruction from the first mobile terminal is not received within the preset time window, enter a deactivated state according to a deactivation operation of the second terminal.

[0133] The prompt module 106 is configured to output an information transmission prompt message according to a transmission notification message.

[0134] The transmission notification message includes: a start transmission notification message, a suspend transmission notification message, or a stop transmission notification
message. The prompt module 106 may pop up a floating layer in the browser, output an information transmission prompt message in the floating layer, and prompt the user the current state of information transmission, for example, output a prompt message "information transmission is underway," or output a prompt message "information transmission is completed," or the like. Through transmission with the floating layer, the user can be reminded of the state of information transmission, and the user can know the progress of information transmission. Because the floating layer does not display the transmitted information content, the privacy of the user is protected, avoiding divulging information being transmitted. Preferably, a cancel key may be further provided in the floating layer, and the user may stop the information transmission process by clicking the cancel key, thereby improving man-machine interaction.

[0135] It should be noted that, functions of functional modules of the information transmission apparatus of the embodiment of the present invention may specifically be implemented according to the methods in the foregoing method embodiments. For the specific implementation process, reference may be made to the related description of the foregoing method embodiments, and the details will not be described herein again.

[0136] In the embodiment of the present invention, a plug-in captures, according to an information transmission instruction from a terminal bound to the plug-in, link information of a current webpage in a browser where the plug-in is located, and sends the link information to a server to trigger the server to return webpage information of the current webpage to the terminal bound to the plug-in, thereby implementing information transmission between the plug-in of the browser and the terminal that are bound to each other, and improving the convenience of information transmission.

[0137] A second terminal provided by an embodiment of the present invention is described in detail in the following with reference to FIG. 9 to FIG. 10. It may be understood that, the second terminal described in the following may be applied in the methods shown in FIG. 1 to FIG. 6.

[0138] FIG. 9 is a schematic structural diagram of a terminal according to an embodiment of the present invention. The terminal may include one or more processors for executing modules, programs and/or instructions stored in memory and thereby performing predefined
operations; one or more network or other communications interfaces; and one or more communication buses for interconnecting these components. In some implementations, the terminal includes a user interface comprising a display device and one or more input devices (e.g., keyboard or mouse). In some implementations, the memory includes high-speed random access memory, such as DRAM, SRAM, or other random access solid state memory devices. In some implementations, memory includes non-volatile memory, such as one or more magnetic disk storage devices, optical disk storage devices, flash memory devices, or other non-volatile solid state storage devices. Memory, or alternately one or more storage devices (e.g., one or more nonvolatile storage devices) within memory, includes a non-transitory computer readable storage medium. In some implementations, memory or the computer readable storage medium of memory stores a management module 201 and an information transmission apparatus 202. The information transmission apparatus 202 may be the information transmission apparatus shown in any one of the embodiments of FIG. 7 to FIG. 8. For the structure of the information transmission apparatus 202, reference may be made to the related description of the embodiments shown in FIG. 7 to FIG. 8, and the details will not be described herein again.

[0139] The management module 201 is configured to load the information transmission apparatus 202 in the browser, and manage the information transmission apparatus 202.

[0140] That the management module 201 manages the information transmission apparatus 202 includes: loading, entry management, and activation management. Specifically, reference is also made to FIG. 10, which is a schematic structural diagram of an embodiment of the management module shown in FIG. 9. The management module 201 may include: a loading unit 2101, an entry management unit 2102, and an activation management unit 2103.

[0141] The loading unit 2101 is configured to load the information transmission apparatus in the browser.

[0142] The entry management unit 2102 is configured to generate a 2D barcode according to entry information of the information transmission apparatus.

[0143] The activation management unit 2103 is configured to: after the information transmission apparatus and the first mobile terminal are bound to each other, activate the
information transmission apparatus, or when the information transmission instruction from
the first mobile terminal is not received by the information transmission apparatus within a
preset time window, deactivate the information transmission apparatus.

[0144] It should be noted that, functions of functional modules of the second terminal of
the embodiment of the present invention may specifically be implemented according to the
methods in the foregoing method embodiments. For the specific implementation process,
reference may be made to the related description of the foregoing method embodiments, and
the details will not be described herein again.

[0145] In the embodiment of the present invention, a plug-in captures, according to an
information transmission instruction from a terminal bound to the plug-in, link information of
a current webpage in a browser where the plug-in is located, and sends the link information to
a server to trigger the server to return webpage information of the current webpage to the
terminal bound to the plug-in, thereby implementing information transmission between the
plug-in of the browser and the terminal that are bound to each other, and improving the
convenience of information transmission.

[0146] A first mobile terminal provided by an embodiment of the present invention is
described in detail in the following with reference to FIG. 11 to FIG. 13. It may be
understood that, the apparatus described in the following may be applied in the methods
shown in FIG. 1 to FIG. 6.

[0147] FIG. 11 is a schematic structural diagram of another terminal according to an
embodiment of the present invention. The terminal may include one or more processors for
executing modules, programs and/or instructions stored in memory and thereby performing
predefined operations; one or more network or other communications interfaces; and one or
more communication buses for interconnecting these components. In some implementations,
the terminal includes a user interface comprising a display device and one or more input
devices (e.g., keyboard or mouse). In some implementations, the memory includes high-
speed random access memory, such as DRAM, SRAM, or other random access solid state
memory devices. In some implementations, memory includes non-volatile memory, such as
one or more magnetic disk storage devices, optical disk storage devices, flash memory
devices, or other non-volatile solid state storage devices. Memory, or alternately one or more
storage devices (e.g., one or more nonvolatile storage devices) within memory, includes a non-transitory computer readable storage medium. In some implementations, memory or the computer readable storage medium of memory stores an instruction module 301 and an information transmission module 302.

[0148] The instruction module 301 is configured to send an information transmission instruction to a plug-in bound to the terminal, so that the plug-in sends link information of a current webpage in a browser where the plug-in is located to a server according to the information transmission instruction.

[0149] Formation of the information transmission instruction sent by the instruction module 301 may include three feasible implementation manners. For the implementation manners, reference may be made to the related description in Step S201 shown in FIG. 2, and the details will not be described herein again.

[0150] The information transmission module 302 is configured to receive webpage information, of the current webpage, sent by the server according to the link information. The webpage information received by the transmission module 302 includes website information of the current webpage of the browser where the plug-in is located and a thumbnail of an image.

[0151] FIG. 12 is a schematic structural diagram of still another terminal according to an embodiment of the present invention. The terminal may include one or more processors for executing modules, programs and/or instructions stored in memory and thereby performing predefined operations; one or more network or other communications interfaces; and one or more communication buses for interconnecting these components. In some implementations, the terminal includes a user interface comprising a display device and one or more input devices (e.g., keyboard or mouse). In some implementations, the memory includes high-speed random access memory, such as DRAM, SRAM, or other random access solid state memory devices. In some implementations, memory includes non-volatile memory, such as one or more magnetic disk storage devices, optical disk storage devices, flash memory devices, or other non-volatile solid state storage devices. Memory, or alternately one or more storage devices (e.g., one or more nonvolatile storage devices) within memory, includes a non-transitory computer readable storage medium. In some implementations, memory or the
computer readable storage medium of memory stores an instruction module 301, an information transmission module 302, a detecting module 303, and a binding module 304. For the structures of the instruction module 301 and the information transmission module 302, reference may be made to the related description in the embodiment shown in FIG. 11, and the details will not be described herein again.

[0152] The detecting module 303 is configured to detect a gravity sensing event, and instruct, according to the detected gravity sensing event, the instruction module to send the information transmission instruction to the plug-in; or detect a voice control command, and send the information transmission instruction to the plug-in according to the detected voice control command; or detect a particular key press event, and send the information transmission instruction to the plug-in according to the detected particular key press event.

[0153] The binding module 304 is configured to acquire entry information of the plug-in, and interact with the server so as to bind the terminal and the plug-in.

[0154] Reference is also made to FIG. 13, which is a schematic structural diagram of an embodiment of the binding module shown in FIG. 12. The binding module 304 may include: an entry acquiring unit 3401, a sending unit 3402, and a message receiving unit 3403.

[0155] The entry acquiring unit 3401 is configured to acquire the entry information of the plug-in by scanning a 2D barcode corresponding to the plug-in.

[0156] The sending unit 3402 is configured to send the entry information of the plug-in and account information of the terminal to the server for binding.

[0157] The message receiving unit 3403 is configured to receive a first binding notification message delivered by the server, where the first binding notification message includes the entry information of the plug-in bound to the first mobile terminal.

[0158] It should be noted that, functions of functional modules of the second terminal of the embodiment of the present invention may specifically be implemented according to the methods in the foregoing method embodiments. For the specific implementation process, reference may be made to the related description of the foregoing method embodiments, and the details will not be described herein again.
In the embodiment of the present invention, a plug-in captures, according to an information transmission instruction from a terminal bound to the plug-in, link information of a current webpage in a browser where the plug-in is located, and sends the link information to a server to trigger the server to return webpage information of the current webpage to the terminal bound to the plug-in, thereby implementing information transmission between the plug-in of the browser and the terminal that are bound to each other, and improving the convenience of information transmission.

A server provided by an embodiment of the present invention is described in detail in the following with reference to FIG. 14 to FIG. 16. It may be understood that, the apparatus described in the following may be applied in the methods shown in FIG. 1 to FIG. 6.

FIG. 14 is a schematic structural diagram of a server according to an embodiment of the present invention. The server may include one or more processors for executing modules, programs and/or instructions stored in memory and thereby performing predefined operations; one or more network or other communications interfaces; and one or more communication buses for interconnecting these components. In some implementations, the server optionally includes a user interface comprising a display device and one or more input devices (e.g., keyboard or mouse). In some implementations, the memory includes high-speed random access memory, such as DRAM, SRAM, or other random access solid state memory devices. In some implementations, memory includes non-volatile memory, such as one or more magnetic disk storage devices, optical disk storage devices, flash memory devices, or other non-volatile solid state storage devices. Memory, or alternately one or more storage devices (e.g., one or more nonvolatile storage devices) within memory, includes a non-transitory computer readable storage medium. In some implementations, memory or the computer readable storage medium of memory stores a link receiving module 401, an information acquiring module 402, and an information transmission module 403.

The link receiving module is configured to receive link information, sent by a plug-in, of a current webpage in a browser where the plug-in is located. The link information includes: website information of the current webpage in the browser where the plug-in is located and link address information of an image in the current webpage.
[0163] The information acquiring module 402 is configured to acquire webpage information of the current webpage according to the link information.

[0164] Two feasible implementation manners may exist in the acquiring process of the information acquiring module 402. For the two feasible implementation manners, reference may be made to the related description in Step S302 shown in FIG. 3, and the details will not be described herein again.

[0165] The information transmission module 403 is configured to send the webpage information of the current webpage to a first mobile terminal bound to the plug-in. The information transmission module 403 sends a thumbnail returned by a CDN system and the website information of the current webpage in the browser where the plug-in is located together to the first mobile terminal.

[0166] FIG. 15 is a schematic structural diagram of another server according to an embodiment of the present invention. The server may include one or more processors for executing modules, programs and/or instructions stored in memory and thereby performing predefined operations; one or more network or other communications interfaces; and one or more communication buses for interconnecting these components. In some implementations, the server optionally includes a user interface comprising a display device and one or more input devices (e.g., keyboard or mouse). In some implementations, the memory includes high-speed random access memory, such as DRAM, SRAM, or other random access solid state memory devices. In some implementations, memory includes non-volatile memory, such as one or more magnetic disk storage devices, optical disk storage devices, flash memory devices, or other non-volatile solid state storage devices. Memory, or alternately one or more storage devices (e.g., one or more nonvolatile storage devices) within memory, includes a non-transitory computer readable storage medium. In some implementations, memory or the computer readable storage medium of memory stores a link receiving module 401, an information acquiring module 402, an information transmission module 403, a binding module 404, and a transmission notification module 405. For the structures of the instruction receiving module 401, the information acquiring module 402 and the information transmission module 403, reference may be made to the related description in the embodiment shown in FIG. 14, and the details will not be described herein again.
[0167] The binding module 404 is configured to bind the plug-in and the first mobile terminal according to entry information of the plug-in and account information of the first mobile terminal that are sent by the first mobile terminal.

[0168] Reference is also made to FIG. 16, which is a schematic structural diagram of an embodiment of the binding module shown in FIG. 15. The binding module 404 may include: a receiving unit 4401, a binding processing unit 4402, and a notification unit 4403.

[0169] The receiving unit 4401 is configured to receive the entry information of the plug-in and the account information of the first mobile terminal that are sent by the first mobile terminal.

[0170] The binding processing unit 4402 is configured to bind the entry information of the plug-in and the account information of the first mobile terminal.

[0171] The notification unit 4403 is configured to deliver a first binding notification message to the first mobile terminal, where the first binding notification message includes the entry information of the plug-in bound to the first mobile terminal, and deliver a second binding notification message to the second terminal, where the second binding notification message includes the account information of the first mobile terminal bound to the plug-in.

[0172] The transmission notification module 405 is configured to return a transmission notification message to the plug-in. The transmission notification message includes: a start transmission notification message, a suspend transmission notification message, or a stop transmission notification message. The plug-in may output an information transmission prompt message according to the transmission notification message returned by the transmission notification module 405.

[0173] In the embodiment of the present invention, a plug-in captures, according to an information transmission instruction from a terminal bound to the plug-in, link information of a current webpage in a browser where the plug-in is located, and sends the link information to a server to trigger the server to return webpage information of the current webpage to the terminal bound to the plug-in, thereby implementing information transmission between the plug-in of the browser and the terminal that are bound to each other, and improving the convenience of information transmission.
[0174] An information transmission system provided by an embodiment of the present invention is described in detail in the following with reference to FIG. 17. It may be understood that, the system described in the following may be applied in the methods shown in FIG. 1 to FIG. 6.

[0175] FIG. 17 is a schematic structural diagram of an information transmission system according to an embodiment of the present invention. The system may include: a first mobile terminal, a second terminal, and a server. The first mobile terminal may be the terminal shown in any one of the embodiments of FIG. 11 to FIG. 13, the second terminal may be the terminal shown in any one of the embodiments of FIG. 9 to FIG. 10, and the server may be the server shown in any one of the embodiments of FIG. 14 to FIG. 16. Furthermore, as shown in FIG. 17, the browser of the second terminal is loaded with the information transmission apparatus shown in any one of the embodiments of FIG. 7 to FIG. 8, and the apparatus may be a plug-in. For the structures and functional implementations of the apparatuses in the system, reference may be made to the related description of the embodiments above, and the details will not be described herein again.

[0176] In the embodiment of the present invention, a plug-in captures, according to an information transmission instruction from a terminal bound to the plug-in, link information of a current webpage in a browser where the plug-in is located, and sends the link information to a server to trigger the server to return webpage information of the current webpage to the terminal bound to the plug-in, thereby implementing information transmission between the plug-in of the browser and the terminal that are bound to each other, and improving the convenience of information transmission.

[0177] Those of ordinary skill in the art should understand that all or a part of the processes of the methods in the embodiments may be implemented by a computer program instructing relevant hardware. The program may be stored in a computer readable storage medium. When the program is run, the processes of the methods in the embodiments are performed. The storage medium may be a magnetic disk, an optical disk, a read-only memory (Read-only Memory, ROM), a random access memory (Random Access Memory, RAM), and the like.
Disclosed above are merely exemplary embodiments of the present invention, which are not intended to limit the protection scope of the present invention. Therefore, equivalent changes made according to claims of the present invention shall still fall within the scope covered by the present invention.

While particular embodiments are described above, it will be understood it is not intended to limit the invention to these particular embodiments. On the contrary, the invention includes alternatives, modifications and equivalents that are within the spirit and scope of the appended claims. Numerous specific details are set forth in order to provide a thorough understanding of the subject matter presented herein. But it will be apparent to one of ordinary skill in the art that the subject matter may be practiced without these specific details. In other instances, well-known methods, procedures, components, and circuits have not been described in detail so as not to unnecessarily obscure aspects of the embodiments.

Although the terms first, second, etc. may be used herein to describe various elements, these elements should not be limited by these terms. These terms are only used to distinguish one element from another. For example, first ranking criteria could be termed second ranking criteria, and, similarly, second ranking criteria could be termed first ranking criteria, without departing from the scope of the present invention. First ranking criteria and second ranking criteria are both ranking criteria, but they are not the same ranking criteria.

The terminology used in the description of the invention herein is for the purpose of describing particular embodiments only and is not intended to be limiting of the invention. As used in the description of the invention and the appended claims, the singular forms "a," "an," and "the" are intended to include the plural forms as well, unless the context clearly indicates otherwise. It will also be understood that the term "and/or" as used herein refers to and encompasses any and all possible combinations of one or more of the associated listed items. It will be further understood that the terms "includes," "including," "comprises," and/or "comprising," when used in this specification, specify the presence of stated features, operations, elements, and/or components, but do not preclude the presence or addition of one or more other features, operations, elements, components, and/or groups thereof.

As used herein, the term "if" may be construed to mean "when" or "upon" or "in response to determining" or "in accordance with a determination" or "in response to
detecting," that a stated condition precedent is true, depending on the context. Similarly, the phrase "if it is determined [that a stated condition precedent is true]" or "if [a stated condition precedent is true]" or "when [a stated condition precedent is true]" may be construed to mean "upon determining" or "in response to determining" or "in accordance with a determination" or "upon detecting" or "in response to detecting" that the stated condition precedent is true, depending on the context.

[0183] Although some of the various drawings illustrate a number of logical stages in a particular order, stages that are not order dependent may be reordered and other stages may be combined or broken out. While some reordering or other groupings are specifically mentioned, others will be obvious to those of ordinary skill in the art and so do not present an exhaustive list of alternatives. Moreover, it should be recognized that the stages could be implemented in hardware, firmware, software or any combination thereof.

[0184] The foregoing description, for purpose of explanation, has been described with reference to specific implementations. However, the illustrative discussions above are not intended to be exhaustive or to limit the invention to the precise forms disclosed. Many modifications and variations are possible in view of the above teachings. The implementations were chosen and described in order to best explain principles of the invention and its practical applications, to thereby enable others skilled in the art to best utilize the invention and various implementations with various modifications as are suited to the particular use contemplated. Implementations include alternatives, modifications and equivalents that are within the spirit and scope of the appended claims. Numerous specific details are set forth in order to provide a thorough understanding of the subject matter presented herein. But it will be apparent to one of ordinary skill in the art that the subject matter may be practiced without these specific details. In other instances, well-known methods, procedures, components, and circuits have not been described in detail so as not to unnecessarily obscure aspects of the implementations.
WHAT IS CLAIMED IS:

1. An information transmission method performed at a first mobile terminal having a processor and memory for storing one or more programs to be executed by the processor, the method comprising:

   detecting a predefined user operation on the first mobile terminal to retrieve information from an application running on a second terminal, wherein the application is associated with the first mobile terminal through a remote server;

   in response to the predefined user operation, sending an information transmission instruction to the application at the second terminal through the remote server, wherein the application is configured to return an identifier of a document currently displayed on the second terminal to the remote server in response to the information transmission instruction;

   receiving the document identifier and data associated with the document from the remote server, wherein the data is derived from a predefined type of content in the document; and

   displaying the received document identifier and the data on a display of the first mobile terminal.

2. The method according to claim 1, wherein the application is a plug-in of a web browser running on the second terminal and the document is a web page displayed in the web browser.

3. The method according to claim 1, wherein the application is associated with the first mobile terminal by:

   the application receiving entry information from the remote server and displaying the entry information on the second terminal, wherein the entry information comprises address information and identification information of the application;

   the first mobile terminal obtaining the entry information from the second terminal;

   the first mobile terminal sending the obtained entry information and user account information associated with the first mobile terminal to the remote server;

   the first mobile terminal receiving a first binding notification message from the remote server; and

   the application receiving a second binding notification message from the remote server, wherein the second binding notification message comprises the user account information associated with the first mobile terminal.
4. The method according to claim 3, wherein the second terminal is configured to
display a digital representation of the entry information so that the first mobile terminal can
obtain the entry information by scanning the digital representation.

5. The method according to claim 4, wherein the digital representation is one selected
from the group consisting of 1D barcode, 2D barcode, and 3D barcode.

6. The method according to claim 3, wherein, after receiving the second binding
notification message, the application is activated to receive the information transmission
instruction from the first mobile terminal within a preset time window; if the information
transmission instruction from the first mobile terminal is received within the preset time
window, the application is triggered to process the document identifier; and if the information
transmission instruction from the first mobile terminal is not received within the preset time
window, the application is de-activated.

7. The method according to claim 1, wherein detecting the predefined user operation is
one selected from the group consisting of:
detecting a gravity sensing event caused by a predefined user movement of the first mobile
terminal, and sending an information transmission instruction to the application according to
the detected gravity sensing event; or
detecting a voice control command caused by a user of the first mobile terminal, and sending
an information transmission instruction to the application according to the detected voice
control command; or
detecting a predefined key pressing event caused by a user of the first mobile terminal, and
sending an information transmission instruction to the application according to the detected
predefined key pressing event.

8. The method according to any one of claims 1 to 7, wherein the document currently
displayed on the second terminal is a web page and the document identifier comprises
address information of the web page; and the remote server is configured to:
send an image acquiring request to a content delivery network (CDN) system according to
address information of images in the webpage, the image acquiring request specifying a
preset minimum side length value of an image and/or a preset image format; and
receive a plurality of thumbnail images from the CDN system, wherein each thumbnail image
corresponds to an image in the webpage that has at least the preset minimum side length
value of an image and/or the preset image format.
9. The method according to claim 8, wherein the server is configured to send the address information of the webpage, the address information of images in the webpage, and the plurality of thumbnail images to the first mobile terminal.

10. The method according to claim 1 or 9, wherein, after sending the data associated with the document to the first mobile terminal, the server is configured to send, to the application at the second terminal, a transmission notification message selected from the group consisting of: a start transmission notification message, a suspend transmission notification message, and a stop transmission notification message, and to cause the application to display a prompt message on the second terminal.

11. An information transmission method performed at a second terminal having a processor and memory for storing one or more programs to be executed by the processor, the method comprising:

- activating an application at the second terminal, wherein the application is associated with a first mobile terminal through a remote server;
- receiving an information transmission instruction sent from the first mobile terminal;
- in response to the information transmission instruction:
  - obtaining a document identifier of a document currently displayed on the second terminal; and
  - sending the document identifier to the remote server, wherein the remote server is configured to retrieve data associated with the document and sending the document identifier and the retrieved data to the first mobile terminal.

12. The method according to claim 11, wherein the application is a plug-in of a web browser running on the second terminal and the document is a webpage displayed in the web browser.

13. The method according to claim 11, wherein the application is associated with the first mobile terminal by:

- the application receiving entry information from the remote server and displaying the entry information on the second terminal, wherein the entry information comprises address information and identification information of the application;
- the first mobile terminal obtaining the entry information from the second terminal;
the first mobile terminal sending the obtained entry information and user account information associated with the first mobile terminal to the remote server;

the first mobile terminal receiving a first binding notification message from the remote server; and

the application receiving a second binding notification message from the remote server, wherein the second binding notification message comprises the user account information associated with the first mobile terminal.

14. The method according to claim 13, wherein the second terminal is configured to display a digital representation of the entry information so that the first mobile terminal can obtain the entry information by scanning the digital representation.

15. The method according to claim 14, wherein the digital representation is one selected from the group consisting of ID barcode, 2D barcode, and 3D barcode.

16. The method according to any one of claims 11 to 15, wherein the document currently displayed on the second terminal is a webpage and the document identifier comprises address information of the webpage; and the remote server is configured to:

send an image acquiring request to a content delivery network (CDN) system according to address information of images in the webpage, the image acquiring request specifying a preset minimum side length value of an image and/or a preset image format; and

receive a plurality of thumbnail images from the CDN system, wherein each thumbnail image corresponds to an image in the webpage that has at least the preset minimum side length value of an image and/or the preset image format.

17. The method according to claim 16, wherein the server is configured to send the address information of the webpage, the address information of images in the webpage, and the plurality of thumbnail images to the first mobile terminal.

18. The method according to claim 11 or 17, wherein, after the remote server sends the data associated with the document to the first mobile terminal, the application at the second terminal is configured to receive a transmission notification message selected from the group consisting of: a start transmission notification message, a suspend transmission notification message, and a stop transmission notification message, and render a prompt message on the second terminal.

19. A first mobile terminal, comprising:
one or more processors; and
memory storing one or more programs, wherein the one or more programs, when
executed by the one or more processors, cause the first mobile terminal to:

detect a predefined user operation on the first mobile terminal to retrieve information
from an application running on a second terminal, wherein the application is associated with
the first mobile terminal through a remote server;

in response to the predefined user operation, send an information transmission
instruction to the application at the second terminal through the remote server, wherein the
application is configured to return an identifier of a document currently displayed on the
second terminal to the remote server in response to the information transmission instruction;
receive the document identifier and data associated with the document from
the remote server, wherein the data is derived from a predefined type of content in the
document; and

display the received document identifier and the data on a display of the first mobile
terminal.

20. The first mobile terminal according to claim 19, wherein the first mobile terminal is
configured to perform the following operations to be associated with the application at the
second terminal:

obtaining entry information from the second terminal, wherein the entry information
comprises address information and identification information of the application;

sending the obtained entry information and user account information associated with the first
mobile terminal to the remote server; and

receiving a first binding notification message from the remote server.

21. The first mobile terminal according to claim 19, wherein the first mobile terminal
detects the predefined user operation in one manner selected from the group consisting of:
detecting a gravity sensing event caused by a predefined user movement of the first mobile
terminal, and sending an information transmission instruction to the application according to
the detected gravity sensing event; or
detecting a voice control command caused by a user of the first mobile terminal, and sending
an information transmission instruction to the application according to the detected voice
control command; or
detecting a predefined key pressing event caused by a user of the first mobile terminal, and
sending an information transmission instruction to the application according to the detected
predefined key pressing event.
A plug-in receives an information transmission instruction sent by a first mobile terminal bound to the plug-in

The plug-in acquires, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located

The plug-in sends the link information to a server, so that the server sends webpage information of the current webpage to the first mobile terminal according to the link information

FIG. 1
A first mobile terminal sends an information transmission instruction to a plug-in bound to the first mobile terminal, so that the plug-in sends link information of a current webpage in a browser where the plug-in is located to a server according to the information transmission instruction.

The first mobile terminal receives webpage information, of the current webpage, sent by the server according to the link information.

FIG. 2
A server receives link information, sent by a plug-in, of a current webpage in a browser where the plug-in is located

The server acquires webpage information of the current webpage according to the link information

The server sends the webpage information of the current webpage to a first mobile terminal bound to the plug-in

FIG. 3
A first mobile terminal sends an information transmission instruction to a plug-in bound to the first mobile terminal

The plug-in acquires, according to the information transmission instruction, link information of a current webpage in a browser where the plug-in is located

The plug-in sends the link information to a server

The server acquires webpage information of the current webpage according to the link information

The server sends the webpage information of the current webpage to the first mobile terminal

FIG. 4
**S501** Install the plug-in in the browser

**S502** Generate a 2D barcode according to entry information of the plug-in

**S503** Scan the 2D barcode to obtain the entry information of the plug-in

**S504** Send the entry information of the plug-in and user account information of the first mobile terminal

**S505** Receive a binding notification message

**S507** Receive a second binding notification message

**S508** Activate the plug-in

**S509** Detect the information transmission instruction from the first mobile terminal within a preset time window

**S510** Detect a user operation on the first mobile terminal

**S511** Send the information transmission instruction according to the detected user operation

**S512** Receive the information transmission instruction

**S513** Maintain the plug-in in an activated state

**S514** Obtain webpage information and link information of a current webpage in the web browser

**S515** Forward webpage information and link information

**Step 516** Send an image acquiring request to a CDN system according to address information of images in the webpage

**Step 517** Receive a plurality of thumbnail images from the CDN system

**Step 518** Send the thumbnail images and the website information of the webpage

**S519** Send a transmission notification message

**Step 520** Output an information transmission prompt message

**FIG. 5**
FIG. 6A
Shaketodown
Transmit the image in the webpage to the mobile phone for wording

[Diagram of computer and mobile phone with text: "Added to the browser already"]

FIG. 6B
The plug-in is available after the account is bound.

Please scan the 2D barcode on the left for binding.

Scan to bind the account.

FIG. 6C
The plug-in is available after the account is bound. Please scan the 2D barcode on the left for binding.

Scan is successful. Please confirm the binding by clicking in the client.
Shaketodown

Please confirm whether to bind the account so as to use the function of Shaketodown

Bind

FIG. 6E
Plug-in setting

Shake

Installed already

Shaking your mobile phone to add friends mutually, find out people simultaneously shaking their mobile phones with you, and directly talk to him/her far away at random.

Start to shake

Shaketodown Bound already

Uninstall

FIG. 6G
FIG. 6H
The image is being transmitted to the mobile phone...
Information transmission apparatus

Instruction receiving module

Information acquiring module

Information transmission module

FIG. 7
FIG. 8
FIG. 10
FIG. 11
FIG. 12

Terminal

- Monitoring module
- Binding module
- Instruction module
- Information transmission apparatus
FIG. 13
FIG. 14
FIG. 15
First mobile terminal

Information transmission apparatus

Second terminal

Server

FIG. 17
**INTERNATIONAL SEARCH REPORT**

**INTERNATIONAL APPLICATION NO.**
PCT/CN2013/076325

**A. CLASSIFICATION OF SUBJECT MATTER**

H04L 29/08 (2006.01) i
According to International Patent Classification (IPC) or to both national classification and IPC

**B. FIELDS SEARCHED**

Minimum documentation searched (classification system followed by classification symbols)

IPC: H04L, G06F

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

CNPAT, CNKI, WPL, EPDOC: mobile, terminal, plug-in, browser, server, URL, CDN, shar+, transmi+, bind+, Web

**C. DOCUMENTS CONSIDERED TO BE RELEVANT**

<table>
<thead>
<tr>
<th>Category*</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>PX</td>
<td>CN 102811261 A (TENCENT TECHNOLOGY (SHENZHEN) COMPANY LIMITED) 05 Dec. 2012 (05.12.2012) the whole document</td>
<td>1-21</td>
</tr>
<tr>
<td>PX</td>
<td>CN 103023930 A (ZTE CORPORATION) 03 Apr. 2013 (03.04.2013) the whole document</td>
<td>1-21</td>
</tr>
<tr>
<td>A</td>
<td>CN 102510405 A (SHENZHEN ZTEICT TECHNOLOGY CO., LTD.) 20 Jun. 2012 (20.06.2012) the whole document</td>
<td>1-21</td>
</tr>
<tr>
<td>A</td>
<td>CN 102420782 A (SHANGHAI LIANGMING TECHNOLOGY DEVELOPMENT CO., LTD.) 18 Apr. 2012 (18.04.2012) the whole document</td>
<td>1-21</td>
</tr>
</tbody>
</table>

*Further documents are listed in the continuation of Box C.*

See patent family annex.

<table>
<thead>
<tr>
<th>*</th>
<th>Special categories of cited documents:</th>
</tr>
</thead>
<tbody>
<tr>
<td>“A”</td>
<td>document defining the general state of the art which is not considered to be of particular relevance</td>
</tr>
<tr>
<td>“E”</td>
<td>earlier application or patent but published on or after the international filing date</td>
</tr>
<tr>
<td>“L”</td>
<td>document which may throw doubts on priority claim (S) or which is cited to establish the publication date of another citation or other special reason (as specified)</td>
</tr>
<tr>
<td>“O”</td>
<td>document referring to an oral disclosure, use, exhibition or other means</td>
</tr>
<tr>
<td>“P”</td>
<td>document published prior to the international filing date but later than the priority date claimed</td>
</tr>
</tbody>
</table>

| “T” | later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention |
| “X” | document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone |
| “Y” | document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art |
| “&” | document member of the same patent family |

Date of the actual completion of the international search 08 Aug. 2013 (08.08.2013)

Date of mailing of the international search report 05 Sep. 2013 (05.09.2013)

Name and mailing address of the ISA/CN

The State Intellectual Property Office, the P.R.China
6 Xitucheng Rd., Jiimen Bridge, Haidian District, Beijing, China 100088
Facsimile No. 86-10-62019451

Form PCT/ISA/210 (second sheet) (July 2009)

Authorized officer HU, Ruixian
Telephone No. (86-10) 61648249
<table>
<thead>
<tr>
<th>Patent Documents referred in the Report</th>
<th>Publication Date</th>
<th>Patent Family</th>
<th>Publication Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>CN 102811261 A</td>
<td>05.12.2012</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>CN 103023930 A</td>
<td>03.04.2013</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>CN 102510405 A</td>
<td>20.06.2012</td>
<td>None</td>
<td></td>
</tr>
<tr>
<td>CN 102420782 A</td>
<td>18.04.2012</td>
<td>None</td>
<td></td>
</tr>
</tbody>
</table>

Form PCT/ISA /210 (patent family annex) (July 2009)