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15 Claims. 

This invention relates primarily to telegraph 
printers and more particularly to auxiliary pa 
per feed mechanisms for such printers. The 
preferred embodiment of this invention is par 
ticularly adapted for use in conjunction with 
or as an attachment or improvement for tele 
graph printers of the type disclosed in U. S. Pat 
ent No. 1,665,594, issued April 10, 1928, to H. L. 
Krum. However, it should be kept in mind that 
the invention is not limited for use With this 
particular printer but may be readily adapted 
to operate with many other telegraph printerS. 
In telegraph printers of the type mentioned 

above the recording paper is usually supplied 
to the printer from a continuous roll. The roll 
has printed thereon headings which correspond 
to telegraph blanks and are separated by dis 
tances equal to the average length of a telegraph 
blank. Heretofore at the beginning of a message, 
a plurality of line feed signals had to be trans 
mitted to move the heading past the printing. 
position and present the clear part of the paper 
in the proper recording position. Again at the 
end of a message Several more line feed signals 
had to be transmitted to advance the paper Out 
of the printer which at the same time advanced 
another blank into the printing position. After 
the messages are received and the paper ad 
vanced sufficiently through the printer, the pa 
per is then cut or torn at the proper places so 
that the pieces resemble and are of approximate 
ly the same size as an ordinary telegraph blank. 
Where the messages are very short and comprise 
Only a few Words or lines, such as in tranSmitting 
cablegrams, a considerable amount of line time 
is wasted or lost in advancing the headings and 
the blank sections of the telegraph blanks 
through the printer. If the paper is manually 
advanced through the recording printer between 
messages, the sending Operator has to Wait While 
this operation is being manually performed and 
this method also Wastes line time. 

It is, therefore, one of the primary objects 
of this invention to provide an apparatus for 

5 use in conjunction with telegraph printers where 
by the operator at the transmitting station at the 
completion of a message may cause the paper 
in the receiving printer to be automatically ad 
vanced the proper length to form sheets of Sub 
stantially uniform length for each meSSage in 
response to a single signal transmitted at the 
end of a message. While the paper is thus ad 
vanced in response to a single signal to eject the 
last received message from the receiver, the 
heading for the following message is pulled past 

(C. 178-42) 
the printing position and the paper made ready 
for the recording of a following message. Since 
the messages are of variable length, the amount 
that the paper must be advanced at the end of 
each message in response to the single signal, 
So that the blanks are of substantially equal 
length, varies inversely with the length of the 
messages. Since it is practically impossible to 
prevent Slippage between the printing platen and 
the paper where the paper is advanced unequal 
almounts in substantially equal time intervals, 
the slippage occurs in unequal amounts. As the 
headings on the roll of paper are substantially 
equally Spaced, the individual slippages accumu 
late and after the reception of a few messages 
the printing of a message on the paper is likely 
to occur out of proper relation with the heading, 
Such as having the first lines or all of the mes 
Sage printed in the heading and/or at some other 
undesired place other than immediately follow 
ing the heading. 

It is, therefore, another object of this inven 
tion to provide a mechanism whereby a correction 
may be automatically applied to the paper when 
it becomes necessary to restore the heading 
thereof to the proper position relative to the 
starting point of a message and the printing 
mechanism of the printer. 
Another object of the invention is to provide 

means whereby the above mentioned correction 
may be applied during the reception of one 
message to have effect on the positioning of the 
blank for the following message. 
These and other objects of the invention Will 

be apparent from the following description when 
taken in conjunction with the appended claims. 
A better understanding of the invention may be 
had from the following detailed description, 
taken in conjunction with the mode of opera 
tion of the above mentioned telegraph printer 
and the drawings, in the later of which: 

Fig. 1 is a plan view of one embodiment of 
the invention and a partial view of a telegraph 
printer of the general type mentioned above, 
showing the manner in which this embodiment 
of the invention is attached to the printer, to 
cooperate therewith; 

Fig. 2 is a left hand elevational view of the 
preferred embodiment of the invention; 

Fig. 3 is a sectional view taken on the line 
3-3 of Fig. 2; 

Fig. 4 is a fragmentary Sectional view taken 
On the line 4-4 of Fig. 3; 

Fig. 5 is a fragmentary sectional view taken 
on the line 5-5 of Fig. 3; and 
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2 
Fig. 6 is a schematic view of the embodiment 

of the invention and the elements of the printer 
cooperating therewith and controlled thereby, 
together with the electrical circuits therefor. 

Referring first to Fig. 1, the structural ar 
rangement of elements of the invention and the 
cooperating elements of the telegraph printer 
mentioned above will first be given and then foll 
lowed by the conjoined operation of the two. 
The printer embodies a platen carriage indicated 
in general by reference numeral f, a portion 
only of which is shown in Fig. 1, and which con 
prises a platen roller i2 and paper guides 3. 
The paper P is held in frictional engagement 
with the platen roller 2 by means of pressure 
rollers (not shown) and as the platen is rotated, 
in response to line feed signals and other means 
as hereinafter described, the paper is advanced 
through the printer. The complete platen car 
riage being suitably guided is adapted to slide 
back and forth on the squared shaft 4, advanc 
ing step by step from right to left to effect leto 
ter spacing in conjunction with received code 
combinations of impulses and at the end of a 
printed line or for the beginning of another line 
the carriage is returned to its extreme right 
hand position in response to a carriage return 
signal. Concomitantly with the carriage return, 
the platen roller 2 is rotated one step to bring 
a fresh line or surface of the paper P into 
printing position. w 
As is fully described in the above mentioned 

patent, the power for performing the various 
printer functions of the telegraph printer is Sup 
plied from a continuously rotating electric motor 
M. The motor shaft 6, Figs, 2 and 3, has secured 
to one end thereof, for rotation therewith, a pin 
ion 7 which meshes with and drives a gear 18, 
secured to the operating shaft 2 of the printer 
for rotation therewith. Secured to the left hand 
end of the operating shaft 2 by screws 9 is an 
extension 20 which has attached thereto by ScreWS 
23 for rotation therewith, a helical gear 24. The 
gear 24 meshes with another helical gear 26 lo 
cated thereabove, which in turn is attached by 
screws 27 to a flanged gear hub 28. The hub 28 
is loosely mounted on a non-rotating counter 
shaft 29 which is supported at its right hand end 
in a section 3 of a bracket casting 30 attached 
to the printer frame 32. The left hand end of 
the counter-shaft 29 is supported in a horizontal 
portion 33 of the bracket casting 30. The bracket 
casting 30 is suitably attached to the frame 32 
of the printer by screws such as 35. Loosely 
mounted adjacent the center of the counter 
shaft 29 is a spacing sleeve 34 which in turn has 
loosely mounted thereon a flanger collar 36. The 
collar 36 is operatively engaged at its left hand 
end with a gear hub 39 by means of interengaging 
tongues and grooves 37 and 38 formed on and in 
the collar 36 and hub 39 respectively. Fixed to 
the hub 39 by screws 4 is a helical gear 42 mesh 
ing with another helical gear 43 located there 
above. 
The collar 36 is adapted to slide back and forth 

on the sleeve 34, as hereinafter described, to bring 
teeth 44, disposed on the right hand face thereof, 
into and out of engagement with similar teeth 
46 disposed on the left hand face of the continu 
ously rotating gear hub 28. A spring 47, coiled 
about the collar 36, normally tends to slide the 
collar to the right, as shown in Fig. 3, to bring its 
teeth into engagement with the teeth 46 of the 
hub 28. However, the collar is normally held to 
the left by means hereinafter described. 

2,160,139 
The above mentioned gear 4 is attached by 

screws, such as 48, to a flanged gear hub 49. The 
gear hub 49 is loosely mounted adjacent the left 
hand end of the platen carriage shaft 4. 
Formed on a flange integral with the gear hub 49 
is a star wheel 50 which cooperates with the de 
tent 5, as will be hereinafter described. Formed 
on the right hand face of the gear hub 49 are a 
Series of teeth 52, best shown in Fig. 1, which are 
normally engaged with similar teeth 53 formed 
on the left hand face of a collar 54, also loosely 
mounted on the platen carriage shaft 4. The 
collar 54, Fig. 3, is at all times operably engaged 
with another collar 56 by means of interengaging 
tongues and grooves on and in the collars 54 and 
56, respectively, and the collar 56 is secured to 
the platen carriage shaft 4 for rotation there 
with by means of screws, such as 57. Thus the 
collar 54 is slidable along the shaft 24, within 
certain limits, as hereinafter described, but is 
at all times rotatable therewith. Coiled about 
the tongues and grooves of collars 5 and 56 as a 
colled spring 58 which tends to slide the collar 
54 to the left as shown in Fig. 3 and keep its 
teeth 53 engaged with the teeth 52 of the gear 
hub 9. 

Pivoted on screws, such as 59, Figs. , 2 and 5, 
in the bracket casting 30, is a thumb lever 6. 
This thumb lever has a curved Section 62 which 
is normally held between flanges On the collars 
54 and 56, by an attached spring 65, and thus 
prevents the collar 54 from sliding to the right 
under conditions hereinafter described. 
Mounted on a section 63, Fig. 5, of the bracket 

casting 30 is a magnet 64. The armature 66 of 
this magnet is pivoted on armature pivot screws 
Such as 67 and has a horizontal section 68, the 
end of which extends beneath the collar 36. At 
the left hand end of the armature extension 68 is 
a cam follower 69 which is adapted to cooperate, 
as hereinafter pointed out, with a side can sur 
face , integral with the collar 36. Secured to 
another section 72 of the bracket casting 30 is 
another magnet 73. An armatare 74.adapted to 
be operated by the magnet 73 is pivoted on arma 
ture pivot screws such as 76 and has a horizon 
tally extending section 78 which extends over the 
collar 36. The left hand end of the extension 
78 has a downwardly extending projection 79 
Which cooperates with a flange 8 of the collar 
36. The armatures 66 and 74 are normally held 
in their retracted positions by a common spring 
82 extending between their respective extensions. 
Mounted on a bracket 83, secured to the section 
33 of the bracket casting, is a normally closed 
contact 84. The springs of the contact 84 ex 
tend over the armature extension 28 of magnet 73 
and the contact is adapted to be opened when 
the magnet is energized as hereinafter described. 
As fully described in the above mentioned pat 

ent, the printer comprises a set of permutation 
bars, such as 85, Fig. 6, which are set in combina 
tions in accordance with the line signals, and a 
plurality of operating bars, such as 86a to 86c, 
associated with the permutation bars 85 and 
thereby selectively allowed to move into the path 
of an operating bail 87 which operates once for 
each received code combination of impulses. The 
operating bail 87 engages the selected operating 
bar 86 and causes printer functions and printing 
operations to be performed. A plurality of the 
operating bars such as 86a are articulatively asso 
ciated with typebars such as 88 and cause their 
asSociated typebar to Operate and print the 
character thereOn when such operating bars are 
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2,160,189 
selected and operated. A ratchet wheel 89 ro 
tatable with the platen carriage shaft 4 is 
rotated or stepped a predetermined amount by 
means of a lever 90, a link 9 and a ratchet pawl 
92 associated with the operating bar 86b whenever 
said operating bar is selected and operated. This 
advances the paper one line to bring another line 
into printing position, and another printer func 
tion, the carriage return, operating in conjunction 
with the line feed signal or as a separate signal 
causes the carriage to be returned to its extreme 
right hand position, ready for the beginning of 
another line of printing. 
A bell crank 93 is pivoted in the printer frame 

32 and is adapted to cooperate with the platen 
carriage and a contact 94 to close the contact 
when the carriage is in its extreme right hand 
position. For all other positions of the carriage, 
the contact 94 is open. The operating bail 87 
of the printer which, as is well understood, Oper 
ates once in response to every received signal, 
cooperates with a contact 96 to close the contact 
during the operation of the operating bail. An 
other contact 97 is adapted to close when a pre 
determined one of the operating bars such as 86C 
is selected. The operating bar 86c has attached 
thereto a piece of insulating material 99 which 
normally holds the contact 97 open. In this 
particular embodiment the operating bar 86c is 
selected in response to a signal corresponding 
to the upper case J signal, although any other 
operating lever could be used which normally 
determines the end of a message. The upper 
case J signal is used as this is a bell signal and 
is best adapted to fit in with present office 
routine. 
The circuits between the above mentioned con 

tacts 84, 94, 96 and 97 will now be described. 
One of the terminals of the magnet 64 is con 
nected to battery and the other terminal thereof 
is connected by a conductor of through the con 
tact 96, conductor 02, contact 94, conductor f03 
and thence through the contact 84 to ground. 
One terminal of the magnet 3 is connected to 
battery and the other terminal is connected over 
a conductor 04 through the contact 9 to ground. 
The operation of the invention in conjunction 

with the operation of the printer will now be de 
scribed. Assume that the platen carriage is in 
its extreme right hand position and that the 
paper is in the correct position with respect to 
the heading for the beginning of a message. 
With the carriage in its right hand position, the 
contact 96 will be closed. The contact 84 is nor 
mally closed and when the operating bail 8 oper 
ates in conjunction with the first signal of the 
message, the contact 96 will be closed. For the 
purpose of illustration, the operating bail 8 is 
used to close the contact 96, although any men 
ber which operates once in conjunction with each 
signal combination prior to the operation of the 
bail 87 could equally well be employed. There 
fore, the circuit to the magnet 64 will be com 
pleted, causing it to be energized and withdraw 
the can follower 69 on the arnature extension 68 
from engagement with the side cam surface 
integral with the collar 36. Thereupon the Spring 
47 slides the collar 36 to the right a slight amount 
and brings the right hand side of the flange 8 
thereon into engagement with the left hand side 
of the depending projection 79 on the end of the 
armature extension 8. This movement of the 
collar 36 to the right is not sufficient to bring the 
teeth 44 thereof into engagement with the teeth 
46 of the continuously rotating gear hub 28 but 

3 
is enough so that when the magnet 64 is subse 
quently rendered inoperative as the operating 
bail 87 returns to normal, the cam follower is 
not allowed to operatively reengage the side can 
surface 7 . The end of the cam follower 69 
thereupon engages the outer surface of the side 
cam surface 7 and therefore no longer prevents 
the rotation of the collar 36, by means hereinafter 
described. As the carriage is advanced one letter 
space concomitantly with the recording of the 
first signal of the message of contact 94 is allowed 
to open after the recording of the first character 
and therefore for the remaining signals in the 
first line of the message the magnet 64 will not 
be energized for each operation of the operating 
bail 87. At the end of the first line of the mes 
sage a carriage return signal is transmitted and 
allows the platen carriage to return to its right 
hand position and thus closes the contact 94. A 
line feed signal operating in conjunction with the 
carriage return signal, as heretofore described, 
thereupon causes the platen 2 to be rotated one 
step. Normally the gear 43 is adapted to rotate 
with the platen shaft 4 and as the side cam 
surface 7 and the cam follower 69 are not oper 
latively engaged at this time, the rotation of the 
platen shaft 4 and the gear 43 in response to 
the line feed signal causes the gear 42 to rotate. 
The gear 42, being at all times operatively en 
gaged with the collar 36 to rotate therewith, 
causes the collar to rotate. This operation is re 
peated every time a line feed signal is received 
during the remainder of the message. After a 
few rotative steps of the collar 36 from its nor 
rhal position, the outer surface of the side cam 
Surface passes out of engagement with the end 
of the cam follower 69 whereupon the follower 
rides upon the circumference of the collar 36 
and in the path of the side cam surface. Obvi 
ously, the magnet 64 is energized by the line feed 
signal immediately following a carriage return 
Signal and also by the first signal thereafter but 
it performs no useful function except when the 
cam follower 69 is operatively engaged with the 
side cam surface if, in the normal position of the 
latter, as hereinbefore described. The gears 43 
and 42 are arranged relative to one another and 
to the circumference of the platen roller 2 so 
that the collar 36 will make one complete revolu 
tion for a movement of the platen corresponding 
to the length of one complete message blank. 
ASSume that a complete message has been 

printed which only partially fills up the space be 
tween headings. The operater thereupon trans 
mits an upper case J signal which causes the con 
tact 97 to close and complete the hereinabove de 
Scribed circuit to the magnet 73. The energiza 
tion of the magnet 3 causes the withdrawal of 
the projection 9 on the armature extension 78 
from engagement with the flange 8 on the 
collar 36. Thereupon the spring 47 slides the 
collar to the right to bring the teeth 44 thereon 
into engagement with the continuously rotating 
teeth 46 on the gear hub 28. This gears the 
platen shaft 4 directly to the motor M whereupon 
it will be rotated thereby. The cam follower 69 
will not interfere with the sidewise movement of 
the collar 36 in bringing its teeth 44 into engage 
ment with the rotating teeth 46 of the gear hub 
28 because this movement is not sufficient to 
move the flange 8 on the collar against the cam 
follower 69. While the collar 36 and gear hub 28 
are rotating together and the magnet 73 is de 
energized, the lower surface of projection 79 on 
the armature extension 78 rides on the circum 
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4. 
ference of the flange 8 until the collar 36 is dis 
engaged from the gear hub 28 as hereinafter de 
scribed. Thereupon the armature extension 8 
and projection 79 return to their normal posi 
tion. The collar 36 is thus rotated step by step 
for part of a revolution, as hereinbefore de 
scribed, in response to line feed signals from its 
normal position and then coupled to the gear 
hub 28 to complete the revolution and at the Con 
pletion of one revolution thereof, the side cam 
surface 7 engages the cam follower 69 to Cam 
or slide the collar 36 to the left and bring its 
teeth 44 out of engagement with the teeth 46 of 
the rotating gear hub 28. A further projection 
T' of the side cam surface 7, Substantially at 
right angles to the direction of rotation thereof, 
then engages the cam follower 69 to bring the 
collar 36 to rest in its normal stop position. The 
rotation of the collar 36 by the gear hub 28 is 
usually enough to cause the platen 2 to be 
rotated sufficiently to advance the remainder of 
the blank of the preceding message and the head 
ing of the following message past the printing 
position, so as to bring the top of the following 
blank into correct position relative to the print 
ing mechanism. As the shaft 29 makes one com 
plete revolution in the time of each complete sig 
nal received, the collar 36 will complete its revo 
lution in a time interval of less than one signal 
interval and therefore the transmitting operator, 
as heretofore, neither has to wait between mes 
sages while the receiving operator is manually 
removing the last message and inserting another 
blank nor to transmit a number of line feed sig 
nals, the time interval between messages only 
requiring one signal interval, i. e., the upper case 
J signal, or any other signal indicating the end 
of a message. 
The above described operations would con 

tinue indefinitely and bring the blank of a fol 
lowing message into correct printing position at 
the end of every preceding message if there was 
no slippage between the platen 2 and the paper 
P and if the headings were all equally spaced. 
However, it is impossible to prevent some slip 
page. This error is accumulative and after a few 
messages, the first line of print of a message ap 
proaches the heading. When the operator at the 
receiving station observes the first line of a mes 
Sage being printed within less than a predeter 
mined distance of the heading, he operates the 
thumb lever 6 and holds it operated until after 
a line feeding operation has taken place, where 
upon he releases it. As the thumb lever is oper 
ated, the curved portion 62 thereof is withdrawn 
from between the flanges on the collars 54 and 
56 and the detent 5 attached to the thumb lever 
operatively engages an indentation in the star 
whesel 50. Now when the line feed operation 
takes place, the gear train, comprising gears 42 
and 43, are restrained from operation by virtue 
of the detent 5 engaging the star wheel 50. 
Therefore, as the collar 54 is stepped by the line 
feed signal, the beveled Surfaces of the teeth 52 
on the gear hub 49 engaging similar surfaces 
on the teeth 53 of collar 54 causes the collar to 
slide to the right against the action of the spring 
58. This allows the collar to be thus rotated 
without rotating the gear hub 49. Obviously, the 
number of teeth on the collar 54 and gear hub 
48 must be equal to or a multiple of the number 
of line feed operations necessary to rotate the 
platen shaft 4 one complete revolution. Thus 
for this particular line feed with the thumb 
lever held operated, the collar 36 is not rotated. 

2,160,189 
Therefore, when the collar 36 is finally engaged 
with the gear hub 28 as hereinbefore described 
for the remainder of its revolution at the end 
of a message, the platen 2 will be rotated an 
amount Sufficient to advance the paper for One 
message plus the amount rotated in One line 
feed operation. This therefore advances the 
paper one extra line feed and brings the first line 
of print of the following message further from 
the heading by that amount. 

Obviously, when it is desired to correct for 
more than the distance of one line feed, the 
thumb lever 6 is held operated during the de 
sired number of line feed operations by the 
printer. Thus the operator is capable of cor 
recting for practically any amount desired and 
the corrections take place only at the end of 
a message. The platen shaft 4 may be manu 
ally rotated in either direction at any time by 
holding the thumb lever 6 operated such as 
when the operator puts a new roll of tape in 
the receiver or when the first line of a message 
is too far from the heading. The contact 84 is 
in the circuit to the magnet 64 to prevent the pos 
sibility of the magnet 64 being operated in con 
junction with the end of message signal as would 
be likely to occur when the end of message sig 
nal was received with the platen carriage in or 
near its right hand position. Otherwise both 
magnets 64 and 73 might be simultaneously en 
ergized and allow the collar 36 to rotate for more 
than the remainder of its current revolution, 
which would obviously advance an excess of 
paper. 

It is obvious, of course, that various modifica 
tions and changes of the apparatus shown and 
described herein may be made without departing 
from the spirit or essential attributes of the 
invention and it is desired therefore that only 
such limitations shall be placed thereon as are 
imposed by the prior art or are specifically set 
forth in the appended claims. 
What is claimed is: 
1. In a printing telegraph machine, a selecting 

mechanism, a printing mechanism, a platen co 
acting with Said printing mechanism, a record 
paper engaging said printing platen, a main 
paper feeding mechanism adapted to advance the 
paper a predetermined amount for each opera 
tion thereof, an auxiliary paper feeding mecha 
nism adapted to advance the paper a plurality of 
said predetermined distances at the end of a 
message so that the paper is normally advanced 
in substantially equal amounts for each message 
received, means responsive to said selector mech 
anism for rendering said auxiliary paper feeding 
means operative and means operative during the 
advancement of said paper by said main paper 
feeding mechanism to automatically vary the 
total advancement of said paper by said main and 
auxiliary paper feeding mechanisms. 

2. In combination with a printing telegraph 
machine comprising a selecting mechanism, a 
recording mechanism and a main recording me 
dium advancing means adapted to advance said 
medium predetermined amounts for each opera 
tion thereof, of an auxiliary recording medium 
advancing means adapted to advance Said me 
dium a second predetermined amount on each 
operation thereof, means for normally decreasing 
the amount of advancement of said medium by 
said auxiliary advancing means by amounts equal 
to the advancement of Said medium by Said main 
advancing means and means for canceling the 
effect of one or more operations of said main ad 
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2,160,189 
vancing means relative to the amount of ad 
vancement of said medium by said auxiliary ad 
vancing means. 

3. In a telegraph printing machine, a printing 
platen, a record paper engaging said printing 
platen and adapted to be advanced in one direc 
tion on the rotation thereof, a first platen rotat 
ing means adapted to rotate said platen by equal 
amounts for each operation thereof, a second 
platen rotating means adapted to rotate said 
platen by unequal amounts for each operation 
thereof, means whereby the amount of rotation 
of said platen by said second platen rotating 
means is normally determined by the number of 
Operations of said first platen rotating means 
between successive operations of said second 
platen rotating means and solely mechanically 
operable means for canceling the effect of one 
or more operations of said first platen rotating 
means in determining the amount of rotation of 
said platen by said second platen rotating means. 

4. In a printing telegraph machine employing 
a record paper in the form of a continuous web, 
a selector mechanism, a first paper advancing 
means adapted to advance the paper in equal 
amounts for each successive line of a message 
and a second paper advancing means adapted to 
advance the paper in variable amounts, means 
responsive to said selector mechanism for selec 
tively rendering both of said paper advancing 
means operable, one at a time, means whereby a 
variable number of operations of said first paper 
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advancing means and a single operation of said 
Second paper advancing means advances Said 
paper in substantially equal amounts and means 
for automatically increasing the amount of ad 
vancement of said paper by both of said paper 
advancing means. 

5. In a printing telegraph machine employing 
a record paper in the form of a continuous web, 
a Selector mechanism, a first paper advancing 
means adapted to advance the paper in equal 
amounts for each successive line of a message 
and a second paper advancing means adapted to 
advance the paper in variable amounts, means re 
sponsive to said selector mechanism for selective 
ly rendering both of said paper advancing means 
operable one at a time, means whereby a variable 
number of operations of said first paper advanc 
ing means and a single operation of said second 
paper advancing means advances said paper in 
substantially equal amounts, a manually operable 
rineans and means whereby the operation of Said 
imanually operable means during the advance 
ment of said paper by said first paper advancing 
inneans automatically varies the total advance 
inent of said paper by both of Said paper advanc 
ing means. 

8. In a printing telegraph machine employing 
a record paper in the form of a continuous web, 
a selector mechanism, a first paper advancing 
means adapted to advance the paper in equal 
amounts for each successive line of a message and 
a second paper advancing means adapted to ad 
vance the paper in variable amounts, means re 
sponsive to said selector mechanism for selective 
iy rendering both of Said paper advancing means. 
operable one at a time, means whereby a variable 
number of operations of said first paper advanc 
ing means and a single operation of said second 
paper advancing means advances said paper in 
substantially equal amounts, a manually operable 
means and means whereby the Operation of Said 
manually operable means during the advance 
ment of said paper by Said first paper advancing. 
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means automatically increases the total advance 
ment of said paper by both of said paper advanc 
ing means by an amount equal to the advance 
ment of said paper by said first paper advancing 
means during the operation of Said manually 
operable means. 

7. In a printing telegraph machine employing 
a record paper in the form of a continuous web, 
a selector mechanism, a first paper advancing 
means adapted to advance the paper in equal 
amounts for each successive line of a message and 
a second paper advancing means adapted to ad 
vance the paper in variable amounts, means re 
sponsive to said selector mechanism for selec 
tively rendering both of said paper advancing 
means operable one at a time, means whereby a 
variable number of operations of said first paper 
advancing means and a single operation of said 
Second paper advancing means advances said pa 
per in Substantially equal amounts, a manually 
operable means and means whereby the opera 
tion of Said manually Operable means automati 
cally increases the total advancement of said pa 
per, by one or more operations of Said first paper 
advancing means and one operation of said sec 
ond paper advancing means, by an amount equal 
to a multiple of the advancement of said paper 
by a single operation of Said first paper advanc 
ing means. 

8. In a printing telegraph machine, a rotatable 
platen, a first platen rotating means, a second 
platen rotating means, a rotatable member, nor 
mally coupled to said platen and having a normal 
position and a plurality of off-normal positions, 
adapted to make one complete revolution for 
each message group of signals, means employing 
said first platen rotating means for normally ro 
tating said member step-by-step from said nor 
mal position through a plurality of off-normal 
positions, means employing said second platen 
rotating means for continuollsly rotating said 
member to complete a revolution from the last 
off-normal position to said normal position and 
means for uncoupling said rotatable member and 
said platen during predetermined operations of 
said first platen rotating means. 

9. In a printing telegraph machine, a record 
paper, a first paper, line feeding mechanism for 
feeding the paper one line Space in response to 
each line space signal, a Second paper line feed 
ing mechanism for feeding the paper in the same 
direction a variable number of line Spaces in re 
Sponse to a single predetermined signal, means 
for controlling the variable number of line Spaces 
supplied to said paper by said second paper feed 
ing means so that the total length of paper fed 
by both of said paper feeding means is substan 
tially the same for each normal cycle of operation 
thereof and means for automatically increasing 
the total length of paper fed by both of said paper 
feeding means for each conjoined cycle of opera 
tion thereof. 
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10. In a printing telegraph machine, a record 
paper, a first paper line feeding mechanism for 
feeding the paper one line space in response to 
each line space signal, a second paper line feed 
ing mechanism for feeding the paper in the same 
direction a variable number of line spaces in re 
sponse to a single predetermined signal, means 
for controlling the variable number of line spaces 
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supplied to said paper by Said Second paper feed 
ing means so that the total length of paper fed by 
both of said paper feeding means is Substantially 
the same for each normal cycle of operation 
thereof and means for preventing more than one 75 
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operation of said second paper line feeding mech 
anism at a time. 

11. In a page printing telegraph machine, a 
selecting mechanism, an operating mechanism 
controlled by said selecting mechanism and op 
erable once in response to each received signal 
group of impulses, a record paper, a printing 
platen engaging said paper and rotatable about 
the axis thereof to effect line spacing of said pa 
per and movable along the axis thereof to effect 
letter spacing of said paper, a first paper line 
feeding means operable by said operating mech 
anism to feed said paper a predetermined amount 
on each operation thereof, a second paper line 
feeding means for feeding said paper variable 
amounts on each operation thereof so that the 
total length of paper fed by both of said paper 
feeding means is substantially the same for a 
plurality of successive operations of said first 
paper line feeding means and a single operation 
of said second paper line feeding means and 
means for allowing a subsequent operation of said 
second paper line feeding means only when pre 
ceded by an Operation of said operating mecha 
nism with said platen in a predetermined axial 
position. 

12. In a page printing telegraph machine, a 
selecting mechanism, an operating mechanism 
controlled by Said selecting mechanism and Op 
erable once in response to each received signal 
group of impulses, a record paper, a printing 
platen engaging said paper and rotatable about 
the axis thereof to effect line spacing of Said 
paper and movable along the axis thereof to 
effect letter spacing of said paper, a first paper 
line feeding means operable by said operating 
mechanism to feed said paper a predetermined 
amount on each operation thereof, a second pa 
per line feeding means for feeding said paper 
variable amounts on each operation thereof so 
that the total length of paper fed by both of said 
paper feeding means is Substantially the same for 
a plurality of successive Operations of said first 
paper line feeding means and a single operation 
of said Second paper line feeding means and 
means controlled by an Operation of said Operat 
ing mechanism with said platen in a predeter 
mined axial position for partially conditioning 
said second paper line feed means for operation. 

13. In a page printing telegraph machine, a 
Selecting mechanism, an Operating mechanism 
controlled by said selecting mechanism and op 
erable. Once in response to each received signal 
group of impulses, a record paper, a printing 
platen engaging said paper and rotatable about 
the axis thereof to effect line spacing of said 
paper and movable along the axis thereof to effect 
letter spacing of said paper, a first paper line 
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feeding means operable by said operating mech 
anism to feed said paper a predetermined amount 
on each operation thereof, a second paper line 
feeding means for feeding said paper variable 
amounts on each Qperation thereof so that the 
total length of paper fed by both of said paper 
feeding means is substantially the same for a 
plurality of successive operations of said first 
paper line feeding means and a single operation 
of Said Second paper line feeding means and 
means for allowing a subsequent operation of said 
second paper line feeding means only after said 
platen has passed through a predetermined axial 
position. 

14. In a printing telegraph machine, a printing 
platen, a record paper engaging said printing 
platen and adapted to be advanced on the rota 
tion thereof, a source of power, a first coupling 
means for coupling said source of power to said 
platen to rotate the same by predetermined incre 
ments on each operation thereof, a second cou 
pling. means for coupling said source of power to 
said platen to rotate the same in the same direc 
tion by variable amounts so that the total rota 
tion of said platen is normally a predetermined 
amount after each Operation of said second cou 
pling means, a manually operable means and 
means whereby the operation of said manually 
operable means during the operation of said first 
coupling means increases the total amount of 
rotation of Said platen over said predetermined 
amount by an increment equal to the amount of 
rotation of said platen by said first coupling 
means during the operation of said manually 
operable means. 

15. In a printing telegraph machine, a printing 
platen, said platen being movable along the axis 
thereof to effect letter spacing and rotatable 
about the axis thereof to effect line spacing, a 
record paper engaging said printing platen and 
adapted to be advanced on the rotation thereof, 
a Source of power, a first coupling means for 
coupling said source of power to said platen to 
rotate the same by predetermined increments on 
each Operation thereof, a second coupling means 
for coupling said source of power to said platen 
to rotate the same in the same direction by 
variable amounts so that the total rotation of 
Said platen is normally a predetermined amount 
after each operation of said second coupling 
means, means dependent upon the axial position 
of Said platen for partially conditioning said sec 
ond coupling means for operation and means for 
preventing the Operation of said last mentioned 
means during the Operation of said second cou 
pling means. 
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