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The invention relates to improvements in 
carriers for flasks, and it is intended pri 
marily to carry a miner's carbide flask in 
such manner that the latter is readily acces 

5 sible and usable to fill the usual carbide lamp 
whenever desired. 
The object of the invention is to provide 

an exceptionally simple and inexpensive, yet 
a very desirable carrier of the type set forth, 

10 of such construction as to permit easy inver 
sion of the flask to discharge its contents. 
With the foregoing in view, the invention 

resides in the novel subject matter herein 
after described and claimed, the description 

15 being supplemented by the accompanying 
drawing. 

Figures 1 and 2 are perspective views 
looking in different directions. 

Figure 3 is a central vertical sectional 
20 view. 

Figure 4 is a rear elevation showing the 
device supported by a portion of a waist-en 
circling belt, and illustrating in dotted lines, 
the manner in which the flask may be in 

25 verted. - 
The form of construction herein dis 

closed has proven very effective and desir 
able and hence is preferably followed, al 
though variations may be made within the 

30 scope of the invention as claimed. The nu 
meral 5 designates a relatively high back 
wall formed of leather or other tough mate 
rial having a sufficient degree of flexibility 
to be more comfortable to the Wearer than if 

35 it were of rigid construction. Wings 6 are 
formed integrally with the lower portion of 
the back wall 5 and extend forwardly there 
from to form side walls for an upwardly 
opening pocket, the free ends of said wings 

40 being turned inwardly and stitched together 
as indicated at 7 or otherwise connected, to 
form a low front wall for said pocket. An 
other extension 8 is integral with the back 
wall 5 and projects forwardly therefrom to 

45 provide a bottom for the pocket, the free 
end of this extension preferably turning up 
wardly as at 9 and being stitched as at 10 
to the inturned ends of the wings 6. Addi 
tional stitching 11 is shown, connecting the 

50 bottom 8 with the side walls of the pocket. 
Preferably, metallic studs 12 are provided at 
intervals around the upper edge portion of 
the pocket for protective purposes, as well as 
to give a good appearance to the article. 

b5. The pocket, formed as above described or 
in any other desired manner, is intended to 

receive the lower end of a common type of 
carbide flask 13, with the cap 14 of said 
flask exposed at the upper end of the wall 5 
So that it may readily be detached. To pre 
vent accidental falling of the flash from the 
pocket, a flask-encircling strap 15 is secured 
to the upper end of the back wall 5 and it 
will be seen that by loosening or unfastening 
this strap, the flask may be easily removed 
???nother substituted, should this be de 
SeC. 

A vertically elongated plate 16, prefer 
ably formed of metal, is secured to the rear 
side of the back Wall 5, by rivets 17 or other 
desired means. Behind this plate, is a loop 
18 to receive the miner's belt 19, said loop 
having a vertical side member 20 which 
contacts frictionally with the plate 16, said 
member 20 and plate being pivotally con 
nected by a horizontal rivet or the like 21. 
This pivotal connection is disposed consider 
ably above the central portion of the flask, so 
that the latter and its receptacle will have no 
tendency to accidentally turn over. How. 
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ever, when a lamp is to be filled, the cap 14 
may be removed and the entire flask tilted to 
an inverted position as disclosed in dotted 
lines in Fig. 4, thus permitting rapid and 
easy discharge of its contents. 
The device is exceptionally simple, inex 

pensive, desirable and durable and on ac 
count of such advantages as these, the de 
tails disclosed are preferable. However, as 
above stated, variations may be made within 
the scope of the invention as claimed. 

I claim :- 
1. A flask carrier comprising a receptacle 

for holding a flask with the neck of the lat 
ter upwardly exposed, a closed loop at the 
back of said receptacle through which to 
passa belt, and a horizontal pivot connecting 
said loop with said receptacle back with 
the lower end of said receptacle free at all 
times to swing relatively to said loops above 
the central portion of the receptacle, per 
mitting inversion of the receptacle to dis 
charge the contents of the flask, said recep 
tacle having a portion to hold the flask 
against dropping therefrom when said re 
ceptacle and flask are inverted. 

2. A flask carrier comprising a relatively 
tall flexible back wall having an upwardly 
opening pocket at its lower end to receive the 
lower end of a flask, a flask-encircling strap 
secured to the upper portion of said back 
wall, a vertical plate secured to the rear side 
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of said back wall, a belt-engaging loop hav 
ing a vertically disposed side member con 
tacting with the rear face of said plate, and 
a horizontal pivot connecting Said plate with 
said side member of the loop, leaving the 
lower end of said receptacle free at all times 
to swing relatively to said loop, to discharge 
its contents, said strap then Selving to hold 
the flask against dropping from the pocket. 

3. A flask carrier comprising a relatively 
tall flexible back wall, wings formed on the 
lower portion of said back wall and ha ving 
their free ends fastened together, an exten 
sion on the lower end of said back wall and 
projecting forwardly therefroin, said exten 
sion having its free end turned upwardly 

and fastened to the ends of said wings. S:til 
extension and wings forming the botton anti 
side walls of a pocket to receive the lower 
end of the flask, a fiask en circling Strap se 
cured to the upper portion of the back wall. 
a metallic plate secured to the rear side of 
the back wall, a belt engaging loop having 
its inner side linember pivotally connected 
said plate at a point considerably above thi, 2 
center of the flask, and a series of protectii). 
studs secured at intervals around the tippei' 
portion of the pocket. 

In testimony whereof I have he'el into a C 
fixed my signature. 

EFRED L-EWWiS. 


