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MAGNETOSTRCTIVE APPARATUS AND PROCESS 
Alden P. Edson, Colorado Springs, Colo., assignor to 
The International Nickel Co. Inc., New York, N.Y. 

Original No. 3,634,742 dated Jan. 11, 1972, Ser. No. 
48,377, June 22, 1970. Application for reissue Dec. 26, 
1973, Ser. No. 428,108 

nt. C. H0w 9/00 
U.S. C. 318-118 15 Clains 
Matter enclosed in heavy brackets appears in the 

original patent but forms no part of this reissue specifi. 
cation; matter printed in italics indicates the additions 
made by reissue. 

ABSTRACT OF THE DISCLOSURE 
Electromechanical transducer core containing magne 

tostrictive material is energized by two electromagnetic 
fields which are oriented transversely to each other and 
controlled to vary the direction of magnetization of the 
core cyclically and vibrate the core by longitudinal and 
transverse magnetostriction to convert electrical power to 
mechanical power; conversion of mechanical to electrical 
power can be obtained by converse magnetostrictive 
action. 

The present invention relates to electromechanical con 
version of power and more particularly to magnetostric 
tive apparatus and processes for interconverting electrical 
and mechanical power. 

It is well known that magnetostrictive effects, including 
the Joule effect (change in length when a ferromagnetic 
rod is placed in a longitudinal magnetic field) and the 
Villari effect (change in magnetic condition when a mag 
netized ferromagnetic rod is subjected to longitudinal 
stress), and also other magnetostrictive effects, can be 
utilized for converting electrical power to mechanical 
power and vice versa. Magnetostrictive transducers have 
been particularly useful for converting alternating electric 
current power to oscillatory (or vibratory) mechanical 
energy, including acoustical energy. For instance, mag 
netostrictive transducers comprising a coil wound on a 
cylindrical ring have been found useful for generating 
sonar and other underwater sound and magnetostrictive 
transducers comprising elongated rods with helical coils 
wound circumsferentially around the rods have been use 
ful for driving vibratory tools, e.g., ultrasonic vibratory 
drills, welders and soldering irons and ultrasonic cleaners. 
The magnetostrictive material is usually the major, or 
at least a very substantial, proportion of the weight and 
volume of a magnetostrictive transducer and thus, where 
greater magnetostrictive power is needed, it is highly 
desirable to increase the power capacity without increas 
ing the amount of magnetostrictive material in the trans 
ducer. Generally, the magnitude of mechanical power 
obtainable from a vibratory magnetostrictive transducer 
depends largely upon the frequency of vibration and upon 
the total amplitude of the vibration obtained from the 
magnetostrictive strain, e.g., change in length divided by 
original length, Inasmuch as the vibration frequency is 
often limited in practice by mechanical factors, e.g., 
inertia and resonant frequency, and by electrical factors, 
e.g., inductive reactance, and inasmuch as in some par 
ticularly important instances, such as in generation of 
acoutic energy, frequency requirements are imposed by 
needs relating to receiver apparatus or to sound effects, 
including unpleasant audible sound, or to signalling, cavi 
tation thresholds, or others, improvements that provide 
increases in amplitude of magnetostrictive strain are of 
major or even paramount importance where increases 
in magnetostrictive power are required. The extent to 
which the amplitude of magnetostrictive strain can be 
increased by increasing the electric power input is limited 
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inasmuch as magnetostriction reaches saturation when the 
flux is increased beyond certain more or less definite levels 
depending upon the core materials. Saturation magneto 
striction is a property that is usually anisotropic when 
measured on a single crystal and thus has different values 
when measured in different crystallographic directions. 
With polycrystalline materials the apparent, useable, mag 
netostriction is generally an average of the increments 
of magnetostrictive strain occurring simultaneously in a 
number of variously oriented crystals. Accordingly, mag 
netostrictive characteristics, including saturation magneto 
striction, of polycrystalline materials are isotropic (or 
practically isotropic) in some instances and are aniso 
tropic in others, depending upon the crystalline structure 
of the material, which in turn is frequently dependent 
upon the prior metallurgical processing of the material. 
Yet, regardless of whether a magnetostrictive material is 
isotropic or anisotropic and even though some advantages 
may have been obtained from favorable crystallographic 
orientations, saturation magnetostriction imposes restric 
tive limitations on the power conversion capabilities of 
magnetostrictive transducers. Usually there is little or no 
difficulty in providing as much, and even more, electrical 
power than a given magnetostrictive transducer can effec 
tively convert to mechanical power at its saturation level 
and, thus, where increased magnetostrictive power is 
needed, it is highly desirable to increase the power output 
obtainable from a given volume or weight of core mate 
rial even though the increased mechanical power output 
requires an increase in the electrical power input. Accord 
ingly, major problems in obtaining increased mechanical 
power from magnetostrictive transducers involve attain 
ment of relatively high levels of mechanical energy per 
unit of magnetostrictive material under saturation opera 
tion conditions and also involve achievement of relatively 
high total amplitude of magnetostrictive strain when the 
core flux is varied in cycles up to the level of magneto 
stricitve saturation. 

Additionally, in order to obtain advantageously good 
performance of magnetostrictive transducers operated at 
high levels of power output per unit volume of magneto 
strictive material (power output density) it is highly desir 
able to obtain good electromechanical linearity (similarity 
of wave shape between excitation voltage and magneto 
strictive stress or strain) and high electromechanical effi 
ciency of converting electrical input power to mechanical 
output power; also, good electromechanical coupling is 
beneficial in order to avoid detrimentally large degrada 
tion of electromechanical performance in event operating 
frequencies unavoidably or undesirably depart from reso 
nance frequencies. Further desirable characteristics of 
high-power magnetostrictive transducer systems include 
compatibility with a broad range of magnetostrictive 
materials including pure metals, alloys and ferrites, suit 
ability for excitation from a single-phase alternating cur 
rent source, substantially resistive electrical input imped 
ance under conditions of mechanical resonance and, also, 
capability for successful operation without necessity of 
providing magnetic bias to the core, thus avoiding neces 
sity of providing direct-current power or high-coercivity 
materials such as permanent magnets. 

Difficulties in obtaining increased power output den 
sities are closely linked and interwoven with needs for 
obtaining high electromechanical efficiency and linear 
relationship of power input to power output. For in 
stance, when attempting to increase the power output by 
increasing the power input, if an alternating-current ex 
citation field is increased to the extent that the magni 
tude of the flux of the excitation field exceeds the polari 
zation flux of the magnetostrictive material, rectification 
distortion produces a large mechanical power component 
at higher harmonics of the electrical excitation frequency. 
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Although many attempts were made to increase the 
amounts of power that could be converted by magneto 
strictive transducers without requiring increased amounts 
of magnetostrictive materials in the transducers and some 
success has been achieved, such as by providing materials 
having specially desirable magnetostrictive characteristics 
and/or by providing special electrical arrangements such 
as static polarization aligned with the axis of excitation, 
there are still unfulfilled needs for obtaining greater power 
output densities from magnetostrictive materials and for 
avoiding disadvantages of operating at power levels above 
saturation limits of available magnetostrictive materials. 
There has now been discovered a new method and a 

new apparatus for using magnetostrictive material to ob 
tain desirable conversion of electrical energy to mechani 
cal energy or of mechanical energy to electrical energy. 

It is an object of the present invention to provide appa 
ratus for electromechanical conversion of power. 

Another object of the invention is to provide a process 
for electromechanical conversion of power. 

Other objects and advantages will become apparent 
from the following description taken in conjunction with 
the accompanying drawing in which: 
FIG. 1 illustrates a plan view of an electromechanical 

transducer in accordance with the invention; 
FIG. 2 illustrates a cross-sectional view of the trans 

ducer of FIG. 1 taken along line 2-2 of FIG. 1; 
FIG. 3 shows a schematic diagram of an electric circuit 

suitable for operating a transducer in accordance with the 
invention; 
FIG. 4 shows a side view of another electromechanical 

transducer of the invention; 
FIG. 5 shows a plan view of the transducer of FIG. 4; 
FIG. 6 shows a cross-sectional view of a transducer of 

FIGS. 4 and 5 taken along line 6-6 of FIG. 5; 
FIG. 7 shows a schematic diagram of an electric circuit 

comprising a transducer provided by the invention and 
electric power sources for energizing the transducer; and 

FIGS. 8a, 8b, 8c and 8d are vector diagrams depicting 
flux densities (B), or induction, of electromagnetic fields 
applied in special embodiments of the process of the inven 
tion. 
The present invention contemplates electromechanical 

vibration of a core containing magnetostrictive material 
by applying two mutually transverse electromagnetic fields 
to the core and cyclically varying the flux density of at 
least one of the fields to angularly oscillate the direction 
of magnetization of the core so as to swing the instan 
taneous direction of magnetization angularly back and 
forth through an angle of up to 90" in one oscillation 
cycle at a cyclic frequency the same as the cyclic fre 
quency of the cyclically varying field. Most advanta 
geously, and usually, the mutually transverse fields applied 
to the core are perpendicular to each other (orthogonal) 
and thus have flux paths intersecting mutually perpen 
dicularly (orthogonally) within the magnetostrictive core 
material. The invention also provides magnestostrictive 
transducer apparatus comprising a magnetostrictive core 
and two coils adapted to apply mutually transverse elec 
tromagnetic fields to the core and further provides appa 
ratus for transmitting and controlling electric current 
through the coils, with cyclically varying current trans 
mitted through at least one of the coils, to produce trans 
verse electromagetic fields providing an angularly 
oscillating resultant magnetizing field in the core and mag 
netostrictively vibrate the transducer core. 

In some specially advantageous embodiments the inven 
tion provides magnetostrictive transducer apparatus com 
prising a core component containing magnetostrictive 
material, two mutually transverse coils arranged to apply 
two orthogonal electromagnetic fields to the core and 
means for transmitting cyclically varying electric current 
through the two coils and controlling the flow of electric 
current in the coils to provide that the coil currents vary in 
an out-of-phase relationship whereby the electromagnetic 
flux linking one coil to the core is increasing while the 
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4. 
flux linking the second coil to the core is decreasing or 
is substantially constant or zero. In the form most advan 
tageous for use at very high levels of power, the electro 
magnetic flux linking the first coil to the core is increased 
from near zero to near saturation while the flux linking 
the second coil to the core is decreased from near satu 
ration to near zero, and thereafter the flux linking the 
first coil is decreased to low or zero density while the 
flux from the second coil is increased to near saturation 
levels. Coils for applying electromagnetic fields in accord 
ance with the invention can be disposed around or within 
the core, or otherwise, e.g., transaxially, provided that 
the coil can direct electromagnetic flux into the core 
material. 

Electrical power for the transverse fields can be pro 
vided, especially for certain advantageous embodiments, 
by electrically energizing a pair of transverse coils with 
current from an alternating-current source, e.g., a vacuum 
tube oscillator or a rotary alternator, and controlling the 
flow of current with a pair of rectifiers arranged to direct 
the electric current from the alternating-current Source 
unidirectionally through one coil during one portion of 
the alternating cycle and then through the other coil dur 
ing another portion of the alternating-current cycle and 
thereby cyclically increase the flux in one coil while the 
flux in the other coil is decreasing (or is reduced to a 
negligible value) and then increase the flux in the second 
coil while decreasing the flux in the first coil. 

The magnetostrictive core desirably has a configuration 
that provides a continuous path of uniform cross section 
around a central opening, such as the configuration of a 
torus or modifications thereof, including a hollow an 
nulus and hollow annular cylinders and also rectilinear or 
other symmetrical modifications of toroidal configurations. 
Configurations known as picture frames, windows, scrolls 
and doughnuts can be used. Also, core components for 
the invention can have elongated configurations such as 
those of a rod or a tuning fork. For devices wherein an 
elongated form of core, such as a straight rod, is needed 
it is beneficial to provide two rods in parallel and provide 
magnetic pole conductors across the ends of the rods to 
obtain a continuous flux path. 

In general, magnetostrictive materials that are satis 
factory for magnetostrictive cores in the present inven 
tion are bilinear magnetostrictive materials in the sense 
that a bilinear magnetostrictive material is characterized 
by dimensional changes in two mutually perpendicular di. 
rections both parallel to and at right angles to the applied 
field when undergoing magnetostriction in a varying mag 
netic field and, also, the perpendicular dimensional 
changes in the material are opposite in sign in the sense 
that an increase in length is accompained by a transverse 
dimensional decrease and a decrease in length is accom 
panied by an increase in the transverse dimension, e.g., 
the known magnetostriction characteristics of nickel at 
low field strengths up to about 50 oersteds. Usually the 
magnetostrictive materials utilized herein are character 
ized by very substantial amounts of Joule magnetostric 
tion, e.g., saturation Joule magnetostrictive strain of at 
least about 10 parts per million, and very little or practical 
ly no volume magnetostriction; if the material exhibits 
any volume magnetostriction during a magnetostrictive 
change in length, the percent change in volume is smaller 
than the percent change in length. Accordingly, it is to be 
understood that during magnetostrictive deformation of 
a bilinear magnetostrictive material in a magnetic field, 
when the material contracts parallel to the axis of the 
magnetic field the material simultaneously expands trans 
versely perpendicular to the axis of the magnetic field and 
when the material expands parallel to the axis of the field 
the material simultaneously contracts transversely perpen 
dicular to the axis of the field. During constant-volume 
bilinear magnetostriction in isotropic material the linear 
magnetostrictive strain perpendicular to the direction of 
magnetization is approximately half as large as the linear 
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magnetostrictive strain along the axis of magnetization. 
Materials having bilinear magnetostrictive character 

istics such as the Joule magnetostriction characteristic of 
annealed randomly polycrystalline nickel are generally 
satisfactory for use as the core material in transducers in 
accordance with the invention. Other satisfactory or ad 
vantageous bilinear magnetostrictive materials for the 
core include randomly polycrystalline alloys nominally 
containing 2.2 percent chromium with balance nickel, 4.5 
percent cobalt with balance nickel, 45 percent nickel and 
55 percent iron, 50 percent cobalt and 50 percent iron, 
aluminum-iron alloys known as Alfenol, e.g., 12 percent 
aluminum with balance iron, alloys containing 0.9 per 
cent to 3.6 percent chromium, up to 3.6 percent cobalt 
with balance nickel described in U.S. Pat. No. 3,146,380; 
also utilizable are magnetostrictive ceramics including bi 
linear magnetostrictive ferrite compositions such as the 
MetFO, type, e.g., ferroXCube, and including nickel, 
zinc, cobalt and/or copper ferrites, e.g., a ferrite composi 
tion corresponding to the formula 

Anistropic materials may be utilized in the core and in 
such instances the applied magnetic fields may be advan 
tageously aligned in the direction of greatest saturation 
linear magnetostriction characterizing the anisotropic ma 
terial. 

Referring now to the drawing, FIGS. 1, 2 and 3 illus 
trate particularly advantageous magnetostrictive appara 
tus within the invention. As shown in FIGS. 1 and 2, mag 
netostrictive transducer 10 comprises magnetostrictive 
core 11 which is of a hollow annulus configuration and 
includes the core components shown as channel section 
ring 12 and cover plate 13. Ring 12 and cover 13 are 
made of a bilinear magnetostrictive metal, e.g., high-pur 
ity nickel. Toroidal coil 14 is wound around the magneto 
strictive core and has leads 15 and 16 to terminals 17 and 
18 respectively. The core ring has a continuous annular 
cavity which is illustrated in cross section by internal 
cavity 19 in FIG. 2. Coil 20 is wound annularly within 
the internal cavity in the core and has leads 21 and 22 
which extend from the coil through sealed passages 23 
and 24 to annular coil terminals 25 and 26 respectively. 

In the present instance of the embodiment illustrated in 
FIGS. 1 and 2, the cover plate and the ring components 
of the magnetostrictive core are rigidly attached together, 
in metal-to-metal contact, with six brass screws, shown 
as screw 27. It is desirable to avoid having any nonmag. 
netic material between the ring and the cover and thus 
avoid or minimize any nonmagnetic gap therebetween. 
For obtaining good magnetostrictive operating character 
istics with embodiments of the invention having annular 
coils disposed coaxially within magnetostrictive rings such 
as illustrated in FIGS. 1 and 2, it is highly beneficial to 
have a completely continuous magnetic path (without non 
magnetic gaps) around the annular coil, e.g., as illustrated 
by the arrows around coil 20 in FIG. 2, insofar as per 
mitted by eddy current phenomena. However, electrically 
insulating laminations may be needed in many instances, 
especially for operation at high sonic or ultrasonic fre 
quencies when using low electrical resistivity materials 
such as metals and alloys for the core, in order to inhibit 
eddy current flow. If the ring and the core are bonded 
together with a braze or a cement therebetween it is 
beneficial for the braze or the cement to be thin or have 
good magnetic permeability characteristics. 
An advantageous electric circuit for energizing the 

transducer illustrated in FIGS. 1 and 2 and also other 
transducers of the invention is illustrated in FIG. 3, which 
shows circuit 30 comprising alternating-current source 
31 electrically connected to half-wave rectifiers 32 and 
33, e.g., silicon diode semiconductors, with common lead 
34 connecting source terminal 31a to branch leads 35 and 
36, which lead to rectifiers 32 and 33 respectively. The 
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alternating-current source and the rectifiers are connected 
in opposed parallel arrangement to two mutually orthog 
onal coils associated with a magnetostrictive core in a 
transducer of the invention. Viewing FIG, 3 in the light 
of FIGS. 1 and 2, FIG. 3 shows rectifier 32 connected 
by lead 37 to terminal 18 of coil 14 and rectifier 33 con 
nected by lead 38 to terminal 26 of coil 20; terminals 17 
and 25 of coils 14 and 20, respectively, are connected by 
lead 39 to source terminal 31b of AC source 31. (It is 
to be understood that in FIG. 3 the illustrations of coils 
14 and 20 are symbolic and that the actual positions of the 
coil windings in relation to each other and to the core in 
the embodiment of an annular transducer are illustrated 
in FIGS. 1 and 2.) It is to be especially noted that recti 
fiers 32 and 33 and the alternating current source are 
arranged in combination to transmit unidirectional current 
from the alternating source alternately through coil 14 
and then through coil 20, respectively, and produce two 
cyclically varying (or fluctuating) electromagnetic fields 
of flux, one field around each coil, and to cyclically vary 
the flux densities of the two fields with the field strengths 
increasing and decreasing in a 180 out-of-phase relation 
ship to each other. For instance, during operation with 
circuit 30 powered by alternating-current source 31, e.g., 
a vacuum tube oscillator having a sinusoidal voltage out 
put characteristic, in a portion of the cycle when the in 
stantaneous voltage potential at source terminal 31a is 
positive in respect to source terminal 31b, current flows 
from 31a through rectifier 32 and coil 14 and produces 
an electromagnetic field that couples coil 14 with mag 
netostrictive core 11 and permeates the core circumfer 
entially. The circumferential field produced from coil 14 
permeates the core with magnetic flux in a circular path 
coaxially between the coaxial circles that illustrate the 
inner and outer circumferences of core 11 in the plan 
view of FIG. 1, e.g., the coaxially annular, circumfer 
ential, flux path indicated in part by arrow X on FIG. 1. 
In another portion of the cycle, when the potential at 
terminal 31b is positive in respect to terminal 31a, cur 
rent flows from 31b through coil 20 and rectifier 33 and 
produces an electromagnetic field that couples coil 20 
with core 11 and permeates the core toroidally. The field 
produced from coil 20 permeates the core with flux fol 
lowing a toroidal path around the cross section of coil 
20 illustrated in FIG. 2, e.g., the toroidal flux path indi 
cated in part by arrow Y on FIG. 2. 

In view of the foregoing description pertaining to trans 
ducer 10 and circuit 30, it is evident that flux in the cir 
cumferential field produced by current in coil 14 is 
oriented perpendicularly to flux in the toroidal field pro 
duced by current through coil 20. Thus, when current 
from the alternating-current source is passed through the 
rectifiers and the combination of coils 14 and 20 with core 
11 illustrated in FIGS. 1, 2 and 3, an orthogonal pair of 
cyclically fluctuating electromagnetic fields with flux paths 
intersecting mutually perpendicularly in a magnetostric 
tive core are produced, and the core is subjected to oscil 
latory 180° out-of-phase orthogonal excitation, and the 
direction of magnetization is angularly oscillated through 
a 90° angle, thereby magnetostrictively vibrating the core. 

Hereinafter coils and magnetic fields corresponding to 
coil 14 and the circumferential field emanating therefrom 
may be referred to as the X-coil and the X-field; and, 
similarly, coils and fields corresponding to coil 20 and the 
toroidal field emanating therefrom may be referred to as 
the Y-coil and the Y-field, respectively. 

Orthogonal excitation of cores containing bilinear mag 
netostrictive materials, with the orthogonal excitation con 
trolled to have the fields fluctuating in an out-of-phase re 
lationship in accordance with the invention, provides 
special magnetostrictive strain results, particularly includ 
ing especially high total-amplitude strain, that are bene 
ficial for powering vibratory devices, e.g., electroacoustic 
radiators. For instance, with core 11 made of randomly 
polycrystalline nickel, when toroidal coil 14 is energized 
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by passing current through the coil and a circumferential 
field is thus created and permeates the core, the circum 
ferential field produces longitudinal magnetostrictive 
strain in the core within the coil; this strain produced by 
the circumferential field is referred to as longitudinal 
strain inasmuch as the increment of strain through a given 
turn of the toroidal coil is aligned with the central axis 
of that turn of the coil. Longitudinal magnetostrictive 
strain resulting from creation of the circumferential field 
contracts the circumference of core 11, when made of 
nickel, inasmuch as the longitudinal magentostrictive 
strain of nickel is negative (contraction) when subjected 
to a longitudinal magnetic field. Of course, contraction of 
the circumference of the core also decreases the diametric 
dimensions of the core, e.g., the outside diameter dimen 
sion D shown on FIG. 1. With the core made of material 
such as randomly polycrystalline nickel the circumfer 
ential field also produces transverse magnetostrictive 
strain which is positive (expansion) and results in enlarge 
ment of cross-sectional dimensions of the core, particular 
ly including increases in the width and thickness of the 
core ring, e.g., increases in the width dimension W and the 
thickness dimension T shown on FIG, 2. In the present 
instance the dimensional changes resulting from the trans 
verse magnetostrictive strain produced by the circumfer 
ential field are relatively small inasmuch as this trans 
verse strain occurs across relatively short dimensions of 
the core. 

During the cycle of alternating current from source 31 
the strength of the circumferential field is increased to a 
maximum and then decreased and, accordingly, the longi 
tudinal magnetostrictive strain produced by the circum 
ferential field is increased and then decreased and, as a 
result of the increase and decrease of the circumferential 
field, core 11 is circumferentially contracted and then re 
leased, 

Circuit 30 maintains a 180° out-of-phase relationship 
between the fluctuation of the circumferential field in 
tensity and the fluctuation of the toroidal field intensity. 
Accordingly, after the circumferential field has passed its 
maximum, the strength of the toroidal field is increased 
and reaches a maximum while the circumferential field is 
minimal or zero, thus swinging the axis of magnetizaiton 
through a 90° angle. 
The toroidal field produces magnetostrictive strain hav 

ing a longitudinal strain component which is negative and 
contracts the cross section of the core metal around coil 
20, thus decreasing the core cross-sectional dimensions 
W and T. The decreases in dimensions W and T resulting 
from the longitudinal strain produced by the toroidal field : 
are relatively small in the present instance inasmuch as 
the longitudinal strain produced by the toroidal field is 
directed along these relatively short dimensions. 
More importantly, the magnetostrictive strain produced 

by the toroidal field also has a transverse component 
which is positive and directed circumferentially around 
the core and thus results in expansion of the circum 
ference and diameter of the core. The transverse magneto 
striction produced by the toroidal field is particularly im 
portant inasmuch as it occurs around the relatively long, 
circumferential, dimension of the core and is phase Con 
trolled to produce the maximum amplitude of radial and 
circumferential expansion at times when the circumfer 
ential field is exerting only the minimum or no contrac 
tive effect and thus the transverse magnetostriction pro 
duced by the toroidal field increases the amplitude of the 
change in the diameter of the core during the alternating 
current cycle. Accordingly, during repeated cycles of cur 
rent from the oscillator, the cyclic contraction and expan 
sion of the core circumference vibrates the core radially 
and, with reference to output power in the present in 
stance, the effective amplitude of the radial vibration is 
the peak-to-peak amplitudes extending between the peak 
of the radial contraction resulting from longitudinal mag 
netostrictive strain produced by the circumferential field 
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to the peak of the radial expansion resulting from trans 
verse magnetostrictive strain produced by the toroidal 
field and thus the effective amplitude of vibration is en 
hanced by both of the fields. Radial vibration of core 
11, which moves the cylindrical face surfaces 28 and 29 
of the core alternately inwardly and then outwardly, 
provides mechanical power that can be applied to fluids 
in order to generate acoustic waves or, inter alia, used 
to vibrate tools or other mechanical devices. 

It is highly advantageous, especially for achieving max 
imum power output density, to have the transducer and 
power source circuit adapted, e.g., by controlling the 
current through the transducer coils and the number of 
turns in the coils, to provide that the peak flux densities 
of each of the fluctuating transverse fields is equal, or 
essentially equal, to the saturation magnetostriction flux 
density level of the core material that is electromagneti 
cally coupled with the field. As a practical matter, to 
attain high power output density and yet avoid incurring 
detrimental wave distortion due to oversaturation, the 
peak flux density is advantageously controlled to reach 
as high a level as it is practical to control without ex 
ceeding the magnetostriction saturation level. In reference 
to magnetic domain theory, the invention may be viewed 
as providing for angularly oscillating the magnetic do 
main axes through a 90° angle to develop magnetostric 
tive strain in the core material. The rectifier-controlled 
power circuit adapted for transmitting unidirection cur 
rents fluctuating cyclically 180° out of phase through 
the orthogonal coils of the transducer, e.g., as illustrated 
in FIG. 3, has special advantages, in addition to provid 
ing for energizing the fields up to and essentially equal 
to the magnetostriction saturation level, of providing for 
oscillating the magnetization axis through a full 90° angle 
without practical risk of exceeding 90 oscillation and of 
providing high power output density without need for 
static biasing field apparatus and, also, is particularly 
advantageous for overcoming difficulties or disadvan 
tages Such as flux reversal, magnetic saturation and hys 
teresis. 

For some special purposes, e.g., trepanning, torsional 
output can be advantageous and, in such event, can be 
obtained by providing a continuous thin slit through a 
wall of cavity 19 and parallel to the conductors of coil 
20, although this is not advantageous from the viewpoint 
of having a continuous flux path. 

Referring again to the drawing, FIGS. 4, 5 and 6 re 
spectively depict a side view, a plan view and a cross 
sectional view of magnetostrictive transducer 40, which 
comprises elongated solid rod core 41 and orthogonal 
coils 42 and 43. Core 41 is composed of a bilinear mag 
netostrictive metal, e.g., stress-relieved randomly poly 
crystalline nickel, and is of a configuration having a 
uniform cross section and a length substantially greater 
than the greatest cross-sectional dimensions, e.g., length 
of at least 2 or 3 times the greatest cross-sectional di 
mension. Coil 42 with leads 45 and 46 and terminals 47 
and 48, respectively, is wound toroidally (or helically) 
around the core and adapted to conduct current to apply 
an electromagnetic field longitudinally to the core when 
current is passed through the coil. Coil 43 with leads 49 
and 50 having lead terminals 51 and 52 is wound in an 
elongated loop configuration and divided in two equal 
mutually parallel sections that are adapted to conduct 
current to apply an electromagnetic field transversely, 
perpendicularly in the present instance, to the longi 
tudinal axis of the core. Transducer 40 can be operated 
to perform the process of the invention by passing uni 
directional electric current alternately, in repetitive cycles, 
through coil 42 and then through coil 43 to produce 
cyclically varying electromagnetic fields coupling each 
coil to the core and by also controlling the current to 
vary the strengths of the fields in relation to each other 
in an out-of-phase relationship, advantageously 180° out 
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of phase. For instance, transducer 40 can be connected 
and operated in circuit 30, illustrated in FIG. 3, with 
coils 42 and 43 of transducer 40 in place of coils 14 and 
20, respectively, of transducer 10. With, such an arrange 
ment, when power is applied from the alternating cur 
rent source, current through coil 42 results in longitudinal 
contraction of core 41 due to longitudinal magneto 
striction in the field from coil 42 during one part of the 
AC cycle of current from source 30 and, alternately, dur 
ing another part of the cycle, current through coil 43 
results in longitudinal expansion of the core due to trans 
verse magnetostriction in the field from coil 43. Thus, 
the core vibrates longitudinally with the amplitude of 
the longitudinal vibration being a combination of the 
magnetostrictive contraction and the alternate magneto 
strictive expansion. 

Optionally, capacitance and/or inductances can be add 
ed to the illustrated apparatus in order to adjust the phase 
relationships of voltages and currents. For instance, a 
tuning capacitor can be connected across terminals 31a 
and 31b of current source 31 to adjust the overall power 
factor of circuit 30; and/or tuning capacitors can be 
provided across coils 14 and/or 20 (individually); and/ 
or, inductors can be inserted into lead 16 and/or 21 
of coils 14 and 20 of transducer 10 in order to balance 
power factors in the excitation branches of the circuit 
or to adjust bandwidth. 

For purposes of giving those skilled in the art a better 
understanding of the invention and a better appreciation 
of the advantages of the invention, the following illus 
trative examples are given. 
A magnetostrictive transducer which was constructed 

in accordance with the invention (and is referred to here 
in as transducer TA) comprised a cylindrical annular 
core that was composed of a bilinear magnetostrictive 
metal and had a continuous annular cavity enclosed by 
the magnetostrictive metal, a first coil (the X-coil) wound 
toroidally around the core and a second coil (the Y-coil) 
wound annularly in the cavity. The structure and configu 
ration of the core and the dispositions of the coils were 
as illustrated in FIGS. 1 and 2. The channel section ring 
and the cover plate of the core were made of an annealed 
high-purity grade of nickel known as nickel 270 nominally 
containing 99.98 percent nickel, 0.01 percent carbon and 
less than 0.001 percent each of manganese, iron, sulfur, 
silicon, copper, chromium, titanium, cobalt and magne 
sium and were tightly attached together with brass screws. 
An energizing circuit comprising a vacuum tube oscillator 
and two silicon semiconductor diode rectifiers arranged 
as illustrated in FIG. 3 was connected to transducer TA. 
Electric current was transmitted through the transducer 
coils in the circuit with the vacuum tube oscillator deliver 
ing alternating current at 77 hertz (Hz.) while the trans 
ducer was submersed in water and, thus, the magneto 
strictive core was subjected to oscillatory orthogonal ex 
citation with the coil currents fluctuating cyclically in a 
180° out-of-phase relationship and, at the same time, vi 
bration ripples and splashing of the water clearly con 
firmed that the core was vibrating and transmitting un 
derwater sound vibrations. Electronic micrometer meas 
urements of the core showed the core was vibrating ra 
dially with strain amplitude up to about 28X10, de 
pending upon the peak excitation current, which was 
intentionally varied in order to observe the increase in 
vibrational effect with increase in current. While the 
amplitude of vibration was increased up to the limit reli 
ably measureable with the measurement apparatus, the 
results showed that the saturation magnetostriction limit 
was substantially higher. Further, in order to compare 
results of the orthogonal excitation method of the inven. 
tion in contrast to results from unidirection single-coil 
excitation not in accordance with the invention, trans 
ducer TA was operated in three modes with the peak ex 
citation currents and the frequency (77 Hz.) being the 
same for each mode; XY-mode with both coils excited 
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in accordance with the invention; X-mode with only the 
X-coil excited; and Y-mode with only the Y-coil excited. 
Electronic micrometer measurements showed that the XY 
mode with orthogonal excitation in accordance with the 
invention resulted in obtaining a peak-to-peak strain 
amplitude that was about 36 percent greater than the 
peak-to-peak strain amplitude obtained with the X-mode 
and about 500 percent greater than the peak-to-peak strain 
amplitude obtained with the Y-mode. Moreover, the elec 
tronic micrometer measurements showed that the peak 
to-peak radial amplitude of vibration in the XY-mode 
was clearly greater than the sum of the peak-to-peak 
radial amplitudes of the vibration in the X-mode and in 
the Y-mode. Also, electromechanical linearity of the XY 
mode was markedly superior to the other modes. 

In the present invention, hollow-cored embodiments 
having an interior coil have special advantages, including 
advantageously good coupling and electromechanical effi 
ciency, arising from the continuous flux path provided 
around the interior coil. For example, where an elongated 
core embodiment is needed to obtain high amplitude of 
strain along a desired direction, the hollow annular core 
embodiment illustrated in FIGS. 1 and 2 and exemplified 
by transducer TA can be made with the hollow core in 
the form of an elongated loop instead of the circular 
form illustrated by the plan view of FIG. 1, or can be 
made in the form of an elongated slender cylinder, such 
as a hollow annulus with a high ratio of length to diam 
eter or, in terms of the dimensions T and D illustrated 
in FIGS. 1 and 2, with a T:D ratio of at least about 1:1, 
e.g., T:D ratios of 2:1 or 3:1 or up to 10:1 or higher. 
When the T:D ratio is increased to be greater than the 
T:D ratio of the configuration illustrated in FIGS. 1 and 
2, the peak-to-peak axial dimensional displacement, or 
axial amplitude, of vibration resulting from the trans 
verse magnetostrictive strain produced by the circumfer 
ential field and the longitudinal magnetostrictive strain 
produced by the toroidal field becomes greater and more 
useful; for magnetostrictive drivers to produce axial vi 
brations for acoustic sounders or vibratory tools the 
T:D ratio is desirably about 1.5:1 to about 5:1. 

It will be understood that transducers of the invention 
can be operated in arrays in combinations with each other, 
e.g., stacks of ring core transducers such as illustrated in 
FIGS. 1 and 2, with or without air gaps or other low 
permeability gaps or with high permeability spacers be 
tween the transducers, or parallel arrays of rod core trans 
ducers, such as illustrated in FIGS. 4, 5 and 6, advanta 
geously with high permeability couplers magnetically con 
necting the ends of the rods. 
FIG.7 along with FIGS. 8a through 8d, which are to be 

viewed in conjunction with each other, depict another 
power circuit, and electromagnetic functioning thereof, 
that can be employed in orthogonal excitation of mag 
netostrictive transducers provided by the invention. FIG. 
7 shows circuit 70 comprising mutually orthogonal coils 
71 and 72 connected in series to alternating-current source 
75 and also comprising mutually orthogonal coils 73 and 
74 connected in series with controllable constant-current 
direct-current power source 76. Coils 71 and 72, which 
are the cyclic field coils, are arranged in conjunction with 
source 75 and bilinear magnetostrictive core 77 to pro 
duce two cyclically fluctuating electromagnetic fields hav 
ing flux paths intersecting mutually perpendicularly within 
core 77. The other pair of coils, 73 and 74, which are the 
constant field coils, are arranged in conjunction with 
source 76 to produce two constant electromagnetic fields 
having flux paths intersecting mutually perpendicularly 
within core 77. For instance, the core and coils illustrated 
symbolically in FIG. 7 can be in the configuration and 
arrangement of the core and coils illustrated in FIGS. 4, 
5 and 6, with coils 72 and 74 in the place of coil 42 and 
with coils 71 and 73 in the place of coil 43, or vice versa. 
Or, more advantageously, the core and coils depicted in 
FIG. 7 conform to the structure of the annular transducer 
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illustrated in FIGS. 1 and 2 and, in an example of such a 
transducer and an example of a process comprising using 
such a transducer in circuit 70 (referred to hereinafter as 
transducer TB and process TB respectively), core 77 has 
the hollow annular configuration of core 11, coils 72 and 
74 are wound together toroidally around the core ring in 
place of coil 14, and coils 71 and 73 are wound together 
annularly within the core in place of coil 20. Thus, 
according to the designations of coils and electromag 
netic fields as 'X' or 'Y' coils or fields referred to 
hereinbefore, when referring to transducer and process 
TB, coils 72 and 74 and the fields respectively there 
from are the X, or X2 and X4 respectively, coils and 
fields; and, coils 71 and 73 and the fields respectively 
therefrom are referred to as the Y, or Y1 and Y3 re 
spectively, coils and fields. Coils 71 and 72 are matched 
to produce mutually equal flux densities (B) when ener 
gized by the equal flows of current, and coils 73 and 74 
are likewise equally matched to each other but not neces 
sarily to coils 71 and 72. The four coils and the leads 
thereto in circuit 70 are specially wound and connected to 
provide that when the flow of alternating current through 
the coil 72 is in the same toroidal direction around the 
core as the flow of uirect current through coil 74, then, at 
that instant of time, the flow of alternating current an 
nularly within the core through coil 71 is opposite to the 
direction of the annular flow of direct current in coil 73 
and, thus, the circuit is arranged to provide that when the 
flux from coil 72 reenforces the flux from coil 74, the flux 
from coil 71 opposes the flux from coil 73 (and vice 
versa); with this arrangement the alternating field coils 
are connected in opposition to each other in relation to 
the constant field coils. 

Electromagnetic vectors and fields produced from coils 
in transducer TB during process TB are depicted in FIGS. 
8a through 8d. Herein, solid line vectors depict constant 
density fields and broken line vectors depict fluctuating (or 
alternating) density fields. FIG. 8a illustrates the cycli 
cally fluctuating flux densities B-X2 and B-Y1, versus 
time (Tm), produced from coils 72 and 71 respectively 
when energized by alternating current from source 75. 
FIG, 8a also illustrates the constant flux densities B-Y3 
and B-X4 which are produced from coils 73 and 74 when 
energized by constant direct current from source 76 and 
which are maintained at least as great in magnitude and, 
as a practical matter, advantageously a small amount 
greater, e.g., 5 percent greater, than the peak flux densities 
of the fluctuating fields in order to avoid detrimental flux 
reversal effects. FIG. 8b depicts the resultant of the com 
bination of the fields from coils 72 and 74, which is re 
ferred to as field B-X; and, FIG. 8c depicts the resultant of 
the combination of the fields from coils 71 and 73 which is 
referred to as field B-Y. It should be noted that in view of 
coils, fields B-X and B-Y fluctuate cyclically 180° out of 
phase with each other. It should also be noted that neither 
of these flux density curves drops below the zero axis at 
any time and, thus, there is no reversal of flux direction 
in the core in the present process embodiment TB. Re 
versal of flux direction in the core is beneficially, and in 
some instances necessarily, avoided in order to prevent 
detrimental effects such as electromechanical harmonics, 
frequency doubling and/or loss in amplitude of vibration. 
Inasmuch as fields B-X and B-Y result from the mutually 
orthogonal coils in transducer TB and the flux paths of 
these fields intersect perpendicularly to each other in core 
77, and fields B-X and B-Y are mutually 180 out of 
phase, it is evident that process TB has the effect of apply 
ing to the magnetostrictive core two mutually perpendic 
ular, cyclically fluctuating, electromagnetic fields which 
fluctuate in a 180 out-of-phase relationship to each other. 
Magnetostrictive action of the electromagnetic fields pro 
vided in process TB vibrates the core of the transducer 
and, with the present process, the major vibration ampli 
tudes are in circumferential and radial vibrations resulting 
from longitudinal magnetostriction in coils 72 and 74 
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and cyclically alternate transverse magnetostriction 
around coils 71 and 73. 

In conjunction with further description of the process, 
and variations thereof, provided by the invention, FIG. 8d 
shows vectors which depict electromagnetic field relation 
ships in process TB. Referring to FIG. 8d, the X-axis cor 
responds to a line tangential to a circumferential circle in 
the annular core at a point where the orthogonal fields 
from the coils of transducer TB intersect mutually per 
pendicularly in the core (and thus the X-axis also corre 
sponds to the incremental direction of the X-field); the 
origin O is at the point of tangency; and the Y-axis corre 
sponds to the direction of the toroidal electromagnetic 
field (the Y-field) at the point of tangency and accord 
ingly is perpendicular to the plane of the core annulus. 
Speaking more generally, the X-axis is aligned with the 
major axis or path of magnetostrictive material, which 
usually corresponds to the desired direction of mechani 
cal power and, in reference to a transducer having a rela 
tively long straight core, the X-axis is usually aligned on 
or parallel to the longitudinal axis of the core. For in 
stance, in relation to transducer 40 illustrated in FIGS. 4, 
5 and 6, the X-axis is on or parallel to the longitudinal 
center line of core 41; also in such an instance, the Y-axis 
is perpendicular to the planes of the two sections of coil 
43. Referring again to process TB, the electromagnetic 
fields applied to the core from coils 71, 72, 73 and 74 are 
depicted by vectors B-Y1, B-X2, B-Y3 and B-X4 respec 
tively. The resultant constant intensity field, which may 
also be referred to as the static polarization field, pro 
vided by the coaction of fields B-Y3 and B-X4 is depicted 
by vector B-P. The angle of inclination of vector B-P 
from the X-axis is referred to as angle theta (6) and in 
the present example is controlled to be 45' inasmuch as 
fields B-Y3 and B-X4 are controlled to be mutually equal 
and perpendicular. Vectors B-Y1 and B-X2 depict the 
respective fluctuating fields when coacting with the con 
stant fields. In this connection it is especially noted that 
inasmuch as coils 71 and 72 are specially connected in 
opposition to each other in relation to coils 73 and 74, the 
fluctuating vector B-Y1 is at its maximum in the positive 
direction (upward) and thus is directed in the same direc 
tion as the constant vector B-Y3 at the times when the 
fluctuating vector B-X2 is at its maximum in the negative 
direction (leftward) and thus is directed opposite to the 
constant vector B-X4; and, in the other portion of the 
alternating current cycle, B-Y1 alternates to its negative 
peak value while B-X2 alternates to its positive peak 
value. Accordingly, coaction of fields B-Y1 and B-X2 
provides the fluctuating resultant field depicted by vectos 
B-E. The angle of inilination of victor B-E from the Y-axis 
is referred to as angle gamma (y) and in the present ex 
ample is controlled to be 45 by controlling fields B-Yi 
and B-X2 to be mutually equal and perpendicular. Ac 
cordingly, the B-E field vector is perpendicular to the 
B-P field vector. The resultant of fields B-P and B-E and 
thus the resultant field produced by coaction of the four 
fields B-Y1, B-X2, B-Y3 and B-X4 controlled in accord 
ance with the present process TB is depicted by vector B-R 
which extends from the origin O to vector B-E. During a 
full cycle of the alternating current applied to coils 71 and 
72 in the present process, vector B-R oscillates angularly, 
or swings, through angle phi (qb) between the angular 
positions' and d', as illustrated in FIG. 8d, with the for 
ward tip of the vector moving from point R' to point R' 
and returning back to R' along the line of vector B-E 
without crossing either the X-axis or the Y-axis at any 
time in the cycle. Thus the angular oscillation of the re 
sultant vector is maintained within the positive X-Y 
quadrant. 

It should also be noted that during oscillation of vector 
B-R between angles p and b', the length of the vector 
varies, thus indicating fluctuation of the resultant field 
intensity. 
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Since the direction of the resultant field vector B-R 
depicts the direction of the axis of magnetization of the 
resultant field produced from the four coils, it is evident 
that the axis of magnetization applied to the core swings 
through an angle of about but not greater than 90', e.g., 
85, and back again, during one cycle of alternating cur 
rent in the process. Thus the process cyclically polarizes 
the core alternately in directions substantially in the X-axis 
direction and then in the Y-axis direction and then back to 
the X-axis direction. 
At a time in the cycle when the axis of magnetization 

is aligned substantially along the X-axis, longitudinal 
magnetostriction resulting from polarization of the an 
nular nickel core along the X-axis contracts the core cir 
cumferentially with negative magnetostrictive strain. Then, 
during progression of the cycle, the axis of magnetization 
swings toward the Y-axis and consequently the longi 
tudinal magnetostriction and the contraction of the core 
progressively decrease to a minimum, or zero, which may 
be reached at about 60' to 65 inclination of the 
magnetostriction axis from the X-axis. As the cycle con 
tinues and the axis of magnetization swings further from 
the X-axis approaches the Y-axis, transverse magneto 
striction resulting from polarization of the core in the 
Y-axis direction expands the core circumferentially with 
positive magnetostrictive strain. The peak expansion is 
reached when the magnetization axis is aligned substan 
tially along the Y-axis, as depicted by B-R''. In the sec 
ond half of the cycle the direction of swinging the mag 
netization axis is reversed, the aforementioned expansion 
and contraction of the core circumference are accordingly 
reversed and thus the core circumference returns the con 
tracted configuration existent when the magnetization axis 
was aligned along the X-axis at the beginning of the 
present illustrative cycle. Thus, in the present process 
cycle, the core is vibrated radially with alternate con 
traction and expansion of the circumference and the peak 
to-peak amplitude of the vibration is the result of the com 
bination of the longitudinal and the transverse magneto 
strictive strains produced by the electromagnetic fields ap 
plied to the core. 
In carrying the invention into practice to achieve es 

pecially high amplitudes of vibration it is specially ad 
vantageous to control the field intensities to provide that 
the static polarization angle theta is about 45, that the 
resultant veld vector B-R oscillate as nearly as practical 
from the X-axis to the Y-axis without crossing either axis 
and that the flux density (intensity) of the resultant field 
B-R reach the magnetostrictive saturation level of the 
magnetostrictive material in the core when the resultant 
vector B-R is at the extremities of its oscillation (corre 
sponding to angles p' and p'), which are at the times 
when the vector is at its closest approaches to the X-axis 
and to the Y-axis and is at its maximum length. 

Accordingly, it is understood that where the paramount 
need is to achieve maximum power output density, the 
apparatus and process are adapted to ascillate the ma 
netic axis throughout an angle of substantially 90 from 
the power output axis (represented herein by the phi an 
gle range and the X-axis respectively) and to control the 
peak flux density of the resultant field B-R to equal the 
magnetostriction saturation flux level. 
For other circumstances of need, where the maximum 

obtainable power output is not essential and certain other 
electromechanical characteristics, such as electromechan 
ical linearity, electromechanical coupling or electrome 
chanical efficiency, or bandwidth, are important, and inas 
much as operating conditions for maximum power out 
put density do not always provide optimum levels of these 
other electromechanical characteristics, the invention pro 
vides special embodiments whereby the range of oscilla 
tion of the magnetic axis and the peak intensity of the re 
Sultant field are specially restricted to obtain specially 
beneficial combinations of such characteristics along with 
good (although not the highest) power output density. 
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For obtaining particularly good electromechanical linear 
ity, electromechanical coupling and bandwidth, and pos 
sibly somewhat better electromechanical efficiency, the 
peak flux densities of the exciter fields B-Y1 and B-X2 
are reduced (but maintained mutually equal) in propor 
tion to the flux densities of the static fields B-Y3 and 
B-X4, respectively, e.g., an exciter-field to static-field pro 
portion in the range of about 1:3 to about 1:4, which may 
be done by decreasing the number of turns and/or the cur 
rent flow equally in coils 71 and 72, e.g., with the circuit 
adapted to provide that the ratio of the inductances of 
coils 71 and 72 to the inductances of coils 73 and 74 re 
spectively is about 1:3 to about 1:4. With the peak flux 
densities of the exciter fields thus reduced, the amplitude 
of vector B-E is reduced and the angular range of oscil 
lation of the axis of magnetization throughout angle phi 
is reduced, e.g., to a range of about 25 to about 65 or 
30 to 60° from the power output axis; accordingly, the 
peak flux density of the resultant field B-R is decreased 
relative to the flux density of the constant field. 

Further benefits, especially in electromechanical effi 
ciency and possibly also in linearity, may be obtained by 
increasing the inclination angle theta of the static field 
to greater than 45, e.g., about 65°, 70 or 75, which 
may be accomplished by increasing the ratio of the flux 
density of the B-Y3 field to the flux density of the B-X4 
field, e.g., to about 2:1 to about 4:1 or 3:1; advanta 
geously, for high electromechanical efficiency, angle theta 
is as large as it may be without having vector B-E cross 
the Y-axis. Of course, the peak intensity of the exciter 
field resultant B-E is maintained sufficiently high to pro 
vide the vibrational power requirement for the transducer, 
which is understood to be for moderate power output 
at high efficiency. Further in connection with obtaining 
high electromechanical efficiency, it can be beneficial to 
decrease the strength of the transverse exciter field B-Y1 
in relation to the longitudinal exciter field B-X2, thereby 
increasing angle gamma, which is usually at least 45 and 
is advantageously made equal to the theta angle in order 
to benefit mechanical output, to greater than 45 and 
possibly up to near 90', e.g., 85, particularly if the theta 
angle is relatively high, e.g., 65 to 85. For instance, 
the ratio of the peak flux density of field B-Y1 to that of 
field B-X2, or the ratio of the inductances or of the num 
bers of turns in coil 71 to coil 72, can be about 1:2 or 1:3 
or possibly 1:4, or, in a somewhat simplified version of 
the apparatus, coil 71 may be deleted if the static field 
angle is high and the power requirement is only moderate. 
In general, for these special advantages, where high elec 
tromechanical efficiency is especially needed, the angular 
range of oscillation of the axis of magnetization is main 
tained at high angles of inclination from the power axis, 
e.g., oscillation through angular ranges of about 70° to 
90° or of about 75 to 87, from the power output axis. 

Although the electromagnetic functioning of transducer 
TB and modification thereof are described in connection 
with the circuit 70 illustrated in FIG. 7 it will be under 
stood that in the light of the teachings herein, somewhat 
different arrangements of coils and power sources and 
leads may be utilized for performing most or possibly 
all of the functions of circuit 70. For instance, struc 
tural variations of the arrangement of circuit 70 that may 
be utilized for the invention include providing a separate 
direct-current power source for each of coils 73 and 74, 
connecting coils 71 and 72 in parallel instead of in series 
(provided the aforedescribed opposition relationship is 
maintained), or, using a single coil connected in common 
to the alternating-current and direct-current power sources 
in place of coils 72 and 74, e.g., by deleting coil 74 and 
connecting direct-current source 76 and coil 73 in series 
across coil 72 and inserting a blocking capacitor between 
alternating-current source 75 and coil 72 to block flow 
of current from direct-current source 76 to alternating 

75 current source 75, 
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Although embodiments having both fluctuating and con 
stant fields, such as illustrated in FIG. 7, have some de 
sirable features, particularly for adaption to special pur 
poses at low or moderate power output, the rectified power 
circuit illustrated in FIG. 3 is especially most advanta 
geous for achieving highest power output density and is 
also advantageous for obtaining substantially resistive load 
characteristics, avoiding need to provide direct-current 
power and overcoming flux reversal difficulties. 
While the invention has been illustrated in connection 

with conversion of electrical energy to mechanical energy, 
it will be understood that embodiments of the apparatus 
and process of the invention may also be used for con 
verting mechanical energy to electrical energy. For in 
stance, a transducer having a magnetostrictive core and 
orthogonal coils in accordance with the invention can 
be subjected to mechanical strain, e.g., by anisotropic 
pressure deformation, and variations in magnetic flux sur 
rounding the core can be picked up or sensed with the 
orthogonal coils to transmit electrical energy, e.g., for 
acoustic or other pressure variation measurements. 
The present invention is particularly applicable to mag 

netostrictive transducers for sonar transmission and re 
ception, driving vibratory tools or tool bits including tre 
panning drills, rock drills, core drills and mining or oil 
well drills and for providing vibration for pile drivers, 
riveters, welders, soldering irons, ultrasonic cleaners and 
dental or Surgical drilling and/or cutting tools and is also 
applicable to providing vibration for metal forming proc 
esses, e.g., tube drawing or extruding. The invention is 
useful for providing vibratory power at sonic and ultra 
Sonic frequencies, such as from about 20 Hz, or 50 Hz to 
about 20,000 Hz, and up to higher frequencies of 50,000 
Hz. or 100,000 Hz. or possibly even higher, and also at 
moderately subsonic frequencies, e.g., 10 Hz. The inven 
tion is especially applicable to electromechanically vibrat 
ing cores formed in hollow closed-path configurations that 
provide a continuous, or substantially or essentially con 
tinuous, closed path or loop of material around a central 
opening, e.g., the closed path or loop around the perim 
eter of a circle, oval or rectangle, and have a continuous 
interior cavity or passage extending within the material 
and around the central opening, it being understood that 
hollow refers to the interior, substantially enclosed, cavity 
or passage and not to the central opening. Illustratively, a 
hollow annular cylindrical core has a cylindrical config 
uration with a central opening extending axially through 
the cylinder and an annular passage enclosed within the 
cylinder and extending around the central opening. The 
invention is applicable with core structures that are sub 
stantially continuously of magnetostrictive material and 
also with laminated magnetostrictive structures, e.g., 
planar laminates, cylindrical or annular laminates, or 
Scroll laminates, or combinations thereof, with or with 
out electrically insulating materials, nonmagnetic mate 
rials or different magnetic or magnetostrictive materials 
between the laminations. 
Although the present invention has been described in 

conjunction with preferred embodiments, it is to be under 
stood that modifications and variations may be resorted to 
without departing from the spirit and scope of the inven 
tion, as those skilled in the art will readily understand. 
Such modifications and variations are considered to be 
within the purview and scope of the invention and ap 
pended claims. 

I claim: 
1. An electromechanical transducer for converting 

electrical power to vibratory mechanical power and for 
exerting a major proportion of said vibratory mechanical 
power along an axis of desired power output comprising 
a core containing bilinear magnetostrictive material and 
extending along the axis of desired power output, a first 
electrically conductive coil adapted to be electromagnet 
ically coupled with the core when electric current is passed 
through the ppil and to thereby produce a first electro 
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magnetic field having a flux directed along said desired 
axis of power output and a second electrically conductive 
coil adapted to be electromagnetically coupled with the 
core when electric current is passed through said second 
coil and to thereby produce a second electromagnetic field 
having flux intersecting the core in a direction transverse 
to the direction of flux intersecting the core from the first 
coil. 

2. An electromechanical transducer as set forth in 
claim 1 wherein the core is of an elongated rod configura 
tion, one of the coils is wound toroidally around the rod 
and the other coil is wound in an elongated loop cnfigura 
tin and is disposed with the length of the loop substan 
tially parallel to the length of the rod. 

3. An electromechanical transducer as set forth in 
claim 1 wherein the for converting electrical power to 
vibratory mechanical power and for exerting a major 
proportion of said vibratory mechanical power along an 
axis of desired power output comprising: a core contain 
ing bilinear magnetostrictive material and extending along 
the axis of desired power output, said core is being of 
a hollow closed-path configuration providing a substan 
tially continuous path of core material around a central 
opening and having a continuous interior cavity extend 
ing within the core material and coextensively with the 
path of core material around the central opening, a first 
electrically conductive coil adapted to be electromag 
netically coupled with the core when electric current is 
passed through the coil and to thereby produce a first elec 
tromagnetic field having flux directed along said desired 
axis of power output and a second electrically conductive 
coil adapted to be electromagnetically coupled with the 
core when electric current is passed through said second 
coil and to thereby produce a second electromagnetic field 
having flux intersecting the core in a direction transverse 
to the direction of flux intersecting the core from the first 
coil, one of the coils is being wound within the cavity 
and coextensively with the path of the cavity and has 
having electrically conductive leads extending to the ex 
terior of the cavity and the other of the coils is being 
wound toroidally around the exterior of the path of core 
material. 

4. An electromechanical transducer as set forth in 
claim 13 wherein the magnetostrictive material is char 
acterized by a saturation Joule magnetostrictive strain 
of at least about 10 parts per million. 

5. An electromechanical transducer comprising a hol 
low annular cylindrical core containing bilinear magneto 
strictive material and having a cylindrical configuration 
with a central opening extending axially through the cylin 
der and a continuous annular cavity substantially enclosed 
within the cylinder and extending around the central open 
ing, an electrically conductive exterior toroidal coil wound 
toroidally through the central opening and around the 
exterior of the cylinder and an electrically conductive 
interior circumferential coil wound annularly within the 
cavity and having electrically conductive leads extending 
to the exterior of the cavity. 

6. An electromechanical transducer as set forth in claim 
5 wherein the ratio of the axial thickness (T) to the diam 
eter (D), the T:D ratio, of the cylindrical core configura 
tion is less than 1:1. 

7. An electromechanical transducer as set forth in claim 
5 wherein the ratio of the axial thickness (T) to the di 
ameter (D), the T:D ratio, of the cylindrical core con 
figuration is at least 1:1. 

8. A transducer as set forth in claim 5 wherein the core 
has a continuous slit through a wall of the cavity and 
said slit is parallel to the windings of the interior cir 
cumferential coil. 

9. An electromechanical transducer apparatus compris 
ing a core containing bilinear magnetostrictive material, 
two electrically conductive coils adapted to produce two 
mutually transverse electromagnetic fields and direct elec 
tromagnetic flux from each of the coils into the core and 
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thereby magnetize the core when electric currents are 
passed through the coils, and means for passing electric 
currents through each of the two coils and for control 
ling the coil currents to cyclically vary the flux density 
of at least one each of the fields to angularly oscillate 
the direction of magnetization of the core within an angle 
of up to 90. 

10. An electromechanical transducer apparatus as set 
forth in claim 9 wherein the means for passing and con 
trolling the currents through the two coils comprises an 
alternating-current source and rectifying means for pass 
ing current from the alternating-current source unidirec 
tionally through one coil during one portion of the 
alternating-current cycle and then unidirectionally through 
the other coil during another portion of the alternating 
current cycle to thereby cyclically vary the flux density 
to each of the electromagnetic fields produced from the 
two coils and maintain a 180° out-of-phase relationship 
between the cyclic variations of the flux densities of the 
two fields. 

11. An electromechanical transducer apparatus as set 
forth in claim 9 wherein the means for passing and con 
trolling the currents through the two coils comprises an 
alternating-current source arranged with electrically con 
ductive leads adapted to transmit alternating current 
through one of the coils and thereby energize said coil to 
produce a cyclically varying electromagnetic field, a 
constant-current direct-current source arranged with elec 
trically conductive leads adapted to transmit constant 
direct current through the two coils in series and thereby 
constant electromagnetic fields and wherein the current 
Sources and the coils are adapted to provide that the flux 
density of the constant field produced from the coil also 
energized by the alternating current is at least as great 
as the peak intensity of the alternating-current field dur 
ing any opposing portion of the alternating-current 
cycle. 

12. A magnetostrictive transducer apparatus com prising: 
a. a core containing bilinear magnetostrictive mate 

rial; 
b. a first coil having a first coil input lead and a first 

coil output lead and adapted to direct electromag 
netic flux into the core when electric current is trans 
mitted through the coil; 

c. a second coil having a second coil input lead and 
a second coil ouput lead and adapted to direct elec 
tromagnetic flux, when current is transmitted through 
the second coil, into the core in a direction trans 
verse to flux directed into the core by the first coil; 

d. a first terminal junction conductively joining the 
first coil output lead to the second coil input lead; 

e. a first unidirectional current conducting means 
adapted to conduct electric current to the first input 
lead; 

f. a second unidirectional current conducting means 
adapted to conduct electric current from the second 
output lead; and 

g. a second terminal junction adapted to conduct cur 
rent to the first unidirectional current conducting 
means and to conduct current from the second unidi 
rectional current conducting means; and 
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18 
h. an alternating-current source electrically connected 

between the first and second terminal junctions. 
13. A process for electromechanically converting elec 

trical power to mechanical power exerted along a desired 
power output axis comprising providing a core contain 
ing bilinear magnetostrictive material formed in a hollow 
closed-path configuration extending around a central open 
ing and extending along the axis of desired power output, 
applying to said core two mutually transverse electro 
magnetic fields, at least one of which comprises a con 
tinuous closed path of flux around the central opening, 
to thereby magnetize the core with a resultant magnetic 
field having an axis of magnetization in the core, cycli 
cally fluctuating the intensity of at least one each of 
the two electromagnetic fields to cyclically oscillate the 
axis of magnetization within an angular range of up to 
90° from the axis of desired power output and thereby 
magnetostrictively vibrate the core along the axis of de 
sired power output at the cyclic frequency of the cyclically 
fluctuating field. 

14. A process as set forth in claim 13 wherein the mag 
netic axis is oscillated substantially throughout an angu 
lar range of about 90 but not greater than 90 from the 
axis of power output. 

15. A process as set forth in claim 14 wherein the 
two fields intersect mutually perpendicularly within the 
core, both of the two fields are cyclically fluctuated 180° 
out of phase with each other, and the peak intensities of 
the two fluctuating fields are maintained mutually equal 
in magnitude. 

16. A process as set forth in claim 13 wherein the 
magnetic axis is oscillated within an angle of about 25 
to 65 from the axis of desired power output, 

17. A process as set forth in claim 13 wherein the 
magnetic axis is oscillated within an angle of about 70 
to 90° from the axis of desired power output. 

18. A process as set forth in claim 13 wherein both 
of the fields are cyclically fluctuated 180 out of phase 
with each other and each of the fields is fluctuated from 
zero to the magnetostriction saturation flux level of the 
core material, or from near zero to near saturation, while 
maintaining the 180 out of phase relationship and avoid 
ing reversing the flux direction and avoiding exceeding 
the saturation level. 
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It is Certified that error appears in the above-identified patent and that said Letters Patent 
are hereby Corrected as shown below: 
Col. 1, line 44, for "circumsferentially" read 

--circumferentially--. 

Line 63, for "acoutic" read r-acoustic-r, 
6 line 13, for "the" read in this.-- 

Line 18, for "respectively" read --repetitively.--. 
Col. ll, line 23, delete "the" first occurrence 

Between lines 53 and 54 insert --the aforementioned 
Special winding and connection of ther 

Col. 12 line 50 for "vectos" read --vector--. 

Line 5l for "inilination" read - inclination. 

Line 51, for "victor" read --vector--. 

Col. 13 line 21 for "magnetostriction" read --magnetization-rr. 

Line 23, insert "and" before the word "approaches". 

Line 32, insert "to" before the word "the". 

Line 46, for "veld" read --field-- 

Line 57, for "ascillate" read --oscillater 

Lines 57 and 58 for "manetic" read --magnetic. 
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