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To ?t/7. It'? oil, if 1) (tity conce77. 
Be it known that I, NELSON F. ANDERSON, a 

citizen of the United States, residing at Los 
Angeles, in the county of Los Angeles and 
State of California, have invented certain new 
and useful Improvements in Fasteners for 
I)ress-Shields; and I do declare the following 
to be a full, clear, and exact description of the 
invention, such as will enable others skilled in 
the art to which it appertains to make and use 
the Same. 
My invention relates to improvements in 

fastening devices for securing perspiration 
shields in the sleeves or armholes of ladies' 
waists and for various other purposes. 
The object of my invention is to provide a 

simple, durable, and comparatively inexpen 
sive device of this character by means of which 
the shield may easily and quickly be secured 
in a dress without the necessity of sewing it 
in place and which may be readily unfastened 
to remove the shield when it is desired to re 
place the same. 
With this and other objects in view the in 

vention consists of certain novel features of 
construction, combination, and arrangement 
of parts, as will be more fully described, and 
particularly pointed out in the appended 
claim. 

In the accompanying drawings, Figure 1 is 
a perspective view of the inside of a lady's 
body-waist, showing a perspiration-shield Se 
cured in the armhole or sleeve with my im 
proved fastening devices. Fig. 2 is a detail 
sectional view through one of the fastening 
devices, showing the manner in which they 
are used. Fig. 3 is a perspective view of one 
side of the fastener before it is applied. Fig. 
4 is a similar view of its opposite side. Fig. 
5 is a transverse section taken on the line 4 4 
of Fig. 4. 

Referring to the drawings by numeral, 1 de 
notes a lady's body-waist, 2 its sleeve or arm 
hole seam, and 3 its side seam. 
4 denotes the usual form of perspiration 

shield consisting of two concavo-convex por 
tions fitted to the armhole of the waist, with 
One portion upon the inside of the sleeve and 
the other upon the inside of the body portion 
of the waist. The shield is held in position 

by being attached to the seams 2 and 3 by 
means of my improved fastening devices 5, as 
shown in Fig. 1. 
The fasteners 5 are preferably stamped or 

cut from a single piece of sheet metal having 
pliable non-resilient qualities. Each consists 
of a plate or body portion having two circu 
lar end portions 6 and 7 united by a neck or 
connecting portion S, which when the fas 
tener is applied, as seen in Fig. 2, is bent to 
bring the two end portions together. The 
end portion 6 has stamped up from its center 
a right-angularly-projecting prong 9, which 
when the fastener is bent upon itself, as shown 
in Fig. 2, is adapted to project through an 
opening 10 in the end portion 7. Said end 
portion 7 has a central depression 11 at its 
extreme end, adapted to receive the end of the 
prong 9 when it is bent down, as at 12 in Fig. 
2, to hold the fastener in its bent or clenched 
position. Each of the side edges of the end 
portion 7 is bent downwardly or inwardly to 
form biting-teeth 13 to more firmly engage 
the fabric of the dress or shield. 
The use and advantages of my invention will 

be readily understood from the foregoing de 
Scription, taken in connection with the ac 
companying drawings. It will be seen that 
when the shield has been properly placed in 
the garment one or more of my improved 
fasteners are used to Secure it in position. 
This is done by passing the prongs of the fas 
teners through the seams or lining of the gar 
ment and through the shield near its edge, 
then bending the fastener upon itself, so that 
the prong 9 projects through the opening 10. 
After the ends are firmly clenched upon the 
fabric the end of the prong is bent down into the 
depression 11 provided for it. It is thus seen 
that the device may be quickly and easily ap 
plied and removed, and that it is simple, 
strong, and durable, and may be manufac 
tured at a very small cost. 
While I have shown and described the fas 

tener as used for Securing a shield in a dress, 
it will be understood that the device may be 
used for various other purposes-such, for in 
stance, as Securing together sheets of paper, 
cloth, or the like. 
Various changes in the form, proportion, 
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and the minor details of construction may be 
resorted to without departing from the princi 
ple or sacrificing any of the advantages of this 
invention. 
Having thus described my invention, what 

I claim, and desire to secure by Letters Pat 
ent, is 
A fastening comprising a plate adapted to 

be bent upon itself, and having one of its end 
portions formed with an opening, and a de 
pression extending from the said opening to 
the edge of the plate, the edge portions of the 
plate on the oppositesides of Said opening be 

782,097 

ing bent upward to form teeth, an upwardly 
projecting prong struck out from the oppo 
site end portion of the plate and adapted to 
pass through the said opening and be bent 
over into the said depression, substantially as 
described. 

In testimony whereof I have hereunto set 
my hand in presence of two subscribing wit 
6SSS. 

NELSON. F. ANDERSON. 
Witnesses: 

F. M. STAPLES, 
O. P. LOCKHART. 

  


