A camera-mounted cellular phone (1) comprises a camera sensor (3) which picks up an image, a switch (2) which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera sensor (3) to an object, and a LED (4) which emits light together with an image-pickup. At the time of image-pickup, an image-pickup operation is performed by controlling a focal point of the camera sensor (3) in accordance with an operation mode switched and set by the switch (2), and the luminous brightness of the LED (4) is controlled in accordance with the operation mode switched and set.

**ABSTRACT**

A camera-mounted cellular phone (1) comprises a camera sensor (3) which picks up an image, a switch (2) which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera sensor (3) to an object, and a LED (4) which emits light together with an image-pickup. At the time of image-pickup, an image-pickup operation is performed by controlling a focal point of the camera sensor (3) in accordance with an operation mode switched and set by the switch (2), and the luminous brightness of the LED (4) is controlled in accordance with the operation mode switched and set.
FIG. 2

CAMERA-MOUNTED CELLULAR PHONE

1. SWITCH
2. CAMERA SENSOR
3. SHUTTER BUTTON
4. LED

CONTROL UNIT

5. OPERATION MODE DETECTING UNIT
6. CAMERA CONTROL UNIT
51, 52, 53. LED CONTROL UNIT
FIG. 3

1. DETECT OPERATION MODE

2. NORMAL MODE OR CLOSEUP MODE?

   - NORMAL MODE
     4. CONTROL TO FOCAL POINT APPROPRIATE FOR NORMAL IMAGE-PICKUP
     5. PICK UP AN IMAGE (LED EMIT LIGHT)
   - CLOSEUP MODE
     3. CONTROL TO FOCAL POINT APPROPRIATE FOR CLOSEUP
     5. PICK UP AN IMAGE (LED EMIT LIGHT)

3. END
FIG. 4

START

S21
NORMAL MODE OR CLOSEUP MODE?

CLOSEUP MODE

NORMAL MODE

S22
CAUSE LED TO EMIT LIGHT AT HIGHER BRIGHTNESS

CAUSE LED TO EMIT LIGHT AT LOWER BRIGHTNESS

END
<table>
<thead>
<tr>
<th>CAMERA OPERATION MODE</th>
<th>LUMINOUS BRIGHTNESS OF LED</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>NORMAL MODE</td>
<td>HIGH</td>
<td>THE VISIBILITY OF LED FOR PREVENTING THEFT IS GOOD, BUT LIGHT IS LIKELY TO GO AROUND</td>
</tr>
<tr>
<td>CLOSEUP MODE</td>
<td>LOW</td>
<td>THE VISIBILITY OF LED FOR PREVENTING THEFT IS POOR, BUT LIGHT IS NOT LIKELY TO GO AROUND</td>
</tr>
</tbody>
</table>
Fig. 6

11 (Camera-Mounted Cellular Phone)

10 (LED)

2 (Switch)

3 (Camera Sensor)

6 (Shutter Button)

9 (LED)
FIG. 7

CAMERA-MOUNTED CELLULAR PHONE

SWITCH
CAMERA SENSOR
SHUTTER BUTTON
LED

CONTROL UNIT
OPERATION MODE DETECTING UNIT
CAMERA CONTROL UNIT
LED CONTROL UNIT
**Fig. 8**

START

S31

NORMAL MODE OR CLOSEUP MODE?

CLOSEUP MODE

NORMAL MODE

S33

CAUSE LED 9 LOCATED NEAR CAMERA SENSOR 3 TO EMIT LIGHT

CAUSE LED 10 LOCATED APART FROM CAMERA SENSOR 3 TO EMIT LIGHT

END
**FIG. 9**

<table>
<thead>
<tr>
<th>CAMERA OPERATION MODE</th>
<th>WHICH LED EMIT LIGHT?</th>
<th>LUMINOUS BRIGHTNESS OF LED</th>
<th>REMARKS</th>
</tr>
</thead>
<tbody>
<tr>
<td>NORMAL MODE</td>
<td>LED9</td>
<td>HIGH</td>
<td>LED LOCATED NEAR CAMERA SENSOR 3 EMITS LIGHT AT HIGHER BRIGHTNESS. CONSEQUENTLY, THE VISIBILITY OF IMAGE PICKUP ACTION BECOMES IMPROVED.</td>
</tr>
<tr>
<td>CLOSEUP MODE</td>
<td>LED10</td>
<td>LOW</td>
<td>LED LOCATED APART FROM CAMERA SENSOR 3 EMITS LIGHT AT LOWER BRIGHTNESS. CONSEQUENTLY, THIS FURTHER PREVENTS LIGHT FROM GOING AROUND CAMERA SENSOR 3.</td>
</tr>
</tbody>
</table>
IMAGING DEVICE, INFORMATION PROCESSING TERMINAL, MOBILE TELEPHONE, PROGRAM, AND LIGHT EMISSION CONTROL METHOD

TECHNICAL FIELD

[0001] The present invention relates to an image-pickup device with a light-emission operation at the time of image-pickup, an information processing terminal, a cellular phone, a program, and a light-emission control method.

BACKGROUND ART

[0002] Recently, reduction in size and weight of a camera image-pickup device equipped in a camera or a cellular phone are advanced. In particular, a camera-mounted cellular phone is widespread among general users, and this makes it possible for users to casually pick up an image regardless of a location. However, fraudulent image-pickup, i.e., a secret-image-pickup action increases and becomes a problem in accordance with reduction in size and weight of a camera.

[0003] Moreover, it is necessary that a light emitter for a light-emission operation like an LED should be arranged near a camera so as to facilitate recognition of an image-pickup action, and such light emitter should light up at brightness with good visibility. However, when the light emitter is arranged near the camera, there is a problem that light emitted from the light emitter goes around a sensor of the camera and comes therein at the time of closeup, thereby causing a picked-up image to be fuzzy, and deteriorating an image quality.

Means for Solving the Problem

[0004] Moreover, various technologies have been developed as a technique of surely notifying an image-pickup action to people around a user of the camera-mounted cellular phone. For example, a technology disclosed in following patent literature 1 first measures a distance from an image-pickup device to an object based on the position of a lens focused by an auto-focus function of the image-pickup device. Next, an amount of light that is emitted to notify an image-pickup action (image-pickup notification light) is set based on the measured distance. More specifically, the farther the distance from the image-pickup device to the object is, the more the amount of light of the image-pickup notification light to be output is set. This enables notification of an image-pickup action more surely to an object located apart from the image-pickup device and individuals around the user of the image-pickup device.

DISCLOSURE OF INVENTION

Problem to be Solved by the Invention

[0005] However, the technology disclosed in the foregoing patent literature 1 is for an image-pickup device equipped with an auto-focus function. Consequently, such technology cannot be applied to an image-pickup device without the auto-focus function, and thus lacks versatility. Conversely, it is necessary that an image-pickup device should be equipped with the auto-focus function in order to realize the above-explained secret-image-pickup prevention technology. In this case, production steps become complex and a cost increases due to the increase of the number of components, so that this becomes a problem.

[0006] Moreover, it is necessary that a light emitter for a light-emission operation like an LED should be arranged near a camera so as to facilitate recognition of an image-pickup action, and such light emitter should light up at brightness with good visibility. However, when the light emitter is arranged near the camera, there is a problem that light emitted from the light emitter goes around a sensor of the camera and comes therein at the time of closeup, thereby causing a picked-up image to be fuzzy, and deteriorating an image quality.

[0007] The present invention has been made in view of the foregoing problem, and it is an object of the present invention to provide an image-pickup device which can improve an image quality at the time of closeup and which has high versatility at a low cost and an image-pickup control method.

An image-pickup device according to the present invention comprises a camera unit which picks up an image, and light-emission means which emits light together with an image-pickup operation by the camera unit, and the image-pickup device further comprises:

operation mode setting means which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;

camera control means which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting means; and

light-emission control means which controls a light-emission operation of the light-emission means in accordance with the operation mode switched and set by the operation mode setting means.

An image-pickup device according to the present invention comprises a camera unit which picks up an image, and a plurality of light-emission means which are arranged apart from the camera unit at different distances therefrom and which emit light together with an image-pickup operation by the camera unit, and the image-pickup device further comprises:

an operation mode setting means which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;

camera control means which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting means; and

light-emission control means which controls the light-emission means that is arranged in a position closer and closer to the camera unit to emit light when an image-pickup distance corresponding to the operation mode switched and set by the operation mode setting means is longer and longer.

Moreover, the image-pickup device according to the present invention can be equipped in an information processing terminal, and in a cellular phone.

A program according to the present invention allows a control unit of an image-pickup device comprising a camera unit which picks up an image, and light-emission means which emits light together with an image-pickup operation by the camera unit to function as:
[0018] operation mode setting means which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;

[0019] camera control means which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting means; and

[0020] light-emission control means which controls a light-emission operation of the light-emission means in accordance with the operation mode switched and set by the operation mode setting means.

[0021] A program according to the present invention allows a control unit of an image-pickup device comprising a camera unit which picks up an image, and a plurality of light-emission means which are arranged apart from the camera unit at different distances therefrom and which emit light together with an image-pickup operation by the camera unit to function as:

[0022] operation mode setting means which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;

[0023] camera control means which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting means; and

[0024] light-emission control means which controls the light-emission means that is arranged in a position closer and closer to the camera unit to emit light when an image-pickup distance corresponding to the operation mode switched and set by the operation mode setting means is longer and longer.

[0025] A method of controlling light-emission according to the present invention is for controlling light-emission of light-emission means in an image-pickup device comprising a camera unit which picks up an image, and the light-emission means which emits light together with an image-pickup operation by the camera unit, and the method comprises:

[0026] an operation mode setting step of switching and setting at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;

[0027] an operation mode detection step of detecting an operation mode switched and set in the operation mode setting step; and

[0028] an image-pickup light emission control step of performing an image-pickup operation by controlling a focal point of the camera unit in accordance with an image-pickup distance corresponding to the operation mode detected in the operation mode detection step, and of controlling light-emission operation of the light-emission means in accordance with the image-pickup distance.

[0029] A method of controlling light-emission according to the present invention is for controlling light-emission of light-emission means in an image-pickup device comprising a camera unit which picks up an image, and a plurality of light-emission means which are arranged apart from the camera unit at different distances therefrom and which emit light together with an image-pickup operation by the camera unit, and the method comprises:

[0030] an operation mode setting step of switching and setting at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;

[0031] an operation mode detection step of detecting an operation mode switched and set by the operation mode setting means; and

[0032] an image-pickup light emission control step of performing an image-pickup operation by controlling a focal point of the camera unit in accordance with an image-pickup distance corresponding to the operation mode detected in the operation mode detection step, and of controlling the light-emission means which is arranged in a position closer and closer to the camera unit to emit light when the image-pickup distance is longer and longer.

EFFECT OF THE INVENTION

[0033] The present invention enables notification of an image-pickup action appropriately to individuals around a user of an image-pickup device by light-emission together with an image-pickup operation. At this time, in particular, when an image-pickup distance corresponding to a set operation mode is shorter than an image-pickup distance corresponding to another switchable operation mode, the light from an LED is prevented from going around a sensor of a camera and coming therein. Consequently, the present invention has a new superior effect which suppresses any occurrence of making a picked-up image fuzzy, and can avoid deterioration of an image quality.

BRIEF DESCRIPTION OF DRAWINGS

[0034] FIG. 1 is a schematic view showing the external configuration of a camera-mounted cellular phone;

[0035] FIG. 2 is a block diagram showing the configuration of the camera-mounted cellular phone;

[0036] FIG. 3 is a flowchart showing a light-emission operation of an LED;

[0037] FIG. 4 is a flowchart showing a light-emission control for the LED in detail;

[0038] FIG. 5 is a table showing a relation between an operation mode and the luminous brightness of the LED according to a first embodiment;

[0039] FIG. 6 is a schematic view showing the external configuration of a camera-mounted cellular phone;

[0040] FIG. 7 is a block diagram showing the configuration of the camera-mounted cellular phone;

[0041] FIG. 8 is a flowchart showing a light-emission control for two LEDs in detail; and

[0042] FIG. 9 is a table showing a relation among an operation mode, light-emission means, and luminous brightness according to a second embodiment.

DESCRIPTION OF REFERENCE NUMERALS

[0043] 1, 11 Camera-mounted cellular phone
[0044] 2 Switch
[0045] 3 Camera sensor
[0046] 4, 9, 10 LED
[0047] 5 Control unit
[0048] 51 Operation mode detecting unit
[0049] 52 Camera control unit
[0050] 53 LED control unit
[0051] 6 Shutter button

BEST MODE FOR CARRYING OUT THE INVENTION

[0052] The configuration and the operation of the present invention will be explained in detail in a first embodiment and
a second embodiment. Note that, in the first embodiment, an explanation will be given by exemplifying a camera-mounted cellular phone with a piece of light-emission means. Moreover, in the second embodiment, an explanation will be given by exemplifying a camera-mounted cellular phone with two pieces of light-emission means. Note that the present invention is not limited to a camera-mounted cellular phone, but can be applied to any information processing terminal equipped with an image-pickup device, e.g., a PDA, an electronic diary, or a portable gaming machine. Moreover, the present invention is not limited to an information processing terminal equipped with an image-pickup device, but can be applied to the image-pickup device (camera) itself.

First Embodiment

An explanation will be given of the first embodiment of the present invention with reference to FIG. 1 to FIG. 5. FIG. 1 is a schematic view showing the external configuration of a camera-mounted cellular phone 1 with a piece of light-emission means. FIG. 2 is a block diagram showing the configuration of the camera-mounted cellular phone 1. FIG. 3 is a flowchart showing a light-emission operation of an LED 4 which is the light-emission means. FIG. 4 is a flowchart showing a lighting-up control for the LED 4 which is the light-emission means in detail. FIG. 5 is a table summarizing a relation between an operation mode switched and set and the luminous brightness of the LED 4.

<Configuration>

As shown in FIG. 1, the camera-mounted cellular phone 1 comprises a switch 2, a camera sensor 3 which acquires (picks up) an image around the camera-mounted cellular phone 1 (an object), the LED 4 which is the light-emission means, and a shutter button 6. The switch 2 (operation mode setting means) is for switching an image-pickup operation mode in response to a distance (an image-pickup distance) from the camera sensor 3 to an object. For example, an operator can set (select) an operation mode by manipulating the switch 2.

The camera sensor 3 has two operation modes each corresponding to an image-pickup distance from the camera sensor 3 (camera unit) to an object: a normal mode, and a closeup mode. These two operation modes can be switched by the switch 2. Note that the normal mode is the most appropriate operation mode when an image is picked up at a normal image-pickup distance. The closeup mode is the most appropriate operation mode when an image is picked up (closeup) at a shorter image-pickup distance than that of image-pickup in the normal mode. Moreover, the camera sensor 3 acquires (picks up) an image around the camera-mounted cellular phone 1 through an operation in accordance with a set operation mode. The camera sensor 3 includes an image sensor, such as a CCD (Charge Coupled Device) or a CMOS (Complementary Metal Oxide Semiconductor).

The LED 4 has a function of emitting light substantially simultaneously together with an image-pickup operation, and of notifying an image-pickup operation to an object and people around the user of the camera-mounted cellular phone 1. The LED 4 is arranged near the camera sensor 3, and in the first embodiment, is arranged adjacent to the camera sensor 3.

The shutter button 6 is to be pressed at the time of image-pickup. The camera sensor 3 starts image-pickup as the shutter button 6 is pressed.

An explanation will be given of the overall configuration of the camera-mounted cellular phone 1 with reference to FIG. 2. The camera-mounted cellular phone 1 has a control unit 5 inside it. The control unit 5 comprises a CPU (Central Processing Unit), a ROM (Read Only Memory), a RAM (Random Access Memory), and the like, and controls the camera-mounted cellular phone 1 entirely. More specifically, various control processes by the control unit 5 are executed by the CPU which runs a program stored in the ROM while using the RAM as a work area and storing various data therein temporarily. Moreover, the control unit 5 controls not only a communication operation by the camera-mounted cellular phone 1, but also an image-pickup operation by the camera sensor 3. Furthermore, the control unit 5 comprises an operation mode detecting unit 51, a camera control unit 52, and an LED control unit 53.

The operation mode detecting unit 51 is connected to the switch 2. The operation mode detecting unit 51 detects an operation mode switched as the operator manipulates the switch 2. That is, the operation mode detecting unit 51 is operation mode detecting means which detects whether the operation mode is the closeup mode or the normal mode. The operation mode detecting unit 51 notifies the detected operation mode to the camera control unit 52 and to the LED control unit 53.

The camera control unit 52 is connected to the camera sensor 3 and the shutter button 6, and controls the operation of the camera sensor 3. More specifically, the camera control unit 52 detects pressing of the shutter button 6. At this time, the camera control unit 52 sets the focal point of the camera sensor 3 in accordance with the operation mode detected by the operation mode detecting unit 51, and causes the camera sensor 3 to perform image-pickup.

Moreover, at the time of image-pickup, the camera control unit 52 transmits a request of lighting-up of the LED 4 to the LED control unit 53.

The LED control unit 53 is connected to the LED 4, and controls the light-emission of the LED 4. More specifically, when receiving the lighting-up request from the camera control unit 52, the LED control unit 53 controls the LED 4 in such a manner as to emit light simultaneously with or before and after the image-pickup operation at brightness corresponding to the operation mode detected by the operation mode detecting unit 51. For example, when the operation mode detected by the operation mode detecting unit 51 is the closeup mode, the LED control unit 53 so controls the LED 4 as to emit light at lower brightness than that in the normal mode.

<Operation>

Next, an explanation will be given of the image-pickup operation of the camera-mounted cellular phone 1 with reference to FIG. 3. First, the operator manipulates the switch 2 to switch an operation mode. In response to the switching manipulation, the operation mode detecting unit 51 detects the switched operation mode (step S1: operation mode detection step). Next, the operation mode detecting unit 51 determines whether the detected operation mode is the normal mode or the closeup mode (step S2).

When it is determined that the operation mode is the closeup mode (step S2: closeup mode), the camera control unit 52 so controls the camera sensor 3 as to set the local point
(a focal position) thereof to be an appropriate focal point (a focal position) for a short-range image-pickup (closeup) (step S3).

[0065] When it is determined that the operation mode is the normal mode (step S2; normal mode), the camera control unit S2 controls the camera sensor 3 as to set the focal point (a focal position) thereof to be an appropriate focal point (a focal position) for a normal-range image-pickup (step S4).

[0066] Thereafter, when detecting that the shutter button 6 is pressed by the operator (a person who picks up an image), the camera control unit S2 controls the camera sensor 3 and performs image-pickup at the focal point (the focal position) set in the step S3 or the step S4 (step S5). Moreover, together with the image-pickup operation by the camera control unit S2, the LED control unit S3 causes the LED 4 to emit light at brightness based on the operation mode determined in the step S2 (step S5: image-pickup light emission control step).

[0067] Through the foregoing processes, the image-pickup operation of the camera-mounted cellular phone 1 completes.

[0068] Next, an explanation will be given of a light-emission control for the LED 4 by the LED control unit S3 in detail with reference to FIG. 4. More specifically, an explanation will be given of an operation of the LED control unit S3 in the process at the step S5 in FIG. 3.

[0069] The LED control unit S3 receives a lighting-up request for causing the LED 4 to emit light from the camera control unit S2 at the time of image-pickup. In response to the lighting-up request, the LED control unit S3 executes a process of controlling the light-emission of the LED 4.

[0070] First, the LED control unit S3 determines whether the operation mode detected (determined) by the operation mode detecting unit S1 is the normal mode or the closeup mode (step S21).

[0071] When determining that the operation mode is the normal mode (step S21; normal mode), the LED control unit S3 so controls the LED 4 as to emit light at higher brightness than that of light-emission in the closeup mode (step S22). Moreover, when determining that the operation mode is the closeup mode (step S21, closeup mode), the LED control unit S3 so controls the LED 4 as to emit light at lower brightness than that of light-emission in the normal mode (step S23).

[0072] Through the foregoing processes, the light-emission control process for the LED 4 by the LED control unit S3 completes.

[0073] FIG. 5 is a table summarizing a relation between the operation mode of the camera-mounted cellular phone 1 and the setting of the luminous brightness of the LED 4. As shown in FIG. 5, in a case of the normal mode, the luminous brightness of the LED 4 is set high. That is, in the case of the normal mode, because an image-pickup distance to an object is far, it is necessary to cause the LED 4 to emit light at brightness sufficient for allowing the object and people around the user of the camera-mounted cellular phone 1 to recognize an image-pickup action. Conversely, in a case of the closeup mode, the luminous brightness of the LED 4 is set low. This is to suppress any light from the LED 4 which goes around the camera sensor 3. This makes it possible to acquire an image picked up with a good quality.

[0074] As explained above, by changing the luminous brightness of the LED 4 in accordance with an operation mode corresponding to an image-pickup distance, light-emission appropriate for the image-pickup distance can be performed. For example, when light-emission is performed at high brightness, it is possible to appropriately notify an image-pickup action to an object and people around the user of the camera-mounted cellular phone 1 at the time of image-pickup. Moreover, when light-emission is performed at low brightness, it is possible to prevent light from the LED 4 from going around the camera sensor 3 and coming therein at the time of image-pickup. Because of these actions, by changing the brightness of the LED 4, visibility for people around the user of the camera-mounted cellular phone 1 and an image with a good quality can be both acquired.

[0075] Note that, in the first embodiment, means which allows the operator to switch an operation mode is not limited to the switch. Any switching means can be employed like switching through a key operation to the cellular phone. Moreover, the operation mode configured to be switchable is not limited to two operation modes. For example, a number of operation modes configured to be switchable may be set, and a plurality of luminous brightness in accordance with such operation modes may be set.

Second Embodiment

[0076] Next, an explanation will be given of the second embodiment of the present invention with reference to FIG. 6 to FIG. 9. FIG. 6 is a schematic showing the external configuration of a camera-mounted cellular phone 11 with two pieces of light-emission means. FIG. 7 is a block diagram showing the configuration of the camera-mounted cellular phone 11. FIG. 8 is a flowchart showing a light-emission control for two LEDs that are the light-emission means in detail. FIG. 9 is a table summarizing a relation among an operation mode switched and set, the light-emission means, and luminous brightness. Note that, in the second embodiment, the same structural element will be denoted by the same reference numeral as that of the first embodiment.

<Configuration>

[0077] FIG. 6 shows the camera-mounted cellular phone 11 equipped with two pieces of light-emission means. The camera-mounted cellular phone 11 comprises the switch 2 which selects an image-pickup distance and switches it at the time of image-pickup, the camera sensor 3 which acquires an image around the camera-mounted cellular phone 11, two LEDs 9 and 10 which are the light-emission means, and the shutter button 6. The switch 2 (operation mode setting means) is for switching an image-pickup operation mode in accordance with an image-pickup distance like the first embodiment. For example, an operator can set (select) an operation mode by manipulating the switch 2.

[0078] The camera sensor 3 has two operation modes each corresponding to an image-pickup distance from the camera sensor 3 (camera unit) to an object: the normal mode; and the closeup mode like the first embodiment. These two operation modes can be switched and set by the switch 2. Note that the normal mode is the most appropriate operation mode when an image is picked up at a normal image-pickup distance. The closeup mode is the most appropriate operation mode when an image is picked up (closeup) at a shorter image-pickup distance than that of image-pickup in the normal mode. Moreover, the camera sensor 3 acquires (picks up) an image around the camera-mounted cellular phone 11 through an operation in accordance with a set operation mode. The camera sensor 3 includes an image sensor, such as the CCD or the CMOS.

[0079] Both the LEDs 9 and 10 have a function of emitting light at substantially same time with an image-pickup opera-
and of notifying an image-pickup action to an object and people around the user of the camera-mounted cellular phone 11. The LED 9 is arranged adjacent to the vicinity of the camera sensor 3, and emits light at the time of image-pickup in the normal mode. In contrast, the LED 10 is arranged in a position apart from the camera sensor relative to the LED 9, and emits light at the time of image-pickup in the closeup mode.

[0080] The shutter button 6 is to be pressed at the time of image-pickup. The camera sensor 3 starts image-pickup as the shutter button 6 is pressed.

[0081] An explanation will be given of the overall configuration of the camera-mounted cellular phone 11 with reference to FIG. 7. The camera-mounted cellular phone 11 has the control unit 5 thereinside which controls the operation of the camera-mounted cellular phone 11 entirely like the first embodiment. Moreover, the control unit 5 controls not only a communication operation by the camera-mounted cellular phone 11, but also an image-pickup operation by the camera sensor 3. Furthermore, the control unit 5 comprises the operation mode detecting unit 51, the camera control unit 52, and the LED control unit 53.

[0082] The operation mode detecting unit 51 is connected to the switch 2, and detects a switched operation mode like the first embodiment.

[0083] The camera control unit 52 is connected to the camera sensor 3 and the shutter button 6, and controls the operation of the camera sensor 3 like the first embodiment.

[0084] Moreover, at the time of image-pickup, the camera control unit 52 transmits a request of lighting-up of the LED 9 or the LED 10 to the LED control unit 53.

[0085] The LED control unit 53 is connected to the LEDs 9 and 10, and controls the light-emission of the two LEDs 9 and 10. More specifically, the LED control unit 53 selects either one of the two LEDs 9 or 10 when receiving the lighting-up request from the camera control unit 52. The LED control unit 53 controls, simultaneously with or before and after the image-pickup operation, the LEDs 9 and 10 in such a way that either one of the selected LED 9 or LED 10 emits light at brightness in accordance with the operation mode detected by the operation mode detecting unit 51. For example, at the time of the closeup mode, the LED control unit 53 controls the LED 10 arranged in the position apart from the camera sensor 3 to emit light. The second embodiment differs from the first embodiment in the process of controlling light-emission executed by the LED control unit 53.

<Operation>

[0086] Next, an explanation will be given of an image-pickup operation of the camera-mounted cellular phone 11. The second embodiment has a substantially same image-pickup operation as that of the first embodiment, so that the explanation will be given with reference to FIG. 3. First, the operator manipulates the switch 2 to switch an operation mode. In response to the switching manipulation, the operation mode detecting unit 51 detects the switched operation mode (step S1). Next, the operation mode detecting unit 51 determines whether the detected operation mode is the normal mode or the closeup mode (step S2).

[0087] When it is determined that the operation mode is the closeup mode (step S2, closeup mode), the camera control unit 52 so controls the camera sensor 3 as to set the focal point (a focal position) thereof to be an appropriate focal point (a focal position) for a short-range image-pickup (closeup) (step S3).

[0088] When it is determined that the operation mode is the normal mode (step S2, normal mode), the camera control unit 52 so controls the camera sensor 3 as to set the focal point (a focal position) thereof to be an appropriate focal point (a focal position) for a normal-range image-pickup (step S4).

[0089] Thereafter, when detecting that the shutter button 6 is pressed by the operator (a person who picks up an image), the camera control unit 52 controls the camera sensor 3 and picks up an image at the focal point (the focal position) of the camera sensor 3 set in the step S3 or the step S4 (step S5). Moreover, together with the image-pickup operation by the camera control unit 52, the LED control unit 53 causes either one of the LED 9 or the LED 10 to emit light based on the operation mode determined in the step S2 (step S5).

[0090] Through the foregoing processes, the image-pickup operation of the camera-mounted cellular phone 11 completes.

[0091] Next, an explanation will be given of a light-emission control for the two LEDs 9 and 10 by the LED control unit 53 in detail with reference to FIG. 8. More specifically, the explanation will be given of an operation of the LED control unit 53 in the process at the step S5 in FIG. 3.

[0092] At the time of image-pickup, the LED control unit 53 receives a lighting-up request for causing either one of the LEDs 9 or 10 to emit light from the camera control unit 52. In response to the lighting-up request, the LED control unit 53 performs the light-emission control on the LEDs 9 and 10.

[0093] First, the LED control unit 53 determines whether the operation mode detected (determined) by the operation mode detecting unit 51 is the normal mode or the closeup mode (step S31).

[0094] When determining that the operation mode is the normal mode (step S31, normal mode), the LED control unit 53 causes the LED 9 located near (adjoining) the camera sensor 3 to emit light (step S32). Consequently, the light-emission means (the LED 9) located near (adjoining) the camera sensor 3 is to emit light. This facilitates the object and people around the user of the camera-mounted cellular phone 11 to visibly recognize an image-pickup operation.

[0095] Moreover, when determining that the operation mode is the closeup mode (step S31, closeup mode), the LED control unit 53 causes the LED 10 located apart from the camera sensor 3 to emit light (step S33). Consequently, the light-emission means (the LED 10) located apart from the camera sensor 3 is to emit light, and this can prevent light from going around the camera sensor 3 and coming therein.

[0096] Through the foregoing processes, the process of controlling the light-emission of the LEDs 9 and 10 by the LED control unit 53 completes.

[0097] In this manner, the LED control unit 53 according to the second embodiment switches the LEDs 9 and 10 in accordance with an operation mode selected by the switch 2 and cause such an LED to emit light. This enables acquisition of an image picked up with a good quality together with appropriate notification of an image-pickup action to an object or people around the user of the camera-mounted cellular phone 11 without changing the luminous brightness of the LED.

[0098] The light-emission control by the LED control unit 53 is not limited to the foregoing light-emission control. For
example, the LED control unit 53 may control the LEDs 9 and 10 so as to emit light at brightness corresponding to an operation mode simultaneously with switching of the light-emission of the two LEDs 9 and 10 as explained above. The control for the luminous brightness of the LEDs 9 and 10 is same as that of the first embodiment.

[0099] FIG. 9 shows a relation between the LEDs 9 and 10 that are the light-emission means and luminous brightness thereof when controlled as explained above. In FIG. 9, operation modes switchable are the normal mode and the closeup mode. When the operator selects the normal mode, the LED control unit 53 selects the LED 9 adjoining the camera sensor 3. The LED control unit 53 controls the selected LED 9 so as to emit light at higher brightness than that of an image-pickup in the closeup mode at the time of image-pickup. Consequently, the LED 9 located near the camera sensor 3 is caused to emit light at higher brightness. This enables further improvement of the visibility to people around the user of the camera-mounted cellular phone 11.

[0100] Moreover, when the operator selects the closeup mode, the LED control unit 53 selects the LED 10 located apart from the camera sensor 3. The LED control unit 53 controls the selected LED 10 so as to emit light at lower brightness than that of an image-pickup in the normal mode at the time of image-pickup. Consequently, the LED 10 located apart from the camera sensor 3 is caused to emit light at lower brightness. This further prevents light from going around the camera sensor 3.

[0101] The foregoing setting (light-emission control) can be realized by setting the control unit 5 beforehand. However, the relation between switching of the light-emission means (the LEDs 9 and 10) and luminous brightness thereof is not limited to FIG. 9.

[0102] For example, the LED 9 arranged near the camera sensor 3 may be set (controlled) so as to emit light at lower brightness. Accordingly, the visibility of an image-pickup action can be ensured as the LED 9 is arranged near the camera sensor 3, and light can be prevented from going around the camera sensor 3 by lowering the luminous brightness.

[0103] Conversely, the LED 10 arranged apart from the camera sensor 3 may be set (controlled) so as to emit light at higher brightness. This prevents light from going around the camera sensor 3 because the LED 10 is located apart therefrom. Furthermore, the visibility of the image-pickup action can be ensured as the LED 10 emits light at high brightness.

[0104] Note that, as explained in the second embodiment, the means which allows the operator to switch an operation mode is not limited to the switch. For example, the operation mode can be switched through the key operation to the cellular phone. Moreover, the number of operation modes switchable is not limited to two modes. Furthermore, the cellular phone may have equal to or more than two pieces of light-emission means (LEDs). For example, N number of operation modes switchable each corresponding to an image-pickup distance may be set, N number of light-emission means (LEDs) which correspond to each set operation mode may be arranged at respective different positions apart from the camera sensor 3, and when an image-pickup distance corresponding to an operation mode switched by the switch is longer and longer, an LED located closer and closer to the camera sensor 3 may be controlled (light-emission control) so as to emit light at the time of image-pickup.


INDUSTRIAL APPLICABILITY

[0106] The present invention is not limited to a cellular phone equipped with an image-pickup device, but can be applied to any information processing terminal, such as a PDA, an electronic diary, or a portable gaming machine. Moreover, the present invention is not limited to an information processing terminal equipped with an image-pickup device, but can be applied to an image-pickup device itself, and has an industrial applicability.

1. An image-pickup device comprising a camera unit which picks up an image and light-emission unit which emits light together with an image-pickup operation by the camera unit, the image-pickup device further comprising: operation mode setting unit which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object; camera control unit which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting unit; and light-emission control unit which controls a light-emission operation of the light-emission unit in accordance with the operation mode switched and set by the operation mode setting unit.

2. The image-pickup device according to claim 1, wherein the longer an image-pickup distance corresponding to the operation mode switched and set by the operation mode setting unit is, the brighter the light-emission control unit controls the light-emission unit to emit light.

3. The image-pickup device according to claim 1, wherein the light-emission unit is arranged near the camera unit.

4. An image-pickup device comprising a camera unit which picks up an image and a plurality of light-emission units which are arranged apart from the camera unit at different distances therefrom and which emit light together with an image-pickup operation by the camera unit, the image-pickup device further comprising: operation mode setting unit which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object; camera control unit which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting unit; and light-emission control unit which controls the light-emission unit which is arranged in a position closer and closer to the camera unit to emit light when an image-pickup distance corresponding to the operation mode switched and set by the operation mode setting unit is longer and longer.

5. The image-pickup device according to claim 4, wherein the longer the image-pickup distance corresponding to the operation mode switched and set by the operation mode setting unit is, the brighter the light-emission control unit controls the light-emission unit which is arranged in the position closer and closer to the camera unit to emit light.
6. An information processing terminal comprising the image-pickup device according to claim 1.

7. A cellular phone comprising the image-pickup device according to claim 1.

8. A recording medium storing a program which allows a control unit of an image-pickup device comprising a camera unit that picks up an image, and light-emission unit that emits light together with an image-pickup operation by the camera unit to function as:

operation mode setting unit which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;
camera control unit which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting unit; and
light-emission control unit which controls a light-emission operation of the light-emission unit in accordance with the operation mode switched and set by the operation mode setting unit.

9. A recording medium storing a program which allows a control unit of an image-pickup device comprising a camera unit that picks up an image, and a plurality of light-emission units that are arranged apart from the camera unit at different distances therefrom and which emit light together with an image-pickup operation by the camera unit to function as:

operation mode setting unit which is configured to switch and set at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;
camera control unit which performs an image-pickup operation by controlling a focal point of the camera unit in accordance with an operation mode switched and set by the operation mode setting unit; and
light-emission control unit which controls the light-emission unit that is arranged in a position closer and closer to the camera unit to emit light when an image-pickup distance corresponding to the operation mode switched and set by the operation mode setting unit is longer and longer.

10. A method of controlling light-emission of light-emission unit in an image-pickup device comprising a camera unit which picks up an image, and the light-emission unit which emits light together with an image-pickup operation by the camera unit, the method comprising:
an operation mode setting step of switching and setting at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;
an operation mode detection step of detecting an operation mode switched and set in the operation mode setting step; and
an image-pickup light-emission control step of performing an image-pickup operation by controlling a focal point of the camera unit in accordance with an image-pickup distance corresponding to the operation mode detected in the operation mode detection step, and of controlling light-emission operation of the light-emission unit in accordance with the image-pickup distance.

11. A method of controlling light-emission of light-emission unit in an image-pickup device comprising a camera unit which picks up an image, and a plurality of light-emission units which are arranged apart from the camera unit at different distances therefrom and which emit light together with an image-pickup operation by the camera unit, the methods comprising:
an operation mode setting step of switching and setting at least equal to or more than two operation modes each corresponding to an image-pickup distance from the camera unit to an object;
an operation mode detection step of detecting an operation mode switched and set by the operation mode setting unit; and
an image-pickup light-emission control step of performing an image-pickup operation by controlling a focal point of the camera unit in accordance with an image-pickup distance corresponding to the operation mode detected in the operation mode detection step, and of controlling the light-emission unit which is arranged in a position closer and closer to the camera unit to emit light when the image-pickup distance is longer and longer.

* * * * *