COMMONWEALTH OF AUSTRALIA
Patents Act 1952-1969

CONVENTION APPLICATION FOR A PATENT

(1) Here insert the full name or names of Applicant or Applicants, followed by Address(es).

ALCAN INTERNATIONAL LIMITED
of 1188 Sherbrooke Street West, Montreal, Quebec '3A 3G2, Canada

(2) Here insert Title of Invention.

METHOD OF SEPARATING FLAT METAL ALLOY PARTICLES

which is described in the accompanying complete specification. This application is a Convention application and is based on the application numbered (3) 546,685 for a patent or similar protection made in (4) Canada on 11th September 1987.

APPLICATION ACCEPTED AND AMENDMENTS
ALLOWED 28-9-90

Our address for service is Messrs. Edwd. Waters & Sons, Patent Attorneys, 50 Queen Street, Melbourne, Victoria, Australia.

DATED this 9th day of September 1988

ALCAN INTERNATIONAL LIMITED

(5) Signature(s) of Company and Signatures of its Officers as prescribed by its Articles of Association.

Stephen K. Plymin
COMMONWEALTH OF AUSTRALIA
Patents Act 1952-1969

DECLARATION IN SUPPORT OF A CONVENTION APPLICATION FOR A PATENT OR PATENT OF ADDITION

In support of the Convention Application made by(1)......................................................

ALCAN INTERNATIONAL LIMITED

(hereinafter referred to as the applicant) for a Patent

for an invention entitled(2)..................................................................................

METHOD OF SEPARATING METAL ALLOY PARTICLES

I,(3) Paul J. Lemieux

of 1188 Sharbrooke Street West, Montreal, Quebec H3A 3G2

do solemnly and sincerely declare as follows:

1. I am authorised by the applicant for the patent
to make this declaration on its behalf.

2. The basic application as defined by Section 141 of the Act was

made in(4) Canada

on the 11th day of September 1987, by Alcan International Limited

3. (3) ROBIN D. BRASSINGA, of Herchmer Crescent,

Kingston, Ontario, Canada M7M 2V9

WIJNAND L. DALMIJN, of 30 Cannenburg, 1081 GZ

Amsterdam, The Netherlands

is/are the actual inventor(s) of the invention and the facts upon which the applicant
is entitled to make the application are as follow:

The applicant is the assignee of ROBIN D. BRASSINGA and

WIJNAND L. DALMIJN by virtue of an assignment dated

May 7, 1987

4. The basic application referred to in paragraph 2 of this Declaration

was the first application made in a Convention country in
respect of the invention the subject of the application.

DECLARED at Montreal, Quebec, Canada

this 14th day of September 1988.

ALCAN INTERNATIONAL LIMITED
1. A method of separating a mixture of two metal alloys comprising the steps of:
   (a) crushing the mixture into the form of substantially flat particles in which the particles of one alloy are generally smaller dimensions and have smaller conductivity and density values than the particles of the other alloy, and
   (b) conducting a physical separation of the mixture thus obtained into (i) a group of particles of generally smaller dimensions and lower conductivity or density values and (ii) a group of particles of generally larger dimensions and higher conductivity or density values, the separation being based upon the particle size differences and the conductivity or density differences.
Complete Specification

(ORIGINAL)

Class

Int. Class

Application Number:
Lodged:

Complete Specification Lodged:

Accepted:

Published:

Priority:

Related Art:

This document contains the amendments made under Section 49 and is correct for printing.

Name of Applicant: ALCAN INTERNATIONAL LIMITED

Address of Applicant: 1188 Sherbrooke Street West, Montreal Quebec H3A 3G2, Canada

Actual Inventor: ROBIN D. BRASSINGA and WIJNAND L. DALMIJN

Address for Service: EDWD. WATERS & SONS, 50 QUEEN STREET, MELBOURNE, AUSTRALIA, 3000.

Complete Specification for the invention entitled:

METHOD OF SEPARATING FLAT METALALLOY PARTICLES

The following statement is a full description of this invention, including the best method of performing it known to US.
Method of separating metal alloy particles

Field of the Invention

This invention relates generally to a method for separating metal alloy particles of different sizes and conductivities, and more particularly, to a method of separating an aluminum-lithium alloy from a scrap mixture of aluminum-lithium and other wrought aluminum alloys generated by machining operations.

There is a wide interest in being able to separate and recover different aluminum alloys. These alloy compositions may be broadly categorized as either wrought or cast, depending upon the alloying elements and their relative quantities. Techniques have been developed for separating wrought and cast aluminum from each other, and, for example, Montagna et al, U.S. Patent 4,330,090 describes a method in which the mixture of wrought and cast aluminum is hot crushed so that the cast aluminum is fragmented while the wrought aluminum is flattened, after which the two types of aluminum are separated by screening.

Eddy current separators are commonly used to separate non-ferrous metals from non-metallics. They may also be used to separate metals with different conductivities, provided the conductivity differences are sufficiently large. Separators using eddy currents are described in Roos et al, German OS 2,059,655 published January 9, 1971;
There is a demand in the aerospace industry for aluminum-lithium alloys to replace currently used aluminum alloys. The use of the aluminum-lithium alloys can result in straight weight savings of 10% and a potential weight saving of 15-20% if designs take into consideration their lower densities and equivalent or better mechanical properties. In order for this to be commercially successful, it must be possible to economically reclaim the aluminum-lithium alloy from mixtures thereof with other aerospace aluminum alloys. However, both the aluminum-lithium alloy and the other aerospace aluminum alloys are wrought aluminum alloys and are more ductile than, for instance, cast aluminum alloys. This means that a separation method such as that described in U.S. Patent 4,330,090 cannot be used because flattened particles would be obtained in both alloys which would not be amenable to screen separation.

It is the object of the present invention to find a simple method for physically separating flat aluminum alloy particles, e.g. separating aluminum-lithium alloy from a scrap mixture of aluminum-lithium alloy and other wrought aluminum alloys.

**Summary of the Invention**

According to the present invention, it has been found that it is possible to physically separate a mixture of metal alloy particles in which the particles of one alloy are generally smaller, less conductive and lower density than the particles of another alloy. This is achieved by utilizing the difference in particle size, density and/or electric conductivity to physically separate the particles.

According to one embodiment, a mixture of flat particles is moved along a separator table and through a rapidly changing magnetic field separation zone such that
the larger and more conductive particles are deviated from their normal trajectory along the table, thereby forming one flow path of flat particles containing the larger and more conductive particles and a second flow path containing the smaller and less conductive particles.

The mixture of flat particles is moved along the separator table by vibrating the table to cause the particles to move in a longitudinal flow path along the table. The rapidly changing magnetic field moves across the separator table in a direction generally parallel to the table surface and generally perpendicular to the particle flow path along the table. It is also preferable to provide the table with a slight lateral tilt upwards in the direction of travel of the magnetic field. This combination of vibrating table, rapidly changing magnetic field and slight lateral tilt of the vibrating table makes possible the separation of flat particles of different sizes and conductivities. It is believed that the rapidly changing magnetic field preferentially moves the larger and more conductive particles laterally up the lateral slope in a series of steps during short periods of time when the particles are out of contact with the table because of the vibrations. In this way, two longitudinal flow paths are formed along the table and the particles are effectively "magnetically screened".

According to another embodiment, the separation is carried out in a dense media cyclone separator which exploits the differences in particle size and density. In the cyclone separator, introduced metal particles with a higher density than the apparent density of the medium tend to migrate to the periphery. The fact that the more dense particle also tend to be the larger particles, enhances this migration. The introduced metal particles with a lower density than the apparent density of the medium tend to migrate to the centre. The fact that these
metal particles tend to be smaller than the average means that they are only slightly affected by centrifugal forces and the density difference has the greatest effect on the migration to the centre.

The flat metal alloy particles of different sizes are preferably obtained by breaking down a scrap mixture. For example, it has been found that it is possible to crush a scrap mixture of aluminum-lithium alloy and other wrought aluminum alloys such that flat particles of different sizes are obtained because of differences in the degree of ductility of the different alloys. Thus, the aluminum-lithium alloy is somewhat less ductile than the other wrought aluminum alloys and, consequently, when the scrap mixture is broken down, all particles produced are generally uniformly flat with the aluminum-lithium alloy particles being generally smaller than the other wrought aluminum alloy particles.

In order to obtain the desired particle size difference, it is particularly advantageous to subject the scrap mixture to a heat treatment prior to breaking down to enhance the difference in ductility between the different alloys. During heat treatment, the scrap mixture is heated to temperatures usually above 190°C and up to 300°C and preferably at about 210-225° for at least 15-30 minutes. This heat treatment serves to reduce the fracture toughness of the aluminum-lithium alloy component to a minimum while not adversely influencing this property of the other wrought alloys, and it may also serve to de-oil the scrap mixture. The scrap mixture is preferably broken down by shredding and/or crushing in a roller-crusher and during this operation, the enhanced difference in fracture toughness or ductility is used to advantage to produce generally uniformly flat particles with aluminum-lithium particles being formed which are generally smaller than the other wrought aluminum alloy particles. The particles
are preferably crushed such that the width of each particle is at least twice the thickness, with widths in the range of 2 to 25 mm being preferred.

The rapidly changing magnetic field is preferably formed by an eddy current separator having permanent magnets moving in a plane substantially parallel to the separator table surface and in a direction substantially perpendicular to the particle flow path on the table. For effective separation, a major proportion of the larger particles have a greatest flat dimension longer than the magnetic wavelength and a major proportion of the smaller particles have a greatest flat dimension shorter than the magnetic wavelength.

Eddy-currents are currents that are induced in electrically conducting particles that are exposed to a changing magnetic field. Due to the interaction between the magnetic field and eddy currents, a force is exerted on such a conducting particle. This force causes conducting particles to be deflected and it has been found that the repulsive force set up by eddy currents is a function of particle size, particle geometry, the ratio conductivity/density \((\sigma/\rho)\) and the magnetic field strength.

Based on the electric conductivities and densities of various aerospace aluminum alloys, the following conductivity/density \((\sigma/\rho)\) values were obtained:

<table>
<thead>
<tr>
<th>Alloy</th>
<th>(\sigma/\rho \times 10^3 \text{ m}^2/\text{ohm. kg} )</th>
</tr>
</thead>
<tbody>
<tr>
<td>Al-Li-Cu-Mg, Fe within specs, naturally aged</td>
<td>3.7</td>
</tr>
<tr>
<td>Al-Li-Cu-Mg, High Fe, Overaged 16 h at 190°C</td>
<td>4.6</td>
</tr>
<tr>
<td>2024 Al-Cu-Mg-Mn T351</td>
<td>6.5</td>
</tr>
<tr>
<td>2219 Al-Cu-Mn T851</td>
<td>7.6</td>
</tr>
<tr>
<td>7075 Al-Zr-Mg-Cu T651</td>
<td>7.6</td>
</tr>
<tr>
<td>7010 Al-Zn-Mg-Cu T73651</td>
<td>8.4</td>
</tr>
<tr>
<td>7075 Al-Zn-Mg-Cu T7351</td>
<td>8.6</td>
</tr>
</tbody>
</table>
Thus, the aluminum-lithium alloy particles are smaller and have lower \( \sigma/\rho \) values than the particles of the other wrought aluminum alloys in the aerospace scrap mixture.

The eddy current separator can be one that employs permanent magnets mounted on a rotating mild steel disc or on moving belt. The permanent magnets mounted on a moving belt may be used in conjunction with a large number of vibrating flow paths arranged side by side. Eddy current systems are reported by Braam, Dalmijn and Duyvestyn in Proc. of Int. Symp. on Recycle and Secondary Recovery of Metals, Ft. Lauderdale, Florida, 1985, pages 641-654.

For the greatest separation efficiency, the vibrating separator table preferably has a lateral tilt in the range of 1-10\(^\circ\), with a tilt of about 3-7\(^\circ\) being particularly preferred. To obtain an alternating magnetic field of adequate strength, magnets are preferably made of Sm-Co or Nd-Fe-B and by rapidly moving them with respect to the scrap and thereby changing the magnetic field, strong eddy currents and forces are created in the conducting scrap.

The vibrating separator table may also have a tilt in the direction of the particle flow paths and the amount of this tilt determines the retention time of the particles on the table. Thus, depending upon the retention time desired, the table may tilt upwardly or downwardly in the direction of travel of the vibrating particles or it may be level in the longitudinal direction, provided it has a slight lateral tilt upwards in the direction of travel of the magnetic field.

Dense media separation is a widely used technique and the equipment available, including a cyclone separator, is described in Perry, Chemical Engineers' Handbook, 6th Edition, 1984, McGraw-Hill Book Company. In cyclone separators, the medium and the feed enter the separator together tangentially and the separation takes place in the cone-shaped part of the cyclone by the action of centrifugal and centripetal forces. Among suitable dense
media for carrying out the process of this invention, there may be mentioned glass beads and water.

The invention is further illustrated by the attached drawings in which:

Figure 1 is a schematic flow sheet of the process of the invention;

Figure 2 is a top plan view of an eddy current separator according to the invention; and

Figure 3 is a side elevation of the separator shown in Figure 2.

The general flow sheet of the process is shown in Figure 1 and a feed of a scrap mixture or swarf 10 is fed to a heat treatment 11. The heat treatment is carried out at a temperature of preferably above 200°C for at least 15 minutes. The heat treatment serves to remove any oils and contaminants from the surface of the scrap mixture and, at the same time, it reduces the fracture toughness of the aluminum-lithium alloy component while not adversely influencing this property of the other wrought alloys.

The heat treated scrap is then passed through a shredder to break it down into relatively small particle sizes and then fed to a roller crusher 13 where the particles may be further broken down in size and flattened to form generally uniformly flat particles.

These uniformly flat particles are then transferred by vibrating feeders in such a manner that the particles form a single layer of discrete particles moving along the vibrating feeders. In this manner they are transferred to an eddy-current separator 14 within which the mixture is separated into small flat particles 16 comprising the aluminum-lithium alloy and large flat particles 15 comprising the other wrought aluminum alloy.

The eddy-current separator is shown in greater detail in Figures 2 and 3. A vibrating feeder 20 feeds flat mixed particles P onto a vibrating separator table 21 having a flat bottom surface 22 and side walls 28.
flat particles P move along the surface 22 of vibrating feeder 21 in a single layer as separate discrete particles and they are funneled into a substantially single file movement by means of deflector gate 23. As the particles move past gate 23 they come under the influence of the eddy-currents generated by the rotating permanent magnet 24 which consists of a mild steel plate 25 with samarium-cobalt magnets 26 mounted thereon.

The rotating permanent magnet 24 exerts a force on the vibrating larger and more conductive particles such that they move across the surface 22 to the side 22a thereof. The smaller and less conductive particles are less influenced by the eddy-currents and, therefore, continue along a substantially straight line path on the side 22b of surface 22. It has been found to be especially advantageous in terms of obtaining a clear separation between the particles if the bottom surface 22 is sloped laterally upwardly towards side 22a at a slope of about 4-5°. If desired, the vibrating feeder 22 may also have a slight upward slope in the longitudinal direction between feeder table 20 and rotating permanent magnet 24.

The separated particles drop down through the centre cavity 27 of permanent magnet 24 and into hoppers (not shown) for collection.
THE CLAIMS DEFINING THE INVENTION ARE AS FOLLOWS:

1. A method of separating a mixture of two metal alloys comprising the steps of:
   (a) crushing the mixture into the form of substantially flat particles in which the particles of one alloy are generally smaller dimensions and have smaller conductivity and density values than the particles of the other alloy, and
   (b) conducting a physical separation of the mixture thus obtained into (i) a group of particles of generally smaller dimensions and lower conductivity or density values and (ii) a group of particles of generally larger dimensions and higher conductivity or density values, the separation being based upon the particle size differences and the conductivity or density differences.

2. A method according to claim 1 wherein the mixture of metal alloys is heat treated to reduce the fracture toughness of one alloy prior to crushing.

3. A method according to claim 1 or 2 wherein the particles are flattened by being passed through a roller-crusher.

4. A method according to claim 3 wherein the heat treated alloy mixture is shredded prior to passing through the roller-crusher.

5. A method according to claim 4 wherein the mixture of metal alloys is a mixture of wrought aluminum alloys.

6. A method according to claim 5 wherein the mixture of aluminum alloys is a scrap mixture of aluminum-lithium alloy and other wrought aluminum alloys.
7. A method according to any one of claims 1 to 6 wherein the separation is carried out by moving the mixture of metal alloy particles along a vibrating separator table through a rapidly changing magnetic field separation zone such that the larger and more conductive particles are deviated from their normal trajectory along the table, thereby forming one flow path of particles containing the larger and more conductive particles and a second flow path containing the smaller and less conductive particles.

8. A method according to claim 7 wherein the metal alloy flat particles are moved along the separator table in a single layer.

9. A method according to claim 8 wherein the single layer of flat particles enter the magnetic field separation zone in a substantially single file.

10. A method according to claim 7 wherein the rapidly changing magnetic field is formed by permanent magnets moving in a path parallel to the separator table and perpendicular to the flow path of the particles along the table.

11. A method according to claim 10 wherein the separator table is sloped laterally upwardly in the direction of travel of the magnets.

12. A method according to claim 11 wherein the separator table has a lateral slope of 1-10°.
FIG. 1

FIG. 2

FIG. 3