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This invention relates to the art of signaling 
and more particularly to signaling by means of 
amplitude modulated alternating currents. 

In certain types of facsimile telegraph systems 
a relatively high frequency train of oscillations is 
modulated in amplitude at a relatively low fre 
quency in accordance with tone values of the 
subject matter being scanned. One form of a 
Scanning device employs a light sensitive element 
such as a photoelectric cell to control the carrier 
modulation in accordance with the quantity of 
light reflected from the subject matter onto the 
photoelectric cell. Thus, an elemental area from 
which a large quantity of light is reflected is 
represented by signals having, a relatively large 
amplitude and, conversely, a relatively dark ele 
mental area is represented by signals having a 
relatively small amplitude. Such signals may be 
employed to record on a photographic film or 
equivalent recording means for the purpose of ob 
taining a negative copy of the scanned subject 
matter. However, in order to obtain a positive 
copy or an exact reproduction of the scanned sub 
ject matter it is necessary to make a positive 
print from the film or other recording means, 

In order to eliminate this additional step the 
facsimile signals representative of the scanned 
Subject matter may be inverted. Numerous sig 
nal inverting systems have been proposed hereto 
fore for inverting the signals as they are gener- c. 
ated at the transmitter, but it is not always con 
venient to employ such apparatus because of the 
fact that skilled operators may not be available 
at the transmitting point to make the necessary 
adjustments. Also, it is often desirable to effect : 
the simultaneous recording of facsimile signals to 
obtain both a negative and a positive copy of the 
transmitted subject matter. For the foregoing 
reasons and also because it may be more feasible 
to locate the signal inverting apparatus at the 
receiving point where the recorded copy may be 
used as a guide in making the necessary adjust 
ments, it is desirable that means be provided for 
inverting the facsimile signals at the receiving 
station. It is also advantageous, in employing ap 
paratus which is used for such a purpose at a 
point remote from the transmitting station, to 
maintain the apparatus in exact synchronism 
with the generator of the signals. In this way, 
any variation in the frequency of the modulated 
carrier wave is compensated for in the signal in 
verting apparatus. 
Hence it is the primary object of the invention 

to provide novel means for inverting facsimile 

telegraph signals subsequent to the generation 
thereof. 
Another object of the invention resides in the 

provision of means for Operating facsimile sig 
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naling apparatus in exact synchronism with the 
signal generator. - 

Still another object of the invention is to pro 
vide means for generating direct current modul 
lated in accordance with the facsimile signals and 
for combining the generated direct current with 
the facsimile signals in a manner to produce 
other signals modulated inversely to the facsimile 
signals. 
A further object of this invention is to pro 

vide means for deriving from the facsimile sig 
nails a direct current modulated in accordance 

- with the facsimile signals. 
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Other and more specific objects of the instant 
invention will appear in the following descrip 
tion of the invention taken in conjunction with 
the accompanying drawing, the single figure of 
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which shows the circuit arrangement of a fac 
simile telegraph system embodying an illustrative 
form of the novel facsimile signal inverting ap 
paratus. - 
In its general aspect the invention contem 

plates the derivation from amplitude modulated 
facsimile signals of a modulated direct current. . . 
The facsimile signals are impressed upon the in 
put circuit of a thermionic amplifier. Also the 
modulated direct current is connected to the in 
put circuit of the amplifier in a manner to oppose 
the facsimile signals. Thus, the modulated direct 
current constitutes a bias modulation for the am 
plifier and is sufficiently large when the facsimile 
signals are at a maximum so that the facsimile 
signals are given a very small amplification. 
When the facsimile signals are small in ampli 
tude, the bias provided by the modulated direct 
current is also sufficiently small to provide a 
relatively large amplification of the facsimile sig 
nals. Thus, the amplifier serves to produce sig 
nals in its output circuit which are modulated in 
Versely in amplitude to the generated facsimile 
signals. s 

The invention is disclosed and described in con- . 
junction with a facsimile telegraph system em 
ploying an optical scanning device. It will be 
understood that the instant invention is not lim 
ited to the specific combination of instrumen 
talities disclosed herein but may be practiced in 
combination with substantially any form of fac 
simile scanning apparatus. Referring to the 
drawing, the subject matter to be scanned may 
be conveniently mounted on a drum . The drum 

  



2 
is rotated at a suitable speed by means of a driv 
ing motor 2 which is connected thereto by means 
of a coupling device . Axial movement of the 
drum is produced by a suitable means 4 so that 
the entire field of the message may be Scanned. 
Light from a source 6 is concentrated by means 
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of a lens 7 upon the surface to be scanned and is 
reflected into a photoelectric cell 8 or equivalent 
device. The spot of light which is projected upon 
the surface of the cylinder or drum is thus 
caused to traverse the cylinder in a longitudinal 
direction as the cylinder rotates by reason of the 
axial movement thereof. The light which is re 
flected from the surface of the subject matter be 
ing scanned and which is incident upon the 
photoelectric cell 8 is interrupted by a shutter Or 
light chopper 9. The shutter may be in the form 
of a disc as illustrated which is provided with a 
series of equally spaced openings or notches 
adjacent its Outer edge. In cases where the re 
flected light is to be interrupted, a lens 2 serves 
to bring the reflected light beam to a focus sub 
stantially in the plane of the disc 9 so that it may 
pass through openings f successively. The disc 
9 is mounted upon a rotatable shaft 3 which 
may be driven in any suitable manner from the 
motor 2 or, if desired, from a separate source of 
mechanical power. The number of openings in 
the disc and the speed of rotation of the shaft 
may vary within wide limits depending upon the 
desired rate of scanning, the constants of the 
communication circuit employed between the 
transmitting and receiving stations and other 
factors. The output appearing across the ter 
minals of the photoelectric cell 8 is of such a 
character that a negative copy of the scanned 
subject matter will be reproduced by the usual 
recorder employed in facsimile systems of this, 
nature. 

In cases where it is desired to make a positive 
record from facsimile signals generated as de 
scribed, a signal inverter is employed, a novel 
form of which comprises the subject matter of 
the instant invention. Subsequent to the gen 
eration of the facsimile signals modulated in ac 
cordance with the tone values of the subject mat 
ter scanned the signals may be amplified by 
means of a Suitable amplifier 4 and transmitted 
OVer a pair of line conductors G. At the receiv 
ing station the line conductors are terminated in 
windings and 8 of transformers 9 and 2 re 
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be provided for these purposes without departing 
from the spirit of the invention. 
The facsimile signals which are impressed upon 

the winding 7 of transformer 9 are inductively 
reproduced in the winding 36 of this transformer. 
The terminals of the winding 3 are connected 
to the control grid elements 3 and 3 of a pair 
of amplifying tubes 39 and 4 respectively. The 
midpoint of the transformer winding 36 is con 
nected through a resistance 42 to the respective 
cathodes of the tubes 39 and 4. The output cir 
cuits of the pair of amplifying tubes are con 
nected differentially through a winding 3 of a 
transformer 44 and include a common source of 
current 46. This arrangement of a pair of vac 
uum tubes is well known in the art as a push 
pull connection, the operation of which need not 
further be described. . m Y 

The modulated direct current dervied from 'the 
facsimile signals is connected across the resist 
ance element 42 and in a manner to produce a 
negative bias upon the input circuits of the tubes 
39 and 4, which is in opposition to the facsimile 
signals impressed upon the input circuits. Thus, 
it may be seen that when the amplitude of the 
facsimile signals is large, a relatively large negas 
tive bias is applied to the amplifying tubes 39 and 

so that the facsimile signals are given a mini 
nium of amplification. However, when the am 
plitude of the generated facsimile signals is small, 
the bias which is applied to the tubes is also small 
since it is derived from the facsimile signals. 
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Consequently, the small amplitude facsimile sig 
nals are given a relatively large amplification. 
In this manner the facsimile signals are effec 
tively inverted. The inverted signals are repro- . 
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Spectively. The modulated facsimile signals are . 
reproduced by induction in the winding 22 of 
transformer 2 which is connected to the input 
circuit of a thermionic device 23. The output 
circuit of the tube 23 includes an anode or plate 
24, the winding 26 of transformer 27 and a source 
of plate potential 28. 
The modulated alternating current signals am 

plified by the tube 23 are reproduced inductively 
in the winding 29 of transformer 27. The ter 
minals of this winding are connected respective 
ly to plates 3 f and 32 of the tube 23. The wind 
ing 29 is provided with a tap intermediate its ter 
minals and which is connected to one terminal of 
a potentiometer 33, the other terminal of which 
is connected to the cathode 34 of the tube 23. 
Thus, by this arrangement the alternating cur 
rent signals are rectified and appeal across the 
potentiometer 33 as a direct current potential 
modulated in accordance with modulations of 
the facsimile signals. It has been found conven 
ient to include the amplifier and the rectifier in 
One envelope. However, it will be obvious to 
those skilled in the art that separate tubes may 
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duced in the winding 47 of transformer 44 and . 
may be amplified if desired by means of an am 
plifier 48 and applied to the recording apparatus. 
The recording apparatus as disclosed herein 

is substantially similar to the transmitting ap 
paratus previously described with the exception 
that, instead of the optical scanning instrumen 
talities, the apparatus is provided with a stylus 
49 by means of which recording may be effected 
electrically in a manner well known in the art, 
Thus, it is seen that by employing the signal in 
verting apparatus described, the recording ap 
paratus functions in such a manner that marks 
are made on the recording medium having tone 
values varying between white and black in ac 
Cordance with the variation in the current am 
plitude of the signals impressed upon the re 
cording stylus 49. 
The nature of the invention may be ascertained 

from the foregoing descritpion of an illustrative 
embodiment, it being understood that changes in 
the invention herein disclosed may be made with 
in the scope of what is claimed without depart 
ing from the spirit of the invention. 
What is claimed is: - 
1. In a facsimile telegraph system, means for 

generating signaling current modulated in amplin 
tude in accordance with the amount of light re 
flected from elemental areas of the scanned sub 
ject matter, a vacuum tube arrangement to an 
plify a small portion of said signaling current 
energy without changing the amplitude ratio of 
components thereof, means for rectifying said 
amplified current, and a second vacuum tube ar. 
rangement for combining in the input circuits 
thereof said signaling current and said rectified 
current in opposition to amplify said signaling 
current with the amplitude ratio of Components 
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thereof inverse to the amplitude ratio of compo 
nents of the generated signaling current. 

2. In a facsimile telegraph system, means for 
generating alternating current modulated in an 
plitude in accordance with the amount of light 
reflected from elemental areas of the scanned 
subject matter, two amplifiers, means for in 
pressing said alternating current upon said am 
plifiers simultaneously, means, including a first 
one of said amplifiers for amplifying a small por 
tion of said alternating current energy, a rec 
tifier for said amplified energy and means in 
cluding connections between said rectifier and 
the second one of said amplifiers to vary the de 
gree of amplification of said second amplifier in 
inverse proportion to the generated alternating 
current to produce alternating current modul 
lated in amplitude inversely to said generated 
alternating current. 

3. In a facsimile telegraph system, means for 
generating alternating current facsimile signals 
modulated in amplitude in accordance with tone 
values of subject matter, a rectifier for trans 
lating said facsimile signals to direct current 
modulated in accordance with said signals, a pair 
of vacuum tubes, each having input and output 
circuits, means for impressing said modulated. 
direct current symmetrically upon said input cir 
cuits to vary the negative bias of said tubes con 
current with and in proportion to the amplitude 
of said facsimile signals, means for impressing 
said facsimile signals oppositely upon said input 
circuits to excite said tubes alternately, and 
means connected differentially to said output cir 
cuits to translate the combined output of said 
tubes into alternating current recording signals 
modulated in amplitude inversely to said gener 
ated facsimile signals. 

4. In a facsimile telegraph system utilizing 
amplitude modulated alternating current sig 
nals, signal inverting apparatus comprising, a 
thermionic amplifier, a rectifier, a utilization cir 
cuit, means for inapsessing said modulated alter 
nating current signals simultaneously upon said 
amplifier and said rectifier, means including said 
rectifier for negatively biasing said amplifier con 
istantly in proportion to the instantaneous ampli 
tude of said signals whereby said signals are 
amplified in inverse proportion to the amplitude 
of said facsimile signals, and means for in- ; 
pressing said amplified signals upon said utiliza 
tion circuit. 

5. A facsimile telegraph system comprising, 
means for generating alternating current fac 
simile signal energy modulated in amplitude in 
accordance with tone values of subject matter, 
an amplifier having input and output circuits, 
means for rectifying one portion of said facsimile 
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signal energy to obtain direct current energy pro 
portional in amplitude to said facsimile signal 
energy, means for combining in simultaneous Op 
position in the input circuit of said amplifier an 
other portion of said facsimile signal energy and 
the corresponding direct current energy derived 
from said one portion of said facsimile signal 
energy to produce in the output circuit of said 
amplifier signals having amplitudes inversely 
related to the amplitude of said facsimile signal 
energy, and means for recording the inverted 
signals. 

6. A facsimile telegraph system comprising, 
means for generating alternating current fac 
simile signals modulated in amplitude in ac 
cordance with tone values of subject matter, 
means for amplifying said signals, means Con 
trolled by said signals for producing a direct cur 
rent varying in magnitude in proportion to the 
instantaneous amplitude of said signals, means 
utilizing said direct current to negatively bits 
said amplifying means whereby said signals are 
amplified in inverse proportion to the amplitude 
of the facsimile signals, and means for recording 
said inversely, amplified signals. 

7. In a facsimile telegraph system, means for 
generating alternating current facsimile signal 
energy modulated in amplitude in accordance 
with tone values of subject matter, a rectifier for 
demodulating one portion of said facsimile, sig 
nal energy, an amplifier tube having a control 
grid responsive to another portion of said fac 
simile signal energy, and circuits interconnecting 
said rectifier and said grid to utilize said de 
modulated facsimile signal energy as a variable 
negative bias for said grid, said bias constantly 
-varying in direct proportion to the amplitude of 
said facsimile signal energy to vary constantly 
the amplification factor of said amplifier in in 
verse proportion to the amplitude of said fac 
simile signal energy whereby the amplified signal 
energy is modulated in amplitude inversely to said 
facsimile signal energy. 

8. In a facsimile telegraph system, means for 
generating amplitude modulated alternating cur 
rent energy constituting facsimile signals repre 
sentative of Scanned subject matter, an amplifier, 
means including said amplifier for amplifying one 
portion of said signal energy, means for rectify 
ing another portion of said signal energy, and 
means for utilizing said rectified signal energy as 
a bias for said amplifier to-vary the degree of 
amplification thereof inversely to the amplitude 
of the facsimile signals whereby the amplified 
signal energy is modulated in amplitude inversely 
to said facsimile signals. 

FREDERICL. O'BRIEN. 

  


