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This International Searching Authority found multiple (groups of)
inventions in this international application, as follows:

1. claims: 1-4(partially)

A module comprising: a housing with an interior cavity,
wherein the housing is sized and configured to reside
internal to a wall;

a front cover attached to the housing, the front cover
having at least one open port extending therethrough,
wherein the front cover can be opened and closed for access
to the interior cavity when the housing is mounted in the
wall; at Teast one sensor and/or detector held by or in the
housing configured to detect at least one of: whether a
container is in position in the housing, wherein the
controller is in communication with the at Teast one sensor
and is configured to dispense a substance from a container
held in the housing.

2. The module of Claim 1, wherein the front cover comprises
a user interface (UI) that allows a user to interact with
the controller to adjust and/or set a dispensing schedule of
a container held in the housing and an externally visible
indicator Tight in communication with the controller.

3. The module of Claim 1, further comprising a container
with a spray nozzle held in the housing, and an actuator
held in the housing, wherein the actuator is configured to
cause the nozzle to spray the substance through the open
port in the front cover.

4. The module of Claim 1, further comprising a container of
room freshener held in a canister with a spray nozzle, and
wherein the nozzle is configured to spray room freshener
through the at least one port in the door of the front
cover.

2. claims: 1-4(partially)

1. A module comprising: a housing with an interior cavity,
wherein the housing is sized and configured to reside
internal to a wall;

a front cover attached to the housing, the front cover
having at least one open port extending therethrough,
wherein the front cover can be opened and closed for access
to the interior cavity when the housing is mounted in the
wall; at Teast one sensor and/or detector held by or in the
housing configured to detect at least one of: whether the
cover is closed; and a controller residing in the cavity of
the housing, wherein the controller is in communication with
the at Teast one sensor and is configured to dispense a
substance from a container held in the housing.

2. The module of Claim 1, wherein the front cover comprises
a user interface (UI) that allows a user to interact with
the controller to adjust and/or set a dispensing schedule of
a container held in the housing and an externally visible
indicator Tight in communication with the controller.
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3. The module of Claim 1, further comprising a container
with a spray nozzle held in the housing, and an actuator
held in the housing, wherein the actuator is configured to
cause the nozzle to spray the substance through the open
port in the front cover.

4. The module of Claim 1, further comprising a container of
room freshener held in a canister with a spray nozzle, and
wherein the nozzle is configured to spray room freshener
through the at least one port in the door of the front
cover.

3. claims: 1-4(partially)

1. A module comprising: a housing with an interior cavity,
wherein the housing is sized and configured to reside
internal to a wall;

a front cover attached to the housing, the front cover
having at least one open port extending therethrough,
wherein the front cover can be opened and closed for access
to the interior cavity when the housing is mounted in the
wall; at Teast one sensor and/or detector held by or in the
housing configured to detect at least one of: whether
content of a container held in the housing is low; and a
controller residing in the cavity of the housing, wherein
the controller is in communication with the at least one
sensor and is configured to dispense a substance from a
container held in the housing.

2. The module of Claim 1, wherein the front cover comprises
a user interface (UI) that allows a user to interact with
the controller to adjust and/or set a dispensing schedule of
a container held in the housing and an externally visible
indicator Tight in communication with the controller.

3. The module of Claim 1, further comprising a container
with a spray nozzle held in the housing, and an actuator
held in the housing, wherein the actuator is configured to
cause the nozzle to spray the substance through the open
port in the front cover.

4. The module of Claim 1, further comprising a container of
room freshener held in a canister with a spray nozzle, and
wherein the nozzle is configured to spray room freshener
through the at least one port in the door of the front
cover.

4. claims: 1-4(partially)

1. A module comprising: a housing with an interior cavity,
wherein the housing is sized and configured to reside
internal to a wall;

a front cover attached to the housing, the front cover
having at least one open port extending therethrough,
wherein the front cover can be opened and closed for access
to the interior cavity when the housing is mounted in the
wall; at Teast one sensor and/or detector held by or in the
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housing configured to detect at least one of: whether an
external object is in proximity to the front cover; and a
controller residing in the cavity of the housing, wherein
the controller is in communication with the at least one
sensor and is configured to dispense a substance from a
container held in the housing.

2. The module of Claim 1, wherein the front cover comprises
a user interface (UI) that allows a user to interact with
the controller to adjust and/or set a dispensing schedule of
a container held in the housing and an externally visible
indicator Tight in communication with the controller.

3. The module of Claim 1, further comprising a container
with a spray nozzle held in the housing, and an actuator
held in the housing, wherein the actuator is configured to
cause the nozzle to spray the substance through the open
port in the front cover.

4. The module of Claim 1, further comprising a container of
room freshener held in a canister with a spray nozzle, and
wherein the nozzle is configured to spray room freshener
through the at least one port in the door of the front
cover.

5. claims: 5-9

5. The module of Claim 1, wherein the housing comprises a
container support system in the cavity, the container
support system comprising spaced apart vertically stacked
rails that hold a support member to place a container at a
desired vertical height in the cavity.

6. The module of Claim 5, wherein the support member has a
planar upper surface portion bounded by laterally spaced
apart first and second upwardly extending sides on opposing
sides thereof.

7. The module of Claim 1, wherein the housing is sized and
configured to reside in a single gang box, a custom size
gang box, or in a space of a standard multiple gang box.

8. The module of Claim 1, further comprising a printed
circuit board that holds the controller and a power supply,
wherein the housing includes at least one of a floor, wall
or ceiling with with wire ports, and wherein the wires
connect to the printed circuit board and power the power
supply.

9. The module of Claim 1, further comprising a container
support system in the housing cavity that allows for x, y
and z positional adjustment of a respective container in the
housing cavity.

6. claims: 10-15

10. A room freshener module, comprising:

a housing with an interior cavity, wherein the housing is
sized and configured to reside internal to a wall, and
wherein the housing comprises wire ports on at least one of
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a sidewall, a rear wall, a floor or a ceiling thereof;

a front cover attached to the housing, the front cover
having at least one open port extending therethrough,
wherein the front cover can be opened and closed for access
to the interior cavity when the housing is mounted to the
wall, and wherein the front cover is substantially flush
with an external surface of the wall;

at Teast one actuator in the housing cavity;

a printed circuit board with a controller and power supply
residing in the cavity of the housing, wherein the
controller is in communication with the at Teast one
actuator and is configured to direct the actuator to move to
dispense a substance from a nozzle of a room freshener
container held in the housing, and

a user interface (UI) in communication with the controller
that allows a user to interact with the controller to adjust
and/or set a dispensing schedule.

11. The module of Claim 10, wherein the housing is sized and
configured to reside in a single gang box or in a space of a
multiple gang box.

12. The module of Claim 10, further comprising a container
of room freshener held in the housing cavity with nozzle in
alignment with the open port of the front cover.

13. The module of Claim 10, further comprising an LED
indicator Tight in communication with the controller and an
audible alert in communication with the controller.

14. The module of Claim 1 O,wherein the housing comprises
wire ports on a sidewall, rear wall, floor or ceiling
thereof, and hot, ground and neutral wires from an
electrical circuit extending therethrough to attach to the
printed circuit board to power the power supply.

15. The module of Claim 10, wherein the controller is in
communication with a whole house control circuit that also
controls other household devices including one or more of a
security alarm system, a lighting system and/or a heating
and air conditioning system.

7. claims: 16-20

16. A system for dispensing a substance to an environment,
comprising:

a housing that resides internal to a wall, the housing
having a cavity closed by a front cover held so that front
cover is flush or substantially flush with the wall;

a front cover attached to the housing, the front cover
having at least one open port extending therethrough,
wherein the front cover can be opened and closed for access
to the interior cavity when the housing is mounted in the
wall;

at least one actuator held in the housing;

at least one sensor held in the housing configured to detect
at least one of: whether a container is in position in the
housing, whether the cover is closed, or whether content of
a container held in the housing is Tow;
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a printed circuit board comprising a controller residing in
the cavity of the housing, wherein the controller is in
communication with the at least one sensor and the at least
one actuator and is configured to direct the actuator to
depress a nozzle of a container in the housing to dispense a
substance from the container in the housing; and

hot, ground and neutral wires from an electrical circuit
attached to the printed circuit board to power the power
supply.

17. The system of Claim 16, wherein the housing is sized and
configured to reside in a single gang box or in a space of a
multiple gang box.

18. The system of Claim 16, further comprising a container
of room freshener held in the housing cavity with nozzle in
alignment with the open port of the front cover.

19. The system of Claim 16, wherein the front cover
comprises an LED indicator 1light in communication with the
controller, and wherein the system further comprises an
audible alert in communication with the controller.

20. The system of Claim 16, wherein the controller is in
communication with a whole house control circuit that also
controls other household devices including one or more of a
security alarm system, a lighting system and/or a heating
and air conditioning system.
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