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To all whon, it may concern: 
Beit known that I, HENRI PARTHON DE 

WON, a subject of the King of Belgium, and 
a resident of the city of Brussels, Belgium, 
have invented a certain new and useful Im 
provement in Baby-Carriages, of which the 
following is a specification. 
My invention relates to improvements in 

baby-carriages; and it consists in construct 
ing and arranging the parts in such manmer 
that it may be collapsed or folded together 
into relatively small space, thus adapting it 
to more easy and less expensive transporta 
tion and more convenient use in apartment 
houses and similar places where space is re 
stricted, and when desired for use the struc 
ture may be extended into proper condition 
to serve its purpose quickly and without re 
Quiring mechanical work. - 

Figure 1 illustrates an elevation of the car 
riage when in its extended condition ready 
for use. Fig. 2 illustrates a plan view of the 
Sale, 
carriage when collapsed or folded into its 
Smallest compass. 
AAA A represent the wheels. 
B B'B' Billustrate a series of flat bars, 

there being the same arrangement on both 
sides of the carriage. 
CC are two cross-shafts, to the ends of 

which, respectively, the bars B B' and B° B8 
are pivoted, as shown. 
D D are two “stay-bars, so called, one at 

each side of the apparatus, each provided 
with a hook E on its free end which is adapt 
ed to hook over a laterally-projecting portion. 
of the pin or pivot F, which unites the upper 
ends of the bars Band B°on each side of the 

The stay-bars D are pivoted at 
their other ends to the pivot on the end of 
the cross-bar G'. The upper ends of the bars 
B and B of the apparatus are pivoted, re 
spectively, to the cross-bars G and 
each end of the apparatus.---- if is a handlestifiably supported by brack 
ets I, whereby the carriage may be conven 
iently propelled. The lower ends of the le 
vers B and B° are pivoted together on each 
side of the apparatus by a pivot J. The 
wheels A are supported upon axles K K, 
supported in the lower ends of the bars B' 

Fig. 3 illustrates an elevation of the 

G", one at . 

and B, respectively, on each side of the car 
riage. 
The body of the carriage is composed of 

two end sections L and L', which are sup 
ported upon the cross-bars G and G' and 
upon the cross-shaft C and C. The central 
portion of the carriage is composed of two 
boards or plates M and M', which are hinged 
together at their meeting edges by two hinges 
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NN and at their other edges by hinges O O 
and O' O', which are fastened to the cross 
bars C and C', respectively. The wheels 
upon the shaft K-in other words, the front 
wheels-are, as seen plainly in Fig. 2, set 
closer together than those upon the rear shaft 
K", so that when the carriage is folded to 
gether the front wheels occupy a position be 
tween the rear ones, so that the apparatus 
may be made additionally compact. 
The operation is obvious. When desiring 

to collapse the carriage, the bars DD are un 
hooked from the pivots or pins FF on each 
side of the apparatus and the parts are al 
lowed to drop by their own gravity, where 
upon the bottom boards MM" of the carriage 
being slightly pressed upward the carriage 
may be collapsed endwise, during which the 
several bars on each side of the apparatus 
and the bottom boards M M will all turn 
upon their respective pivots orhinges, as the 
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case may be, somewhat after the manner of 
lazy-tongs, whereby the carriage assumes a 
position and arrangement of the parts as 
shown in Fig. 3, in which it occupies a small 
portion only of the Space consumed when 
projected. When desired for use, however, 
it is extended, as shown in Fig. 1, and the 
stay-bars D D being properly engaged with 
the pivots or projecting pins F they hold the 90 
structure as a whole in projected position, 
and these bars likewise afford means to pre 
vent the occupant from falling out sidewise. 
The carriage maybe suitabl 
any flexible tri holstering clo 
decoratite appe 
from falling from it. 
It will be obvious to those who are familiar 

with this art that modifications may be made 
in the special details of construction without 
departing from the essentials of the inven 
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tion. I therefore.do not limit myself to such 
details. 

I claim 
1. The combination in a baby-carriage of a 

frame on each side of the body composed of 
four pivotally-connected bars, a body com 
posed of three sections, two of them rigidly 
attached to said bars, and a central section 
Composed of boards pivotally connected to 
the side frames and hinged to each other 
Whereby they are adapted to fold upon them 
selves, and wheels likewise supported upon 
said bars, for the purposes set forth. 

2. The combination in a baby-carriage of a 
frame on each side of the body, each frame 
composed of four pivoted bars arranged in 
pairs, the bars of each pair crossing each 
Other between their ends, a pivot-pin at the 
place of their intersection; a body supported 
On Said bars having a hinged bottom; and 
Wheels supported on the lower ends of said 
bars, as shown, one pair of said wheels hav 
ing less separation than the other pair, for 
the purposes set forth. 

3. The combination in a baby-carriage of a 
frame on each side of the body composed of 
four bars pivoted together at their meeting 
ends and at their intermediate points of in 
tersection, as shown, stay-bars at each side of 
the carriage pivoted at one end to the upper 

part of one of the bars of the side frame, and 
at the other end adapted to engage with one 
of the other bars, whereby they are locked in 
their extended position; a body supported on 
said bars, and wheels likewise supported on 
said bars, for the purposes set forth. 

4. The combination in a baby-carriage of a 
frame on each side of the body composed of 
four bars arranged in pairs, those of each pair 
crossing each other between their ends, said 
bars being pivoted together at their meeting 
ends, and also at the points of their intersec 
tion; a pivoted Stay-bar adapted to engage 
with the other bars and hold them rigidly in 
their extended position; a body having two 
rigid end sections rigidly attached to the side 
frames, and a central Section composed of two 
parts hinged at their outer edges to the end 
Sections and hinged together on their central 
line; and wheels supported on the lower ends 
of the outside bars of each pair, one pair of 
said wheels having less separation than the 
other pair, for the purposes set forth. 
Signed at the city of Brussels, Belgium 

this 5th day of November, 1897. 
HENRI PARTHON IDE WON. 

Witnesses: 
P. STEENLET, 
C.. INNES. 
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