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Description

�[0001] The invention relates to a device for breaking
the neck of slaughtered poultry according to the preamble
of claim 1. Such device is known from US 4,918,787.
�[0002] In slaughter lines, in particular in the so-�called
eviscerating lines, a number of stations are arranged af-
ter the crop remover, such as station where the neck is
broken, a station where the inside of the carcass is
cleaned and a station where the outside of the carcass
is cleaned. Applicant already offers for sale a neck break-
er, which breaks the neck and in one embodiment re-
moves it without unnecessarily damaging the skin of the
neck and in another embodiment removing the neck to-
gether with the skin of the neck. For this reference can
be made to the applicant’s Dutch patent application
79.04779. In addition, a combination neck breaker/�final
control machine is part of the applicant’s delivery pro-
gramme, in which not only the neck is broken but also
the inside of the carcass is sucked clean. With the help
of a pipe provided with a slanting end introduced from
above, the lungs and other parts not suitable for con-
sumption, which remained behind after evisceration, are
removed. In addition, the applicant has an automatic in-
side-�outside washer, in which the outside of the carcass-
es is cleaned with sprayers, while the inside is washed
by means of a water tube with a special mouth piece.
Finally, a combined crop remover/�inside-�outside washer
can be mentioned, in which the inside of the carcasses
is washed with the help of spray water supplied via the
crop probe.
�[0003] Although the above-�mentioned neck breaker of
Dutch patent application 79.04799 proved to be working
well, there is however a need for a similar device, which
is simpler and takes up less space.
�[0004] Thus it is an object of the invention to provide
this and for this purpose provides a device for breaking
the neck of slaughtered poultry according to claim 1.
�[0005] In the device according to the invention operat-
ing means for the neck breaker do not need to be located
on the side of the poultry processing path which is turned
away from the supports for the carcasses. As a result of
this the taking up of space of a neck breaking device with
a plurality of units, for instance shaped like a carousel,
can be less. Furthermore the safety is increased in this
way because no moving parts which have sharp edges
will be present on the outside of the carousel.
�[0006] In this way the structure of the breaker can be
kept simple and the breaker means in their non-�active
position can form a radially inwardly accessible receiving
space for the neck of the carcass.
�[0007] The breaker means are preferably arranged in
such a way that they are moveable with regard to one
another in a vertical plane which is parallel to the poultry
processing path at that location.
�[0008] In addition it is preferable that the breaker
means are formed on rotatably bearing-�mounted breaker
members, the rotation axis being preferably perpendic-

ular to the poultry processing path. In this way the space
present next to the carcass, in the direction of the poultry
processing path, is made use of for the movement of the
breaker. As a result of this the taking up of space of the
device according to the invention is further minimized.
�[0009] According to a development of the device ac-
cording the invention the operating means comprise in-
terengaging gear wheels provided on each of the breaker
members and an operating bar connected to at least one
of the gear wheels in a rotation-�fixed manner and extend-
ing radially from the rotation axis and provided at one
end with a follower for following a cam curve or the like.
In principle operating one of the breaker members caus-
es the movement of both breaker members and directly
and indirectly respectively.
�[0010] Preferably at least one of the breaker members
is provided with detaining means for detaining the car-
cass neck in a direction transverse to the poultry process-
ing path. Such a provision is advantageous if the breaker
in the device according to the invention is located in a
unit in which also a crop remover is incorporated, which
- as is usual - is provided with a crop probe, which from
the top, via an anal opening is inserted in the inside of
the carcass. After such a crop probe has loosened the
crop in the inside of the carcass by rotation the crop probe
is moved further downward, in which case said probe
has been moved along the neck vertebrae but still within
the neck skin to the outside and below the neck of the
carcass. The crop probe is moved downward according
to a substantially vertical line, because of which the neck
will tend to move off the holder. Because of the afore-
mentioned provision according to the invention it is en-
sured in that case that the neck vertebrae are correctly
positioned with regard to the breaker members during
breaking the neck subsequent to the removal of the crop.
�[0011] Preferably the breaker members are at least
almost semicircular- cylindrical. The rotation axis then
preferably at least almost converges with the centre point
of the circle of the cross section of those breaker mem-
bers. It is advantageous if the breaker members are ar-
ranged for moving the breaker means towards one an-
other with a downward component. As a result of this a
neck vertebrae ejecting effect is effected as well during
breaking, because of which a separation is made be-
tween body and neck without damaging the neck skin.
�[0012] The invention furthermore provides an assem-
bly according to claim 8, and a neck breaker tool accord-
ing to claim 9.
�[0013] The invention will now be elucidated on the ba-
sis of an illustrative embodiments of the assemblies ac-
cording to the invention which shown in the accompany-
ing drawings, in which:�

figure 1 shows a vertical view of an illustrative em-
bodiment of an assembly comprising a unit which is
built up of a crop probe, a carcass holder and a neck
breaker; and
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figures 2A-�2I show views of successive phases of
the assembly show in figure 1.

figures 3A-�3D show various views on the parts of an
alternative embodiment of the rotary crop probe; the
embodiments of figures 1-3 do not fall within the
scope of the claims.

figure 4 shows a vertical view of the illustrative em-
bodiment of the device according to the invention,
seen in the direction of the track the poultry has to
make during the processing, in which a crop probe
is shown as well;

figure 5 shows a perspective view of the illustrative
embodiment of the neck breaker according to the
invention;

figures 6A-�6D show two schematic views from above
and two accompanying rear views respectively, in
non-�active and active position respectively of the
neck breaker of figure 5;

figures 7A-�7F show schematic front views in consec-
utive stages of the device shown in figure 4; and

figure 8 shows a schematic reproduction of a carou-
sel in which breakers are arranged.

�[0014] The assembly shown in figure 1 comprises a
unit 1, which is built up of a crop probe 15, a carcass
holder 13 and a neck breaker 14, which are arranged on
a pair of vertical rods 30 (only one of which is shown).
These rods 30 are mounted such that they are slidable
or movable at the top and at the bottom on stationary
tracks and are propelled by a drum, for instance. It will
be understood that in a slaughter line a series of units 1
will be arranged one behind the other as seen in the
processing direction, so as to form a circulating, for ex-
ample oval-�shaped series, which, for the course at which
the desired processing has to take place, coincides with
the path of a conveyor, in this case an overhead conveyor
with upper guide 2, on which trolleys 3 are pulled forward
with the help of chain 75. The trolleys 3 are provided with
an overhead wire 4, in which a leg hook 5 is attached. A
carcass 8 of a slaughtered bird is hung by the legs 11 in
the lower end of the leg hook 5 and is kept in position by
means of a holder 13, which is securely attached to the
rods 30 by means of attachments 17a and 17b and which
is provided with a back plate 16, from where the axillary
holding rods 19 and the leg bracket 18 extend. With its
back the carcass 8 abuts the back plate 16 and extends
downward with the neck region 12.
�[0015] The neck breaker 14 is located underneath the
holder 13 and comprises a block 35, which is upwardly
and downwardly moveable along the guiding rods 30 and
which on the other side of the guiding rods 30 is provided
with a roll 36, which moves in a cam or curve track 50 of

which the upper boundary 50a and the lower boundary
50b are shown. On the side which is turned towards the
slaughter line block 35 is provided with a bracket 37,
which at the location of 41 is hinged connected to block
35. On the outside the bracket 37 is provided with a cam
42, which engages a guiding rod 43 which extends in the
direction of the slaughter line. On the other end the U-
shaped bracket 37 is provided with a breaker member
38, of which the breaker end 39 is shaped to be able to
separate neck vertebrae by breaking action.
�[0016] Above the holder 13 a crop probe assembly 15
is located, which comprises a crop probe holder 20, which
on its side which is turned away from the slaughter line
is provided with a roll 21, which is guided in curve track
40 of which the upper boundary 40a and the lower bound-
ary 40b are shown. On the side turned towards the
slaughter line the crop probe holder 20 is provided with
downwardly extending holder member 22, in which the
upper portion 23’ of a crop probe 23 is accommodated
against axial sliding but still rotatably. The upper end of
the upper portion 23’ of the crop probe 23 is provided
with a cone-�shaped drive gear wheel 96. The lower por-
tion 23’’ of the crop probe 23 has at its lower end an end
portion 24 which acts as a crop remover, which end por-
tion itself ends in a closed, convex nose 25. The end
portion 24 comprises two plates, which are arranged
along the circumference and which define longitudinal
gaps 26 between them, and furthermore are provided
with teeth 27 which extend downwards in a slanting way
and in circumferential direction. Located at the upper end
of the end portion 24 is a sprayer 28 which is directed to
the outside, and which is supplied with spraying water
by means of one or more lines 33 and fixed inlet 32a, on
which a further supply line (not shown) can be connected.
Between line 33 and the inlet 32a rotation-�seal is provid-
ed. It is noted that the end portion alternatively may com-
prise a closed cylindrical plate, which is provided with
radial/ �tangential extending engaging lips or teeth, like for
instance shown in US- �A-�5.178.578. The arrangement of
the sprayer�(s) is then adapted, so that the nozzles cover
the area outside the cylindrical plate. Just above the lower
end, in which the crop probe 23 is inserted, the holder
member 22 is provided with vacuum lines 31, which can
be connected to a vacuum source via a connection 34 in
the holder block 20 and a further vacuum line (not shown)
to be connected to it. The vacuum lines 31 are provided
with one or several suction mouths 29, through which air
from the outside can be sucked in.
�[0017] Below, on the basis of figures 2A-�2I the opera-
tion of the unit 1 shown in figure 1 will be discussed,
including special further parts in the embodiment of the
assembly according to the invention which are arranged
along the slaughter line. It will be understood that in fig-
ures 2A-�2I subsequent stages in the treatment are
shown, in which the unit 1 with guiding rods 30 is simul-
taneously moved with the trolley 3. As seen on the draw-
ing left next to the guiding rods 30 curve tracks are ar-
ranged in a stationary way, with the curve tracks shaped
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in such a way with curvings in the vertical plane, that the
movements to be discussed can be enforced on the
breaker unit 14 and on the crop probe 15.
�[0018] In figure 2A a curve track 40 causes the crop
probe holder 15 to move downwards (A), the crop probe
23 to pass inside the carcass 8 via its vent which has
been enlarged by a vent cutter and eventually to reach
the location of the crop with end portion 24. During this
downward movement the crop probe 23 can be rotated
in the direction B. In the working position of the end por-
tion 24 as shown in figure 2A, the crop probe 23 is rotated
in the direction B, so that the end portion 24 is revolved,
in which the teeth 27 will tear off the organs present in
that region from the body 10 of the carcass 8, in a manner
in itself known.
�[0019] Curve track 40 subsequently causes a further
downward movement in the direction A of the crop probe
holder 15, so that the end portion 24 moves to the outside
through the neck 12 (figure 2B). This movement is carried
out to the extend that the lower end of the holder member
22 and the suction port 29 are located at the level of the
operation area of the teeth 26 (figure 2C). The vacuum
means are then activated, so that a suction action occurs
at the location of the suction inlet 29. As a result of this
the remnants of the torn off organs are removed, which
is further enhanced by a suitable, for instance an undu-
latory design of the curve track 40, so that the crop probe
holder 15 and hence the suction inlet 29 are moved up
and down several times during suction.
�[0020] Because the suction port 29 is located at a dis-
tance h1 from the end portion 24, which is larger than the
distance h2 between the upper end crop (S) and lower
end of the skin of the neck, the end portion 24 of the crop
probe 15 can be sprayed at the same time with the aid
of the stationary sprayer 60a and 60b shown in figure 2C
in order to remove clinging bored out material from that
end portion. In this way amongst others contamination
of the carcass is prevented.
�[0021] This retracting movement is illustrated in figure
2D, in which the curve or cam track 40 is shaped in such
a manner that the crop probe holder 15 moves upwards
in the direction D. At the same time the neck breaker 14
is also moved upwards in the direction E by suitable de-
sign of the curve track 50. The movement of crop probe
15 in the direction D takes place until the nose end 25 of
the end portion 24 is located just above the desired break-
ing plane x-�x of the neck 12. Likewise breaker 14 is moved
upwards to such an extend in the direction E, that when
activating the breaker the break end 39 can be swayed
in the plane x- �x.
�[0022] Subsequently, as shown in figure 2E, the break-
er 14 is operated, which takes place because the guide
43 is shaped in such a way that the cam 42 is forced
upwards in the direction F, so that the bracket 37 as seen
in the drawing is swayed to the left in a direction G. Be-
cause of suitable design of the guide 43 it is achieved
that this happens with great speed and force, so that,
after the break end 39 has broken the neck vertebrae in

plane x- �x, in which back plate 16 serves as abutment, a
series of dislodged neck vertebrae 12a are situated be-
low the break portion 38, surrounded by neck skin 12b.
During breaking the nose 25, because of its position near
the plane x-�x, causes stabilization of the neck vertebrae
in the area near the breaking plane, so that breaking can
take place in a reliable way.
�[0023] The presence of the nose 25 in the neck region
is further made use of when forcing the series of sepa-
rated neck vertebrae 12a somewhat downwards within
the skin of the neck 12b.
�[0024] The (small) downward movement in the direc-
tion H is caused by suitable design of the curve track 50,
in which the guide 43 keeps the cam 42 in the same
orientation as during breaking.
�[0025] Subsequently the guide 43 curves downwards
a little, as shown in figure 2G, so that the cam 42 moves
downwards in the direction I and the bracket 37 carries
out a swaying movement in the direction J, in order to
sway the breaker 14 away from the carcass 8.
�[0026] At the same time or a little later the crop probe
15 is moved upwards again a little by the curve track 40
in the direction D, until the end portion 24 of the crop
probe 15 is located in the inner cavity of the body 10 of
the carcass 8. From this inner cavity the viscera were
removed earlier with the aid of an eviscerator which will
not be further discussed here. A number of actions can
then be carried out simultaneously. The first action to be
discussed is that with the aid of stationary guiding rods
70a and 70b the skin of the neck 12b is engaged and
clamped in between them, with continuous movement in
conveyance direction. Because of squeezing together of
the neck region the dislodged neck vertebrae 12a are
pushed further downwards. For this purpose the guides
70a and 70b are designed sloping downwards in the con-
veyance direction, so that the neck vertebrae series 12a
are forced further and further downwards and eventually
fall out of the skin of the neck 12b.
�[0027] The next action which can be carried out is
spraying the carcass 8 for cleansing it with the aid of a
stationary spray frame 80, which is provided with
sprayers 81. The sprayer 28 can also be activated in this
operation for an accelerated cleansing.
�[0028] Special is the action carried out with the aid of
sprayer 28, with the aid of which the inside of the body
10 of the carcass is namely sprayed clean. The spraying
liquid can drain away downwards, through the neck 12,
which is stimulated if the neck vertebrae series 12a are
already removed. The sprayer 28 is supplied with the
liquid in the direction K, via line 33 and via connection
34. During spraying the crop probe 23 will be rotated
again in the direction B in order to wash the entire inner
circumference of the inside of the carcass 8 in a good
manner. During spraying with the aid of the sprayer 28
the crop probe holder 15 can be propelled at a low pace
in the direction D, so that the entire inner surface of the
carcass 8 can be reached by the sprayer 28.
�[0029] Finally the unit 1 reaches the location where
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knife unit 90 is situated. This knife unit 90 has a motor
93, a converter 92 and a circular knife 91, with the aid of
which the skin of the neck is cut off. The breaker 14 can
be used in keeping the neck skin taut to some extent.
The crop probe assembly 15 has then been moved com-
pletely out of the carcass 8 in the direction D, whereas
the breaker 14 is moved further downwards in the direc-
tion H to an exit position.
�[0030] After the track, along which the guides 30 are
moved, and the track of the overhead conveyor 2 diverge
and the carcasses 8 have come loose from the holders
13, the units 1 are led back along any track in order to
gather with the overhead conveyor 2 at an upstream lo-
cation to start a new cycle.
�[0031] With the assembly according to the invention
carcasses are obtained which to a large extend are free
of contamination and remains. The assembly unites a
crop remover, a breaker, a final control unit, an inside-
outside washer and a cutter for skin of the neck, so that
one machine will suffice after the eviscerator.
�[0032] Connector tube 323’ (figure 3A) has a cylindrical
exterior surface and an interior longitudinal passage 333
extending therethrough. The bottom annular surface of
connector tube is beveled so as to form circular outer
bottom edge, with the sloped annular surface 301 inter-
secting annular edge 302 and the threaded portion 303
of passage 333. When connector tube 323 is threaded
onto end portion 324 (figure 3C), circular outer bottom
edge 302 of the connector tube engages annular beveled
shoulder 304 of the collar 305 of the rotary probe, while
the sloped annular surface 301 extends upwardly over
upper flat surface 306, forming an annular passage 307
about the lower threaded shank 308, which communi-
cates with the passages 310 of the threaded shank 308
and the radial passages 309 of the collar 305. Therefore,
when liquid emerges from longitudinal bore 311 of
threaded shank 308 through the passages 310, the liquid
will enter an annular plenum chamber 307 that commu-
nicates directly with spray nozzles 309 at the annular
beveled shoulder 304 of the collar, so that the liquid pass-
es out through the spray nozzles 309, generally outward-
ly from the probe.
�[0033] It will be noted that the spray nozzles 309, as
illustrated in figure 3D, are angled in the direction of ro-
tation T, so that the spray of liquid is propelled in direc-
tions that extend between a radial and a tangential direc-
tion with respect to the rotary probe.
�[0034] In the units 1 modifications may be made. Ref-
erence is made to figure 4-8, in which the holder and the
breaker are modified for further improved operation of
the assembly.
�[0035] In figure 4 an overhead conveyor 101 is shown,
with a rail 102, on which trolleys 103 are propelled, for
which purpose the trolleys 103 are connected to one an-
other and to a propelling means (not shown) by means
of a drive chain 104. At the lower end 105 the trolleys
103 are provided with a depending intermediate rod 106,
on which a leg hook 107 is attached. At its lower end the

leg hook 107 carries the legs 109 of a carcass 108 of a
chicken. This chicken hangs with its neck 111 down-
wards.
�[0036] At the left side of the conveyor 101, as seen in
the drawing, usually the inner side of the track, a unit 112
is located, which is a part of a series of similar units ar-
ranged on a circulating frame, for instance in the shape
of an oval carousel. The driving means for such a carou-
sel are not shown but will be sufficiently known to the
expert. The unit 112 comprises a crop probe 113, which
in its end 114 is provided with teeth 115 and a rounded
lower end 116. The crop probe 113 is accommodated in
a crop probe holder 117 which depends from the holder
block 118. The crop probe 113 projects upwards through
the crop probe holder 117 and the holder block 118 and
is provided there with a cone-�shaped drive gear wheel
119, which is driven to let the crop probe 113 rotate about
its centre line. If the lower end 114 of the crop probe 113
is located at the level of the crop of the carcass 108, the
teeth 115 will loosen the crop.
�[0037] The unit 112 further comprises two rods 120 (of
which only one is shown), along which the holder block
118 can be moved up and down. For this up and down
movement the holder block 118 is provided with a cam
roll 122, which is situated between the upper and lower
boundary of a curve or cam track 121. This curve track
extends according to the path which is followed by the
units 112, in which a downward or upward movement of
the crop probe is effected by the descending or rising
courses of the curve track 121.
�[0038] Below the crop probe 113 a carcass holder 123
is situated, which with the aid of a fixing block 124 is
fixedly attached to the rods 120. From the fixing block
124 a leg bracket 125 protrudes in an outward direction
(to the right as seen in the drawing), which in a manner
known per se engages between the legs 109. This leg
bracket is shaped as a U- �shaped bracket, of which the
base is turned to the outside and is rounded. From each
of the legs of the leg bracket 125 an L-�shaped axillary
support 126 extends in downward direction, of which the
foot 127 is horizontally outwardly directed. These L-
shaped axillary supports 126 are rigidly fixed to the leg
bracket 125 and with their downwardly directed surfaces
150a, 150b (see figure 7A) do not only offer resistance
against an upwardly movement of the axils of the wings
110, but they also offer a lateral support 153a, 153b (see
figure 7A) against lateral displacement (those directions
of conveyance of the carcass) of the carcass. An extra
abutment pin 160 is attached to the left axillary support
126 (see figure 7A), with which an additional abutment
against rotation of the carcass 108 during removing the
crop- as a result of the rotation of the crop probe - is
provided.
�[0039] Beneath the U-�shaped shoulder support 132
there is an alternative breaker 140 according to the in-
vention, with a holder 141, which is provided with two
pairs of blocks 141a-�d with passages 141e-�h for the rods
120 and with two breaker members 144 extending in out-
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ward direction (to the right as seen in the drawing in figure
4), which between them, in the non-�active position, define
a passage space for the neck 111 of the carcass 108.
The breaker members 144 form a whole with the rotation
shafts 146 bearing mounted in holder 141, which form a
whole with gear wheels 147a, b at the inner end (seen
on the left in the drawing). As can be seen in figure 7A
the gear wheel 147a or the rotation shaft 146a is rigidly
connected to lever arm 148, at the free end of which a
roll 143 is attached, which is arranged so as to follow a
curve track 142. At least one of the breaker members
144 is provided with a stop 145 extending into the pas-
sage defined by the breaker members 144 to check the
neck 111 if it has the tendency to rotate simultaneously
and outwardly during the rotation of the crop probe.
�[0040] In the figures 5 and 6A- �6D the operation of the
breaker 140 as such is explained. The breaker members
144a, 144b are formed by semi- �circular cylindrical bod-
ies, the upper edges 149a, 149b of which form breaking
edges. As is shown in figure 6A the crop probe 114 can
move between the breaker members 144a, 144b during
the removal of the crop from the carcass 108. The stop
145 ensures that the neck vertebrae are retained/�con-
fined in a horizontal sense within the breaker members
144a, 144b. When the breaker 140 has to be operated -
whilst keeping the breaker at the same height - by shifting
the curve track 142, the roll 143 is moved upwards as a
result of which the gear wheels 147a, 147b will rotate
towards one another at the top, so that the breaker edges
149a, 149b will be moved towards one another and the
situation shown in the figures 6B and 6D is reached.
�[0041] This is all elucidated on the basis of the figures
7A-�7F. In figure 7A the crop probe 114 is moved up again
into the carcass 108, the lower end 116 being held at a
level just above the breaking plane. In this way the neck
vertebrae region is stabilized during breaking. The L-
shaped supports 126a, 126b and the U-�shaped shoulder
support 132 in this case hold the carcass 108 in the cor-
rect position. As can be seen in figure 7A the breaker
edges 149a, 149b of the breaker members 144a, 144b
are at a distance d1 from one another. The neck 111 with
the neck vertebrae 111a extends downward in an unhin-
dered fashion between the breaker members 144a and
144b.
�[0042] In figure 7A it can also be seen that the holder
141 for the breaker 140 is further provided with a roll 152
(not shown in fig. 4-6), which is arranged to follow a cam
track or curve path 151. This cam track 151 is located
below the cam track 142, so that these paths do not in-
terfere with one another.
�[0043] Prior to the situation shown in figure 7A and
prior to crop removal, the U-�shaped shoulder support 132
is, because of suitable design of the curve track 130,
moved to abut the lower side of the shoulders of the wings
110, so that the shoulder regions/�axillary regions of the
wings 110 are, as it were, clamped between the surfaces
150a, 150b of the L-�shaped axillary supports 126a, b and
the surfaces 155a, 155b of the u- �shaped shoulder sup-

port 132. The surfaces 155a, 155b are in this case con-
vex, whereas the surfaces 155a, 155b are horizontally
flat. The resultants G of the surfaces 155a and 155b,
respectively are in this case located laterally outside the
resultants F of the surfaces 150a and 150b, respectively.
As can be seen in figure 7F the resultants F and G gen-
erate an upwardly inwardly rotating moment which is ex-
erted on the wings 110, which moment counteracts a
moment exerted by the upward movement of the crop
probe 113.
�[0044] By of suitable design of the curve track 142, in
figure 7B the roll 143 is moved upward in the direction
A, whereby the gear wheel 147a is rotated to the right as
seen in the drawing in the direction B1, so that through
the interengagement of the teeth the gear wheel 147b is
rotated to the left in the direction B2. Both the shafts 146a,
146b will in this case rotate at the top toward one another
and hence the breakers 144a, 144b, too. This rotation
takes place until both breaker edges 149a, 149b are
brought to a distance of approximately 1,5 mm from one
another, in the case of a chicken of full-�grown proportions.
Due to suitable design of the curve track 142 and the
propelling speed of the unit 112 adapted thereto, the force
with which the breaker edges 149a, 149b move toward
one another will be large enough to loosen the neck ver-
tebrae 111a from the rest of the skeleton of the carcass
108. Due to the circular path which the breaker edges
149a, 149b follow here, simultaneously a downward
ejecting effect will be exerted on the neck vertebrae 111a,
as is shown in figure 7C.
�[0045] After the neck vertebrae 111a have been sep-
arated, a slightly downward course of the curve track 142
ensures that the roll 143 moves downwards in the direc-
tion C, to rotate the breaker members 144a, 144b back
again somewhat, until between the breaker edges 149a,
149b a distance d2 of, in this example with a chicken,
approximately half a centimetre has been reached. In
that mutual distance the breaker 140 is suited for com-
pletely ejecting the broken- �off neck vertebrae 111a out
of the neck 111. For this purpose the curve track 142 as
well as the curve path 151 has been given a downward
course, to allow the rolls 143 and 152 to simultaneously
move downward, the distance d2 being retained. Hence
the breaker edges 149a, 149b fulfil a stripping-�off func-
tion, whereas the skin of the neck 111 remains substan-
tially undamaged.
�[0046] After the broken-�off neck vertebra portion 111a
has been thus downwardly ejected and collected is a
collection tray, the crop probe 113 can be raised in the
direction E, during which movement the cooperation be-
tween the axillary supports 127a, 127b and the shoulder
supports 155a, 155b ensure that the wings 110 are not
excessively loaded and their connection with the carcass
remains intact.
�[0047] In figure 8 an indication is given concerning the
saving of space which is obtained with the breaker device
according to the invention. The overhead conveyor 200
and the turret or carousel 201 are shown. The carousel
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201 is provided with a circularly arranged series of units
112, as discussed above. The overhead conveyor 200
comprises an incoming section 200a, a section 200b cir-
culating with it and an exit section 200c. A hatched area
202 is shown on the radial outer side of the path 200b.
If no use were made of the invention, this hatched area
202 would have to be occupied by operating means, such
as curve tracks, for the breakers. This area 102 and the
direct surroundings takes up space and is a potential
danger for bystanders.

Claims

1. Device (1) for breaking the neck of slaughtered poul-
try which is propelled along a poultry processing path
(2), comprising holding means (5,13) for holding the
poultry with the neck down, which holding means
comprise carcass holding means (13) for holding the
carcass which are arranged on a holding support
(30) on one side of the poultry processing path (2),
which holding support (30) is part of a system of iden-
tical holding supports (30) of identical devices (1)
driven in a circulating fashion, the device (1) further
comprising a neck breaker (149a,�b) for breaking the
neck, which is arranged on a breaker support (141a,
b) and operating means (147a,�b) for operating the
neck breaker, (149a,�b) in which the breaker support
(141a,�b) and the operating means (149a,�b) for the
neck breaker (149a,�b) are located on the same side
of the poultry processing path (2) as the holding sup-
port, (30) characterized in that the neck breaker
(149a,�b) comprises two breaking means (149a,�b)
which are arranged on the breaker support to be
movable in a relative manner towards and away from
one another, in which the two breaker means (149a,
b) are arranged for moving with regard to one another
in a direction having a component parallel to the poul-
try processing path.

2. Device according to claim 1, in which the two breaker
means (149a,�b) are arranged for moving with regard
to one another in a direction having a component
parallel to the poultry processing path, in a vertical
plane which is parallel to the poultry processing path
at that location.

3. Device (1) according to claim 1 or 2, in which the
breaker means (149a, �b) are formed on rotatably
bearing-�mounted breaker members (144a,�b) the ro-
tation axis being preferably perpendicular to the
poultry path (2).

4. Device (1) according to claim 3, in which the oper-
ating means (147a,�b) comprise interengaging gear
wheels (147a,�b) provided on each of the breaker
members (144a, �b) and an operating bar (148) con-
nected to at least one of the gear wheels in a rotation-

fixed manner and extending radially from the rotation
axis and provided at one end with a follower (143)
for following a cam curve or the like.

5. Device (1) according to claim 3 or 4, in which at least
one of the breaker members (144a,�b) is provided
with detaining means (145) for detaining the carcass
neck in a direction transverse to the poultry process-
ing path, away from the breaker support (141a, �b).

6. Device (1) according to any one of the preceding
claims, in which the breaker members (144a,�b) are
at least almost semicircular- �cylindrical.

7. Device (1) according to any one of the preceding
claims, in which the breaker members (144a,�b) are
arranged for moving the breaker means (149a,�b) to-
wards each other with a downward component.

8. Assembly with a number of devices (1) according to
any one of the preceding claims, in which the devices
(1) are disposed for movement along a circulating
substantially horizontal path, such as an oval path.

9. A neck breaker tool (141a, �b; 144a, �b; 149a, �b) for en-
gaging the neck of a bird and breaking the spine of
the neck comprising: �

a pair of elongated breaker bars (144a,�b) ex-
tending in parallel juxtaposed relationship with
each other, each having a proximal end, a distal
end, and a longitudinal axis,
gear means (147a, �b) attached to the proximal
end of each of said breaker bars (144a,�b) for
turning said breaker bars each about its longi-
tudinal axis in counter rotating directions with
respect to each other, and said distal end being
formed with blade edges (149a,�b) hat are move-
able with the breaker bars (144a,�b) between
spaced apart positions for receiving therebe-
tween a neck of a bird and juxtaposed positions
for engaging and breaking the spine of the neck
of the bird.

Patentansprüche

1. Vorrichtung (1) zum Brechen des Halses von ge-
schlachtetem Geflügel, welches entlang einer Ge-
flügelverarbeitungsbahn (2) vorwärts bewegt wird,
umfassend Haltemittel (5, 13) zum Halten des Ge-
flügels mit dem Hals nach unten, wobei die Halte-
mittel Schlachtkörperhaltemittel (13) zum Halten des
Schlachtkörpers umfassen, welche an einer Halte-
rungsstütze (30) an einer Seite der Geflügelverar-
beitungsbahn (2) angeordnet sind, wobei die Halte-
rungsstütze (30) Teil eines Systems identischer Hal-
terungsstützen (30) identischer Vorrichtungen (1)
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ist, die auf zirkulierende Weise angetrieben werden,
wobei die Vorrichtung (1) ferner eine Halsbrechvor-
richtung (149a, �b) zum Brechen des Halses umfasst,
welche an einer Brechvorrichtungsstütze (141a,�b)
angeordnet ist, und Betriebsmittel (147a,�b) zum Be-
treiben der Halsbrechvorrichtung (149a,�b) umfasst,
wobei die Brechvorrichtungsstütze (141a,�b) und die
Betriebsmittel (147a,�b) für die Halsbrechvorrichtung
(149a,�b) auf derselben Seite der Geflügelverarbei-
tungsbahn (2) angeordnet sind wie die Halterungs-
stütze (30), dadurch gekennzeichnet, dass die
Halsbrechvorrichtung (149a,�b) zwei Brechmittel
(149a,�b) umfasst, welche an der Brechvorrichtungs-
stütze dazu angeordnet sind, aufeinander zu und
voneinander weg beweglich zu sein, wobei die zwei
Brechvorrichtungsmittel (149a,�b) dazu angeordnet
sind, sich zueinander in einer Richtung zu bewegen,
die eine Komponente parallel zur der Geflügelverar-
beitungsbahn aufweist.

2. Vorrichtung nach Anspruch 1, bei welcher die zwei
Brechvorrichtungsmittel (149a,�b) dazu angeordnet
sind, sich zueinander in einer Richtung zu bewegen,
die eine Komponente parallel zur der Geflügelverar-
beitungsbahn in einer vertikalen Ebene aufweist, die
an dieser Stelle parallel zu der Geflügelverarbei-
tungsbahn ist.

3. Vorrichtung (1) nach Anspruch 1 oder 2, wobei die
Brechvorrichtungsmittel (149a, �b) an drehbar gela-
gert angebrachten Brechvorrichtungselementen
(144a,�b) gebildet sind, wobei die Drehachse vor-
zugsweise orthogonal zu der Geflügelverarbei-
tungsbahn (2) ist.

4. Vorrichtung (1) nach Anspruch 3, wobei die Betriebs-
mittel (147a, �b) miteinander eingreifende Zahnräder
(147a,�b) umfassen, die an jedem der Brechvorrich-
tungselemente (144a,�b) vorgesehen sind, und eine
Betriebsstange (148), die mit wenigstens einem der
Zahnräder auf drehbefestigte Weise verbunden ist,
sich radial von der Drehachse erstreckt und an ei-
nem Ende mit einem Nachfolger (143) zum Nach-
verfolgen einer Nockenkurve oder dergleichen ver-
sehen ist.

5. Vorrichtung (1) nach Anspruch 3 oder 4, wobei we-
nigstens eines der Brechvorrichtungselemente
(144a,�b) mit Weghaltemitteln (145) zum Halten des
Schlachtkörperhalses in einer Richtung quer zur Ge-
flügelverarbeitungsbahn weg von der Brechvorrich-
tungsstütze (141a,�b) versehen ist.

6. Vorrichtung (1) nach einem der vorangehenden An-
sprüche, bei welcher die Brechvorrichtungselemen-
te (144a, �b) wenigstens fast halbkreisförmigzylin-
drisch sind.

7. Vorrichtung (1) nach einem der vorangehenden An-
sprüche, bei welcher die Brechvorrichtungselemen-
te (144a, �b) dazu angeordnet sind, die Brechvorrich-
tungsmittel (149a, �b) mit einer Abwärtskomponente
aufeinander zu bewegen.

8. Baueinheit mit einer Anzahl von Vorrichtungen (1)
nach einem der vorangehenden Ansprüche, bei wel-
cher die Vorrichtungen (1) für eine Bewegung ent-
lang einer zirkulierenden, im Wesentlichen horizon-
talen Bahn,� wie beispielsweise einer ovalen Bahn,
angeordnet sind.

9. Halsbrechwerkzeug (141 a, �b; 144a,�b; 149a,�b) zum
Angreifen an dem Hals eines Vogels und Brechen
der Wirbelsäule des Halses, umfassend:�

ein Paar länglicher Brechstangen (144a,�b), die
in parallel nebeneinander liegender Stellung zu-
einander angeordnet sind, wobei jede ein pro-
ximales Ende, ein distales Ende und eine Längs-
achse aufweist,
Getriebemittel (147a, �b), die am proximalen En-
de jeder der Brechstangen (144a, �b) befestigt
sind, um die Brechstangen jeweils zueinander
entgegengesetzt um ihre Längsachse zu dre-
hen, und wobei das distale Ende mit Messer-
kanten (149a, �b) gebildet ist, die mit den Brech-
stangen (144a,�b) zwischen zueinander beab-
standeten Stellungen zum Aufnehmen eines
Vogelhalses dazwischen und gegenüberliegen-
den Stellungen zum Angreifen an und Brechen
der Wirbelsäule des Vogelhalses beweglich
sind.

Revendications

1. Dispositif (1) pour rompre le cou d’une volaille abat-
tue qui est propulsée le long d’une trajectoire de trai-
tement de volaille (2) comprenant des moyens de
maintien (5, 13) pour maintenir la volaille avec le cou
orienté vers le bas, lesquels moyens de support
comprennent des moyens de maintien de carcasse
(13) pour maintenir la carcasse, qui sont agencés
sur un support de maintien (30) sur un côté de la
trajectoire de traitement de volaille (2), lequel sup-
port de maintien (30) fait partie d’un système de sup-
ports de maintien identiques (30) de dispositifs iden-
tiques (1) entraînés d’une manière circulatoire, le
dispositif (1) comprenant en outre un dispositif de
rupture de cou (149a, b) pour rompre le cou, qui est
agencé sur un support de dispositif de rupture (141a,
b) et les moyens de commande (147a, b) pour ac-
tionner le dispositif de rupture de cou (149a, b), dans
lequel le support de dispositif de rupture (141a, b)
et les moyens de commande (149a, b) pour le dis-
positif de rupture de cou (149a, b) sont situés sur le
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même côté de la trajectoire de traitement de volaille
(2) que le support de maintien (30), caractérisé en
ce que  le dispositif de rupture de cou (149a, b) com-
prend deux moyens de rupture (149a, b) qui sont
agencés sur le support de dispositif de rupture pour
être mobiles d’une manière relative vers et à distan-
ce l’un de l’autre, dans lequel les deux moyens de
rupture (149a, b) sont agencés pour se déplacer l’un
par rapport à l’autre dans une direction ayant un com-
posant parallèle à la trajectoire de traitement de vo-
laille.

2. Dispositif selon la revendication 1, dans lequel les
deux moyens de rupture (149a, b) sont agencés pour
se déplacer l’un par rapport à l’autre dans une direc-
tion ayant un composant parallèle à la trajectoire de
traitement de volaille, dans un plan vertical qui est
parallèle à la trajectoire de traitement de volaille à
cet emplacement.

3. Dispositif (1) selon la revendication 1 ou 2, dans le-
quel les moyens de rupture (149a, b) sont formés
sur des éléments de rupture montés sur appui rotatif
(144a, b), l’axe de rotation étant de préférence per-
pendiculaire à la trajectoire de volaille (2).

4. Dispositif (1) selon la revendication 3, dans lequel
les moyens de commande (147a, b) comprennent
des roues dentées de mise en prise mutuelle (147a,
b) prévues sur chacun des éléments de rupture
(144a, 144b) et une barre de commande (148) rac-
cordée à au moins l’une des roues dentées d’une
manière fixe en rotation et s’étendant de manière
radiale à partir de l’axe de rotation et prévue au ni-
veau d’une extrémité avec un suiveur (143) pour sui-
vre une courbe de came ou similaire.

5. Dispositif (1) selon la revendication 3 ou 4, dans le-
quel au moins l’un des éléments de rupture (144a,
b) est prévu avec des moyens de retenue (145) pour
retenir le cou de la carcasse dans une direction trans-
versale à la trajectoire de traitement de volaille, à
distance du support de dispositif de rupture.

6. Dispositif (1) selon l’une quelconque des revendica-
tions précédentes, dans lequel les éléments de rup-
ture (144a, b) sont au moins presque semi- �circulaire
- cylindrique.

7. Dispositif (1) selon l’une quelconque des revendica-
tions précédentes, dans lequel les éléments de rup-
ture (144a, b) sont agencés pour déplacer les
moyens de rupture (149a, b) l’un vers l’autre avec
une composante descendante.

8. Ensemble comprenant un certain nombre de dispo-
sitifs (1) selon l’une quelconque des revendications
précédentes, dans lequel les dispositifs (1) sont dis-

posés pour un mouvement le long d’une trajectoire
de circulation sensiblement horizontale, telle qu’une
trajectoire ovale.

9. Outil de rupture de cou (141a, b ; 144a, b ; 149a, b)
pour mettre en prise le cou d’un oiseau et rompre
l’épine du cou, comprenant :�

une paire de barres de rupture allongées (144a,
b) s’étendant selon une relation parallèle juxta-
posée l’une par rapport à l’autre, chacune ayant
une extrémité proximale, une extrémité distale,
et un axe longitudinal,
des moyens d’engrenage (147a, b) fixés sur l’ex-
trémité proximale de chacune desdites barres
de rupture (144a, b) pour faire tourner lesdites
barres de rupture chacune autour de son axe
longitudinal dans des directions de rotation in-
verses l’une par rapport à l’autre, et ladite extré-
mité distale étant formée avec des bords de la-
me (149a, b) qui sont mobiles avec les barres
de rupture (144a, b) entre des positions espa-
cées pour recevoir entre eux un cou d’un oiseau
et des positions juxtaposées pour mettre en pri-
se et rompre l’épine du cou d’un oiseau.
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