(51) International Patent Classification:
    B67D 5/37 (2006.01) B67D 5/28 (2006.01)

(21) International Application Number:
    PCT/IB2007/052379

(22) International Filing Date: 20 June 2007 (20.06.2007)

(25) Filing Language: Italian

(26) Publication Language: English

(30) Priority Data:
    MO2006A000202 21 June 2006 (21.06.2006) IT

(71) Applicant (for all designated States except US): NOZZLE ENG., S.r.l., Via G. Ferrari 21/N, I-21047 Saronno (IT).

(72) Inventor; and
    BENTIVOGLIO, Galliano [IT/IT]; Via Filippo Terzi 4, I-40128 Bologna (IT).


(84) Designated States (unless otherwise indicated, for every kind of regional protection available): ARIPO (BW, GH, GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, GB, GR, HU, IE, IS, IT, LT, LU, LV, MC, MT, NL, PL, PT, RO, SE, SI, SK, TR), OAPI (BE, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG).

Published:
    — with international search report
    — before the expiration of the time limit for amending the claims and to be republished in the event of receipt of amendments

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.

(54) Title: ELECTROMECHANICALLY OPERATED FUEL NOZZLE

(57) Abstract: An electromechanically operated fuel nozzle (1) comprises a solenoid valve for dispensing fuel, an electronic board (7) for operating the solenoid valve (2), electric accumulator means (5) for electrically powering the solenoid valve (2) and the electronic board (7); the solenoid valve (2) comprises an inlet pipe (11) and an outlet pipe (12) connected to the fuel-dispensing pipe (3) to dispense a full flow of fuel for refuelling, and a secondary channel (4) integrated in the solenoid valve (2) for dispensing a lower quantity of fuel for topping up, the inlet pipe (11) and the outlet pipe (12) are opened by an electromagnetic operating device (21), while the secondary channel (4) is opened by another electromagnetic operating device (20).
TITLE: ELECTROMechANICALLY OPERATED FUEL NOZZLE

DESCRIPTION

Technical Field

The present invention relates to an electromechanically operated fuel nozzle, in particular for dispensing liquid fuel, such as petrol, diesel, kerosene and the like.

In general, the fuel nozzle according to the present invention can be used for dispensing hazardous and/or easily flammable liquids.

More specifically, the fuel nozzle according to the present invention is provided with a solenoid valve for opening and closing a fuel-dispensing pipe, or can be fitted with other equivalent electromechanical means for opening and closing a fuel-dispensing pipe.

Prior Art

The operation of the dispensing valve of the liquid fuel nozzles currently in common use in distributors is mechanical-manual, for example, they have a lever that can be operated by the user which mechanically opens an on/off valve in the fuel pipe and there is no electrical means for operating the aforesaid valve.

A fuel-dispensing nozzle with mechanical operation for the fuel-dispensing valve is illustrated in US patent US-5 505 234 and the nozzle is also provided with an electronic enabling circuit to permit or impede operation of the control for dispensing fuel.

The enabling circuit envisages a pressure switch and a mercury switch capable of inhibiting the operation of the control lever. The mercury switch checks the position of the nozzle and prevents fuel dispensing when the nozzle is arranged at an improper angle for refuelling. The pressure switch is sensitive to the pressure in the vehicle tank being filled and interrupts the dispensing of fuel when a predetermined pressure value is reached inside the tank.

A fuel-dispensing nozzle is illustrated in US patent US-5 184 309 with electric operation of a fuel flow control valve. A pulley mechanism is envisaged to operate the flow control valve actuated by a control trigger and an electromagnetic coupling
between the control pulley and the valve-opening pulley.

US patent US-5 184 309 also describes how it is possible to use an electric motor which operates the valve-opening rod by means of a mechanical coupling that transforms the movement from rotary to linear, or an electromagnetic coil which directly operates the valve-opening rod. In this last embodiment, it is also possible to have saw-tooth surfaces on the rod, oriented in such a way as to permit opening of the valve and which keep the valve open when dispensing fuel.

Overall, the construction of the fuel nozzle according to US patent US-5 184 309 is complicated, complex, costly and can be subject to defects and malfunctions.

Disclosure of the Invention

It is an object of the present invention therefore to improve the construction of electromechanically operated liquid fuel-dispensing nozzles of known types.

Another object of the invention is to provide an electromechanically operated liquid fuel nozzle that is safe and reliable.

Another object of the invention is to provide an electromechanically operated liquid fuel nozzle that is handy and easy to operate.

Another object of the invention is also to provide an electromechanically operated liquid fuel nozzle that is sealed and explosion-proof.

A further object of the present invention is to provide an electromechanically operated liquid fuel nozzle that is simple and economical to manufacture.

According to one aspect of the present invention, an electromechanically operated liquid fuel nozzle is provided comprising at least one solenoid valve for dispensing fuel, an electronic board for operating the solenoid valve, electric accumulator means for electrically powering the solenoid valve and the electronic board, characterized in that the solenoid valve comprises an inlet pipe and an outlet pipe connected to the fuel-dispensing pipe to dispense a full flow of fuel for refuelling, and a secondary channel integrated in the solenoid valve itself for dispensing a lower quantity of fuel for topping up.

As a result of the invention, the fuel nozzle is compact and light and it is possible to obtain high fuel flow for fast refuelling and a small fuel flow for topping up.
with a single solenoid valve.

The dependent claims relate to preferred and advantageous embodiments of the invention.

**Brief Description of the Drawings**

Further objects and advantages of the present invention will be made clearer by the following detailed description of some preferred embodiments of the present invention, provided with reference to the attached drawings, in which:

Figure 1 is a perspective view of the fuel nozzle according to the present invention;

Figure 2 is a perspective view of internal details of the fuel nozzle in Figure 1;

Figure 3 is a view, partly in section, of some details of the fuel nozzle in Figure 2;

Figure 4 is a sectional view that illustrates some details of the fuel nozzle in Figures 2 and 3, with the nozzle in rest conditions;

Figure 5 is a sectional view that illustrates some details of the fuel nozzle in Figures 2 and 3, with the nozzle in fuel-dispensing conditions; and

Figure 6 is a sectional view that illustrates some details of the fuel nozzle in Figures 2 and 3, with the nozzle in partial fuel-dispensing conditions.

**Embodiments of the Invention**

With reference to the drawings, 1 indicates the whole of a liquid fuel nozzle. The nozzle 1 comprises an on/off solenoid valve 2 that can open and close a pipe 3 for dispensing liquid fuel, for example petrol, diesel or kerosene.

The solenoid valve 2 also comprises a secondary channel 4 for dispensing a small quantity of fuel, for topping up, when it is necessary to dispense an exactly predefined quantity of fuel.

The solenoid valve 2 is preferably made of a flash-proof material, for example flash-proof brass, and with sealing gaskets that are resistant to fuels and/or hydrocarbons. The gaskets can be made of fluoroelastomer, for example Viton (a registered trade mark of DuPont Dow).

Two electric accumulator means 5 that can, for example, be rechargeable
batteries or supercondensers, are provided for the electrical supply of the solenoid valve 2. The nozzle 1 also comprises a vapour-extraction pipe 6 and an electronic board 7 for controlling and regulating the solenoid valve 2.

The vapour-extraction pipe 6 can in turn be controlled by a solenoid valve 32 (Figure 3), connected to the electronic board 7 to define a certain relationship between the dispensing of the fuel and the extraction of the vapours, this relationship being modifiable by appropriate programming of the electronic board 7.

The electronic board 7 also comprises an operating button 8 that can be made of metal, for example steel, to prevent damage caused by vandalism, and LEDs 9 to indicate the operating mode of the nozzle 1.

For example, the LEDs 9 may be one, or two LEDs with red and/or green lights, or other similar colours, to signal the operating conditions or blockage of the nozzle 1 to the user.

The exterior of the nozzle 1 has a shell-shaped casing 50 made of a plastic shockproof material that completely encloses and protects all the internal components; the shell 50 has an ergonomic shape and is easy to handle even by unskilled persons. The shell 50 is also liquid-tight to prevent any bleeding of fuel.

Figures 4-6 illustrate some sections of the solenoid valve 2, in different operating conditions: in Figure 4, the solenoid valve 2 is closed and prevents the passage of fuel, in Figure 5 the solenoid valve 2 is open and is in normal fuel-dispensing conditions with maximum flow, and in Figure 6 the solenoid valve 2 is in fuel-dispensing conditions for topping up.

The solenoid valve 2 comprises a body 10 having an inlet pipe 11 and an outlet pipe 12 connected to the fuel-dispensing pipe 3.

A cover 13 is fixed on the body 10, for example, by some screws 15 which are not shown. The cover 13 is separated from the body 10 by a diaphragm 14 that in the rest position separates and closes the inlet pipe 11 from the outlet pipe 12 and has the function of an on/off valve.

Between the diaphragm 14 and the cover 13 is a piloting chamber 15 which is in communication with the inlet pipe 11 through a calibrated hole 17 found in the
diaphragm 14. The diaphragm 14 also comprises a rigid part 18, envisaged to encourage tightness of the diaphragm 14 on a seat 19 realized in the body 10; when the diaphragm 14 rests on the seat 19 it hermetically closes the outlet pipe 12 and the rigid part 18 helps to support the pressure of the fuel resulting in the piloting chamber 15.

Furthermore, a spring 31 can be envisaged, acting on the rigid part 18 of the diaphragm 14 to assist the closed position of the diaphragm 14 on the seat 19. Also found on the cover 13 are a first and a second electromagnetic operating device 20 and 21 which, for example, can be realized by means of electric coils 22, 23 and anchors made of a ferromagnetic material 24, 25.

The electromagnetic operating devices 20 and 21 are inserted tight in respective chambers 38, 39 obtained in the cover 13. For example, the electromagnetic operating devices 20 and 21 can be screwed tight into suitable threaded seats obtained in the cover 13. The chamber 38 is in communication with the inlet pipe 11 by means of the secondary channel 4.

By means of the anchors 24, 25, the electromagnetic operating devices 20 and 21 make it possible to open and close two ends 27, 28 of a connection pipe 26 that puts the chambers 38 and 39 into communication with each other and which can also be found in the cover 13. In particular, the first end 27 of the connection pipe 26 is found in the chamber 38 and the second end 28 is found in the chamber 39.

The pipe 26 is also connected to the outlet pipe 12 by means of a discharge channel 40. In order to reduce dimensions, the electromagnetic coils 22, 23 and the anchors 24, 25 have their own respective axis of rotation and movement parallel to the inlet and outlet pipes 11, 12. In accordance with what is illustrated in the figures, in particular in Figures 3-6, the electromagnetic coils 22, 23 and the anchors 24, 25 are horizontal as are the inlet and outlet pipes 11, 12, and in general like the pipe 3 for dispensing the fuel. A reduction in the height of the solenoid valve 2, which can easily be inserted in the shell 50, is obtained with this configuration.

The piloting chamber 15 is connected to the chamber 39 in which the end 28 can be found by means of a further communication channel 16, while the end 28 of
this chamber 39 can be closed by the anchor 25 of the electromagnetic operating device 21.

In order to improve tightness when they are closed, the ends 27, 28 are prominent compared with the inner surface of the chambers 38 and 39 and the operating devices 20, 21 have sealing surfaces 29, 30, for example in fuel-proof rubber.

When the solenoid valve 2 is closed (Figure 4), both electromagnetic operating devices 20 and 21 are deactivated, the fluid, or the fuel, under pressure in the inlet pipe 11 passes into the piloting chamber 15 through the calibrated hole 17 in the diaphragm 14.

The force developed by the pressure of the fuel in the chamber 15 and the force of any spring 31, acting on the top part of the diaphragm 14, are greater than the force developed by the pressure of the fluid acting on the bottom part of the diaphragm 14, as it acts on a bottom annular area that is smaller than the total top area of the diaphragm 14.

Therefore, the diaphragm 14 positions itself to rest on the seat 19 and, by closing it, divides the inlet pipe 11 from the outlet pipe 12.

When the solenoid valve 2 is required to dispense the maximum fuel flow for refuelling, the electromagnetic operating device 21 is activated by means of the button 8 on the electronic board 7.

The second electromagnetic operating device 21 moves the anchor 25 and puts the piloting chamber 15 into communication with the outlet pipe 12 through the connection pipe 26 and the discharge channel 40, giving rise to a pressure drop in the chamber 15 which in turn raises the diaphragm 14, putting the inlet pipe 11 into communication with the outlet pipe 12.

Therefore, the second electromagnetic operating device 21 operates the diaphragm 14 in an indirect and servo-controlled manner, in such a way as to open and close the full fuel dispensing pipe 3.

When it is necessary to top up the fuel, i.e. when it is necessary to dispense a small quantity of fuel, the second electromagnetic operating device 21 is deactivated,
the pressure in the piloting chamber 15 increases once more and the diaphragm 14 returns to the closed position on the seat 19.

At the same time, the first electromagnetic operating device 20 is activated and opens the end 27 of the connection pipe 26 which, in turn, puts the inlet pipe 11 into communication with the outlet pipe 12 through the second channel 4, the connection pipe 26 and the discharge channel 40, thereby permitting the dispensing of a small flow of fuel for the top-up.

Then, the first electromagnetic operating device 20 opens and closes, in a direct manner, the secondary, channel 4 for topping up the fuel.

The top-up flow is determined by the passage sections of the abovementioned secondary channel 4, connection pipe 26 and discharge channel 40 which are appropriately dimensioned in such a way as to obtain the desired flow (about 3 litres per minute) with the delivery pressures normally used in fuel distributors (about 1.5 bar).

When dispensing the top-up flow, the pressure in the piloting chamber 15 remains high, keeping the diaphragm 14 in the closed position on the seat 19. This is due to the fact that, as the top-up flow is relatively small, the pressure in the inlet pipe 11 does not drop in a significant manner and, as a result, the pressure in the piloting chamber 15 remains substantially unchanged.

In accordance with an alternative embodiment not illustrated, there is no first electromagnetic operating device 20 and the end 27 of the connection pipe 26 is opened or closed by means of a direct mechanically operated valve.

It should be noted that the solenoid valve 2 is also very compact as it includes, already incorporated, the channels for full dispensing with a high fuel flow and for topping up with a low fuel flow. Furthermore, the electromagnetic operating devices 20, 21 take up little space and, in particular, have electromagnetic coils, 22, 23 and anchors 24, 25 with the axis parallel to the inlet and outlet pipes 11, 12.

As is evident from Figures 1-3 in particular, the solenoid valve 2 is therefore just a little higher than the above mentioned inlet and outlet pipes 11, 12 and, therefore, it can be inserted in an optimum manner into the shell 50 of the nozzle 1,
contributing to keeping the dimensions small.

The nozzle 1 can be realized in at least two main versions: for refuelling cars or for trucks. By way of example it can be indicated that, with a fuel delivery pressure of 1.5 bar, the flow is about 45 litres per minute for the car version of the nozzle, about 80-90 litres per minute for the truck version of the nozzle, and about 3 litres per minute for the top-up flow.

In use, the nozzle 1 is initially placed in an appropriate nozzle-holder seat on the distributor which also provides the maintenance charge of the electrical accumulator means 5. When refuelling is to be carried out, the user grips the nozzle 1 and extracts it; the switching of a special micro-switch on the nozzle-holder informs the distributor of the need to start the fuel-dispensing pump.

At the same time, the electronic board 7 of the nozzle 1 is activated and resets the safety sensors with which the nozzle is fitted.

As a consequence, an LED 9 lights up, red for example, indicating that the nozzle 1 is activated, but fuel-dispensing is not enabled: if the dispensing operation button 8 is pressed by mistake, nothing will happen and no fuel will be dispensed.

When the user inserts the nozzle 1 into the tank of the vehicle to fill, the safety sensors supply the respective enabling signals for dispensing and, as a consequence, the signalling LED 9 changes colour, becoming green for example, or a second green LED 9 lights up, and the first LED goes off, indicating that the nozzle 1 is ready for dispensing fuel.

Fuel dispensing can therefore be activated by means of a firm, but temporary, pressure on the button 8, which can subsequently be released.

In another version for self-service distribution systems, fuel dispensing is activated by continuous pressure on the button 8, for safety reasons and according to any safety regulations in force. These and other functions are in any case modifiable and adjustable with the simple new programming of the electronic board 7.

Fuel dispensing continues automatically until one of the safety sensors trips, for example the overfill sensor if the vehicle tank is completely full, or up to the quantity previously programmed and then fuel dispensing stops without the need for
any further action.

Naturally, fuel dispensing would also have stopped if the nozzle angle had changed, if the nozzle had fallen for example, or because the dispensing time is too long.

5 The maximum dispensing time, which can be reset for about two minutes, can also be modified by reprogramming the electronic board 7.

If, following an interruption in dispensing due to the fuel level rising in the vehicle's tank, the fuel level should drop again for any reason – for example because of a reduction in the foam that might have formed during tank refuelling - the LED 9 turns green again, indicating that the nozzle is enabled once again for a top up, with the same procedures described previously.

The operations to carry out for the user are very simple: release the nozzle from the nozzle-holder, insert the nozzle into the tank inlet, press the dispensing button for a moment – or continuously if requested –, wait until refuelling is complete, replace the nozzle.

It is therefore evident that the use of the nozzle according to the invention is simple and convenient. Compared with nozzles of the traditional type, the bleeding of fuel and the inconvenience of "blocked dispensing" – by means of the traditional little blocking hook on the control lever - have been solved and eliminated while, at the same time, reducing the complexity of construction and therefore the cost of the nozzle. It is also possible to easily integrate different safety devices in order to obtain high operating safety while maintaining the nozzle's simplicity of construction.

As a result of the special design of the solenoid valve 2, which includes already integrated in the inside thereof the pipes and channels for full dispensing with a high fuel flow and topping up with a low fuel flow and by means of the electromagnetic operating devices 20 and 21 arranged with their axis parallel to the inlet and outlet pipes 11, and 12, the nozzle 1 is compact and takes up little space.

The nozzle according to the invention is therefore easy to replace and can be integrated in already existing fuel-distribution systems and in fact shares many of the accessories with these systems.
Naturally, the present invention is not limited to the executive embodiments illustrated and described, but includes all the appropriate variants and modifications for achieving the same result and, therefore, falling within the vaster scope of the inventive concept, substantially as described, illustrated and as claimed.

In the claims, the references provided between parentheses are purely indicative and do not limit the scope of protection of the claims.
CLAIMS

1. Electromechanically operated fuel nozzle (1) comprising at least one solenoid valve (2) for dispensing fuel, an electronic board (7) for operating the solenoid valve (2), electric accumulator means (5) for electrically powering the solenoid valve (2) and the electronic board (7), characterized in that the solenoid valve (2) comprises an inlet pipe (11) and an outlet pipe (12) connected to the fuel-dispensing pipe (3) to dispense a full flow of fuel for refuelling a vehicle, and a secondary channel (4) integrated in the solenoid valve (2) for dispensing a lower quantity of fuel for topping up.

2. Fuel nozzle according to Claim 1, in which the solenoid valve (2) comprises a body (10) having the said inlet pipe (11) and the said outlet pipe (12) connected to the fuel-dispensing pipe (3).

3. Fuel nozzle according to Claim 2, in which the solenoid valve (2) comprises a cover (13) fixed to the body (10), the said cover (13) being separated from the body (10) by a diaphragm (14) that in the rest position separates and closes the inlet pipe (11) from the outlet pipe (12) and having the function of an on/off valve.

4. Fuel nozzle according to Claim 3, in which the said solenoid valve (2) comprises a piloting chamber (15) placed between the said diaphragm (14) and the said cover (13), the said piloting chamber (15) being in communication with the inlet pipe (11) through a calibrated hole (17) found in the diaphragm (14).

5. Fuel nozzle according to Claim 3 or 4, in which the said cover (13) comprises a first and a second electromagnetic operating device (20, 21), realized for example by means of electric coils (22, 23) and anchors made of a ferromagnetic material (24, 25), each of the said electromagnetic operating devices (20, 21) being envisaged for respectively opening the said secondary channel (4) for topping up and the said pipe (3) for full fuel dispensing.

6. Fuel nozzle according to Claim 5, in which the said electromagnetic operating devices (20, 21) have the electromagnetic coils (22, 23) and the anchors (24, 25) with their own respective axis of rotation and movement parallel to the inlet and outlet pipes (11, 12) and to the fuel-dispensing pipe (3).
7. Fuel nozzle according to Claim 5 or 6, in which the said second electromagnetic operating device (21) operates the said diaphragm (14) in an indirect and servo-controlled manner, by means of a communication channel (16) connected to a channel (39) with which the second electromagnetic operating device (21) interfaces, the said chamber (39) is in turn put into connection with the outlet pipe (12) by the said second electromagnetic operating device (21) in such a way as to open and close the fuel-dispensing pipe 3.

8. Fuel nozzle according to one of Claims 5 to 7, in which the said first electromagnetic operating device (20) opens and closes, in a direct manner, the said secondary channel (4) for topping up the fuel.

9. Fuel nozzle according to one of Claims 5 to 8, in which the said cover (13) comprises a connection pipe (26), the ends (27, 28) of which are opened or closed by the said first and second electromagnetic operating devices (20, 21).

10. Fuel nozzle according to any one of Claims 1 to 4, in which the said secondary channel (4) for topping up the fuel is opened or closed by a direct mechanically operating valve.

11. Fuel nozzle according to any of the preceding claims, in which the said solenoid valve (2) is operated by a control and adjustment electronic board (7).

12. Fuel nozzle according to Claim 11, in which the said electronic board (7) comprises an operating button (8) that can be made of metal, for example steel, to prevent damage caused by vandalism, and LEDs (9) to indicate the operating mode of the nozzle (1).

13. Fuel nozzle according to any of the preceding claims, in which the said solenoid valve (2) is powered by electric accumulator means (5), for example rechargeable batteries or supercondensers.

14. Fuel nozzle according to any of the preceding claims, externally comprising a shell-shaped casing (50) made of a plastic shockproof material that completely encloses and protects all the internal components, the said shell (50) being liquid-tight to prevent any bleeding of fuel.

15. Fuel nozzle according to any of the preceding claims, comprising a vapour-
extraction pipe (6).

16. Fuel nozzle according to Claim 15, when it depends on any one of Claims 11 to 14, in which the said vapour-extraction pipe (6) is controlled by a solenoid valve (32) connected to the electronic board (7).

17. Fuel nozzle according to Claim 16, in which the said solenoid valve (32) defines a certain relationship between the dispensing of the fuel and the extraction of the vapours, this relationship being modifiable by programming the electronic board (7).

18. Fuel nozzle according to any of the preceding claims, in which the said solenoid valve (2) is made of a flash-proof material, for example flash-proof brass, and with sealing gaskets that are resistant to fuels and/or hydrocarbons.
A. CLASSIFICATION OF SUBJECT MATTER

INV. B67D5/37 B67D5/28

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)
B67D F16K

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the International search (name of data base and, where practical, search terms used)
EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 5 184 309 A (SIMPSON W DWAIN [US] ET AL) 2 February 1993 (1993-02-02) cited in the application column 4, lines 6-20 column 10, lines 42-58 column 12, lines 9-25 figures 1-1A,9</td>
<td>1</td>
</tr>
<tr>
<td>A</td>
<td>US 6 196 065 B1 (HENKSEMIE RALF [DE] ET AL) 6 March 2001 (2001-03-06) column 4, line 50 - column 5, line 48; figures 1-7,9</td>
<td>1</td>
</tr>
</tbody>
</table>

[X] Further documents are listed in the continuation of Box C.  
[X] See patent family annex.

* Special categories of cited documents:

"A" document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document but published on or after the international filing date

"L" document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art

"S" document member of the same patent family

Date of the actual completion of the international search: 23 October 2007

Date of mailing of the International search report: 31/10/2007

Name and mailing address of the ISA/
European Patent Office, P.B. 5818 Patentlaan 2 NL – 2280 HV Rijswijk
Tel. (+31-70) 940-2040, Tx. 31 651 epo nl, Fac (+31-70) 940-3018

Authorized officer: MARTINEZ NAVARRO, A
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>FR 836 443 A (POUR TOUS APP MECANIQUES SA) 18 January 1939 (1939-01-18)</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>WO 00/15541 A (KOPPENS AUTOMATIC FABRIKEN BV [NL]; WILLEMSEN HENRICUS JOHANNES AR [N]) 23 March 2000 (2000-03-23)</td>
<td></td>
</tr>
<tr>
<td>Patent document</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 5184309 A</td>
<td>02-02-1993</td>
<td>AT 108418 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 638811 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 7362291 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2038612 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69102803 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69102803 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DK 450798 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2060296 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 237479 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 713439 B2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 2289597 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>BR 9709182 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 29607736 U1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 9741057 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2000508996 T</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NZ 332505 A</td>
</tr>
<tr>
<td>FR 1559680 A</td>
<td>14-03-1969</td>
<td>NONE</td>
</tr>
<tr>
<td>FR 836443 A</td>
<td>18-01-1939</td>
<td>NONE</td>
</tr>
<tr>
<td></td>
<td></td>
<td>AU 5655599 A</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2343950 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69901964 D1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69901964 T2</td>
</tr>
<tr>
<td></td>
<td></td>
<td>ES 2176022 T3</td>
</tr>
<tr>
<td></td>
<td></td>
<td>NL 1010077 C2</td>
</tr>
</tbody>
</table>