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(57) ABSTRACT 

A wireleSS communication System includes a System back 
bone, a host computer coupled to the System backbone, at 
least one base Station coupled to the System backbone, the at 
least one base Station including a base Station transceiver for 
communicating wirelessly with mobile devices within the 
System, and at least one mobile device having a mobile 
device transceiver for communicating wirelessly with the 
host computer on the System backbone via the at least one 
base Station. A method of operation includes the Steps 
determining whether a version of operating Software Stored 
in the at least one mobile device is a current version of the 
operating Software, and wirelessly updating the operating 
Software stored in the at least one mobile device if it is 
determined that the operating Software Stored in the at least 
one mobile device is not the current version. 
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WIRELESS SOFTWARE UPOGRADES WITH 
VERSION CONTROL 

RELATED APPLICATIONS 

0001. This application is a continuation of U.S. patent 
application Ser. No. 10/643,105 filed on Aug. 18, 2003, 
which is a continuation of U.S. patent application Ser. No. 
09/876,491 filed on Jun. 7, 2001 and issued as U.S. Pat. No. 
6,735,434, which is a continuation of U.S. patent application 
Ser. No. 09/234,813 filed on Jan. 21, 1999 and issued as U.S. 
Pat. No. 6,308,061, which is a continuation-in-part of U.S. 
patent application Ser. No. 09/208,785 filed on Dec. 10, 
1998 and issued as U.S. Pat. No. 6,643,506, which is a 
continuation-in-part of U.S. patent application Ser. No. 
09/023,857 filed on Feb. 13, 1998 and issues as U.S. Pat. No. 
6,031,830 which is a continuation of U.S. patent application 
Ser. No. 08/694,637 filed on Aug. 7, 1996 and issued as U.S. 
Pat. No. 5,848,064. The entire disclosures of these earlier 
applications are hereby incorporated by reference. 

TECHNICAL FIELD 

0002 The present invention relates generally to wireless 
Software upgrades in wireleSS communication Systems. 
More particularly, the present invention relates to a System 
and method in which Software upgrades are provided wire 
lessly to mobile devices upon detecting that Software cur 
rently in the mobile devices is outdated. 

BACKGROUND OF THE INVENTION 

0003) In recent years, the use of wireless (e.g., cellular) 
communication Systems having mobile devices which wire 
lessly communicate with a network, Such as a local area 
network (LAN) and a wide area network (WAN), has 
become widespread. Retail Stores and warehouses, for 
example, may use cellular communications Systems to track 
inventory and replenish Stock. The transportation industry 
may use Such Systems at large outdoor Storage facilities to 
keep an accurate account of incoming and outgoing ship 
ments. In manufacturing facilities, Such Systems are useful 
for tracking parts, completed products, defects, etc. 
0004. A typical cellular communication system includes 
a number of fixed base Stations or acceSS points intercon 
nected by a cable medium often referred to as a System 
backbone. Also included in many cellular communication 
Systems are intermediate base Stations which are not directly 
connected to the System backbone. Intermediate base Sta 
tions, often referred to as wireleSS base Stations or repeaters, 
increase the area within which base Stations connected to the 
System backbone can communicate with mobile devices. 
Unless otherwise indicated, the term “base station' will 
hereinafter refer to both base stations hardwired to the 
network and wireleSS base Stations. 

0005 Associated with each base station is a geographic 
cell. A cell is a geographic area in which a base Station has 
Sufficient signal Strength to transmit data to and receive data 
from a mobile device with an acceptable error rate. Typi 
cally, base Stations will be positioned along the backbone 
Such that the combined cell area coverage from each base 
Station provides full coverage of a building or Site. Thus, 
mobile devices roaming within Such an area can maintain 
continuous communication with a host computer or other 
device situated along the System backbone. 
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0006 Each mobile device roaming within a building or 
site is typically preloaded with software to provide both 
application level and operational level instructional code 
(referred to generally herein as “operating Software'). The 
mobile device includes one or more processors which 
execute the operating Software, thereby allowing the mobile 
device to carry out its appropriate functions. The Software is 
Stored in memory in the mobile device and may be executed 
at any time depending on the particular operational needs of 
the mobile device. 

0007 Due to changing market needs and advancements 
in technology, for example, it often happens that the Soft 
ware which is preloaded into a mobile device becomes 
outdated prior to the time the mobile hardware device 
becomes obsolete. Therefore, a number of methods for 
upgrading the operating Software Stored in a mobile device 
have been developed. 
0008 One known method for updating software in a 
mobile device is by physically connecting the mobile device 
to a computer capable of upgrading the Software. In order to 
upgrade Software using this technique it is typically neces 
Sary to employ one or more Service technicians to assist in 
connecting the mobile device to the computer with a cable 
or the like and executing the Software upgrade routine. This 
results in down time for the mobile device and related 
Service costs. 

0009. Another known method of updating the operating 
Software in a mobile device involves wirelessly transmitting 
Software upgrades to the mobile device. When executing a 
wireleSS Software upgrade, a mobile device transmits a 
request to the host computer (via a base Station) requesting 
that the host computer transfer the upgraded Software. In 
order to ensure a mobile device has the most recent version 
of the operating Software, each program within the operating 
Software must be downloaded periodically from the host 
computer and Stored in the mobile device. Unfortunately, the 
periodic transfer of upgraded operating Software to the 
mobile device can be extremely time consuming and 
becomes increasingly more time consuming as the number 
of mobile devices within the system increases. Furthermore, 
Since there is no way to determine if Software has been 
changed since the previous time the mobile device Software 
has been upgraded, time is frequently wasted updating the 
mobile device operating Software with the same version of 
Software which already exists in the mobile device. 
0010. In view of the aforementioned shortcomings asso 
ciated with existing Systems and techniques for upgrading 
mobile device operating Software, there is a Strong need in 
the art for a System and method which does not require 
Significant down time or Service costs. Moreover, there is a 
Strong need in the art for a System and method which avoids 
the inefficiencies associated with conventional wireleSS 
techniques for upgrading the mobile device operating Soft 
WC. 

SUMMARY OF THE INVENTION 

0011) A wireless communication system and method is 
provided in which Software upgrades are wirelessly trans 
mitted to a mobile device based on a determination of 
whether Such an upgrade is necessary. According to one 
embodiment, following an initial boot-up procedure in 
which a mobile device associates itself with a base Station 
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connected to a backbone, a host computer coupled to the 
backbone queries the mobile device for indicia identifying 
the version of operating Software Stored in the mobile 
device. In response, the mobile device wirelessly transmits 
to the host computer the indicia identifying the version of its 
operating Software via the base Station. The host computer 
performs a comparison of the version indica provided from 
the mobile device with information identifying the version 
of corresponding operating Software presently Stored within 
an FTP or TFTP server which maintains the latest version 
available for each operating Software. If the host computer 
determines the mobile device is not running the latest 
version of the operating Software, the host computer trans 
mits a request to the mobile device to have its operating 
Software updated. In response to receiving the request, the 
mobile device communicates with the file transfer protocol 
(FTP) or trivial file transfer protocol (TFTP) server coupled 
to the backbone to have the latest versions of Software 
downloaded. If the host computer determined that no update 
of the mobile device operating Software was needed, the 
mobile device Simply continues to operate using the oper 
ating Software currently Stored therein. In this manner, the 
System does not needlessly spend time replacing the oper 
ating Software in the mobile devices with the same Software. 
0012 Furthermore, the system and method of the present 
invention also allows a user to Select one or more different 
packages of operating Software which may be available from 
the FTP Server. A user may simply Select a package of 
operating Software from a menu provided by the mobile 
device, and in response the mobile device prompts the FTP 
Server to download the Selected package to the mobile 
device. According to another feature of the invention, a 
WAN includes a plurality of communication systems tied 
together by a WAN based system backbone. A WAN based 
host computer provides updated information regarding the 
most current operating software available via the FTP server 
to all other host computers in the individual systems. AWAN 
based FTP server provides updated mobile terminal operat 
ing software to the FTP server in the individual systems. The 
mobile device operating Software can then be distributed 
quickly to the various mobile devices. 
0013 In accordance with one particular aspect of the 
invention, a wireleSS communication System includes a 
System backbone, a host computer coupled to the System 
backbone, at least one base Station coupled to the System 
backbone, the at least one base Station including a base 
Station transceiver for communicating wirelessly with 
mobile devices within the System, and at least one mobile 
device having a mobile device transceiver for communicat 
ing wirelessly with the host computer on the System back 
bone via the at least one base Station. A method of operation 
includes the Steps of determining whether a version of 
operating Software Stored in the at least one mobile device 
is a current version of the operating Software, and wirelessly 
updating the operating Software Stored in the at least one 
mobile device if it is determined that the operating Software 
Stored in the at least one mobile device is not the current 
version. 

0.014. In accordance with another particular aspect of the 
invention, a wireleSS communication System includes a 
System backbone, a host computer coupled to the System 
backbone, an FTP server coupled to the system backbone, at 
least one base Station coupled to the System backbone, the at 
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least one base Station including a base Station transceiver for 
communicating wirelessly with mobile devices within the 
System, and at least one mobile device having a mobile 
device transceiver for communicating wirelessly with the 
host computer and the FTP server on the system backbone 
via the at least one base Station. A method of operation 
includes the Steps of the host computer requesting from the 
at least one mobile device indicia indicative of a version of 
mobile device operating Software Stored in the at least one 
mobile device, the at least one mobile device transmitting 
the indicia indicative of the version of mobile device oper 
ating Software Stored in the at least one mobile device to the 
host computer, the host computer receiving the indicia 
indicative of the version of mobile device operating Software 
Stored in the at least one mobile device, and the host 
computer determining whether updating of the mobile 
device operating Software is appropriate based on an initial 
comparison in which the indicia indicative of mobile device 
operating Software Stored in the at least one mobile device 
is compared to an indicia of a current version of mobile 
device operating Software Stored in at least one of the host 
computer and the FTP server. 
0015. In accordance with still another aspect of the 
invention, a wireleSS communication System is provided. 
The wireleSS communication System includes a System back 
bone, a host computer coupled to the System backbone, an 
FTP server coupled to the system backbone, at least one base 
Station coupled to the System backbone, the at least one base 
station including a base station transceiver for communicat 
ing wirelessly with mobile devices within the System, at 
least one mobile device having a mobile device transceiver 
for communicating wirelessly with the host computer and 
FTP server on the system backbone via the at least one base 
Station, and wherein the host computer and the at least one 
mobile device are operatively configured to determine 
whether to Selectively update mobile device operating Soft 
ware therebetween based on an initial comparison in accor 
dance with a predetermined criteria indicative of whether 
updating of the mobile device operating Software is appro 
priate, and the FTP server and the at least one mobile device 
are operatively configured to communicate Selectively the 
mobile device operating Software determined to be appro 
priate for updating. 

0016. In accordance with yet another aspect of the inven 
tion, a wireleSS communication System is provided. The 
wireleSS communication System includes a System back 
bone, a host computer coupled to the System backbone, an 
FTP server coupled to the system backbone, at least one base 
Station coupled to the System backbone, the at least one base 
Station including a base Station transceiver for communicat 
ing wirelessly with mobile devices within the System, at 
least one mobile device having a mobile device transceiver 
for communicating wirelessly with the host computer and 
the FTP server on the system backbone via the at least one 
base Station, and a user input for receiving a user Selection, 
and wherein the FTP server and the at least one mobile 
device are operatively configured to communicate Selec 
tively mobile device operating software therebetween based 
on the user Selection. 

0017. To the accomplishment of the foregoing and related 
ends, the invention, then, comprises the features hereinafter 
fully described and particularly pointed out in the claims. 
The following description and the annexed drawings Set 
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forth in detail certain illustrative embodiments of the inven 
tion. These embodiments are indicative, however, of but a 
few of the various ways in which the principles of the 
invention may be employed. Other objects, advantages and 
novel features of the invention will become apparent from 
the following detailed description of the invention when 
considered in conjunction with the drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.018 FIG. 1 is a block diagram of a wireless commu 
nication System in accordance with an exemplary embodi 
ment of the present invention; 
0.019 FIG. 2 is a block diagram of a mobile terminal in 
accordance with the present invention; 
0020 FIG. 3a is a block diagram of a host computer in 
accordance with the present invention; 
0021 FIG. 3b is a block diagram of an FTP server in 
accordance with the present invention; 
0022 FIG. 4 illustrates the contents of a bootptab table 
Stored in memory within the host computer, the bootptab 
table including the internet protocol (IP) addresses and boot 
file package names associated with each mobile terminal in 
the System in accordance with the present invention; 
0023 FIG. 5a illustrates the general format of the pack 
age definition files Stored in memory within the host com 
puter, wherein each package definition file includes infor 
mation identifying operating Software to be used by mobile 
terminals within the System and information indicating the 
version of the operating Software in accordance with the 
present invention; 
0024 FIGS. 5b, 5c and 5d represent exemplary package 
definition files in accordance with the present invention; 
0.025 FIG. 6 is a block diagram of a base station in 
accordance with the present invention; 
0026 FIGS. 7(a)-7(e) represent schematically a process 
in which information packets are exchanged between a 
mobile terminal and the host computer (via a base Station) in 
order to identify and transfer upgraded operating Software in 
accordance with an exemplary embodiment of the present 
invention; 
0027 FIGS. 7(f)-7(i) represent schematically a process in 
which information packets are exchanged between a mobile 
terminal and the FTP server (via a base station) in order to 
download updated operating Software in accordance with an 
exemplary embodiment of the present invention; 
0028 FIGS. 8a and 8b is a system flowchart suitable for 
programming a mobile terminal to request and download 
upgraded operating Software in accordance with the present 
invention; 
0029 FIG. 9 is a system flowchart suitable setting up the 
host computer to respond to the mobile terminal in accor 
dance with the present invention; 
0030 FIG. 10 is a system flowchart suitable for setting 
up the FTP server in accordance with the present invention; 
0.031 FIG. 11 is a system flowchart suitable for program 
ming the mobile terminal and Setting up the host computer 
and FTP server to enable a user to select from among 
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different packages of operating Software available from the 
FTP server in accordance with the present invention; 
0032 FIG. 12 is a block diagram of a WAN based system 
in accordance with the present invention; 
0033 FIG. 13a illustrates the general format of the 
package definition files Stored in memory within the host 
computer, wherein each package definition file includes 
information identifying operating Software to be used by 
mobile terminals within the system and information indi 
cating the version of the operating Software in accordance 
with an alternative embodiment of the present invention; 
0034 FIGS. 13b, 13c and 13d represent exemplary pack 
age definition files in accordance with an alternative 
embodiment of the present invention; 
0035 FIGS. 14(a)-14(h) represent schematically a pro 
ceSS in which information packets are exchanged between a 
mobile terminal and the host computer (via a base Station) in 
order to identify and transfer upgraded operating Software in 
accordance with an alternative embodiment of the present 
invention; 
0036 FIG. 15 is a system flowchart suitable for pro 
gramming a mobile terminal to request and download 
upgraded operating Software from the host computer in 
accordance with an alternative embodiment of the present 
invention; and 
0037 FIG. 16 is a system flowchart suitable setting up 
the host computer to respond to the mobile terminal Seeking 
upgraded operating Software in accordance with an alterna 
tive embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0038. The present invention will now be described with 
reference to the drawings wherein like reference numerals 
are used to refer to like elements throughout. 
0039 AS is mentioned above, the present invention 
relates to wireless (e.g., cellular) communication Systems 
which include mobile devices that can roam from cell to cell. 
Such mobile devices can be data terminals, telephones, 
pagers, etc. In the exemplary embodiment described here 
inafter, each mobile device is a mobile data terminal (here 
inafter “mobile terminal”) used to communicate data Such as 
inventory or the like within a cellular system. However, it is 
recognized that the invention contemplates other types of 
mobile devices and is not intended to be limited to systems 
utilizing mobile terminals. 
0040. Referring now to FIG. 1, a cellular communication 
System 20 is shown in accordance with the exemplary 
embodiment of the present invention. The cellular commu 
nication System 20 includes a network 22 having a System 
backbone 24. The system backbone 24 may be a hardwired 
data communication path made of twisted pair cable, 
Shielded coaxial cable or fiber optic cable, for example, or 
may be wireleSS in nature. Connected to the System back 
bone 24 are several base stations 26. Each base station 26 
Serves as an entrance point through which wireleSS commu 
nications may occur with the System backbone 24. Addi 
tionally, in order to expand the effective communication 
range of the base Stations 26, one or more wireleSS base 
Stations 28 are also included in the cellular communication 
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system 20. AS is conventional, each wireless base station 28 
asSociates itself, typically by registration, with another base 
Station, whether hardwired or wireless, Such that a link is 
formed between itself and other devices situated on the 
system backbone 24. For example, in the system 20 shown 
in FIG. 1 a wireless base station 28 associates itself with one 
of the base stations 26 connected to the system backbone 24 
So that a communication link is formed between the wireleSS 
base station 28 and a host computer 30 also coupled to the 
System backbone 24. All communications between the wire 
less base station 28 and a device on the system backbone 24 
are made possible by the other base Stations on the link 
which are configured to relay communications therebe 
tWeen. 

0041. Each base station 26, 28 is capable of wirelessly 
communicating with other devices in the System 20 via an 
antenna 32. A geographic cell 34 associated with each base 
Station 26, 28 defines a region of coverage in which Suc 
cessful wireleSS communication may occur. Depending on 
the type of antenna 32 Selected and the output power of the 
respective base Station, the cell 34 may take one of Several 
different forms and sizes. For example, FIG. 1 depicts the 
base Stations 26, 28 utilizing an omni-directional antenna 
wherein a generally Spherical cell area of coverage is 
obtained. However, a directed yagi-type antenna or other 
form of antenna could also be used as will be readily 
appreciated. 

0042. The cellular communication system 20 also 
includes one or more mobile terminals 36. Each mobile 
terminal 36 communicates with devices on the System 
backbone 24 via a selected base station 26, 28 and/or with 
other mobile terminals 36. Upon roaming from one cell 34 
to another, the mobile terminal 36 is configured to associate 
itself with a new base Station 26, 28 according to conven 
tional techniques. 

0043. In addition to the host computer 30, a file transfer 
protocol (FTP) server is also coupled to the system back 
bone 24. While the present embodiment depicts an FTP 
server, it will be appreciated that a trivial file transfer 
protocol (TFTP) server could alternatively be used. For 
purposes of this invention and accompanying claims, both 
the FTP server and TFTP server will be generally referred to 
as FTP server 31. As will be described in more detail below, 
the FTP server 31 maintains the most current versions of all 
mobile terminal operating Software. Accordingly, when the 
mobile terminal 36 needs to update its operating Software, 
the mobile terminal 36 downloads the latest Software from 
the FTP server 31. While in the present embodiment the FTP 
server 31 is depicted to be independent of the host computer 
30 it will be appreciated that the FTP 31 server could be 
embedded within the host computer 30. Alternatively, the 
host computer 30 could be programmed to perform the 
functions of the FTP server 31 in which case the FTP server 
31 would not be included in the cellular communication 
System 20. Furthermore, the cellular communication System 
20 may include one or more other devices 37 connected to 
the system backbone 24. Such devices 37 may include work 
terminals, printers, cash registers, etc. 

0044) In the exemplary embodiment, the host computer 
30 is responsible for supporting the network activities of the 
mobile terminals 36 within the system 20. As part of Such 
function, the host computer 30 is responsible for determin 
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ing whether the mobile terminals 36 have the most current 
versions of Software and, if updating is needed, indicating to 
the mobile terminals 36 which operating software needs to 
be updated. When a mobile terminal 36 within the system 
initially powers up (via an on/off Switch for example) or is 
reset, the mobile terminal 36 goes through an initialization, 
or boot-up routine. Such routine includes communicating 
with the host computer 30 via a selected base station 26 in 
order that the host computer 30 provides the mobile terminal 
36 with its internet protocol (IP) address as is conventional. 
In addition, however, just following the boot up routine, or 
at any time thereafter, the host computer 30 requests from 
the mobile terminal indica which identifies which version of 
operating Software the mobile terminal is running. The host 
computer 30 then compares the version of operating Soft 
ware stored within the mobile terminal 36 with the latest 
version of Software known to be available in the FTP server 
31. If the mobile terminal 36 has a different version of 
operating Software Stored as compared to the version cur 
rently available in the FTP server 31, it is assumed that the 
operating software in the FTP server 31 has been upgraded 
Since the last time the mobile terminal 36 has logged on. 
Consequently, host computer 31 transmits a request to the 
mobile terminal 36 requesting the mobile terminal 36 to 
have its operating Software updated. Upon receiving the 
request, the mobile terminal 36 initiates an exchange with 
the FTP server 31 to download the latest version of operating 
Software available. In the event the version of the operating 
Software stored in the FTP server 31 is the same version as 
that which is currently stored in the mobile terminal 36, the 
host computer 30 does not request the mobile terminal 36 to 
update its operating Software. In this manner, needleSS 
downloading of files is avoided. 
0045 Accordingly, when a system operator wishes to 
change the operating Software of one or more mobile 
terminals 36 within the system 20, the system operator loads 
the upgraded software into the FTP server 31 as discussed 
below. Included with each version of operating Software is 
a unique identifier indicative of the particular version. The 
System administrator also updates the host computer to 
correspondingly reflect the modifications to the current 
Software loaded in the FTP server. In particular, the system 
administrator updates the host computer with Sufficient 
information to communicate those fields provided in the 
package definition files discussed below with respect to 
FIGS. 5a-5d. Then, when a mobile terminal 36 is next 
queried by the host computer regarding which version of 
operating Software is being run, the mobile terminal 36 will 
be informed by the host computer 30 that the FTP server 31 
has an upgraded version causing the mobile terminal 36 to 
request that the upgraded operating Software be downloaded 
from the FTP server 31. 

0046 FIG. 2 is a block diagram representing the basic 
Structure of each of the mobile terminals according to the 
exemplary embodiment. Each mobile terminal 36 includes a 
processor 40 which can be programmed to control and to 
operate the various components within the mobile terminal 
36 in order to carry out the various functions described 
herein. The processor 40 may be, for example, an Intel 
80486 or similar type microprocessor. The processor 40 is 
coupled to a user input device 42 which allows a user to 
input data to be communicated to the System backbone 24 
Such as inventory data, patient information, etc. This infor 
mation may be sent to the host computer 30 which serves as 
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a central data location, for example, or to a cash register 
connected to the System backbone 24, as another example, 
for providing price information. Furthermore, the input 
device 42 allows a user to input a Software availability 
request as is discussed in more detail below. The input 
device 42 can include Such items as a keypad, touch Sensi 
tive display, etc. The mobile terminal 36 also may include a 
bar code reader 44 coupled to the processor 40 for providing 
another form of data input. A display 46 is also connected to 
and controlled by the processor 40 via a display driver 
circuit 48. The display 46 Serves as a means for displaying 
information stored within the mobile terminal 36 and/or 
received over the system backbone 24 via a base station 26. 
The display 46 can be a flat panel liquid crystal display with 
alphanumeric capabilities, for example, or any other type of 
display as will be appreciated. 

0047. Each mobile terminal 36 also includes a memory 
50 for storing program code executed by the processor 40 for 
carrying out the functions described herein. In particular, the 
memory 50 includes a non-volatile portion (e.g., an 
EEPROM) for storing mobile terminal operating software 
which is executed by the processor 40 in order to carry out 
the desired operations of the mobile terminal 36. The 
particular operating Software is not critical to the invention 
and it will Suffice to say that Such operating Software 
typically will be related to the application of the mobile 
terminal, e.g., communication protocols, utility programs 
Such as for inventory control, patient care, etc. AS noted 
above, however, it may be desirable at times to upgrade Such 
operating Software with revised and/or completely different 
Software. Thus, the memory 50 also has stored therein code 
which is executed by the processor 40 in order to perform 
the functions described below in relation to FIGS. 7(a)-7(i) 
and FIG. 15 for downloading upgraded software from the 
FTP server 31. The actual code for performing such func 
tions can be easily programmed by a perSon having ordinary 
skill in the art of computer programming in any of a number 
of conventional programming languages based on the dis 
closure herein. Consequently, further detail as to the par 
ticular code itself has been omitted for sake of brevity. 

0.048 AS is described below in more detail in connection 
with FIGS. 7(a)-7(i) and FIG. 15, the processor 40 also 
stores in the memory 50 information relating to the version 
of mobile terminal operating Software Stored therein. The 
processor 40 is programmed to download operating Software 
from the FTP server 31 if the update indicia received from 
the host computer 30 indicates that the FTP server 31 has 
Stored therein more current versions of the operating Soft 
ware. If the processor 40 does download current versions of 
operating Software, the processor 40, in one embodiment, 
goes on to replace the previous operating Software which 
was Stored in the memory 50 with the upgraded operating 
Software obtained from the FTP server 31. 

0049. Each mobile terminal 36 also includes its own RF 
transceiversection 54 connected to the processor 40. The RF 
transceiver section 54 includes an RF receiver 56 which 
receives RF transmissions from a base station 26, 28 via an 
antenna 58 and demodulates the Signal to obtain the digital 
information modulated therein. An example of a suitable RF 
receiver 56 for use in the mobile terminal 36 (as well as the 
base stations 26, 28) is the Model 025 Direct Sequence 

Jan. 5, 2006 

Spread Spectrum Radio Module, which is commercially 
available from Aironet Wireless Communications, Inc. of 
Akron, Ohio. 

0050. The RF transceiversection 54 also includes an RF 
transmitter 60. In the event the mobile terminal 36 is to 
transmit information to the backbone 24 in response to an 
operator input at input device 42 or as part of its boot-up 
routine, for example, the processor 40 forms digital infor 
mation packets which are then delivered to the RF trans 
mitter 60. According to conventional techniques, the RF 
transmitter 60 transmits an RF signal with the information 
packets modulated thereon via the antenna 58 to the base 
station 26 with which the mobile terminal 26 is registered. 
0051 Referring now to FIG. 3a, a block diagram of the 
host computer 30 is provided. The host computer 30 may be 
a personal computer, for example, and includes its own 
processor 64 (e.g., an Intel 80486DX or Pentium(R) proces 
Sor). Coupled to the processor 64 is a memory 66 for storing 
code for controlling the operation of the host computer 30 in 
accordance with the description provided herein. Again, 
based on the description provided herein, a person having 
ordinary skill in the art of computer networks and System 
administration will be able to set up the host computer 30 to 
Support the various operations described herein. Accord 
ingly, additional detail is omitted. The memory 66 may 
include, but certainly is not limited to, a hard disk Storage 
medium. 

0052 The processor 64 is coupled to an input/output 
(I/O) port or device 68 as shown in FIG. 3. The I/O device 
68 may include a floppy disk drive or the like which enables 
a System operator to transfer upgraded mobile terminal 
operating Software into the memory 66 using conventional 
file transfer techniques. The processor 64 is coupled to the 
System backbone 24 by way of a network adaptor trans 
ceiver 70 and connector 72 as is conventional. The host 
computer 30 is able to transmit and receive information over 
the system backbone 24 via the transceiver 70 and connector 
72. 

0053) Referring now to FIG. 3b, a block diagram of the 
FTP server 31 is provided. Similar to the host computer 30, 
the FTP server 31 includes a processor 65 coupled to the 
System backbone 24 through a transceiver 71 and connector 
73. A memory 67 is coupled to the processor 65. As will be 
described in more detail below, the memory 67 is updated 
with the latest version of Software for each of the mobile 
terminals 36. For example, a System administrator may 
install revised versions of software in the memory 67. 
0054 As shown in FIG. 4, the memory 66 of the host 
computer 30 has stored therein a bootptab table. Briefly, the 
bootptab table is maintained by the processor 64 of the host 
computer 30 and is arranged to include an entry for each 
mobile terminal within the system 20. As shown in FIG. 4, 
each entry includes the hardware address of the mobile 
terminal and the corresponding internet protocol (IP) 
address assigned to the mobile terminal. In addition, each 
entry includes a boot file in the form of a package name 
which identifies the particular package of operating Software 
which is to be utilized by the corresponding mobile terminal 
36. 

0055 Also stored in the memory 66 is a collection of 
package definition files as represented in FIGS. 5a-5d. 
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Specifically, the memory 66 includes a different package 
definition file for each particular package name included in 
the bootptab table shown in FIG. 4. FIG. 5a illustrates 
generally the various information fields included in each 
package definition file, whereas FIGS. 5b-5d provide illus 
trative examples of different package definition files. Each 
package definition file includes a version identifier (e.g., 6.2, 
A3, 1.9, etc.) which is a unique identifier of the particular 
version of the operating Software associated with that par 
ticular package name. Each time one or more Software files 
included in the operating Software associated with a given 
package name is added, deleted or modified within the FTP 
Server 31, the version identifier Stored in the package defi 
nition file for that package name is modified to a new, unique 
identifier. The new identifier Stored in the package definition 
files as discussed below is manually entered into the host 
computer 30 by a system administrator or the like, for 
example. 

0056. Each package definition file also includes an indi 
cation of the total memory occupied by the operating 
Software associated with the package name (e.g., 200 
Kbytes, 150 Kbytes, etc.). In addition, each package defi 
nition file includes an indicator which indicates whether the 
operating software which is downloaded from the FTP 
server 31 to the mobile terminal is to be downloaded in a 
“replace” or “fail safe” mode as is discussed in more detail 
below. Each package definition file also includes a list of 
filenames included in the operating Software associated with 
the package name. AS will be appreciated, Such file names 
represent the files that are utilized by the mobile terminal 36 
to carry out its various operations. The actual contents of 
Such files are conventional and are not germane to the 
invention. If, however, any of these files are deleted, added, 
or modified as described above, the version indicator is 
updated in the package definition file by the communication 
received from the FTP server 31 or directly by input from the 
System administrator. 
0057. Furthermore, each package definition file includes 
the mobile terminal path (e.g., the directory path) identifying 
where in the mobile terminal memory 50 the respective files 
represented by the file names are to be Stored. Each package 
definition file also includes an FTP server path (e.g., the 
directory path) indicating where in the FTP server memory 
67 the respective files are stored. The package definition files 
also include information relating to the file type for each of 
the file names identified in the package definition, Such type 
information being useful for facilitating downloading of the 
file as is conventional. For example, the type information 
may indicate that the file is currently Stored in a compressed 
mode and needs to be decompressed upon receipt, etc. 
Finally, the package definition files include information 
relating to whether each of the files represented by the file 
names is to be stored in read only memory (ROM) or 
random access memory (RAM) in the mobile terminal 36. 
0.058 Each time a system administrator updates any 
portion of the operating Software Stored in the memory 67, 
the System administrator also is responsible for assigning a 
new version identifier in the corresponding package defini 
tion file. For example, file names may be added or deleted 
from a package. Alternatively, one or more files may be 
modified. In either case, the operating Software represents a 
new version. Once updated, the System administrator also 
updates the host computer 30 with Sufficient information to 
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produce for the mobile terminals 36 the package definition 
files discussed above with respect to FIGS. 5a-5d. 
0059 Referring now to FIG. 6, a block diagram repre 
Sentative of each base Station 26 is shown. Each base Station 
26 is connected to the System backbone 24 via a connector 
80 Such as a DB-9 or RJ-45 connector. The connector 80 is 
connected to the System backbone 24 at one end and to a 
network adapter transceiver 82 included in the base Station 
26 at the other end. The network adapter transceiver 82 is 
configured according to conventional network adapter trans 
ceiver techniques to allow the base Station 26 to communi 
cate over the system backbone 24. The network adapter 
transceiver 82 is also connected to an internal bus 84 
included within the base station 26. The base station 26 
further includes a processor 86 connected to the bus 84 for 
controlling and carrying out the operations of the base 
station 26. The processor 86 may include any of a variety of 
different microprocessors, such as the Motorola 68360 (25 
MHz) or Intel 80386 microprocessors, for example. 
0060. The base station 26 also includes a memory 88 
connected to the bus 84. The memory 88 stores program 
code executed by the processor 86 to control the other 
elements within the base station 26 to carry out the functions 
referred to herein. The memory 88 also serves to buffer 
information Such as information received over the System 
backbone 24 or those transmitted to or received from the 
mobile terminals 36. Also connected to the bus 24 is an RF 
transceiver Section 90 included in the base Station 26. The 
RF transceiver section 90 includes the aforementioned 
antenna 32 for receiving radio signals from and transmitting 
radio signals to mobile terminals 36 within the cell area 34 
of the base station 26. Information transmitted from a mobile 
terminal 36 to the base station 26 is received via the antenna 
32 and is processed by an RF receiver 92 which demodulates 
and decodes the Signal and converts the information to a 
digital signal. The processor 86 in the base station 26 then 
processes the information according to conventional tech 
niques and stores the information in the memory 88 until 
Such time as the base Station 26 is able to transmit the 
information to its intended destination on the System back 
bone 24 (e.g., the host computer 30) via the network adapter 
transceiver 82 and connector 80. 

0061 Information which is transmitted to the base station 
26 via the System backbone 24 (e.g., from the host computer 
30) for transmission to a mobile terminal 36 is received by 
the network transceiver 82. The processor 86 controls an RF 
transmitter 94 included in the RF transceiversection 90, the 
RF transmitter 94 also being connected to the bus 84. The 
processor 86 causes the RF transmitter 94 to modulate an RF 
Signal using Spread Spectrum techniques, for example, which 
in turn carries the information to the appropriate mobile 
terminal 36. Exemplary hardware for carrying out the above 
described basic functions of transmitting and receiving data 
between the system backbone 24 and one or more mobile 
terminals 36 is found in the ARLAN 631(R) Token Ring 
Access Point, which is commercially available from Aironet 
Wireless Communications, Inc., Akron, Ohio. 

0062 FIGS. 7(a) through 7(h) schematically represent 
the exchange of information between a mobile terminal 36 
and the host computer 30 in accordance with the exemplary 
embodiment of the invention. It will be appreciated that, 
with respect to communications between the mobile termi 
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nal 36 and the host computer 30, the base station 26 to which 
the mobile terminal 36 is registered Serves as an interface 
between the mobile terminal 36 and the host computer 30 as 
is well known in the art. As represented in FIG. 7(a), when 
the mobile terminal 36 undergoes its boot-up initialization 
routine the mobile terminal 36 transmits a Bootp Request 
packet 100 to the host computer 30. The Bootp Request 
packet 100 is a packet which includes a header field 102 
(e.g., Synchronization bits, etc., as is conventional), a hard 
ware address field 103 which holds the hardware address of 
the mobile terminal 36, and a boot request field 104 which 
contains information requesting that the host computer 30 
furnish information relating to the boot-up procedures of the 
mobile terminal 36. The Bootp Request packet 100 is 
generated by the processor 40 within the mobile terminal 36. 

0063 AS is represented in FIG. 7(b), the host computer 
30 receives the Bootp Request packet 100 and, in response, 
the processor 64 generates and transmits a Bootp Response 
packet 110 back to the mobile terminal 36. The Bootp 
Response packet 110 includes a header 111; an IP address 
field 112 containing the IP address of the mobile terminal 36; 
a package name field 113 containing the name of the 
package of operating Software associated with the mobile 
terminal 36; and a boot response information field 114 
containing other conventional information which may be 
asSociated with the boot-up procedures of the mobile ter 
minal 36. 

0.064 More specifically, when the host computer 30 
receives the Bootp Request packet 100 from the mobile 
terminal 36, the processor 64 performs a look-up in the 
bootptab table stored in the memory 66 based on the 
hardware address contained in the hardware address field 
103. Specifically, the processor 64 looks up the entry in the 
bootptab table having the same hardware address. The 
processor 64 then takes the corresponding IP address and 
package name from the bootptab table and includes them in 
the IP address field 112 and package name field 113, 
respectively, of the Bootp Response packet 110 which is 
transmitted to the mobile terminal 36. Communication 
regarding the Software Stored in the mobile terminal 36 may 
now occur by referring to the assigned package name. It will 
be appreciated that while in the present embodiment the boot 
up procedure is shown to generally follow a bootp protocol, 
a dynamic host configuration protocol (DHCP) could alter 
natively be used. Still further, the boot up procedure could 
optionally be avoided altogether by directly/manually input 
ting the needed boot up information into the mobile terminal 
36 including information such as, for example, the IP 
address of the mobile terminal 36 and the name of the server 
with which the mobile terminal 36 is to communicate. 

0065. Following this bootup routine, the host computer 
30 transmits a Version Request Packet 118 to the mobile 
terminal 36 as shown in FIG. 7(c). The host computer 30 
may transmit the Version Request Packet 118 at some 
predetermined time after the bootup routine or may periodi 
cally send a Version Request Packet 118 to the mobile 
terminal 36 at multiple random or preset times, for example. 
The Version Request Packet 118 includes a header 120; a 
package name field 121; and a version request field 122. The 
Version Request Packet 118 requests the mobile terminal 36 
to transmit back to the host computer 30 the current version 
of operating software stored in memory 50 (FIG. 2). 
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0066. In response to receiving the Version Request 
Packet 118 the mobile terminal 36 transmits to the host 
computer 30 a Version Response Packet 124 as shown in 
FIG. 7(d). The Version Response Packet 124 includes a 
header 125; a package name field 126; and a version 
indicator field 127. The version indicator field 127 includes 
the latest version of operating Software corresponding to the 
package name 126 stored in the mobile terminal 36. 
0067. Following receipt of the Version Response Packet 
124, the host computer 30 performs a comparison between 
the version indicator stored in the version indicator field 127 
and the version of the corresponding operating Software 
stored in the FTP server 31. Once the host computer 30 
completes its comparison, the host computer 30 transmits a 
File Name Packet 128 to the mobile terminal 36 as shown in 
FIG. 7(e). The File Name Packet 128 includes a header 129, 
and a comparison result field 133. In the event the compari 
son performed by the host computer 30 showed that the 
version of operating Software Stored in the mobile terminal 
36 is the same as the latest version of corresponding oper 
ating software stored at the FTP server 31, the host computer 
30 includes indicia in the comparison result filed 133 
indicating that no update is needed. In the present embodi 
ment, when the versions are identical, the host computer 30 
includes the version of the operating Software in the com 
parison result field 133. Thus, upon receipt of the File Name 
Packet 128, the mobile terminal 36 is able to discern that no 
additional downloading of operating Software is necessary. 

0068 If, on the other hand, the host computer 30 deter 
mines from its comparison that the version of operating 
Software stored in the mobile terminal 36 does not match the 
version of operating software stored by the FTP server 31, 
the host computer 30 includes in the comparison result field 
133 the file name of the file to be downloaded from the FTP 
server 31. Alternatively, in another embodiment, the com 
parison result field 133 may include the contents of the 
package definition file for the corresponding package name 
(FIGS. 5a-5d). By providing the mobile terminal 36 with 
the contents of the package definition file, the mobile 
terminal 36 is informed not only that updated operating 
Software is to be downloaded, but also the required memory, 
file transfer mode, memory paths, file types, etc. as dis 
cussed above with respect to FIGS. 5a-5d. 

0069. In the event the mobile terminal 36 is informed that 
a download of updated operating Software is needed, the 
mobile terminal 36 downloads the appropriate software from 
the FTP Server 31. 

0070 For example, FIG. 7(f) illustrates a File Request 
Packet 130 which is generated by the mobile terminal 
processor 40 and which includes a header 131 and a file 
request field 132. The file request field 132 includes the file 
name provided from the FTP server 31 which the mobile 
terminal 36 is to download. 

0071. The mobile terminal 36 transmits the File Request 
Packet 130 to the FTP server 31 as represented in FIG. 7(f), 
and in response the FTP server 31 forms a File Packet 134 
which is transmitted back to the mobile terminal 36. The File 
Packet 134 includes a header 135 and a file field 136. The 
file field 136 includes one or more files associated with the 
file name requested in the file request field 132. Conse 
quently, the files are downloaded to the mobile terminal 36 
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where each of the files are, for example, flashed into the 
memory 50 (FIG. 2) and stored for use in the operations of 
the mobile terminal. 

0.072 In an alternative embodiment of the present inven 
tion where, for example, the host computer 30 returns a 
package definition packet 128 to the mobile terminal 36 in 
FIG. 7(e) as opposed to a file name, the mobile terminal 36 
begins the process of Sequentially Stepping through each file 
name listed in the package definition file and transmitting a 
request that the FTP server 31 transfer the actual file so that 
it may be downloaded and stored in the mobile terminal 36. 
Next, the mobile terminal 36 generates and transmits 
another File Request Packet 130 requesting that the next file 
included in the list of file names in the package definition 
field 126 be downloaded to the mobile terminal 36. Simi 
larly, the FTP server 31 responds by transmitting another 
File Packet 134 including the contents of the file named in 
the file request field 132. Such sequential exchange of file 
requests and the transfer of files between the mobile terminal 
36 and the FTP server 31 continues as represented in FIGS. 
7(f)-7(i) until the mobile terminal has requested and received 
each of the files named in the Package Definition Packet 
received in the comparison result field 133. Depending on 
the particular file transfer protocol utilized within the SyS 
tem, the file request field 132 may also have such informa 
tion as the location at which the particular file is Stored in the 
FTP server 31, etc., as obtained from the package definition 
table 126. However, it will be appreciated that the actual file 
transfer protocol utilized in accordance with the present 
invention can be any well known transfer protocol and is not 
limited to any particular one. 
0073. Accordingly, it will be appreciated that files from 
the FTP server 31 will not be downloaded to a mobile 
terminal 36 until and unless it has been determined by the 
host computer 30 that a new version of mobile terminal 
operating software exists in the FTP server 31. In the event 
it is determined that a new version exists, every file corre 
sponding to a file name or package name is downloaded 
regardless of whether only one file or more than one of the 
files associated with the file name has been changed, added 
and/or deleted. 

0.074 AS explained above, when using the package defi 
nition file the amount of memory which the mobile terminal 
will need in order to download all of the files listed in the 
package definition file and the mode of replacing the infor 
mation in the mobile terminal is provided to the mobile 
terminal by the host computer 30. More particularly, there 
are two exemplary modes in which the mobile terminal 36 
may download the new version of the mobile terminal 
operating Software to replace an old version. One method is 
known as the replace mode, and the Second method is known 
as the fail Safe mode. If the information in the package 
definition file indicates that the mobile terminal 36 should be 
operating in the replace mode, then anytime there is a new 
version of operating software to be downloaded the mobile 
terminal 36 is programmed to discard immediately the old 
version of each file prior to downloading the package of new 
files. The disadvantage of the replace mode is that it is 
possible that the mobile terminal 36 will fail such as, for 
example, run out of memory Space, experience an RF link 
failure or host computer failure, etc., prior to receiving all of 
the files of the new version. In this case, the mobile terminal 
will not have a complete copy of either the old or new 
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versions. In the fail safe mode, however, all files in the old 
version remain Saved in the mobile terminal memory until 
all files belonging to the new version have been downloaded 
successfully. Only after all of the files belonging to the new 
version have been received does the mobile terminal 36 
discard the old version of the files. Thus, the mobile terminal 
36 has the ability to operate using the old version in the event 
of a problem in downloading the new version. The disad 
Vantage is that the fail Safe mode requires more memory in 
the mobile terminal 36 as compared to the replace mode. 
0075 FIG. 8(a) illustrates the basic operation of the 
mobile terminal 36 in accordance with the procedures 
described above. Beginning in step 150, the processor 40 
within the mobile terminal 36 initiates its own internal 
boot-up routine upon being powered up and/or reset as is 
conventional. Next, in step 152 the processor 40 generates 
and transmits a Bootp Request Packet 100 to the host 
computer 30 as represented in FIG. 7(a). Following step 
152, the processor 40 determines in step 154 whether a 
Bootp Response Packet 110 is received back from the host 
computer 30 within a predetermined response period (e.g., 
five seconds). If not, the processor 40 returns to step 152 and 
retransmits the Bootp Request Packet 100. If the Bootp 
Response packet 110 is received by the processor 40 in step 
154 as illustrated in FIG. 7(b), the processor 40 proceeds to 
step 156 in which it determines whether a Version Request 
Packet 118 has been received from the host computer 30 as 
illustrated in FIG. 7(c). If no Version Request Packet 118 is 
received, the processor 40 proceeds to step 157 where it 
begins or continues operations in accordance with the oper 
ating software currently loaded therein. Following step 157, 
the processor 40 returns to step 156 to again determine if the 
Version Request Packet 118 has been received. 
0076). If the Version Request Packet 118 has been 
received, then the processor 40 continues to step 158 
wherein the processor 40 transmits to the host computer 30 
the Version Response Packet 124 as illustrated in FIG. 7(d). 
Following step 158, the processor determines in step 159 
whether a File Name Packet 128 has been received from the 
host computer 30 in response to the Version Response 
Packet 124 within a predetermined response period (e.g., 
five seconds). If not, the processor 40 returns to step 158 and 
retransmits the Version Response Packet 124. 
0077. Upon determining that a File Name Packet 128 has 
been received in step 159, the processor 40 in step 160 
determines whether the host computer 30 has requested the 
mobile terminal 36 to receive updated operating Software. 
As discussed above, the processor 40 of the mobile terminal 
36 knows that a request to obtain updated operating Software 
is made in those instances where the host computer 30 
includes a file name in the comparison result field 133 as 
illustrated in FIG. 7(e). Similarly, the processor 40 knows if 
host computer 30 has not requested that an updated be made 
if the processor 40 finds only indicia representative of the 
version of its operating Software in the comparison result 
field 133. Accordingly, if, the processor 40 determines that 
the host computer 30 has not requested that any updates of 
the mobile terminal 36 operating software be made, it is 
concluded that the mobile terminal 36 will operate on the 
existing mobile terminal operating Software Stored therein 
and the processor proceeds to Step 162. In Step 162, the 
mobile terminal 36 continues normal operation with the 
operating Software loaded thereon. 
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0078. In the event the processor 40 determines in step 
160 that the host computer 30 has requested that updated 
operating Software be downloaded, the processor 40 contin 
ues to step 164 in which it stores in the memory 50 (FIG. 
2) the file name to be downloaded. The processor 40 then 
proceeds to step 166 in which it transmits a File Request 
Packet 130 as represented in FIG. 7(f) to the FTP server 31 
in order to request that the files associated with the file name 
be transferred from the FTP server 31 to the mobile terminal 
36. Next, in step 168 the processor 40 determines if a 
corresponding File Packet 134 containing the requested files 
is received back from the FTP server 31 within a predeter 
mined response period (e.g., five Seconds). If not, the 
processor 40 proceeds to step 170 in which it retransmits the 
Same file request previously transmitted in Step 166. The 
processor 40 then returns to step 168 as shown. 
0079 If the File Packet 134 is received by the processor 
40 as determined in step 168 and as represented in FIG. 7(f), 
the processor 40 proceeds to step 172. In step 172 the 
processor 40 stores each file contained in the file field 136 
in the mobile terminal memory 50 by, for example, flashing 
the memory with the updated files. Thereafter, the processor 
40 proceeds from step 172 to step 162 mentioned above and 
ends the update procedure. 
0080 Regarding steps 154, 156, 159 and 168 discussed 
above, it will be appreciated that the processor 40 preferably 
is programmed to retransmit a respective packet only a 
predetermined number of times (e.g., five), and to terminate 
the routine in the event a response Still is not received. This 
avoids the mobile terminal becoming hung up due to a 
System failure. In Such case, the processor 40 allows the 
mobile terminal 36 to continue to operate with the existing 
version of Software stored therein. 

0081 Referring now to FIG. 9, the operation of the host 
computer 30 is illustrated during the boot-up routine of the 
mobile terminal 36. Beginning in step 200, the host com 
puter processor 64 determines if a Bootp Request Packet 100 
has been received from a mobile terminal 36 as represented 
in FIG. 7(a). If not, the processor 64 continues to loop 
through step 200. If a Bootp Request Packet 100 is received, 
the processor 64 proceeds to step 202 in which the processor 
64 transmits a Bootp Response Packet 110 in response as 
represented in FIG. 7(b). Next, in step 203, the processor 64 
transmits a Version Request Packet 118 to the mobile 
terminal 36 as illustrated in FIG. 7(c). In the present 
embodiment, the Version Request Packet 118 is transmitted 
at a predetermined period of time of 10 Seconds following 
the boot-up procedure. However, it will be appreciated that 
the Version Request Packet 118 may be transmitted at one or 
more different times following boot-up. For example, the 
processor 64 may be configured to transmit a Version 
Request Packet 118 following boot-up and following each 
update of operating Software. 
0082 Next, in step 204 the processor 64 determines if the 
host computer 30 receives a Version Response Packet 124 
within a predetermined period of time (e.g., five Seconds). If 
not, the processor 64 returns to step 200. Otherwise, upon 
receiving the Version Response Packet (as represented in 
FIG. 7(c)), the processor 64 proceeds from step 204 to step 
205. 

0.083. In step 205, the processor 64 of the host computer 
30 does a comparison of the version identifier of operating 
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Software provided from the mobile terminal 36 with the 
version identifier of the corresponding Software Stored in the 
FTP server 31. If the versions are the same, the processor 64 
stores in the comparison result field 133 of the File Name 
Packet 128 the current version number of the operating 
Software being run by the mobile terminal 36 so as to 
indicate to the mobile terminal 36 that no further download 
ing of Software is needed. If, however, the versions are 
different, the processor 64 Stores in the comparison result 
field 133 File Name of the packet to be downloaded from the 
FTP server 31. Next, in step 205, the processor 64 transmits 
back to the mobile terminal 36 the File Name Packet 128 
having the appropriate contents filled into the comparison 
result field 133 so as to either request or not request that the 
mobile terminal download updated, modified, or new oper 
ating software from the FTP server 31. 
0084. Those having ordinary skill in the art will appre 
ciate that steps 200 and 202 in FIG. 9 can be carried out by 
a Bootp Server (not shown) included in the host computer 
30. 

0085 Throughout the routine described with respect to 
FIG. 9, the processor 64 of the host computer 30 continually 
determines whether any Software has been updated in the 
FTP server 31 and if so, the host computer 30 immediately 
updates its memory 66. 
0086) Referring now to FIG. 10, the operations of the 
FTP server 31 is provided. In step 209, the processor 65 
determines whether a file request packet as illustrated in 
FIG. 7(f) has been received from a mobile terminal. If no file 
request packet is received, the processor 65 returns to Step 
209. If, however, a file request packet is received, the 
processor 65 proceeds to step 210 where the processor 65 of 
the FTP server 31 transmits a File Packet 134 as illustrated 
in FIG. 7(g) to the mobile terminal 36. In this manner, the 
mobile terminal 36 is able to download the updated oper 
ating Software. If multiple file request packets are Sent by the 
mobile terminal 36, the processor 65 will service each 
request during a repetition of steps 209 and 210. It will be 
appreciated, that while steps 209-210 are shown to be 
carried out by an independently operating FTP server 31, the 
FTP server 31 could be included within the host computer 30 
or the host computer 30 could itself carry out all of the 
functions of the FTP server 31. 

0087. Referring now to FIG. 11, an aspect of the inven 
tion whereby a mobile terminal user may selectively down 
load operating software from the FTP server 31 will be 
explained. Such aspect allows the mobile terminal user to 
input via the user input device 42 (FIG. 2) a selection of 
available packages of Software which may be downloaded 
from the FTP server 31. The available software packages are 
displayed on the display 46, and the user presses a key on the 
input device 42 corresponding to the desired package. The 
mobile terminal 36 and the FTP server 31 are programmed 
to exchange the appropriate files and file information auto 
matically as described below. 
0088 More specifically, beginning in step 250 the pro 
cessor 40 of the mobile terminal 36 is programmed to 
determine if the user inputs a request for available Software. 
Such a request can be a predefined Selection of one or more 
keys on the user input device 42. Until Such time as the user 
inputS Such a request, the processor 64 continues to loop 
through Step 250. Upon receiving Such a request as deter 
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mined in step 250, the processor 40 proceeds to step 252 in 
which the processor 40 transmits a request packet to the host 
computer 30 requesting that the host computer 30 transmit 
a list of the package names corresponding to the package 
definition files stored in the memory 66. In response to the 
request packet the host computer processor 64 is pro 
grammed to generate a list of the package names (e.g., 
Package A, Package B, etc.) and transmit the list to the 
mobile terminal 36. 

0089. Following step 252, the processor 40 determines in 
Step 254 whether the list of package names has been 
received from the host computer 30 within a predetermined 
time (e.g., five Seconds). If not, the processor 40 returns to 
Step 252 and retransmits the request packet. Otherwise, upon 
receiving the list of package names as determined in Step 
254, the processor 40 proceeds to step 256 in which it 
displays on the display 46 the list of package names received 
from the host computer 30. In addition, the processor 40 
prompts the user via the display 46 to Select the desired 
package name. Such Selection may be made by the user by 
pressing keys on the input device 42 identified on the display 
as corresponding to the respective possible Selections, for 
example, or alternatively cursor keys and other input tech 
niques could also be used. 
0090. Upon receiving the user selection in step 256, the 
processor 40 proceeds to step 258 in which the processor 40 
forms and transmits to the host computer 30 a Version 
Response Packet 124 of the same format represented in FIG. 
7(d). Included in the package name field 126 is the package 
name selected by the user in step 256. The host computer 
processor 64 is Set up to receive the Version Response 
Packet 124 and transmit in response a File Name Packet 128 
of the same format represented in FIG. 7(e). In particular, 
when an unsolicited version response packet is received by 
the host computer 30, the processor 64 includes in the 
comparison result field 133 of the File Name Packet 128 the 
contents of the package definition file as shown in FIGS. 
5a-5d. In step 260, the mobile terminal processor 40 deter 
mines whether a package definition packet 124 has been 
received within a predetermined response period (e.g., five 
seconds). If not, the processor 40 returns to step 258 in 
which the Version Response Packet 124 is retransmitted to 
the host computer 30. 

0091. On the other hand, if the package definition packet 
124 is received as determined in step 260, the processor 40 
proceeds to step 262 in which it downloads the files corre 
sponding to the Selected package name. Specifically, in Step 
262 the mobile terminal 36 and the FTP server 31 exchange 
File Request Packets 130 and File Packets 134 in the same 
manner as is described above in relation to FIGS. 8, 9 and 
10. AS a result, the files corresponding to the package name 
selected by the user are downloaded to the mobile terminal 
36. Thus, the present invention provides considerable user 
flexibility in determining software to be downloaded. 

0092 Referring now to FIG. 12, a wide area network 
(WAN) 295 is shown in accordance with another aspect of 
the invention. The WAN 295 in the exemplary embodiment 
includes a plurality of local area network (LAN) communi 
cation systems 20 of the type shown in FIG. 1, the respec 
tive systems being identified as 20A and 20B in FIG. 11. 
The WAN 295 includes a WAN based system backbone 296 
to which the host computer 30 in each of the systems 20A 
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and 20B is connected. The system backbone 296 may be any 
conventional internet connection, whether hardwired and/or 
wireless. Also connected to the system backbone 296 is a 
WAN host computer 297 for carrying out host computer 
activities on the WAN 295 and a WAN FTP Server 298 for 
carrying out FTP server activities on the WAN 295. 
0093. By virtue of the WAN host computer 297 and WAN 
FTP server 298 being linked to the host computers 30 and 
FTP server 31 in each of the systems 20A and 20B, it is 
possible to perform global Software upgrades. Specifically, 
the WAN host computer 297 can broadcast to each host 
computer 30, via the system backbone 296, an updated 
Package Definition table (FIG. 5) and the WAN FTP server 
298 can broadcast the updated mobile terminal operating 
Software relating to the Package Definition table. The host 
computer 30 in each system 20A and 20B replaces the 
previous Package Definition table previously stored in its 
memory with the new table and files. Thus, the next time the 
mobile terminals 36 in the respective systems 20A and 20B 
boots up or otherwise attempts to download a new version 
of operating Software, information concerning the available 
Software will be available by the host computer 30 and the 
Software itself will be available in the FTP server 31. 
Consequently, entire networks can be updated quickly and 
uniformly. It will be appreciated, that while the WAN 295 is 
shown to include the WAN FTP server 298, the WAN FTP 
server 298 could be included in the WAN host computer 297 
or the WAN host computer could be configured to perform 
the functions of the WAN FTP server 298. In such a case, the 
WAN host computer 297 would communicate with the host 
computerS 30 in the respective Systems and, if there was also 
FTP servers 31 in the systems, the WAN host computer 297 
would also communicate the appropriate information 
thereto. 

0094. Although certain preferred embodiments have been 
described above, it will be appreciated that alterations, 
modifications, and equivalents thereto are deemed part of 
the invention. For example, the present embodiment has 
been described with respect to the host computer 30 com 
paring the version of operating Software it currently has 
stored within its memory with the version of software stored 
in the mobile terminal 36, and if the mobile terminal 36 has 
a different version of operating Software Stored within, the 
host computer 30 requests the mobile terminal 36 to down 
load an upgraded version of the operating Software from the 
FTP server 31. However, it will be appreciated that the 
mobile terminal 36 can make the comparison of the oper 
ating software within to that stored in the host computer 30 
or FTP server 31 based on version information provided by 
the host computer 30 in the Bootp Response packet, for 
example. If the mobile terminal 36 determines the host 
computer 30 and/or FTP server 31 has a different version of 
operating software than the mobile terminal 36, the mobile 
terminal 36 can make the determination to upgrade the 
operating Software of the and transmit to a File Request 
packet to the FTP server 31 to receive an upgraded version 
of the Software. 

0.095 With respect to FIGS. 7-10 above, the host com 
puter 30 is shown to initiate a Software upgrade at Some 
point following the mobile terminal boot-up routine. In an 
alternative embodiment of the present invention described 
below, however, it will be appreciated that the mobile 
terminal may initiate the Software upgrade by communicat 
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ing with the host computer at any time during or after the 
mobile terminal boot-up routine. Further, in the alternative 
embodiment described below, the operating Software is said 
to be stored in the host computer 30. However, it will be 
appreciated that the operating Software could be Stored in the 
FTP server 31 as discussed above. 

0096 Referring initially to FIG. 13a-13a, the package 
definition files for the present embodiment are depicted. The 
package definition files are stored in the memory 66 (FIG. 
3a) of the host computer 30. FIG. 13a illustrates generally 
the various information fields included in each package 
definition file, whereas FIGS. 13b-13d provide illustrative 
examples of different package definition files. Each of the 
fields of the package definition file shown in FIGS. 13a-13a 
are substantially similar to that described above with respect 
to the package definition file shown in FIGS. 5a-5d except 
with respect to the path in memory as to where each file is 
Stored. Accordingly, discussion related to the Similar fields 
are not again provided for sake of brevity. With respect to the 
path information, in the present embodiment each of the 
operating Software files are Stored in the host computer 
memory 66 and not the FTP server memory 67 as discussed 
in the previous embodiment. Thus, as shown in FIGS. 
13a-13a, the path field of each package definition file 
includes the host computer path (e.g., the directory path) 
indicating where in the host computer memory 66 the 
respective files are stored. This is represented by the “Host 
Path field shown in FIG. 13a. 

0097 FIGS. 14(a) through 14(h) schematically represent 
the exchange of information between a mobile terminal 36 
and the host computer 30 in accordance with an alternative 
embodiment of the invention. It will be appreciated that, 
with respect to communications between the mobile termi 
nal 36 and the host computer 30, the base station 26 to which 
the mobile terminal 36 is registered Serves as an interface 
between the mobile terminal 36 and the host computer 30 as 
is well known in the art. As represented in FIG. 14(a), when 
the mobile terminal 36 undergoes its boot-up initialization 
routine the mobile terminal 36 transmits a Bootp Request 
packet 300 to the host computer 30. The Bootp Request 
packet 300 is a packet which includes a header field 302 
(e.g., Synchronization bits, etc., as is conventional), a hard 
ware address field 303 which holds the hardware address of 
the mobile terminal 36, and a boot request field 304 which 
contains information requesting that the host computer 30 
furnish information relating to the boot-up procedures of the 
mobile terminal 36. The Bootp Request packet 300 is 
generated by the processor 40 within the mobile terminal 36. 

0.098 As is represented in FIG. 14(b), the host computer 
30 receives the Bootp Request packet 300 and, in response, 
the processor 64 generates and transmits a Bootp Response 
packet 310 back to the mobile terminal 36. The Bootp 
Response packet 310 includes a header 311; an IP address 
field 312 containing the IP address of the mobile terminal 
36; a package name field 313 containing the name of the 
package of operating Software associated with the mobile 
terminal 36; and a boot response information field 314 
containing other conventional information which may be 
asSociated with the boot-up procedures of the mobile ter 
minal 36. 

0099 More specifically, when the host computer 30 
receives the Bootp Request packet 300 from the mobile 
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terminal 36, the processor 64 performs a look-up in the 
bootptab table stored in the memory 66 based on the 
hardware address contained in the hardware address field 
303. Specifically, the processor 64 looks up the entry in the 
bootptab table having the same hardware address. The 
processor 64 then takes the corresponding IP address and 
package name from the bootptab table and includes them in 
the IP address field 312 and package name field 313, 
respectively, of the Bootp Response packet 310 which is 
transmitted to the mobile terminal 36. 

0100. Upon receiving the Bootp Response Packet 310, 
the mobile terminal 36 as represented in FIG. 14(c) trans 
mits a Package Request Packet 318 to the host computer 30. 
The Package Request Packet 318 includes a header field 
320, a package name field 321; and a package request 
information field 322 for any other conventional information 
which is utilized in a given System. Notably, the package 
name field 321 includes the package name previously 
received in the Bootp Response Packet 310 as represented in 
FIG. 14(b). The mobile terminal processor 40 temporarily 
Stores the package name received in field 313 and generates 
the Package Request Packet 318 with the package name 
included in field 321. The purpose of the Package Request 
Packet 318 is to prompt the host computer 30 to transmit 
back to the mobile terminal 36 a Package Definition Packet 
which includes the contents of the package definition file 
(FIG. 13a-13a) for the particular package name. More 
particularly, upon receiving the Package Request Packet 318 
the host computer processor 64 takes the package name 
included in the package name field 321 and uses the package 
name to access the corresponding package definition file 
stored in the memory 66. 
0101 Specifically, the processor 64 forms a Package 
Definition Packet 324 as represented in FIG. 14(d). The 
packet 324 includes a header 325 and a package definition 
field 326. The packet definition field 326 includes all of the 
information in the package definition file for the particular 
package name identified in the field 321. In particular, the 
package definition field 326 includes the version identifier 
and the list of file names together with the previously 
described information relating to the required memory, file 
transfer mode, memory paths, file types, etc. The host 
computer 30 then transmits the Package Definition Packet 
324 to the mobile terminal 36 as represented in FIG. 14(d). 
0102. Upon receiving the Package Definition Packet 324, 
the mobile terminal processor 40 initially compares the 
version identifier included in the package definition field 326 
with the version identifier previously stored by the processor 
40 the last time the mobile terminal downloaded files from 
the host computer 30. If the versions are identical, then the 
mobile terminal 36 concludes that no upgrades or revisions 
have been performed to the files included in the respective 
package. If the versions are different, then the mobile 
terminal 36 stores the information from the Package Defi 
nition Packet 324 and then begins the process of Sequentially 
Stepping through each file name listed in the package 
definition file in the package definition field 326 and trans 
mitting a request that the host computer 30 transfer the 
actual file so that it may be downloaded and stored in the 
mobile terminal 36. For example, FIG.14(e) illustrates a file 
request packet 330 which is generated by the mobile termi 
nal processor 40 and which includes a header 331 and a file 
request field 332. The file request field 332 includes the 
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name of the next file which the mobile terminal 36 requests 
to be downloaded from the host computer 30 to the mobile 
terminal 36. Depending on the particular file transfer pro 
tocol utilized within the system, the file request field 332 
may also have Such information as the location at which the 
particular file is Stored in the host computer 30, etc., as 
obtained from the package definition table 326. However, it 
will be appreciated that the actual file transfer protocol 
utilized in accordance with the present invention can be any 
well known transfer protocol and is not limited to any 
particular one. 
0103) The mobile terminal 36 transmits the file request 
packet 330 to the host computer 30 as represented in FIG. 
14(e), and in response the host computer 30 forms a file 
packet 334 which is transmitted back to the mobile terminal 
36. The file packet 334 includes a header 335 and a file field 
336. The file field 336 includes the contents of the file named 
in the file request field 332. Consequently, the file is down 
loaded to the mobile terminal 36 where it is stored for use 
in the operations of the mobile terminal. Next, the mobile 
terminal 36 generates and transmits another file request 
packet 330 requesting that the next file included in the list of 
file names in the package definition field 326 be downloaded 
to the mobile terminal 36. Similarly, the host computer 30 
responds by transmitting another file packet 334 including 
the contents of the file named in the file request field 332. 
Such Sequential eXchange of file requests and the transfer of 
files between the mobile terminal 36 and the host computer 
30 continues as represented in FIGS. 14(g)-14(h) until the 
mobile terminal has requested and received each of the files 
named in the package definition file received in the package 
definition field 326. 

0104. Accordingly, it will be appreciated that files from 
the host computer 30 will not be downloaded to a mobile 
terminal 36 until and unless it has been determined that a 
new version of mobile terminal operating Software exists in 
the host computer 30. In the event it is determined that a new 
version exists, every file identified in the package definition 
file for the corresponding package name is downloaded 
regardless of whether only one file or more than one file has 
been changed, added and/or deleted in the package. 
0105 FIGS. 15a and 15b illustrate the basic operation of 
the mobile terminal 36 in accordance with the alternative 
embodiment described above with respect to FIGS. 14(a)- 
14(h). Beginning in step 350, the processor 40 within the 
mobile terminal 36 initiates its own internal boot-up routine 
upon being powered up and/or reset as is conventional. 
Next, in step 352 the processor 40 generates and transmits 
a Bootp Request Packet 300 to the host computer 30 as 
represented in FIG. 14(a). Following step 352, the processor 
40 determines in step 354 whether a Bootp Response Packet 
310 is received back from the host computer 30 within a 
predetermined response period (e.g., five Seconds). If not, 
the processor 40 returns to step 352 and retransmits the 
Bootp Request Packet 300. If the Bootp Response packet 
310 is received by the processor 40 in step 354 as illustrated 
in FIG. 14(b), the processor 40 proceeds to step 356 in 
which it transmits the Package Request Packet 318 to the 
host computer 30 as represented in FIG. 14(c). Following 
step 356, the processor determines in step 358 whether a 
Package Definition Packet 324 has been received from the 
host computer 30 in response to the Package Request Packet 
318 within a predetermined response period (e.g., five 
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seconds). If not, the processor 40 returns to step 356 and 
retransmits the Package Request Packet 318. 

0106 Upon determining that a Package Definition Packet 
324 has been received in step 358 (as represented in FIG. 
14(d)), the processor 40 in step 360 compares the version 
indicator included in the Package Definition Packet 14(d) 
with the version indicator the processor 40 previously stored 
in the memory 50 the last time the mobile terminal operating 
Software was downloaded. If, based on Such comparison, the 
processor 40 determines that the versions are the Same, the 
processor 40 proceeds to step 362 in which it is concluded 
that the mobile terminal 36 will operate on the existing 
mobile terminal operating Software Stored therein Since there 
have been no changes to the operating Software. In Step 362, 
the mobile terminal 36 completes any other conventional 
boot-up procedures. 

0107. In the event the processor 40 determines in step 
360 that the host computer 30 has a new version of the 
operating Software based on a difference between the Ver 
sion indicators, the processor 40 continues to step 364 in 
which it stores in the memory 50 (FIG. 2) the contents of the 
package definition field 326. The processor 40 then proceeds 
to step 366 in which it transmits a file request packet 330 as 
represented in FIG. 14(e) in order to request that the first file 
named in the package definition file included in the package 
definition field 326 be transferred from the host computer 30 
to the mobile terminal 36. Next, in step 368 the processor 40 
determines if a corresponding file packet 334 containing the 
requested file is received back from the host computer 30 
within a predetermined response period (e.g., five seconds). 
If not, the processor 40 proceeds to step 370 in which it 
retransmits the same file request previously transmitted in 
step 366. The processor 40 then returns to step 368 as 
shown. 

0108). If the file packet 334 is received by the processor 
40 as determined in step 368 and as represented in FIG. 
14(f), the processor 40 proceeds to step 372. In step 372 the 
processor 40 stores the file contained in the file field 336 in 
the mobile terminal memory 50 according to the appropriate 
mode (e.g., replace or fail Safe) and in the location specified 
by the information previously obtained in the package 
definition field 326. Thereafter, the processor 40 proceeds to 
step 374 in which it determines if there are more files to be 
downloaded from the host computer 30. Specifically, the 
processor 40 determines whether there exists any more files 
in the list of file names provided in the package definition 
field 326 which have not yet been downloaded. If additional 
files exist, the processor 40 proceeds from step 374 back to 
step 366 in which the processor 40 transmits a file request 
packet 330 requesting that the next file in the list be 
downloaded (e.g., FIG. 14(g)). In the event the last file has 
already been transferred as determined in step 374, the 
downloading of the new version of the operating Software is 
complete. Hence, the processor 40 proceeds from step 374 
to step 362 mentioned above. 
0109) Regarding steps 354,358 and 368 discussed above, 

it will be appreciated that the processor 40 preferably is 
programmed to retransmit a respective packet only a pre 
determined number of times (e.g., five), and to terminate the 
routine in the event a response Still is not received. This 
avoids the mobile terminal becoming hung up due to a 
System failure. In Such case, the processor 40 allows the 
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mobile terminal 36 to continue to operate with the existing 
version of Software stored therein. 

0110 Referring briefly to FIG. 16, the operation of the 
host computer 30 is illustrated during the boot-up routine of 
the mobile terminal 36. Beginning in step 400, the host 
computer processor 64 determines if a Bootp Request Packet 
300 has been received from a mobile terminal 36 as repre 
sented in FIG. 14(a). If not, the processor 64 continues to 
loop through step 400. If a Bootp Request Packet 300 is 
received, the processor 64 proceeds to step 402 in which the 
processor 64 transmits a Bootp Response Packet 310 in 
response as represented in FIG. 14(b). Next, in step 404 the 
processor 64 determines if the host computer 30 receives a 
Package Request Packet 318 within a predetermined period 
of time (e.g., five Seconds). If not, the processor 64 returns 
to step 400. Otherwise, upon receiving the Package Request 
Packet 318 (as represented in FIG. 14(c)), the processor 64 
proceeds from step 404 to step 406. In step 406 the processor 
64 transmits back to the mobile terminal 36 the package 
definition packet 324 corresponding to the package name 
included in the Package Request Packet 318 as represented 
in FIG. 14(d). 
0111. Following step 406, the processor 64 determines in 
step 408 whether a file request packet 330 is subsequently 
received from the mobile terminal 36 within a predeter 
mined period of time (e.g., five Seconds). If not, the proces 
sor 64 returns to step 400. If a file request packet 330 is 
received as represented in FIG. 14(e), the processor 64 
proceeds to step 410 in which the processor 64 transmits the 
requested file to the mobile terminal 36 in a file packet 334 
(FIG. 14(f)). Following step 410, the processor 64 returns to 
step 408 to await a file request for another file. In this 
manner, the host computer 30 and a mobile terminal 36 
requiring a new version of operating Software will eXchange 
file request packets 330 and file packets 334 until all of the 
files have been downloaded to the mobile terminal 36. 

0112 Those having ordinary skill in the art will appre 
ciate that steps 400 and 402 in FIG. 16 can be carried out 
by a Bootp server (not shown) included in the host computer 
30. Steps 404-410 may be carried out separately by an FTP 
server (not shown) which also is included in the host 
computer 30. 

0113 Although the invention has been shown and 
described with respect to certain preferred embodiments, it 
is obvious that equivalents and modifications will occur to 
otherS Skilled in the art upon the reading and understanding 
of the Specification. For example, the alternative embodi 
ment has been described with respect to the mobile terminal 
36 comparing the version of operating Software it currently 
has stored within its memory with the version of software 
stored in the host computer 30; and if the mobile terminal 36 
has a different version of operating Software Stored within, 
it issues a request to the host computer 30 to transmit to the 
mobile terminal 36 an upgraded version of the operating 
Software. However, it will be appreciated that the host 
computer 30 can make the comparison of the operating 
Software within to that stored in the mobile terminal 36 
based on version information provided by the mobile ter 
minal 36 to the host computer 30 in the Bootp Request 
packet, for example. If the host computer 30 determines the 
mobile terminal 36 has a different version of operating 
Software than the host computer 30, the host computer 30 

Jan. 5, 2006 

can make the determination to upgrade the operating Soft 
ware of the mobile terminal 36 and transmit to the mobile 
terminal 36 an upgraded version of the Software. 
0114. Furthermore, the file transfer protocol utilized in 
any of the embodiments of the present invention for trans 
ferring files between the mobile terminal and the host 
computer is not limited to any particular file transfer proto 
col. Any of a variety of known protocols such as TASP, FTP 
and TFTP can be used without departing from the scope of 
the invention. 

0115 The present invention includes all such equivalents 
and modifications, and is limited only by the Scope of the 
following claims. 

1. In a wireleSS communication System, a method of 
operation comprising the Steps of 

Storing a version of operating Software that provides 
instruction code in at least one mobile device; the 
operating Software, when executed, allowing the at 
least one mobile device to carry out its intended func 
tion; 

wirelessly updating the operating Software Stored in the at 
least one mobile device if it is determined that the 
operating Software Stored in the at least one mobile 
device is not the current version. 

2. The method of claim 1, wherein the step of determining 
includes the Steps of: 

a host computer requesting from the at least one mobile 
device indicia indicative of a version of mobile device 
operating Software Stored in the at least one mobile 
device; 

the at least one mobile device transmitting the indicia 
indicative of the version of mobile device operating 
Software stored in the at least one mobile device to the 
host computer; 

the host computer receiving the indicia indicative of the 
Version of mobile device operating Software Stored in 
the at least one mobile device; and 

the host computer determining whether updating of the 
mobile device operating Software is appropriate based 
on an initial comparison in which the indicia indicative 
of mobile device operating Software Stored in the at 
least one mobile device is compared to an indicia of the 
current version of mobile device operating Software. 

3. The method of claim 2, wherein the step of the host 
computer requesting from the at least one mobile device 
indicia indicative of a version of mobile device operating 
Software occurs following completion of a boot-up routine 
during which the at least one mobile device establishes an 
identity in the wireleSS communication System. 

4. The method of claim 1, wherein the step of determining 
includes the Steps of: 

the at least one mobile device transmitting to a host 
computer a request to receive indicia indicative of the 
current version of mobile device operating Software; 

the host computer transmitting the indicia indicative of 
the current version to the at least one mobile device; 

the at least one mobile device receiving the indicia 
indicative of the current version; and 
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the at least one mobile device determining whether updat 
ing of the mobile device operating Software is appro 
priate based on an initial comparison in which the 
indicia indicative of current version of operating Soft 
ware is compared to an indicia of a version of the 
operating Software Stored in the at least one mobile 
device. 

5. The method of claim 1, wherein the step of wirelessly 
updating the operating Software Stored in the at least one 
mobile device includes the step of the at least one mobile 
device downloading the current version of the operating 
Software from an FTP server. 

6. A wireleSS communication System, comprising at least 
one mobile device having a mobile device transceiver for 
communicating wirelessly with a host computer and FTP 
Server on a System backbone via a at least one base Station; 
wherein a version of operating Software that provides 
instruction code is Stored in the at least one mobile device 
and, when executed, allows the at least one mobile device to 
carry out its intended function; and 

7. The system of claim 6, wherein the initial comparison 
includes a comparison of an indicia of a version of mobile 
device operating Software Stored in a host computer and an 
indicia of a version of mobile device operating Software 
presently Stored in the mobile device. 

8. The system of claim 7, wherein the initial comparison 
is carried out by the host computer based on indicia infor 
mation provided by the mobile device. 

9. The system of claim 8, wherein the indicia information 
provided by the mobile device is provided in response to a 
request by the host computer for Such indicia information. 

10. The system of claim 7, wherein in the event the 
version of mobile device operating Software Stored in the 
mobile device is different from the version of mobile device 
operating Software Stored in the host computer, the host 
computer request the mobile device to download updated 
operating software from a FTP server. 

11. The system of claim 10, wherein the mobile device 
replaces the mobile device operating Software presently 
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Stored therein with the mobile device operating Software 
provided from the FTP server. 

12. A wide area network (WAN), comprising: 
a WAN based system backbone having a plurality of 

wireleSS communication Systems as recited in claim 6 
coupled thereto; 

a WAN based host computer coupled to the respective 
host computers in the plurality of wireleSS communi 
cation systems via the WAN based system backbone; 
and 

a WAN based FTP server coupled to respective FTP 
Servers in the plurality of wireleSS communication 
systems via the WAN based system backbone; 

wherein the WAN based FTP server is operatively con 
figured to communicate updated mobile device oper 
ating software to the respective FTP servers via the 
WAN based system backbone and the WAN based host 
computer is operatively configured to communicate 
updated information related to the mobile device oper 
ating Software to the respective host computers via the 
WAN based system backbone. 

13. In a wireleSS communication System, a method of 
operation comprising the Steps of 

Storing a version of operating Software which provides 
instruction code in at least one mobile device; 

executing the operating Software, whereby the least one 
mobile device carries out its intended function; 

determining whether the version of operating Software 
Stored in the at least one mobile device is a current 
Version of the operating Software; and 

wirelessly updating the operating Software Stored in the at 
least one mobile device if it is determined that the 
operating Software Stored in the at least one mobile 
device is not the current version. 
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