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This invention relates to dolls, toy figures and the 
like and the invention has particular reference to a 
doll, toy figure and the like having hair which may be 
dispensed as desired by the child in playing therewith. 
The invention comprehends a doll, toy figure and the 

like having a cavity in the head thereof adapted to receive 
a length of one or more locks of hair with the end 
portion thereof protruding from an opening in the head 
to permit of the hair covering the top of the head in 
the usual manner. In order to hold the locks of hair 
against too free dispensing through the opening in the 
head, the present invention comprehends a holder fittedly 
engaged in the said head opening and through which 
holder the locks of hair protrude so as to permit of 
the gradual and progressive withdrawal thereof as desired. 

Another object of the invention is to provide a holder 
which is biased into engagement with the wall of the 
cpening in the head of the doll, toy figure or the like and 
which permits of the withdrawal of the holder so as to 
substitute a new head of hair of the same or of a different 
color and which holder also biases the hair against too 
free dispensing thereof. 

Still another object of the invention is to provide a 
holder in the form of a frame having an elongated 
opening through which one or more locks of hair protrude 
with the hair of each lock secured together within the 
head of the doll and which locks may be independently 
dispensed through the fraine. 

Still another object of the invention is the arrange 
ment of the locks of hair in planar formation within 
the head with each of the locks secured to a backing and 
with the locks protruding through the frame in parallel 
relation. 
With the foregoing and other objects in view, reference 

is now made to the specification and accompanying draw 
ings in which the preferred embodirinent of the invention 
is illustrated. 

in the drawings: 
Fig. 1 is a view in elevation of a doll provided with 

a hair dispensing holder in the head thereof constructed 
in accordance with the invention. 

FIG. 2 is an enlarged view of the doll's head with 
the hair dispensing holder arranged in juxtaposition there 
to and with two locks of hair disposed in protruding 
relation in the holder. 

F.G. 3 is an enlarged transverse sectional view of the 
hoider shown in position in the opening in the doll's 
head and with the head fragmentarily illustrated. 

F.G. 4 is a fragmentary sectional view taken approxi 
mately on line 4-4 of FIG. 3. 

FiG. 5 is a transverse sectional view of the holder 
showing a modified form of means biasing the locks 
against too free dispensing thereof. 

Referring to the drawings, the invention is illustrated 
in its application to a doll but which may be any toy 
figure or the like. . 
The dicli may be of any desired character having a 

head 26 provided with a cavity 1 and with an opening 
22 in the top thereof in which is arranged a holder 13 
having one or more locks of hair disposed in protruding 
relation with a substantial length of each of the locks 
stored as a Supply in the cavity SA. As illustrated, the 
doii is provided with two locks 4 of hair, each of which 
is arranged in flat formation and is secured together by 
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Stitching 15 which extend through the lock and a backing 
is of sheet material such as fabric or the like is disposed 
against one side thereof. Preferably each of the backings 
is provided with a tab 7 for facilitating the handling 
of the locks. The locks are disposed in side by side 
relation and protrude through the holder in parallel rela 
tion with the ends thereof being free to be draped as 
desired over the top of the doll's head. 
The holder E3 includes a top wall 9 having an 

opening 28 in the form of a rectangular slot. Depend 
ing from the underside of said top wall are oppositely 
disposed spring tongues 21 and 22 which are affixed there 
to to extend longitudinally in spaced relation from the 
longitudinal side edges of said top wall so as to provide 
a lip 23 at each longitudinal edge of the holder. The 
tongues 2 and 22 have outwardly curved side portions 
24 and inwardly and upwardly bowed lower portions 
25 with the free end portions 26 disposed in parallel 
relation and spaced apart corresponding substantially to 
the width of the slot 28. The holder also includes end 
walls 28 and 29 which are affixed to the underside there 
of and extend transversely in spaced relation from the 
end edges thereof to provide lips 3 at the ends of said 
holder. The end walls 28 and 29 extend outwardly in 
bowed formation from said top wall adjacent the outer 
ends of the spring tongues 21 and 22. 
A rectangular frame 3 of arcuate shaped formation 

in section borders the opening 52 in the doll's head with 
the upper and lower edge portions thereof clampingly 
engaging over the cpposite faces of the wall of the head 
adjacent the opening so as to retain the frame in posi 
tion therein. 
The top wall 59 of the holder overlies the frame 31 

with the spring tongues 23 and 22 and the end walls 
23 and 29 engaging the frame between the lips and the 
bowed side and end portions thereof. Constructed in 
this manner the holder is securely held in position in 
the frame 33 by the bias of the bowed side and end por 
tions of the spring tongues and end walls against the 
frame so as to prevent accidental or unintentional free 
ing of the holder therefrom. However, the holder may be 
removed by grasping the edges of the lips for inserting 
a new supply of hair. 

It will be understood that a child playing with the 
doll many elongate the portions of the locks protruding 
hrough the holder to provide the doll with long hair or 
the child may cut the locks to provide a doll with short 
hair. When the locks have been reduced in length 
the child may insert new locks of hair to again provide 
the doll with long hair. 
The locks of hair project through the slot 29 in side by 

side parallel relation with each lock extending substantial 
ly the full length of the slot as shown in FIGS. 3 and 4 
of the drawings. The locks similarly extend between the 
inner end portions 26 of the spring tongues which are 
inwardly biased thereagainst to retain the same against 
too free dispensing thereof but which permits of the grad 
ual withdrawal and dispensing of the locks by slight pull 
on the ends thereof while the locks may be combed or 
brushed without unduly lengthening the protruding por 
OS. 

The locks of hair may be retained against too free dis 
pensing thereof by oppositely disposed spring tongues 33 
and 34 depending from the underside of the top wall 35 
of the holder 36 through which the locks protrude similar 
to the holder 3. The tongues 33 and 34, however, are 
provided with rollers 37 and 33 carried by pintles 39 at 
the upper ends of the upwardly directed portions 46 and 
4i which rollers are biased against the locks 4 as shown 
in FiG. 5 of the drawings. 
While the preferred form of the invention is shown 
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and described herein, it is understood that the same is 
not so limited but shall cover and include any and all 
modifications thereof which fall within the purview of the 
claims. . . . 

What is claimed is: 
1. A hair dispensing holder for the head of a toy figure 

comprising; a head having an opening in the top thereof 
- in communication with a cavity therein, a holder remov 
ably attached to said head and disposed in said opening 
and having a top wall provided with an open portion, op 
positely disposed tongues connected to and depending 
from said top wall with inner end portions of said tongues 
arranged in said cavity and disposed in spaced relation 
corresponding substantially to one dimension of said 
open portion, a lock of hair having inner and outer end 
portions, said lock being arranged with the inner end por 
tion thereof disposed in said cavity, said lock extending 
between said inner end portions of said tongues and pro 
truding therefrom through said open portion in the top 
wall of the holder with the outer end portion of said lock 
being adapted to be draped over the head of the figure, 
and said inner end portions of said tongues being biased 
against said lock of hair to prevent too free dispensing 
thereof but permitting of withdrawal movement of the 
inner end portion of the lock of hair stored in said cavity 
to elongate the protruding portion thereof. 

2. A hair dispensing holder for the head of a toy. 
figure comprising; a head having an opening in the top 
thereof in communication with a cavity therein, a holder 
attached to said head having a top wall disposed in over 
lying relation with the opening in the head of said toy 
figure with an open portion in said top wall in communica 
tion with said cavity, oppositely disposed tongues con 
nected to and depending from said top wall frictionally 
fitting said opening in the head of said toy figure with 
inner end portions of said tongues arranged in said cavity 
and disposed in spaced relation corresponding substan 
tially to one dimension of said open portion, a lock of 
hair having inner and outer end portions, said lock being 
arranged with the inner end portion thereof disposed in 
said cavity, said lock extending between said inter end 
portions of said tongues and protruding therefrom through 
said open portion in the top wall of the holder with the 
outer end portion of said lock being adapted to be draped 
over the head of the figure, and said inner end portions 
of said tongues being biased against said lock of hair to 
prevent too free dispensing thereof but permitting of 
withdrawal movement of the inner end portion of the 
lock of hair stored in said cavity to elongate the protrud 
ing portion thereof. 

3. A hair dispensing holder for the head of a toy figure 
comprising; a head having an opening in the top thereof 
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ing in the head of said toy figure with inner end portions 
of Said tongues arranged in said cavity and disposed in 
spaced relation corresponding substantially to one dimen 
sion of said open portion, a plurality of locks of hair, 
each of said locks having inner and outer end portions, 
said locks being arranged with the inner end portions 
thereof disposed in said cavity, said locks extending be 
tween Said inner end portions of said tongues in side by 
side parallel relation and protruding therefrom through 
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in communication with a cavity therein, a holder attached . 
to said head having a top wall disposed in overlying rela 
tion with the opening in the head of said toy figure with 
an open portion in said top wall in communication with 
said cavity, oppositely disposed tongues connected to and 
depending from said top wall frictionally fitting said open 
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said open portion in the top wall of the holder with the 
Cuier end portions of said locks being adapted to be 
draped over the head of the figure, and said inner end 
portions of said tongues being biased against said locks 
of hair to prevent too free dispensing thereof for permit 
ting of withdrawal movement of the inner end portions 
of the locks of hair stored in said cavity to elongate the 
protruding end thereof. 

4. A hair dispensing holder for the head of a toy figure 
as set forth in claim 3 in which a backing is secured to 
each of the locks adjacent the inner ends thereof to re 
tain the hair of locks in generally flat relation. 

5. A hair dispensing holder for the head of a toy figure 
as set forth in claim. 3 in which the inner end portions of 
the tongues are bent upwardly into generally U-shape 
formation with the free inner ends of said tongues pro 
jecting upwardly in substantially parallel relation and be 
tween which the locks of hair extend in side by side par 
allel relation. 

6. A hair dispensing holder for the head of a toy figure 
as set forth in claim 3 in which rollers are provided at 
the inner ends of said tongues, said rollers being disposed 
in substantially parallel relation between which the locks 
of hair extend in side by side parallel relation. 

7. A hair dispensing holder for the head of a toy figure 
comprising; a head having an opening in the top thereof 
in communication with a cavity therein, a holder remov 
ably attached to said head and disposed in said opening 
and having a top wall provided with an open portion, op 
positely disposed spring tension means attached to and 
carried by said top wall, said means being arranged in said 
cavity and disposed in spaced relation corresponding sub 
Stantially to one dimension of said open portion, a lock 
of hair having inner and outer end portions, said lock 
being arranged with the inner end portion thereof. dis-- 
posed in said cavity, said lock extending between said 
oppositely disposed spring tension means and protruding 
therefrom through said open portion in the top wall of 
the holder with the outer end portion of said lock being 
adapted to be draped over the head of the figure, and said 
Spring tension means being biased against said lock of 
hair to prevent too free dispensing thereof but permitting 
of withdrawal movement of the inner end portion of the 
lock of hair stored in said cavity to elongate the protrud 
ing portion thereof. 
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