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UNITED STATES PATENT OFFICE. 

EDMUND B. LITTLE, OF UNION CITY, TENNESSEE. 

BARREL TRUCK AND HOIST. 

SPECIFICATION forming part of Letters Patent No. 750,671, dated January 26, 1904. 
Application filed December 17, 1902, Serial No. 135,622, (No model.) 

To all twhon, it no?tly concern: 
Be it known that I, EDMUND B. LITTLE, a 

citizen of the United States, residing at Union 
City, in the county of Obion and State of Ten 
nessee, have invented certain new and useful 
Improvements in Barrel Trucks and Hoists; 
and I do hereby declare the following to be a 
full, clear, and exact description of the inven 
tion, such as will enable others skilled in the 
art to which it appertains to make and use the 
Sale. 

My invention relates to certain improve 
ments in barrel or cask trucks. It is particu 
larly adapted for use by those engaged in the 
manufacture and sale of such receptacles, bar 
rels, or casks, especially those of the heavy 
or cumbrous kind-as for molasses, liquors, 
&c.--to provide for the ready raising and low 
ering of Said receptacles, barrels, or casks from 
the floor or surface to and upon the truck by 
mechanical means; also, for similarly handling 
or lifting the same in placing them in an ele 
vated position and for the removal thereof 
from such elevation to the floor or surface or 
other point, it being readily operated with the 
minimum effort-as, for instance, by a boy or 

8. 

Said invention consists of the combination 
and arrangement of parts, substantially as 
hereinafter more fully disclosed, and specific 
ally pointed out by the claims. 

In the accompanying drawings, illustrating 
the preferred embodiment of my invention, 
Figure 1 is a side elevation thereof. Fig. 2 is a 
plan view with the barrel or cask removed. 
Fig. 3 is a vertical section taken through one of 
the standards. Fig. 4 is an enlarged detached 
view of the pawl or dog retaining device. Fig. 
5 is a reverse view of the ratchet-and-dog actu 
ating-lever. Fig. 6 is a broken sectional view 
taken through the platform or the windlass and 
ratchet carrying shaft. Fig. 7 is a modifica 
tion showing more particularly one of the bar 
rel or cask grappling devices. Fig. 8 is a 
broken detail view showing a modification 
more particularly of one of the grappling de 
WCeS. 

It will be understood that I do not limit my 
Self to details as herein disclosed, as the same 

suggest, without departing from the spirit of 
my invention and the same remain intact and 
be protected. 

In carrying out my invention I employ a 
platform or truck proper, 1, the same being 
suitably mounted upon wheels or casters 2, 
swiveled in position therein. Said platform 
or truck is preferably recessed to be adapt 
ed to readily receive a cask or barrel as it 
is moved up to the same for removal, said 
truck also being provided with standards 3, 
movably inserted in mortises or sockets 4. 
Said standards are pivoted in position within 
said mortises, or sockets at their lower ends 
and held in a rigid or fixed position, prefer 
ably by means of keys or wedges 5, inserted 
in said mortises or sockets against said stand 
ards. Said standards are provided with lon 
gitudinal or vertical ways or slots 6, extend 
ing almost the entire length of Said standards 
and adapted to provide for the application 
thereto of grappling devices 7 for engagement 
with the barrel or cask to be raised and trans 
ported. Said grappling devices preferably 
comprise a plate having notches or serrated 
arms 7" and additional arms T', arranged at 
right angles with the aforesaid arms and adapt 
ed to have connected there with a chain or gir 
dle 8, adapted to engage the receptacle or cask. 
Said girdle or chain may have applied thereto 
any suitable means for readily clasping the 
same upon the cask or barrel, as shown, or 
otherwise. Said grappling devices are also 
provided with trunnion-like screw-threaded 
projections passing through and sliding in the 
slots of said standards and having applied to 
their free ends nuts, or they may be screws, 
working in said grappling devices and pass 
ing through said slots, with washers or plates 
9 arranged thereon upon the Outer surfaces of 
said standards and having attached thereto 
lines or cables 10. Said lines or cables are 
adapted to pass Over pulleys 11, hung in po 
sition in arms 10", applied to the upper ends 
of said standards, said lines or cables also 
passing down, preferably, through openings 
in the platform 1 and coiled upon windlasses 
or drums 12, fixed upon a common shaft 13, 
journaled in said platform, said lines or ca 

may be changed, according as circumstances bles being suitably secured to said drums. 
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The shaft of said drum is preferably support 
ed in metallic bearings or plates secured to 
said side bars of said platform, said shaft hav 
ing fixed thereto at one end laterally of said 
platform a ratchet 13", and upon said shaft, 
alongside of Said ratchet, is arranged a lever 
14. Said lever has its inner end preferably 
provided with a flat plate-like extension 14", 
having an elongated slot 14", through which 
the drum-and-ratchet shaft 13 passes, said 
shaft having a washer 14' and nut 14" there 
on loosely confining said lever in position 
upon said shaft. Said lever is provided with 
two lateral pins or studs 15' 15", arranged 
slightly out of the same longitudinal plane, 
the purpose of which will be presently ex 

A dog or detent 16, having one arm 

side bars of the platform 1, is adapted to en 
gage the ratchet 13". Said dog or detent is 
provided at One end of said arm with a lateral 
stop. or projection 16" and has a preferably 
conical rearwardly-extending cam projection 
or lug 16", whose faces are preferably en 
gaged by a preferably flat plate-spring 17, 
preferably riveted to a right-angled portion 
of a disk or plate 17", suitably held laterally 
to said platform, or, rather, to one of its lat 
eral bars. 

In using my device the platform 1 is moved 
up close to the barrel or cask it may be de 
sired to transport, the grappling devices suit 
ably adjusted in their standards by properly 
manipulating the ratchet-and-drum shaft by 
means of the lever 14, the girdle or chain 8 
being then applied to the barrel, and the grap 
pling devices next brought into engagement 
with said barrel or cask for effective connec 
tion therewith. Said lever is now brought 
into engagement with the ratchet 13" by mov 
ing it upon the shaft of said ratchet so as to 
effect connection between said ratchet and the 
lateral stud or pin 15" and moving the lever 
in the required direction for the actuation of 
said ratchet, so as to wind the lines or cables 
upon their drums, which will effect the eleva 
tion of said cask or barrel out of contact with 
and above the surface or floor, the dog or de 
tent 16 effecting the retention of the ratchet at 
eachinterval of its movement, and accordingly 
the retention of said cask or barrel in its ele 
wated position. The truckis now moved to the 
point it is desired to store the barrel. The lever 
14 is grasped and moved so as to permit its pin 
or stud 15" to be disposed opposite but not in 
contact with the upper end of the dog or pawl 
16. Said lever is now thrust downwardly, ef 
fecting the reëngagement of the stud 15" with 
said ratchet, it being thus moved rearwardly to 
effect the engagement of the stud or pin 15" 
with the dog or pawl 16 and disengage said 
pawl from said ratchet, said pawl being held 
in its disengaged position by means of the 
spring 17 then engaging the upper face of the 
lug 16". Said ratchet, together with a rope 
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winding drum and shaft, is then free to re 

said ratchet. Said unwinding action is thus 
controlled by the operator still having hold of 
said lever when said shaft is revolved in the 
unwinding of the rope or cable, permitting 
the partial descent or lowering the barrel or 
cask, the lower end of said lever engaging the 
lateral stud 16" of said dog or pawl when said 
lever has described a certain arc in its move 
ment, again moving Said dog into engagement 
with said ratchet, thus arresting the unwind 
ing action of the barrel-lowering cable. Said 
operation of parts is repeated, if necessary, to 
further lower the barrel to the point where 
it is desired to place the latter. It will also 
be observed that by removing the wedges or 
keys 5 the standards 3 may be inclined upon 
their pivots or fulcrums as the cask-retaining 
lines or cables are slackened into a forwardly 
inclined position, whereby the cask while yet 
in an elevated position is disposed in place at 
an elevated point, as upon a platform or other 
elevated support, the lever, which, it will be 
understood, was actuated to aid in effecting 
such disposing of said standards, being fur 
ther actuated, so as to effect the continuous 
unwinding of said cables or lines and lower 
the barrel or cask into such elevated position. 

In the modification as disclosed in Fig. 7 
I may use in lieu of the screws or studs car 
rying the barrel or cask grappling devices, 
each comprising a keeper or slide 18, adapted 
to embrace a standard and having an integral 

of the barrel or cask elevating lines or cables, 
the grappling devices proper being axially or 
pivotally carried by said keepers. 

It will also be noted that my invention may 
be used for handling a barrel or cask for the 
purpose of boring it and inserting a faucet 
thereinto, and to do this the barrel-suspend 

dle or bulge and the barrel raised or elevated, 
as above described, until said barrel can be 
turned or disposed in a horizontal position to 

and fitting the faucet in place and without 
spilling or wasting the contents of the filled 
barrel. It may then be readily turned and 
restored to its upright position and left sus 
pended in the hoist or device or lowered to the 
floor or platform, as desired. Said device 
may also be used to advantage for careening 
the cask when the contents have been removed 
to that extent; otherwise it would be incon 
venient to effect the drainage thereof, thus 
providing for such ready drainage. 
Having thus described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is 

1. In a device of the character described, a 
truck provided with pivoted standards, means 
for the retention of said standards in a fixed 

volve for the unwinding of said cable, with the . 
stud 15" of said lever still in engagement with 

arm adapted to permit the attachment thereto 

ing chain is connected thereto about at its mid 

provide for effecting such boring operation 
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position, grappling-hooks adapted to slide in 
said standards, means for engaging said grap 
pling-hooks to a cask or barrel, means for rais 
ing and lowering Said grappling-hooks, com 
prising a shaft carrying a drum and ratchet, 
a dog adapted to engage said ratchet, a lever 
slidingly mounted upon said shaft and having 
means for engagement with Said ratchet and 
dog respectively. 

2. In a device of the character described, a 
truck provided with standards, grappling 
hooks adapted to slide in Said standards, means 
connecting together said grappling-hooks and 
adapted to engage the barrel or cask, and 
means for raising and lowering said grappling 
hooks, comprising a shaft carrying a ratchet, 
a spring-pressed dog engaging said ratchet, a 
lever having a sliding connection with said 
shaft and provided with lateral studs or pins, 
one adapted to engage said ratchet and the 
other adapted to engage said dog. 

3. In a device of the character described, a 
truck equipped with standards, sliding grap 
pling devices arranged in said standards, 
means connecting Said grappling devices to 
gether when applied to a barrel or cask, and 
means for raising and lowering said grappling 
devices, comprising a winding-shaft carrying 
a fixed ratchet, said shaft being connected up 
with said grappling devices, an endwise-mov 
able lever arranged upon said winding-shaft, 
a spring-actuated dog adapted to engage said 
ratchet and having a lateral stud, said lever 
having its lower end adapted to engage said 
lateral stud 

4. In a device of the character described, a 
truck provided with standards, sliding grap 
pling-hooks arranged in said standards and 
adapted to be connected together for raising 
a cask or barrel, and means for raising and 
lowering Said grappling-hooks, comprising a 
shaft carrying a fixed ratchet, a spring-pressed 
dog engaging said ratchet, a sliding lever pro 
vided with lateral studs or pins, one of said 
studs engaging said ratchet and the other pin 
or stud adapted to engage said dog. 

5. In a device of the character described, a 
truck provided with standards, sliding grap 
pling devices arranged upon said standards, 
and adapted to be applied to a cask for rais 
ing and lowering the same, and means for rais 
ing and lowering said grappling-hooks, com 
prising a shaft having a fixed ratchet thereon, 
a spring-actuated dog provided with a lateral 
stud or projection, a sliding lever arranged 
upon said shaft and provided with lateral lugs 
or pins, one adapted to engage Said ratchet 
and the other adapted to engage said dog. 

6. In a device of the character described, a 
truck provided with standards, sliding grap 
pling-hooks adapted to be connected together 
when applied to a cask, means for raising and 
lowering said grappling-hooks, comprising a 
shaft carrying a fixed ratchet, a spring-actu 
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ated dog adapted to engage Said ratchet hav 
ing a lateral stud or projection, and a sliding 
lever arranged upon said ratchet-shaft and 
having lateral studs or pins, one adapted to 
engage said ratchet and the other adapted to 
engage said dog, Said lever having its lower 
end adapted to engage the lateral stud or pro 
jection of said dog. 

7. In a device of the character described, a 
truck equipped with standards, sliding grap 
pling devices arranged upon said standards 
and having means for their application to a 
barrel or cask, means for raising and lowering 
said grappling devices, comprising a shaft car 
rying a fixed ratchet, a dog engaging said 
ratchet and having a conical-ended extension 
or cam, a Spring adapted to engage said con 
ical extension or cam, and a sliding lever ar 
ranged upon said ratchet-shaft and provided 
with lateral studs or pins, one engaging said 
ratchet and the other engaging said dog, said 
lever or pawl adapted to engage at its lower 
end a lateral stud of said dog. 

8. In a device of the character described, a 
truck equipped with standards, sliding grap 
pling devices arranged upon said standards 
adapted for application to a barrel or cask, 
and means for raising and lowering said grap 
pling devices, comprising a shaft carrying a 
fixed ratchet, a dog engaging said ratchet and 
having a lateral stud and a rearward conical 
extension or cam, a spring adapted to engage 
said conical extension, or cam, and a sliding 
lever arranged upon said ratchet-shaft and 
having lateral studs or pins, one adapted to 
engage said ratchet and the other adapted to 
engage said dog. 

9. In a device of the character described, a 
truck equipped with standards, sliding grap 
pling devices arranged upon said standards, 
each grappling device having teeth adapted 
to engage a cask or barrel and to be connected 
with means for application to a barrel or cask, 
and means for effecting the raising and lower 
ing of said grappling-hooks. . 

10. In a device of the character described, a 
truck provided with standards having longi 
tudinal slots therein, grappling devices having 
screw-threaded trunnion-like projections ar 
ranged to slide in said slots and provided with 
plates having teeth adapted to be applied to 

: a barrel, &c., arranged laterally of said stand 
ards, means adapted to connect up said grap 
pling devices after application to a barrel or 
cask, lines or cables connected to said plates 
or disks of said grappling devices, and means 
for actuating said lines or cables. 

11. In a device of the character described, a 
truck equipped with supports, grappling de 
vices, each having means to engage a cask or 
barrel, arranged to slide upon said supports 
and means for connecting said grappling de 
vices after application to a barrel or cask, said 
supports having pulleys arranged at their up 
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per ends, cables or lines passed over said pull 
leys and connected to said grappling devices 
and means for actuating said lines or cables. 

12. In a device of the character described, a 
truck equipped with standards, sliding grap 
pling-hooks arranged upon said standards, 
means for actuating said grappling-hooks, and 
means comprising keys or wedges arranged in 
slots laterally of Said standards, whereby the 

withdrawal of which wedges or keys will per- Io 
mit said standards to be adjusted to an in 
clined position. 

In testimony whereof Iaffix my signature in 
presence of two witnesses. 

EDMUND B. LTTLE. 
Witnesses: 

J. W. TEMPLE, 
A. J. HARPSOLE. 


